


Fundamentals of Digital Logic With VHDL Design teaches the basic design techniques for logic circuits. It 
emphasizes the synthesis of circuits and explains how circuits are implemented in real chips. Fundamental 
concepts are illustrated by using small examples, which are easy to understand. Then, a modular approach is 
used to show how larger circuits are designed. VHDL is used to demonstrate how the basic building blocks 
and larger systems are defined in a hardware description language, producing designs that can be implemented 
with modern CAD tools. 

Use of VHDL is well integrated into the book to enable the student to quickly become involved in real 
designs. The book can be used with any CAD system for design and implementation of logic circuits. To 
make it easy for the user to obtain modern CAD tools, the book includes a CD-ROM that contains Altera's 
Quartus II CAD software. This software provides automatic mapping of designs written in VHDL into Field 
Programmable Gate Arrays (FPGAs) and Complex Programmable Logic Devices (CPLDs). The user will be 
able to: 

• Enter a design into the CAD system 

• Compile the design into a selected device 

• Simulate the functionality and timing of the resulting circuit 

• Implement the designs in actual devices (using the school's laboratory facilities). 

VHDL is a complex language, so it is introduced gradually in the book. Each VHDL feature is presented 
as it becomes pertinent for the circuits being discussed. To teach the student to use the Quartus II software, 
the book includes three tutorials. A discussion of the complete CAD flow is also given. 
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PREFACE 

This book is intended for an introductory course in digital logic design, which is a basic 
course in most electrical and computer engineering programs. A successful designer of 
digital logic circuits needs a good understanding of basic concepts and a firm grasp of 
computer-aided design (CAD) tools. The purpose of our book is to provide the desirable 
balance between teaching the basic concepts and practical application through CAD tools. 
To facilitate the learning process, the necessary CAD software is included as an integral 
part of the book package. 

The main goals of the book are (1) to teach students the fundamental concepts in 
classical manual digital design and (2) illustrate clearly the way in which digital circuits 
are designed today, using CAD tools. Even though modern designers no longer use manual 
techniques, except in rare circumstances, our motivation for teaching such techniques is 
to give students an intuitive feeling for how digital circuits operate. Also, the manual 
techniques provide an illustration of the types of manipulations performed by CAD tools, 
giving students an appreciation of the benefits provided by design automation. Throughout 
the book, basic concepts are introduced by way of examples that involve simple circuit 
designs, which we perform using both manual techniques and modern CAD-tool-based 
methods. Having established the basic concepts, more complex examples are then provided, 
using the CAD tools. Thus our emphasis is on modern design methodology to illustrate 
how digital design is carried out in practice today. 

TECHNOLOGY AND CAD SUPPORT 

The book discusses modern digital circuit implementation technologies. The emphasis is on 
programmable logic devices (PLDs), which is the most appropriate technology for use in a 
textbook for two reasons. First, PLDs are widely used in practice and are suitable for almost 
all types of digital circuit designs. In fact, students are more likely to be involved in PLD
based designs at some point in their careers than in any other technology. Second, circuits 
are implemented in PLDs by end-user programming. Therefore, students can be provided 
with an opportunity, in a laboratory setting, to implement the book's design examples in 
actual chips. Students can also simulate the behavior of their designed circuits on their own 
computers. We use the two most popular types of PLDs for targeting of designs: complex 
programmable logic devices (CPLDs) and field-programmable gate arrays (FPGAs). 

Our CAD support is based on Altera Quartus II software. Quartus II provides automatic 
mapping of a design into Altera CPLDs and FPGAs, which are among the most widely 
used PLDs in the industry. The features of Quartus II that are particularly attractive for our 
purposes are: 

• It is a commercial product. The version inc1uded with the book supports all major 
features of the product. Students will be able to easily enter a design into the CAD 
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system, compile the design into a selected device (the choice of device can be changed 
at any time and the design retargeted to a different device), simulate the functionality 
and detailed timing of the resulting circuit, and if laboratory facilities are provided at 
the student's school, implement the designs in actual devices. 

• It provides for design entry using both hardware description languages (HDLs) and 
schematic capture. In the book, we emphasize the HDL-based design because it is the 
most efficient design method to use in practice. We describe in detail the IEEE Standard 
VHDL language and use it extensively in examples. The CAD system included with the 
book has a VHDL compiler, which allows the student to automatically create circuits 
from the VHDL code and implement these circuits in real chips. 

• It can automatically target a design to various types of devices. This feature allows us 
to illustrate the ways in which the architecture of the target device affects a designer's 
circuit. 

• It can be used on most types of popular computers. The version of Quartus II provided 
with the book runs on computers using Microsoft windows NT, 2000, or XP. However, 
through Altera's university program the software is also available for other machines, 
such as SUN or HP workstations. 

A Quartus II CD-ROM is included with each copy of the book. Use of the software 
is fully integrated into the book so that students can try, firsthand, all design examples. To 
teach the students how to use this software, the book includes three, progressively advanced, 
hands-on tutorials. 

SCOPE OF THE BOOK 

Chapter 1 provides a general introduction to the process of designing digital systems. It 
discusses the key steps in the design process and explains how CAD tools can be used to 
automate many of the required tasks. 

Chapter 2 introduces the basic aspects of logic circuits. It shows how Boolean algebra 
is used to represent such circuits. It also gives the reader a first glimpse at VHDL, as an 
example of a hardware description language that may be used to specify the logic circuits. 

The electronic aspects of digital circuits are presented in Chapter 3. This chapter shows 
how the basic gates are built using transistors and presents various factors that affect circuit 
performance. The emphasis is on the latest technologies, with particular focus on CMOS 
technology and programmable logic devices. 

Chapter 4 deals with the synthesis of combinational circuits. It covers all aspects of 
the synthesis process, starting with an initial design and performing the optimization steps 
needed to generate a desired final circuit. It shows how CAD tools are used for this purpose. 

Chapter 5 concentrates on circuits that perform arithmetic operations. It begins with 
a discussion of how numbers are represented in digital systems and then shows how such 
numbers can be manipulated using logic circuits. This chapter illustrates how VHDL can 
be used to specify the desired functionality and how CAD tools provide a mechanism for 
developing the required circuits. We chose to introduce the number representations at this 
point, rather than in the very beginning of the book, to make the discussion more mean-
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ingful and interesting, because we can immediately provide examples of how numerical 
information may be processed by actual circuits. 

Chapter 6 presents combinational circuits that are used as building blocks. It includes 
the encoder, decoder, and multiplexer circuits. These circuits are very convenient for 
illustrating the application of many VHDL constructs, giving the reader an opportunity to 
discover more advanced features of VHDL. 

Storage elements are introduced in Chapter 7. The use of flip-flops to realize regular 
structures, such as shift registers and counters, is discussed. VHDL-specified designs of 
these structures are included. The chapter also shows how larger systems, such as a simple 
processor, may be designed. 

Chapter 8 gives a detailed presentation of synchronous sequential circuits (finite state 
machines). It explains the behavior of these circuits and develops practical design tech
niques for both manual and automated design. 

Asynchronous sequential circuits are discussed in Chapter 9. While this treatment is 
not exhaustive, it provides a good indication of the main characteristics of such circuits. 
Even though the asynchronous circuits are not used extensively in practice, they should be 
studied because they provide an excellent vehicle for gaining a deeper understanding of 
the operation of digital circuits in general. They illustrate the consequences of propagation 
delays and race conditions that may be inherent in the structure of a circuit. 

Chapter lOis a discussion of a number of practical issues that arise in the design of real 
systems. It highlights problems often encountered in practice and indicates how they can 
be overcome. Examples of larger circuits illustrate a hierarchical approach in designing 
digital systems. Complete VHDL code for these circuits is presented. 

Chapter 11 introduces the topic of testing. A designer of logic circuits has to be aware 
of the need to test circuits and should be conversant with at least the most basic aspects of 
testing. 

Chapter 12 presents a complete CAD flow that the designer experiences when design
ing, implementing, and testing a digital circuit. 

Appendix A provides a complete summary of VHDL features. Although use of VHDL 
is integrated throughout the book, this appendix provides a convenient reference that the 
reader can consult from time to time when writing VHDL code. 

Appendices B, C, and 0 contain a sequence of tutorials on the Quartus II CAD tools. 
This material is suitable for self-study; it shows the student in a step-by-step manner how 
to use the CAD software provided with the book. 

Appendix E gives detailed information about the devices used in illustrative examples. 

WHAT CAN BE COVERED IN A COURSE 

All the material in the book can be covered in 2 one-quarter courses. A good coverage 
of the most important material can be achieved in a single one-semester, or even a one
quarter, course. This is possible only ifthe instructor does not spend too much time teaching 
the intricacies of VHDL and CAD tools. To make this approach possible, we organized 
the VHDL material in a modular style that is conducive to self-study. Our experience in 
teaching different classes of students at the University of Toronto shows that the instructor 
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may spend only 2 to 3 lecture hours on VHDL, concentrating mostly on the specification 
of sequential circuits. The VHDL examples given in the book are largely self-explanatory, 
and students can understand them easily. Moreover, the instructor need not teach how to 
use the CAD tools, because the Quartus II tutorials in Appendices B, C, and D are suitable 
for self-study. 

The book is also suitable for a course in logic design that does not include exposure to 
VHDL. However, some knowledge of VHDL, even at a rudimentary level, is beneficial to 
the students, and it is a great preparation for a job as a design engineer. 

One-Semester Course 

A natural starting point for formal lectures is Chapter 2. The material in Chapter 1 is 
a general introduction that serves as a motivation for why logic circuits are important and 
interesting~ students can read and understand this material easily. 

The following material should be covered in lectures: 

• Chapter 2-all sections. 

• Chapter 3-sections 3.1 to 3. 7. Also, it is useful to cover sections 3.8 and 3.9 if the 
students have some basic knowledge of electrical circuits. 

• Chapter 4-sections 4.1 to 4.7 and section 4.12. 

• Chapter 5-sections 5.1 to 5.5. 

• Chapter 6-all sections. 

• Chapter 7-a11 sections. 

• Chapter 8-sections 8.1 to 8.9. 

If time permits, it would also be very useful to cover sections 9.1 to 9.3 and section 9.6 in 
Chapter 9, as well as one or two examples in Chapter 10. 

• 
• 
• 
• 
• 
• 
• 

One-Quarter Course 

In a one-quarter course the following material can be covered: 

Chapter 2-all sections. 

Chapter 3-sections 3.1 to 3.3. 

Chapter 4-sections 4.1 to 4.5 and section 4.12. 

Chapter 5-sections 5.1 to 5.3 and section 5.5. 

Chapter 6-all sections. 

Chapter 7-sections 7.1 to 7.1 0 and section 7.13. 

Chapter 8-Sections 8.1 to 8.5. 

A MORE TRADITIONAL ApPROACH 

The material in Chapters 2 and 4 introduces Boolean algebra, combinational logic circuits, 
and basic minimization techniques. Chapter 2 provides initial exposure to these topics using 



PREFACE 

only AND, OR, NOT, NAND,andNOR gates. Then Chapter 3 discusses the implementation 
technology details, before proceeding with the synthesis techniques and other types of gates 
in Chapter 4. The material in Chapter 4 is appreciated better if students understand the 
technological reasons for the existence of NAND, NOR, and XOR gates, and the various 
programmable logic devices. 

An instructor who favors a more traditional approach may cover Chapters 2 and 4 in 
succession. To understand the use of NAND, NOR, and XOR gates, it is necessary only 
that the instructor provide a functional definition of these gates. 

VHDL 

VHDL is a complex language, which some instructors feel is too hard for beginning students 
to grasp. We fully appreciate this issue and have attempted to solve it. It is not necessary to 
introduce the entire VHDL language. In the book we present the important VHDL constructs 
that are useful for the design and synthesis of logic circuits. Many other language constructs, 
such as those that have meaning only when using the language for simulation purposes, 
are omitted. The YHDL material is introduced gradually, with more advanced features 
being presented anI y at points where their use can be demonstrated in the design of relevant 
circuits. 

The book includes more than 150 examples of VHDL code. These examples illustrate 
how VHDL is used to describe a wide range of logic circuits, from those that contain only 
a few gates to those that represent digital systems such as a simple processor. 

SOLVED PROBLEMS 

The chapters include examples of solved problems. They show how typical homework 
problems may be solved. 

HOMEWORK PROBLEMS 

More than 400 homework problems are provided in the book. Answers to selected problems 
are given at the back of the book. Solutions to all problems are available to instructors in 
the Solutions Manual that accompanies the book. 

LABORATORY 

The book can be used for a course that does not include laboratory exercises, in which case 
students can get useful practical experience by simulating the operation of their designed 
circuits by using the CAD tools provided with the book. If there is an accompanying labora~ 
tory, then a number of design examples in the book are suitable for laboratory experiments. 
Additional experiments are available on the authors' website. 
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1 
DESIGN CONCEPTS 

CHAPTER OBJECTIVES 

In this chapter you will be introduced to: 

• Digital hardware components 

• An overview of integrated circuit technology 

• The design process for digital hardware 
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This book is about logic circuits-the circuits from which computers are built. Proper understanding of 
logic circuits is vital for today's electrical and computer engineers. These circuits are the key ingredient of 
computers and are also used in many other applications. They are found in commonly used products, such as 
digital watches, various household appliances, CD players, and electronic games, as well as in large systems, 
such as the equipment for telephone and television networks. 

The material in this book will introduce the reader to the many issues involved in the design of logic 
circuits. It explains the key ideas with simple examples and shows how complex circuits can be derived from 
elementary ones. We cover the classical theory used in the design of logic circuits in great depth because it 
provides the reader with an intuitive understanding of the nature of such circuits. But throughout the book we 
also illustrate the modem way of designing logic circuits, using sophisticated computer aided design (CAD) 
software tools. The CAD methodology adopted in the book is based on the industry-standard design language 
called VHDL. Design with VHDL is first introduced in Chapter 2, and usage of VHDL and CAD tools is an 
integral part of each chapter in the book. 

Logic circuits are implemented electronically, using transistors on an integrated circuit chip. With modem 
technology it is possible to fabricate chips that contain tens of millions of transistors, as in the case of computer 
processors. The basic building blocks for such circuits are easy to understand, but there is nothing simple 
about a circuit that contains tens of millions of transistors. The complexity that comes with the large size of 
logic circuits can be handled successfully only by using highly organized design techniques. We introduce 
these techniques in this chapter, but first we briefly describe the hardware technology used to build logic 
circuits. 

2 

1. 1 DIGITAL HARDWARE 

Logic circuits are used to build computer hardware, as well as many other types of products. 
All such products are broadly classified as digital hard~vare. The reason that the name digital 
is used will become clear later in the book-it derives from the way in which information 
is represented in computers, as electronic signals that correspond to digits of information. 

The technology used to build digital hardware has evolved dramatically over the past 
four decades. Until the 1960s logic circuits were constructed with bulky components, such 
as transistors and resistors that came as individual parts. The advent of integrated circuits 
made it possible to place a number of transistors, and thus an entire circuit, on a single 
chip. In the beginning these circuits had only a few transistors, but as the technology 
improved they became larger. Integrated circuit chips are manufactured on a silicon wafer, 
such as the one shown in Figure 1.1. The wafer is cut to produce the individual chips, 
which are then placed inside a special type of chip package. By 1970 it was possible to 
implement all circuitry needed to realize a microprocessor on a single chip. Although early 
microprocessors had modest computing capability by today's standards, they opened the 
door for the information processing revolution by providing the means for implementation 
of affordable personal computers. About 30 years ago Gordon Moore, chairman of Intel 
Corporation, observed that integrated circuit technology was progressing at an astounding 
rate, doubling the number of transistors that could be placed on a chip every 1.5 to 2 years. 
This phenomenon, informally known as Moore's law, continues to the present day. Thus in 
the early 1990s microprocessors could be manufactured with a few million transistors, and 
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reduce steadily to about 35 nm by the year 2012. The size of a transistor determines how 
many transistors can be placed in a given amount of chip area, with the current maximum 
being about 30 million transistors per cm2 . This number is expected to grow to 100 million 
transistors by the year 2012. The largest chip size is expected to be about 1300 mm2 at that 
time; thus chips with up to 1.3 billion transistors will be possible~ There is no doubt that 
this technology will have a huge impact on all aspects of people's lives. 

The designer of digital hardware may be faced with designing logic circuits that can be 
implemented on a single chip or, more likely, designing circuits that involve a number of 
chips placed on a printed circuit board (PCB). Frequently, some of the logic circuits can be 
realized in existing chips that are readily available. This situation simplifies the design task 
and shortens the time needed to develop the final product. Before we discuss the design 
process in more detail, we should introduce the different types of integrated circuit chips 
that may be used. 

There exists a large variety of chips that implement various functions that are useful 
in the design of digital hardware. The chips range from very simple ones with low func
tionality to extremely complex chips. For example, a digital hardware product may require 
a microprocessor to perform some arithmetic operations, memory chips to provide storage 
capability, and interface chips that allow easy connection to input and output devices. Such 
chips are available from various vendors. 

For most digital hardware products, it is also necessary to design and build some logic 
circuits from scratch. For implementing these circuits, three main types of chips may be 
used: standard chips, programmable logic devices, and custom chips. These are discussed 
next. 

1.1.1 STANDARD CHIPS 

Numerous chips are available that realize some commonly used logic circuits. We will 
refer to these as standard chips, because they usually conform to an agreed-upon standard 
in terms of functionality and physical configuration. Each standard chip contains a small 
amount of circuitry (usually involving fewer than 100 transistors) and performs a simple 
function. To build a logic circuit, the designer chooses the chips that perform whatever 
functions are needed and then defines how these chips should be interconnected to realize 
a larger 10gic circuit. 

Standard chips were popular for building logic circuits until the early 1980s. However, 
as integrated circuit technology improved, it became inefficient to use valuable space on 
PCBs for chips with low functionality. Another drawback of standard chips is that the 
functionality of each chip is fixed and cannot be changed. 

1. 1.2 PROGRAMMABLE LOGIC DEVICES 

In contrast to standard chips that have fixed functionality, it is possible to construct chips 
that contain circuitry that can be configured by the user to implement a wide range of 
different logic circuits. These chips have a very general structure and include a collection 
of programmable switches that allow the internal circuitry in the chip to be configured 
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A field-programmable gate array chip (courtesy of 
Altera Corp.). 

in many different ways. The designer can implement whatever functions are needed for 
a particular application by choosing an appropriate configuration of the switches. The 
switches are programmed by the end user, rather than when the chip is manufactured. Such 
chips are known as programmable logic devices (PLDs). We will introduce them in Chap
ter 3. 

Most types ofPLDs can be programmed multiple times. This capability is advantageous 
because a designer who is developing a prototype of a product can program a PLD to perform 
some function, but later, when the prototype hardware is being tested, can make corrections 
by reprogramming the PLD. Reprogramming might be necessary, for instance, if a designed 
function is not quite as intended or if new functions are needed that were not contemplated 
in the original design. 

PLDs are available in a wide range of sizes. They can be used to realize much larger 
logic circuits than a typical standard chip can realize. Because of their size and the fact that 
they can be tailored to meet the requirements of a specific application, PLDs are widely used 
today. One of the most sophisticated types of PLD is known as afield-programmable gate 
array (FPGA). FPGAs that contain more than 500 million transistors are now available 
[2, 3]. A photograph of an FPGA chip is shown in Figure 1.2. The chip consists of 
a large number of small logic circuit elements, which can be connected together using 
the programmable switches. The logic circuit elements are arranged in a regular two
dimensional structure. 

1.1.3 CUSTOM-DESIGNED CHIPS 

PLDs are available as off-the-shelf components that can be purchased from different sup
pliers. Because they are programmable, they can be used to implement most logic circuits 
found in digital hardware. However, PLDs also have a drawback in that the programmable 
switches consume valuable chip area and limit the speed of operation of implemented cir
cuits. Thus in some cases PLDs may not meet the desired performance or cost objectives. 

5 



6 

C HAP T E R 1 • DESIGN CONCEPTS 

In such situations it is possible to design a chip from scratch; namely, the logic circuitry 
that must be included on the chip is designed first and then an appropriate technology is 
chosen to implement the chip. Finally, the chip is manufactured by ~ company that has the 
fabrication facilities. This approach is known as custom or semi-custom design, and such 
chips are called custom or semi-custom chips. Such chips are intended for use in specific 
applications and are sometimes called application-specific integrated circuits (ASICs). 

The main advantage of a custom chip is that its design can be optimized for a specific 
task; hence it usually leads to better performance. It is possible to include a larger amount 
of logic circuitry in a custom chip than would be possible in other types of chips. The 
cost of producing such chips is high, but if they are used in a product that is sold in large 
quantities, then the cost per chip, amortized over the total number of chips fabricated, may 
be lower than the total cost of off-the-shelf chips that would be needed to implement the 
same function(s). Moreover, if a single chip can be used instead of multiple chips to achieve 
the same goal, then a smaller area is needed on a PCB that houses the chips in the final 
product. This results in a further reduction in cost. 

A disadvantage of the custom-design approach is that manufacturing a custom chip 
often takes a considerable amount of time, on the order of months. In contrast, if a PLD 
can be used instead, then the chips are programmed by the end user and no manufacturing 
delays are involved. 

1.2 THE DESIGN PROCESS 

The availability of computer-based tools has greatly influenced the design process in a wide 
variety of design environments. For example, designing an automobile is similar in the 
general approach to designing a furnace or a computer. Certain steps in the development 
cycle must be performed if the final product is to meet the specified objectives. We will 
start by introducing a typical development cycle in the most general terms. Then we will 
focus on the particular aspects that pertain to the design of logic circuits. 

The flowchart in Figure 1.3 depicts a typical development process. We assume that 
the process is to develop a product that meets certain expectations. The most obvious 
requirements are that the product must function properly, that it must meet an expected 
level of performance, and that its cost should not exceed a given target. 

The process begins with the definition of product specifications. The essential features 
of the product are identified, and an acceptable method of evaluating the implemented 
features in the final product is established. The specifications must be tight enough to 
ensure that the developed product will meet the general expectations, but should not be 
unnecessarily constraining (that is, the specifications should not prevent design choices 
that may lead to unforeseen advantages). 

From a complete set of specifications, it is necessary to define the general structure of 
an initial design of the product. This step is difficult to automate. It is usually performed by 
a human designer because there is no clear-cut strategy for developing a product's overall 
structure-it requires considerable design experience and intuition. 
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No 

C Finished product ::::> 

Figure 1.3 The development process. 
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After the general structure is established, CAD tools are used to work out the details. 
Many types of CAD tools are available, ranging from those that help with the design 
of individual parts of the system to those that allow the entire system's structure to be 
represented in a computer. When the initial design is finished, the results must be verified 
against the original specifications. Traditionally, before the advent of CAD tools, this step 
involved constructing a physical model of the designed product, usually including just the 
key parts. Today it is seldom necessary to build a physical model. CAD tools enable 
designers to simulate the behavior of incredibly complex products, and such simulations 
are used to detennine whether the obtained design meets the required specifications. If 
errors are found, then appropriate changes are made and the verification of the new design 
is repeated through simulation. Although some design flaws may escape detection via 
simulation, usually all but the most subtle problems are discovered in this way. 

When the simulation indicates that the design is correct, a complete physical prototype 
of the product is constructed. The prototype is thoroughly tested for conformance with the 
specifications. Any errors revealed in the testing must be fixed. The errors may be minor, 
and often they can be eliminated by making sma]] corrections directly on the prototype of 
the product. In case of large errors, it is necessary to redesign the product and repeat the 
steps explained above. When the prototype passes all the tests, then the product is deemed 
to be successfully designed and it can go into production. 

1.3 DESIGN OF DIGITAL HARDWARE 

Our previous discussion of the development process is relevant in a most general way. The 
steps outlined in Figure 1.3 are fully applicable in the development of digital hardware. 
Before we discuss the complete sequence of steps in this development environment, we 
should emphasize the iterative nature of the design process. 

1.3.1 BASIC DESIGN Loop 

Any design process comprises a basic sequence of tasks that are performed in various 
situations. This sequence is presented in Figure 1.4. Assuming that we have an initial 
concept about what should be achieved in the design process, the first step is to generate 
an initial design. This step often requires a lot of manual effort because most designs have 
some specific goals that can be reached only through the designer's knowledge, skill, and 
intuition. The next step is the simulation of the design at hand. There exist excellent CAD 
tools to assist in this step. To carry out the simulation successfully, it is necessary to have 
adequate input conditions that can be applied to the design that is being simulated and later 
to the final product that has to be tested. Applying these input conditions, the simulator 
tries to verify that the designed product will perform as required under the original product 
specifications. If the simulation reveals some errors, then the design must be changed to 
overcome the problems. The redesigned version is again simulated to determine whether 
the errors have disappeared. This loop is repeated until the simulation indicates a successful 
design. A prudent designer expends considerable effort to remedy errors during simulation . 
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Design concept 

Initial design 

Simulation Redesign 

No 

Yes 

C Successful design :::> 
Figure 1.4 The basic design loop. 

because errors are typically much harder to fix if they are discovered late in the design 
process. Even so, some errors may not be detected during simulation, in which case they 
have to be dealt with in later stages of the development cycle. 

1.3.2 STRUCTURE OF A COMPUTER 

To understand the role that logic circuits play in digital systems, consider the structure of 
a typical computer, as illustrated in Figure 1.5a. The computer case houses a number of 
printed circuit boards (PCBs), a power supply, and (not shown in the figure) storage units, 
like a hard disk and DVD or CD-ROM drives. Each unit is plugged into a main PCB, 
called the motherboard. As indicated on the bottom of Figure I.Sa, the motherboard holds 
several integrated circuit chips, and it provides slots for connecting other PCBs, such as 
audio, video, and network boards. 

Figure 1.Sb illustrates the structure of an integrated circuit chip. The chip comprises 
a number of subcircuits, which are interconnected to build the complete circuit. Examples 
of subcircuits are those that perform arithmetic operations, store data, or control the flow 
of data. Each of these subcircuits is a logic circuit. As shown in the middle of the figure, a 
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logic circuit comprises a network of connected logic gates. Each logic gate performs a very 
simple function, and more complex operations are realized by connecting gates together. 
Logic gates are built with transistors, which in turn are implemented ~y fabricating various 
layers of material on a silicon chip. 

This book is primarily concerned with the center portion of Figure 1.5b-the design 
of logic circuits. We explain how to design circuits that perform important functions, such 
as adding, subtracting, or multiplying numbers, counting, storing data, and controlling the 
processing of information. We show how the behavior of such circuits is specified, how 
the circuits are designed for minimum cost or maximum speed of operation, and how the 
circuits can be tested to ensure correct operation. We also briefly explain how transistors 
operate, and how they are built on silicon chips. 

1.3.3 DESIGN OF A DIGITAL HARDWARE UNIT 

As shown in Figure 1.5, digital hardware products usually involve one or more PCBs that 
contain many chips and other components. Development of such products starts with the 
definition of the overall structure. Then the required integrated circuit chips are selected, 
and the PCBs that house and connect the chips together are designed. If the selected chips 
include PLDs or custom chips, then these chips must be designed before the PCB-level 
design is undertaken. Since the complexity of circuits implemented on individual chips 
and on the circuit boards is usually very high, it is essential to make use of good CAD tools. 

A photograph of a PCB is given in Figure 1.6. The PCB is a part of a large computer 
system designed at the Uni versity of Toronto. This computer, called NUMAchine [4,5], is 
a multiprocessor, which means that it contains many processors that can be used together 
to work on a particular task. The PCB in the figure contains one processor chip and various 
memory and support chips. Complex logic circuits are needed to form the interface between 
the processor and the rest of the system. A number of PLDs are used to implement these 
logic circuits. 

To illustrate the complete development cycle in more detail, we will consider the steps 
needed to produce a digital hardware unit that can be implemented on a PCB. This hardware 
could be viewed as a very complex logic circuit that perfonns the functions defined by the 
product specifications. Figure 1.7 shows the design flow, assuming that we have a design 
concept that defines the expected behavior and characteristics of this large circuit. 

An orderly way of dealing with the complexity involved is to partition the circuit into 
smaller blocks and then to design each block separately. Breaking down a large task into 
more manageable smaller parts is known as the divide-and-conquer approach. The design 
of each block follows the procedure outlined in Figure 104. The circuitry in each block is 
defined, and the chips needed to implement it are chosen. The operation of this circuitry is 
simulated, and any necessary corrections are made. 

Having successfully designed all blocks, the interconnection between the blocks must 
be defined, which effectively combines these blocks into a single large circuit. Now it 
is necessary to simulate this complete circuit and correct any errors. Depending on the 
errors encountered, it may be necessary to go back to the previous steps as indicated by the 
paths A, B, and C in the flowchart. Some errors may be caused by incorrect connections 
between the blocks, in which case these connections have to be redefined, following path C. . 
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Figure 1.6 A printed circuit board_ 

SOJll~ block;; may not have bcen designed eorre<.:tly, in whieh ease palh H l~ I-ollowed and the 
erroneous bhx:ks are reMslgned Anolilcr po5sibility is that the very first step of partitioning 
the overall large cin.:uit into hl[)ck~ was not done well, in which ca~ path A is followed. 
'n]i, may happen, for example, if none of the bllk:k~ implement some functionality needed 
in the compl ete ci[wil. 

Succe,sful wmpktioll offunetional simulation suggcsts that the designed circuit will 
correctly perform ,111 of its function, The next step is to dende ho"" to realize this circuit 
on ,j PCB. TIle physical location of each chip on the board has to he determined, and the 
wiring pattel'll needed tu IHake <.:onm:nions hetween the chips has to be defined_ We refer 
to till'> step as IhL' physical de.l-ign of the PCB. CAD tools are relied on heavily to perform 
this task automatically_ 

Once the plan;melll of chips and Ihe actual wire connections on the PCB have been 
e~tab1ished, it IS desirable to see how tJli, ph)skallayollt will affect the performance of 
the circuit on the finished hoard_ Tt is reasonable to assume that if the previou~ [un<.:tional 
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Design concept 
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I I Partition 
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Design one block • • • Design one block 
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Define interconnection between blocks 

Functional simulation of complete system 
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Physical mapping 

Timing simulation 

I 
I 
~ .. 

No 

Yes 

C Implementation ::> 
i 
Figure 1.7 Design Row for logic circuits. 
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simulation indicated that all functions will be performed correctly, then the CAD tools 
used in the physical design step will ensure that the required functional behavior will not 
be corrupted by placing the chips on the board and wiring them together to realize the 
final circuit. However, even though the functional behavior may be correct, the realized 
circuit may operate more slowly than desired and thus lead to inadequate performance. This 
condition occurs because the physical wiring on the PCB involves metal traces that present 
resistance and capacitance to electrical signals and thus may have a significant impact on the 
speed of operation. To distinguish between simulation that considers only the functionality 
of the circuit and simulation that also considers timing behavior, it is customary to use 
the terms junctional simulation and timing simulation. A timing simulation may reveal 
potential performance problems, which can then be corrected by using the CAD tools to 
make changes in the physical design of the PCB. 

Having completed the design process, the designed circuit is ready for physical im
plementation. The steps needed to implement a prototype board are indicated in Figure 
1.8. A first version of the board is built and tested. Most minor errors that are detected can 
usually be corrected by making changes directly on the prototype board. This may involve 
changes in wiring or perhaps reprogramming some PLDs. Larger problems require a more 
substantial redesign. Depending on the nature of the problem, the designer may have to 
return to any of the points A, B, C, or D in the design process of Figure 1.7. 

Implementation 

Build prototype 

Testing Modify prototype 

No 

Yes No 

C Finished PCB Go to A, B, C, or D in Figure 1.6 

Figure 1.8 Completion of PCB development. 
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We have described the development process where the final circuit is implemented 
using many chips on a PCB. The material presented in this book is directly applicable to 
this type of design problem. However, for practical reasons the design examples that appear 
in the book are relatively small and can be realized in a single integrated circuit, either a 
custom-designed chip or a PLD. All the steps in Figure 1.7 are relevant in this case as well, 
with the understanding that the circuit blocks to be designed are on a smaller scale. 

1.4 LOGIC CIRCUIT DESIGN IN THIS BOOK 

In this book we use PLDs extensively to illustrate many aspects of logic circuit design. 
We selected this technology because it is widely used in real digital hardware products 
and because the chips are user programmable. PLD technology is particularly well suited 
for educational purposes because many readers have access to facilities for programming 
PLDs, which enables the reader to actually implement the sample circuits. To illustrate 
practical design issues, in this book we use two types of PLDs-they are the two types 
of devices that are widely used in digital hardware products today. One type is known as 
complex programmable logic devices (CPLDs) and the other as field-programmable gate 
arrays (FPGAs). These chips are introduced in Chapter 3. 

To gain practical experience and a deeper understanding of logic circuits, we advise the 
reader to implement the examples in this book using CAD tools. Most of the major vendors 
of CAD systems provide their tools through university programs for educational use. Some 
examples are AItera, Cadence, Mentor Graphics, Synopsys, Synplicity, and Xilinx. The 
CAD systems offered by any of these companies can be used equally well with this book. 
For those who do not already have access to CAD tools, we include Altera's Quartus II CAD 
system on a CD-ROM. This state-of-the-art software supports all phases ofthe design cycle 
and is powerful and easy to use. The software is easily installed on a personal computer, 
and we provide a sequence of complete step-by-step tutorials in Appendices B, C, and D to 
illustrate the use of CAD tools in concert with the book. 

For educational purposes, some PLD manufacturers provide laboratory development 
printed circuit boards that include one or more PLD chips and an interface to a personal 
computer. Once a logic circuit has been designed using the CAD tools, the circuit can be 
downloaded into a PLD on the board. Inputs can then be applied to the PLD by way of 
simple switches, and the generated outputs can be examined. These laboratory boards are 
described on the World Wide Web pages of the PLD suppliers. 

1 .5 THEORY AND PRACTICE 

Modem design of logic circuits depends heavily on CAD tools, but the discipline of logic 
design evolved long before CAD tools were invented. This chronology is quite obvious 
because the very first computers were built with logic circuits, and there certainly were no 
computers available on which to design them! 

.. 
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Numerous manual design techniques have been developed to deal with logic circuits. 
Boolean algebra, which we will introduce in Chapter 2, was adopted as a mathematical 
means for representing such circuits. An enormous amount of "theory" was developed, 
showing how certain design issues may be treated. To be successful, a designer had to 
apply this knowledge in practice. 

CAD tools not only made it possible to design incredibly complex circuits but also 
made the design work much simpler in general. They perfonn many tasks automatically, 
which may suggest that today's designer need not understand the theoretical concepts used 
in the tasks performed by CAD tools. An obvious question would then be, Why should one 
study the theory that is no longer needed for manual design? Why not simply learn how to 
use the CAD tools? 

There are three big reasons for learning the relevant theory. First, although the CAD 
tools perfonn the automatic tasks of optimizing a logic circuit to meet particular design 
objectives, the designer has to give the original description of the logic circuit. If the 
designer specifies a circuit that has inherently bad properties, then the final circuit will also 
be of poor quality. Second, the algebraic rules and theorems for design and manipulation 
of logic circuits are directly implemented in today's CAD tools. It is not possible for a user 
of the tools to understand what the tools do without grasping the underlying theory. Third, 
CAD tools offer many optional processing steps that a user can invoke when working on 
a design. The designer chooses which options to use by examining the resulting circuit 
produced by the CAD tools and deciding whether it meets the required objectives. The 
only way that the designer can know whether or not to apply a particular option in a given 
situation is to know what the CAD tools will do if that option is invoked-again, this implies 
that the designer must be familiar with the underlying theory. We discuss the c1assicallogic 
circuit theory extensively in this book, because it is not possible to become an effective 
logic circuit designer without understanding the fundamental concepts. 

On a final note, there is another good reason to learn some logic circuit theory even if it 
were not required for CAD tools. Simply put, it is interesting and intellectually challenging. 
In the modern world filled with sophisticated automatic machinery, it is tempting to rely on 
tools as a substitute for thinking. However, in logic circuit design, as in any type of design 
process, computer-based tools are not a substitute for human intuition and innovation. 
Computer-based tools can produce good digital hardware designs only when employed by 
a designer who thoroughly understands the nature of logic circuits. 
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INTRODUCTION TO LOGIC CIRCUITS 

CHAPTER OBJECTIVES 

In this chapter you will be introduced to: 

• Logic functions and circuits 

• Boolean algebra for dealing with logic functions 

• Logic gates and synthesis of simple circuits 

• CAD tools and the VHDL hardware description language 

) 
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The study of logic circuits is motivated mostly by their use in digital computers. But such circuits also form 
the foundation of many other digital systems where performing arithmetic operations on numbers is not of 
primary interest. For example, in a myriad of control applications actions are determined by some simple 
logical operations on input information, without having to do extensive numerical computations. 

Logic circuits perform operations on digital signals and are usually implemented as electronic circuits 
where the signal values are restricted to a few discrete values. In binary logic circuits there are only two 
values, 0 and 1. In decima/logic circuits there are 10 values, from 0 to 9. Since each signal value is naturally 
represented by a digit, such logic circuits are referred to as digital circuits. In contrast, there exist analog 
circuits where the signals may take on a continuous range of values between some minimum and maximum 
levels. 

In this book we deal with binary circuits, which have the dominant role in digital technology. We hope to 
provide the reader with an understanding of how these circuits work, how are they represented in mathematical 
notation, and how are they designed using modern design automation techniques. We begin by introducing 
some basic concepts pertinent to the binary logic circuits. 

20 

2. 1 VARIABLES AND FUNCTIONS 

The dominance of binary circuits in digital systems is a consequence of their simplicity, 
which results from constraining the signals to assume only two possible values. The simplest 
binary element is a switch that has two states. If a given switch is controlled by an input 
variable x, then we will say that the switch is open if x = 0 and closed if x = I, as illustrated 
in Figure 2.la. We will use the graphical symbol in Figure 2.1 b to represent such switches 
in the diagrams that follow. Note that the control input x is shown explicitly in the symbol. 
In Chapter 3 we will explain how such switches are implemented with transistors. 

Consider a simple application of a switch, where the switch turns a smalllightbulb 
on or off. This action is accomplished with the circuit in Figure 2.2a. A battery provides 
the power source. The lightbulb glows when sufficient current passes through its filament, 
which is an electrical resistance. The current flows when the switch is closed, that is, when 

X ::: 0 

Figure 2.1 

-----<r------O

x ::: 1 

(a) Two states of a switch 

x 

(b) Symbol for a switch 

A binary switch. 
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s 

Battery x Light 

(a) Simple connection to a battery 

Power 
supply I 

s 

x Light 

(b) Using a ground connection as the return path 

Figure 2.2 A light controlled by a switch .. 

x = 1. In this example the input that causes changes in the behavior of the circuit is the 
switch control x. The output is defined as the' state (or condition) of the light, which we 
will denote by the letter L. If the light is on, we will say that L = I. If the the light is off, 
we will say that L = O. Using this convention, we can describe the state of the light as a 
function of the input variable x. Since L = 1 if x = 1 and L = 0 if x = 0, we can say that 

L(x) = x 

This simple logic expression describes the output as a function of the input. We say that 
L(x) = x is a logic function and that x is an input variable. 

The circuit in Figure 2.2a can be found in an ordinary flashlight, where the switch is a 
simple mechanical device. In an electronic circuit the switch is implemented as a transistor 
and the light may be a light-emitting diode (LED). An electronic circuit is powered by 
a power supply of a certain voltage, perhaps 5 volts. One side of the power supply is 
connected to ground, as shown in Figure 2.2h. The ground connection may also be used as 
the return path for the current, to close the loop, which is achieved by connecting one side 
of the light to ground as indicated in the figure. Of course, the light can also be connected 
by a wire directly to the grounded side of the power supply, as in Figure 2.2a. 

Consider now the possibility of using two switches to control the state of the light. Let 
Xl and X2 be the control inputs for these switches. The switches can be connected either 
in series or in parallel as shown in Figure 2.3. Using a series connection, the light will be 
turned on only if both switches are closed. If either switch is open, the light will be off. 
This behavior can be described by the expression 

L(Xl, X2) = Xl . X2 

where L = 1 if Xl = 1 and X2 = 1, 

L = 0 otherwise. 
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s S 

Power Light supply I 
Xl x2 

-
(a) The logical AND function (series connection) 

(b) The logical OR function (parallel connection) 

Figure 2.3 Two basic functions. 

The "." symbol is called the AND operator, and the circuit in Figure 2.3a is said to implement 
a logical AND function. 

The parallel connection of two switches is given in Figure 2.3b. In this case the light 
will be on if either Xl or X2 switch is closed. The light will also be on if both switches are 
closed. The light will be off only if both switches are open. This behavior can be stated as 

L(XI, X2) = Xl + X2 

where L = 1 if Xl = 1 or X2 = 1 or if Xl = X2 = I, 
L = 0 if Xl = X2 = O. 

The + symbol is called the OR operator, and the circuit in Figure 2.3b is said to implement 
a logical ORfunction. 

In the above expressions for AND and OR, the output L(XI , X2) is a logic function with 
. input variables XI and X2. The AND and OR functions are two of the most important logic 

functions. Together with some other simple functions, they can be used as building blocks 
for the implementation of all logic circuits. Figure 2.4 illustrates how three switches can be 
used to control the light in a more complex way. This series-parallel connection of switches 
realizes the logic function 
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The light is on if X3 = I and, at the same time, at least one of the Xl or X2 inputs is equal 
to 1. 



Power 
supply I 
Figure 2.4 

2.2 INVERSION 

2.2 INVERSION 

s Light 

A series-parallel connection. 

So far we have assumed that some positive action takes place when a switch is closed, such 
as turning the light on. It is equally interesting and useful to consider the possibility that a 
positive action takes place when a switch is opened. Suppose that we connect the light as 
shown in Figure 2.5. In this case the switch is connected in parallel with the light, rather 
than in series. Consequently, a closed switch will short-circuit the light and prevent the 
current from· flowing through it. Note that we have included an extra resistor in this circuit 
to ensure that the closed switch does not short-circuit the power supply. The light will be 
turned on when the switch is opened. Formally, we express this functional behavior as 

where 

L(x) = x 
L = 1 if x = 0, 

L = 0 if x = 1 

The value of this function is the inverse of the value of the input variable. Instead of 
using the word inverse, it is more common to use the tenn complement. Thus we say that 
L(x) is a complement of x in this example. Another frequently used term for the same 
operation is the NOT operation. There are several commonly used notations for indicating 
the complementation. In the preceding expression we placed an overbar on top of x. This 
notation is probably the best from the visual point of view. However, when complements 

Power 
supply J 

Figure 2.5 

R 

x s Light 

An inverting circuit. 
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are needed in expressions that are typed using a computer keyboard, which is often done 
when using CAD tools, it is impractical to use overbars. Instead, either an apostrophe is 
placed after the variable, or the exclamation mark (!) or the tilde character ( ......,) or the word 
NOT is placed in front of the variable to denote the complementation. Thus the following 
are equivalent: 

x = x' = !x = ,-....,x = NOT x 

The complement operation can be applied to a single variable or to more complex 
operations. For example, if 

then the complement off is 

f (Xl, X2) = Xl + X2 

This expression yields the logic value I only when neither Xl nor X2 is equal to 1, that is, 
when Xl = X2 = O. Again, the following notations are equivalent: 

Xl + x2 = (Xl + X2)' = !(XI + X2) = ""(Xl + X2) = NOT (Xl + X2) 

2.3 TRUTH TABLES 

We have introduced the three most basic logic operations-AND, OR, and complement-by 
relating them to simple circuits built with switches. This approach gives these operations a 
certain "physical meaning." The same operations can also be defined in the form of a table, 
called a truth table, as shown in Figure 2.6. The first two columns (to the left of the heavy 
vertical line ) give all four possible combinations of logic values that the variables Xl and X2 

can have. The next column defines the AND operation for each combination of values of Xl 

and X2, and the last column defines the OR operation. Because we will frequently need to 
refer to "combinations of logic values" applied to some variables, we will adopt a shorter 
term, valuation, to denote such a combination of logic values. 

Xl X2 Xl . X2 Xl + X2 

0 0 0 0 
0 1 0 I 
1 0 0 1 
1 1 1 1 

AND OR 

Figure 2.6 A truth table for the AND and OR operations. 
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Xl X2 X3 Xl . X2 • X3 Xl + X2 + X3 

0 0 0 0 0 
0 0 1 0 1 
0 1 0 0 1 
0 1 1 0 1 
I 0 0 0 1 
1 0 1 0 1 
1 1 0 0 1 
1 1 1 1 1 

Figure 2.7 Three-input AND and OR operations. 

The truth table is a useful aid for depicting information involving logic functions. We 
will use it in this book to define specific functions and to show the validity of certain func
tional relations. Small truth tables are easy to deal with. However. they grow exponentially 
in size with the number of variables. A truth table for three input variables has eight rows 
because there are eight possible valuations of these variables. Such a table is given in Figure 
2.7, which defines three-input AND and OR functions. For four input variables the truth 
table has 16 rows, and so on. In general, for n input variables the truth table has 2n rows. 

The AND and OR operations can be extended to n variables. An AND function 
of variables Xl, X2, ... ,Xn has the value 1 only if all n variables are equal to 1. An OR 
function of variables Xl, X2, ... , Xn has the value I if at least one, or more, of the variables 
is equal to 1. 

2.4 LOGIC GATES AND NETWORKS 

The three basic logic operations introduced in the previous sections can be used to implement 
logic functions of any complexity. A complex function may require many of these basic 
operations for its implementation. Each logic operation can be implemented electronically 
with transistors, resulting in a circuit element called a logic gate. A logic gate has one or 
more inputs and one output that is a function of its inputs. It is often convenient to describe 
a logic circuit by drawing a circuit diagram, or schematic, consisting of graphical symbols 
representing the logic gates. The graphical symbols for the AND, OR, and NOT gates are 
shown in Figure 2.8. The figure indicates on the left side how the AND and OR gates are 
drawn when there are only a few inputs. On the right side it shows how the symbols are 
augmented to accommodate a greater number of inputs. We will show how logic gates are 
built using transistors in Chapter 3. 

A larger circuit is implemented by a network of gates. For example, the logic function 
f~om Figure 2.4 can be implemented by the network in Figure 2.9. The complexity of a 
gIVen network has a direct impact on its cost. Because it is always desirable to reduce 
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• 
• 
• 

(a) AND gates 

(b) OR gates 

(c) NOT gate 

Figure 2.8 The basic gates. 

Figure 2.9 The function from Figure 2.4. 

the cost of any manufactured product, it is important to find ways for implementing logic 
circuits as inexpensively as possible. We will see shortly that a given logic function can 
be implemented with a number of different networks. Some of these networks are simpler 
than others, hence searching for the solutions that entail minimum cost is prudent. 

In technical jargon a network of gates is often called a logic network or simply a logic 
circuit. We will use these terms interchangeably. 

• 

.. ~. it. 
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2.4 LOGIC GATES AND NETWORKS 

2.4.1 ANALYSIS OF A LOGIC NETWORK 

A designer of digital systems is faced with two basic issues. For an existing logic network, it 
must be possible to determine the function performed by the network. This task is referred 
to as the analysis process. The reverse task of designing a new network that implements a 
desired functional behavior is referred to as the synthesis process. The analysis process is 
rather straightforward and much simpler than the synthesis process. 

Figure 2.10a shows a simple network consisting of three gates. To determine its 
functional behavior, we can consider what happens if we apply all possible input signals to 
it. Suppose that we start by making Xl = X2 = O. This forces the output of the NOT gate 
to be equal to 1 and the output of the AND gate to be O. Because one of the inputs to the 
OR gate is 1, the output of this gate will be 1. Therefore, f = I if Xl = X2 = O. If we let 
Xl = 0 and X2 = I, then no change in the value off will take place, because the outputs of 
the NOT and AND gates will still be 1 and 0, respectively. Next, if we apply Xl = 1 and 
X2 = 0, then the output of the NOT gate changes to 0 while the output of the AND gate 
remains at O. Both inputs to the OR gate are then equal to 0; hence the value off will be O. 
Finally, let Xl = Xz = 1. Then the output of the AND gate goes to 1, which in tum causes 
f to be equal to 1. Our verbal explanation can be summarized in the form of the truth table 
shown in Figure 2.10b. 

Timing Diagram 

We have determined the behavior of the network in Figure 2.1 Oa by considering the four 
possible valuations of the inputs Xl and X2. Suppose that the signals that correspond to these 
valuations are applied to the network in the order of our discussion; that is, (Xl, X2) = (0,0) 
followed by (0, I), (l, 0), and (l, 1). Then changes in the signals at various points in the 
network would be as indicated in blue in the figure. The same information can be presented 
in graphical form, known as a timing diagram, as shown in Figure 2.10c. The time runs 
from left to right, and each input valuation is held for some fixed period. The figure shows 
the waveforms for the inputs and output of the network, as well as for the internal signals 
at the points labeled A and B. 

The timing diagram in Figure 2.10c shows that changes in the waveforms at points A 
and B and the output f take place instantaneously when the inputs Xl and X2 change their 
values. These idealized waveforms are based on the assumption that logic gates respond 
to changes on their inputs in zero time. Such timing diagrams are useful for indicating 
the functional behavior of logic circuits. However, practical logic gates are implemented 
using electronic circuits which need some time to change their states. Thus, there is a delay 
between a change in input values and a corresponding change in the output value of a gate. 
In chapters that follow we will use timing diagrams that incorporate such delays. 

Timing diagrams are used for many purposes. They depict the behavior of a logic 
circuit in a form that can be observed when the circuit is tested using instruments such as 
logic analyzers and oscilloscopes. Also, they are often generated by CAD tools to show 
the designer how a given circuit is expected to behav~ before it is actually implemented 
electronically. We will introduce the CAD tools later in this chapter and will make use of 
them throughout the book. 
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(a) Network that implements f = xl + xl . x2 

Xl x2 I(x l' x2 ) A B 

0 0 1 1 0 
0 1 1 1 0 
1 0 0 0 0 
1 1 1 0 1 

(b) Truth table 

1 
xl 

0 

1 x2 0 

1 
A 

0 

B 
1 

0 I 
1 

f I 0 ., Time 

(c) Timing diagram 

g 

-
(d) Network that implements g = xl + x2 

Figure 2.10 An example of logic networks. 

Functionally Equivalent Networks 
Now consider the network in Figure 2.1 Od. Going through the same analysis procedure, 

we find that the output g changes in exactly the same way as! does in part (a) of the figure. 
Therefore, g(XI, X2) =! (Xl, X2), which indicates that the two networks are functionally 

2flJ.Juivalent; the output behavior of both networks is represented by the truth table in Figure 



2.5 BOOLEAN ALGEBRA 

2.10b. Since both networks realize the same function, it makes sense to use the simpler 
one, which is less costly to implement. 

In general, a logic function can be implemented with a variety of different networks, 
probably having different costs. This raises an important question: How does one find the 
best implementation for a given function? Many techniques exist for synthesizing logic 
functions. We will discuss the main approaches in Chapter 4. For now, we should note that 
some manipulation is needed to transform the more complex network in Figure 2.1 Oa into 
the network in Figure 2.1 Od. Since f (Xl. X2) = Xl + Xl • X2 and g(xi. X2) = Xl + X2, there 
must exist some rules that can be used to show the equivalence 

We have already established this equivalence through detailed analysis of the two circuits 
and construction of the truth table. But the same outcome can be achieved through algebraic 
manipulation of logic expressions. In the next section we will discuss a mathematical 
approach for dealing with logic functions, which provides the basis for modem design 
techniques. . 

2.5 BOOLEAN ALGEBRA 

In 1849 George Boole published a scheme for the algebraic description of processes involved 
in logical thought and reasoning [I]. Subsequently, this scheme and its further refinements 
became known as Boolean algebra. It was almost 100 years later that this algebra found 
application in the engineering sense. In the late 1930s Claude Shannon showed that Boolean 
algebra provides an effective means of describing circuits built with switches [2]. The 
algebra can, therefore, be used to describe logic circuits. We will show that this algebra 
is a powerful tool that can be used for designing and analyzing logic circuits. The reader 
will come to appreciate that it provides the foundation for much of our modern digital 
technology. 

Axioms of Boolean Algebra 

Like any algebra, Boolean algebra is based on a set of rules that are derived from a 
small number of basic assumptions. These assumptions are called axioms. Let us assume 
that Boolean algebra B involves elements that take on one of two values, 0 and 1. Assume 
that the following axioms are true: 

1a. 0·0 = 0 

lb. 1+1=1 
2a. 1 . 1 = 1 

2b. 0+0=0 
3a. 0·1=1·0=0 
3b. 1+0=0+1=1 
4a. If X = 0, then x = 1 
4b. If X = 1, then x = 0 29 
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Single-Variable Theorems 

From the axioms we can define some rules for dealing with single variables. These 
rules are often called theorems. If x is a variable in B, then the following theorems hold: 

5a. x·O=O 

5b. x+I=1 
6a. x·l =x 

6b. x+O=x 

7a. x·x=x 

7b. x+x=x 

8a. x·x=O 

8b. x+x=l 

9. x=x 

It is easy to prove the validity of these theorems by perfect induction, that is, by substituting 
the values x = 0 and x = I into the expressions and using the axioms given above. For 
example, in theorem Sa, if x = 0, then the theorem states that 0 . 0 = 0, which is true 
according to axiom la. Similarly, if x = I, then theorem Sa states that 1 . 0 = 0, which 
is also true according to axiom 3a. The reader should verify that theorems 5a to 9 can be 
proven in this way. 

Duality 

Notice that we have listed the axioms and the single-variable theorems in pairs. This 
is done to reflect the important principle of duality. Given a logic expression, its dual is 
obtained by replacing all + operators with . operators, and vice versa, and by replacing 
aliOs with Is, and vice versa. The dual of any true statement (axiom or theorem) in 
Boolean algebra is also a true statement. At this point in the discussion, the reader will 
not appreciate why duality is a useful concept. However, this concept will become clear 
later in the chapter, when we will show that duality implies that at least two different ways 
exist to express every logic function with Boolean algebra. Often, one expression leads to 
a simpler physical implementation than the other and is thus preferable. 

Two- and Three-Variable Properties 

To enable us to deal with a number of variables, it is useful to define some two- and 
three-variable algebraic identities. For each identity, its dual version is also given. These 
identities are often referred to as properties. They are known by the names indicated below. 
If x, y, and z are the variables in B, then the following properties hold: 

lOa. x·y=y·x Commutative 

lOb. x+y=y+x 

lIa. x· (y . z) = (x . y) . z Associative 

lIb. x + (y + z) = (x + y) + z 
12a. x· (y+z) =x·y+x·z Distributive 

12b. x + y . z = (x + y) . (x + z) 
13a. x+x·y=x Absorption 

~ 
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-- - x+y X y x·y x·y X y 

0 0 0 1 1 1 1 
0 1 0 1 I 0 1 
1 0 0 1 0 1 1 
1 1 1 0 0 0 0 

'---~,--- '--__ v..---' 

LHS RHS 

Figure 2.11 Proof of DeMorgan/s theorem in 15a. 

13b. X· (x + y) = x 

14a. X· Y + X· Y = x 

14b. (x + y) . (x + y) = x 

15a. x . y = x + y 
I5b. x + y = x . y 
I6a. x+x'y=x+y 

I6b. X· (x + y) = x . y 

17a. x . y + y . Z + X . z = x . y + x . z 
17b. (x + y) . (y + z) . ex + Z) = (x + y) . (x + z) 

Combining 

DeMorgan s theorem 

Consensus 

Again, we can prove the validity of these properties either by perfect induction or by 
performing algebraic manipulation. Figure 2.11 illustrates how perfect induction can be 
used to prove DeMorgan's theorem, using the format of a truth table. The evaluation of 
left-hand and right-hand sides of the identity in 15a gives the same result. 

We have listed a number of axioms, theorems, and properties. Not all of these are 
necessary to define Boolean algebra. For example, assuming that the + and· operations 
are defined, it is sufficient to include theorems 5 and 8 and properties 10 and 12. These 
are sometimes referred to as Huntington's basic postulates [3]. The other identities can be 
derived from these postulates. 

The preceding axioms, theorems, and properties provide the information necessary for 
performing algebraic manipulation of more complex expressions. 

Let us Let us prove the validity of the logic equation 

(Xl + X3) • (Xl + X3) = Xl . X3 + Xl . X3 

The left-hand side can be manipulated as follows. Using the distributive property, 12a, 
gives 
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Applying the distributive property again yields 

LHS = Xl . Xl + X3 • Xl + Xl . X3 + X3 • X3 

Note that the distributive property allows ANDing the tenns in parenthesis in a way analo
gous to multiplication in ordinary algebra. Next, according to theorem 8a, the terms Xl . Xl 

and X3 . X3 are both equal to O. Therefore, 

LHS = 0 + X3 • Xl + Xl . X3 + 0 

From 6b it follows that 

LHS = X3 • Xl + Xl . X3 

Finally, using the commutative property, lOa and lOb, this becomes 

LHS = Xl 'X3 +XI 'X3 

which is the same as the right-hand side of the initial equation. 

e 2.2 consider the logic equation 

32 

Xl • X3 + X2 . X3 + Xl • X3 + X2 . X3 = Xl • X2 + Xl • X2 + Xl • X2 

The left-hand side can be manipulated as follows 

LHS = Xl . X3 + Xl • X3 + X2 . X3 + X2 . X3 

= Xl' (X3 +X3) +X2' (X3 +X3) 

using lOb 

using 12a 

using 8b 

using 6a 

= Xl • 1 + X2' I 

= Xl +X2 

The right-hand side can be manipulated as 

RHS = Xl . X2 + Xl • (X2 + X2) using 12a 

= Xl . X2 + Xl • 1 using 8b 

= Xl . X2 + Xl using 6a 

= Xl + Xl . X2 using lOb 

= XI + X2 using 16a 

Being able to manipulate both sides of the initial equation into identical expressions estab
lishes the validity of the equation. Note that the same logic function is represented by either 
the left- or the right-hand side of the above equation; namely 

!(XI,X2,X3) = Xl 'X3 +X2 'X3 +XI 'X3 +X2 'X3 

= Xl • X2 + Xl . X2 + Xl • X2 

As a result of manipulation, we have found a much simpler expression 

! (Xl, X2, X3) = Xl + X2 

which also represents the same function. This simpler expression would result in a lower
cost logic circuit that could be used to implement the function . . 
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Examples 2.1 and 2.2 illustrate the purpose of the axioms, theorems, and properties 
as a mechanism for algebraic manipulation. Even these simple examples suggest that it is 
impractical to deal with highly complex expressions in this way. However, these theorems 
and properties provide the basis for automating the synthesis of logic functions in CAD 
tools. To understand what can be achieved using these tools, the designer needs to be aware 
of the fundamental concepts. 

2.5. 1 THE VENN DIAGRAM 

We have suggested that perfect induction can be used to verify the theorems and properties. 
This procedure is quite tedious and not very informative from the conceptual point of view. 
A simple visual aid that can be used for this purpose also exists. It is called the Venn 
diagram, and the reader is likely to find that it provides for a more intuitive understanding 
of how two expressions may be equivalent. 

The Venn diagram has traditionally been used in mathematics to provide a graphical 
illustration of various operations and relations in the algebra of sets. A set s is a collection 
of elements that are said to be the members of s. In the Venn diagram the elements of 
a set are represented by the area enclosed by a contour such as a square, a circle, or an 
ellipse. For example, in a universe N of integers from 1 to 10, the set of even numbers is 
E = {2, 4, 6,8, 10}. A contour representing E encloses the even numbers. The odd numbers 
form the complement of E; hence the area outside the contour represents E = {I, 3,5,7, 9}. 

Since in Boolean algebra there are only two values (elements) in the universe, B = 
{O, I}, we will say that the area within a contour corresponding to a set s denotes that s = 1, 
while the area outside the contour denotes s = O. In the diagram we will shade the area 
where s = 1. The concept of the Venn diagram is illustrated in Figure 2.12. The universe B 
is represented by a square. Then the constants I and 0 are represented as shown in parts (a) 
and (b) of the figure. A variable, say, x, is represented by a circle, such that the area inside 
the circle corresponds to x = 1, while the area outside the circle corresponds to x = O. 
This is illustrated in part (c). An expression involving one or more variables is depicted by 
shading the area where the value of the expression is equal to 1. Part Cd) indicates how the 
complement of x is represented. 

To represent two variables, x and y, we draw two overlapping circles. Then the area 
where the circles overlap represents the case where x = y = 1, namely, the AND of x and 
y, as shown in part (e). Since this common area consists of the intersecting portions of x 
and y, the AND operation is often referred to formally as the intersection of x and y. Part 
(f) illustrates the OR operation, where x + y represents the total area within both circles, 
namely, where at least one of x or y is equal to 1. Since this combines the areas in the 
circles, the OR operation is formally often called the union of x and y. 

Part (g) depicts the product term x . y, which is represented by the intersection of the 
area for x with that for y. Part (h) gives a three-variable example; the expression x . y + z 
is the union of the area for z with that of the intersection of x and y. 

To see how we can use Venn diagrams to verify the equivalence of two expressions, 
let us demonstrate the validity of the distributive property, 12a, in section 2.5. Figure 2.13 
gives the construction of the left and right sides of the identity that defines the property 

x· (y+z) =x·y+x·z 
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(a) Constant 1 (b) Constant 0 

(c) Variable x (d) i 

(e) x· y (f) x + y 

(g) x· y (h) x·y+z 

Figure 2.12 The Venn diagram representation. 

Part (a) shows the area where x = 1. Part (b) indicates the area for y + z. Part (c) gives the 
diagram for x· (y + z), the intersection of shaded areas in parts (a) and (b). The right-hand 
side is constructed in parts (d), (e), and (f). Parts (d) and (e) describe the terms x . y and 
X· z, respectively. The union of the shaded areas in these two diagrams then corresponds 
to the expression x . y + X· z, as seen in part (f). Since the shaded areas in parts (c) and (f) 
are identical, it follows that the distributive property is valid. 

As another example, consider the identity 

x· y + x· z + y. z = X· Y +i· z 

34 
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(a) x (d) x· y 

(b) y + z (e) x· z 

(c) x· (y + z) (f) x· y + x . z 

Figure 2.13 Verification of the distributive property x . (y + z) = x . y + x . z. 

which is illustrated in Figure 2.14. Notice that this identity states that the term y . z is fully 
covered by the terms x . y and x . z; therefore, this term can be omitted. 

The reader should use the Venn diagram to prove some other identities. It is particularly 
instructive to prove the validity of DeMorgan's theorem in this way. 

2.5.2 NOTATION AND TERMINOLOGY 

Boolean algebra is based on the AND and OR operations. We have adopted the symbols 
. and + to denote these operations. These are also the standard symbols for the familiar 
arithmetic multiplication and addition operations. Considerable similarity exists between 
the Boolean operations and the arithmetic operations, which is the main reason why the 
same symbols are used. In fact, when single digits are involved there is only one significant 
difference; the result of 1 + 1 is equal to 2 in ordinary arithmetic, whereas it is equal to 1 
in Boolean algebra as defined by theorem 7 b in section 2.5. 

When dealing with digital circuits, most of the time the + symbol obviously represents 
the OR operation. However, when the task involves the design of logic circuits that perform 
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x·y x·y 

--

x·z x·z 

y·z x·y+x·z 

x·y+x·z+y·z 

Figure 2.14 Verification of x . y + x . z + y . Z = x . y + x . z. 

arithmetic operations, some confusion may develop about the use of the + symbol. To avoid 
such confusion, an alternative set of symbols exists for the AND and OR operations. It is 
quite common to use the /\ symbol to denote the AND operation, and the V symbol for the 
OR operation. Thus, instead of Xl . X2, we can write Xl /\ X2, and instead of Xl + X2, we can 
write Xl V X2. 

Because of the similarity with the arithmetic addition and mUltiplication operations, 
the OR and AND operations are often called the logical sum and product operations. Thus 
Xl + X2 is the logical sum of XI and X2, and XI . X2 is the logical product of Xl and X2. Instead 

36lf saying "logical product" and "logical sum," it is customary to say simply "product" and 
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"sum." Thus we say that the expression 

is a sum of three product terms, whereas the expression 

(Xl +X3)' (Xl +X3)' (X2 +X3 +X4) 

is a product of three sum terms. 

2.5.3 PRECEDENCE OF OPERATIONS 

U sing the three basic operations-AND, OR, and N OT-i t is possible to construct an infini te 
number of logic expressions. Parentheses can be used to indicate the order in which the 
operations should be performed. However, to avoid an excessive use of parentheses, another 
convention defines the precedence of the basic operations. It states that in the absence of 
parentheses, operations in a logic expression must be performed in the order: NOT, AND, 
and then OR. Thus in the expression 

it is first necessary to generate the complements of Xl and X2. Then the product terms Xl . X2 

and Xl . X2 are formed, followed by the sum of the two product terms. Observe that in the 
absence of this convention, we would have to use parentheses to achieve the same effect as 
follows: 

Finally, to simplify the appearance of logic expressions, it is customary to omit the· 
operator when there is no ambiguity. Therefore, the preceding expression can be written as 

We will use this style throughout the book. 

2.6 SYNTHESIS USING AND, OR, AND NOT GATES 

Armed with some basic ideas, we can now try to implement arbitrary functions using the 
AND, OR, and NOT gates. Suppose that we wish to design a logic circuit with two inputs, 
Xl and X2. Assume that Xl and X2 represent the states of two switches, either of which may 
be open (0) or closed (1). The function of the circuit is to continuously monitor the state 
of the switches and to produce an output logic value 1 whenever the switches (Xl, X2) are 
in states (0,0), (0, 1), or (1,1). If the state of the switches is (1,0), the output should be 
O. Another way of stating the required functional behavior of this circuit is that the output 
must be equal to 0 if the switch Xl is closed and X2 is open; otherwise, the output must be 
1. We can express the required behavior using a truth table, as shown in Figure 2.15. 

A possible procedure for designing a logic circuit that implements the truth table is to 
create a product term that has a value of 1 for each valuation for which the output function 
f has to be 1. Then we can take a logical sum of these product terms to realize f. cll us 
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001 
011 
100 
1 1 1 

Figure 2.15 A function to be synthesized. 

begin with the fourth row of the truth table, which corresponds toxi = X2 = 1. The product 
term that is equal to 1 for this valuation is XI • xz, which is just the AND of Xl and xz. Next 
consider the first row of the table, for which Xl = Xz = O. For this valuation the value 1 is 
produced by the product term Xl . X2. Similarly, the second row leads to the term Xl . xz. 
Thus! may be realized as 

!(X] , X2) = XtX2 + XIXZ + XIX2 

The logic network that corresponds to this expression is shown in Figure 2.16a. t 
Although this network implements f correctly, it is not the simplest such network. To 

find a simpler network, we can manipulate the obtained expression using the theorems and 
properties from section 2.5. According to theorem 7 b, we can replicate any term in a logical 

Xl ----.....----1 
x2---J~-II-~ __ ~ 

(a) Canonical sum-of-products 

XI-[>o-D~f 
x1 ------------

(b) Minimal-cost realization 

Figure 2.16 Two implementations of the function in Figure 2.15. 
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sum expression. Replicating the third product term, the above expression becomes 

Using the commutative property lOb to interchange the second and third product terms 

gives 

Now the distributive property 12a allows us to write 

Applying theorem 8b we get 

Finally, theorem 6a leads to 

The network described by this expression is given in Figure 2.16b. Obviously, the cost of 
this network is much less than the cost of the network in part (a) of the figure. 

This simple example illustrates two things. First, a straightforward implementation of 
a function can be obtained by using a product term (AND gate) for each row of the truth 
table for which the function is equal to 1. Each product term contains all input variables, 
and it is formed such that if the input variable Xi is equal to 1 in the given row, then Xi is 
entered in the term; if Xi = 0, then Xi is entered. The sum of these product terms realizes 
the desired function. Second, there are many different networks that can realize a given 
function. Some of these networks may be simpler than others. Algebraic manipulation can 
be used to derive simplified logic expressions and thus lower-cost networks. 

The process whereby we begin with a description of the desired functional behavior 
and then generate a circuit that realizes this behavior is called synthesis. Thus we can 
say that we "synthesized" the networks in Figure 2.16 from the truth table in Figure 2.15. 
Generation of AND-OR expressions from a truth table is just one of many types of synthesis 
techniques that we will encounter in this book. 

2.6.1 SUM-OF-PRODUCTS AND PRODUCT-OF-SUMS FORMS 

Having introduced the synthesis process by means of a very simple example, we will now 
present it in more formal terms using the terminology that is encountered in the technical 
literature. We will also show how the principle of duality, which was introduced in section 
2.5, applies broadly in the synthesis process. 

If a function! is specified in the form of a truth table, then an expression that realizes 
f can be obtained by considering either the rows in the table for which! = I, as we have 
already done, or by considering the rows for which! = 0, as we will explain shortly. 
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~1interms 

For a function of n variables, a product term in which each of the n variables appears 
once is called a rninterm. The variables may appear in a minterm either in uncomplemented 
or complemented form. For a given row of the truth table, the minterm is formed by 
including Xi if Xi = 1 and by including Xi if Xi = O. 

To illustrate this concept, consider the truth table in Figure 2.17. We have numbered the 
rows of the table from 0 to 7, so that we can refer to them easily. (The reader who is already 
familiar with the binary number representation will realize that the row numbers chosen are 
just the numbers represented by the bit patterns of variables Xl, X2, and X3; we will discuss 
number representation in Chapter 5.) The figure shows all minterms for the three-variable 
table. For example, in the first row the variables have the values Xl = X2 = X3 = 0, which 
leads to the minterm XIX2X3. In the second row Xl = X2 = 0 and X3 = 1, which gives 
the minterm XIX2X3, and so on. To be able to refer to the individual minterms easily, it 
is convenient to identify each minterm by an index that corresponds to the row numbers 
shown in the figure. We will use the notation rni to denote the minterm for row number i. 
Thus rno = XIX2X3, rnj = XjX2X3, and so on. 

Sum-of-Products Form 

A function! can be represented by an expression that is a sum of minterms, where each 
minterm is ANDed with the value of! for the corresponding valuation of input variables. 
For example, the two-variable minterms are rno = XIX2, ml = XIX2, rn2 = XjX2' and 
rn3 = XIX2. The function in Figure 2.15 can be represented as 

f = rno . 1 + mI· 1 + m2 . 0 + m3 • 1 

= rno +rnj +m3 

= XIX2 + XIX2 + XIX2 

which is the form that we derived in the previous section using an intuitive approach. Only 
the minterms that correspond to the rows for which! = 1 appear in the resulting expression. 

Any function! can be represented by a sum of minterms that correspond to the rows 
in the truth table for which! = 1. The resulting implementation is functionally correct and 

Row 
number Xl X2 X3 Minterm Maxterm 

0 0 0 0 - --
Mo = Xl +X2 +X3 ma = XIX2 X 3 

1 0 0 1 
- -

MI = Xl +X2 +X3 ml = XIX2 X3 

2 0 1 0 - -
M2 = XI +X2 +X3 m2 = XIX2 X3 

3 0 1 1 -
M3 = Xl +X2 +X3 m3 = XIX2 X3 

4 1 0 0 - -
M4 =Xl +X2+X3 rn4 = XIX2X 3 

5 1 0 1 ms = XIX2X3 Ms = Xl +X2 +X3 

6 1 1 0 
-

M6 = Xl + X2 + X3 m6 = XIX2X3 

7 1 1 1 m7 = XI X2X3 M7 = XI +X2 +X3 

. Figure 2. 17 Three-variable minterms and maxterms. 

t·.·. . , 
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unique, but it is not necessarily the lowest-cost implementation off. A logic expression 
consisting of product (AND) terms that are summed (ORed) is said to be of the sum-aJ
products (SOP) form. If each product term is a minterm, then the expression is called a can
onical sum-oj-products for the functionJ. As we have seen in the example of Figure 2.16, 
the first step in the synthesis process is to derive a canonical sum-of-products expression 
for the given function. Then we can manipulate this expression, using the theorems and 
properties of section 2.5, with the goal of finding a functionally equivalent sum-of-products 
expression that has a lower cost. 

As another example, consider the three-variable function! (Xl, X2, X3), specified by the 
truth table in Figure 2.18. To synthesize this function, we have to include the minterms m], 

m4, m5, and m6. Copying these minterms from Figure 2.17 leads to the following canonical 
sum-of-products expression for J 

This expression can be manipul~ted as follows 

f = (Xl + XdX2X3 + Xl (X2 + X2)X3 

= 1 . X2X3 + Xl . 1 . X3 

= X2 X3 + XlX3 

This is the minimum-cost sum-of-products expression for f. It describes the circuit shown 
in Figure 2.19a. A good indication of the cost of a logic circuit is the total number of gates 
plus the total number of inputs to all gates in the circuit. Using this measure, the cost of 
the network in Figure 2.19a is 13, because there are five gates and eight inputs to the gates. 
By comparison, the network implemented on the basis of the canonical sum-of-products 
would have a cost of 27; from the preceding expression, the OR gate has four inputs, each 
of the four AND gates has three inputs, and each of the three NOT gates has one input. 

Minterms, with their row-number subscripts, can also be used to specify a given func
tion in a more concise form. For example, the function in Figure 2.18 can be specified 

Row 
number Xl x2 x3 !(Xl, x2. X3) 

0 0 0 0 0 
1 0 0 1 1 
2 0 1 0 0 
3 0 1 1 0 
4 1 0 0 1 
5 1 0 1 1 
6 1 1 0 1 
7 1 1 1 0 

Figure 2.18 A three-variable function. 
41 
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>---j 

X3 ----ilI----I 

Xl --------------1L __ ~ 

(a) A minimal sum-af-products realization 

Xl -------~ 

X3--~--------~L-~ 

t---j 

(b) A minimal product-of-sums realization 

Figure 2.19 Two realizations of the function in Figure 2.18. 

as 

or even more simply as 

The L sign denotes the logical sum operation. This shorthand notation is often used in 
practice. 

Maxterms 

The principle of duality suggests that if it is possible to synthesize a function! by 
considering the rows in the truth table for which! = 1, then it should also be possible to 
synthesize f by considering the rows for which! = O. This alternative approach uses the 
complements of minterms, which are called maxterms. All possible maxterms for three
variable functions are listed in Figure 2.17. We will refer to a maxterm Mj by the same row 
number as its corresponding minterm mj as shown in the figure. 

Product-or-Sums Form 

If a given function! is specified by a .!ruth table, then its complementl can be rep
resented by a sum of minterms for which! = 1, which are the rows where! = O. For 

.. 
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example, for the function in Figure 2.15 

J(XI,x2)=m2 

If we comp1ement this expression using DeMorgan's theorem, the result is 

-
f =J =XIX2 

=XI +X2 

Note that we obtained this expression previously by algebraic manipulation of the canonical 
sum-of-products fonn for the function!. The key point here is that 

J = rn2 =M2 

where M2 is the maxterm for row 2 in the truth table. 
As another example, consider again the function in Figure 2.18. The complement of 

this function can be represented as 
-

j(XI,X2, X3) = mo + m2 + m3 + m7 

= X[X2X3 + XI X2X3 + X[X2X3 + X[X2 X3 

Then J can be expressed as 

f = rna + m2 + m3 + m7 

= rna . m2 . m3 . m7 

= Mo . M2 . M3 . M7 

= (Xl + X2 + X3)(XI + X2 + X3)(Xl + X2 + X3)(Xl + X2 + X3) 

This expression represents f as a product of maxterms. 
A logic expression consisting of sum (OR) terms that are the factors of a logical product 

(AND) is said to be ofthe product-oj-sums (POS) form. If each sum term is a maxtenn, then 
the expression is called a canonical product-oj-sums for the given function. Any function 
f can be synthesized by finding its canonical product-of-sums. This involves taking the 
maxterm for each row in the truth table for which J = 0 and forming a product of these 
maxterms. 

Returning to the preceding example, we can attempt to reduce the complexity of the 
derived expression that comprises a product of maxterms. Using the commutative property 
lOb and the associative property 11 b from section 2.5, this expression can be written as 

f = «Xl + X3) + X2)«Xl + X3) + X2)(XI + (X2 + X3))(XI + (X2 + X3)) 

Then, using the combining property 14b, the expression reduces to 

J = (Xl + X3)(X2 + X3) 

The corresponding network is given in Figure 2.19b. The cost of this network is 13. While 
this cost happens to be the same as the cost of the sum-of-products version in Figure 2.19a, 
the reader should not assume that the cost of a network derived in the sum-of-products form 
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will in general be equal to the cost of a corresponding circuit derived in the product-of-sums 
form. 

Using the shorthand notation, an alternative way of specifying our sample function is 

or more simply 

The n sign denotes the logical product operation. 
The preceding discussion has shown how logic functions can be realized in the form 

of logic circuits, consisting of networks of gates that implement basic functions. A given 
function may be realized with circuits of a different structure, which usually implies a 
difference in cost. An important objective for a designer is to minimize the cost of the 
designed circuit. We will discuss the most important techniques for finding minimum-cost 
implementations in Chapter 4. 

e 2.3 Consider the function 

The canonical SOP expression for the function is derived using min terms 

f = m2 + m3 + m4 + m6 + m7 

= XIX2X3 + XIX2X3 + XIX2 X3 + XIX2 X3 + XIX2 X3 

This expression can be simplified using the identities in section 2.5 as follows 

f = XIX2(X3 +X3) +Xl(X2 +X2)X3 +XIX2(X3 +X3) 

= XIX2 + XIX3 + XIX2 

= (Xl + XdX2 + XIX3 

= X2 +XIX3 

e 2.4 Consider again the function in Example 2.3. Instead of using the minterms, we can specify 
this function as a product of maxterms for which! = 0, namely 

Then, the canonical POS expression is derived as 

f = Mo ·Ml ·M5 

= (Xl + X2 + X3)(XI + X2 + X3)(XI + X2 + X3) 
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A simplified POS expression can be derived as 

f = «Xl +X2) +X3)«Xj +X2) +X3)(Xj + (X2 + X3» (Xl + (X2 +X3» 

= «Xl +X2) +X3X3)(XtX t + (X2 +X3» 

= (Xl + X2)(X2 + X3) 

Note that by using the distributive property 12b, this expression leads to 

! = X2 +XtX3 

which is the same as the expression derived in Example 2.3. 

Suppose that a four-variable function is defined by 

!(XI,X2,X3,X4) = Lm(3, 7, 9,12,13,14,15) 

The canonical SOP expression for this function is 

f = XlX2 X3X4 + XIX2 X3X4 + XlX2 X3X4 + XIX2 X3X4 + XIX2 X3X4 + XlX2 X3X4 + XIX2 X3X4 

A simpler SOP expression can be obtained as follows 

f = Xl (X2 + X2)X3 X4 + Xl (X2 + X2)X3 X4 + XIX2 X3 (X4 + X4) + XIX2X3 (X4 + X4) 

= Xj X3X4 + XIX3 X4 + XIX2 X3 + XlX2 X3 

= XIX3X4 + XIX3 X4 + XIX2(X3 + X3) 

= XIX3 X4 + XlX3 X4 + XlX2 

2.7 NAND AND NOR LOGIC NETWORKS 

We have discussed the use of AND, OR, and NOT gates in the synthesis of logic circuits. 
There are other basic logic functions that are also used for this purpose. Particularly use
ful are the NAND and NOR functions which are obtained by complementing the output 
generated by AND and OR operations, respectively. These functions are attractive because 
they are implemented with simpler electronic circuits than the AND and OR functions, as 
we will see in Chapter 3. Figure 2.20 gives the graphical symbols for the NAND and NOR 
gates. A bubble is placed on the output side of the AND and OR gate symbols to represent 
the complemented output signal. 

If NAND and NOR gates are realized with simpler circuits than AND and OR gates, 
then we should ask whether these gates can be used directly in the synthesis of logic circuits. 
In section 2.5 we introduced DeMorgan's theorem. Its logic gate interpretation is shown 
in Figure 2.21. Identity 15a is interpreted in part (a) of the figure. It specifies that a 
NAND of variables Xl and X2 is equivalent to first complementing each of the variables 
and then ~Ring them. Notice on the far-right side that we have indicated the NOT gates 
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Xl 

x2 
xl =D- xl -x2 

• 
x2 • 

• 

xn 

(a) NAND gates 

(b) NOR gates 

Figure 2.20 NAND and NOR gates. 

- -
xl +X2 

Figure 2.21 DeMorgan's theorem in terms of logic gates. 

• 
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simply as bubbles, which denote inversion of the logic value at that point. The other half of 
DeMorgan's theorem, identity ISb, appears in part (b) of the figure. It states that the NOR 
function is equivalent to first inverting the input variables and then ANDing them. 

In section 2.6 we explained how any logic function can be implemented either in sum
of-products or product-of-sums form, which leads to logic networks that have either an 
AND-OR or an OR-AND structure, respectively. We will now show that such networks 
can be implemented using only NAND gates or only NOR gates. 

Consider the network in Figure 2.22 as a representative of general AND-OR networks. 
This network can be transformed into a network of NAND gates as shown in the figure. 
First, each connection between the AND gate and an OR gate is replaced by a connection 
that includes two inversions of the signal: one inversion at the output of the AND gate and 
the other at the input ofthe OR gate. Such double inversion has no effect on the behavior of 
the network, as stated formally in theorem 9 in section 2.5. According to Figure 2.21a, the 
OR gate with inversions at its inputs is equivalent to a NAND gate. Thus we can redraw 
the network using only NAND gates, as shown in Figure 2.22. This example shows that 
any AND-OR network can be implemented as a NAND-NAND network having the same 
topology. 

Figure 2.23 gives a similar construction for a product-of-sums network, which can be 
transformed into a circuit with only NOR gates. The procedure is exactly the same as the 
one described for Figure 2.22 except that now the identity in Figure 2.21b is applied. The 
conclusion is that any OR-AND network can be implemented as a NOR-NOR network 
having the same topology. 

Xl Xl 

X2 x2 

X3 
¢=) 

X3 

X4 x4 

X5 X5 

Figure 2.22 Using NAND gates to implement a sum-of-products. 
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Xl xl 

x 2 x 2 

x3 <==> x3 

x 4 x 4 

Xs Xs 

Figure 2.23 Using NOR gates to implement a product-of-sums. 

~Ie 2.6 Let us implement the function 

f(Xt,X2,X3) = Lm(2,3,4,6, 7) 

using NOR gates only. In Example 2.4 we showed that the function can be represented by 
the POS expression 

An OR-AND circuit that corresponds to this expression is shown in Figure 2.24a. Using 
the same structure of the circuit, a NOR-gate version is given in Figure 2.24h. Note thatx3 
is inverted by a NOR gate that has its inputs tied together . 

• Ie 2.7. Let us now implement the function 
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f(X!, X2, X3) = L m(2, 3,4,6, 7) 

using NAND gates only. In Example 2.3 we derived the SOP expression 

f =X2 +XtX3 

which is realized using the circuit in Figure 2.2Sa. We can again use the same structure 
to obtain a circuit with NAND gates, but with one difference. The signal X2 passes only 
through an OR gate, instead of passing through an AND gate and an OR gate. If we simply 
replace the OR gate with a NAND gate, this signal would be inverted which would result 
in a wrong output value. Since X2 must either not be inverted, or it can be inverted twice, 
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f 

(a) POS implementation 

f 

(b) NOR implementation 

Figure 2.24 NOR-gate realization of the function in Example 2.4. 

f 

(a) SOP implementation 

X 2 -------..... 

f 

(b) NAND implementation 

Figure 2.25 NAND-gate realization of the function in Example 2.3. 
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we can pass it through two NAND gates as depicted in Figure 2.25b. Observe that for this 
circuit the outputfis 

f = X2 . XI X3 

Applying DeMorgan's theorem, this expression becomes 

f = X2 +XIX3 

2.8 DESIGN EXAMPLES 

Logic circuits provide a solution to a problem. They implement functions that are needed to 
carry out specific tasks. Within the framework of a computer, logic circuits provide complete 
capability for execution of programs and processing of data. Such circuits are complex and 
difficult to design. But regardless of the complexity of a given circuit, a designer of logic 
circuits is always confronted with the same basic issues. First, it is necessary to specify the 
desired behavior of the circuit. Second, the circuit has to be synthesized and implemented. 
Finally. the implemented circuit has to be tested to verify that it meets the specifications. 
The desired behavior is often initially described in words. which then must be turned into 
a formal specification. In this section we give two simple examples of design. 

2.8.1 THREE-WAY LIGHT CONTROL 

Assume that a large room has three doors and that a switch near each door controls a light 
in the room. It has to be possible to turn the light on or off by changing the state of anyone 
of the switches. 

As a first step, let us tum this word statement into a formal specification using a truth 
table. Let Xl, X2, and X3 be the input variables that denote the state of each switch. Assume 
that the light is off if all switches are open. Closing anyone of the switches will turn the 
light on. Then turning on a second switch will have to tum off the light. Thus the light 
will be on if exactly one switch is closed, and it will be off if two (or no) switches are 
closed. If the light is off when two switches are closed, then it must be possible to tum 
it on by closing the third switch. Iff (Xl, X2, X3) represents the state of the light, then the 
required functional behavior can be specified as shown in the truth table in Figure 2.26. 
The canonical sum-of-products expression for the specified function is 

f = ml +m2 +m4 +m7 

= XIX2X3 + XIX2 X 3 + XIX2 X 3 + XIX2X 3 

This expression cannot be simplified into a lower-cost sum-of-products expression. The 
resulting circuit is shown in Figure 2.27 a. 
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Xl x2 X3 f 

0 0 0 0 
0 0 1 1 
0 1 0 1 
0 1 1 0 
1 0 0 1 
1 0 1 0 
1 1 0 0 
1 1 1 1 

Figure 2.26 Truth table for the three-way light 
control. 

An alternative realization for this function is in the product-of-sums form. The canon
ical expression of this type is 

f = Mo . M3 . Ms . M6 

= (Xl + X2 + X3)(XI + X2 + X3)(XI + Xz + X3)(XI + X2 + X3) 

The resulting circuit is depicted in Figure 2.27 h. It has the same cost as the circuit in part 
(a) of the figure. 

When the designed circuit is implemented, it can be tested by applying the various 
input valuations to the circuit and checking whether the output corresponds to the values 
specified in the truth table. A straightforward approach is to check that the correct output 
is produced for all eight possible input valuations. 

2.8.2 MULTIPLEXER CIRCUIT 

In computer systems it is often necessary to choose data from exactly one of a number 
of possible sources. Suppose that there are two sources of data, provided as input signals 
Xl and X2. The values of these signals change in time, perhaps at regular intervals. Thus 
sequences of as and 1 s are applied on each of the inputs Xl and X2. We want to design a 
circuit that produces an output that has the same value as either Xl or X2, dependent on the 
value of a selection control signal s. Therefore, the circuit should have three inputs: Xl, 

x2, and s. Assume that the output of the circuit will be the same as the value of input Xl if 
S = 0, and it will be the same as X2 if s = 1. 

Based on these requirements, we can specify the desired circuit in the form of a truth 
table given in Figure 2.28a. From the truth table, we derive the canonical sum of products 
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(a) Sum-of-products realization 

(b) Product-of-sums realization 

Figure 2.27 Implementation of the function in Figure 2.26. 

Using the distributive property, this expression can be written as 

f = 5Xl (X2 + X2) + S(XI + Xl )X2 

Applying theorem 8b yields 

f = 5Xl . 1 + s . 1 . X2 

Finally, theorem 6a gives 
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s xl x2 j(s. xl. x2) 

000 0 

001 0 

0 1 0 1 

o 1 1 1 

1 o 0 0 

1 o 1 1 

1 1 0 0 

1 1 1 1 

(a) Truth table 

s---, 

j 
j 

(b) Circuit (c) Graphical symbol 

o Xl 

1 X2 

(d) More compact truth-table representation 

Figure 2.28 Implementation of a multiplexer. 

A circuit that implements this function is shown in Figure 2.28b. Circuits of this type are 
used so extensively that they are given a special name. A circuit that generates an output 
that exactly reflects the state of one of a number of data inputs, based on the value of one 
or more selection control inputs, is called a multiplexer. We say that a multiplexer circuit 
"multiplexes" input signals onto a single output. 
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In this example we derived a multiplexer with two data inputs, which is referred to 
as a "2-to-l multiplexer." A commonly used graphical symbol for the 2-to-l multiplexer 
is shown in Figure 2.28c. The same idea can be extended to larger circuits. A 4-to-l 
multiplexer has four data inputs and one output. In this case two selection control inputs 
are needed to choose one of the four data inputs that is transmitted as the output signal. An 
8-to-l multiplexer needs eight data inputs and three selection control inputs, and so on. 

Note that the statement 'j = Xl if s = 0, and! = X2 if s = 1" can be presented in a 
more compact form of a truth table, as indicated in Figure 2.28d. In later chapters we will 
have occasion to use such representation. 

We showed how a multiplexer can be built using AND, OR, and NOT gates. The same 
circuit structure can be used to implement the multiplexer using NAND gates, as explained 
in section 2.7. In Chapter 3 we will show other possibilities for constructing multiplexers. 
In Chapter 6 we will discuss the use of multiplexers in considerable detail. 

Designers of logic circuits rely heavily on CAD tools. We want to encourage the reader 
to become familiar with the CAD tool support provided with this book as soon as possible. 
We have reached a point where an introduction to these tools is useful. The next section 
presents some basic concepts that are needed to use these tools. We will also introduce, in 
section 2.10, a special language for describing logic circuits, called VHDL. This language 
is used to describe the circuits as an input to the CAD tools, which then proceed to derive 
a suitable implementation. 

2.9 INTRODUCTION TO CAD TOOLS 

The preceding sections introduced a basic approach for synthesis of logic circuits. A de
signer could use this approach manually for small circuits. However, logic circuits found 
in complex systems, such as today's computers, cannot be designed manually-they are 
designed using sophisticated CAD tools that automatically implement the synthesis tech
mques. 

To design a logic circui t, a number of CAD tools are needed. They are usually packaged 
together into a CAD system, which typically includes tools for the following tasks: design 
entry, synthesis and optimization, simulation, and physical design. We will introduce some 
of these tools in this section and will provide additional discussion in later chapters. 

2.9.1 DESIGN ENTRY 

The starting point in the process of designing a logic circuit is the conception of what the 
circuit is supposed to do and the formulation of its general structure. This step is done 
manually by the designer because it requires design experience and intuition. The rest 
of the design process is done with the aid of CAD tools. The first stage of this process 
involves entering into the CAD system a description of the circuit being designed. This 
stage is called design entry. We will describe two design entry methods: using schematic 
capture and writing source code in a hardware description language. 
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Schematic Capture 
A logic circuit can be defined by drawing logic gates and interconnecting them with 

wires. A CAD tool for entering a designed circuit in this way is called a schematic capture 
tool. The word schematic refers to a diagram of a circuit in which circuit elements, such 
as logic gates, are depicted as graphical symbols and connections between circuit elements 
are drawn as lines. 

A schematic capture tool uses the graphics capabilities of a computer and a computer 
mouse to allow the user to draw a schematic diagram. To facilitate inclusion of gates 
in the schematic, the tool provides a collection of graphical symbols that represent gates 
of various types with different numbers of inputs. This collection of symbols is called a 
library. The gates in the library can be imported into the user's schematic, and the tool 
provides a graphical way of interconnecting the gates to create a logic network. 

Any subcircuits that have been previously created can be represented as graphical 
symbols and included in the schematic. In practice it is common for a CAD system user to 
create a circuit that includes within it other smaller circuits. This methodology is known 
as hierarchical design and provides a good way of dealing with the complexities of large 
circuits. 

The schematic-capture facility is described in detail in Appendix B. It is simple to use, 
but becomes awkward when large circuits are involved. A better method for dealing with 
large circuits is to write source code using a hardware description language to represent the 
circuit. 

Hardware Description Languages 
A hardware description language (HDL) is similar to a typical computer programming 

language except that an HDL is used to describe hardware rather than a program to be 
executed on a computer. Many commercial HDLs are available. Some are proprietary, 
meaning that they are provided by a particular company and can be used to implement cir
cuits only in the technology provided by that company. We will not discuss the proprietary 
HDLs in this book. Instead, we will focus on a language that is supported by virtually 
al1 vendors that provide digital hardware technology and is officially endorsed as an Insti
tute of Electrical and Electronics Engineers (IEEE) standard. The IEEE is a worldwide 
organization that promotes technical activities to the benefit of society in general. One of 
its activities involves the development of standards that define how certain technological 
concepts can be used in a way that is suitable for a large body of users. 

Two HDLs are IEEE standards: VHDL (Very High Speed Integrated Circuit Hardware 
Description Language) and Verilog HDL. Both languages are in widespread use in the 
industry. We use VHDL in this book, but a Verilog version of the book is also available 
from the same publisher [4]. Although the two languages differ in many ways, the choice 
of using one or the other when studying logic circuits is not particularly important, because 
both offer similar features. Concepts illustrated in this book using VHDL can be directly 
applied when using Verilog. 

In compari son to performing schematic capture, using VHDL offers anum ber of advan
tages. Because it is supported by most organizations that offer digital hardware technology, 
VHDL provides design portability. A circuit specified in VHDL can be implemented in dif
ferent types of chips and with CAD tools provided by different companies, without having 
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to change the VHDL specification. Design portability is an important advantage because 
digital circuit technology changes rapidly. By using a standard language, the designer can 
focus on the functionality of the desired circuit without being overly concerned about the 
details of the technology that will eventually be used for implementation. 

Design entry of a logic circuit is done by writing VHDL code. Signals in the circuit 
can be represented as variables in the source code, and logic functions are expressed by 
assigning values to these variables. VHDL source code is plain text, which makes it easy 
for the designer to include within the code documentation that explains how the circuit 
works. This feature, coupled with the fact that VHDL is widely used, encourages sharing 
and reuse of VHDL-described circuits. This allows faster development of new products in 
cases where existing VHDL code can be adapted for use in the design of new circuits. 

Similar to the way in which large circuits are handled in schematic capture, VHDL 
code can be written in a modular way that facilitates hierarchical design. Both small and 
large logic circuit designs can be efficiently represented in VHDL code. VHDL has been 
used to define circuits such as microprocessors with millions of transistors. 

VHDL design entry can be combined with other methods. For example, a schematic
capture tool can be used in which a subcircuit in the schematic is described using VHDL. 
We will introduce VHDL in section 2.10. 

2.9.2 SYNTHESIS 

Synthesis is the process of generating a logic circuit from an initial specification that may 
be given in the form of a schematic diagram or code written in a hardware description 
language. Synthesis CAD tools generate efficient implementations of circuits from such 
specifications. 

The process of translating, or compiling, VHDL code into a network of logic gates is 
part of synthesis. The output is a set of logic expressions that describe the logic functions 
needed to realize the circui t. 

Regardless of what type of design entry is used, the initial logic expressions produced by 
the synthesis tools are not likely to be in an optimal form because they reflect the designer's 
input to the CAD tools. It is impossible for a designer to manually produce optimal results 
for large circuits. So, one of the important tasks of the synthesis tools is to manipulate the 
user's design to automatically generate an equivalent, but better circuit. 

The measure of what makes one circuit better than another depends on the particular 
needs of a design project and the technology chosen for implementation. In section 2.6 
we suggested that a good circuit might be one that has the lowest cost. There are other 
possible optimization goals, which are motivated by the type of hardware technology used 
for implementation of the circuit. We will discuss implementation technologies in Chapter 
3 and return to the issue of optimization goals in Chapter 4. 

The perfomance of a synthesized circuit can be assessed by physically constructing the 
circuit and testing it. But, its behavior can also be evaluated by means of simulation. 
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2.9.3 FUNCTIONAL SIMULATION 

A circuit represented in the form of logic expressions can be simulated to verify that it 
will function as expected. The tool that performs this task is called afunctional simulator. 
It uses the logic expressions (often referred to as equations) generated during synthesis, 
and assumes that these expressions will be implemented with perfect gates through which 
signals propagate instantaneously. The simulator requires the user to specify valuations 
of the circuit's inputs that should be applied during simulation. For each valuation, the 
simulator evaluates the outputs produced by the expressions. The results of simulation are 
usually provided in the form of a timing diagram which the user can examine to verify 
that the circuit operates as required. The functional simulation is discussed in detail in 
Appendix B. 

2.9.4 PHYSICAL DESI9N 

After logic synthesis the next step in the design flow is to determine exactly how to imple
ment the circuit on a given chip. This step is often called physical design. As we will see 
in Chapter 3, there are several different technologies that may be used to implement logic 
circuits. The physical design tools map a circuit specified in the form of logic expressions 
into a realization that makes use of the resources available on the target chip. They deter
mine the placement of specific logic elements, which are not necessarily simple gates of 
the type we have encountered so far. They also determine the wiring connections that have 
to be made between these elements to implement the desired circuit. 

2.9.5 TIMING SIMULATION 

Logic gates and other logic elements are implemented with electronic circuits, as we will 
discuss in Chapter 3. An electronic circuit cannot perform its function instantaneously. 
When the values of inputs to the circuit change, it takes a certain amount of time before a 
corresponding change occurs at the output. This is called a propagation delay of the circuit. 
The propagation delay consists of two kinds of delays. Each logic element needs some time 
to generate a valid output signal whenever there are changes in the values of its inputs. In 
addition to this delay, there is a delay caused by signals that must propagate through wires 
that connect various logic elements. The combined effect is that real circuits exhibit delays, 
which has a significant impact on their speed of operation. 

A timing simulator evaluates the expected delays of a designed logic circuit. Its results 
can be used to determine if the generated circuit meets the timing requirements of the 
specification for the design. If the requirements are not met, the designer can ask the 
physical design tools to try again by indicating specific timing constraints that have to be 
met. If this does not succeed, then the designer has to try different optimizations in the 
synthesis step, or else improve the initial design that is presented to the synthesis tools. 
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2.9.6 CHIP CONFIGURATION 

Having ascertained that the designed circuit meets all requirements of the specification, 
the circuit is implemented on an actual chip. This step is called chip configuration or 
programming. 

The CAD tools discussed in this section are the essential parts of a CAD system. The 
complete design flow that we discussed is illustrated in Figure 2.29. This has been just a 
brief introductory discussion. A full presentation of the CAD tools is given in Chapter 12. 

At this point the reader should have some appreciation for what is involved when using 
CAD tools. However, the tools can be fully appreciated only when they are used firsthand. 
In Appendices B to D, we provide step-by-step tutorials that illustrate how to use the Quartus 
II CAD system, which is included with this book. We strongly encourage the reader to work 
through the hands-on material in these appendices. Because the tutorials use VHDL for 
design entry. we provide an introduction to VHDL in the following section. 

2.10 INTRODUCTION TO VHDL 

In the 1980s rapid advances in integrated circuit technology lead to efforts to develop 
standard design practices for digital circuits. VHDL was developed as a part of that effort. 
VHDL has become the industry standard language for describing digital circuits, largely 
because it is an official IEEE standard. The original standard for VHDL was adopted in 
1987 and called IEEE 1076. A revised standard was adopted in 1993 and called IEEE 1164. 

VHDL was originally intended to serve two main purposes. First, it was used as a 
documentation language for describing the structure of complex digital circuits. As an 
official IEEE standard, VHDL provided a common way of documenting circuits designed 
by numerous designers. Second, VHDL provided features for modeling the behavior of a 
digital circuit, which allowed its use as input to software programs that were then used to 
simulate the circuit's operation. 

In recent years, in addition to its use for documentation and simulation, VHDL has 
also become popular for use in design entry in CAD systems. The CAD tools are used to 
synthesize the VHDL code into a hardware implementation of the described circuit. In this 
book our main use of VHDL will be for synthesis. 

VHDL is a complex, sophisticated language. Learning all of its features is a daunting 
task. However, for use in synthesis only a subset of these features is important. To simplify 
the presentation, we will focus the discussion on the features of VHDL that are actually 
used in the examples in the book. The material presented should be sufficient to allow the 
reader to design a wide range of circuits. The reader who wishes to learn the complete 
VHDL language can refer to one of the specialized texts [5-10]. 

VHDL is introduced in several stages throughout the book. Our general approach will 
be to introduce particular features only when they are relevant to the design topics covered 
in that part of the text. In Appendix A we provide a concise summary of the VHDL features 
covered in the book. The reader will find it convenient to refer to that material from time to 
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Figure 2.29 A typical CAD system. 
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time. In the remainder of this chapter, we discuss the most basic concepts needed to write 
simple VHDL code. 

2.10.1 REPRESENTATION OF DIGITAL SIGNALS IN VHDL 

When using CAD tools to synthesize a logic circuit, the designer can provide the initial 
description of the circuit in several different ways, as we explained in section 2.9.1. One 
efficient way is to write this description in the form of VHDL source code. The VHDL 
compiler translates this code into a logic circuit. Each logic signal in the circui t is represented 
in VHDL code as a data object. Just as the variables declared in any high-level programming 
language have associated types, such as integers or characters, data objects in VHDL can be 
of various types. The original VHDL standard, IEEE 1076, includes a data type called BIT. 
An object of this type is well suited for representing digital signals because BIT objects can 
have only two values, 0 and 1. In this chapter all signals in our examples will be of type 
BIT. Other data types are introduced in section 4.12 and are listed in Appendix A. 

2.10.2 WRITING SIMPLE VHDL CODE 

We will use an example to illustrate how to write simple VHDL source code. Consider the 
logic circuit in Figure 2.30. If we wish to write VHDL code to represent this circuit, the 
first step is to declare the input and output signals. This is done using a construct called 
an entity. An appropriate entity for this example appears in Figure 2.31. An entity must 

>---/ 

Figure 2.30 A simple logic function. 

ENTITY example 1 IS 
PORT (xl, x2, x3 : IN BIT; 

f : OUT BIT); 
END example 1 ; 

Figure 2.31 YHDL entity declaration for the circuit in Figure 2.30. 
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be assigned a name; we have chosen the name example] for this first example. The input 
and output signals for the entity are called its ports, and they are identified by the keyword 
PORT. This name derives from the electrical jargon in which the word port refers to an 
input or output connection to an electronic circuit. Each port has an associated mode that 
specifies whether it is an input (IN) to the entity or an output (OUT) from the entity. Each 
port represents a signal, hence it has an associated type. The entity example} has four ports 
in total. The first three, Xl. x2. and X3. are input signals of type BIT. The port namedfis an 
output of type BIT. 

In Figure 2.31 we have used simple signal names xl, x2, x3, andffor the entity's ports. 
Similar to most computer programming languages, VHDL has rules that specify which 
characters are allowed in signal names. A simple guideline is that signal names can include 
any letter or number, as well as the underscore character '_'. There are two caveats: a 
signal name must begin with a letter, and a signal name cannot be a VHDL keyword. 

An entity specifies the input and output signals for a circuit, but it does not give any 
details as to what the circuit represents. The circuit's functionality must be specified with 
a VHDL construct called an architecture. An architecture for our example appears in 
Figure 2.32. It must be given a name, and we have chosen the name LogicFunc. Although 
the name can be any text string, it is sensible to assign a name that is meaningful to the 
designer. In this case we have chosen the name LogicFunc because the architecture specifies 
the functionality of the design using a logic expression. VHDL has built-in support for the 
following Boolean operators: AND, OR, NOT, NAND, NOR, XOR. and XNOR. (So far we 
have introduced AND, OR, NOT, NAND, and NOR operators; the others will be presented 
in Chapter 3.) Following the BEGIN keyword, our architecture specifies, using the VHDL 
signal assignment operator <=, that output f should be assigned the result of the logic 
expression on the right-hand side of the operator. Because VHDL does not assume any 
precedence of logic operators, parentheses are used in the expression. One might expect 
that an assignment statement such as 

f <=xIANDx20RNOTx2ANDx3 

would have implied parentheses 

f <= (xl AND x2) OR «NOT x2) AND x3) 

But for VHDL code this assumption is not true. In fact, without the parentheses the VHDL 
compiler would produce a compile-time error for this expression. 

Complete VHDL code for our example is given in Figure 2.33. This example has 
illustrated that a VHDL source code file has two main sections: an entity and an architecture. 

ARCHITECTURE LogicFunc OF example 1 IS 
BEGIN 

f y.= (xl AND x2) OR (NOT x2 AND x3) ; 
END LogicFunc ; 

Figure 2.32 VHDl architecture for the entity in Figure 2.31. 
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ENTITY example I IS 
PORT ( xl, x2, x3 : IN BIT; 

f : OUT BIT); 
END example I ; 

ARCHITECTURE LogicFunc OF example I IS 
BEGIN 

f <= (xl AND x2) OR (NOT x2 AND x3) ; 
END LogicFunc ; 

Figure 2.33 Complete VHDL code for the circuit in Figure 2.30. 

ENTITY example2 IS 
PORT (xl, x2, x3, x4 

f, g 
END example2 ; 

: IN BIT; 
: OUT BIT); 

ARCHITECTURE LogicFunc OF example2 IS 
BEGIN 

f <= (xl AND x3) OR (NOT x3 AND x2); 
g <= (NOT x3 OR xl) AND (NOT x3 OR x4) ; 

END LogicFunc ; 

Figure 2.34 VHDl code for a four-input function. 

A simple analogy for what each section represents is that the entity is equivalent to a symbol 
in a schematic diagram and the architecture specifies the logic circuitry inside the symbol. 

A second example of VHDL code is given in Figure 2.34. This circuit has four input 
signals, called xl, x2, x3, andx4, and two output signals, named/and g. A logic expression 
is assigned to each output. A logic circuit produced by the VHDL compiler for this example 
is shown in Figure 2.35. 

The preceding two examples indicate that one way to assign a value to a signal in 
VHDL code is by means of a logic expression. In VHDL terminology a logic expression 
is called a simple assignment statement. We will see later that VHDL also supports several 
other types of assignment statements and many other features that are useful for describing 
circuits that are much more complex. 

2.10.3 How NOT TO WRITE VHDL CODE 

When learning how to use VHDL or other hardware description languages, the tendency for 
the novice is to write code that resembles a computer program, containing many variables 
and loops. It is difficult to determine what logic circuit the CAD tools will produce when 
synthesizing such code. This book contains more than 100 examples of complete VHDL 
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Xl--~------~--~ 

x3---+--~--iL __ _ 

>---/ 

1---- g 

Figure 2.35 logic circuit For the code in Figure 2.34. 

code that represent a wide range of logic circuits. In these examples the code is easily 
related to the described logic circuit. The reader is advised to adopt the same style of code. 
A good general guideline is to assume that if the designer cannot readily determine what 
logic circuit is described by the VHDL code, then the CAD tools are not likely to synthesize 
the circuit that the designer is trying to model. 

Once complete VHDL code is written for a particular design, the reader is encouraged 
to analyze the resulting circuit synthesized by the CAD tools. Much can be learned about 
VHDL, logic circuits, and logic synthesis through this process. 

2.11 CONCLUDING REMARKS 

In this chapter we introduced the concept of logic circuits. We showed that such circuits can 
be implemented using logic gates and that they can be described using a mathematical model 
called Boolean algebra. Because practical logic circuits are often large, it is important to 
have good CAD tools to help the designer. This book is accompanied by the Quartus II 
software, which is a CAD tool provided by Altera Corporation. We introduced a few basic 
features of this tool and urge the reader to start using this software as soon as possible. 

Our discussion so far has been quite elementaf' We will deal with both the logic 
circuits and the CAD tools in much more depth in t c chapters that follow. But first, in 
Chapter 3 we will examine the most important elecnmic technologies used to construct 
logic circuits. This material will give the reader an appreciation of practical constraints that 
a designer of logic circuits must face. 
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2.12 EXAMPLES OF SOLVED PROBLEMS 

This section presents some typical problems that the reader may encounter, and shows how 
such problems can be solved. 

tple 2.8 Problem: Determine if the following equation is valid 

Solution: The equation is valid if the expressions on the left- and right-hand sides represent 
the same function. To perform the comparison, we could construct a truth table for each 
side and see if the truth tables are the same. An algebraic approach is to derive a canonical 
sum-of-product form for each expression. 

Using the fact that x + x = 1 (Theorem 8b), we can manipulate the left-hand side as 
follows: 

LHS = XIX3 + X2X3 + XIX2 

= Xl (X2 + X2)X3 + (Xl + XdX2X3 + XIX2(X3 + X3) 

= XIX2X3 + XIX2X3 + XIX2X3 + XIX2 X3 + XIX2 X3 + XIX2 X3 

These product terms represent the minterms 2, 0, 7, 3, 5, and 4, respectively. 
For the right-hand side we have 

RHS = XIX2 + XIX3 + X2X3 

= XIX2(X3 + X3) + Xl (X2 + X2)X3 + (Xl + XdX2 X3 

= XIX2X3 + XIX2X3 + XIX2 X3 + XIX2 X3 + XIX2 X3 + XIX2 X3 

These product terms represent the minterms 3, 2, 7, 5, 4, and 0, respectively. Since both 
expressions specify the same minterms, they represent the same function; therefore, the 
equation is valid. Another way of representing this function is by L m(O, 2, 3,4,5, 7). 

I1ple 2.9 Problem: Design the minimum-cost product-of-sums expreSSIOn for the function 
f(XI. X2, X3, X4) = L m(O, 2, 4, 5, 6, 7, 8, 10, 12, 14, 15). 

Solution: The function is defined in terms of its minterms. To find a POS expression we 
should start with the definition in terms of maxterms, which is f = IlM (1, 3,9, 11, l3). 
Thus, 

f = Ml . M3 . M9 . Mil . M13 

= (Xl + X2 + X3 + X4)(XI + X2 + X3 + X4)(XI + X2 + X3 + X4)(Xl + X2 + X3 + X4)(XI + X2 + X3 + X4) 
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We can rewrite the product of the first two maxterms as 

MI . M3 = (Xl + X2 + X4 + X3)(XI + X2 + X4 + X3) 

= Xl + X2 + X4 + X3 X3 

= Xl + X2 + X4 + 0 

= Xl +X2 +X4 

using commutative property lOb 

using distributive property 12b 

using theorem 8a 

using theorem 6b 

Similarly, M9 . MIl = XI + X2 + X4. Now, we can use MIl again, according to property 7 a, 
to derive Mll . M13 = Xl + X3 + X4. Hence 

f = (Xl + X2 + X4)(XI + X2 + X4)(Xl + X3 + X4) 

Applying 12b again, we get the final answer 

f = (X2 + X4)(XI + X3 + X4) 

Problem: A circuit that controls a given digital system has three inputs: Xl, x2, and X3. It Exa 
has to recognize three different conditions: 

• Condition A is true if X3 is true and either Xl is true or X2 is false 

• Condition B is true if Xl is true and either X2 or X3 is false 

• Condition C is true if X2 is true and either Xl is true or X3 is false 

The control circuit must produce an output of 1 if at least two of the conditions A, B, and C 
are true. Design the simplest circuit that can be used for this purpose. 

Solution: Using 1 for true and 0 for false, we can express the three conditions as follows: 

A = X3 (Xl + X2) = X3Xl + X3X2 

B = Xl (X2 + X3) = XIX2 + XIX3 

C = X2(XI + X3) = X2Xl + X2X3 

Then, the desired output of the circuit can be expressed as f = AB + AC + BC. These 
product terms can be determined as: 

AB = (X3XI + X3 X2) (XIX2 + XIX3) 

= X3 X1X IX2 + X3 X IX lX3 + X3 X2X IX2 + X3X2X IX3 

= X3XIX2 + 0 + X3X2XI + 0 

= XIX2 X3 

AC = (X3XI + X3X2)(X2XI + X2X3) 

= X3 X\X2Xl + X3 X IX2X3 + X3 X2X2X I + X3X2X2X3 

=X3X IX2+ 0 + 0 +0 
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BC = (XIX2 + XIX3) (X2 X I + X2X3) 

= XIX2X2X\ + XIX2X2X3 + XIX3 X2X I + XI X3X2X3 

= 0 + 0 + XIX3X2 + XIX3 X2 

Therefore, j can be written as 

j = XIX2X3 + XIX2X3 + XIX2X3 

= XI (X2 + X2)x3 + XIX2(X3 + X3) 

= XIX3 + XIX2 

= XI (X3 +X2) 

,Ie 2. 11 Problem: Solve the problem in Example 2.10 by using Venn diagrams. 
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Solution: The Venn diagrams for functions A, B, and C in Example 2.10 are shown in parts 
a to c of Figure 2.36. Since the functionf has to be true when two or more of A, B, and C 
are true, then the Venn diagram for f is formed by identifying the common shaded areas in 
the Venn diagrams for A, B, and C. Any area that is shaded in two or more of these diagrams 
is also shaded inj, as shown in Figure 2.36d. This diagram corresponds to the function 

j = XIX2 + XIX3 = Xl (X2 + X3) 

(a) Function A (b) Function B 

(c) Function C (d) Function f 

Figure 2.36 The Venn diagrams for Example 2.11. 



Problem: Derive the simplest sum-of-products expression for the function 

f = X2X3X4 + XIX3 X4 + XIX2X4 

Solution: Applying the consensus property 17 a to the first two terms yields 

f = X2 X3X4 + XIX3 X4 + X2 X4X IX4 + XIX2X4 

= X2X3X4 + XlX3 X4 + XIX1X4 + XlX2X4 

Now, using the combining property 14a for the last two terms gives 

f = X2X3X4 + XIX3 X4 + Xt X4 

Finally, using the absorption property 13a produces 

f = X2 X3X4 +XlX4 

Problem: Derive the simplest product-of-sums expression for the function 

f = (Xl + X2 + X3)(Xl + X2 + X4)(XI + X3 + X4) 

Solution: Applying the consensus property 17b to the first two terms yields 

f = (Xl + X2 + X3)(XI + X2 + X4)(XI + X3 + Xl + X4)(XI + X3 + X4) 

= (Xl + X2 + X3)(X' + X2 + X4)(XI + X3 + X4)(XI + X3 + X4) 

Now, using the combining property 14b for the last two tenns gives 

f = (Xl + X2 + X3) (Xl + X2 + X4)(XI + X3) 

Finally, using the absorption property 13b on the first and last terms produces 

f = (Xl +X2 +X4)(X\ +X3) 

PROBLEMS 

PROBLEMS 

Answers to problems marked by an asterisk are given at the back of the book. 

Exan 

ExalT 

2.1 Use algebraic manipulation to prove that x + yz = (x + y) . (x + z). Note that 
distributive rule, as stated in identity 12b in section 2.5. 

2.2 Use algebraic manipulation to prove that (x + y) . (x + y) = x. 

2.3 Use algebraic manipulation to prove that xy + yz + XZ = xy + xz. Note that 
consensus property 17a in section 2.5. 

2.4 Use the Venn diagram to prove the identity in problem 1. 
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2.5 Use the Venn diagram to prove DeMorgan's theorem, as given in expressions lSa and ISb 
in section 2.5. 

2.6 Use the Venn diagram to prove that 

*2.7 

2.8 

2.9 

2.10 

2.11 

2.12 

2.13 

2.14 

2.15 

2.16 

2.17 

2.18 

2.19 
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(Xl +X2 +X3)' (Xl +X2 +X3) = Xl +X2 

Determine whether or not the following expressions are valid, i.e., whether the left- and 
right-hand sides represent same function. 
(a) X,X3 + XIX2 X3 + XIX2 + XIX2 = X2X3 + XIX3 + X2X3 + X,X2X3 

(b) XIX3 + X2 X3 + X2 X3 = (Xl + X2 + X3)(XI + X2 + X3)(XI + X2 + X3) 

(c) (Xl + X3)(X, + X2 + X3)(Xl + X2) = (Xl + X2)(X2 + X3)(XI + X3) 

Draw a timing diagram for the circuit in Figure 2.19a. Show the waveforms that can be 
observed on all wires in the circuit. 

Repeat problem 2.8 for the circuit in Figure 2.l9b. 

Use algebraic manipulation to show that for three input variables X" X2, and X3 

Lm(1, 2, 3,4, 5,6,7) = Xl +X2 +X3 

Use algebraic manipulation to show that for three input variables Xl , X2, and X3 

flM (0, 1,2,3,4,5,6) = XIX2X3 

Use algebraic manipulation to find the minimum sum-of-products expression for the func-

I;.".'.·· -.-, 
T 
~ ~ 

tion! = XIX3 + XIX2 + X,X2X3 + XIX2X3. t 
Use algebraic manipulation to find the minimum sum-of-products expression for the func

tion! = XIX2X3 + XIX2 X4 + XIX2X3X4. 

Use algebraic manipulation to find the minimum product-of-sums expression for the func

tionf = (Xl. + X3 :- X4) " (Xl + X2 + X3) '. (~I + X2 + X3 + X4). , d 
Use algebraIC mampulatlOn to find the mimmum product-of-sums expresslOn for the func-i 
tion! = (Xl + X2 + X3) • (x, + X2 + X3) . (Xl + X2 + X3) . (Xl + X2 + X3).j 

Wi 
,~ 

t (a) Show the location of all minterms in a three-variable Venn diagram. 
(b) Show a separate Venn diagram for each product term in the function f = XIX2X3 +'.~.:: 
XIX2 + XIX3· Use the Venn diagram to find the minimal sum-of-products form of/.; 

Represent the function in Figure 2.18 in the form of a Venn diagram and find its minimal 
sum-of-products form. 

Figure P2.l shows two attempts to draw a Venn diagram for four variables. For parts (a) 

and (b) of the figure, explain why the Venn diagram is not correct. (Hint: the Venn diagram 
must be able to represent all 16 minterms of the four variables.) 

Figure P2.2 gives a representation of a four-variable Venn diagram and shows the location 
of minterms mo. ml, and m2. Show the location of the other minterms in the diagram. 
Represent the function! = XIX2X3X4 + XIX2X3X4 + XIX2 on this diagram . 
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PROBLEMS 

(a) (b) 

Figure P2.1 Two attempts to draw a four-variable Venn diagram. 

Figure P2.2 A four-variable Venn diagram. 

*2.20 Design the simplest sum-of-products circuit that implements the functionl(xl, X2, X3) = 
L m(3, 4, 6, 7). 

2.21 Design the simplest sum-of-products circuit that implements the function I (Xl, X2, X3) = 
Lm(l, 3, 4, 6, 7). 

2.22 Design the simplest product-of-sums circuit that implements the function!(xl,x2,X3) = 
nM(O, 2, 5). 

*2.23 D esign the simplest product -of-sums expression for the function I (Xl, X2, X3) = nM (0, 1 
5,7). 

2.24 Derive the simplest sum-of-products expression for the function I (Xl, X2, X3, X4) = 
XIX3 X4 + X2X3X4 + XIX2X3. 

2.25 Derive the simplest sum-of-products expression for the function I(xt, X2, X3, X4, xs) = 
XIX3 XS + XIX3X4 + XIX4XS + XIX2X3XS. (Hint: Use the consensus property 17a.) 

2.26 Derive the simplest product-of-sums expression for the function !(x), X2, X3, X4) = 
(Xl + X3 + X4)(X2 + X3 + X4)(XI + X2 + X3). (Hint: Use the consensus property 17h.) 
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2.27 Derive the simplest product-of-sums expression for the function !(XI, Xl, X3, X4, Xs) = 
(Xl + X3 + XS)(XI + X3 + XS)(XI + Xl + XS)(XI + X4 + xs). (Hint: Use the consensus 
property 17 b.) 

*2.28 Design the simplest circuit that has three inputs, Xl, Xl, and X3, which produces an output 
value of 1 whenever two or more of the input variables have the value 1; otherwise, the 
output has to be O. 

2.29 Design the simplest circuit that has three inputs, XI, X2, and X3, which produces an output 
value of 1 whenever exactly one or two of the input variables have the value 1; otherwise, 
the output has to be O. 

2.30 Design the simplest circuit that has four inputs, Xl, X2, X3, and X4, which produces an output 
value of 1 whenever three or more of the input variables have the value 1; otherwise, the 
output has to be O. 

2.31 For the timing diagram in Figure P2.3, synthesize the function! (Xl, X2, X3) in the simplest 
sum-of-products form. 

I 

- ........ Time 

Figure P2.3 A timing diagram representing a logic Function. 

*2.32 For the timing diagram in Figure P2.3, synthesize the function!(x\, Xl, X3) in the simplest 
product-of-sums form. 

*2.33 For the timing diagram in Figure P2A, synthesize the function! (Xl, Xl, X3) in the simplest 
sum-of-products form. 

2.34 For the timing diagram in Figure P2A, synthesize the function! (Xl, X2, X3) in the simplest 
product-of-sums form. 

2.35 Design a circuit with output! and inputs Xl, Xo, Yl, and Yo. Let X = X\Xo be a number. 
where the four possible values of X, namely, 00, 01, 10, and 11, represent the four numbers 
0, 1, 2, and 3, respectively. (We discuss representation of numbers in Chapter 5.) Similarly, 
let Y = YlYO represent another number with the same four possible values. The output! 
should be 1 if the numbers represented by X and Yare equal. Otherwise,! should be O. 
(a) Show the truth table forf. 
(b) Synthesize th~ simplest possible product -of-sums expression for f. 
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1 
xl 

0 

x2 
1 

0 I 
1 I X3 
0 

f 1 

0 

Figure P2.4 A timing diagram representing a logic function. 

2.36 Repeat problem 2.35 for the case wherefshould be 1 only if X ~ Y. 
(a) Show the truth table for f 
(b) Show the canonical sum-of-products expression for f 
(c) Show the simplest possible sum-of-products expression for f 

2.37 Implement the function in Figure 2.26 using only NAND gates. 

2.38 Implement the function in Figure 2.26 using only NOR gates. 

2.39 Implement the circuit in Figure 2.35 using NAND and NOR gates. 

I 

-_ .. Time 

*2.40 Design the simplest circuit that implements the function f (Xl, X2. X3) = L m(3, 4, 6, 
using NAND gates. 

2.41 Design the simplest circuit that implements the functionf(xl, X2, X3) = L m(l, 3,4,6, 
using NAND gates. 

*2.42 Repeat problem 2.40 using NOR gates. 

2.43 Repeat problem 2.41 using NOR gates. 

2.44 (a) Use a schematic capture tool to draw schematics for the following functions 

it = X2 X3X4 + XIX2 X4 + XIX2X3 + XIX2 X3 

!2 = X2X4 + XIX2 + X2 X3 

(b) Use functional simulation to prove that!l =12. 
2.45 (a) Use a schematic capture tool to draw schematics for the following functions 

fl = (Xl + X2 + X4) . (X2 + X3 + X4) . (Xl + X3 + X4) . (Xl + X3 + X4) 

12 = (X2 +X4)' (X3 +X4)' (Xl +X4) 

(b) Use functional simulation to prove thatf] = h. 

2.46 Write VHDL code to implement the function!(xl, X2, X3) = L m(O, 1,3,4,5,6). 
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2.47 (a) Write VHDL code to describe the following functions 

fl = XI X3 + X2X3 + X3X4 + X\X2 + XIX4 

h = (Xl +X3)' (Xl +X2 +X4)' (X2 +X3 +X4) 

(b) Use functional simulation to prove that/t = !2. 
2.48 Consider the following VHDL assignment statements 

72 

f1 <= «xl AND x3) OR (NOT xl AND NOT x3)) OR «x2 AND x4) OR 
(NOT x2 AND NOT x4» ; 

f2 <= (x 1 AND x2 AND NOT x3 AND NOT x4) OR (NOT xl AND NOT x2 AND x3 AND x4) 
OR (x 1 AND NOT x2 AND NOT x3 AND x4) OR 
(NOT xl AND x2 AND x3 AND NOT x4) ; 

(a) Write complete VHDL code to implement fl and f2. 
(b) Use functional simulation to prove that f 1 = f2. 
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3 
IMPLEMENTATION TECHNOLOGY 

CHAPTER OBJECTIVES 

In this chapter you will be introduced to: 

• How transistors operate and form simple switches 

• Integrated circuit technology 

• CMOS logic gates 

• Field-programmable gate arrays and other programmable logic devices 

• Basic characteristics of electronic circuits 

... 

73 

73 



74 C HAP T E R 3 • IMPLEMENTATION TECHNOLOGY 

In section 1.2 we said that logic circuits are implemented using transistors and that a number of different 
technologies exist. We now explore technology issues in more detail. 

Let us first consider how logic variables can be physically represented as signals in electronic circuits. 
Our discussion will be restricted to binary variables, which can take on only the values 0 and 1. In a circuit 
these values can be represented either as levels of voltage or current. Both alternatives are used in different 
technologies. We will focus on the simplest and most popular representation, using voltage levels. 

The most obvious way of representing two logic values as voltage levels is to define a threshold voltage; 
any voltage below the threshold represents one logic value, and voltages above the threshold correspond to 
the other logic value. It is an ar:'iltrary choice as to which logic value is associated with the low and high 
voltage levels. Usually, logic 0 is represented by the low voltage levels and logic 1 by the high voltages. 
This is known as a positive lot;ic system. The opposite choice, in which the low voltage levels are used to 
represent logic 1 and the highd voltages are used for logic 0 is known as a negative logic system. In this 
book we use only the positive logic system, but negative logic is discussed briefly in section 3.4. 

Using the positive logic syst ~m, the logic values 0 and 1 are referred to simply as "low" and "high." 
To implement the threshold-voir re concept, a range of low and high voltage levels is defined, as shown in 
Figure 3.1. The figure gives tht :linimum voltage, called Vss , and the maximum voltage, called VDD , that 
can exist in the circuit. We will assume that Vss is 0 volts, corresponding to electrical ground, denoted Gnd. 
The voltage V DD represents the power supply voltage. The most common levels for V DD are between 5 volts 
and 1 volt. In this chapter we will mostly use the value V DD = 5 V. Figure 3.1 indicates that voltages in the 
range Gnd to Va,max represent logic value O. The name Vo.max means the maximum voltage level that a logic 
circuit must recognize as low. Similarly, the range from V I.mill to V DD corresponds to logic value I, and VI,mill 

is the minimum voltage level that a logic circuit must interpret as high. The exact levels of VO.max and VI,mill 

Voltage 

Logic value 1 

Undefined 

Logic value 0 

Vss (Gnd) 

Figure 3.1 Representation of logic values by voltage levels. 
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depend on the particular technology used; a typical example might set VO,max to 40 percent of V DD and Vl,min 

to 60 percent of VDD. The range of voltages between VO. max and Vi,min is undefined. Logic signals do not 
normally assume voltages in this range except in transition from one logic value to the other. We will discuss 
the voltage levels used in logic circuits in more depth in section 3.8.3. 

3. 1 TRANSISTOR SWITCHES 

Logic circuits are built with transistors. A full treatment of transistor behavior is beyond 
the scope of this text; it can be found in electronics textbooks, such as [1] and [2]. For 
the purpose of understanding how logic circuits are built, we can assume that a transistor 
operates as a simple switch. Figure 3.2a shows a switch controlled by a logic signal, x. When 
x is low, the switch is open, and when x is high, the switch is closed. The most popular type 
of transistor for implementing a simple switch is the metal oxide semiconductor field-effect 
transistor (MOSFET). There are two different types of MOSFETs, known as n-channel, 
abbreviated NMOS, and p-channel, denoted PMOS. 

x = "low" x = "high" 

---0---0---

(a) A simple switch controlled by the input x 

Gate 

Source _----IT T T Drain 

~bstrate (Body) 

(b) NMOS transistor 

(c) Simplified symbol for an NMOS transistor 

Figure 3.2 NMOS transistor as a switch. 
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Figure 3.2b gives a graphical symbol for an NMOS transistor. It has four electrical 
terminals, called the source, drain, gate, and substrate. In logic circuits the substrate (also 
called body) terminal is connected to Gnd. We will use the simplified graphical symbol in 
Figure 3.2c, which omits the substrate node. There is no physical difference between the 
source and drain terminals. They are distinguished in practice by the voltage levels applied 
to the transistor; by convention, the terminal with the lower voltage level is deemed to be 
the source. 

A detailed explanation of how the transistor operates will be presented in section 3.8.1. 
For now it is sufficient to know that it is controlled by the voltage V G at the gate terminal. 
If V G is low, then there is no connection between the source and drain, and we say that 
the transistor is turned off. If V G is high, then the transistor is turned on and acts as a 
closed switch that connects the source and drain terminals. In section 3.8.2 we show how 
to calculate the resistance between the source and drain terminals when the transistor is 
turned on, but for now assume that the resistance is 0 Q. 

PMOS transistors have the opposite behavior of NMOS transistors. The former are 
used to realize the type of switch illustrated in Figure 3.3a, where the switch is open when 
the control input x is high and closed when x is low. A symbol is shown in Figure 3.3b. 
In logic circuits the substrate of the PMOS transistor is always connected to VDD , leading 

x = "high" x = "low" 

(a) A switch with the opposite behavior of Figure 3.2a 

Gate 

6 
Drain TUT 

VDV 
Substrate (Body) 

Source 

(b) PMOS transistor 

(c) Simplified symbol for an PMOS transistor 

Figure 3.3 PMOS transistor as a switch. 
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to the simplified symbol in Figure 3.3c. If Vc is high, then the PMOS transistor is turned 
off and acts like an open switch. When V c is low, the transistor is turned on and acts as a 
closed switch that connects the source and drain. In the PMOS transistor the source is the 
node with the higher voltage. 

Figure 3.4 summarizes the typical use of NMOS and PMOS transistors in logic circuits. 
An NMOS transistor is turned on when its gate terminal is high, while a PMOS transistor 
is turned on when its gate is low. When the NMOS transistor is turned on, its drain is 
pulled down to Gnd, and when the PMOS transistor is turned on, its drain is pulled up to 
VDD' Because of the way the transistors operate, an NMOS transistor cannot be used to 
pull its drain terminal completely up to VDD . Similarly, a PMOS transistor cannot be used 
to pull its drain terminal completely down to Gnd. We discuss the operation of MOSFETs 
in considerable detail in section 3.8. 

Vs=OV 

Figure 3.4 

VD=OV 

Closed switch 
when Vc= VDD 

(a) NMOS transistor 

) 
r 
VD 

Open switch 
when Vc= VDD 

(b) PMOS transistor 

Open switch 
when VG=OV 

VD = VDD 

Closed switch 
when Vc = OV 

NMOS and PMOS transistors in logic circuits. 
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3.2 NMOS LOGIC GATES 

The first schemes for building logic gates with MOSFETs became popular in the 1970s 
and relied on either PMOS or NMOS transistors, but not both, Since the early 1980s, a 
combination of both NMOS and PMOS transistors has been used, We will first describe 
how logic circuits can be built using NMOS transistors because these circuits are easier 
to understand. Such circuits are known as NMOS circuits. Then we will show how 
NMOS and PMOS transistors are combined in the presently popular technology known as 
complementary MOS, or CMOS. 

In the circuit in Figure 3.5a, when Vx = 0 V, the NMOS transistor is turned off. No 
current flows through the resistor R, and Vf = 5 V. On the other hand, when Vx = 5 V, the 
transistor is turned on and pulls Vj to a low voltage level. The exact voltage level of Vf 
in this case depends on the amount of current that flows through the resistor and transistor. 
Typically, Vf is about 0.2 V (see section 3.8.3). If Vf is viewed as a function of Vr, then the 
circuit is an NMOS implementation of a NOT gate. In logic terms this circuit implements 
the function! = x. Figure 3.Sb gives a simplified circuit diagram in which the connection 
to the positive tenninal on the power supply is indicated by an arrow labeled VDD and the 

5V + 

(a) Circuit diagram (b) Simplified circuit diagram 

x---t l---j x ------1>0- f 

(c) Graphical symbols 

Figure 3.5 A NOT gate built using NMOS technology. 
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connection to the negative power-supply terminal is indicated by the Gnd symboL We will 
use this simphfied style of circuit diagram throughout this chapter. 

The purpose of the resistor in the NOT gate circuit is to limit the amount of current that 
flows when Vx = 5 V. Rather than using a resistor for this purpose, a transistor is normally 
used. We will discuss this issue in more detail in section 3.8.3. In subsequent diagrams 
a dashed box is drawn around the resistor R as a reminder that it is implemented using a 
transistor. 

Figure 3.5c presents the graphical symbols for a NOT gate. The left symbol shows the 
input, output, power, and ground terminals, and the right symbol is simplified to show only 
the input and output tenninals. In practice only the simplified symbol is used. Another 
name often used for the NOT gate is inverter. We use both names interchangeably in this 
book. 

In section 2.1 we saw that a series connection of switches corresponds to the logic AND 
function, while a parallel connection represents the OR function. Using NMOS transistors, 
we can implement the series connection as depicted in Figure 3.6a. If VX1 = VX2 = 5 V, 

Vj 

Vx , -1 
xl X2 f 

Vx, -1 0 0 1 
0 1 1 
1 a 1 
1 1 0 

(a) Circuit (b) Truth table 

f 

(c) Graphical symbols 

Figure 3.6 NMOS realization of a NAND gate. 
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both transistors will be on and Vf will be close to 0 V. But if either VX1 or VX2 is 0, then no 
current will flow through the series-connected transistors and Vf will be pulled up to 5 V. 
The resulting truth table for!, provided in terms of logic values, is given in Figure 3.6h. 
The realized function is the complement of the AND function, called the NAND function, 
for NOT-AND. The circuit realizes a NAND gate. Its graphical symbols are shown in Fig
ure 3.6c. 

The parallel connection of NMOS transistors is given in Figure 3.7a. Here, if either 
VX1 = 5 V or VX2 = 5 V, then Vr will be close to 0 V. Only if both VX1 and VX2 are 0 will Vf 
be pulled up to 5 V. A corresponding truth table is given in Figure 3.7h. It shows that the 
circuit realizes the complement of the OR function, called the NOR function, for NOT-OR. 
The graphical symbols for the NOR gate appear in Figure 3.7c. 

In addition to the NAND and NOR gates just described, the reader would naturally 
be interested in the AND and OR gates that were used extensively in the previous chapter. 
Figure 3.8 indicates how an AND gate is built in NMOS technology by following a NAND 
gate with an inverter. Node A realizes the NAND of inputs Xl and X2, and! represents the 
AND function. In a similar fashion an OR gate is realized as a NOR gate followed by an 
inverter, as depicted in Figure 3.9. 

.... , 

L. .J 

Vj 
Xl X2 f 

V" --i V" --i 0 0 1 
0 1 0 
1 0 0 
1 1 0 

(a) Circuit (b) Truth table 

f 

(c) Graphical symbols 

Figure 3.7 NMOS realization of a NOR gate. 
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L 

Vj 

A 

Vx , -1 
xl X2 f 

Vx, -1 0 0 0 
0 1 0 
1 0 0 
1 1 1 

(a) Circuit (b) Truth table 

f 

(c) Graphical symbols 

Figure 3.8 NMOS realization of an AND gate. 

3.3 CMOS LOGIC GATES 

So far we have considered how to implement logic gates using NMOS transistors. For 
each of the circuits that has been presented, it is possible to derive an equivalent circuit 
that uses PMOS transistors. However, it is more interesting to consider how both NMOS 
and PMOS transistors can be used together. The most popular such approach is known as 
CMOS technology. We will see in section 3.8 that CMOS technology offers some attractive 
practical advantages in comparison to NMOS technology. 

In NMOS circuits the logic functions are realized by arrangements of NMOS transistors, 
combined with a pull-up device that acts as a resistor. We will refer to the part of the circuit 
that involves NMOS transistors as the pull-down network (PDN). Then the structure of the 

81 



C HAP T E R 3 • IMPLEMENTATION TECHNOLOGY 

, , 

oJ 

VI 

Xl x 2 f 

V' I -1 Vx, -1 0 0 0 
0 1 1 
1 0 1 
1 1 1 

(a) Circuit (b) Truth table 

f 

(c) Graphical symbols 

Figure 3.9 NMOS realization of an OR gate. 

circuits in Figures 3.5 through 3.9 can be characterized by the block diagram in Figure 
3.10. The concept of CMOS circuits is based on replacing the pull-up device with a pull-up 
network (PUN) that is built using PMOS transistors, such that the functions realized by the 
PDN and PUN networks are complements of each other. Then a logic circuit, such as a 
typical logic gate, is implemented as indicated in Figure 3.11. For any given valuation of 
the input signals, either the PDN pulls Vf down to Gnd or the PUN pulls Vf up to VDD • The 
PDN and the PUN have equal numbers of transistors, which are arranged so that the two 
networks are duals of one another. Wherever the PDN has NMOS transistors in series, the 
PUN has PMOS transistors in parallel, and vice versa. 

The simplest example of a CMOS circuit, a NOT gate. is shown in Figure 3.12. When 
Vx = 0 V, transistor T2 is off and transistor TJ is on. This makes Vf = 5 V, and since T2 is 
off, no current flows through the transistors. When Vx = 5 V, T2 is on and Tl is off. Thus 
Vf = 0 V, and no current flows because TJ is off. 

A key point is that no current flows in a CMOS inverter when the input is either low or 
high. This is true for all CMOS circuits; no current flows, and hence no power is dissipated 
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~~ 
, 

~I 
I .... ,...~ 
L 

• Pull-down network 
• 
• (PDN) 

F.igure 3.10 Structure of an NMOS circuit. 

Pull-up network 
(PUN) 

.---

• Pull-down network • 
• (PON) 

Figure 3.11 Structure of a CMOS circuit. 

under steady state conditions. This property has led to CMOS becoming the most popular 
technology in use today for building logic circuits. We will discuss current flow and power 
dissipation in detail in section 3.8. 

Figure 3.13 provides a circuit diagram of a CMOS NAND gate. It is similar to the 
NMOS circuit presented in Figure 3.6 except that the pull-up device has been replaced by 
the PUN with two PMOS transistors connected in parallel. The truth table in the figure 
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o on off 1 
1 off on 0 

(a) Circuit (b) Truth table and transistor states 

Figure 3.12 CMOS realization of a NOT gate. 

Tl 

Vf 

Vx 
1 

xl X2 Tl T2 T3 T4 f 

0 0 on on off off 1 
a 1 on off off on 1 

Vx 
2 1 0 off on on off 1 

1 1 off off on on 0 

(a) Circuit (b) Truth table and transistor states 

Figure 3.13 CMOS realization of a NAND gate. 

specifies the state of each of the four transistors for each logic valuation of inputs Xl and 
X2. The reader can verify that the circuit properly implements the NAND function. Under 
static conditions no path exists for current flow from V DD to Gnd. 

The circuit in Figure 3.13 can be derived from the logic expression that defines the 
NAND operation, f = XIX2. This expression specifies the conditions for which f = 1; 
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hence it defines the PUN. Since the PUN consists of PMOS transistors, which are turned 
on when their control (gate) inputs are set to 0, an input variable Xi turns on a transistor if 
Xi = O. From DeMorgan's law, we have 

f = XIX2 = Xl + X2 

Thus! = I when either input Xl or X2 has the value 0, which means that the PUN must have 
two PMOS transistors connected in paralleL The PDN must implement the complement of 
j, which is 

Since! = 1 when both Xl and X2 are I, it follows that the PDN must have two NMOS 
transistors connected in series. 

The circuit for a CMOS NOR gate is derived from the logic expression that defines the 
NOR operation 

Since f = 1 only if both Xl and X2 have the value 0, then th~ PUN consists of two PMOS 
transistors connected in series. The PDN, which realizes f = Xl + X2, has two NMOS 
transistors in parallel, leading to the circuit shown in Figure 3.14. 

A CMOS AND gate is built by connecting a NAND gate to an inverter, as illustrated 
in Figure 3.15. Similarly, an OR gate is constructed with a NOR gate followed by a NOT 
gate. 

Vx --~--__________ ~ 
I 

Vx 
2 

VI 
xl x 2 Tl T2 T3 T4 f 

0 0 on on off off 
T3 0 1 on off off on 0 

1 0 off on on off 0 
1 1 off off on on 0 

(a) Circuit (b) Truth table and transistor states 

Figure 3.14 CMOS realization of a NOR gate. 
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VDD 

Figure 3.15 CMOS realization of an AND gate. 

The above procedure for deriving a CMOS circuit can be applied to more general logic 
functions to create complex gates. This process is illustrated in the following two examples . 

. 1 Consider the function 

f = Xl +X2X3 

Since all variables appear in their complemented fonn, we can directly derive the PUN. 
It consists of a PMOS transistor controlled by Xl in parallel with a series combination of 
PMOS transistors controlled by X2 and X3. For the PDN we have 

f = Xl + X2X3 = Xl (X2 + X3) 

This expression gives the PDN that has an NMOS transistor controlled by Xl in series with 
a parallel combination of NMOS transistors controlled by X2 and X3. The circuit is shown 
-in Figure 3.16 . 

. 2 Consider the function 
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Then 

f = Xl (X2 X 3 + X4) 

These expressions lead directly to the circuit in Figare 3.17. 
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Figure 3.16 The circuit for Example 3.1. 

The circuits in Figures 3.16 and 3.17 show that it is possible to implement fairly complex 
logic functions using combinations of series and parallel connections of transistors (acting 
as switches), without implementing each series or parallel connection as a complete AND 
(using the structure introduced in Figure 3.15) or OR gate. 

3.3.1 SPEED OF LOGIC GATE CIRCUITS 

In the preceding sections we have assumed that transistors operate as ideal switches that 
present no resistance to current flow. Hence, while we have derived circuits that realize 
the functionality needed in logic gates, we have ignored the important issue of the speed of 
operation of the circuits. In reality transistor switches have a significant resistance when 
turned on. Also, transistor circuits include capacitors, which are created as a side effect 
of the manufacturing process. These factors affect the amount of time required for signal 
values to propagate through logic gates. We provide a detailed discussion of the speed of 
logic circuits, as well as a number of other practical issues, in section 3.8. 

3.4 NEGATIVE LOGIC SYSTEM 

At the beginning of this chapter, we said that logic values are represented as two distinct 
ranges of voltage levels. We are using the convention that the higher voltage levels represent 
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Figure 3.17 The circuit for Example 3.2. 

logic value 1 and the lower voltages represent logic value O. This convention is known 
as the positive logic system, and it is the one used in most practical applications. In this 
section we briefly consider the negative logic system in which the association between 

I 

i 

voltage levels and logic values is reversed. 1 
Let us reconsider the CMOS circuit in Figure 3.13, which is reproduced in Figure 

3.18a. Part (b) of the figure gives a truth table for the circuit, but the table shows voltage 
levels instead of logic values. In this table, L refers to the low voltage level in the circuit, 'i 

which is 0 V, and H represents the high voltage level, which is VDD • This is the style of 
truth table that manufacturers of integrated circuits often use in data sheets to describe the 
functionality of the chips. It is entirely up to the user of the chip as to whether Land Hare 
interpreted in terms of logic values such that L = 0 and H = 1, or L = I and H = O. 

Figure 3.19a illustrates the positive logic interpretation in which L = 0 and H = 1. 
As we already know from the discussions of Figure 3.13, the circuit represents a NAND 
gate under this interpretation. The opposite interpretation is shown in Figure 3.19b. Here 
negati ve logic is used so that L = 1 and H = O. The truth table specifies that the circuit 
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Vf Vx Vx 
1 2 

V f 

V
X1 L L H 

L H H 
H L H 

Vx H H L 
2 

(a) Circuit (b) Voltage levels 

Figure 3. 18 Voltage levels in the circuit in Figure 3.13. 

Xl X2 f 
0 0 1 xl =l y-f 0 1 1 x 2 1 0 1 
I I 0 

(a) Positive logic truth table and gate symbol 

1 1 
I 0 
o 1 
o 0 

o 
o 
o 
1 

(b) Negative logic truth table and gate symbol 

Figure 3.19 Interpretation of the circuit in Figure 3.18. 
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represents a NOR gate in this case. Note that the truth table rows are listed in the opposite 
order from what we normally use, to be consistent with the L and H values in Figure 3.1Sb. 
Figure 3.l9b also gives the logic gate symbol for the NOR gate, which includes small 
triangles on the gate's terminals to indicate that the negative logic system is used. 

As another example, consider again the circuit in Figure 3.15. Its truth table, in terms 
of voltage levels, is given in Figure 3.20a. Using the positive logic system, this circuit 
represents an AND gate, as indicated in Figure 3.20b. But using the negative logic system, 
the circuit represents an OR gate, as depicted in Figure 3 .20c. 

It is possible to use a mixture of positive and negative logic in a single circuit, which 
is known as a mixed logic system. In practice, the positive logic system is used in most 
applications. We will not consider the negative logic system further in this book. 
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Figure 3.20 Interpretation of the circuit in Figure 3.15. 



3.5 STANDARD CHIPS 

3.5 STANDARD CHIPS 

In Chapter 1 we mentioned that several different types of integrated circuit chips are avail
able for implementation of logic circuits. We now discuss the available choices in some 

detail. 

3.5.1 7400-SERIES STANDARD CHIPS 

An approach used widely until the mid-1980s was to connect together multiple chips, each 
containing only a few logic gates. A wide assortment of chips, with different types of logic 
gates, is available for this purpose. They are known as 7400-series parts because the chip 
part numbers always begin with the digits 74. An example of a 7400-series part is given 
in Figure 3.21. Part (a) of the figure shows a type of package that the chip is provided in, 
called a dual-inline package (DIP). Part (b) illustrates the 7404 chip, which comprises six 
NOT gates. The chip's external connections are called pins or leads. Two pins are used 
to connect to VDD and Gnd, and other pins provide connections to the NOT gates. Many 
7400-series chips exist, and they are described in the data books produced by manufacturers 
of these chi ps [3-7]. Diagrams of some of the chips are also included in several textbooks, 
such as [8-12]. 

(a) Dual-inline package 

(b) Structure of 7404 chip 

Figure 3.21 A 7 AOO-series chip. 
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The 7400-series chips are produced in standard forms by a number of integrated circuit 
manufacturers, using agreed-upon specifications. Competition among various manufac
turers works to the designer's advantage because it tends to lower the price of chips and 
ensures that parts are always readily available. For each specific 7400-series chip, several 
variants are built with different technologies. For instance, the part called 74LSOO is built 
with a technology called transistor-transistor logic (TTL), which is described in Appendix 
E, whereas the 74HCOO is fabricated using CMOS technology. In general, the most popular 
chips used today are the CMOS variants. 

As an example of how a logic circuit can be implemented using 7400-series chips, 
consider the function f = XIX2 + X2X3, which is shown in the form of a logic diagram 
in Figure 2.30. A NOT gate is required to produce X2, as well as 2 two-input AND gates 
and a two-input OR gate. Figure 3.22 shows three 7400-series chips that can be used to 
implement the function. We assume that the three input signals Xl, X2, and X3 are produced 
as outputs by some other circuitry that can be connected by wires to the three chips. Notice 
that power and ground connections are included for all three chips. This example makes 
use of only a portion of the gates available on the three chips, hence the remaining gates 
can be used to realize other functions. 

L..--___ j 

Figure 3.22 An implementation off = X.X2 + X2X3. 

.. 
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Because of their low logic capacity, the standard chips are seldom used in practice 
today, with one exception. Many modern products include standard chips that contain 
buffers. Buffers are logic gates that are usually used to improve the speed of circuits. An 
example of a buffer chip is depicted in Figure 3.23. It is the 74244 chip, which comprises 
eight tri-state buffers. We describe how tri-state buffers work in section 3.8.8. Rather than 
showing how the buffers are arranged inside the chip package, as we did for the NOT gates 
in Figure 3.21, we show only the pin numbers of the package pins that are connected to the 
buffers. The package has 20 pins, and they are numbered in the same manner as shown for 
Figure 3.21; Gnd and VDD connections are provided on pins 10 and 20, respectively. Many 
other buffer chips also exist. For example, the ] 62244 chip has 16 tri-state buffers. It is 
part of a family of devices that are similar to the 7400-series chips but with twice as many 
gates in each chip. These chips are available in mUltiple types of packages, with the most 
popular being a small-outline integrated circuit (SOIC) package. An SOIC package has a 
similar shape to a DIP, but the SOIC is considerably smaller in physical size. 

As integrated circuit technology has improved over time, a system of classifying chips 
according to their size has evolved. The earliest chips produced, such as the 7400-series 
chips, comprise only a few logic gates. The technology used to produce these chips is 
referred to as small-scale integration (SS!). Chips that include slightly more logic circuitry, 
typically about 10 to 100 gates, represent medium-scale integration (MSI). Until the mid-
1980s chips that were too large to qualify as MSI were classified as large-scale integration 
(LSI). In recent years the concept of classifying circuits according to their size has become 
of little practical use. Most integrated circuits today contain many thousands or millions 
of transistors. Regardless of their exact size, these large chips are said to be made with 
very large scale integration (VLSI) technology. The trend in digital hardware products is 
to integrate as much circuitry as possible onto a single chip. Thus most of the chips used 
today are built with VLSI technology, and the older types of chips are used rarely. 

Figure 3.23 The 74244 buffer chip. 
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3.6 PROGRAMMABLE LOGIC DEVICES 

The function provided by each of the 7400-series parts is fixed and cannot be tailored to suit 
a particular design situation. This fact, coupled with the limitation that each chip contains 
only a few logic gates, makes these chips inefficient for building large logic circuits. It is 
possible to manufacture chips that contain relatively large amounts of logic circuitry with .~ 

a structure that is not fixed. Such chips were first introduced in the 1970s and are called 
programmable logic devices (PLDs). 

A PLD is a general-purpose chip for implementing logic circuitry. It contains a col
lection of logic circuit elements that can be customized in different ways. A PLD can be 
viewed as a "black box" that contains logic gates and programmable switches, as illustrated 
in Figure 3.24. The programmable switches allow the logic gates inside the PLD to be 
connected together to implement whatever logic circuit is needed. 

3.6.1 PROGRAMMABLE LOGIC ARRAY (PLA) 

Several types of PLDs are commercially available. The first developed was the pro
grammable logic array (PLA). The general structure of a PLA is depicted in Figure 3.25. 
Based on the idea that logic functions can be realized in sum-of-products form, a PLA 
comprises a collection of AND gates that feeds a set of OR gates. As shown in the figure, 
the PLA's inputs Xl, ••. , Xn pass through a set of buffers (which provide both the true value 
and complement of each input) into a circuit block called an AND plane, or AND array. 
The AND plane produces a set of product terms PI, ... , Pk . Each of these terms can be 
configured to implement any AND function of XI, ... ,Xn . The product terms serve as the 
inputs to an OR plane, which produces the outputS!l, ... ,!m. Each output can be config-
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Figure 3.25 General structure of a PLA. 

ured to realize any sum of PI, ... , P k and hence any sum-of-products function of the PLA 
inputs. 

A more detailed diagram of a small PLA is given in Figure 3.26, which shows a PLA 
with three inputs, four product terms, and two outputs. Each AND gate in the AND plane 
has six inputs, corresponding to the true and complemented versions of the three input 
signals. Each connection to an AND gate is programmable; a signal that is connected to 
an AND gate is indicated with a wavy line, and a signal that is not connected to the gate is 
shown with a broken line. The circuitry is designed such that any unconnected AND-gate 
inputs do not affect the output of the AND gate. In commercially available PLAs, several 
methods of realizing the programmable connections exist. Detailed explanation of how a 
PLA can be built using transistors is given in section 3.10. 

In Figure 3.26 the AND gate that produces PI is shown connected to the inputs Xl and 
X2· Hence PI = XIX2. Similarly, P 2 = XIX3, P 3 = XIX2X3, and P 4 = XIX3- Programmable 
connections also exist for the OR plane. Output 11 is connected to product terms Ph 
P2, and P3. It therefore realizes the function/l = X\X2 + XIX3 + XIX2X3. Similarly, output 
12 = XIX2 +XlX2X3 +XlX3. Although Figure 3.26 depicts the PLA programmed to implement 
the functions described above, by programming the AND and OR planes differently, each 
of the outputs 11 and h could implement various functions of Xl, X2, and X3- The only 
constraint on the functions that can be implemented is the size of the AND plane because it 
produces only four product terms. Commercially available PLAs come in larger sizes than 
We have shown here. Typical parameters are 16 inputs, 32 product terms, and eight outputs. 
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Figure 3.26 Gate-level diagram of a PLA: 

Although Figure 3.26 illustrates clearly the functional structure of a PLA, this style of 
drawing is awkward for larger chips. Instead, it has become customary in technical literature ,~: 

;» 

to use the style shown in Figure 3.27. Each AND gate is depicted as a single horizontal, 
line attached to anAND-gate symbol. The possible inputs to the AND gate are drawn ast 

t 
vertical lines that cross the horizontal line. At any crossing of a vertical and horizontal 
line, a programmable connection, indicated by an X, can be made. Figure 3.27 shows thea 
programmable connections needed to implement the product terms in Figure 3.26. Each :, 

;.-: 
OR gate is drawn in a similar manner, with a vertical line attached to an OR-gate symbol. ,. 
The AND-gate outputs cross these lines, and corresponding programmable connections can '; 
be formed. The figure illustrates the programmable connections that produce the functions 
/1 andh from Figure 3.26. 

The PLA is efficient in tenns of the area needed for its implementation on an integrated 
circuit chip. For this reason, PLAs are often included as part of larger chips, such as t 

microprocessors. In this case a PLA is created so that the connections to the AND and OR 
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OR plane 

AND plane 

Figure 3.27 Customary schematic for the PLA in Figure 3.26. 

gates are fixed, rather than programmable. In section 3.10 we will show that both fixed and 
programmable PLAs can be created with similar structures. 

3.6.2 PROGRAMMABLE ARRAY LOGIC (PAL) 

In a PLA both the AND and OR planes are programmable. Historically, the programmable 
switches presented two difficulties for manufacturers of these devices: they were hard to 
fabricate correctly, and they reduced the speed-performance of circuits implemented in the 
PLAs. These drawbacks led to the development of a similar device in which the AND plane 
is programmable, but the OR plane is fixed. Such a chip is known as aprogrammable array 
logic (PAL) device. Because they are simpler to manufacture, and thus less expensive than 
PLAs, and offer better performance, PALs have become popular in practical applications. 

An example of a PAL with three inputs, four product terms, and two outputs is given 
in Figure 3.28. The product terms Pi and P2 are hardwired to one OR gate, and P3 and P4 
are hardwired to the other OR gate. The PAL is shown programmed to realize the two logic 
functions!l = XlX2 X 3 + XIX2 X3 andh = XIX2 + X1X2X3. In comparison to the PLA in Figure 
3.27, the PAL offers less flexibility; the PLA allows up to four product terms per OR gate, 
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Figure 3.28 An example of a PAl. 

whereas the OR gates in the PAL have only two inputs. To compensate for the reduced 
flexibility, PALs are manufactured in a range of sizes, with various numbers of inputs and 
outputs, and different numbers of inputs to the OR gat~s. An example of a commercial PAL:;. 
is given in Appendix E. t'" 

So far we have assumed that the OR gates in a PAL, as in a PLA, connect directly to \f 
.. ~ 

the output pins of the chip. In many PALs extra circuitry is added at the output of each OR' 
gate to provide additional flexibility. It is customary to use the term macrocell to refer to ,. 
the OR gate combined with the extra circuitry. An example of the flexibility that may be, 
provided in a macrocell is given in Figure 3.29. The symbol labeled flip-flop represents a 
memory element. It stores the value produced by the OR gate output at a particular point 
in time and can hold that value indefinitely. The flip-flop is controlled by the signal called 
clock. When clock makes a transition from logic value 0 to 1, the flip-flop stores the value 
at its D input at that time and this value appears at the flip-flop's Q output. Flip-flops are 
used for implementing many types of logic circuits, as we will show in Chapter 7. 

In section 2.8.2 we discussed a 2-to-l multiplexer circuit. It has two data inputs, a 
select input, and one output. The select input is used to choose one of the data inputs as 
the multiplexer'S output. In Figure 3.29 a 2-to-l multiplexer selects as an output from the 1, 

PAL either the OR-gate output or the flip-flop output. The multiplexer's select line can be 
programmed to be either 0 or 1. Figure 3.29 shows another logic gate, called a tri-state 
buffer, connected between the multiplexer and the PAL output. We discuss tri-state buffers 
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Figure 3.29 Extra circuitry added to OR-gate outputs from Figure 3.28. 

in section 3.8.8. Finally, the multiplexer's output is "fed back" to the AND plane in the 
PAL. This feedback connection allows the logic function produced by the multiplexer to be 
used internally in the PAL, which allows the implementation of circuits that have multiple 
stages, or levels, of logic gates. 

A number of companies manufacture PLAs or PALs, or other, similar types of simple 
PLDs (SP LDs). A partial list of companies, and the types of SPLDs that they manufacture, is 
given in Appendix E. An interested reader can examine the information that these companies 
provide on their products, which is available on the World Wide Web (WWW). The WWW 
locator for each company is given in Table E.l in Appendix E. 

3.6.3 PROGRAMMING OF PLAs AND PALs 

In Figures 3.27 and 3.28, each connection between a logic signal in a PLA or PAL and the 
AND/OR gates is shown as an X. We describe how these switches are implemented using 
transistors in section 3.10. Users' circuits are implemented in the devices by configuring, 
or programming, these switches. Commercial chips contain a few thousand programmable 
switches; hence it is not feasible for a user of these chips to specify manually the desired 
programming state of each switch. Instead, CAD systems are employed for this purpose. We 
introduced CAD tools in Chapter 2 and described methods for design entry and simulation 
of circuits. For CAD systems that support targeting of circuits to PLDs, the tools have the 
capability to automatically produce the necessary information for programming each of the 
SWitches in the device. A computer system that runs the CAD tools is connected by a cable 
to a dedicated programming unit. Once the user has completed the design of a circuit, the 
CAD tools generate a file, often called a programming file or fuse map, that specifies the 
state that each switch in the PLD should have, to realize correctly the designed circuit. The 
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PLD is placed into the programming unit, and the programming file is transferred from the 
computer system. The programming unit then places the chip into a special programming ~1 
mode and configures each switch individually. A photograph of a programming unit is 
shown in Figure 3.30. Several adaptors are shown beside the main unit; each adaptor is 
used for a specific type of chip package. 

The programming procedure may take a few minutes to complete. Usually, the pro
gramming unit can automatically "read back" the state of each switch after programming, 
to verify that the chip has been programmed correctly. A detailed discussion of the process 
involved in using CAD tools to target designed circuits to programmable chips is given in 
Appendices B, C, and D. 

PLAs or PALs used as part of a logic circuit usually reside with other chips on a printed 
circuit board (PCB). The procedure described above assumes that the chip can be removed 
from the circuit board for programming in the programming unit. Removal is made possible 
by using a socket on the PCB, as illustrated in Figure 3.31. Although PLAs and PALs are 
available in the DIP packages shown in Figure 3.21a, they are also available in another 
popular type of package, called a plastic-leaded chip carrier (PLCC), which is depicted in 
Figure 3.31. On all four of its sides, the PLCC package has pins that "wrap around" the 
edges of the chip, rather than extending straight down as in the case of a DIP. The socket 
that houses the PLCC is attached by solder to the circuit board, and the PLCe is held in the ...•. 
socket by friction. t 

Instead of relying on a programming unit to configure a chip, it would be advantageous 
to be able to perform the programming while the chip is still attached to its circuit board. This 
method of programming is called in-system programming (ISP). It is not usually provided 
for PLAs or PALs, but is available for the more sophisticated chips that are described below ... 

Figure 3.30 A PLD programming u.nit (courtesy of Data 10 Corp.). 
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Figure 3.31 A PLCC package with socket. 

3.6.4 COMPLEX PROGRAMMABLE LOGIC DEVICES (CPl..lDs) 

PLAs and PALs are useful for implementing a wide variety of small digital circuits. Each 
device can be used to implement circuits that do not require more than the number of inputs, 
product terms, and outputs that are provided in the particular chip. These chips are limited 
to fairly modest sizes, typically supporting a combined number of inputs plus outputs of not 
more than 32. For implementation of circuits that require more inputs and outputs, either 
multiple PLAs or PALs can be employed or else a more sophisticated type of chip, cal1ed 
a complex programmable logic device (CPLD), can be used. 

A CPLD comprises multiple circuit blocks on a single chip, with internal wiring re
Sources to connect the circuit blocks. Each circuit block is similar to a PLA or a PAL; we 
will refer to the circuit blocks as PAL-like blocks. An example of a CPLD is given in Figure 
3.32. It includes four PAL-like blocks that are connected to a set of interconnection wires. 
Each PAL-like block is also connected to a subcircuit labeled I/O block, which is attached 
to a number of the chip's input and output pins. 

Figure 3,33 shows an example of the wiring structure and the connections to a PAL-like 
block in a CPLD. The PAL-like block includes 3 macrocells (real CPLDs typically have 
about 16 macrocells in a PAL-like block), each consisting of a four-input OR gate (real 
~PLDs usually provide between 5 and 20 inputs to each OR gate). The OR-gate output 
IS connected to another type of logic gate that we have not yet introduced. It is called an 
EXClusive-OR (XOR) gate. We discuss XOR gates in section 3.9.1. The behavior of an 
XOR gate is the same as for an OR gate except that if both of the inputs are I, the XOR gate 
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Figure 3.32 Structure of a complex programmable logic device (CPlD). 

produces a O. One input to the XOR gate in Figure 3.33 can be programmably connected 
to 1 or 0; if 1, then the XOR gate complements the OR-gate output, and if 0, then the XOR 
gate has no effect. The macrocell also includes a flip-flop, a multiplexer, and a tri-state 
buffer. As we mentioned in the discussion for Figure 3.29, the flip-flop is used to store the 
output value produced by the OR gate. Each tri-state buffer (see section 3.8.8) is connected 

!' 

~. 

to a pin on the CPLD package. The tri-state buffer acts as a switch that allows each pin to 
be used either as an output from the CPLD or as an input. To use a pin as an output, the 
corresponding tri-state buffer is enabled, acting as a switch that is turned on. If the pin is 
to be used as an input, then the tri-state buffer is disabled, acting as a switch that is turned 
off. In this case an external source can drive a signal onto the pin, which can be connectedi, 
to other macrocells using the interconnection wiring. ~ 

The interconnection wiring contains programmable switches that are used to connect '~ 
the PAL-like blocks. Each of the horizontal wires can be connected to some of the vertical 
wires that it crosses, but not to all of them. Extensive research has been done to decide 
how many switches should be provided for connections between the wires. The number 
of switches is chosen to provide sufficient flexibility for typical circuits without wasting 
many switches in practice. One detail to note is that when a pin is used as an input, the 
macrocell associated with that pin cannot be used and is therefore wasted. Some CPLDs 
include additional connections between the macrocells and the interconnection wiring that ... 
avoids wasting macrocells in such situations. j 

Commercial CPLDs range in size from only 2 PAL-like blocks to more than 100 PAL- ~ 
like blocks. They are available in a variety of packages, including the PLCC package that 
is shown in Figure 3.31. Figure 3.34a shows another type of package used to house CPLD 
chips, called a quadflat pack (QFP). Like a PLCe package, the QFP package has pins on all 
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PAL-like block (details not shown) 

• • • 

PAL-like block 

A section of the CPLD in Figure 3.32. 

four sides, but whereas the PLCC's pins wrap around the edges of the package, the QFP's 
pins extend outward from the package, with a downward-curving shape. The QFP's pins 
are much thinner than those on a PLCC, which means that the package can support a larger 
number of pins; QFPs are available with more than 200 pins, whereas PLCCs are limited 
to fewer than 100 pins. 

Most CPLDs contain the same type of programmable switches that are used in SPLDs, 
which are described in section 3.10. Programming of the switches may be accomplished 
using the same technique described in section 3.6.3, in which the chip is placed into a special
purpose programming unit. However, this programming method is rather inconvenient for 
large CPLDs for two reasons. First, large CPLDs may have more than 200 pins on the chip 
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(a) CPLD in a Quad Flat Pack (QFP) package 

To computer 

Printed 

(b) JTAG programming 

Figure 3 .. 34 CPLD packaging and programming. 

package, and these pins are often fragile and easily bent. Second, to be programmed in a 
programming unit, a socket is required to hold the chip. Sockets for large QFP packages 
are very expensive; they sometimes cost more than the CPLD device itself. For these 
reasons, CPLD devices usually support the ISP technique. A small connector is included 
on the PCB that houses the CPLD, and a cable is connected between that connector and a 
computer system. The CPLD is programmed by transferring the programming information 
generated by a CAD system through the cable, from the computer into the CPLD. The 
circuitry on the CPLD that allows this type of programming has been standardized by the 
IEEE and is usually called a JTAG port. It uses four wires to transfer information between 
the computer and the device being programmed. The term JTAG stands for loint TestAction 
Group. Figure 3.34b illustrates the use of a JTAG port for programming two CPLDs on a 
circuit board. The CPLDs are connected together so that both can be programmed using 
the same connection to the computer system. Once a CPLO is programmed, it retains the 
programmed state pennanently, even when the power supply for the chip is turned off. This 
property is called nonvolatile programming. 

CPLOs are used for the implementation of many types of digital circuits. In industrial 
designs that employ some type of PLO device, CPLDs are used often, while SPLOs are 
becoming less common. A number of companies offer competing CPLDs. Appendix E lists, 
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in Table E.2, the names of the major companies involved and shows the companies" WWW 
locators. The reader is encouraged to examine the product information that each company 
provides on its ~eb pages. An example of a popular commercial CPLD is described in 
detail in AppendIX E. 

3.6.5 FIELD-PROGRAMMABLE GATE ARRAYS 

The types of chips described above, 7400 series, SPLDs, and CPLDs, are useful for im
plementation of a wide range of logic circuits. Except for CPLDs, these devices are rather 
small and are suitable only for relatively simple applications. Even for CPLDs, only mod
erately large logic circuits can be accommodated in a single chip. For cost and performance 
reasons, it is prudent to implement a desired logic circuit using as few chips as possible, so 
the amount of circuitry on a given chip and its functional capability are important. One way 
to quantify a circuit's size is to assume that the circuit is to be built using only simple logic 
gates and then estimate how many of these gates are needed. A commonly used measure is 
the total number of two-input NAND gates that would be needed to build the circuit; this 
measure is often called the number of equivalent gates. 

Using the equivalent-gates metric, the size of a 7400-series chip is simple to measure 
because each chip contains only simple gates. For SPLDs and CPLDs the typical measure 
used is that each macrocell represents about 20 equivalent gates. Thus a typical PAL that 
has eight macrocells can accommodate a circuit that needs up to about 160 gates, and a 
large CPLD that has 500 macrocells can implement circuits of up to about 10,000 equivalent 
gates. 

By modem standards, a logic circuit with 10,000 gates is not large. To implement 
larger circuits, it is convenient to use a different type of chip that has a larger logic capacity. 
A field-programmable gate array (FPGA) is a programmable logic device that supports 
implementation of relatively large logic circuits. FPGAs are quite different from SPLDs 
and CPLDs because FPGAs do not contain AND or OR planes. Instead, FPGAs provide 
logic blocks for implementation of the required functions. The general structure of an FPGA 
is illustrated in Figure 3.35a. It contains three main types of resources: logic blocks, lIO 
blocks for connecting to the pins of the package, and interconnection wires and switches. 
The logic blocks are arranged in a two-dimensional array, and the interconnection wires 
are organized as horizontal and vertical routing channels between rows and columns of 
logic blocks. The routing channels contain wires and programmable switches that allow 
the logic blocks to be interconnected in many ways. Figure 3.35a shows two locations for 
programmable switches; the blue boxes adjacent to logic blocks hold switches that connect 
the logic block input and output tenninals to the interconnection wires, and the blue boxes 
that are diagonally between logic blocks connect one interconnection wire to another (such 
as a vertical wire to a horizontal wire). Programmable connections also exist between the 
va blocks and the interconnection wires. The actual number of programmable switches 
and wires in an FPGA varies in commercially available chips. 

FPGAs can be used to implement logic circuits of more than a million equivalent 
gates in size. Some examples of commercial FPGA products, from Altera and Xilinx, are 
described in Appendix E. FPGA chips are available in a variety of packages, including the 
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(a) General structure of an FPGA 

(b) Pin grid array (PGA) package (bottom view) 

Figure 3.35 A field-programmable gate array (FPGA). 

PLCC and QFP packages described earlier. Figure 3.35b depicts another type of package, 
called a pin grid array (PGA). A PGA package may have up to a few hundred pins in 
total, which extend straight outward from the bottom of the package, in a grid pattern. Yet 
another packaging technology that has emerged is known as the ball grid array (BGA). 
The BGA is similar to the PGA except that the pins are small round balls, instead of posts. 
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The advantage of BGA packages is that the pins are very small~ hence more pins can be 
provided on a relatively small package. 

Each logic block in an FPGA typically has a small number of inputs and outputs. A 
variety of FPGA products are on the market, featuring different types of logic blocks. The 
most commonly used logic block is a lookup table (LUT), which contains storage cells that 
are used to implement a small logic function. Each cell is capable of holding a single logic 
value, either 0 or 1. The stored value is produced as the output of the storage cell. LUTs 
of various sizes may be created, where the size is defined by the number of inputs. Figure 
3.36a shows the structure of a small LUT. It has two inputs, Xl and X2, and one output,!. 
It is capable of implementing any logic function of two variables. Because a two-variable 
truth table has four rows, this LUT has four storage cells. One cell corresponds to the output 
value in each row of the truth table. The input variables XI and X2 are used as the select inputs 
of three multiplexers, which, depending on the valuation of XI and X2, select the content of 
one of the four storage cells as the output of the LUT. We introduced multiplexers in section 
2.8.2 and wi1l discuss storage cells in Chapter 10. 

To see how a logic fupction can be realized in the two-input LUT, consider the truth 
table in Figure 3.36b. The function!l from this table can be stored in the LUT as illustrated in 

XI--~--------------~ 

I 
Xl X2 11 
0 0 1 
0 1 0 
1 0 0 

x 2 1 1 1 

(a) Circuit for a two-input LUT (b) II = XIX2 +xl x2 

Xl --~--------------~ 

(c) Storage cell contents in the LUT 

Figure 3.36 A two-input lookup table (LUI). 
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Figure 3.36c. The arrangement of multiplexers in the LUT correctly realizes the function!l. 
When Xl = X2 = 0, the output of the LUT is driven by the top storage cell, which represents 
the entry in the truth table for XIX2 = 00. Similarly, for alI valuations of Xl and X2, the logic 
value stored in the storage cell corresponding to the entry in the truth table chosen by the 
particular valuation appears on the LUT output. Providing access to the contents of storage 
cells is only one way in which multiplexers can be used to implement logic functions. A 
detailed presentation of the applications of multiplexers is given in Chapter 6. 

Figure 3.37 shows a three-input LUT. It has eight storage cells because a three-variable 
truth table has eight rows. In commercial FPGA chips, LUTs usually have either four or 
five inputs, which require 16 and 32 storage cells, respectively. In Figure 3.29 we showed 
that PALs usually have extra circuitry included with their AND-OR gates. The same is true 
for FPGAs, which usually have extra circuitry, besides a LUT, in each logic block. Figure 
3.38 shows how a flip-flop may be included in an FPGA logic block. As discussed for 

Xl --~------------------------~ 
X2--~----------------'--' 

f 

Figure 3.37 A three-input LUT. 

Select 

Out 

Flip-flop 

LUT I---...-..-----i D Q 

Clock ---I 

Figure 3.38 Inclusion of a flip-flop in"an FPGA logic block. 
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Figure 3.29, the flip-flop is used to store the value of its D input under control of its clock 
input. Examples of logic blocks in commercial FPGAs are presented in Appendix E. 

For a logic circuit to be realized in an FPGA, each logic function in the circuit must be 
small enough to fit within a single logic block. In practice, a user's circuit is automatically 
translated into the required form by using CAD tools (see Chapter 12). When a circuit 
is implemented in an FPGA, the logic blocks are programmed to realize the necessary 
functions and the routing channels are programmed to make the required interconnections 
between logic blocks. FPGAs are configured by using the ISP method, which we explained 
in section 3.6.4. The storage cells in the LUTs in an FPGA are volatile, which means that 
they lose their stored contents whenever the power supply for the chip is turned off. Hence 
the FPGA has to be programmed every time power is applied. Often a small memory 
chip that holds its data permanently, called a programmable read-only memory (PROM), 
is included on the circuit board that houses the FPGA. The storage cells in the FPGA are 
loaded automatically from the PROM when power is applied to the chips. 

A small FPGA that has been programmed to implement a circuit is depicted in Figure 
3.39. The FPGA has two~input LUTs, and there are four wires in each routing channel. 
The figure shows the programmed states of both the logic blocks and wiring switches in 
a section of the FPGA. Programmable wiring switches are indicated by an X. Each switch 
shown in blue is turned on and makes a connection between a horizontal and vertical wire. 
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Figure 3.39 A section of a programmed FPGA. 
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The switches shown in black are turned off. We describe how the switches are implemented 
by using transistors in section 3.10.1. The truth tables programmed into the logic blocks in 
the top row of the FPGA correspond to the functionsfl = XjX2 andf2 = X2X3. The logic 
block in the bottom right of the figure is programmed to producef = fl + f2 = Xj X 2 +X2X3. 

3.6.6 USING CAD TOOLS TO IMPLEMENT CIRCUITS IN CPLDs 

AND FPGAs 

In section 2.9 we suggested the reader should work through Tutorial 1, in Appendix B, 
to gain some experience using real CAD tools. Tutorial 1 covers the steps of design 
entry and functional simulation. Now that we have discussed some of the details of the 
implementation of circuits in chips, the reader may wish to experiment further with the 
CAD tools. In Tutorials 2 and 3 (Appendices C and D) we show how circuits designed with 
CAD tools can be implemented in CPLD and FPGA chips. 

3.6.7 ApPLICATIONS OF CPLDs AND FPGAs 

CPLDs and FPGAs are used today in many diverse applications, such as consumer products 
like DVD players and high-end television sets, controller circuits for automobile factories 
and test equipment, Internet routers and high-speed network switches, and computer equip
ment like large tape and disk storage systems. 

In a given design situation a CPLD may be chosen when the needed circuit is not very 
large, or when the device has to perform its function immediately upon application of power 
to the circuit. FPGAs are not a good choice for this latter case because, as we mentioned 
before, they are configured by volatile storage elements that lose their stored contents when 
the power is turned off. This property results in a delay before the FPGA chip can perform 
its function when turned on. . 

FPGAs are suitable for implementation of circuits over a large range of size, from 
about 1000 to more than a million equivalent logic gates. In addition to size a designer 
will consider other criteria, such as the needed speed of operation of a circuit, power 
dissipation constraints, and the cost of the chips. When FPGAs do not meet one or more of 
the requirements, the user may choose to create a custom-manufactured chip as described 
below. 

3.7 CUSTOM CHIPS, STANDARD CELLS, AND GATE ARRAYS 

The key factor that limits the size of a circuit that can be accommodated in a PLD is the 
existence of programmable switches. Although these switches provide the important benefit 
of user programmability, they consume a significant amount of space on the chip, which 
leads to increased cost. They also result in a reduction in the speed of operation of circuits, 
and an increase in power consumption. In this section we will introduce some integrated 
circuit technologies that do not contain programmable switches. 
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To provide the largest number of logic gates, highest circuit speed. or lowest power, a 
so-called custom chip can be manufactured. Whereas a PLD is prefabricated, containing 
logic gates and programmable switches that are programmed to realize a user's circuit, a 
custom chip is created from scratch. The designer of a custom chip has complete flexibility 
to decide the size of the chip, the number of transistors the chip contains, the placement of 
each transistor on the chip, and the way the transistors are connected together. The process 
of defining exactly where on the chip each transistor and wire is situated is called chip 
lavout. For a custom chip the designer may create any layout that is desired. A custom chip 
requires a large amount of design effort and is therefore expensive. Consequently, such 
chips are produced only when standard parts like FPGAs do not meet the requirements. To 
justify the expense of a custom chip, the product being designed must be expected to sell in 
sutlkient quantities to recoup the cost. Two examples of products that are usually realized 
with custom chips are microprocessors and memory chips. 

In situations where the chip designer does not need complete flexibility for the layout 
of each individual transistor in a custom chip, some of the design effort can be avoided 
by using a technology known as standard cells. Chips made using this technology are 
often called application-specific integrated circuits (ASICs). This technology is illustrated 
in Figure 3.40, which depicts a small portion of a chip. The rows of logic gates may be 
connected by wires that are created in the routing channels between the rows of gates. In 
general, many types of logic gates may be used in such a chip. The available gates are 
prebuilt and are stored in a library that can be accessed by the designer. In Figure 3.40 the 
wires are drawn in two colors. This scheme is used because metal wires can be created 
on integrated circuits in multiple layers, which makes it possible for two wires to cross 
one another without creating a short circuit. The blue wires represent one layer of metal 
wires, and the black wires are a different layer. Each blue square represents a hard-wired 
connection (called a via) between a wire on one layer and a wire on the other layer. In 
current technology it is possible to have eight or more layers of metal wiring. Some of the 
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Figure 3.40 A section of two rows in a standard-cell chip. 

111 .. 



CHAPTER 3 • IMPLEMENTATION TECHNOLOGY 

metal layers can be placed on top of the transistors in the logic gates, resulting in a more 
efficient chip layout. 

Like a custom chip, a standard-cell chip is created from scratch according to a user's 
specifications. The circuitry shown in Figure 3.40 implements the two logic functions 
that we realized in a PLA in Figure 3.26, namely, /1 = XIX2 + XIX3 + XI X 2X 3 and h ::::: 
XIX2 + XIX2X3 + XIX3. Because of the expense involved, a standard-cell chip would never 
be created for a small circuit such as this one, and thus the figure shows only a portion 
of a much larger chip. The layout of individual gates (standard cells) is predesigned and 
fixed. The chip layout can be created automatically by CAD tools because of the regular 
arrangement of the logic gates (cells) in rows. A typical chip has many long rows of logic 
gates with a large number of wires between each pair of rows. The I/O blocks around the 
periphery connect to the pins of the chip package, which is usually a QFP, PGA, or BGA 
package. 

Another technology, similar to standard cells, is the gate-array technology. In a gate 
array parts of the chip are prefabricated, and other parts are custom fabricated for a par
ticular user's circuit. This concept exploits the fact that integrated circuits are fabricated 
in a sequence of steps, some steps to create transistors and other steps to create wires to 
connect the transistors together. In gate-array technology, the manufacturer performs most 
of the fabrication steps, typically those involved in the creation of the transistors, without 
considering the requirements of a user's circuit. This process results in a silicon wafer (see 
Figure 1.1) of partially finished chips, called the gate-array template. Later the template is 
modified, usually by fabricating wires that connect the transistors together, to create a user's 
circuit in each finished chip. The gate-array approach provides cost savings in comparison 
to the custom-chip approach because the gate-array manufacturer can amortize the cost of 
chip fabrication over a large number of template wafers, all of which are identical. Many 
variants of gate-array technology exist. Some have relatively large logic cells, while others 
are configurable at the level of a single transistor. 
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An example of a gate-array template is given in FiguFe 3.41. The gate array contains a 
two-dimensional array of logic cells. The chip's general structure is similar to a standard
cell chip except that in the gate array all logic cells are identical. Although the types oflogic 
cells used in gate arrays vary, one common example is a two- or three-input NAND gate. 
In some gate arrays empty spaces exist between the rows of logic cells to accommodate 
the wires that will be added later to connect the logic cells together. However, most gate 
arrays do not have spaces between rows of logic cells, and the interconnection wires are 
fabricated on top of the logic cells. This design is possible because, as discussed for Figure 
3.40, metal wires can be created on a chip in multiple layers. This approach is known as the 
sea-oj-gates technology. Figure 3.42 depicts a small section of a gate array that has been 
customized to implement the logic function! = X2X3 + XIX3. As we showed in section 2.7, 
it is easy to verify that this circuit with only NAND gates is equivalent to the AND-OR 
form of the circuit. 
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Figure 3.41 A sea-of-gates gate array. 
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Figure 3.42 The logic function!! = X2X3 +X!X3 in the gate array of Figure 3.41. 
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3.8 PRACTICAL ASPECTS 

So far in this chapter, we have described the basic operation of logic gate circuits and given 
examples of commercial chips. In this section we provide more detailed information on 
several aspects of digital circuits. We describe how transistors are fabricated in silicon and 
give a detailed explanation of how transistors operate. We discuss the robustness of logic 
circuits and discuss the important issues of signal propagation delays and power dissipation 
in logic gates. 

3.8.1 MOSFET FABRICATION AND BEHAVIOR 

To understand the operation of NMOS and PMOS transistors, we need to consider how 
they are built in an integrated circuit. Integrated circuits are fabricated on silicon wafers. 
A silicon wafer (see Figure 1.1) is usually 6, 8, or 12 inches in diameter and is somewhat 
similar in appearance to an audio compact disc (CD). Many integrated circuit chips are 
fabricated on one wafer, and the wafer is then cut to provide the individual chips. 

Silicon is an electrical semiconductor, which means that it can be manipulated such 
that it sometimes conducts electrical current and at other times does not. A transistor is 
fabricated by creating areas in the silicon substrate that have an excess of either positive 
or negative electrical charge. Negatively charged areas are called type n, and positively 
charged areas are type p. Figure 3.43 illustrates the structure of an NMOS transistor. It has 
type n silicon for both the source and drain terminals, and type p for the substrate terminal. 
Metal wiring is used to make electrical connections to the source and drain terminals. 

When MOSFETs were invented. the gate terminal was made of metal. Now a material 
known as po/ysilicon is used. Like metal, poly silicon is a conductor, but polysilicon is 
preferable to metal because the former has properties that allow MOSFETs to be fabricated 
with extremely small dimensions. The gate is electrically isolated from the rest of the 
transistor by a layer of silicon dioxide (Si02 ), which is a type of glass that acts as an electrical 
insulator between the gate terminal and the substrate of the transistor. The transistor's 
operation is governed by electrical fields caused by voltages applied to its terminals, as 
discussed below. 

In Figure 3.43 the voltage levels applied at the source, gate, and drain terminals are 
labeled Vs , V G, and VD , respectively. Consider first the situation depicted in Figure 3.43a in 
which both the source and gate are connected to Gnd (Vs = VG = 0 V). The type n source 
and type n drain are isolated from one another by the type p substrate. In electrical terms two 
diodes exist between the source and drain. One diode is formed by the p-n junction between 
the substrate and source, and the other diode is formed by the p-n junction between the 
substrate and drain. These back-to-back diodes represent a very high resistance (about 1012 

Q [I]) between the drain and source that prevents current flow. We say that the transistor . 
is turned off, or cut off, in thi s state. 

Next consider the effect of increasing the voltage at the gate terminal with respect to 
the voltage at the source. Let V GS represent the gate-to-source voltage. If V GS is greater 
than a certain minimum positive voltage, caned the threshold voltage VT , then the transistor 
changes from an open switch to a closed switch, a8 explained below. The exact level of Vr 
depends on many factors, but it is typically about 0.2 VDD . 
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(a) When VGS = 0 V, the transistor is off 

Channel (n-type) 

(b) When VGS = 5 V, the transistor is on 

Figure 3.43 Physical structure of an NMOS transistor. 

. The transistor's state when Ves > VT is illustrated in Figure 3.43b. The gate terminal 
IS connected to VDD , resulting in Ves = 5 V. The positive voltage on the gate attracts free 
electrons that exist in the type n source terminal, as well as in other areas of the transistor, 
toward the gate. Because the electrons cannot pass through the layer of glass under the 
gate, they gather in the region of the substrate between the source and drain, which is called 
the channel. This concentration of electrons inverts the silicon in the area of the channel 
from type p to type n, which effectively connects the source and the drain. The size of 
the channel is determined by the length and width of the gate. The channel length L is the 
dimension of the gate between the source and drain, and the channel width W is the other 
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dimension. The channel can also be thought of as having a depth, which is dependent on 
the applied voltages at the source, gate, and drain. 

No current can flow through the gate node of the transistor, because of the layer of 
glass that insulates the gate from the substrate. A current ID may flow from the drain node 
to the source. For a fixed value of Vos > Vr , the value of ID depends on the voltage 
applied across the channel VDs. If VDs = 0 V, then no current flows. As VDS is increased, 
ID increases approximately linearly with the applied VDS, as long as VD is sufficiently small 
to provide at least Vr volts across the drain end of the channel, that is VeD > Vr . In this 
range of voltages, namely, 0 < Vm < (Ves - VT ), the transistor is said to operate in the 
triode region, also called the linear region. The relationship between voltage and current 
is approximated by the equation 

[3.1 ] 

The symbol k~ is called the process transconductance parameter. It is a constant that 
depends on the technology being used and has the units AI V 2. 

As VD is increased, the current flow through the transistor increases, as given by equa
tion 3.1, but only to a certain point. When VDS = V GS - VT , the current reaches its maximum 
value. For larger values of VDS, the transistor is no longer operating in the triode region. 
Since the current is at its saturated (maximum) value, we say that the transistor is in the 
saturation region. The current is now independent of VDS and is given by the expression 

1 I W 2 
ID = -k -(VOS - VT ) 

2 11 L 
[3.2] 

Figure 3.44 shows the shape of the current-voltage relationship in the NMOS transistor 
for a fixed value of Vos > VT • The figure indicates the point at which the transistor leaves 
the triode region and enters the saturation region, which occurs at VDS = VGS - VT . 

Triode Saturation 
~~r-------•• I~~r---------------------'. 

o V GS- V T 

.. 
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Figure 3.44 The current-voltage relationship in the NMOS transistor. 
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Assume the values k~ = 60 f.lA/V2, W /L = 2.0 /Lm/0.5 Mm, Vs = 0 V, Vc = 5 V, and 
Vr :::::: 1 Y. If VD = 2.5 Y, the current in the transistor is given by equation 3.1 as ID ::::.:: 1.7 
mAo If VD = 5 Y, the saturation current is calculated using equation 3.2 as ID ::::.:: 2 rnA. 

The PMOS Transistor 
The behavior of PMOS transistors is the same as for NMOS except that all voltages and 

currents are reversed. The source terminal of the PMOS transistor is the terminal with the 
higher voltage level (recall that for an NMOS transistor the source terminal is the one with 
the lower voltage level), and the threshold voltage required to tum the transistor on has a 
negative value. PMOS transistors have the same physical construction as NMOS transistors 
except that wherever the NMOS transistor has type n silicon, the PMOS transistor has type 
p, and vice versa. For a PMOS transistor the equivalent of Figure 3.43a is to connect 
both the source and gate nodes to VDD , in which case the transistor is turned off. To turn 
the PMOS transistor on, equivalent to Figure 3.43b, we would set the gate node to Gnd, 
resulting in Vcs = -5 V. 

Because the channel is type p silicon, instead of type n, the physical mechanism for 
current conduction in PMOS transistors is different from that in NMOS transistors. A 
detailed discussion of this issue is beyond the scope of this book, but one implication has to 
be mentioned. Equations 3.1 and 3.2 use the parameter k~. The corresponding parameter 
for a PMOS transistor is k;, but current flows more readily in type n silicon than in type p. 

with the result that in a typical technology k;, ::::.:: 0.4 x k:
l

• For a PMOS transistor to have 
current capacity equal to that of an NMOS transistor, we must use W / L of about two to 
three times larger in the PMOS transistor. In logic gates the sizes of NMOS and PMOS 
transistors are usually chosen to account for this factor. 

3.8.2 MOSFET ON-RESISTANCE 

In section 3.1 we considered MOSFETs as ideal switches that have infinite resistance when 
turned off and zero resistance when on. The actual resistance in the channel when the 
transistor is turned on, referred to as the on-resistance, is given by VDS/ID . Using equation 
3.1 we can calculate the on-resistance in the triode region, as shown in Example 3.4. 

~onsider a CMOS inverter in which the input voltage Vx is equal to 5 V. The NMOS transistor 
~s turned on, and the output voltage VI is close to 0 V. Hence Vns for the NMOS transistor 
IS close to zero and the transistor is operating in the triode region. In the curve in Figure 
3.44, the transistor is operating at a point very close to the origin. Although the value of 
~DS is small, it is not exactly zero. In the next section we explain that VDS would typically 
~ about 0.1 mY. Hence the current ID is not exactly zero; it is defined by equation 3.1. In 

thIS equation we can ignore the term involving V5s because V DS is small. In this case the 
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(a) NMOS NOT gate 

Figure 3.45 Voltage levels in the NMOS inverter. 

on-resistance is approximated by 

RDS = VIJS/ID = l/[k~: (VGS - Vrl] [3.3] 

Assuming the values k~ = 60 {LA/y2
, W /L = 2.0 {Lm/D.S {Lm, VGS = 5 Y, and VT = 1 V, 

we get RDS ~ 1 kr2. 

3.8.3 VOLTAGE LEVELS IN LOGIC GATES 

In Figure 3.1 we showed that the logic values are represented by a range of voltage levels. 
We should now consider the issue of voltage levels more carefully. 

The high and low voltage levels in a logic family are characterized by the operation 
of its basic inverter. Figure 3.45a reproduces the circuit in Figure 3.5 for an inverter built 
with NMOS technology. When Vx = 0 Y, the NMOS transistor is turned off. No current 
flows; hence Vj = 5 Y. When Vx = V DD, the NMOS transistor is turned on. To calculate 
the value of Vf, we can represent the NMOS transistor by a resistor with the value RDS , as 
illustrated in Figure 3.45b. Then Vf is given by the voltage divider 

RDS 
VI = VDD--

RDs +R 

J.5 Assume that R = 25 kn. Using the result from Example 3.4, RDS 
Vj ~ 0.2 Y. 

1 kQ, which gives 
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As indicated in Figure 3.45b, a current I.Hat flows through the NMOS inverter under the 
static condition Vx = VDD · This current is given by 

I.Hat = Vj/RDS = 0.2 VII kQ = 0.2 rnA 

This static current has important implications, which we discuss in section 3.8.6. 
In modern NMOS circuits, the pull-up device R is implemented using a PMOS transis

tor. Such circuits are referred to as pseudo-NMOS circuits. They are fully compatible with 
CMOS circuits; hence a single chip may contain both CMOS and pseudo-NMOS gates. 
Example 3.13 shows the circuit for a pseudo-NMOS inverter and discusses how to calculate 
its output voltage levels. 

The CMOS Inverter 
It is customary to use the symbols VOH and VOL to characterize the voltage levels in 

a logic circuit. The meaning of V OH is the voltage produced when the output is high. 
Similarly. VOL refers to the voltage produced when the output is low. As discussed above, 
in the NMOS inverter VOH = VDD and VOl" is about 0.2 V. 

Consider again the CMOS in verter in Figure 3 .I2a. Its output -inpu t voltage relationship 
is summarized by the voltage transfer characteristic shown in Figure 3.46. The curve gives 
the steady-state value of ~f for each value of Vx ' When V, = 0 V, the NMOS transistor 
is off. No current flows; hence Yj = VOH = VDD . When Vx = VDD , the PMOS transistor 
is off, no current flows, and VI = VOL = 0 V. For completeness we should mention that 
even when a transistor is turned off, a small current, called the leakage current, may flow 
through it. This current has a slight effect on VOH and VOL. For example, a typical value of 
VOL is 0.1 mY, rather than 0 V [1]. 

Figure 3.46 includes labels at the points where the output voltage begins to change from 
high to low, and vice versa. The voltage V/L represents the point where the output voltage 
is high and the slope of the curve equals - 1. This voltage level is defined as the maximum 
input voltage level that the inverter will interpret as low, hence producing a high output. 
Similarly. the voltage V/H, which is the other point on the curve where the slope equals -1, 
is the minimum input voltage level that the inverter will interpret as high, hence producing 
a low output. The parameters VoH , VOL, V/L, and V/H are important for quantifying the 
robustness of a logic family, as discussed below. 

3.8.4 NOISE MARGIN 

Consider the two NOT gates shown in Figure 3.47a. Let us refer to the gates on the left 
and right as Nt and N 2 , respectively. Electronic circuits are constantly subjected to random 
perturbations, called noise, which can alter the output voltage levels produced by the gate 
Nt. It is essential that this noise not cause the gate N2 to misinterpret a low logic value as 
a high one, or vice versa. Consider the case where N] produces its low voltage level VOL
!he presence of noise may alter the voltage level, but as long as it remains less than V/L, 
It will be interpreted correctly by N 2 . The ability to tolerate noise without affecting the 
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V OH = V DD -+-------- ~Slope =-1 

V OL = 0 V -L ___ +-__ -+_-:-_+----.,;;;:a",-+-___ -+---...... 

V/L V1H (VDD-Vr ) V DD 

VDD 

2 

Figure 3.46 The voltage transfer characteristic for the CMOS inverter. 

correct operation of the circuit is known as noise margin. For the low output voltage, we 
define the low noise margin as 

NML = V IL - VOL 

A similar situation exists when NJ produces its high output voltage V OH. Any existing 
noise in the circuit may alter the voltage level, but it will be interpreted correctly by N2 as 
long as the voltage is greater than VIH. The high noise margin is defined as 

NMH = VOH - V1H 

.6 For a given technology the voltage transfer characteristic of the basic inverter determines the 
levels VOH, VOL, V/L, and V/H. For CMOS we showed in Figure 3.46 that VOH = VDD and 
VOL = 0 V. By finding the two points where the slope of the voltage transfer characteristic 
is equal to -1, it can be shown [1] that VlL '"'-' 4C3VDD + 2VT ) and V1H "-' 4C5VDD - 2VT)' 
For the typical value VT = 0.2 VDD , this gives 

NML = NMH = 0.425 X VDD 

• 
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Hence the available noise margin depends on the power supply voltage level. For VDD = 5 
V, the noise margin is 2.1 V, and for VDD = 3.3 V, the noise margin is 1.4 V. 

3.8.5 DYNAMIC OPERATION OF LOGIC GATES 

In Figure 3.47a the node between the two gates is labeled A. Because of the way in which 
transistors are constructed in silicon, N2 has the effect of contributing to a capacitive load at 
node A. Figure 3.43 shows that transistors are constructed by using several layers of different 
materials. Wherever two types of material meet or overlap inside the transistor, a capacitor 
may be effectively created. This capacitance is called parasitic, or stray, capacitance 
because it results as an undesired side effect of transistor fabrication. In Figure 3.47 we 
are interested in the capacitance that exists at node A. A number of parasitic capacitors are 
attached to this node, some caused by NJ and others caused by N 2 • One significant parasitic 
capacitor exists between the input of inverter N2 and ground. The value of this capacitor 
depends on the sizes of the transistors in N 2 . Each transistor contributes a gate capacitance, 
Cg = W x L x Cox. The parameter Cox, called the oxide capacitance, is a constant for 
the technology being used and has the units fF / J.Lm2

• Additional capacitance is caused by 
the transistors in NJ and by the metal wiring that is attached to node A. It is possible to 

A 
X ----I >---j 

(a) A NOT gate driving another NOT gate 

(b) The capacitive load at node A 

Figure 3 .. 47 Parasitic capacitance in integrated circuits. 
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represent all of the parasitic capacitance by a single equivalent capacitance between nOde 
A and ground [2]. In Figure 3.47b this equivalent capacitance is labeled C. 

The existence of stray capacitance has a negative effect on the speed of operation of 
logic circuits. Voltage across a capacitor cannot change instantaneously. The time needed to 
charge or discharge a capacitor depends on the size of the capacitance C and on the amount 
of current through the capacitor. In the circuit of Figure 3.47b, when the PMOS transistor in 
Nl is turned on, the capacitor is charged to Vvv ; it is discharged when the NMOS transistor 
is turned on. In each case the current flow Iv through the involved transistor and the value 
of C determine the rate of charging and discharging the capacitor. 

Chapter 2 introduced the concept of a timing diagram, and Figure 2.10 shows a timing 
diagram in which waveforms have perfectly vertical edges in transition from one logic level 
to the other. In real circuits, waveforms do not have this "'ideal" shape, but instead have 
the appearance of those in Figure 3.48. The figure gives a waveform for the input Vr in 
Figure 3.47b and shows the resulting waveform at node A. We assume that V>: is initially at 
the voltage level VDV and then makes a transition to O. Once Vx reaches a sufficiently low 
voltage, Nl begins to drive voltage VA toward VDD • Because of the parasitic capacitance, 
VA cannot change instantaneously and a waveform with the shape indicated in the figure 
results. The time needed for VA to change from low to high is called the rise time, tn which 
is defined as the time elapsed from when VA is at 10 percent of VDD until it reaches 90 
percent of VDD • Figure 3.48 also defines the total amount of time needed for the change at 
Vx to cause a change in VA. This interval is called the propagation delay, often written tp , 

of the inverter. It is the time from when Vx reaches 50 percent of VDD until VA reaches the 
same level. 

VDD ----

Gnd ------------________ +-_ , ____________ __ 

Propagation delay Propagation delay 
... .. ... 

Gnd ---------------

.. .. ... .. 

Figure 3.48 Voltage waveforms for logic gates. 
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After remaining at 0 V for some time, Vx then changes back to VDD , causing Nl to 
discharge C to Gnd. In this case the transition time at node A pertains to a change from 
high to low, w~ich is .referred to as the f~ll time, t.r, fro~ 90 percent. of V/JD to ,I 0 percent 
of VDD' As indIcated III the figure, there IS a correspondmg propagatIOn delay for the new 
change in Vr to affect VA. In a given logic gate, the relative sizes of the PMOS and NMOS 
transistors are usually chosen such that tr and tf have about the same value. 

Equations 3.1 and 3.2 specify the amount of current flow through an NMOS transistor. 
Given the value of C in Figure 3.47, it is possible to calculate the propagation delay for a 
change in VA from high to low. For simplicity, assume that V:r is initially 0 V; hence the 
PMOS transistor is turned on, and VA = 5 V. Then Vx changes to VDD at time 0, causing 
the PMOS transistor to tum off and the NMOS to tum on. The propagation delay is then 
the time required to discharge C through the NMOS transistor to the voltage VDD/2. When 
Vr first changes to VDD , VA = 5 V; hence the NMOS transistor will have Vns = VDD and 
will be in the saturation region. The current ID is given by equation 3.2. Once VA drops 
below VDD - VT , the NMOS transistor will enter the triode region where ID is given by 
equation 3.1. For our purposes, we can approximate the current flow as VA changes from 
VDD to VDD/2 by finding the average of the values given by equation 3.2 with VDS = VDD 
and equation 3.1 with VDS = VDD/2. Using the basic expression for the time needed to 
charge a capacitor (see Example 3.11), we have 

C~V 

ID 

CVDD /2 
ID 

Substituting for the average value of I D as discussed above, yields [1] 

'"'-' 1.7 C 
tp = -,=w.,-------

kny VDD 

[3.4] 

This expression specifies that the speed of the circuit depends both on the value of C and 
on the dimensions of the transistor. The delay can be reduced by making C smaller or by 
making the ratio W / L larger. The expression shows the propagation time when the output 
changes from a high level to a low level. The low-to-high propagation time is given by the 
same expression but using k; and W / L of the PMOS transistor. 

In logic circuits, L is usually set to the minimum value that is permitted according to the 
specifications of the fabrication technology used. The value of W is chosen depending on 
the amount of current flow, hence propagation delay, that is desired. Figure 3.49 illustrates 
~wo sizes of transistors. Part (0) depicts a minimum-size transistor, which would be used 
In a circuit wherever capacitive loading is small or where speed of operation is not critical. 
Figure 3.49b shows a larger transistor, which has the same length as the transistor in part 
(a) but a larger width. There is a trade-off involved in choosing transistor sizes, because 
a larger transistor takes more space on a chip than a smaller one. Also, increasing W not 
only increases the amount of current flow in the transistor but also results in an increase 
in the parasitic capacitance (recall that the capacitance Cg between the gate terminal and 
~round is proportional to W x L), which tends to offset some of the expected improvement 
In performance. In logic circuits large transistors are used where high capacitive loads must 
be dri ven and where signal propagation delays must be minimized. 
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I--L~I 

(a) Small transistor (b) Larger transistor 

Figure 3.49 Transistor sizes. 

:.7 In the circuit in Figure 3.47, assume that C = 70 iF and that W /L = 2.0 {lm/0.5 11m. Also, 
k~ = 60 {lA/y2 and VDD = 5 y. Using equation 3.4, the high-to-Iow propagation delay of 
the inverter is tp ~ 0.1 ns. 
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3.8.6 POWER DISSIPATION IN LOGIC GATES 

In an electronic circuit it is important to consider the amount of electrical power consumed 
by the transistors. Integrated circuit technology allows fabrication of millions of transistors 
on a single chip; hence the amount of power used by an individual transistor must be small. 
Power dissipation is an important consideration in all applications of logic circuits, but it 
is crucial in situations that involve battery-operated equipment, such as portable computers 
and the like. 

Consider again the NMOS inverter in Figure 3.45. When Vx = 0, no current flows and 
hence no power is used. But when V\- = 5 V, power is consumed because of the current 
Istat . The power consumed in the steady state is given by Ps = Istat VDD . In Example 3.5 
we calculated [stat = 0.2 rnA. The power consumed is then Ps = 0.2 rnA x 5 Y = 1.0 mW. 
If we assume that a chip contains, say, the equivalent of 10,000 inverters, then the total 
power consumption is 10 W! Because of this large power consumption, NMOS-style gates 
are used only in special-purpose applications, which we discuss in section 3.8.8. 

To distinguish between power consumed during steady-state conditions and power 
consumed when signals are changing, it is customary to define two types of power. Static 
power is dissipated by the current that flows in the steady state, and dynamic power is 
consumed when the current flows because of changes in signal levels. NMOS circuits 
consume static power as well as dynamic power, while CMOS circuits consume only 
dynamic power. 

Consider the CMOS inverter presented in Figure 3.12a. When the input Vx is low, no 
current flows because the NMOS transistor is off. When Vx is high, the PMOS transistor is 



3.8 PRACTICAL ASPECTS 

off and again no current flows. Hence no current flows in a CMOS circuit under steady-state 
conditions. Current does flow in CMOS circuits, however, for a short time when signals 
change from one voltage level to another. 

Figure 3.50a depicts the following situation. Assume that Vx has been at 0 V for some 
time; hence Vf = 5 V. Now let Vx change to 5 V. The NMOS transistor turns on, and it 
pulis Vr toward Gnd. Because of the parasitic capacitance C at node!, voltage Vf does not 
change instantaneously, and current ID flows through the NMOS transistor for a short time 
while the capacitor is being discharged. A similar situation occurs when Vx changes from 
5 V to 0, as illustrated in Figure 3.50b. Here the capacitor C initially has 0 volts across it 
and is then charged to 5 V by the PMOS transistor. Current flows from the power supply 
through the PMOS transistor while the capacitor is being charged. 

The voltage transfer characteristic for the CMOS inverter, shown in Figure 3.46, indi
cates that a range of input voltage V\ exists for which both transistors in the inverter are 
turned on. Within this voltage range, specifically V T < V" < (VDD - VT ), current flows 
from VDD to Gnd through both transistors. This current is often referred to as the short
circuit current in the gate. In comparison to the amount of current used to (dis)charge the 
capacitor C, the short-circuit current is negligible in most cases. 

The power used by a single CMOS inverter is extremely small. Consider again the 
situation in Figure 3.50a when Vj = VDD . The amount of energy stored in the capacitor is 
equal to CV~D/2 (see Example 3.12). When the capacitor is discharged to 0 V, this stored 
energy is dissipated in the NMOS transistor. Similarly, for the situation in Figure 3.50b, the 
energy cVlm /2 is dissipated in the PMOS transistor when C is charged up to V DD. Thus for 
each cycle in which the inverter charges and discharges C, the amount of energy dissipated 
is equal to CV50. Since power is defined as energy used per unit time, the power dissi
pated in the inverter is the product of the energy used in one discharge/charge cycle times the 

• 
• 
• ID 

Vf 

VX -1 T 

(a) Current flow when input V x 

changes from 0 V to 5 V 

Vx-4 ID 

Vj 

• T • 
• 

(b) Current flow when input V x 

changes from 5 V to 0 V 

Figure 3.50 Dynamic current flow in CMOS circuits. 
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number of such cycles per second, f. Hence the dynamic power consumed is 

PD =fCVtD 

In practice, the total amount of dynamic power used in CMOS circuits is significantly lower 
than the total power needed in other technologies, such as NMOS. For this reason, virtually 
all large integrated circuits fabricated today are based on CMOS technology . 

. 8 For a CMOS inverter, assume that C = 70 fF and! = 100 MHz. The dynamic power 
consumed by the gate is PD = 175 M W. If we assume that a chip contains the equivalent of 
10,000 inverters and that, on average, 20 percent of the gates change values at any gi ven time, 
then the total amount of dynamic power used in the chip isPD = 0.2 x 10,000x 0.175 f.J.,W === 

0.35 mW. 
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3.8.7 PASSING Is AND Os THROUGH TRANSISTOR SWITCHES 

In Figure 3.4 we showed that NMOS transistors are used as pull-down devices and PMOS 
transistors are used as pull-up devices. We now consider using the transistors in the opposite 
way, that is, using an NMOS transistor to drive an output high and using a PMOS transistor 
to dri ve an output low. 

Figure 3.51a illustrates the case of an NMOS transistor for which both the gate terminal 
and one side of the switch are driven to VDD . Let us assume initially that both VG and node 
A are at 0 V, and we then change V G to 5 V. Node A is the transistor's source terminal 
because it has the lowest voltage. Since VGS = VDD , the transistor is turned on and drives 
node A toward VDD . When the voltage at node A rises, VGS decreases until the point when 
Vc;s is no longer greater than V T . At this point the transistor turns off. Thus in the steady 
state VA = VDD - VT , which means that an NMOS transistor can only partially pass a high 
voltage signal. 

VDD 

VDD ~ P t I I A B 

..l 

(a) NMOS transistor (b) PMOS transistor 

Figure 3.51 NMOS and PMOS transistors used in the opposite way 
from Figure 3.4. 
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A similar situation occurs when a PMOS transistor is used to pass a low voltage level, 
as depicted in Figure 3.51 b. Here assume that initially both V G and node B are at 5 V. Then 
we change V G to 0 V so that the transistor turns on and drives the source node (node B) 
toward 0 V. When node B is decreased to VT , the transistor turns off; hence the steady-state 

voltage is equal to V T· 

In section 3.1 we said that for an NMOS transistor the substrate (body) terminal is 
connected to Gnd and for a PMOS transistor the substrate is connected to VDD . The voltage 
between the source and substrate terminals, VsB , which is cal1ed the substrate bias voltage, 
is normally equal to 0 V in a logic circuit. But in Figure 3.51 both the NMOS and PMOS 
transistors have VSB = VDD . The bias voltage has the effect of increasing the threshold 
voltage in the transistor VT by a factor of about 1.5 or higher [2, 1]. This issue is known as 
the body effect. 

Consider the logic gate shown in Figure 3.52. In this circuit the VDD and Gnd con
nections are reversed from the way in which they were used in previously discussed cir
cuits. When both VXl and VX2 are high, then Vi is pulled up to the high output voltage, 
VOH = VDD - 1.5VT . If VDD = 5 V and V T = 1 V, then V OH = 3.5 V. When either VX1 or 
V

X2 
is low. then Vi is pulled down to the low output voltage, VOL = 1.5VT , or about 1.S V. 

As shown by the truth table in the figure, the circuit represents an AND gate. In comparison 
to the normal AND gate shown in Figure 3.1 S, the circuit in Figure 3.52 appears to be better 
because it requires fewer transistors. But a drawback of this circuit is that it offers a lower 
noise margin because of the poor levels of VOH and VOL. 

Another important weakness of the circuit in Figure 3.52 is that it causes static power 
dissipation, unlike a normal CMOS AND gate. Assume that the output of such an AND gate 
drives the input of a CMOS inverter. When Vi = 3.5 V, the NMOS transistor in the inverter 
is turned on and the inverter output has a low voltage level. But the PMOS transistor in 

Vf 
Logic 

Voltage 
Logic 

value value 

V 
Xl Xl X2 Vj f 

0 0 1.5 V 0 

V VDD 0 I 1.5V 0 
X2 1 0 1.5V 0 

1 1 3.5V 1 

(a) An AND gate circuit (b) Truth table and voltage levels 

Figure 3.52 A poor implementation of a CMOS AND gate. 
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the inverter is not turned off, because its gate-to-source voltage is -1.5 V, which is larger 
than VT . Static current flows from VDD to Gnd through the inverter. A similar situation 
occurs when the AND gate produces the low output Vf = 1.5 V. Here the PMOS transistor 
in the inverter is turned on, but the NMOS transistor is not turned off. The AND gate 
implementation in Figure 3.52 is not used in practice. 

3.8.8 FAN ... IN AND FAN-OUT IN LOGIC GATES 

The/an-in of a logic gate is defined as the number of inputs to the gate. Depending on how 
a logic gate is constructed, it may be impractical to increase the number of inputs beyond 
a small number. For example, consider the NMOS NAND gate in Figure 3.53, which 
has k inputs. We wish to consider the effect of k on the propagation delay tp through the 
gate. Assume that all k NMOS transistors have the same width Wand length L. Because 
the transistors are connected in series, we can consider them to be equivalent to one long 
transistor with length k x L and width W. Using equation 3.4 (which can be applied to both 

VDD 

, 

.J 

Vj 

V
X'-1 

V
X'-1 

V
X'-1 

• 
• 
• 

V
X'-1 

Figure 3.53 High fan-in NMOS NAND gate. 
.. 
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CMOS and NMOS gates), the propagation delay is given by 

Here C is the equivalent capacitance at the output of the gate, including the parasitic 
capacitance contributed by each of the k transistors. The performance of the gate can be 
improved somewhat by increasing W for each NMOS transistor. But this change further 
increases C and comes at the expense of chip area. Another drawback of the circuit is that 
each NM OS transi stor has the effect of increasing VOL, hence reducing the noise margin. It 
is practical to build NAND gates in this manner only if the fan-in is small. 

As another example of fan-in, Figure 3.54 shows an NMOS k-input NOR gate. In this 
case the k NMOS transistors connected in parallel can be viewed as one large transistor 
with width k x Wand length L. According to equation 3.4, the propagation delay should 
be decreased by the factor k. However, the paral1el-connected transistors increase the load 
capacitance C at the gate's output and, more importantly, it is extremely unlikely that all of 
the transistors would be turned on when Vf is changing from a high to low level. It is thus 
practical to build high fan-in NOR gates in NMOS technology. We should note, however, 
that in an NMOS gate the low-to-high propagation delay may be slower than the high-to
low delay as a result of the current-limiting effect of the pull-up device (see Examples 3.13 
and 3.14). 

High fan-in CMOS logic gates always require either k NMOS or k PMOS transistors 
in series and are therefore never practical. In CMOS the only reasonable way to construct 
a high fan-in gate is to use two or more lower fan-in gates. For example, one way to realize 
a six-input AND gate is as 2 three-input AND gates that connect to a two-input AND gate. 
It is possible to build a six-input CMOS AND gate using fewer transistors than needed with 
this approach, but we leave this as an exercise for the reader (see problem 3.4). 

I'" , 

L oJ 

• • • ---------.----Vj 

Figure 3.54 High fan-in NMOS NOR gate. 
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Fan-out 
Figure 3.48 illustrated timing delays for one NOT gate driving another. In real circuits 

each logic gate may be required to drive several others. The number of other gates that a 
specific gate drives is called itsfan-out. An example of fan-out is depicted in Figure 3.55a, 
which shows an inverter N[ that drives the inputs of n other inverters. Each of the other 
inverters contributes to the total capacitive loading on node f. In part (b) of the figure, 
the n inverters are represented by one large capacitor Cn. For simplicity, assume that each 
inverter contributes a capacitance C and that CII = n xC. Equation 3.4 shows that the 
propagation delay increases in direct proportion to n. 

f To inputs of 
n other inverters 

x--..... 

• 
• 
• 

(a) Inverter that drives n other inverters 

To inputs of 
n other inverters 

(b) Equivalent circuit for timing purposes 

V I for n = 1 

'-- V I for n = 4 

Gnd 

o Time 

(c) Propagation times for different values of n 

Figure 3.55 The effect of fan-o}Jt on propagation delay. 
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Figure 3.55c illustrates how n affects the propagation delay. It assumes that a change 
from logic value 1 to 0 on signal x occurs at time O. One curve represents the case where 
n:::: 1, and the other curve corresponds to n = 4. Using the parameters from Example 3.7, 
when n = 1, we have tp = 0.1 ns. Then for n = 4, tp ~ 004 ns. It is possible to reduce tp 

by increasing the W / L ratios of the transistors in NJ . 

Buffers 
In circuits in which a logic gate has to drive a large capacitive load, buffers are often 

used to improve performance. A buffer is a logic gate with one input, x, and one output, 
f, which produces f = x. The simplest implementation of a buffer uses two inverters, as 
shown in Figure 3.56a. Buffers can be created with different amounts of drive capability, 
depending on the sizes of the transistors (see Figure 3049). In general, because they are 
used for driving higher-than-normal capaciti ve loads, buffers have transistors that are larger 
than those in typical logic gates. The graphical symbol for a noninverting buffer is given 
in Figure 3.56b. 

Another type of buffer is the inverting buffer. It produces the same output as an inverter, 
f = X, but is built with relatively large transistors. The graphical symbol for the inverting 
buffer is the same as for the NOT gate; an inverting buffer is just a NOT gate that is capable 
of driving large capacitive loads. In Figure 3.55 for large values of n an inverting buffer 
could be used for the inverter labeled N\. 

In addition to their use for improving the speed performance of circuits, buffers are 
also used when high current flow is needed to drive external devices. Buffers can handle 

(a) Implementation of a buffer 

X ----1[>>--- f 

(b) Graphical symbol 

Figure 3.56 A noninverting buffer. 
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relatively large amounts of current flow because they are built with large transistors. A 
common example of this use of buffers is to control a light-emitting diode (LED). We 
describe an example of this application of buffers in section 7.14.3. 

In general, fan-out, capacitive loading, and current flow are important issues that the 
designer of a digital circuit must consider carefully. In practice, the decision as to whether 
or not buffers are needed in a circuit is made with the aid of CAD tools. 

Tri-state Buffers 

In section 3.6.2 we mentioned that a type of buffer called a tri-state buffer is included 
in some standard chips and in PLDs. A tri-state buffer has one input, x, one output,f, and a 
control input, called enable, e. The graphical symbol for a tri-state buffer is given in Figure 
3.57a. The enable input is used to determine whether or not the tri-state buffer produces 
an output signal, as illustrated in Figure 3.57 b. When e = 0, the buffer is completely 
disconnected from the output f. When e = 1, the buffer drives the value of x onto f, 
causingf = x. This behavior is described in truth-table form in part (c) of the figure. For 
the two rows of the table where e = 0, the output is denoted by the logic value Z, which 
is called the high-impedance state. The name tri-state derives from the fact that there are 
two normal states for a logic signal, 0 and I, and Z represents a third state that produces no 
output signal. Figure 3.57d shows a possible implementation of the tri-state buffer. 

Figure 3.58 shows several types oftri-state buffers. The buffer in part (b) has the same 
behavior as the buffer in part (a), except that when e = 1, it produces f = x. Part (c) of 
the figure gives a tri-state buffer for which the enable signal has the opposite behavior; that 
is, when e = O,j = x, and when e = 1,/ = Z. The term often used to describe this type 
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Figure 3.57 Tri-state buffer. 
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e e 

X d> f X d>a f 

(a) (b) 

e e 

x d> f x d>a f 

(c) (d) 

Figure 3.58 Four types of tri-state buffers. 

of behavior is to say that the enable is active low. The buffer in Figure 3.58d also features 
an active-low enable, and it producesf = x when e = 0. 

As a small example of how tri-state buffers can be used, consider the circuit in Figure 
3.59. In this circuit the outputf is equal to either Xl or X2, depending on the value of s. 
When s = O,j = Xl, and when s = l,f = X2. Circuits of this kind, which choose one of the 
inputs and reproduce the signal on this input at the output terminal, are called multiplexer 
circuits. A circuit that implements the multiplexer using AND and OR gates is shown in 
Figure 2.26. We will present another way of building multiplexer circuits in section 3.9.2 
and will discuss them in detail in Chapter 6. 

In the circuit of Figure 3.59, the outputs of the tri-state buffers are wired together. This 
connection is possible because the control input s is connected so that one of the two buffers 
is guaranteed to be in the high-impedance state. The Xl buffer is active only when s = 0, 
and the X2 buffer is active only when s = I. It would be disastrous to allow both buffers 
to be active at the same time. Doing so would create a short circuit between VDD and Gnd 
as soon as the two buffers produce different values. For example, assume that Xl = 1 and 
X2 = O. The Xl buffer produces the output VDD , and the X2 buffer produces Gnd. A short 
circuit is formed between VDD and Gnd, through the transistors in the tri-state buffers. The 
amount of current that flows through such a short circuit is usually sufficient to destroy the 
cIrcuit. 

Figure 3.59 An application of tri-state buffers. 
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The kind of wired connection used for the tri-state buffers is not possible with ordinary , 
logic gates, because their outputs are always active; hence a short circuit would occur. As 
we already know, for normal logic circuits the equivalent result of the wired connection is 
achieved by using an OR gate to combine signals. as is done in the sum-of-products form. 

3.9 TRANSMISSION GATES 

In section 3.8.7 we showed that an NMOS transistor passes 0 well and 1 poorly. while a 
PMOS transistor passes 1 well and 0 poorly. It is possible to combine an NMOS and a 
PMOS transistor into a single switch that is capable of driving its output tenninal either to 
a low or high voltage equally well. Figure 3.60a gives the circuit for a transmission gate. 
As indicated in parts (b) and (c) of the figure, it acts as a switch that connects x to f. Switch 
control is provided by the select input s and its complement s. The switch is turned on by 
setting V~ = 5 V and VI: = 0. When Vx is 0, the NMOS transistor will be turned on (because 
V GS = Vs - Vx = 5 V) and Vj will be O. On the other hand, when Vx is 5 V. then the PMOS 
transistor will be on (V GS = Vs - Vx = -5 V) and Vj will be 5 V. A graphical symbol for 
the transmission gate is given in Figure 3.60d. 

Transmission gates can be used in a variety of applications. We will show next how 
they lead to efficient implementations of Exclusive OR (XOR) logic gates and multiplexer 
circuits. 
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Figure 3.60 A transmission gate. 



I 

3.9 TRANSMISSION GATES 

3.9.1 EXCLUSIVE-OR GATES 

So far we have encountered AND, OR, NOT, NAND, and NOR gates as the basic elements 
from which logic circuits can be constructed. There is another basic element that is very 
useful in practice, particularly for building circuits that perform arithmetic operations, as 
we will see in Chapter 5. This element realizes the Exclusive-OR function defined in Figure 
3.61a. The truth table for this function is similar to the OR function except that! = 0 when 
both inputs are 1. Because of this similarity, the function is called Exclusive-OR, which is 
commonly abbreviated as XOR. The graphical symbol for a gate that implements XOR is 
given in part (b) of the figure. 

Xl X2 f = xl EB X2 

0 0 0 
0 1 1 

:~~D-f = xl e>x2 
1 0 1 

1 1 0 

(a) Truth table (b) Graphical symbol 

Xl ---........ ---1 

x2---r-!!-------iL __ ~ 

(c) Sum-ot-products implementation 

Xl ------.-----~~------~ 

X2------+-~~-4------~~ ~~~ 

(d) CMOS implementation 

Figure 3.61 Exclusive-OR gate. 
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s --......... --t 

X 2 ---+------1< f 

Figure 3.62 A 2-to-l multiplexer built using transmission 
gates. 

The XOR operation is usually denoted with the EB symbol. It can be realized in the 
sum-of-products form as 

which leads to the circuit in Figure 3.61c. We know from section 3.3 that each AND and OR 
gate requires six transistors, while a NOT gate needs two transistors. Hence 22 transistors 
are required to implement this circuit in CMOS technology. It is possible to greatly reduce 
the number of transistors needed by making use of transmission gates. Figure 3.61d gives 
a circuit for an XOR gate that uses two transmission gates and two inverters. The output! 
is set to the value of X2 when Xl = ° by the top transmission gate. The bottom transmission 
gate sets! to X2 when Xl = 1. The reader can verify that this circuit properly implements 
the XOR function. We show how such circuits are derived in Chapter 6. 

3.9.2 MUL TIPLEXER CIRCUIT 

In Figure 3.59 we showed how a multiplexer can be constructed with tri-state buffers. A 
similar structure can be used to realize a multiplexer with transmission gates, as indicated 
in Figure 3.62. The select input s is used to choose whether the output! should have the 
value of input Xl or X2. If s = 0, then! = Xl; if s = 1, then! = X2. 

3.10 IMPLEMENTATION DETAILS FOR SPLDs, CPLDs, 
AND FPGAs 

We introduced PLDs in section 3.6. In the chip diagrams shown in that section, the pro
grammable switches are represented using the symbol X. We now show how these switches 
are implemented using transistors. 

In commercial SPLDs two main technologies are used to manufacture the programmable 
switches. The oldest technology is based on using metal-alloy fuses as programmabJe links. 
In this technology the PLAs and PALs are manufa€tured so that each pair of horizontal and 
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vertical wires that cross is connected by a small metal fuse. When the chip is programmed, 
for every connection that is not wanted in the circuit being implemented, the associated 
fuse is melted. The programming process is not reversible, because the melted fuses are 
destroyed. We will not elaborate on this technology, because it has mostly been replaced 
by a newer, better method. 

In currently produced PLAs and PALs, programmable switches are implemented using 
a special type of programmable transistor. Because CPLDs comprise PAL-like blocks, the 
technology used in SPLDs is also applicable to CPLDs. We will illustrate the main ideas 
by first describing PLAs. For a PLA to be useful for implementing a wide range of logic 
functions, it should support both functions of only a few variables and functions of many 
variables. In section 3.8.8 we discussed the issue of fan-in of logic gates. We showed that 
when the fan-in is high, the best type of gate to use is the NMOS NOR gate. Hence PLAs 
are usually based on this type of gate. 

As a small example of PLA implementation, consider the circuit in Figure 3.63. The 
horizontal wire labeled SI is the output of an NMOS NOR gate with the inputs X2 and 
X3. Thus SI = X2 + X3. Similarly, S2 and S3 are the outputs of NOR gates that produc~ 

NOR plane 

I 
NOR plane 

Figure 3.63 An example of a NOR-NOR PlA. 
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S2 = Xl + X3 and S3 = Xl + X2 + X3. The three NOR gates that produce SI, S2, and S3 
are arranged in a regular structure that is efficient to create on an integrated circuit. This 
structure is called a NOR plane. The NOR plane is extended to larger sizes by adding 
columns for additional inputs and adding rows for more NOR gates. 

The signals SI, S2, and 53 serve as inputs to a second NOR plane. This NOR plane is 
turned 90 degrees clockwise with respect to the first NOR plane to make the diagram easier 
to draw. The NOR gate that produces the output.fI has the inputs SI and S2. Thus 

I 
Using DeMorgan's theorem, this expression is equivalent to the product-of-sums expression 

11 = 51 5 2 = (X2 +X3)(XI +X3) 

Similarly, the NOR gate with outputl2 has inputs 51 and 53. Therefore, 

which is equivalent to 

The style of PLA illustrated in Figure 3.63 is called a NOR-NOR PLA. Alternative 
implementations also exist, but because of its simplicity, the NOR-NOR style is the most 
popular choice. The reader should note that the PLA in Figure 3.63 is not programmable
with the transistors connected as shown, it realizes only the two specific logic functions!l 
and!2_ But the NOR-NOR structure can be used in a programmable version of the PLA, as 
explained below. 

Strictly speaking, the term PLA should be used only for the fixed type of PLA de
picted in Figure 3.63. The proper technical term for a programmable type of PLA is 
field-programmable logic array (FPLAj. However, it is common usage to omit the F. Fig
ure 3.64a shows a programmable version of a NOR plane. It has n inputs, XI, ... , Xn• 

and k outputs. 51, ... , Sk. At each crossing point of a horizontal and vertical wire there 
exists a programmable switch. The switch comprises two transistors connected in series, an 
NMOS transistor and an electrically erasable programmable read-only memory (EEPROM) 
transistor. 

The programmable switch is based on the behavior of the EEPROM transistor. Elec
tronics textbooks, such as [1, 2], give detailed explanations of how EEPROM transistors 
operate. Here we will provide only a brief description. A programmable switch is depicted 
in Figure 3.64b, and the structure of the EEPROM transistor is given in Figure 3.64c. The 
EEPROM transistor has the same general appearance as the NMOS transistor (see Figure 
3.43) with one major difference. The EEPROM transistor has two gates: the normal gate 
that an NMOS transistor has and a secondfloating gate. The floating gate is so named be
cause it is surrounded by insulating glass and is not connected to any part of the transistor. 
When the transistor is in the original unprogrammed state, the floating gate has no effect 
on the transistor's operation and it works as a normal NMOS transistor. During normal use 
of the PLA, the voltage on the floating gate Ve is set to VDD by circuitry not shown in the 
figure, and the EEPROM transistor is turned on. 

Programming of the EEPROM transistor is ,!ccomplished by turning on the transistor 
withahigher-than-normal voltage level (typically, Ve = 12 V), which causes a large amount 
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Figure 3.64 Using EEPROM transistors to create a programmable NOR plane. 

of current to flow through the transistor's channel. Figure 3.64c shows that a part of the 
floating gate extends downward so that it is very close to the top surface of the channel. 
A high current flowing through the channel causes an effect, known as Fowler-Nordheim 
tunneling, in which some of the electrons in the channel "tunnel" through the insulating 
glass at its thinnest point and become trapped under the floating gate. After the programming 
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process is completed, the trapped electrons repel other electrons from entering the channel. 
When the voltage Ve = 5 V is applied to the EEPROM transistor, which would normally 
cause it to turn on, the trapped electrons keep the transistor turned off. Hence in the NOR 
plane in Figure 3.64a, programming is used to "disconnect" inputs from the NOR gates. 
For the inputs that should be connected to each NOR gate, the corresponding EEPROM 
transistors are left in the unprogrammed state. ~ 

Once an EEPROM transistor is programmed, it retains the programmed state penna- , 
nently. However, the programming process can be reversed. This step is called erasing, 
and it is done using voltages that are of the opposite polarity to those used for programming. 
In this case, the applied voltage causes the electrons that are trapped under the floating gate 
to tunnel back to the channel. The EEPROM transistor returns to its original state and again 
acts like a normal NMOS transistor. 

For completeness, we should also mention another technology that is similar to EEP
ROM, called erasable PROM (EPROM). This type of transistor, which was actually created 
as the predecessor of EEPROM, is programmed in a similar fashion to EEPROM. However, 
erasing is done differently: to erase an EPROM transistor, it must be exposed to light energy ~" 
of specific wavelengths. To facilitate this process, chips based on EPROM technology are , 
housed in packages with a clear glass window through which the chip is visible. To erase 
a chip, it is placed under an ultraviolet light source for several minutes. Because erasure 
of EPROM transistors is more awkward than the electrical process used to erase EEPROM 
transistors, EPROM technology has essentially been replaced by EEPROM technology in 
practice. 

A complete NOR-NOR PLA using EEPROM technology, with four inputs, six sum 
terms in the first NOR plane, and two outputs, is depicted in Figure 3.65. Each pro
grammable switch that is programmed to the off state is shown as X in black, and each 
switch that is left unprogrammed is shown in blue. With the programming states shown in 
the figure, the PLA realizes the logic functions i1 = (Xl + X3)(Xl + X2)(Xl + X2 + X3) and 
/2 = (Xl + X3)(X1 + X2)(X1 + X2). 

Rather than implementing logic functions in product-of-sums form, a PLA can also 
be used to realize the sum-of-products form. For sum-of-products we need to implement 
AND gates in the first NOR plane of the PLA. If we first complement the inputs to the 
NOR plane, then according to DeMorgan's theorem, this is equivalent to creating an AND 
plane. We can generate the complements at no cost in the PLA because each input is already 
provided in both true and complemented forms. An example that illustrates implementation 
of the sum-of-products form is given in Figure 3.66. The outputs from the first NOR plane 
are labeled P l , ... , P6 to reflect our interpretation of them as product terms. The signal 
PI is programmed to realize Xl + X2 = X1X2· Similarly, P 2 = XiX3, P3 = XIX2X3, and 
P4 = XIX2X3. Having generated the desired product terms, we now need to OR them. This 
operation can be accomplished by complementing the outputs of the second NOR plane. 
Figure 3.66 includes NOT gates for this purpose. The states indicated for the programmable 
switches in the OR plane (the second NOR plane) in the figure yield the following outputs: 
/1 = PI + P 2 + P3 = XIX2 + XIX3 + XIX2 X 3, andh = P 1 + P4 = XIX2 + XIX2 X 3· 

The concepts described above for PLAs can also be used in PALs. Figure 3.67 shows a 
PAL wi th four inputs and two outputs. Let us assume that the first NOR plane is programmed 
to realize product terms in the manner described above. Notice in the figure that the product 
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NOR plane 

VDD 
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Figure 3.65 Programmable version of the NOR-NOR PLA. 

tenns are hardwired in groups of three to OR gates that produce the outputs of the PAL. 
As we illustrated in Figure 3.29, the PAL may also contain extra circuitry between the OR 
gates and the output pins, which is not shown in Figure 3.67. The PAL is programmed 
to realize the same logic functions, It and h, that were generated in the PLA in Figure 
3.66. Observe that the product term XIX2 is implemented twice in the PAL, on both PI and 
P4. Duplication is necessary because in a PAL product terms cannot be shared by multiple 
outputs, as they can be in a PLA. Another detail to observe in Figure 3.67 is that although 
the functioni2 requires only two product terms, each OR gate is hardwired to three product 
~erms. The extra product term P6 must be set to logic value 0, so that it has no effect. This 
IS accomplished by programming P6 so that it produces the product of an input and that 
~nput's complement, which always results in 0. In the figure, P6 = XIX! = 0, but any other 
Input could also be used for this purpose. 

The PAL-like blocks contained in CPLDs are usually implemented using the techniques 
discussed in this section. In a typical CPLD, the AND plane is built using NMOS NOR 
gates, with appropriate complementing of the inputs. The OR plane is hardwired as it is in 
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NOR plane 

A NOR-NOR PLA used for sum-of-products. 

NOR plane 

VDD 

a PAL, rather than being fully programmable as in a PLA. However, some flexibility exists 
in the number of product terms that feed each OR gate. This flexibility is accomplished by 
using a programmable circuit that can allocate the product terms to whichever OR gates 
the user desires. An example of this type of flexibility, provided in a commercial CPLD, is 
given in Appendix E. 

3.10.1 IMPLEMENTATION IN FPGAs 

FPGAs do not use EEPROM technology to implement the programmable switches. Instead, 
the programming information is stored in memory cells, called static random access memory 
(SRAM) cells. The operation of this type of storage cell is described in detail in section 
10.1.3. For now it is sufficient to know that each cell can store either a logic 0 or 1, and it 
provides this stored value as an output. An SR{\M cell is used for each truth-table value 

.?) 
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Figure 3.67 PAL programmed to implement the functions in Figure 3.66. 

stored in a LUT. SRAM cells are also used to configure the interconnection wires in an 
FPGA. 

Figure 3.68 depicts a small section of the FPGA from Figure 3.39. The logic block 
shown produces the outputf!, which is driven onto the horizontal wire drawn in blue. This 
wire can be connected to some of the vertical wires that it crosses. using programmable 
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switches. Each switch is implemented using an NMOS transistor, with its gate tenninal 
controlled by an SRAM cell. Such a switch is known as a pass-transistor switch. If a 
o is stored in an SRAM cell, then the associated NMOS transistor is turned off. But if 
a 1 is stored in the SRAM cell, as shown for the switch drawn in blue, then the NMOS 
transistor is turned on. This switch forms a connection between the two wires attached to its 
source and drain terminals. The number of switches that are provided in the FPGA depends 
on the specific chip architecture. In some FPGAs some of the switches are implemented 
using tri-state buffers, instead of pass transistors. Examples of commercial FPGA chips are 
presented in Appendix E. 

In section 3.8.7 we showed that an NMOS transistor can only partially pass a high logic 
value. Hence in Figure 3.68 if Vfl is a high voltage level. then VA is only partially high. Using 
the values from section 3.8.7. if Vii = 5 V. then VA = 3.5 V. As we explained in section 
3.8.7, this degraded voltage level has the result of causing static power to be consumed 
(see Example 3.15). One solution to this problem [1] is illustrated in Figure 3.69. We 
assume that the signal VA passes through another pass-transistor switch before reaching its 
destination at another logic block. The signal VB has the same value as VA because the 
threshold voltage drop occurs only when passing through the first pass-transistor switch. 
To restore the level of VB, it is buffered with an inverter. A PMOS transistor is connected 
between the input of the inverter and VDD. and that transistor is controlled by the inverter's 
output. The PMOS transistor has no effect on the inverter's output voltage level when 
VB = 0 V. But when VB = 3.5 V, then the inverter output is low. which turns on the PMOS 
transistor. This transistor quickly restores VB to the proper level of VDD , thus preventing 
current from flowing in the steady state. Instead of using this pull-up transistor solution, 
another possible approach is to alter the threshold voltage of the PMOS transistor (during 
the integrated circuit manufacturing process) in the inverter in Figure 3.69, such that the 
magnitude of its threshold voltage is large enough to keep the transistor turned off when 
VB = 3.5 V. In commercial FPGAs both of these solutions are used in different chips. 

An alternative to using a single NMOS transistor is to use a transmission gate, de
scribed in section 3.9, for each switch. While this solves the voltage-level problem, it has 
two drawbacks. First, having both an NMOS and PMOS transistor in the switch increases the 

SRAM 

To logic block 

Figure 3.69 Restoring a high voltage level. 
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pacitive loading on the interconnection wires, which increases the propagation delays 
c~d power consumption. Second, the transmission gate takes more chip area than does a 
:ingle NMOS transistor. For these reasons, commercial FPGA chips do not currently use 
transmission-gate switches. 

3.11 CONCLUDING REMARKS 

We have described the most important concepts that are needed to understand how logic 
gates are built using transistors. Our discussions of transistor fabrication, voltage levels, 
propagation delays, power dissipation, and the like are meant to give the reader an appre
ciation of the practical issues that have to be considered when designing and using logic 
circuits. 

We have introduced several types of integrated circuit chips. Each type of chip is 
appropriate for specific types of applications. The standard chips, such as the 7400 series, 
contain only a few simple gates and are rarely used today. Exceptions to this are the buffer 
chips, which are employed in digital circuits that must drive large capacitive loads at high 
speeds. The various types of PLOs are widely used in many types of applications. Simple 
PLOs, like PLAs and PALs, are appropriate for implementation of small logic circuits. 
The SPLDs offer low cost and high speed. CPLOs can be used for the same applications 
as SPLOs, but CPLOs are also well suited for implementation of larger circuits. up to 
about 10.000 to 20,000 gates. Many of the applications that can be targeted to CPLDs can 
alternatively be realized with FPGAs. Which of these two types of chips are used in a 
specific design situation depends on many factors. Following the trend of putting as much 
circuitry as possible into a single chip, CPLDs and FPGAs are much more widely used than 
SPLDs. Most digital designs created in the industry today contain some type of PLD. 

The gate-array, standard-cell, and custom-chip technologies are used in cases where 
PLOs are not appropriate. Typical applications are those that entail very large circuits, 
require extremely high speed-of-operation, need low power consumption, and where the 
designed product is expected to sell in large volume. 

The next chapter examines the issue of optimization of logic functions. Some of the 
techniques discussed are appropriate for use in the synthesis of logic circuits regardless 
of what type of technology is used for implementation. Other techniques are suitable 
for synthesizing circuits so that they can be implemented in chips with specific types of 
resources. We will show that when synthesizing a logic function to create a circuit, the 
optimization methods used depend, at least in part, on which type of chip is being used. 

3.12 EXAMPLES OF SOLVED PROBLEMS 

Th' . 
IS sectlon presents some typical problems that the reader may encounter, and shows how 

SUch problems can be solved. 
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f 

Xs --------...... 

Figure 3.70 The AOI cell for Example 3.9. 

Problem: We introduced standard cell technology in section 3.7. In this technology, circuits 
are built by interconnecting building-block cells that implement simple functions, like basic 
logic gates. A commonly used type of standard cell are the and-or-invert (AOI) cells, which 
can be efficiently built as CMOS complex gates. Consider the AOI cell shown in Figure 
3.70. This cell implements the function! = XtX2 + X3X4 + Xs. Derive the CMOS complex 
gate that implements this cell. 

Solution: Applying Demorgan's theorem in two steps gives 

f ---= XtX2 • X3 X4 • Xs 

= (Xl + X2) . (X3 + X4) . Xs 

Since all input variables are complemented in this expression, we can directly derive 
the pull-up network as having parallel-connected PMOS transistors controlled by Xl and 
X2, in series with parallel-connected transistors controlled by X3 and X4, in series with a 
transistor controlled by Xs. This circuit, along with the corresponding pull-down network, 
is shown in Figure 3.71. 

I Problem: For the CMOS complex gate in Figure 3.71, determine the sizes of transistors 
that should be used such that the speed performance of this gate is similar to that of an 
inverter. 

Solution: Recall from section 3.8.5 that a transistor with length L and width W has a drive 
strength proportional to the ratio W / L. Also recall that when transistors are connected in 
parallel their widths are effectively added, leading to an increase in drive strength. Similarly, 
when transistors are connected in series, their lengths are added, leading to a decrease in 
drive strength. Let us assume that all NMOS and PMOS transistors have the same length, 
Ln = Lp = L. For the pull-down network in Figure 3.71, the worst-case path involves just 
a single NMOS transistor. Thus, we-can make the length, L n , of each NMOS transistor the 
same size as in the inverter. For the pull-up network, the worst-case path involves three 
transistors in series. Since, as we said in section 3.8.1, PMOS transistors have about half the 
drive strength of NMOS transistors, we should make the effective size of the three PMOS 
transistors in series about twice that of an NMOS transistor. Therefore, 

Lp = Ln x 3 x 2 = 6Ln . 
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Figure 3.71 Circuit for Example 3.9. 

Problem: In section 3.8.5, we said that the time needed to charge a capacitor is given by E; 

C~V 
tp = -[-

Derive this expression. 

~olution: As we stated in section 3.8.5, the voltage across a capacitor cannot change 
Instantaneously. In Figure 3.50a, as Vf is charged from 0 volts toward VDD , the voltage 
changes according to the equation 

00 

Vf = ~ f i (t) dt 
o 

In this expression, the independent variable t is time, and i(t) represents the instantaneous 
current flow through the capacitor at time t. Differentiating both sides of this expression 
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with respect to time, and rearranging gives 

dVf 
i(t) = C

dt 

For the case where I is constant, we have 

Therefore, 

I 6.V 

C 6.t 

c~v 

I 

~.12 Problem: In our discussion of Figure 3.S0a, in section 3.8.6, we said that a capacitor, C, 
that has been charged to the voltage Vf = VDD, stores an amount of energy equal to CVhD/2. 
Derive this expression. 

Solution: As shown in Example 3.11, the current flow through a charging capacitor, C, is .. 
related to the rate of change of voltage across the capacitor, according to 

dV( 
i(t) = C d; 

The instantaneous power dissipated in the capacitor is 

P = i(t) x Vf 

Since energy is defined as the power used over a time period, we can calculate the energy, 
Ec , stored in the capacitor as Vf changes from 0 to VDV by integrating the instantaneous 
power over time, as follows 

00 

Ec = f i(t)Vf dt 

o 

Substituting the above expression for i(t) gives 

00 

f dVf 
Ec = C-Vfdt 

dt 
o 

VLV 

= C f VfdVf 
o 

1 2 

= 2CVVD 

-:r.", 
.~ 

--------------------------------------------------------------------------------
l.13 

148 

Problem: In the original NMOS technology, the pull-up device was an n-channel MOSFET. 
But most integrated circuits fabricated today use CMOS technology. Hence it is convenient 
to implement the pull-up resislor using a PMOS transistor, as shown in Figure 3.72. sue. 
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Figure 3.72 The pseudo-NMOS inverter. 

a circuit is referred to as a pseudo-NMOS circuit. The pull-up device is called a "weak" 
PMOS transistor because it has a small W / L ratio. 

When Vx = VDD , Vj has a low value. The NMOS transistor is operating in the triode 
region, while the PMOS transistor limits the current flow because it is operating in the 
saturation region. The current through the NMOS and PMOS transistors has to be equal 
and is given by equations 3.1 and 3.2. Show that the low-output voltage, Vj = VOL is given 
by 

where kp and kn, called the gain factors, depend on the sizes of the PMOS and NMOS 
transistors, respectively. They are defined by kp = k; Wp / Lp and kn = k~ Wn / Ln. 

Solution: For simplicity we will assume that the magnitude of the threshold voltages for 
both the NMOS and PMOS transistors are equal, so that 

VT = VTN = -VTP 

The PMOS transistor is operating in the saturation region, so the current flowing through it 
is given by 

1 ,Wp 2 
ID = 2 kpT(-VDD - VTP) 

p 

1 2 = 2 kp (-VDD - VTP) 

1 2 = 2 kp (VDD - VT ) 

Similarly, the NMOS transistor is operating in the triode region, and its current flow is 
defined by 

I 149. 



/ Wn [ 1 2J ID = kn - (Vx - VTN)Vj - -Vj 
Ln 2 

= kn [(Vx - VTN)Vt - ~ VI J 

= kn [(VOO - VTHj - ~ VI J 
Since there is only one path for current to flow, we can equate the currents flowing through 
the NMOS and PMOS transistors and solve for the voltage Vj. 

2 [ 1 2J kp(VDD - VT) = 2kn (VDD - VT)Vj - "2Vj 

kp(VDD - VT)2 - 2kn (VDD - VT)Vj + kn Vi = 0 

This quadratic equation can be solved using the standard fonnula, with the parameters 

a = kn • b = -2kn (VDD - VT), C = kp(VDD - VT)2 

which gives 

= (VDD - VT ) ± 

Only one of these two solutions is valid, because we started with the assumption that the 
NMOS transistor is in the triode region while the PMOS is in the saturation region. Thus 

VI = (V DD - VT ) [I -J 1 ~] 

'.14 Problem: For the circuit in Figure 3.72, assume the values k~ = 60 /-LA/V2
, k; = O.4k~, 

W n / Ln = 2.0 /Lm/O.S /LID, Wp/ Lp = 0.5 /-Lm/O.S /Lm, VDD = 5 V, and VT = 1 V. When 
Vx = VDD , calculate the following: 
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(a) The static current, [star. 

(b) The on-resistance of the NMOS transistor. 
(c) VOL. 

Cd) The static power dissipated in the inverter. 
(e) The on-resistance of the PMOS transistor. 



3.12 EXAMPLES OF SOLVED PROBLEMS 

(0 Assume that the inverter is used to drive a capacitive load of 70 fF. Using equation 3.4, 
calculate the low-to-high and high-to-Iow propagation delays. 

Solution: (a) The PMOS transistor is saturated, therefore 

1 I Wp 2 
Ista! = -kp-(Voo - VT ) 

2 Lp 

/LA 
= 12 -2 x 1 x (5 V - I V)2 = 192/LA 

V 

(b) Using equation 3.3, 

[ 
, Wn ] Ros = 1/ kn Ln (VGS - VT ) 

= 1/ [0.060 ~~ x 4 x (5 V-I V)] = 1.04 kQ 

(c) Using the expression derived in Example 3.13 we have 

(d) 

(e) 

k = k' Wp = 24 f.1A 
p p Lp V2 

k = k' Wn = 240 f.1A 
n n Ln V2 

VOL = Vf = (5V -1 V) [1-;1 ;4~ ] 
= 0.21 V 

PD = Istat x VDD 

= 192 /LA x 5 V = 960 f.1 W ~ 1 rn W 

RSDP = Vso/IsD 

= (V DO - Vj ) /Isfat 

= (5 V - 0.21 V)/0.192 rnA = 24.9 kS1 

(I) The low-to-high propagation delay is 

1.7C 
t - --=:--
PLH - k' Wp V 

P Lp OD 

1.7 x 70fF 
A = 0.99ns 

24 J.l x 1 x 5 V yr 
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The high-to-Iow propagation delay is 

1.7C 
t - -~--
PHL - k' Wn V 

n Ln DD 

1.7 x 70 fF 
---,----- = 0.1 ns 
60 ~~ x 4 x 5 V 

15 Problem: In Figure 3.69 we showed a solution to the static power dissipation problem when 
NMOS pass transistors are used. Assume that the PMOS pull-up transistor is removed 
from this circuit. Assume the parameters k~ = 60 {LA/V2, k; = 0.5 x k~, Wn/Ln ::::: 
2.0 {Lm/0.5 /-lm, Wp/ Lp = 4.0 {Lm/0.5 {Lm, VDD = 5 V, and VT = 1 V. For VB = 3.5 V, 
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calculate the following: 
(a) The static current I stat . 
(b) The voltage VI at the output of the inverter. 
(c) The static power dissipation in the inverter. 
(d) If a chip contains 250,000 inverters used in this manner, find the total static power 
dissipation. 

Solution: (a) If we assume that the PMOS transistor is operating in the saturation region, 
then the current flow through the inverter is defined by 

1 ,Wp/ . 2 
Istat = "2 kp L(VGS - VTp ) 

p 

= 120 p,~ x «3.5 V ~ 5 V) + 1 V)2 = 30 p,A 
V 

(b) Since the static current, Istat , flowing through the PMOS transistor also flows through 
the NMOS transistor, then assuming that the NMOS transistor is operating in the triode 
region, we have 

/Wn[ 12] Istat = kn- (VGS - VTn)VDS - - VDS Ln 2 

30/LA = 240 ~~ x [2.5 V x Vf - ~ V) ] 

1 = 20Vf -4Vl 

Solving this quadratic equation yields Vf = 0.05 V. Note that the output voltage Vj 
satisfies the assumption that the PMOS transistor is operating in the saturation region while 
the NMOS transistor is operating in the triode region. 
(c) The static power dissipated in the inverter is 

P S = Istat x V DD = 30 {LA x 5 V = 150 p, W 

(d) The static power dissipated by 250,000 inverters is 

• 250,000 x Ps = 37.5 W 
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-
PROBLEMS 

Answers to problems marked by an asterisk are given at the back of the book. 

3.1 Consider the circuit shown in Figure P3.1. 
(a) Show the truth table for the logic functionJ. 
(b) If each gate in the circuit is implemented as a CMOS gate, how many transistors are 
needed? 

Xl ---'---1 ~o---*"-----r-""'-I 

X 2 --t-+---1 :>o----+-.... 

Figure P3.1 A sum~of-products CMOS circuit. 

~-f 

3.2 (a) Show that the circuit in Figure P3.2 is functionally equivalent to the circuit in Figure 
P3.1. 
(b) How many transistors are needed to build this CMOS circuit? 

Xl 

X 2 ----------. 

g 

Figure P3.2 A CMOS circuit built with multiplexers. 

3.3 (a) Show that the circuit in Figure P3.3 is functionally equivalent to the circuit in Figure 
P3.2. 
(b) How many transistors are needed to build this CMOS circuit if each XOR gate is 
implemented using the circuit in Figure 3.61d? 
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Figure P3.3 Circuit for problem 3.3. 

*3.4 In Section 3.8.8 we said that a six-input CMOS AND gate can be constructed using two 
three-input AND gates and a two-input AND gate. This approach requires 22 transistors. 
Show how you can use only CMOS NAND and NOR gates to build the six-input AND 
gate, and calculate the number of transistors needed. (Hint: use DeMorgan's theorem.) 

3.5 Repeat problem 3.4 for an eight-input CMOS OR gate. 

3.6 (a) Give the truth table for the CMOS circuit in Figure P3.4. 
(b) Derive a canonical sum-of-products expression for the truth table from part (a). How 
many transistors are needed to build a circuit representing the canonical form if only AND, 
OR, and NOT gates are used? 

~ 

-
!-

-c 
-. 

rC .. 
Vj 

~ 

-
I"" J 

r--- -. 

--
Figure P3.4 A three-input CMOS circuit. 

3.7 (a) Give the truth table for the CMOS circuit in Figure P3.S. 
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(b) Derive the simplest sum-of-products expression for the truth table in part (a). 

many transistors ate needed to build the sum-of-products circuit using CMOS AND, OR, 
and NOT gates? 
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Figure P3.S A four-input CMOS circuit. 

*3.8 Figure P3.6 shows half of a CMOS circuit. Derive the other half that contains the PMOS 
transistors. 

,- -

-[ 

Figure P3.6 

• • • 

-
-
-
-

--
The PDN in a CMOS circuit. 

155 



C HAP' E R 3 • IMPLEMENTATION TECHNOLOGY 

3.9 Figure P3.7 shows half of a CMOS circuit. Derive the other half that contains the NMOS 
transistors. 

-1. 
I""" 

... 

-1~ 
I""" 

r< ... 

• • • 

Figure P3.7 The PUN in a CMOS circuit. 

3.10 Derive a CMOS complex gate for the logic function! (Xl, X2, X3, X4) = L m(O, 1,2,4,5, 
6, 8,9, 10). 

3.11 Derive a CMOS complex gate for the logic function! (Xl, X2, X3, X4) = L m(O, 1, 2,4,6, 
8, 10, 12, 14). 

3.12 Derive a CMOS complex_gate for the logic function! = xy + xz. Use as few transistors as 
possible (Hint: consider!). 

3.13 Derive a CMOS complex gate f~r the logic function! ~ xy + xz + yz. Use as few transis
tors as possible (Hint: consider!). 

3. 14 For an NMOS transistor, assume that k~ = 20 {tA/y2, W / L = 2.5 jlm/0.5 {tm, V GS :::: 

5 V, and V T = 1 V. Calculate 
(a) ID when VDS = 5 Y 
(b) ID when VDS = 0.2 V 

3.15 For a PMOS transistor, assume that k; = 10 jlA/V2, W /L = 2.5 Mm/0.5 /lm, VGS :::: 

- 5 Y, and V T = -1 V. Calculate 
(a) ID when VDS = -5 V 
(b) ID when VDS = -0.2 V 

3.16 For an NMOS transistor, assume that k~ = 20 flA/y2, W /L = 5.0 /lm/D.5 {tID, VGS :::= 

5 Y, and VT = 1 V. For small VDS , calculate RDS • 

'3.17 For an NMOS transistor, assume that k~ = 40 flAjy2, W jL = 3.5 {tmjO.35 I1ID, VGS ;::; 

3.3 Y, and Vr = 0.66 V. For small VDS , calculate RDS . , 
»,- ~ 
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3.18 For a PMOS transistor, assume that k; = 10 p.A/V2, W /L = 5.0 /tm/0.5 /tm, VGS = 
-5 V, and VT = -1 V. For VDS' = -4.8 V, calculate RDS . 

3.19 For a PMOS transistor, assume that k; = 16 /tA/V2, W /L = 3.5 /Lm/0.35 /Lm, Vcs = 
-3.3 V, and VT = -0.66 V. For VDS' = -3.2 Y, calculate RDS . 

3.20 In Example 3.13 we showed how to calculate voltage levels in a pseudo-NMOS inverter. 
Figure P3.8 depicts a pseudo-PMOS inverter. In this technology, a weak NMOS transistor 
is used to implement a pull-down resistor. 

When Vt = 0, Vj has a high value. The PMOS transistor is operating in the triode 
region, while the NMOS transistor limits the current flow, because it is operating in the 
saturation region. The current through the PMOS and NMOS transistors has to be the same 
and is given by equations 3.1 and 3.2. Find an expression for the high-output voltage, 
Vj = VOH, in terms of VDD , VT , kp, and kn' where kp and kn are gain factors as defined in 
Example 3.13. 

Figure P3.8 The pseudo-PMOS inverter. 

3.21 For the circuit in Figure P3. 8, assume the values k~ = 60 JLA/y2, k; = 0.4 k~, Wn / Ln = 
0.5 /tm/O.S /tm, Wp/Lp = 4.0 /-lm/0.5 /Lm, VDD = 5 Y and VT = 1 Y. When V, = 0, 
calculate the following: 
(a) The static current, [stQt 

(b) The on-resistance of the PMOS transistor 
(c) VOH 
(d) The static power dissipated in the inverter 
(e) The on-resistance of the NMOS transistor 
(f) Assume that the inverter is used to drive a capacitive load of 70 tF. Using equation 3.4, 
calculate the low-to-high and high-to-Iow propagation delays. 
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3.22 Repeat problem 3.21 assuming that the size ofthe NMOS transistor is changed to Wn/Ln ::::::: 
4.0 IIm/0.5 /Lm. 

3.23 Example 3.13 (see Figure 3.72) shows that in the pseudo-NMOS technology the pull-up 
device is implemented using a PMOS transistor. Repeat this problem for a NAND gate 
built with pseudo-NMOS technology. Assume that both of the NMOS transistors in the 
gate have the same parameters, as given in Example 3.14. 

3.24 Repeat problem 3.23 for a pseudo-NMOS NOR gate. 

*3.25 (a) For V/H = 4 V, VOH = 4.5 V, V/L = 1 V, VOL = 0.3 V, and VDD = 5 V, calculate the 
noise margins NM Hand NM L. 

(b) Consider an eight-input NAND gate built using NMOS technology. If the voltage drop 
across each transistor is 0.1 V, what is VOL? What is the corresponding NM L using the other 
parameters from part (a). 

3.26 Under steady-state conditions, for an n-input CMOS NAND gate, what are the voltage 
levels of VOL and VOH ? Explain. 

3.27 For a CMOS inverter, assume that the load capacitance is C = 150 fF and VDD = 5 V. 

*3.28 

3.29 

3.30 

3.31 

*3.32 

3.33 

3.34 
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The inverter is cycled through the low and high voltage levels at an average rate off = 
75 MHz. 
(a) Calculate the dynamic power dissipated in the inverter. 
(b) For a chip that contains the equivalent of 250,000 inverters, calculate the total dynamic 
power dissipated if 20 percent of the gates change values at any given time. 

Repeat problem 3.27 for C = 120 fF, VDD = 3.3 V, and! = 125 MHz. 

In a CMOS inverter, assumethatk~ = 20 /LA/y2, k; = 0.4 x k~, WIl/ Ln = 5.0 I1m/0.5 ftm, 
Wp / Lp = 5.0 I1m/0.5 {Lm, and VDD = 5 V. The inverter drives a load capacitance of 
150 fF. 
(a) Find the high-to-Iow propagation delay. 
(b) Find the low-to-high low propagation delay. 
(c) What should be the dimensions of the PMOS transistor such that the low-to-high and 
high-to-Iow propagation delays are equal? Ignore the effect of the PMOS transistor's size 
on the load capacitance of the inverter. 

Repeat problem 3.29 for the parameters k~ = 40 pA/y2, k; = 0.4 x k~, Wn/ Ln = Wp / Lp == 
3.5 IIm/0.35 /Lm, and V DD = 3.3 V. 

In a CMOS inverter, assume that Wn/Ln = 2 and Wp/Lp = 4. For a CMOS NAND gate, 
calculate the required WlLratios of the NMOS and PMOS transistors such that the available 
current in the gate to drive the output both low and high is equal to that in the inverter. 

Repeat problem 3.31 for a CMOS NOR gate. 

Repeat problem 3.31 for the CMOS complex gate in Figure 3.16. The transistor sizes 
should be chosen such that in the worst case the available current is at least as large as in 
the inverter. 

Repeat problem 3.31 for the CMOS complex gate in Figure 3.17. 



3.35 

3.36 

3.37 

3.38 

3.39 

3.40 

3.41 

3.42 

3.43 

3.44 

*3.45 

3.46 
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In Figure 3.69 we showed a solution to the static power dissipation problem when NMOS 
pass transistors are used. Assume that the PMOS pull-up transistor is removed from this 
circuit. Assume the parameters k~ = 60 jJ.A/y2

, k; = 0.4 x k~, Wn/ Ln = 1.0 /-lm/0.25 /-lm, 
Wp/Lp = 2.0 /-lm/0.25 /-lm, VDD = 2.5 Y, and Vr = 0.6 V. For VB = 1.6 Y, calculate the 
following: 
(a) the static current, II·tat 

(b) the voltage, Vj, at the output of the inverter ) 
(c) the static power dissipation in the inverter 
(d) If a chip contains 500,000 inverters used in this manner, find the total static 'power 
dissipation. \ 
Using the style of drawing in Figure 3.66, draw a picture of a PLA programmed to implement 
!I (XI, xz, X3) = L m( 1, 2,4, 7). The PLA should have the inputs Xl, ... , X3; the product 
terms PI, ... , P4; and the outputsfl andfz. 

Using the style of drawing in Figure 3.66, draw a picture of a PLA programmed to implement 
!l (Xl, xz, X3) = L m(O, 3, 5, 6). The PLA should have the inputs Xl, ... ,X3; the product 
tenns PI, ... , P4; and the outputsfl andfz. 

Show how the functionfl from problem 3.36 can be realized in a PLA of the type shown in 
Figure 3.65. Draw a picture of such a PLA programmed to implementil' The PLA should 
have the inputs Xl, ... , X3; the sum tenns S I , ... , S4; and the outputs fl and fz. 
Show how the functionil from problem 3.37 can be realized in a PLA of the type shown in 
Figure 3.65. Draw a picture of such a PLA programmed to implementil. The PLA should 
have the inputs XI, ... , X3; the sum terms SI, ... , S4; and the outputs!\ andiz. 

Repeat problem 3.38 using the style of PLA drawing shown in Figure 3.63. 

Repeat problem 3.39 using the style of PLA drawing shown in Figure 3.63. 

Given thatil is implemented as described in problem 3.36, list all of the other possible logic 
functions that can be realized using output fz in the PLA. 

Given that!1 is implemented as described in problem 3.37, list all of the other possible logic 
functions that can be realized using output h in the PLA. 

Consider the functionf(xl, X2, X3) = XIX2 +XIX3 +X2X3. Show a circuit using 5 two-input 
lookup-tables (LUTs) to implement this expression. As shown in Figure 3.39, give the truth 
table implemented in each LUT. You do not need to show the wires in the FPGA. 

Consider the functionf(xt, xz, X3) = L m(2, 3, 4, 6, 7). Show how it can be realized using 
two two-input LUTs. As shown in Figure 3.39, give the truth table implemented in each 
LUT. You do not need to show the wires in the FPGA. 

Given the functioni = X\X2X4 + X2X3X4 + XIX2X3, a straightforward implementation in an 
FPGA with three-input LUTs requires four LUTs. Show how it can be done using only 3 
three-input LUTs. Label the output of each LUT with an expression representing the logic 
function that it implements. 
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3.47 Forfin problem 3.46, show a circuit of two-input LUTs that realizes the function. You are 
to use exactly seven two-input LUTs. Label the output of each LUT with an expression 
representing the logic function that it implements. 

3.48 Figure 3.39 shows an FPGA programmed to implement a function. The figure shows one 
pin used for function!, and several pins that are unused. Without changing the programming 
of any switch that is turned on in the FPGA in the figure, list 10 other logic functions, in 
addition to J, that can be implemented on the unused pins. 

3.49 Assume that a gate array contains the type oflogic cell depicted in Figure P3.9. The inputs 
inl, ... , in7 can be connected to either 1 or 0, or to any logic signal. 
(a) Show how the logic cell can be used to realizef = XIX2 + X3. 

(b) Show how the logic cell can be used to realizef = XIX3 + X2X3. 

inl in2 in3 

out 

in4 inS in6 in7 

Figure P3.9 A gate-array logic cell. 

3.50 Assume that a gate array exists in which the logic cell used is a three-input NAND gate. The 
inputs to each NAND gate can be connected to either 1 or 0, or to any logic signal. Show 
how the following logic functions can be realized in the gate array. (Hint: use DeMorgan's 
theorem.) 

(a)1 = XIX2 + X3 

(b)f = XIX2X4 + X2X3X4 + Xl 

3.51 Write VHDL code to represent the function 

160 

(a) Use your CAD tools to implementf in some type of chip, such as a CPLD. Show the 
logic expression generated for fby the tools. Use timing simulation to determine the time 
needed for a change in inputs Xl, X2, or X3 to propagate to the output! 
(b) Repeat part (a) using a different chip, such as an FPGA for implementation of the circuit. 



PROBLEMS 161 

3.52 Repeat problem 3.51 for the function 

f = (Xl + X2 + X4) • (X2 + X3 + X4) . (Xl + X3 + X4) . (Xl + X3 + X4) 

3.53 Repeat problem 3.51 for the function 

f (XI, ... , X7) = XI X3 X6 + XIX4XSX6 + X2X3X7 + X2X4XSX7 

3.54 What logic gate is realized by the circuit in Figure P3.1 O? Does this circuit suffer from any 
major drawbacks? 

Vx ~~----r---+-----------~ 1 

'---_______ V / 

Figure P3.1 0 Circuit for problem 3.54. 

*3.55 What logic gate is realized by the circuit in Figure P3.11? Does this circuit suffer from any 
major drawbacks? 

Vx --------------+-----, 1 

~ -~------~~~ 
2 

Figure P3.11 Circuit for problem 3.55. 
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4 
OPTIMIZED IMPLEMENTATION OF LOGIC 

FUNCTIONS 

CHAPTER OBJECTIVES 

In this chapter you will learn about: 

• Synthesis of logic functions 

• Analysis of logic circuits 

• Techniques for deriving minimum-cost implementations of logic functions 

• Graphical representation of logic functions in the form of Karnaugh maps 

• Cubical representation of logic functions 

• Use of CAD tools and VHDL to implement logic functions 
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In Chapter 2 we showed that algebraic manipulation can be used to find the lowest-cost implementations of 
logic functions. The purpose of that chapter was to introduce the basic concepts in the synthesis process. 
The reader is probably convinced that it is easy to derive a straightforward realization of a logic function in 
a canonical form, but it is not at all obvious how to choose and appl y the theorems and properties of section 
2.5 to find a minimum-cost circuit. Indeed, the algebraic manipulation is rather tedious and quite impractical 
for functions of many variables. 

If CAD tools are used to design logic circuits, the task of minimizing the cost of implementation does 
not fall to the designer; the tools perform the necessary optimizations automatically. Even so, it is essential to 
know something about this process. Most CAD tools have many features and options that are under control 
of the user. To know when and how to apply these options, the user must have an understanding of what the 

tools do. 
In this chapter we will introduce some of the optimization techniques implemented in CAD tools and 

show how these techniques can be automated. As a first step we will discuss a graphical approach, known as 
the Karnaugh map, which provides a neat way to manually derive minimum-cost implementations of simple 
logic functions. Although it is not suitable for implementation in CAD tools, it illustrates a number of key 
concepts. We will show how both two-level and multilevel circuits can be designed. Then we will describe a 
cubical representation for logic functions, which is suitable for use in CAD tools. We will also continue our 
discussion of the VHDL language. 
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4.1 KARNAUGH MAP 

In section 2.6 we saw that the key to finding a minimum-cost expression for a given logic 
function is to reduce the number of product (or sum) terms needed in the expression, by 
applying the combining property 14a (or 14b) as j udiciousl y as possible. The Karnaugh map 
approach provides a systematic way of performing this optimization. To understand how it 
works, it is useful to review the algebraic approach from Chapter 2. Consider the function 
f in Figure 4.1. The canonical sum-of-products expression for f consists of minterms mo, 
m2, m4, m5, and m6, so that 

The combining property 14a allows us to replace two min terms that differ in the value of 
only one variable with a single product term that does not include that variable at all. For 
example, both mo and m2 include Xl and X3, but they differ in the value of X2 because rna 
includes X2 while m2 includes X2. Thus 

Xt X2X3 + Xt X2X3 = Xl (X2 + X2)X3 

= Xl' 1 . X3 



t 
f 

f 
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Row 
number Xl Xl X3 f 

0 0 0 0 1 
1 0 0 1 0 
2 0 1 0 1 
3 0 1 1 0 
4 1 0 0 1 
5 1 0 1 1 
6 1 1 0 1 
7 1 1 1 0 

Figure 4.1 The function f(x), x2, X3) = L m(O, 2, 4, 5, 6). 

Hence ma and m2 can be replaced by the single product term XIX3. Similarly, m4 and m6 

differ only in the value of X2 and can be combined using 

XIX2X3 + XIX2X3 = Xl Ct2 + X2)X3 

= Xl' 1 . X3 

Now the two newly generated terms, XIX3 and XIX3, can be combined further as 

XIX3 + XIX3 = (Xl + Xl )X3 

= 1,x3 

These optimization steps indicate that we can replace the four minterms mo, m2, m4, and 
m6 with the single product term X3. In other words, the minterms mo, m2, m4, and m6 are 
all included in the term X3. The remaining minterm in f is ms. It can be combined with m4, 

which gives 

"---

Recall that theorem 7 b in section 2.5 indicates that 

m4 = m4 + m4 

which means that we can use the minterm m4 twice-to combine with minterms mo, m2, 

and m6 to yield the term X3 as explained above and also to combine with mj to yield the 
termxIX2. 

We have now accounted for all the min terms in f; hence all five input valuations for 
which f = 1 are covered by the minimum-cost expression 
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The expression has the product term X3 because f = 1 when X3 = 0 regardless of the values 
of XI and X2. The four minterms mo, m2, m4, and m6 represent all possible mintenns for 
which X3 = 0; they include all four valuations, 00, 01, 10, and 11, of variables XI and X2. 

Thus if X3 = 0, then it is guaranteed that f = 1. This may not be easy to see directly 
from the truth table in Figure 4.1, but it is obvious if we write the corresponding valuations 
grouped together: 

XI X2 X3 

mo 0 0 0 

m2 0 1 0 

m4 1 0 0 

m6 1 0 

In a similar way, if we look at m4 and m5 as a group of two 

Xl 

ms 1 

o 
o 

o 
1 

it is clear that when Xl = 1 and X2 = 0, then f = 1 regardless of the value of X3. 

/ The preceding discussion suggests that it would be advantageous to devise a method 
that allows easy discovery of groups of minterms for which f = 1 that can be combined 
into single terms. The Karnaugh map is a useful vehicle for this purpose. 

The Karnaugh map [1] is an alternative to the truth-table form for representing a 
function. The map consists of cells that correspond to the rows of the truth table. Consider 
the two-variable example in Figure 4.2. Part (a) depicts the truth-table form, where each 
of the four rows is identified by a minterm. Part (b) shows the Karnaugh map, which has 
four cells. The columns of the map are labeled by the value of Xl, and the rows are labeled 
by X2. This labeling leads to the locations of minterms as shown in the figure. Compared 
to the truth table, the advantage of the Karnaugh map is that it allows easy recognition of 
minterms that can be combined using property 14a from section 2.5. Minterms in any two 
cells that are adjacent, either in the same row or the same column, can be combined. For 
example, the minterms m2 and m3 can be combined as 

m2 + m3 = XIX2 + XIX2 

= Xl(X2 +X2) 

= Xl' 1 
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Xl x2 

0 0 mo 0 1 

0 1 m l 0 mo m2 
1 0 m2 

1 
1 m l m3 

1 m3 

(a) Truth table (b) Karnaugh map 

Figure 4.2 Location of two-variable minterms. 

The Karnaugh map is not just useful for combining pairs of minterms. As we will see in 
several larger examples, the Kamaugh map can be used directly to derive a minimum-cost 
circuit for a logic function. 

l\H)-Variable Map 

A Karnaugh map for a two-variable function is given in Figure 4.3. It corresponds to 
the function f of Figure 2.15. The value of f for each valuation of the variables XI and X2 

is indicated in the corresponding cell of the map. Because a 1 appears in both cells of the 
bottom row and these cells are adjacent, there exists a single product term that can cause f 
to be equal to 1 when the input variables have the values that correspond to either of these 
cells. To indicate this fact, we have circled the cell entries in the map. Rather than using 
the combining property formally, we can derive the product term intuitively. Both of the 
cells are identified by X2 = 1, but Xl = 0 for the left cell and Xl = 1 for the right cell. 
Thus if X2 = I, then f = 1 regardless of whether Xl is equal to 0 or 1. The product term 
representing the two cells is simply X2. 

Similarly,! = 1 for both cells in the first column. These cells are identified by Xl = O. 
Therefore, they lead to the product term Xl. Since this takes care of all instances where 
f = 1, it follows that the minimum-cost realization of the function is 

f =X2 +Xl 

Evidently, to find a minimum-cost implementation of a given function, it is necessary 
to find the smallest number of product terms that produce a value of 1 for all cases where 

Figure 4.3 The function of Figure 2.15. 
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f = 1. Moreover, the cost of these product terms should be as low as possible. Note that a 
product term that covers two adjacent cells is cheaper to implement than a term that covers 
only a single cell. For our example once the two cells in the bottom row have been covered 
by the product term X2, only one cell (top left) remains. Although it could be covered by 
the term XIX2, it is better to combine the two cells in the left column to produce the product 
term Xl because this term is cheaper to implement. 

Three-Variable Map 

A three-variable Karnaugh map is constructed by placing 2 two-variable maps side 
by side. Figure 4.4 shows the map and indicates the locations of minterms in it. In this 
case each valuation of Xl and X2 identifies a column in the map, while the value of X3 

distinguishes the two rows. To ensure that minterms in the adjacent cells in the map can 
always be combined into a single product term, the adjacent cells must differ in the value of 
only one variable. Thus the columns are identified by the sequence of (Xl, X2) values of 00, 
01, 11, and 10, rather than the more obvious 00, 01, 10, and 1]. This makes the second and 
third columns different only in variable Xl. Also, the first and the fourth columns differ only 
in variable Xl, which means that these columns can be considered as being adjacent. The 
reader may find it useful to visualize the map as a rectangle folded into a cylinder where 
the left and the right edges in Figure 4.4b are made to touch. (A sequence of codes, or 
valuations, where consecutive codes differ in one variable only is known as the Gray code. 
This code is used for a variety of purposes, some of which will be encountered later in the 
book.) 

Figure 4.5a represents the function of Figure 2.18 in Kamaugh-map form. To synthe
size this function, it is necessary to cover the four 1 s in the map as efficiently as possible. 
It is not difficult to see that two product terms suffice. The first covers the 1 s in the top row, 
which are represented by the term XIX3. The second term is X2X3, which covers the Is in 
the bottom row. Hence the function is implemented as 

which describes the circuit obtained in Figure 2.19a. 

XI x2 x3 
X X 1 2 

0 0 0 mo X 3 00 01 1 I 10 
0 0 1 ml 

0 1 0 m2 
0 mo m2 m6 m4 

0 1 1 m3 1 m 1 m3 m7 ms 
1 0 0 m4 
1 0 1 m5 (b) Karnaugh map 

1 1 0 m6 

1 1 1 m7 

(a) Truth table 

.. 
Figure 4.4 Location of three-variable minterms. 



4.1 KARNAUGH MAP 

00 01 11 10 

o 

1 

(a) The function of Figure 2.18 

X 1X2 
x3 00 01 11 10 

o 1 1 

1 o o o 

(b) The function of Figure 4.1 

Figure 4.5 Examples of three-variable Karnaugh maps. 

In a three-variable map it is possible to combine cells to produce product terms that 
correspond to a single cell, two adjacent cells, or a group of four adjacent cells. Realization 
of a group of four adjacent cells using a single product term is illustrated in Figure 4.5b, 
using the function from Figure 4.1. The four cells in the top row correspond to the (Xl, X2, X3) 

valuations 000, 010, 110, and 100. As we discussed before, this indicates that if X3 = 0, then 
f = 1 for all four possible valuations of Xl and X2, which means that the only requirement 
is that X3 = O. Therefore, the product term X3 represents these four cells. The remaining 1, 
corresponding to minterm m), is best covered by the term XIX2, obtained by combining the 
two cells in the right-most column. The complete realization of f is 

f = X3 +XIX2 

It is also possible to have a group of eight Is in a three-variable map. This is the trivial 
case where f = 1 for all valuations of input variables; in other words, f is equal to the con
stant 1. 

The Karnaugh map provides a simple mechanism for generating the product terms that 
should be used to implement a given function. A product term must include only those 
variables that have the same value for all cells in the group represented by this term. If the 
variable is equal to 1 in the group, it appears uncomplemented in the product term; if it is 
~qual to 0, it appears complemented. Each variable that is sometimes 1 and sometimes 0 
In the group does not appear in the product term. 

Four· Variable Map 

A four-variable map is constructed by placing 2 three-variable maps together to create 
four rows in the same fashion as we used 2 two-variable maps to form the four columns in a 
three-variable map. Figure 4.6 shows the structure of the four-variable map and the location 
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x X 1 2 
4 00 01 11 10 

00 mO m 4 mI2 m8 

01 m1 m5 m13 m9 

11 m3 m7 mI5 ml1 

10 m2 m6 mI4 mlO 

Figure 4.6 A four-variable Karnaugh map. 

of minterms. We have included in this figure another frequently used way of designating 
the rows and columns. As shown in blue, it is sufficient to indicate the rows and columns 
for which a given variable is equal to 1. Thus XI = 1 for the two right-most columns, 
X2 = 1 for the two middle columns, X3 = 1 for the bottom two rows, and X4 = 1 for the 
two middle rows. 

Figure 4.7 gives four examples of four-variable functions. The function II has a group 
of four 1 s in adjacent cells in the bottom two rows, for which X2 = 0 and X3 = I-they 
are represented by the product term X2X3. This leaves the two Is in the second row to 
be covered, which can be accomplished with the term XIX3X4. Hence the minimum-cost 
ilJlplementation of the function is 

~~ 
The function h includes a group of eight Is that can be implemented by a single term, X3. 

Again, the reader should note that if the remaining two 1 s were implemented separately, 
the result would be the product term XIX3X4. Implementing these 1 s as a part of a group of 
four Is, as shown in the figure, gives the less expensive product term XIX4. 

Just as the left and the right edges of the map are adjacent in terms of the assignment 
of the variables, so are the top and the bottom edges. Indeed, the four corners of the map 
are adjacent to each other and thus can form a group of four 1 s, which may be implemented 
by the product term X2X4. This case is depicted by the function 13. In addition to this group 
of Is, there are four other Is that must be covered to implement 13- This can be done as 
shown in the figure. 

In all examples that we have considered so far, a unique solution exists that leads to 
a minimum-cost circuit. The function 14 provides an example where there is some choice. 
The groups of four 1 s in the top-left and bottom-right comers of the map are realized by the 
terms XIX3 andxIx3, respectively_ This leaves the two Is that correspond to the terrnxlx2x3-
But these two Is can be realized more economically by treating them as a part of a group 
of four Is. They can be included in two different groups of four, as shown in the figure. 
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x2x3 
L ~ 
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Figure 4.7 Examples of four-variable Karnaugh maps. 

One choice leads to the product tenn XIX2, and the other leads to X2X3. Both of these tenns 
have the same cost; hence it does not matter which one is chosen in the final circuit. Note 
that the complement of X3 in the tenn X2X3 does not imply an increased cost in comparison 
with XIX.?, because this complement must be generated anyway to produce the term XtX3, 

which is included in the implementation. 

Five-Variable Map 

We can use 2 four-variable maps to construct a five-variable map. It is easy to imagine 
a structure where one map is directly behind the other, and they are distinguished by Xs = 0 
for one map and Xs = I for the other map. Since such a structure is awkward to draw, we 
c~n Simply place the two maps side by side as shown in Figure 4.8. For the logic function 
gIVen in this example, two groups of four 1 s appear in the same place in both four-variable 
maps; hence their realization does not depend on the value of Xs. The same is true for the 
two groups of two 1 s in the second row. The 1 in the top-ri.ght comer appears only in the 
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x X 1 2 X X 1 2 
4 00 01 11 10 

x3x4 00 01 11 10 

00 00 1 

01 (1 1 01 (1 l' .) 

...... 1 ..... 11 1 1 11 1 

10 1 1 10 1 1 

Xs = 0 Xs = 1 

1 
I I I I I I 

Figure 4.8 A five-variable Karnaugh map. 

right map, where Xs = 1; it is a part of the group of two Is realized by the term XIX2X3X5. 

Note that in this map we left blank those cells for which f = 0, to make the figure more 
readable. We will do likewise in a number of maps that follow. 

Using a five-variable map is obviously more awkward than using maps with fewer 
variables. Extending the Karnaugh map concept to more variables is not useful from 
the practical point of view. This is not troublesome, because practical synthesis of logic 
functions is done with CAD tools that perform the necessary minimization automatically. 
Although Karnaugh maps are occasionally useful for designing small logic circuits, our main 
reason for introducing the Karnaugh maps is to provide a simple vehicle for illustrating the 
ideas-involved in the minimization process. 

4.2 STRATEGY FOR MINIMIZATION 

For the examples in the preceding section, we used an intuitive approach to decide how the Is 
in a Karnaugh map should be grouped together to obtain the minimum-cost implementation 
of a given function. Our intuitive strategy was to find as few as possible and as large as 
possible groups of 1 s that cover all cases where the function has a value of 1. Each group 
of 1 s has to comprise cells that can be represented by a single product term. The larger 
the group of 1 s, the fewer the number of variables in the corresponding product term. This 
approach worked well because the Karnaugh maps in our examples were small. For larger 
logic functions, which have many variables, such intuitive approach is unsuitable. Instead, 
we must have an organized method for deriving a minimum-cost implementation. In this 
section we will introduce a possible method, which is similar to the techniques that are 
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automated in CAD tools. To illustrate the main ideas, we will use Karnaugh maps. Later, 
in section 4.8, we will describe a different way of representing logic functions, which is 
used in CAD tools. 

4.2.1 TERMINOLOGY 

A huge amount of research work has gone into the development of techniques for synthesis 
of logic functions. The results of this research have been published in numerous papers. 
To facilitate the presentation of the results, certain terminology has evolved that avoids 
the need for using highly descriptive phrases. We define some of this terminology in the 
following paragraphs because it is useful for describing the minimization process. 

Literal 

A given product term consists of some number of variables, each of which may appear 
either in uncomplemented or complemented form. Each appearance of a variable, either 
uncomplemented Of complemented, is called a literal. For example, the product termxIX2x3 

has three literals, and the term XIX3X4X6 has four literals. 

ImpJicant 

A product term that indicates the input valuation(s) for which a given function is equal 
to 1 is called an implicant of the function. The most basic implicants are the minterms, 
which we introduced in section 2.6.1. For an n-variable function, a minterm is an implicant 
that consists of n literals. 

Consider the three-variable function in Figure 4.9. There are 11 possibleimplicants for 
this function. This includes the five minterms: XIX2X3, XIX2X3, XIX2X}, XIX2X3, and XIX2X3. 
Then there are the implicants that correspond to all possible pairs of minterms that can be 
combined, namely, XIX2 (mu and mj), XIX3 (rna and m2), XlX3 (ml and m3), XlX2 (m2 and m3), 
and X2X3 (m3 and m7). Finally, there is one implicant that covers a group of four minterms, 
which consists of a single literal Xl. 

00 01 11 10 

o 1 1 

1 

Figure 4.9 

o ° 
o 

Three-variable function j(Xl, X2, X3) = 
Lm(O, 1,2,3,7). 
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Prime Implicant 

An implicant is called a prime implicant if it cannot be combined into another implicant 
that has fewer literals. Another way of stating this definition is to say that it is impossible 
to delete any literal in a prime implicant and still have a valid implicant. 

In Figure 4.9 there are two prime implicants: Xl and X2X3. It is not possible to delete 
a literal in either of them. Doing so for Xl would make it disappear. For X2X3, deleting 
a literal would leave either X2 or X3. But X2 is not an implicant because it includes the 
valuation (Xl, x2, X3) = 110 for which f = 0, and X3 is not an implicant because it includes 
(Xl, X2, X3) = 101 for which f = O. 

Cover 
A collection of implicants that account for all valuations for which a given function is 

equal to 1 is called a cover of that function. A number of different covers exist for most 
functions. Obviously, a set of all minterms for which f = 1 is a cover. It is also apparent 
that a set of all prime implicants is a cover. 

A cover defines a particular implementation of the function. In Figure 4.9 a Cover 
consisting of minterms leads to the expression 

Another valid cover is given by the expression 

The cover comprising the prime implicants is 

While all of these expressions represent the function f correctly, the cover consisting of 
pijme implicants leads to the lowest-cost implementation. 
~ 

Cost 
In Chapter 2 we suggested that a good indication of the cost of a logic circuit is the 

number of gates plus the total number of inputs to all gates in the circuit. We will use this 
definition of cost throughout the book. But we will assume that primary inputs, namely, 
the input variables, are available in both true and complemented forms at zero cost. Thus 
the expression 

f = XIX2 + X3X 4 

has a cost of nine because it can be implemented using two AND gates and one OR gate, 
with six inputs to the AND and OR gates. 

If an inversion is needed inside a circuit, then the corresponding NOT gate and its input 
are included in the cost. For example, the expression 

is implemented using two AND gates, two OR gates, and one NOT gate to complement 
(XIX2 + X3), with nine inputs. Hence the total cost is 14 . 
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2 2 MINIMIZATION PROCEDURE 4. · 
We have seen that it is possible to implement a given logic function with various circuits. 
These circuits may have different structures and different costs. When designing a logic 
circuit, there are usually certain criteria that must be met. One such criterion is likely to 
be the cost of the circuit, which we considered in the previous discussion. In general, the 
larger the circuit, the more important the cost issue becomes. In this section we will assume 
that the main objective is to obtain a minimum-cost circuit. 

Having said that cost is the primary concern, we should note that other optimization 
criteria may be more appropriate in some cases. For instance, in Chapter 3 we described 
several types of programmable-logic devices (PLDs) that have a predefined basic structure 
and can be programmed to realize a variety of different circuits. For such devices the main 
objective is to design a particular circuit so that it will fit into the target device. Whether or 
not this circuit has the minimum cost is not important if it can be realized successfully on the 
device. A CAD tool intended for design with a specific device in mind will automatically 
perfonn optimizations that are suitable for that device. We will show in section 4.6 that the 
way in \\ hich a circuit should be optimized may be different for different types of devices. 

In the previous subsection we concluded that the lowest-cost implementation is 
achieved when the cover of a given function consists of prime implicants. The ques
tion then is how to determine the minimum-cost subset of prime implicants that will cover 
the function. Some prime implicants may have to be included in the cover, while for others 
there may be a choice. If a prime implicant includes a minterm for which f = 1 that is not 
included in any other prime implicant, then it must be included in the cover and is called an 
essential prime implicant. In the example in Figure 4.9, both prime implicants are essential. 
The term X2X3 is the only prime implicant that covers the mintenn m7, and.xI is the only 
one that covers the mintenns mo, mh and m2. Notice that the mintenn 1113 is covered by 
both of these prime implicants. The minimum-cost realization of the function is 

We will now present several examples in which there is a choice as to which prime 
implicants to include in the final cover. Consider the four-variable function in Figure 4.10. 
There are five prime implicants: XIX3, X2X3, X3X4, X]X2X4, and X2X3X4. The essential ones 
(highlighted in blue) arex2x3 (because ofm]\), X3X4 (because of mI4), andx2x3x4 (because of 
m13). They must be included in the cover. These three prime implicants cover all mintenns 
for which f = 1 except m7. It is clear that m7 can be covered by either XIX3 or X\X2X4. 

Because XIX3 has a lower cost, it is chosen for the cover. Therefore, the minimum-cost 
realization is 

From the preceding discussion, the process of finding a minimum-cost circuit involves 
the following steps: 

l. Generate all prime implicants for the given function f. 
2. Find the set of essential prime implicants. 
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Figure 4.10 
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Four-variable function I(X1, ... , X4) = 
L m(2, 3, 5, 6, 7, 10, II. 13, 14). 

3. If the set of essential prime implicants covers all valuations for which f = I, then 
this set is the desired cover of f. Otherwise, determine the nonessential prime 
implicants that should be added to form a complete minimum-cost cover. t 

The choice of nonessential prime implicants to be included in the cover is governed by the 
cost considerations. This choice is often not obvious. Indeed, for large functions there may 
exist many possibilities, and some heuristic approach (i.e., an approach that considers only 
a subset of possibilities but gives good results most of the time) has to be used. One such 
a~pr: ach is to arbitrarily select one nonessential prime implicant and include it in the cover 
a then determine the rest of the cover. Next, another cover is determined assuming that 
th s prime implicant is not in the cover. The costs of the resulting covers are compared, and 
the less-expensive cover is chosen for implementation. 

We can illustrate the process by using the function in Figure 4.11. Of the six prime 
implicants, only X3X4 is essential. Consider next XIX2X3 and assume first that it will be 
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Figure 4.11 
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The fuoction I(x], ... , X4) = 
L m(O, 4,8, 10, 11, 12, 13, 15). 
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. eluded in the cover. Then the remaining three minterms, mlO, mil, and mI5, will require 
~~o more prime implicants to be included in the cover. A possible implementation is 

f = X3X4 + XI X2X 3 + XIX3X4 + XIX2X3 

The second possibility is that XIXZX3 is not included in the cover. Then XIX2X4 becomes 
essential because there is no other way of covering ml3. Because XIX2X4 also covers mIS, 

only InJO and mll remain to be covered, which can be achieved with XIXZX3. Therefore, the 
alternative implementation is 

Clearly. this implementation is a better choice. 
Sometimes there may not be any essential prime implicants at all. An example is given 

in Figure 4.12. Choosing any of the prime implicants and first including it, then excluding 
it from the cover leads to two alternatives of equal cost. One includes the prime implicants 
indicated in black, which yields 

The other includes the prime implicants indicated in blue, which yields 

This procedure can be used to find minimum-cost implementations of both small and 
large logic functions. For our small examples it was convenient to use Karnaugh maps 
to determine the prime implicants of a function and then choose the final cover. Other 
techniques based on the same principles are much more suitable for use in CAD tools; we 
will introduce such techniques in sections 4.9 and 4.10. 

The previous examples have been based on the sum-of-products form. We will next 
illustrate that the same concepts apply for the product-of-sums form. 
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Figure 4.12 
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The function f (Xl, ... ,X4) = 
L 111(0,2,4,5,10,11, 13, 15). 
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4.3 MINIMIZATION OF PRODUCT-OF-SUMS FORMS 

Now that we know how to find the minimum-cost sum-of-products (SOP) implementations 
offunctions, we can use the same techniques and the principle of duality to obtain minimum_ 
cost product-of-sums (POS) implementations. In this case it is the maxterms for which 
f = 0 that have to be combined into sum terms that are as large as possible. Again, a sum 
term is considered larger if it covers more maxterms, and the larger the term, the less costly 
it is to implement. 

Figure 4.13 depicts the same function as Figure 4.9 depicts. There are three maxterms 
that must be covered: M4 , Ms, and M6. They can be covered by two sum terms shown in 
the figure, leading to the following implementation: 

A circuit corresponding to this expression has two OR gates and one AND gate, with two 
inputs for each gate. Its cost is greater than the cost of the equivalent SOP implementation 
derived in Figure 4.9, which requires only one OR gate and one AND gate. 

The function from Figure 4.10 is reproduced in Figure 4.14. The maxterms for which 
f = 0 can be covered as shown, leading to the expression 

This expression represents a circuit with three OR gates and one AND gate. Two of the 
OR gates have two inputs, and the third has four inputs; the AND gate has three inputs. 
Assuming that both the complemented and uncomplemented versions of the input variables 
Xl to X4 are available at no extra cost, the cost of this circuit is 15. This compares favorably 
with the SOP implementation derived from Figure 4.10, which requires five gates and 13 
inputs at a total cost of 18. 

In general, as we already know from section 2.6.1, the SOP and POS implementations 
of a given function mayor may not entail the same cost. The reader is encouraged to find 
the POS implementations for the functions in Figures 4.11 and 4.12 and compare the costs 
with the SOP forms. 

We have shown how to obtain minimum-cost POS implementations by finding the 
largest sum terms that cover all maxterms for which f = O. Another way of obtaining 

Figure 4.13 POS minimization of j(x]. X2. X3) = DM (4,5,6). 
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POS minimization of f (Xl, ... , X4) = 
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the same result is by finding a minimum-cost SOP implementation of the complement of 
f. Then we can apply D~Morgan's theorem to this expression to obtain the simplest POS 

realization because f = f. For example, the simplest SOP implementation off in Figure 
4.13 is 

Complementing this expression using DeMorgan's theorem yields 

which is the same result as obtained above. 
U sing this approach for the function in Figure 4.14 gives 

Complementing this expression produces 

which matches the previously derived implementation. 
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4.4 INCOMPLETELY SPECIFIED FUNCTIONS 

In digital systems it often happens that certain input conditions can never occur. For 
example, suppose that Xl and X2 control two interlocked switches such that both switches 
cannot be closed at the same time. Thus the only three possible states of the switches 
are that both switches are open or that one switch is open and the other switch is closed. 
Namely, the input valuations (XI, X2) = 00, 01, and 10 are possible, but 11 is guaranteed 
not to occur. Then we say that (Xl, X2) = 11 is a don 'f-care condition, meaning that a circuit 
with Xl and X2 as inputs can be designed by ignoring this condition. A function that has 
don't-care condition(s) is said to be incompletely specified. 

Don't-care conditions, or don 'f-cares for short, can be used to advantage in the design 
oflogic circuits. Since these input valuations will never occur, the designer may assume that 
the function value for these valuations is either 1 or 0, whichever is more useful in trying 
to find a minimum-cost implementation. Figure 4.15 illustrates this idea. The required 
function has a value of 1 for minterms m:., m4, ms, m6, and mIll. Assuming the above
mentioned interlocked switches, the Xl and X2 inputs will never be equal to I at the same 
time; hence the mintenns m12, m13, m14, and ml5 can all be used as don't-cares. The don't-

x x 1 2 
4 00 01 11 10 

00 0 1 d 0 

01 0 1 d 0 

11 0 0 d 0 

10 (t 1 d I} r--

(a) SOP implementation 

x x 1 2 
4 00 01 1 1 10 

00 0 1 d 0 

01 0 1 d 0 

11 (0 0 d o} ""'-

10 1 1 d 1 

(b) POS implementation 

Figure 4.15 Two implementations of the function f (Xl, ... ,X4) ;::: 

Lm(2, 4, 5, 6,10) + D( 12,13,14,15), 
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cares are denoted by the letter d in the map. Using the shorthand notation, the function f 
is specified as 

f (Xl, ... ,X4) = ~ m(2, 4, 5,6, 10) + D(12, 13, 14, 15) 

where D is the set of don't-cares. 
Part (a) of the figure indicates the best sum-of-products implementation. To form 

the largest possible groups of Is, thus generating the lowest-cost prime implicants, it is 
necessary to assume that the don't-cares D 12 , D l3 , and D14 (corresponding to minterms 
m12, ml3, and m14) have the value of 1 while Di5 has the value of O. Then there are only 
two prime implicants, which provide a complete cover of f. The resulting implementation 

is 

Part (b) shows how the best product-of-sums implementation can be obtained. The 
same values are assumed for the don't cares. The result is 

The freedom in choosing the value of don't-cares leads to greatly simplified realizations. If 
we were to naively exclude the don't-cares from the synthesis of the function, by assuming 
that they always have a value of 0, the resulting SOP expression would be 

and the POS expression would be 

Both of these expressions have higher costs than the expressions obtained with a more 
appropriate assignment of values to don't-cares. 

Although don't-care values can be assigned arbitrarily, an arbitrary assignment may 
not lead to a minimum-cost implementation of a given function. If there are k don't-cares, 
then there are 2k possible ways of assigning ° or 1 values to them. In the Karnaugh map 
we can usually see how best to do this assignment to find the simplest implementation. 

In the example above, we chose the don't-cares D 12 , D 13 , and DI4 to be equal to I and 
DIS equal to ° for both the SOP and POS implementations. Thus the derived expressions 
represent the same function, which could also be specifiedasL m(2 ,4,5,6,10,12,13,14). 
ASSigning the same values to the don't-cares for both SOP and POS implementations is not 
always a good choice. Sometimes it may be advantageous to give a particular don't-care 
the value I for SOP implementation and the value 0 for POS implementation, or vice versa. 
In such cases the optimal SOP and POS expressions will represent different functions, 
but these functions will differ only for the valuations that correspond to these don't-cares. 
Example 4.24 in section 4.14 illustrates this possibility. 

Using interlocked switches to illustrate how don't-care conditions can occur in a real 
system may seem to be somewhat contrived. However, 'in Chapters 6, 8, and 9 we will 
~~c?unter many examples of don't-cares that occur in the course of practical design of 

IgUal circuits. 
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4.5 MULTIPLE-OUTPUT CIRCUITS 

In all previous examples we have considered single functions and their circuit implemen. 
tations. In practical digital systems it is necessary to implement a number of functions 
as part of some large logic circuit. Circuits that implement these functions can often be 
combined into a less-expensive single circuit with multiple outputs by sharing some of the 
gates needed in the implementation of individual functions. 

4.1 An example of gate sharing is given in Figure 4.16. Two functions, II and 12, of the same 
variables are to be implemented. The minimum-cost implementations for these functions 

x x 1 2 x x 1 2 
4 00 01 11 10 4 00 01 11 10 

00 1 1 00 1 1 

01 ( 1 I) 1 01 1 1 

11 1 1 11 1 (1 1) 

10 1 1 10 1 1 

(a) Function f 1 (b) Function f 2 

(c) Combined circuit for f 1 and f 2 

Figure 4.16 An example of multiple-output synthesis. 
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are obtained as shown in parts (a) and (b) of the figure. This results in the expressions 

11 = XlX3 + XI X 3 + X2X3X4 

h = XlX3 + XlX3 + X2 X3X4 

The cost of II is four gates and 10 inputs, for a total of 14. The cost of h is the same. Thus 
the total cost is 28 if both functions are implemented by separate circuits. A less-expensive 
realization is possible if the two circuits are combined into a single circuit with two outputs. 
Because the first two product terms are identical in both expressions, the AND gates that 
implement them need not be duplicated. The combined circuit is shown in Figure 4.l6c. 
Its cost is six gates and 16 inputs, for a total of 22. 

In this example we reduced the overall cost by finding minimum-cost realizations of 11 
and h and then sharing the gates that implement the common product terms. This strategy 
does not necessarily always work the best, as the next example shows. 

Figure 4.17 shows two functions to be implemented by a single circuit. Minimum-cost E 
realizations of the individual functions hand I4 are obtained from parts (a) and (b) of the 
figure. 

13 = XIX4 + X2 X4 + XlX2 X3 

14 = Xt X4 + X2X4 + Xt X2X3X4 

None of the AND gates can be shared, which means that the cost of th~ combined circuit 
would be six AND gates, two OR gates, and 21 inputs, for a total of 29. 

But several alternative realizations are possible. Instead of deriving the expressions for 
/3 and /4 using only prime implicants, we can look for other implicants that may be shared 
advantageously in the combined realization of the functions. Figure 4.l7c shows the best 
choice of implicants, which yields the realization 

/3 = XlX2 X4 + XlX2X 3X 4 + XlX4 

14 = Xt X 2X4 + XlX2X 3X4 + X2X4 

The first two implicants are identical in both expressions. The resulting circuit is given in 
Figure 4.17 d. It has the cost of six gates and 17 inputs, for a total of 23. 

In Example 4.1 we sought the best SOP implementation for the functions II and h in E 
Figure 4.16. We will now consider the POS implementation of the same functions. The 
minimum-cost POS expressions for II and h are 

11 = (Xl + X3)(XI + X2 + X3)(Xl + X3 + X4) 

h = (Xl + X3)(XI + X2 + X3)(XI t X3 + X4) 
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(d) Combined circuit for 13 and 14 

Figure 4.17 Another example of multiple~output synthesis. 
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4.6 MULTILEVEL SYNTHESIS 

There are no common sum terms in these expressions that could be shared in the imple-
entation. Moreover, from the Karnaugh maps in Figure 4.16, it is apparent that there is r: sum tefm (covering the cells where 11 = fz = 0) that can be profitably used in realizing 

~oth 11 and,h. Thus the best choice is to implement each function separately, according to 
the preceding expressions. Each function requires three OR gates, one AND gate, and 11 
inputs. Therefore,. the total cost of the .cir~uit tha~ im~lements both functions is 30. This 
realization is costher than the SOP reahzatIOn den ved m Example 4.1. 

consider now the POS realization of the functions 13 and 14 in Figure 4.17. The minimum
cost POS expressions for 13 and 14 are 

13 = (X3 + X4)(X2 + X4)(XI + X4)(XI + X2) 

14 = (X3 + X4)(X2 + X4)(Xl + X4)(Xl + X2 + X4) 

The first three sum terms are the same in both 13 and f4; they can be shared in a combined 
circuit. These terms require three OR gates and six inputs. In addition, one 2-input OR 
gate and one 4-input AND gate are needed for /3, and one 3-input OR gate and one 4-input 
AND gate are needed for 14. Thus the combined circuit comprises five OR gates, two AND 
gates, and 19 inputs, for a total cost of 26. This cost is slightly higher than the cost of the 
circuit derived in Example 4.2. 

These examples show that the complexities of the best SOP or POS implementations 
of given functions may be quite different. For the functions in Figures 4.16 and 4.17, the 
SOP form gives better results. But if we are interested in implementing the complements 
of the four functions in these figures, then the POS form would be less costly. 

Sophisticated CAD tools used to synthesize logic functions will automatically perform 
the types of optimizations illustrated in the preceding examples. 

4.6 MULTILEVEL SYNTHESIS 

In the preceding sections our objective was to find a minimum-cost sum-of-products or 
Product-of-sums realization of a given logic function. Logic circuits of this type have two 
leVels (stages) of gates. In the sum-of-products form, the first level comprises AND gates 
that are connected to a second-level OR gate. In the product-of-sums form, the first-level OR 
gates feed the second-level AND gate. We have assumed that both true and complemented 
versions of the input variables are available so that NOT gates are not needed to complement 
the variables. 

h A two-level realization is usually efficient for functions of a few variables. However, as 
t e number of inputs increases, a two-level circuit may r~sult in fan-in problems. Whether 
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(from interconnection wires) 

xl X2 X3 X4 Xs X6 x7 unused 

Part of a PAL-like block 

f 

• 

Figure 4.18 Implementation in a CPLD. 

j.' ., 
or not this is an issue depends on the type of technology that is used to implement the circuit 

For example, consider the following function: ., .... ,J, .. ' .. 

t(XI, •.• ,X7) = XIX3 X6 + XIX4XSX6 + X2 X3X7 + X2X4XSX7 

This is a minimum-cost SOP expression. Now consider implementing f in two types of 
PLDs: a CPLD and an FPGA. Figure 4.18 shows a part of one of the PAL-like blocks from 
Figure 3.33. The figure indicates in blue the circuitry used to realize the function f. Clearly, 
the SOP form of the function is well suited to the chip architecture of the CPLD. 

Next, consider implementing f in an FPGA. For this example we will use the FPGA 
shown in Figure 3.39, which contains two-input LUTs. Since the SOP expression for f 
requires three- and four-input AND operations and a four-input OR, it cannot be directly 
implemented in this FPGA. The problem is that the fan-in required to implement the function 
is too high for our target chip architecture. 

To solve the fan-in problem, f must be expressed in a form that has more than two levels 
of logic operations. Such a form is called a multilevel logic expression. There are several 
different approaches for synthesis of multilevel circuits. We will discuss two important 
techniques known as factoring and functional decomposition. 

4.6. 1 FACTORING 

The distributive property in section 2.5 allows us to factor the preceding expression for f 
as follows 

f = XIX6(X3 + X4XS) + X2X7(X3 + X4XS) 

= (XIX6 + X2 X7 )(X3 + X4XS) 
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Figure 4.19 Implementation in an FPGA. 

The corresponding circuit has a maximum fan-in of two; hence it can be realized using 
two-input LUTs. Figure 4.19 gives a possible implementation using the FPGA from Figure 
3.39. Note that a two-variable function that has to be realized by each LUT is indicated in 
the box that represents the LUT. 

Fan-in Problem 

In the preceding example, the fan-in restrictions were caused by the fixed structure 
of the FPGA, where each LUT has only two inputs. However, even when the target chip 
architecture is not fixed, the fan-in may still be an issue. To illustrate this situation, let us 
consider the implementation of a circuit in a custom chip. Recall that custom chips usually 
contain a large number of gates. If the chip is fabricated using CMOS technology, then 
there will be fan-in limitations as discussed in section 3.8.8. In this technology the number 
of inputs to a logic gate should be small. For instance, we may wish to limit the number 
?f inputs to an AND gate to be less than five. Under this restriction, if a logic expression 
~ncludes a seven-input product term, we would have to use 2 four-input AND gates, as 
Indicated in Figure 4.20. 

Factoring can be used to deal with the fan-in problem. Suppose again that the available 
gates have a maximum fan-in of four and that we want to realize the function 

. 
f = XIX2X3X4X 5X6 + XIX2X3X4X5X6 
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7 inputs 

Figure 4.20 Using four-input AND gates to realize a 
seven-input product term. 

Figure 4.21 A factored circuit. 

This is a minimal sum-of-products expression. Using the approach of Figure 4.20, we will 
need four AND gates and one OR gate to implement this expression. A better solution is to 

factor the expression as fOllOWS.:_ ...... . 

f = XIX4X6(X2X 3X 5 + X2X 3XS) , 

Then three AND gates and one OR gate suffice for realization of the required function. t ... 
shown in Figure 4.21. . 

, . 

• 5 In practical situations a designer of logic circuits often encounters specifications that natu
rally lead to an initial design where the logic expressions are in a factored form. Suppose 
we need a circuit that meets the following requirements. There are four inputs: Xl, X2, X3, 

and X4. An output, /1, must have the value 1 if at least one of the inputs Xl and X2 is equal 
to 1 and both X3 and X4 are equal to 1; it must also be 1 if Xl = X2 = 0 and either X3 Of X4 

is 1. In all other cases /i = O. A different output, 12, is to be equal to 1 in all cases except 
when both Xl and X2 are equal to 0 or when both X3 and X4 are equal to O. 
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Figure 4.22 Circuit for Example 4.5. 

From this specification, the function II can be expressed as 

This expression can be simplified to 

11 = X3 X4 + XIX2 (X3 + X4) 

which the reader can verify by using a Karnaugh map. 
The second function, 12, is most easily defined in terms of its complement, such that 

12 =XI X 2 +X3X 4 

Then using DeMorgan's theorem gives 

which is the minimum-cost expression for 12; the cost increases significantly if the SOP 
form is used. 

Because our objective is to design the lowest-cost combined circuit that implements 11 
and 12, it seems that the best result can be achieved if we use the factored forms for both 
functions, in which case the sum term (X3 + X4) can be shared. Moreover, observing that 
Xj X2 = XI + X2, the sum term (Xl + X2) can also be shared if we express II in the form 

11 = X3 X4 + Xl + X2(X3 + X4) 

Then the combined circuit, shown in Figure 4.22, comprises three OR gates, three AND 
gates, one NOT gate, and 13 inputs, for a total of 20. 

Impact on Wiring Complexity 

The space on integrated circuit chips is occupied by the circuitry that implements logic 
gates and by the wires needed to make connections among the gates. The amount of space 
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needed for wiring is a substantial portion of the chip area. Therefore, it is useful to keep 
the wiring complexity as low as possible. 

In a logic expression each literal corresponds to a wire in the circuit that carries the 
desired logic signal. Since factoring usually reduces the number of literals, it provides a 
powerful mechanism for reducing the wiring complexity in a logic circuit. In the synthesis 
process the CAD tools consider many different issues, including the cost of the circuit, the 
fan-in, and the wiring complexity. 

4.6.2 FUNCTIONAL DECOMPOSITION 

In the preceding examples, which illustrated the factoring approach, multilevel circuits 
were used to deal with fan-in limitations. However, such circuits may be preferable to 
their two-level equivalents even if fan-in is not a problem. In some cases the multilevel 
circuits may reduce the cost of implementation. On the other hand, they usually imply 
longer propagation delays, because they use multiple stages of logic gates. We will explore 
these issues by means of illustrative examples. 

Complexity of a logic circuit, in terms of wiring and logic gates, can often be reduced by 
decomposing a two-level circuit into subcircuits, where one or more subcircuits implement 
functions that may be used in several places to construct the final circuit. To achieve this 
objective, a two-level logic expression is replaced by two or more new expressions, which 
are then combined to define a multilevel circuit. We can illustrate this idea by a simple 
example. 

, Consider the minimum-cost sum-of-products expression 

J = X,X2 X3 + XIX2 X3 + XIX2 X4 + X,X2 X4 

and assume that the inputs Xl to X4 are available only in their true form. Then the expression 
defines a circuit that has four AND gates, one OR gate, two NOT gates, and 18 inputs 
(wires) to all gates. The fan-in is three for the AND gates and four for the OR gate. The 
reader should observe that in this case we have included the cost of NOT gates needed to 
complement X, and X2, rather than assume that both true and complemented versions of all 
input variables are available, as we had done before. 

Factoring X3 from the first two terms and X4 from the last two terms, this expression 
becomes 

f = (XIX2 + Xt X2)X3 + (X]X2 + XIX2)X4 

Now let g(X1, X2) = X,X2 + XIX2 and observe that 

-- --
= XIX2 . XlX2 

= (Xl + Xz) (Xl + X2) 

= XIX] + XIX2 + X2 X I + X2X2 

= 0 + XIX2 + XIX2"+ 0 

= XIX2 +XIX2 
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Then f can be written as 

which leads to the circuit shown in Figure 4.23. This circuit requires an additional OR gate 
and a NOT gate to invert the value of g. But it needs only 15 inputs. Moreover, the largest 
fan-in has been reduced to two. The cost of this circuit is lower than the cost of its two-level 
equivalent. The trade-off is an increased propagation delay because the circuit has three 
more levels of logic. 

In this example the subfunction g is a function of variables Xl and X2. The subfunction 
is used as an input to the rest of the circuit that completes the realization of the required 
function f. Let h denote the function of this part of the circuit, which depends on only three 
inputs: g, X3, and X4· Then the decomposed realization of f can be expressed algebraically 

as 

The structure of this decomposition can be described in block-diagram form as shown in 
Figure 4.24. 

g 

X2--+-------------L-~ 

Figure 4.23 Logic circuit for Example 4.6 . 

• 
g f--.. 

L....,. 

x3 ~ h f . 
x 4 .. 

Figure 4.24 The structure of decomposition in Example 4.6. 
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While not evident from our first example, functional decomposition can lead to great 
reductions in the complexity and cost of circuits. The reader will get a good indication of 
this benefit from the next example . 

. 7 Figure 4.2Sa defines a five-variable function! in the form of a Karnaugh map. In searching 
for a good decomposition for this function, it is necessary to first identify the variables that 
will he used as inputs to a subfunction. We can get a useful clue from the patterns of Is in 
the map. Note that there are only two distinct patterns in the rows of the map. The second 
and fourth rows have one pattern, highlighted in blue, while the first and second rows have 
the other pattern. Once we specify which row each pattern is in, then the pattern itself 

x x 1 2 x x 1 2 
4 00 01 11 10 4 00 01 11 10 

00 1 00 

01 1 1 1 01 1 1 1 1 

11 1 11 

10 1 1 1 10 1 1 1 1 

xs = 0 Xs = 1 

(a) Karnaugh map for the function f 

g 

(b) Circuit obtained using decomposition 

Figure 4.25 Decomposition for Example 4.7. 
• 
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depends only on the variables that define columns in each row, namely, X], X2, and Xs. Let 
a subfunction g(XI, X2, xs) represent the pattern in rows 2 and 4. This subfunction is just 

g = Xl + X2 +X5 

because the pattern has a 1 wherever any of these variables is equal to 1. To specify 
the location of rows where the pattern g occurs, we use the variables X3 and X4. The 
termS X3X4 and X3 X4 identify the second and fourth rows, respectively. Thus the expression 
(X3 X4 + X3 X4) • g represents the part of f that is defined in rows 2 and 4. 

Next, we have to find a realization for the pattern in rows I and 3. This pattern has a 1 
only in the cell where Xl = X2 = Xs = 0, which corresponds to the term XIX2XS. But we can 
make a useful observation that this term is just a complement of g. The location of rows 1 
and 3 is identified by terms X3X4 and X3X4, respectively. Thus the expression (X3 X4 +X3X4)' g 
represents f in rows 1 and 3. 

We can make one other useful observation. The expressions (X3X4 + X3X4) and (X3X4 + 

X3 X4) are complements of each other, as shown in Example 4.6. Therefore, if we let 
k(X3, X4) = X3 X4 + X3 X4, the complete decomposition of f can be stated as 

where 

f(x], X2, X3, X4, xs) = h[g(xl, X2, xs), k(x3, X4)] 

= kg + kg 

g = XI +X2 +xs 

k = X3X4 + X3X4 

The resulting circuit is given in Figure 4.25b. It requires a total of 11 gates and 19 inputs. 
The largest fan- in is three. 

For comparison, a minimum-cost sum-of-products expression for f is 

f = XI X3X4 + X\X3 X4 + X2 X3X4 + X2 X3X4 + X3 X4X5 + X3 X4XS + XIX2 X3X4XS + XIX2X3X4X5 

The corresponding circuit requires a total of 14 gates (including the five NOT gates to 
complement the primary inputs) and 41 inputs. The fan-in for the output OR gate is eight. 
Obviously, functional decomposition results in a much simpler implementation of this 
function. 

In both of the preceding examples, the decomposition is such that a decomposed sub
function depends on some primary input variables, whereas the remainder of the imple
mentation depends on the rest of the variables. Such decompositions are called disjoint 
decompositions in the technical literature. It is possible to have a non-disjoint decomposi
tion, where the variables of the subfunction are also used in realizing the remainder of the 
circuit. The following example illustrates this possibility. 

Exclusive-OR (XOR) is a very useful function. In section 3.9.1 we showed how it can be 
realized using a special circuit. It can also be realized using AND and OR gates as shown 
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Xl----~----------~ 

X2--+------------1~~ 

(a) Sum-of-products implementation 

Xl----~------------r-~ 

X2--+-----------------1-__ ~ 

(b) NAND gate implementation 

~ 
I 

g 

X2--+-----------1L __ ~ 

(c) Optimal NAND gate implementation 

Figure 4.26 Implementation of XOR. 

in Figure 4.26a. In section 2.7 we explained how any AND-OR circuit can be realized as 
a NAND-NAND circuit that has the same structure. 

Let us now try to exploit functional decomposition to find a better implementation of 
XOR using only NAND gates. Let the symbol t represent the NAND operation so that 

Xl t X2 = Xl - X2- A sum-of -products expression for the XOR function is t I" 
Xl EB X2 = XIX2 + XIX2 
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From the discussion in section 2.7, this expression can be written in terms of NAND 

operati ons as 

This expression requires five NAND gates, and it is implemented by the circuit in Figure 
4.26b. Observe that an inverter is implemented using a two-input NAND gate by tying the 
tWO inputs together. 

To find a decomposition, we can manipulate the tenn (XI t X2) as follows: 

We can perfonn a similar manipulation for (x I t X2) to generate 

DeMorgan's theorem states that XI + X2 = Xl t X2; hence we can write 

Now we have a decomposition 

g = XI t X2 

The corresponding circuit, which requires only four NAND gates, is given in Figure 4.26c. 

Practical Issues 

Functional decomposition is a powerful technique for reducing the complexity of cir
cuits. It can also be used to implement general logic functions in circuits that have built-in 
constraints. For example, in programmable logic devices (PLDs) that were introduced in 
Chapter 3 it is necessary to "fit" a desired logic circuit into logic blocks that are available 
on these devices. The available blocks are a target for decomposed subfunctions that may 
be used to realize larger functions. 

A big problem in functional decomposition is finding the possible subfunctions. For 
functions of many variables, an enormous number of possibilities should be tried. This 
situation precludes attempts at finding optimal solutions. Instead, heuristic approaches that 
lead to acceptable solutions are used. 

Full discussion of functional decomposition and factoring is beyond the scope of this 
hook. An interested reader may consult other references [2-5]. Modem CAD tools use the 
concept of decomposition extensively. 

4.6.3 MULTILEVEL NAND AND NOR CIRCUITS 

In ~ection 2.7 we showed that two-level circuits consisting of AND and OR gates can be 
eaSIly converted into circuits that can be realized with NAND and NOR gates, using the 
same gate arrangement. In particular, an AND-OR (sum-of-products) circuit can be realized 
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as a NAND-NAND circuit, while an OR-AND (product-of-sums) circuit becomes a NOR
NOR circuit. The same conversion approach can be used for multilevel circuits. We will 
illustrate this approach by an example. 

4.9 Figure 4.27a gives a four-level circuit consisting of AND and OR gates. Let us first derive 
a functionally equivalent circuit that comprises only NAND gates. Each AND gate is 
converted to a NAND by inverting its output. Each OR gate is converted to a NAND by 
inverting its inputs. This is just an application of DeMorgan's theorem, as illustrated in 
Figure 2.21a. Figure 4.27h shows the necessary inversions in blue. Note that an inversion is 
applied at both ends of a given wire. Now each gate becomes a NAND gate. This accounts 
for most of the inversions added to the original circuit. But, there are still four inversions 
that are not a part of any gate~ therefore, they must be implemented separately. These 
inversions are at inputs XI, X5, X6, and X7 and at the output f. They can be implemented as 
two-input NAND gates, where the inputs are tied together. The resulting circuit is shown 
in Figure 4.27c. 

196 

A similar approach can be used to convert the circuit in Figure 4.27a into a circuit that 
comprises only NOR gates. An OR gate is converted to a NOR gate by inverting its output. 
AnAND becomes a NOR if its inputs are inverted, as indicated in Figure 2.21h. Using this 
approach, the inversions needed for our sample circuit are shown in blue in Figure 4.28a. 
Then each gate becomes a NOR gate. The three inversions at inputs X2, X3, and X4 can be 
realized as two-input NOR gates, where the inputs are tied together. The resulting circuit 
is presented in Figure 4.28b. 

It is evident that the basic topology of a circuit does not change substantially when 
converting from AND and OR gates to either NAND or NOR gates. However, it may be 
necessary to insert additional gates to serve as NOT gates that implement inversions not 
absorbed as a part of other gates in the circuit. 

/ 

4.7 ANALYSIS OF MULTILEVEL CIRCUITS 

The preceding section showed that it may be advantageous to implement logic functions 
using multilevel circuits. It also presented the most commonly used approaches for syn
thesizing functions in this way. In this section we will consider the task of analyzing an 
existing circuit to determine the function that it implements. 

For two-level circuits the analysis process is simple. If a circuit has an AND-OR 
(NAND-NAND) structure, then its output function can be written in the SOP form by 
inspection. Similarly, it is easy to derive a POS expression for an OR-AND (NOR-NOR) 
circuit. The analysis task is more complicated for multilevel circuits because it is difficult to 

write an expression for the function by inspection. We have to derive the desired expression 
by tracing the circuit and determining its functionality. The tracing can be done either 
starting from the input side and working towards the output, or by starting at the output side 
and working back towards the inputs. At intermediate points in the circuit, it is necessary . 
to evaluate the subfunctions realized by the logic gates. 

~ 
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f 

(a) Circuit with AND and OR gates 

f 

(b) Inversions needed to convert to NANDs 

f 

(c) NAND-gate circuit 

Figure 4.27 Conversion to a NAND-gate circuit. 

197 



l-

C HAP T E R 4 • OPTIMIZED IMPLEMENTATION OF LOGIC FUNCTIONS 

f 

(a) Inversions needed to convert to NORs 

f 

X5 --....{"-' 

x6 ----I&...-_ 

(b) NOR-gate circuit 

Figure 4.28 Conversion to a NOR-gate circuit. 

10 Figure 4.29 replicates the circuit from Figure 4.27a. To determine the function f imple~ 

mented by this circuit, we can consider the functionality at internal points that are the outputs 
of various gates. These points are labeled PI to P5 in the figure. The functions realized at 
these points are 

PI = X2 X 3 

P 2 = X5 +X6 

P3 =Xl +P1 =Xl +X2X3 

• 
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Xl 

P3 
X2 

X3 

X4 f 

Xs 
Ps 

X6 

Figure 4.29 Circuit for Example 4.10. 

P4 = X4Pl = X4(XS + X6) 

Ps = P4 +X7 =X4(XS +X6) +X7 

Then! can be evaluated as 

f =P3PS 

= (Xl + X1X3 )(X4 (xs + X6) + X7) 

Applying the distributive property to eliminate the parentheses gives 

f = XIX4XS + XIX4X6 + XIX7 + X1X3X4XS + X2 X3X4,X6 + X2X3X7 

Note that the expression represents a circuit comprising six AND gates, one OR gate, and 
25 inputs. The cost of this two-level circuit is higher than the cost of the circuit in Figure 
4.29, but the circuit has lower propagation delay. 

In Example 4.7 we derived the circuit in Figure 4.25b. In addition to AND gates and OR 
gates, the circuit has some NOT gates. It is reproduced in Figure 4.30, and the internal 
points are labeled from PI to P lO as shown. The following subfunctions occur 

PI = Xl +Xl +Xs 

Pl =X4 

P3 =X3 

P4 = X3 Pl 

Ps = X4P3 

P6 = P4 +Ps 

P7 =P I 

Pg =P6 
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X3----~----------~--~ 

Figure 4.30 Circuit for Example 4.11. 

P9 = P 1P6 

PlO = P7PS 

We can derive f by tracing the circuit from the output towards the inputs as follows 

f = P9 +PlO 

= P 1P6 + P7Pg ~ 
= (Xl +X2 +X5)(P4 + ei) + P 1P6 

= (Xl + X2 + X5)(X3 P2 + X4 P3) + XIX2X5P 4P5 

= (Xl + X2 + XS)(X3 X4 + X4X3) + XI X2XS (X3 + P 2) (X4 + P3) 

= (XI +X2 +XS)(X3X4 +X3X4) +XIX2XS(X3 +X4)(X4 +X3) 

This is the same expression as stated in Example 4.7. 

12 Circuits based on NAND and NOR gates are slightly more difficult to analyze because each 
gate involves an inversion. Figure 4.31a depicts a simple NAND-gate circuit that illustrates 
the effect of inversions. We can convert this circuit into a circuit with AND and OR gates 
using the reverse of the approach described in Example 4.9. Bubbles that denote inversions 
can be moved, according to DeMorgan's theorem, as indicated in Figure 4.31b. Then the 
circuit can be converted into the circuit in part (c) 8fthe figure, which consists of AND and 
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J...)--- f 

(a) NAND-gate circuit 

Xl ----I 

X2 --~-." 

~--f 

(b) Moving bubbles to convert to ANDs and ORs 

Xl --..... 

X
2 

--""1.. __ 

1---- f 

(c) Circuit with AND and OR gates 

Figure 4.31 Circuit for Example 4.12. 

OR gates. Observe that in the converted circuit, the inputs X3 and Xs are complemented. 
From this circuit the function f is determined as 

f = (XIX2 + X3)X4 + Xs 

= XIX2 X4 + X3X4 +xs 

It is not necessary to convert a NAND circuit iFlto a circuit with AND and OR gates 
to determine its functionality. We can use the approach from Examples 4.10 and 4.11 to 
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derive f as follows. Let PI, P2, and P3 label the internal points as shown in Figure 4.31a. 
Then 

= P2X4 + Xs = P2X4 +xs 

= PIX3X4 +xs = (PI +X3)X4 +Xs 

= (XIX2 + X3)X4 + Xs 

= (XIX2 + X3)X4 + Xs 

13 The circuit in Figure 4.32 consists of NAND and NOR gates. It can be analyzed as follows. 

Figure 4.32 

PI = X2X3 

P2 = XIPI = Xl + PI 

P3 = X3X4'--~ + X4 

P4 = P2 +P3 ) 
f = P 4 + Xs = P 4XS 

Circuit for Example 4.13. 

.. 

f 
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= (P2 + P3)XS 

= (Xl +p] +X3 +X4)XS 

= (Xl + X2 X3 + X3 + X4)XS 

= (Xl + X2 + X3 + X4)XS 

= XIXS + X2XS + X3 XS + X4XS 

Note that in deriving the second to the last line, we used property 16a in section 2.5 to 

simplify X2X3 + X3 into X2 + X3· 
Analysis of circuits is much simpler than synthesis. With a little practice one can 

develop an ability to easily analyze even fairly complex circuits. 

We have now covered a considerable amount of material on synthesis and analysis of 
logic functions. We have used the Karnaugh map as a vehicle for illustrating the concepts 
involved in finding optimal implementations of logic functions. We have also shown that 
logic functions can be realized in a variety of forms, both with two levels of logic and 
with multiple levels. In a modern design environment, logic circuits are synthesized using 
CAD tools, rather than by hand. The concepts that we have discussed in this chapter are 
quite general; they are representative of the strategies implemented in CAD algorithms. 
As we have said before, the Karnaugh map scheme for representing logic functions is not 
appropriate for use in CAD tools. In the next section we discuss an alternative representation 
of logic functions, which is suitable for use in CAD algorithms. 

4.8 CUBICAL REPRESENTATION 

The Kamaugh map is an excellent vehicle for illustrating concepts, and it is even useful for 
manual design if the functions have only a few variables. To deal with larger functions it is 
necessary to have techniques that are algebraic, rather than graphical, which can be applied 
to functions of any number of variables. 

Many algebraic optimization techniques have been developed. We will not pursue these 
techniques in great detail, but we will attempt to provide the reader with an appreciation 
of the tasks involved. This helps in gaining an understanding of what the CAD tools can 
do and what results can be expected from them. The approaches that we will present make 
use of a cubical representation of logic functions. 

4.8.1 CUBES AND HYPERCUBES 

~o far in this book, we have encountered four different forms for representing logic func
tIons: truth tables, algebraic expressions, Venn diagrams, and Kamaugh maps. Another 
possibility is to map a function of n variables onto an n-dimensional cube. 
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Two-Dimensional Cube 

A two-dimensional cube is shown in Figure 4.33. The four corners in the cube are 
called vertices, which correspond to the four rows of a truth table. Each vertex is identified 
by two coordinates. The horizontal coordinate is assumed to correspond to variable Xl, and 
vertical coordinate to X2. Thus vertex 00 is the bottom-left comer, which corresponds to 
row 0 in the truth table. Vertex 01 is the top-left comer, where Xl = 0 and X2 = 1, which 
corresponds to row 1 in the truth table, and so on for the other two vertices. 

We will map a function onto the cube by indicating with blue circles those vertices for 
which f = 1. In Figure 4.33 f = 1 for vertices 01, 10, and 11. We can express the function 
as a set of vertices, using the notation f = {01, 10, ll}. The function f is also shown in 
the form of a truth table in the figure. 

An edge joins two vertices for which the labels differ in the value of only one variable. 
Therefore, if two vertices for which! = 1 are joined by an edge, then this edge represents 
that portion of the function just as well as the two individual vertices. For example, f ::::: 1 
for vertices 10 and 11. They are joined by the edge that is labeled 1 x. It is customary to use 
the letter x to denote the fact that the corresponding variable can be either 0 or 1. Hence Ix 
means that Xl = 1, while X2 can be either 0 or 1. Similarly, vertices 0 I and 11 are joined 
by the edge labeled xl, indicating that XI can be either 0 or I, but X2 = 1. The reader must 
not confuse the use of the letter x for this purpose, in contrast to the subscripted use where 
XI and X2 refer to the variables. 

Two vertices being represented by a single edge is the embodiment of the combining 
property 14a from section 2.5. The edge Ix is the logical sum of vertices 10 and 11. It 
essentially defines the term Xl, which is the sum of minterms XIX2 and XIX2. The property 
14a indicates that 

XIX2 + Xl.t2 = Xl 

I 
Therefore, finding edges for which! = 1 is equivalent to applying the combining property. 
Of course, this is also analogous to finding pairs of adjacent cells in a Kamaugh map for. 
which! = 1. 

The edges Ix and x I define fully the function in Figure 4.33; hence we can represent 
the function as f = {lx, xl}. This corresponds to the logic expression 

f =XI +X2 

which is also obvious from the truth table in the figure. 

01 xl 11 Xl x2 f 

0 0 0 
x2 0 1 1 

LXI 
Ix 

1 0 1 
1 1 1 

00 10 

Figure 4.33 Representation of f (XI, X2) = L m(l, 2, 3). 
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011 111 

010 110 

xxO 

OxO IxO 
X2 001...;-_-1 ____ ...,. 101 

000 xOO 100 

Figure 4.34 Representation of f (Xl, X2, X3) = L m(O, 2, 4, 5, 6). 

Three-Dimensional Cube 

Figure 4.34 illustrates a three-dimensional cube. The Xl, X2, and X3 coordinates are as 
shown on the left. Each vertex is identified by a specific valuation of the three variables. 
The function f mapped onto the cube is the function from Figure 4.1, which was used in 
Figure 4.5b. There are five vertices for which f = 1, namely, 000, 010. )00, 101, and 
110. These vertices are joined by the five edges shown in blue, namely, xOO. OxO, x I 0, I xO, 
and lOx. Because the vertices 000, 010, 100, and 110 include all valuations of XI and X2, 

when X3 is 0, they can be specified by the term xxO. This term means that f = 1 if X3 = 0, 
regardless of the values of Xl and X2. Notice that xxO represents the front side of the cube, 
which is shaded in blue. 

From the preceding discussion it is evident that the function f can be represented in 
several ways. Some of the possibilities are 

f = {OOO, 010, 100, 101, llO} 

= {OxO, lxO, 101} 

= {xOO, x 10, 101} 

= {xOO, xlO, lOx} 

= {xxO, lOx} 

In a physical realization each of the above terms is a product term implemented by an 
AND gate. Obviously, the least-expensive circuit is obtained if f = {xxO, lOx}, which is 
equivalent to the logic expression 

f = X3 +XIX2 

This is the expression that we derived using the Karnaugh map in Figure 4.5b. 

Four-Dimensional Cube 

d' Graphical images of two- and three-dimensional' cubes are easy to draw. A four
Imensional cube is more difficult. It consists of 2 three-dimensional cubes with their 
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comers connected. The simplest way to visualize a four-dimensional cube is to have one 
cube placed inside the other cube, as depicted in Figure 4.35. We have assumed that the x 
X2, and X3 coordinates are the same as in Figure 4.34, while X4 = 0 defines the outer cUb~ 
and X4 = 1 defines the inner cube. Figure 4.35 indicates how the function 13 of Figure 4.7 
is mapped onto the four-dimensional cube. To avoid cluttering the figure with too many 
labels, we have labeled only those vertices for which 13 = 1. Again, all edges that connect 
these vertices are highlighted in blue. 

There are two groups of four adjacent vertices for which!, = 1 that can be represented 
as planes. The group comprising 0000, 00 I 0, 1000, and 1010 is represented by xOxO. The 
group 0010, 0011, 0110, and 0 III is represented by Ox 1 x. These planes are shaded in the 
figure. The function /3 can be represented in several ways, for example 

/3 = {OOOO, 0010, 0011,011 0,0111, 1000, 1010, 1111} 

= {OOxO, IOxO,OxIO,OxII,xIII} 

= {xOxO, Oxlx, xlII} 

Since each x indicates that the corresponding variable can be ignored, because it can be 
either ° or I, the simplest circuit is obtained if / = {xOxO, Ox lx, xlII}, which is equivalent 

OliO 

0011 

~--------------------~~---+------~~ 1010 

0000 1000 

Figure 4.35 Representation of function /3 from Figure 4.7. 
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to the expression 

We derived the same expression in Figure 4.7. 

n_Dimensional Cube 
A function that has n variables can be mapped onto an n-dimensional cube. Although 

it is impractical to draw graphical images of cubes that have more than four variables, it 
is not difficult to extend the ideas introduced above to a general n-variable case. Because 
visual interpretation is not possible and because we normally use the word cube only for 
a three-dimensional structure, many people use the word hypercube to refer to structures 
with more than three dimensions. We will continue to use the word cube in our discussion. 

It is convenient to refer to a cube as being of a certain size that reflects the number of 
vertices in the cube. Vertices have the smallest size. Each variable has a value of 0 or 1 in 
a vertex. A cube that has an x in one variable position is larger because it consists of two 
vertices. For example, the cube 1 xO I consists of vertices 100 I and 110 I. A cube that has 
two x's consists of four vertices, and so on. A cube that has k x's consists of 2k vertices. 

An n-dimensional cube has 2n vertices. Two vertices are adjacent if they differ in the 
value of only one coordinate. Because there are n coordinates (axes in the n-dimensional 
cube), each vertex is adjacent to n other vertices. The n-dimensional cube contains cubes of 
lower dimensionality. Cubes of the lowest dimension are vertices. Because their dimension 
is zero, we will call them O-cubes. Edges are cubes of dimension 1; hence we will call them 
I-cubes. A side of a three-dimensional cube is a 2-cube. An entire three-dimensional cube 
is a 3-cube, and so on. In general, we will refer to a set of 2k adjacent vertices as a k-cube. 

From the examples in Figures 4.34 and 4.35, it is apparent that the largest possible 
k-cubes that exist for a given function are equivalent to its prime implicants. Next, we will 
discuss minimization techniques that use the cubical representation of functions. 

4.9 A TABULAR METHOD FOR MINIMIZATION 

Cubical representation of logic functions is well suited for implementation of minimization 
algorithms that can be programmed and run efficiently on computers. Such algorithms 
are included in modem CAD tools. While the CAD tools can be used effectively without 
detailed knowledge of how their minimization algorithms are implemented, the reader may 
find it interesting to gain some insight into how this may be accomplished. In this section 
We will describe a relatively simple tabular method, which illustrates the main concepts 
and indicates some of the problems that arise. 

A tabular approach for minimization was proposed in the 1950s by Willard Quine [6] 
~d.Edward McCluskey [7]. It became popular under the name Quine-McCluskey method . 
. hlle it is not efficient enough to be used in modem CAD tools, it is a simple method that 
l~lustrates the key issues. We will present it using the cubical notation discussed in sec
bon 4.8. 
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4.9.1 GENERATION OF PRIME IMPLICANTS 

As mentioned in section 4.8, the prime implicants of a given logic function f are the largest 
possible k-cubes for which f = ]. For incompletely specified functions, which include 
a set of don't-care vertices, the prime implicants are the largest k-cubes for which either 
I = 1 or f is unspecified. 

Assume that the initial specification of I is given in terms of minterms for which f == 1. 
Also, let the don't-cares be specified as minterms. This allows us to create a list of vertices 
for which either f = I or it is a don't-care condition. We can compare these vertices in 
pairwise fashion to see if they can be combined into larger cubes. Then we can attempt to 
combine these new cubes into still larger cubes and continue the process until we find the 
prime implicants. 

The basis of the method is the combining property of Boolean algebra 

which we used in section 4.8 to develop the cubical representation. If we have two cubes 
that are identical in all variables (coordinates) except one, for which one cube has the value 
o and the other has I, then these cubes can be combined into a larger cube. For example, 
consider I(Xl, ... , X4) = {I 000, 1001, 1010, ] Oll}. The cubes 1000 and 1001 differ only 
in variable X4; they can be combined into a new cube 100x. Similarly, 1010 and lOll can be 
combined into lOlx. Then we can combine IOOx and IOlx into a larger cube 10xx, which 
means that the function can be expressed simply as f = XIX2. 

Figure 4.36 shows how we can generate the prime implicants for the function, f, in 
Figure 4.11. The function is defined as ~ . 

I(Xl, ... , X4) = L m(O, 4, lID, 11, 12, 13, 15), 

There are no don't-care conditions. Since larger cubes can be generated only from the 
minterms that differ injust one variable, we can reduce the number of pairwise comparisons 
by placing the minterms into groups such that the cubes in each group have the same number 

List 1 

0 o 0 0 0 

4 o 1 0 0 
8 1 000 

10 1 0 1 0 
12 

1 1 ° ° 
11 101 1 
13 1 1 0 1 

15 1 1 1 1 

Figure 4.36 

..; 

..; 

..; 

..; 

..; 

..; 

..; 

..; 

0,4 
0,8 

8,10 
4,12 
8,12 

10,11 
12,13 

11,15 
13,15 

List 2 

o x o 0 
x 000 

1 o x 0 
x 1 o 0 
1 x 0 0 

1 o 1 x 
1 lOx 

1 x 1 1 
1 1 x 1 

..; 

..; 

..; 

..; 

List 3 

0,4,8,12 x x 0 0 1 

Generation of prime implicants for the function in Figure 4.11. 
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f 1 s, and sort the groups by the number of 1 s. Thus, it will be necessary to compare each 
o be in a given group only with all cubes in the immediately preceding group. In Figure 
~U36 the minterms are ordered in this way in list 1. (Note that we indicated the decimal 

. ui~alents of the minterms as well, to facilitate our discussion.) The minterms, which are 
e~o called O-cubes as explained in section 4.8, can be combined into I-cubes shown in list 2. 
~o make the entries easily understood we indicated the minterms that are combined to form 
each I-cube. Next, we check if the O-cubes are included in the I-cubes and place a check 
mark beside each cube that is included. We now generate 2-cubes from the I-cubes in list 
2. The only 2-cube that can be generated is xxOO, which is placed in list 3. Again, the check 
marks are placed against the I-cubes that are included in the 2-cube. Since there exists just 
one 2-cube, there can be no 3-cubes for this function. The cubes in each list without a check 
mark are the prime implicants of f· Therefore, the set, P, of prime implicants is 

P = {IOxO, IOlx, 1l0x, Ixll, llxl, xxOO} 

= {PI, P2, P3, P4, P5, P6} 

4.9.2 DETERMINATION OF A MINIMUM COVER 

Having generated the set of all prime implicants, it is necessary to choose a minimum-cost 
subset that covers all minterms for which f = 1. As a simple measure we will assume that 
the cost is directly proportional to the number of inputs to all gates, which means to the 
number of literals in the prime implicants chosen to implement the function. 

To find a minimum-cost cover, we construct a prime implicant cover table in which there 
is a row for each prime implicant and a column for each minterm that must be covered. 
Then we place check marks to indicate the minterms covered by each prime implicant. 
Figure 4.37a shows the table for the prime implicants derived in Figure 4.36. If there is a 
single check mark in some column of the cover table, then the prime implicant that covers 
the minterm of this column is essential and it must be included in the final cover. Such 
is the case with P6, which is the only prime implicant that covers minterms 0 and 4. The 
next step is to remove the row(s) corresponding to the essential prime implicants and the 
column(s) covered by them. Hence we remove P6 and columns 0,4,8, and 12, which leads 
to the table in Figure 4.37b. 

Now, we can use the concept of row dominance to reduce the cover table. Observe 
that PI covers only minterm 10 while P2 covers both 10 and II. We say that P2 dominates 
PI· Since the cost of P2 is the same as the cost of PI, it is prudent to choose P2 rather than 
PI, so we will remove PI from the table. Similarly, P5 dominates P3, hence we will remove 
P3 from the table. Thus, we obtain the table in Figure 4.37c. This table indicates that we 
must choose P2 to cover minterm 10 and Ps to cover minterm 13, which also takes care of 
Covering minterms 11 and 15. Therefore, the final cover is 

C = {P2, P5, P6} 

= {10Ix, llxl, xxOO} 
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Prime Minterm 
implicant 0 4 8 10 11 12 13 15 

PI = 1 0 x 0 ..; ..; 

P2 = 1 0 1 x ..; ..; 

P3 - 1 lOx ..; ..; 

P4 - 1 x 1 1 ..; ..; 

Ps = 1 1 x 1 ..; ..; 

P6 = x x 0 0 ..; ..; ..; ..; 

(a) Initial prime implicant cover table 

Prime Minterm 
implicant 10 11 13 15 

PI ..; 

P2 ..; ..; 

P3 ..; 

P4 ..; ..; 

Ps ~'\ ..; ..; 

(b) After the removal of essential prime implicants 

Prime Mintenn f . .- ~ 

implicant 10 11 13 15 

P2 ..; ..; 

P4 ..; ..; 

Ps ..; ..; 
it 

(c) After the removal of dominated rows 

Figure 4.37 Selection of a cover for the function in Figure 4.11 . 

which means that the minimum-cost implementation of the function is 

This is the same expression as the one derived in section 4.2.2. 
In this example we used the concept of row dominance to reduce the cover table. We 

removed the dominated rows because they cover fewer minterms and the cost of their prime 
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. plicants is the same as the cost of the prime implicants of the dominating rows. However, 
l~ominated row should not be removed if the cost of its prime implicant is less than the 
~ost of the dominating row's prime implicant. An example of this situation can be found in 

problem 4.25. 
The tabular method can be used with don't-care conditions as illustrated in the following 

example. 

The don't-care minterms are included in the initial list in the same way as the minterms for 
which f = 1. Consider the function 

j(Xl,"" X4) = L m(O, 2, 5, 6, 7, 8,9,13) + D(l, 12, 15) 

We encourage the reader to derive a Kamaugh map for this function as an aid in visual
izing the derivation that follows. Figure 4.38 depicts the generation of prime implicants, 
producing the result 

P = {OOxO, OxIO, Ollx, xOOx, xxOI, IxOx, xIxl} 

= {PI, Pl, P3, P4, P5, P6, P7} 

The initial prime implicant cover table is shown in Figure 4.39a. The don't-care 
minterms are not included in the table because they do not have to be covered. There are no 
essential prime implicants. Examining this table, we see that column 8 has check marks in 
the same rows as column 9. Moreover, column 9 has an additional check mark in row Ps. 
Hence column 9 dominates column 8. We refer to this as the concept of column dominance. 
When one column dominates another, we can remove the dominating column, which is 

List 1 List 2 List 3 

0 o 0 0 0 0,1 o 0 o x 0,1,8,9 x 0 0 x 

1 000 1 
2 o 0 1 0 

0,2 o 0 x 0 
0,8 x 000 1,5,9,13 x x 0 1 

8,9,12,13 1 x 0 x 
8 1 000 1,5 o x 0 1 

5 010 1 
6 o 1 1 0 
9 100 1 

2,6 o x 1 0 
1,9 x 0 0 1 
8,9 100 x 
8,12 1 x 0 0 

5,7,13,15 x 1 x 1 

12 1 1 0 0 

7 011 1 
13 1 1 0 1 

5,7 0 1 x 1 
6,7 0 1 1 x 

5,13 x 1 o 1 

15 1 1 1 1 9,13 1 x 0 1 
12,13 1 lOx 

7,15 x 1 1 1 
13,15 1 1 x 1 

Figure 4.38 Generation of prime implicants for the function in Example ..4.14. 
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Prime Mintenn 
implicant 0 2 5 6 7 8 9 13 

PI = o 0 x 0 V V 

P2 = o x 1 0 v V 

P3 = 0 1 1 x v V 

P4 = x 0 o x V V v 
Ps = x x 0 1 v v v 
P6 = 1 x 0 x V V V 

P7 = x 1 x 1 v v v 

(a) Initial prime implicant cover table 

Prime Minterm 
implicant 0 2 5 6 7 8 

PI - o 0 x 0 V v 
P2 = o x 1 0 v v 
P3 = 0 1 1 x 

-) y 
v 

P4 = x 0 o x V V 

Ps o 1 = x x V. 

P6 = 1 x 0 x V 

P7 = x 1 x 1 v v 

(b) After the removal of columns 9 and 13 

Prime Minterm 
implicant 0 2 5 6 7 8 Prime Minterm 

PI V v implicant 2 6 

P2 v v PI v 
P3 V v P2 V V 

P4 V v P3 V 

P7 V v 

(c) After the removal of rows Ps and P6 
(d) After including P4 and P7 

in the cover 

Figure 4.39 Selection of a cover for the function in Example 4.14. 
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olumn 9 in this case. Note that this is in contrast to rows where we remove dominated 
~rather than dominating) rows. The reason is th.at when we choo~e a ~rim~ im?licant ~o 
over the minterm that corresponds to the dommated column, thIS prIme ImplIcant wIll 

elsa cover the minterm corresponding to the dominating column. In our example, choosing 
:ither p.+ or P6 covers both minterms 8 and 9. Similarly, column 13 dominates column 5, 
hence column 13 can be deleted. 

After removing columns 9 and 13, we obtain the reduced table in Figure 4.39b. In 
this table row P4 dominates P6 and row P7 dominates PS· This means that Ps and P6 can be 
removed, giving the table in Figure 4.39c. Now, P4 and P7 are essential to cover minterms 8 
and 5, respectively. Thus, the table in Figure 4.39d is obtained, from which it is obvious that 
P2 covers the remaining minterms 2 and 6. Note that row P2 dominates both rows PI and P3. 

The final cover is 

C = {P2, P4,P7} 

= {OxIO, xOOx, xIxI} 

and the function is implemented as 

f = XI X3X4 + X2X 3 + X2 X4 

In Figures 4.37 and 4.39, we used the concept of row and column dominance to reduce 
the cover table. This is not always possible, as illustrated in the following example. 

Consider the function 

f(XI, ... ,X4) = Lm(O,3, IO,15)+D(l,2, 7,8,11,14) 

The prime implicants for this function are 

P = {OOxx, xOxO, xOlx, xxll, lxlx} 

= {P I , P2 , P3 , P4, Ps } 

The initial prime implicant cover table is shown in Figure 4.40a. There are no essential prime 
implicants. Also, there are no dominant rows or columns. Moreover, all prime implicants 
have the same cost because each of them is implemented with two literals. Thus, the table 
does not provide any clues that can be used to select a minimum-cost cover. 
. A good practical approach is to use the concept of branching, which was introduced 
In, section 4.2.2. We can choose any prime implicant, say P3, and first choose to include 
this prime implicant in the final cover. Then we can determine the rest of the final cover in 
the Usual way and compute its cost. Next we try the other possibility by excluding P3 from 
the final cover and determine the resulting cost. We compare the costs and choose the less 
eXpensive alternative. 

Figure 4.40b gives the cover table that is left if P3 is included in the final cover. The 
table does not include minterms 3 and 10 because they are covered by P3. The table indicates 
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Prime Minterm 
implicant 0 3 10 15 

PI = o 0 x x V ¥ 

P2 = X 0 X 0 ..; V 

P3 = x 0 1 x v V 

P4 = x x 1 1 v V 

Ps = 1 x 1 x v ..; 

(a) Initial prime implicant cover table 

Prime Minterm 
implicant 0 15 

PI v 
P2 V 

P4 V 

Ps V 

(b) After including P2 in Th~cover 

) 
Prime Minterm 
implicant 0 3 10 15 

PI ¥ v 
P2 ..; ..; 

P4 v v 
Ps V V 

(c) After excluding P2 from the cover 

Figure 4.40 Selection of a cover for the function in 
Example 4.15. 

that a complete cover must include either PI or P2 to cover minterm 0 and either P4 or ps to 
cover minterm 15. Therefore, a complete cover can be 

The alternative of excluding P3 leads to the cover table in Figure 4.40c. Here, we see that 
a minimum-cost cover requires only two prime implicants. One possibility is to choose PI 
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dp The other possibility is to choose P2 and P4. Hence a minimum-cost cover is just an 5· 

Cmin = {PI, PS} 

= {OOxx, lxlx} 

The function is realized as 

4.9.3 SUMMARY OF THE TABULAR METHOD 

The tabular method can be summarized as follows: 

1. Starting with a list of cubes that represent the minterms where f = 1 or a don't-care 
condition, generate the prime implicants by successive pairwise comparisons of the 
cubes. 

2. Derive a cover table which indicates the minterms where f = 1 that are covered by 
each prime implicant. 

3. Include the essential prime implicants (if any) in the final cover and reduce the table 
by removing both these prime implicants and the covered minterms. 

4. Use the concept of row and column dominance to reduce the cover table further. A 
dominated row is removed only if the cost of its prime implicant is greater than or 
equal to the cost of the dominating row's prime implicant. 

5. Repeat steps 3 and 4 until the cover table is either empty or no further reduction of 
the table is possible. 

6. If the reduced cover table is not empty, then use the branching approach to determine 
the remaining prime implicants that should be included in a minimum cost cover. 

The tabular method illustrates how an algebraic technique can be used to generate the 
prime implicants. It also shows a simple approach for dealing with the covering problem, 
to find a minimum-cost cover. The method has some practical limitations. In practice, 

. functions are seldom defined in the form of minterms. They are usually given either in the 
form of algebraic expressions or as sets of cubes. The need to start the minimization process 
with a list of minterms means that the expressions or sets have to be expanded into this 
form. This list may be very large. As larger cubes are generated, there will be numerous 
comparisons performed and the computation will be slow. Using the cover table to select 
the ?ptimal set of prime implicants is also computationally intensive when large functions 
are Involved. 

Many algebraic techniques have been developed, which aim to reduce the time that it 
take~ to generate the optimal covers. While most of these techniques are beyond the scope 
?f thiS bOok, we will briefly discuss one possible approach in the next section. A reader who 
Intends to Use the CAD tools, but is not interested in the details of automated minimization, 
may skip this section without loss of continuity. 
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4.10 A CUBICAL TECHNIQUE FOR MINIMIZATION 

Assume that the initial specification of a function f is given in terms of implicants that are not 
necessarily either minterms or prime implicants. Then it is convenient to define an operation 
that will generate other implicants that are not given explicitly in the initial specification , 
but which will eventually lead to the prime implicants of f. One such possibility is known 
as the *-product operation, which is usually pronounced the "star-product" operation. We 
will refer to it simply as the *-operation. 

*-Operation 

The *-operation provides a simple way of deriving a new cube by combining two cubes 
that differ in the value of only one variable. Let A = AJA2 ... An and B = 8 1B2 ... Bn be 
two cubes that are implicants of an n-variable function. Thus each coordinate Ai and B. 

I 

is specified as having the value 0, 1, or x. There are two distinct steps in the *-operation. 
First, the *-operation is evaluated for each pair Ai and B i, in coordinates i = 1, 2, ... , n, 
according to the table in Figure 4.41. Then based on the results of using the table, a set of 
rules is applied to determine the overall result of the *-operation. The table in Figure 4.41 
defines the coordinate *-operation, Ai * Bi . It specifies the result of Ai * Bi for each possible 
combination of values of Ai and B;. This result is the intersection (i.e., the common part) 
of A and B in this coordinate. Note that when Ai and Bi have the opposite values (0 and 1, 
or vice versa), the result of the coordinate *-operation is indicated by the symbol!ii. We say 
that the intersection of Ai and Bi is empty. Using the hible, the complete *-operation for A 
and B is defined as follows: ) 

C =A *B, such that 

1. C = !ii if Ai * B; = !ii for more than one i. 

2. Otherwise, C = Ai * Bi when Ai * Bi #- !ii, and C i = x for the coordinate where 

Ai * Bi = !ii. 

For example, letA = {OxO} andB = {Ill}. ThenA, *B1 = 0* 1 = !ii,A2 *B1 = x* 1 = I, 
andA3 *B3 = 0* 1 = !ii. Because the result is ¢ in two coordinates, it follows from condition 
1 that A * B = !ii. In other words, these two cubes cannot be combined into another cube, ; 
because they differ in two coordinates. 

As another example, consider A = {llx} and B = {lOx}. In this case A 1 * B I = 1 * 1 
1, Al * B2 = 1 * 0 = !ii, and A3 * B3 = X * X = x. According to condition 2 above, CI := 1, 

o 
1 

o 1 x 

o ¢ 0 

'P 1 1 

x 0 1 x 

Figure 4.41 The coordinate *-operation. 
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C2 :=: X, and C.3 = ~, which giv~s C = A * B = {lxx}. A larger 2-cube is created from two 
I-cubes that dIffer III one coordmate only. 

The result of the *-operation may be a smaller cube than the two cubes involved in the 
eration. Consider A = {Ixl} and B = {llx}. Then C = A * B = {Ill}. Notice that C 

~:included in both A and B, which means that this cube will not be useful in searching for 
rime implicants. Therefore, it should be discarded by the minimization algorithm. 

p As a final example, consider A = {xIO} and B = {OxI}. Then C = A * B = {Olx}. All 
three of these cubes are the same size, but C is not included in either A or B. Hence C has 
to be considered in the search for prime implicants. The reader may find it helpful to draw 
a Kamaugh map to see how cube C is related to cubes A and B. 

Using the *-Operation to Find Prime Implicants 
The essence of the *-operation is to find new cubes from pairs of existing cubes. In 

particular, it is of interest to find new cubes that are not induded in the existing cubes. A 
procedure for finding the prime implicants may be organized as follows. 

Suppose that a function f is specified by means of a set of implicants that are represented 
as cubes. Let this set be denoted as the cover Ck of f. Let c i and ci be any two cubes in 
Ck . Then apply the *-operation to all pairs of cubes in Ck

; let Gk+ l be the set of newly 
generated cubes. Hence 

Ck+1 = ci * d for all ci
, dE Ck 

Now a new cover for f may be formed by using the cubes in Ck and C k+l • Some of these 
cubes may be redundant because they are included in other cubes; they should be removed. 
Let the new cover be 

ck+ 1 = Ck U Gk+ I - redundant cubes 

where U denotes the logical union of two sets, and the minus sign ( - ) denotes the removal 
of elements of a set. If Ck+1 'I- Ck , then a new cover Ck+::> is generated using the same 
process. If Ck+1 = Ck , then the cubes in the cover are the prime implicants of f. For an 
n-variable function, it is necessary to repeat the step at most n times. 

Redundant cubes that have to be removed are identified through pairwise comparison 
of cubes. Cube A = AlA::> ... An should be removed if it is included in some cube B = 
B1B2 • •• Bn , which is the case if Ai = Bi or Bi = x for every coordinate i. 

Considerthe function f (Xl, X2, X3) of Figure 4.9. Assume thatf is initially specified as a set 
of vertices that correspond to the minterms, mo, mI, m2, m3, and m7. Hence let the initial 
Cover be CO = {OOO, 001, 010, OIl, Ill}. Using the *-operation to generate a new set of 
cubes, We obtain G 1 = {OOx, OxO, OxI, OIx, xII}. Then C 1 = CO U C l - redundant cubes. 
~~serve that each cube in CO is included in one of the cubes in G 1; therefore, all cubes in 

are redundant. Thus C1 = G I • 

001 The next step is to apply the *-operation to the c~bes in C l , which yields G2 = {OOO, 
, Oxx, Ox I, 0 I 0, 01 x, 011 }. Note that all of these cubes are included in the cube Oxx; 
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therefore, all but Oxx are redundant. Now it is easy to see that 

C2 = C 1 U G2 
- redundant terms 

= {xll, Oxx} 

since all cubes of C l , except xU, are redundant because they are covered by Oxx. 
Applying the *-operation to C2 yields G3 = {OIl} and 

C3 = C2 U G3 
- redundant tenns 

= {xll, Oxx} 

Since C3 = C2 , the conclusion is that the prime implicants of f are the cubes {x 11, Oxx}, 
which represent the product terms X2X3 and XI· This is the same set of prime implicants that 
we derived using a Karnaugh map in Figure 4.9. 

Observe that the derivation of prime implicants in this example is similar to the tabular 
method explained in section 4.9 because the starting point was a function,!, given as a set 
of minterms. 

7 As another example, consider the four-variable function of Figure 4.10. Assume that this 
function is initially specified as the cover CO = {OIOJ, 1101, 1110, Ollx, xOlx}. Then 
successive applications of the *-operation and removing th.,e redundant terms gives 

i 
C l = {xOlx, xIOI, 01x1, xllO, 1xfO, Oxlx} 

C2 = {xOlx,xl01,Olxl,Oxlx,xxIO} 

C3 = C2 

4. 10. 1 DETERMINATION OF ESSENTIAL PRIME IMPLICANTS 

From a cover that consists of all prime implicants, it is necessary to extract a minimal 
cover. As we saw in section 4.2.2, all essential prime implicants must be included in the 
minimal cover. To find the essential prime implicants, it is useful to define an operation 
that determines a part of a cube (implicant) that is not covered by another cube. One such 
operation is called the #-operation (pronounced the "sharp operation"), which is defined as , 
follows. 

#-Operation 
Again, let A = A1A2 • •• An and B = B1B2 •·• Bn be two cubes (implicants) of an 

n-variable function. The sharp operation A#B leaves as a result "that part of A that is 
not covered by B." Similar to the *-operation, the #-operation has two steps: Aj#Bi is 
evaluated for each coordinate i, and then a set of rules is applied to determine the overall 
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o 1 x 

o A.#B. 
I I 

1 ¢ E E 

x 0 E 

Figure 4.42 The coordinate I-operation. 

result. The sharp operation for each coordinate is defined in Figure 4.42. After this operation 
is performed for all pairs (Ai, Bj), the complete #-operation is defined as follows: 

C = A#B, such that 

1. C = A if Ai#Bi = p for some i. 

2. C = p if Ai#Bi = 8 for all i. 

3. Otherwise, C = U/AJ, A 2 , .•. , B i , ••. ,An) , where the union is for all i for which 
Ai = x and Bi =I x. 

The first condition corresponds to the case where cubes A and B do not intersect at al1~ 
namely. A and B differ in the value of at least one variable, which means that no part of A 
is covered by B. For example, let A = Oxl and B = llx. The coordinate #-products are 
A1#B1 = S1, A2#B2 = 0, and A3#B3 = E. Then from rule 1 it follows that Ox} # J1x = 
Oxl. The second condition reflects the case where A is fully covered by B. For example, 
Oxl # Oxx = S1. The third condition is for the case where only a part of A is covered by 
B. In this case the #-operation generates one or more cubes. Specifically, it generates one 
cube for each coordinate i that is x in Ai, but is not x in Bi . Each cube generated is identical 
to A, except that Ai is replaced by Ri . For example, Oxx # Olx = OOx, and Oxx # 010 = 
{OOx, Oxl}. 

We will now show how the #-operation can be used to find the essential prime impli
cants. Let P be the set of all prime implicants of a gi ven functi on f. Let pi denote one prime 
implicant in the set P and let DC denote the don't-care vertices for f. (We use superscripts 
to refer to different prime implicants in this section because we are using subscripts to refer 
to coordinate positions in cubes.) Then pi is an essential prime implicant if and only if 

pi # (P _ pi) # DC =I p 

This means that pi is essential if there exists at least one vertex for which f = 1 that is 
cOvered by pi, but not by any other prime implicant. The I-operation is also performed with 
the set of don't-care cubes because vertices in pi that correspond to don't-care conditions 
are not essential to cover. The meaning of pi # (P - pi) is that the #-operation is applied 
sUccessively to each prime implicant in P. For example, consider P = {pI ,p2,p3,p4} and 
DC == {d l

, d 2
}. To check whether p3 is essential, we evaluate 

((((p3 # pi) # p2) # p4) # d 1) # d2 

If the result of this expression is not p, then p3 is essential. 
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-----------------------------------------------------------------------
8 In Example 4.16 we determined that the cubes x 11 and Oxx are the prime implicants of 

the function f in Figure 4.9. We can discover whether each of these prime implicants is 
essential as follows 

x 11 # Oxx = 111 i= P 

Oxx # xlI = {OOx, OxO} i= P 

The cube xlI is essential because it is the only prime implicant that covers the vertex III , 
for which f = 1. The prime implicant Oxx is essential because it is the only one that covers 
the vertices 000, 001, and 010. This can be seen in the Karnaugh map in Figure 4.9. 

9 In Example 4.17 we found that the prime implicants of the function in Figure 4.10 are P == 
(xO lx, xl0l, 01x1, Ox) x, xx 1 O}. Because this function has no don't-cares, we compute 

x01x # (P - x01x) = 1011 i= P 

This is computed in the following steps: xOlx # x101 = xOlx, then xOlx # 01xI = xOlx, 
then xOIx # OxIx = 101x, and finally 101x # xx10 = 1011. Similarly, we obtain 

xl01 # (P - xlOl) = 1101 i= p 

01x1 # (P - 0lxl) = P 

Ox1x # (P - Oxlx) = P\ 
xxl0 # (P - xxlO) = 1110 i=)p 

Therefore, the essential prime implicants are xO 1 x, x 101, and xx 10 because they are the 
only ones that cover the vertices )011, 1101, and 1110, respectively. This is obvious from 
the Kamaugh map in Figure 4.10. 

When checking whether a cube A is essential, the #-operation with one of the cubes in 
P - A may generate multiple cubes. If so, then each of these cubes has to be checked using 
the #-operation with all of the remaining cubes in P - A'4 

4.10.2 COMPLETE PROCEDURE FOR FINDING A MINIMAL COVER 

Having introduced the *- and #-operations, we can now outline a complete procedure for 
finding a minimal cover for any n-variab1e function. Assume that the function f is specified 
in terms of vertices for which f = 1; these vertices are often referred to as the ON-set of 
the function. Also, assume that the don't-care conditions are specified as a DC-set. Then 
the initial cover for f is a union of the ON and DC sets. 

Prime implicants of f can be generated using the *-operation, as explained in section 
4.10. Then the #-operation can be used to find the essential prime implicants as presented 
in section 4.10.1. If the essential prime implicants cover the entire ON-set, then they form 
the minimum-cost cover for f. Otherwise, it is necessary to include other prime implicants 
until all vertices in the ON-set are covered. 

• t
····· 

, . 
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A nonessential prime implicant pi should be deleted if there exists a less-expensive 
rime implicant pi that covers all vertices of the ON-set that are covered by pi. If the 

Pemaining nonessential prime implicants have the same cost, then a possible heuristic ap
r roach is to arbitrarily select one of them, include it in the cover, and determine the rest of 
ihe cover. Then an alternative cover is generated by excluding this prime implicant, and 
the lower-cost cover is chosen for implementation. We already used this approach, which 
is often referred to as the branching heuristic, in sections 4.2.2 and 4.9.2. 

The preceding discussion can be summarized in the form of the following minimization 

procedure: 

1. Let CO = ON U DC be the initial cover of function f and its don't-care conditions. 

2. Find all prime implicants of CO using the *-operation; let P be this set of prime 
implicants. 

3. Find the essential prime implicants using the #-operation. A prime implicant / is 
essential if pi # (P - pi) # DC i= 0. If the essential prime implicants cover all 
vertices of the ON-set, then these implicants form the minimum-cost cover. 

4. Delete any nonessential pi that is more expensive (i.e., a smaller cube) than some 
other prime implicant pi if pi # DC # pi = 0. 

5. Choose the lowest-cost prime implicants to cover the remaining vertices of the 
ON-set. Use the branching heuristic on the prime implicants of equal cost and retain 
the cover with the lowest cost. 

TO illustrate the minimization procedure, we will use the function 

!(Xl,X2,X3,X4,X5) = Lm(O, 1,4,8, 13, 15,20,21,23,26,31)+D(5, 10,24,28) 

To help the reader follow the discussion, this function is also shown in the form of a 
Kamaugh map in Figure 4.43. 

x x 1 2 x x 1 2 
4 00 01 I 1 10 4 00 01 I I 10 

00 1 1 d 00 1 

01 d 1 01 

I 1 11 1 1 I 

10 1 d 1 10 d 1 1 

Figure 4.43 The function for Example 4.20. 
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Instead of f being specified in tenns of minterms, let us assume thatf is given as the 
following SOP expression 

f = XIX3 X 4X S + XIX2X 3X4X S + XIX2X 3X4XS + XIX2X3XS + XIX2X 3XS + XI X 3X4X S + X2X3X4X5 

Also, we will assume that don't-cares are specified using the expression 

DC = XIX2X4XS + XIX2X 3X4X S + XIX2X3X4XS 

Thus, the ON-set expressed as cubes is 

ON = {OxOOO, llOlO, 00001, Ollxl, 101xl, lxlll, xOlOO} 

and the don't-care set is 

DC = {llxOO, 01010, 0010l} 

The initial cover CO consists of the ON-set and the DC-set: 

CO = {OxOOO, 11010,00001, Ollxl, 101xl, lxlll, xOIOO, llxOO, 01010, 00101} 

Using the *-operation, the subsequent covers obtained are 

C1 = {OxOOO,Ollxl, 101xl, Ixl11,xOlOO, IlxOO,OOOOx, 00xOO,x1000, 010xO, 110xO, 

xl010, OOxOI, xlll1, Ox101, 1010x, x010 1, 1x100, OOlOx} 

C2 = {OxOOO, 011xl, 101xl, lxll1, llxOO, xllll, Ox~xlOO, xOlOx, OOxOx, xlOxO} 

·C3 = C2 ) 

Therefore, P = C2• 

U sing the #-operation, we find that there are two essential prime implicants: OOxOx 
(because it is the only one that covers the vertex 00001) and xl OxO (because it is the only one 
that covers the vertex 11010). The minterms of f covered by these two prime implicants 
are m(O, 1,4, 8, 26). 

Next, we find that lx100 can be deleted because the only ON-set vertex that it covers is 
10100 (11120), which is also covered by xOlOx and the cost of this prime implicant is lower. 
N ate that having removed 1 x 1 00, the prime implicant xO 1 Ox becomes essential because 
none of the other remaining prime imp1icants covers the vertex 10100. Therefore, xOlOx 
has to be included in the final cover. It covers m(20, 21). 

There remains to find prime implicants to cover m(l3, 15,23,31). Using the branching 
heuristic, the lowest-cost cover is obtained by including the prime implicants Ollxl and 
1xl11. Thus the final cover is 

Cminimum = {OOxOx, xlOxO, xOIOx, Ollxl, 1xlll} 

The corresponding sum-of-products expression is 

f = XIX2 X4 + X2X3X S + X2X 3X4 + XIX2 X3XS + XIX3X4XS 

Although this procedure is tedious when performed by hand, it is not difficult to write a 
computer program to implement the algorithm automatically. The reader should check the 
validity of our solution by finding the optimal realization from the Kamaugh map in fig
ure 4.43. 
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-- PRACTICAL CONSIDERATIONS 4.11 
The purpose of the pre~eding section was to give the ~eader some idea about how mini-

ization of logic functIOns may be automated for use m CAD tools. We chose a scheme 
;at is not too difficult to explain. From the practical point of view, this scheme has some 
drawbacks. The main difficulty is that the number of cubes that must be considered in the 
process can be extremely large. 

If the goal of minimization is relaxed so that it is not imperative to find a minimum-cost 
implementation, then it is possible to derive heuristic techniques that produce good results 
in reasonable time. A technique of this type forms the basis of the widely used Espresso 
program, which is available from the University of California at Berkeley via the World 
Wide Web. Espresso is a two-level optimization program. Both input to the program and 
its output are specified in the format of cubes. Instead of using the *-operation to find the 
prime implicants, Espresso uses an implicant-expansion technique. (See problem 4.30 for 
an illustration of the expansion of implicants.) A comprehensive explanation of Espresso 
is given in [19J, while simplified outlines can be found in [3, 12]. 

The University of California at Berkeley also provides two software programs that 
can be used for design of multilevel circuits, called MIS [20] and SIS [21]. They allow a 
user to apply various multilevel optimization techniques to a logic circuit. The user can 
experiment with different optimization strategies by applying techniques such as factoring 
and decomposition to all or part of a circuit. SIS also includes the Espresso algorithm for 
two-level minimization of functions, as well as many other optimization techniques. 

Numerous commercial CAD systems are on the market. Four companies whose prod
ucts are widely used are Cadence Design Systems, Mentor Graphics, Synopsys, and Syn
plicity. Information on their products is available on the World Wide Web. Each company 
provides logic synthesis software that can be used to target various types of chips, such as 
PLDs, gate arrays, standard cells, and custom chips. Because there are many possible ways 
to synthesize a given circuit, as we saw in the previous sections, each commercial product 
uses a proprietary logic optimization strategy based on heuristics. 

To describe CAD tools, some new terminology has been invented. In particular, we 
should mention two terms that are widely used in industry: technology-independent logic 
synthesis and technology mapping. The first term refers to techniques that are applied when 
optimizing a circuit without considering the resources available in the target chip. Most 
of the techniques presented in this chapter are of this type. The second term, technology 
mapping, refers to techniques that are used to ensure that the circuit produced by logic 
synthesis can be realized using the logic resources available in the target chip. A good 
example of technology mapping is the transformation from a circuit in the form of logic 
operations such as AND and OR into a circuit that consists of only NAND operations. This 
type of technology mapping is done when targeting a circuit to a gate array that contains 
only NAND gates. Another example is the translation from logic operations to lookup 
tables, which is done when targeting a design to an FPGA . 

. Chapter 12 discusses the CAD tools in detail. It presents a typical design flow that a 
deSigner may use to implement a digital system. 
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---4.12 EXAMPLES OF CIRCUITS SYNTHESIZED FROM VHDL 
CODE 

Section 2.10 shows how simple VHDL programs can be written to describe logic functions. 
This section introduces additional features of VHDL and provides further examples of 
circuits designed using VHDL code. 

Recall that a logic signal is represented in VHDL as a data object, and each data object 
has an associated type. In the examples in section 2.10, all data objects have the type BIT 
which means that they can assume only the values 0 and 1. To give more flexibility, YHDL 
provides another data type called STD _LOGIC. Signals represented using this type can have 
several different values. 

As its name implies, SID_LOGIC is meant to serve as the standard data type for 
representation of logic signals. An example using the STD _LOGIC type is given in Figure 
4.44. The logic expression for f corresponds to the truth table in Figure 4.1; it describes! 
in the canonical form, which consists of minterms. To use the STD_LOGIC type, VHDL 
code must include the two lines given at the beginning of the figure. These statements serve 
as directives to the VHDL compiler. They are needed because the original VHDL standard, 
IEEE 1076, did not include the STD _LOGIC type. The way that the new type was added 
to the language, in the IEEE 1164 standard, was to provide the definition of STD_LOGIC 
as a set of files that can be included with VHDL code when compiled. The set of files is 
called a library. The p~rpose of the first line in Figure 4.4~s to declare that the code will 
make use of the IEEE lIbrary. ) 

LIBRARY ieee; 
USE ieee.stdJ.ogicI164.all ; 

ENTITY func I IS 
PORT (xl, x2, x3 : IN STD-LOGIC ; 

f : OUT STD-LOGIC); 
END funcl ; 

ARCHITECTURE LogicFunc OF func 1 IS 
BEGIN 

f <= (NOT xl AND NOT x2 AND NOT x3) OR 
(NOT xl AND x2 AND NOT x3) OR 
(xl AND NOT x2 AND NOT x3) OR 
(xl AND NOT x2 AND x3) OR 
(xl AND x2 AND NOT x3); 

END LogicFunc ; 

Figure 4.44 . The YHDl code for the function in Figure 4.1. 
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In VHDL there are two main aspects to the definition of a new data type. First, the set 
fvalues that a data object ofthe new type can assume must be specified. For STD _LOGIC, 

°here afe a number of legal values, but the ones that are the most important for describing 
~o{JiC functions are 0, 1, Z, and -. We introduced the logic value Z, which represents 
th; high-impedance state, in section 3.8.8. The - logic value represents the don't-care 
condition, which we labeled as d in section 4.4. The second requirement is that all legal 
uses in YHDL code of the new data type must be specified. For example, it is necessary to 
specify that the t~pe STD _LOGIC is leg~l for use with Boolean operato~s. . 

In the IEEE lIbrary one of the files defines the STD _LOGIC data type Itself and specIfies 
some basic legal uses, such as for Boolean operations. In Figure 4.44 the second line of 
code tells the VHDL compiler to use the definitions in this file when compiling the code. 
The file encapsulates the definition of STD_LOGIC in what is known as a package. The 
package is named std_Iogic_1164. It is possible to instruct the VHDL compiler to use only 
a subset of the package, but the nonnal use is to specify the word all to indicate that the 
entire package is of interest, as we have done in the figure. 

For the examples of VHDL code given in this book, we will almost always use only 
the type STD_LOGIC. Besides simplifying the code, using just one data type has another 
benefit. VHDL is a strongly type-checked language. This means that the VHDL compiler 
carefully checks all data object assignment statements to ensure that the type of the data 
object on the left side of the assignment statement is exactly the same as the type of the data 
object on the right side. Even if two data objects seem compatible from an intuitive point 
of view, such as an object of type BIT and one of type STD _LOGIC, the YHDL compiler 
will not allow one to be assigned to the other. Many synthesis tools provide conversion 
utilities to convert from one type to another, but we will avoid this issue by using only the 
STD_LOGIC data type in most cases. In the remainder of this section, a few examples of 
VHDL code are presented. We show the results of synthesizing the code for implementation 
in two different types of chips, a CPLD and an FPGA. 

We compiled the VHDL code in Figure 4.44 for implementation in a CPLD, and the CAD 
tools produced the expression 

f =X3 +XIX2 

which is the minimal sum-of-products form that we derived using the Kamaugh map in 
Figure 4.Sb. Figure 4.45 shows how this expression may be implemented in a CPLD. The 
switches that are programmed to be closed are shown in blue. The gates used to implement 
f are also highlighted in blue. Observe that only the top two AND gates are used in this 
case. The bottom three AND gates have no effect because each is connected to both the 
true and complemented versions of an unused input, which causes the output of the AND 
gate to be O. 

F Figure 4.46 gives the results of synthesizing the VHDL code in Figure 4.44 into an 
BPGA. We assume that the compiler generates the same sum-of-products form as above. 

ecause the logic cells in the chip are four-input lookup tables, only a single logic cell is 
needed for this function. The figure shows that the variables Xl, X2, and X3 are connected 
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(from interconnection wires) 

unused 

Part of a PAL-like block 

f 

Figure 4.45 Implementation of the VHDl code in Figure 4.44. 

il i2 i3 i4 f 

d 0 0 0 1 

0 il d 0 0 1 0 

xl i2 d 0 1 0 1 

'l/~ x2 i3 d 0 1 1 0 f 

x3 i4 
d 1 0 0 1 

d 1 0 1 1 
d 1 1 0 1 , 

t d 1 1 1 0 ..... LUT 

Figure 4.46 The VHDl code in Figure 4.44 implemented in a LUT. 

to the LUT inputs called i2, i3, and i4. Input i1 is not used because the function requires 
only three inputs. The truth table in the LUT indicates that the unused input is treated as 
a don't-care. Thus only half of the rows in the table are shown, since the other half is 
identical. The unused LUT input is shown connected to 0 in the figure, but it could just as 
well be connected to 1. 

It is interesting to consider the benefits provided by the optimizations used in logiC 
synthesis. For the implementation in the C~LD. the function was simplified from i 

~ ,. 
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original five product term~ i~ the canonica.l form ~o just two prod~ct terms: However, both 
he optimized and nonoptlffilzed forms fit Into a sIngle macrocell In the ChIP, and thus they 
~ave the same cost (the macrocell in Figure 4.45 has five product terms). Similarly, for 
he FPGA it does not matter whether the function is minimized, because it fits in a single 
~UT. The reason is that our example circuit is very small. For large circuits it is essential 
to perform the optimiz~tio~. Examples 4.22 a~d ~.23 illustrate logic functions for which 
the cost of implementatIOn IS reduced when optImIzed. 

The VHDL code in Figure 4.47 corresponds to the function!1 in Figure 4.7. Since there are 
six product terms in the canonical form, two macrocells of the type in Figure 4.45 would 
be needed. When synthesized by the CAD tools, the resulting expression might be 

which is the same as the expression derived in Figure 4.7. Because the optimized expression 
has only two product terms, it can be realized using just one macrocell and hence results in 
a lower cost. 

When 11 is synthesized for implementation in an FPGA, the expression generated may 
be the same as for the CPLD. Since the function has only four inputs, it needs just one LUT. 

LIB RARY ieee; 
USE ieee.std.Jogic_1164.all ; 

ENTITY func2 IS 
PORT ( xl, x2, x3, x4 : IN STD-.LOGIC ; 

f : OUT STD-.LOGIC); 
END func2; 

ARCHITECTURE LogicFunc OF func2 IS 
BEGIN 

f <= (NOT xl AND NOT x2 AND x3 AND NOT x4) OR 
(NOT xl AND NOT x2 AND x3 AND x4) OR 
(xl AND NOT x2 AND NOT x3 AND x4) OR 
(xl AND NOT x2 AND x3 AND NOT x4) OR 
(xl AND NOT x2 AND x3 AND x4) OR 
(xl AND x2 AND NOT x3 AND x4); 

END LogicFunc ; 

Figure 4.47 The YHDL code for 11 in Figure 4.7. 

227 



228 

C HAP T E R 4 • OPTIMIZED IMPLEMENTATION OF LOGIC FUNCTIONS 

LIBRARY ieee; 
USE ieee.std_Iogic_1164.all ; 

ENTITY func3 IS 
PORT ( xl, x2, x3, x4, x5, x6, x7 : IN STD_LOGIC; 

f : OUT STD~OGIC); 
END func3; 

ARCHITECTURE LogicFunc OF func3 IS 
BEGIN 

f <= (xl AND x3 AND NOT x6) OR 
(xl AND x4 AND x5 AND NOT x6) OR 
(x2 AND x3 AND x7) OR 
(x2 AND x4 AND x5 AND x7) ; 

END LogicFunc ; 

Figure 4.48 The VHDL code for the function of section 4.7. 

1 

.23 In section 4.6 we used a seven-variable logic function as a motivation for multilevel Syl 

thesis. This function is given in the YHDL code in Figure 4.48. The logic expression 
in minimal sum-of-products form. When it is synthesized for'l implementation in a CPU 
no optimizations are performed by the CAD tools. The function requires one macroce 
This function is more interesting when we consider its implementation in an FPGA wi 
four-input LUTs. Because there are seven inputs, more than one LUT is required. If tl 
function is implemented directly as given in the VHDL code, then five LUTs are neede 
as depicted in Figure 4.49a. Rather than showing the truth table programmed in each LV 
we show the logic function that is implemented at the LUT output. But, if the function 
synthesized as 

which is the expression we derived by using factoring in section 4.6, then f can be impl 
mented using only two LUTs as illustrated in Figure 4.49h. One LUT produces the ter 
S = XIX6 + X2X7. The other LUT implements the four-input function f = SX3 + SX4X5' 

.J 

4.13 CONCLUDING REMARKS 

This chapter has attempted to provide the reader with an understanding of various aspee 
of synthesis for logic functions. Now that the reader is comfortable with the fundament 
concepts, we can examine digital circuits of a more sophisticated nature. The next chapt 
describes circuits that perform arithmetic operations, which are a key part of computers. 



4.14 EXAMPLES OF SOLVED PROBLEMS 

o - -
- X 1X3X6 

-
-

-
-

- X 1X4X5X6 

- -
-

f 
o -

X2X3X7 r-----

-

-

-

- X2X4X5X7 

-
-

(a) Sum-of-products realization 

t----f 

(b) Factored realization 

Figure 4.49 Implementation of the VHDL code in Figure 4.48. 

4.14 EXAMPLES OF SOLVED PROBLEMS 

This section presents some typical problems that the reader may encounter, and shows how 
such problems can be solved. 

----------------------------------------------------------
PrOblem: Determine the minimum-cost SOP and POS expressions for the function E 
!(x1,X2,X3,X4) = Lm(4, 6, 8,10,11,12,15) +D(3, 5, 7,9). 

~?lution: The function can be represented in the form of a Karnaugh map as shown in 
19ure 4.50a . Note that the location of minterms in the map is as indicated in Figure 4.6. 
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x 1x2 
4 00 01 11 10 

00 1 (1 1 }f---

01 d d 

11 Cd d I 1 t---

10 1 1 
y y 

I I 

(a) Determination of the SOP expression 

x x 1 2 
4 00 01 1 I 10 

00 ~ 1 1 1 

01 ( 0 d 0 d} -

11 d d I 1 

10 0 1 ~ 1 
y 
I I 

(b) Determination of the POS expression 

Figure 4.50 Karnaugh maps for Example 4.24. 

, 
f 
t 
t' " . ~ 

, .. 

To find the minimum-cost SOP expression, it is necessary to find the prime implicants that 
cover all Is in the map. The don't-cares may be used as desired. Minterm m6 is covered 
only by the prime implicant XIX2, hence this prime implicant is essential and it must be 
included in the final expression. Similarly, the prime implicants XIX2 and X3X4 are essential 
because they are the only ones that cover mlO and m15, respectively. These three prime 
implicants cover all minterms for which f = 1 except m12. This minterm can be covered 
in two ways, by choosing either XIX3X4 or X2X3X4. Since both of these prime implicants 
have the same cost, we can choose either of them. Choosing the former, the desired SOP 
expression is • 

These prime implicants are encircled in the map. 

.6 ... " 
"9 

"~ . 

A.''''.·':: • 
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The desired POS expression can be found as indicated in Figure 4.50b. In this case, 
e have to find the sum tenns that cover all Os in the function. Note that we have written ;s explicitly in the map to emphasize this fact. The tenn (Xl + X2) is essential to cover the 

Os in squares 0 and 2, which correspond to maxterms Mo and Mz. The tenns (X3 + X4) and 
(x + Xz + X3 + X4) must be used to cover the Os in squares 13 and 14, respectively. Since 
th~se three sum terms cover all Os in the map, the POS expression is 

f = (Xl + X2)(X3 + X4)(Xl + X2 + X3 + X4) 

The chosen sum terms are encircled in the map. 
Observe the use of don't-cares in this example. To get a minimum-cost SOP expression 

we assumed that all four don't-cares have the value 1. But, the minimum-cost POS expres
sion becomes possible only if we assume that don't-cares 3, 5, and 9 have the value 0 while 
the don't-care 7 has the value 1. This means that the resulting SOP and POS expressions are 
not identical in terms of the functions they represent. They cover identically all valuations 
for whichf is specified as I or 0, but they differ in the valuations 3, 5, and 9. Of course, 
this difference does not matter, because the don't-care valuations will never be applied as 
inputs to the implemented circuits. 

Problem: Use Karnaugh maps to find the minimum-cost SOP and POS expressions for the 
function 

assuming that there are also don't-cares defined as D = :L)9, 12, 14). 

Solution: The Kamaugh map that represents this function is shown in Figure 4.51 a. The 
map is derived by placing 1 s that correspond to each product term in the expression used 
to specify f. The term XIX3X4 corresponds to minterms 0 and 4. The term X3X4 represents 
the third row in the map, comprising minterms 3, 7, 11, and 15. The term XIX2X4 specifies 
minterms 1 and 3. The fourth product term represents the minterm 13. The map also 
includes the three don't-care conditions. 
. To find the desired SOP expression, we must find the least-expensive set of prime 
lillplicants that covers all 1 s in the map. The term X3X4 is a prime implicant which must 
be included because it is the only prime implicant that covers the minterm 7; it also covers 
minterms 3, 11, and 15. Minterm 4 can be covered with either XIX3X4 or X2X3X4. Both of 
these tenns have the same cost; we will choose XIXjX4 because it also covers the minterm O. 
~interm I may be covered with either XIX2X3 or X;X4; we should choose the latter because 
It~ cost is lower. This leaves only the minterm 13 to be covered, which can be done with 
either XIX4 or XlX2 at equal costs. Choosing XIX4, the minimum-cost SOP expression is 

f = X3 X4 + XIX3 X4 + X2X4 + XIX4 

Figure 4.51 b shows how we can find the POS expression. The sum tenn (X3 + X4) 

covers the Os in the bottom row. To cover the 0 in square 8 we must include (Xl +X4). The 
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X1X2 
4 00 01 11 IO 

00 IC 1 1 d 

-r----. 7 01 1 1 -

1 1 C 1 1 1 1) t--

10 d 

(a) Determination of the SOP expression 

x x 1 2 -
4 00 01 11 10 

00 1 1 d 0 

01 1 C0 1 d 

11 1 1 1 1 

10 IC 0 0 d 0 

(Xl + x4) 

(b) Determination of the POS expression 

Figure 4.51 Karnaugh maps for Example 4.25. 

remaining 0, in square 5, must be covered with (Xl +X2 +X3 +X4). Thus, the minimum-cost 
POS expression is 

!6 Problem: Use the tabular method of section 4.9 to derive a minimum-cost SOP expression 
for the function 

assuming that there are also don't-cares defined as D = L(9, 12, 14) . 
.. 
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Solution: The tabular method requires that we start with the function defined in the form 
of minterms. As found in Figure 4.51a, the function f can also be represented as 

f(XI, ... , X4) = L m(O, 1,3,4,7, 11, 13, 15) + D(9, 12, 14) 

The corresponding eleven O-cubes are placed in list 1 in Figure 4.52. 
Now, perform a pairwise comparison of all O-cubes to determine the I-cubes shown 

in list 2, which are obtained by combining pairs of O-cubes. Note that all O-cubes are 
included in the I-cubes, as indicated by the checkmarks in list 1. Next, perform a pairwise 
comparison of all I-cubes to obtain the 2-cubes in list 3. Some of these 2-cubes can be 
generated in mUltiple ways, but it is not useful to list a 2-cube more than once (for example, 
xOx 1 in list 3 can be obtained by combining from list 2 the cubes 1,3 and 9,11 or by using 
the cubes 1,9 and 3,11). Note that all but three I-cubes are included in the 2-cubes. It is not 
possible to generate any 3-cubes, hence all terms that are not included in some other term 
(the unchecked terms in list 2 and all terms in list 3) are the prime implicants of f. The set 
of prime implicants is 

p= {OOOx,OxOO,xl00, xOxl, xxII, lxxI, llxx} 

= {Pl,P2,P3,P4,P5,P6,P7} 

To find the minimum-cost cover for f, construct the table in Figure 4.53a which shows 
all prime implicants and the minterms that must be covered, namely those for which f = 1. 
A checkmark is placed to indicate that a mintenn is covered by a particular prime implicant. 
Since minterm 7 is covered only by P5, this prime implicant must be included in the final 

List 1 

0 000 0 

1 000 1 
4 o 1 0 0 

3 o 0 1 1 
9 1 0 0 1 

12 1 1 0 0 

7 o 1 1 1 
11 1 o 1 1 
13 1 101 
14 1 1 1 0 

15 1 1 1 1 

Figure 4.52 

List 2 

0,1 000 x 
0,4 0 x 0 0 

1,3 0 o x 1 

1.9 x 001 
4,12 x 1 0 0 

3,7 o x 1 1 

3,11 x 0 1 1 

9,11 lOx 1 

9,13 1 x 0 1 
12,13 1 lOx 
12,14 1 1 x 0 

7,15 x 1 1 1 

11,15 1 x 1 1 

13,15 1 1 x 1 

14,15 1 1 1 x 

v 
v 
v 
v 
v 
v 

v 
v 
v 
v 

List 3 

1,3,9.1 1 x 0 x 1 

3,7,11,15 x xiI 
9,11,13,15 1 x x 1 

12,13,14,15 1 1 x x 

Generation of prime implicants for the function in Example 4.26. 
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Prime Minterm 
implicant 0 1 3 4 7 11 13 15 

PI = o 0 o x v' ..; 

P2 = o x o 0 ..; ..; 

P3 = x 1 o 0 ..; 

P4 = X 0 x 1 ..; ..; ..; 

Ps = x x 1 I ..; v' v' v' 

P6 = 1 x x 1 v' v' v' 

P7 = 1 1 x x ..; v' 

(a) Initial prime implicant cover table 

Prime Minterm 
implicant 0 1 4 13 

PI = 0 0 o x ..; ..; 

P2 = o x o 0 ..; ..; 

P4 = x 0 x 1 ..; ~ 

P6 = 1 x x 1 ..; 

(b) After the removal of rows P3, Ps and P7, and columns 3,7,11 and 13 

Figure 4.53 Selection of a cover for the function in Example 4.26. 

•.. ' ...... , 
• cover. Observe that row P2 dominates row P3, hence the latter can be removed. Similarly, 

row P6 dominates row P7. Removing rows Ps, P3, and P7, as well as columns 3, 7, 11, and 
15 (which are covered by Ps), leads to the reduced table in Figure 4.53b. In this table, P2 
and P6 are essential. They cover minterms 0, 4, and 13. Thus, it remains only to cover 
minterm 1, which can be done by choosing either PI or P4. Since P4 has a lower cost, it 
should be chosen. Therefore, the final cover is 

C = {P2, P4, Ps, P6} 

= {OxOO, xOx 1, xxll, lxxl} 

and the function is implemented as 

.. 
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---problem: Use the *-product operation to find all prime implicants of the function 

f (Xl, ••. ,X4) = XIX3 X4 + X3 X4 + XIX2X4 + XIX2X 3X4 

assuming that there are also don't-cares defined as D = 2:)9, 12, 14). 

Solution: The ON -set for this function is 

ON = {OxOO, xxll, OOxI, llOI} 

The initial cover, consisting of the ON-set and the don't-cares, is 

CO = {OxOO, xxll, OOx}, lIOI, 1001,1100, IllO} 

Using the *-operation, the subsequent covers obtained are 

C l = {OxOO, xxll, OOxI, OOOx, xIOO, 11xl, IOxl, 111x, xOOI, lxOI, 110x, llxO} 

C2 = {OxOO, xxll, OOOx, xIOO, xOxl, lxxI, llxx} 

C3 = C2 

Therefore, the set of all prime implicants is 

P = {XIX3X4,X3X4,XIX2X3,X2X3X4,X2X4,XlX4,XIX2} 

Problem: Find the minimum-cost implementation for the function 

f (Xl, ... ,X4) = XIX3 X4 + X3X4 + XIX2X4 + XIX2X 3X4 

assuming that there are also don't-cares defined as D = I)9, 12, 14). 

Solution: This is the same function used in Examples 4.25 through 4.27. In those examples, 
we found that the minimum-cost SOP implementation is 

f = X3 X4 + Xt X 3X4 + X2X4 + XIX4 

which requires four AND gates, one OR gate, and 13 inputs to the gates, for a total cost 
of 18. 

The minimum-cost POS implementation is 

f = (X3 + X4)(X, + X4)(XI + X2 + X3 + X4) 

which requires three OR gates, one AND gate, and 11 inputs to the gates, for a total cost 
of 15. 

We can also consider a multilevel realization for the function. Applying the factoring 
concept to the above SOP expression yields 

f = (Xl + X2 + X3)X4 + XIX3 X4 

This implementation requires two AND gates, two OR gates, and IO inputs to the gates, for 
a total cost of 14. Compared to the SOP and PQS implementations, this has the lowest cost 
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in terms of gates and inputs, but it results in a slower circuit because there are three levels of . 
gates through which the signals must propagate. Of course, if this function is implemented 
in an FPGA, then only one LUT is needed. 

-4.29 Problem: In several commercial FPGAs the logic blocks are four-input LUTs. 1Wo SUch 

236 

LUTs, connected as shown in Figure 4.54, can be used to implement functions of seven 
variables by using the decomposition 

It is easy to see that functions such as! = XIX2X3X4XSX6X7 and! = Xl + X2 + X3 + X4 + 
Xs + X6 + X7 can be implemented in this form. Show that there exist other seven-variable 
functions that cannot be implemented with 2 four-input LUTs. 

Solution: The truth table for a seven-variable function can be arranged as depicted in Figure 
4.55. There are 27 = 128 minterms. Each valuation of the variables XI, X2, X3, andx4 selects 
one of the 16 columns in the truth table, while each valuation of Xs, X6, and X7 selects one 
of 8 rows. Since we have to use the circuit in Figure 4.54, the truth table for f can also be PI 
defined in terms of the subfunction g. In this case, it is g that selects one of the 16 columns 
in the truth table, instead of Xl, X2, X3, and X4. Since g can have only two possible values, 
o and 1, we can have only two. columns in the truth table. This is possible if there exist 
only two distinct patterns of 1 s (hnd Os in the 16 columns in Figure 4.54. Therefore, only a 
relatively small subset of seven-variable functions can be realized with just two LUTs. 

LUT g 

x5 
LUT f 

x6 

x 7 

Figure 4.54 Circuit for Example 4.29. 
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X 1X2X3X4 

x6x7 0000 0001 ••• 1110 1 1 11 

000 mo mg m Il2 m120 

001 m l m9 m Il3 m l 21 

010 m 2 mlO m 1l4 m l22 

all m3 m ll m 1l5 m l23 ••• 
100 m4 m I2 m 1l6 m l24 

101 m5 m13 m Il7 m l25 

110 m6 m 14 m Ilg m l26 

111 m7 m l5 m Il9 m I27 

Figure 4.55 A possible format for truth tables of seven-variable 
functions. 

?ROBLEl\'IS 

Answers to problems marked by an asterisk are given at the back of the book. 

*4.1 Findtheminimum-costSOPandPOSformsforthefunction!(xj,x2, X3) = Lm(1, 2, 3, 5). 

*4.2 Repeat problem 4.1 for the function! (Xl, X2, X3) = L m(1, 4, 7) + D(2, 5). 

4.3 Repeat problem 4.1 for the function! (Xl, ... , X4) = TIM (0, 1, 2, 4, 5, 7, 8, 9, 10, 12, 
14, 15). 

4.4 Repeat problem 4.1 for the function I(XI, ... , X4) = L m(O, 2, 8, 9, 10, 15) + D(l, 3, 
6, 7). 

*4.5 

4.6 

4.7 

4.8 

*4.9 

4.10 

Repeat problem 4.1 for the function I(x], ... , xs) = TIM (1,4, 6, 7, 9, 12,15, 17, 20, 21, 
22, 23, 28, 31). 

Repeat problem 4.1 forthefunction!(xl, ... ,xs) = Em(O, 1,3,4,6,8,9, 11, 13,14,16, 
19,20,21,22,24, 2S) +D(S, 7,12, IS, 17,23). 

Repeat problem 4.1 for the functionl(xl,'" ,xs) = Lm(l, 4, 6, 7, 9,10,12, IS, 17, 19, 
20,23, 2S, 26, 27, 28, 30, 31) + D(8, 16,21,22). 

Find S three-variable functions for which the product-of-sums form has lower cost than the 
sum-of-products form. 

A four-variable logic function that is equal to I if any three or all four of its variables are 
equal to 1 is called a majority function. Design a minimum-cost SOP circuit that implements 
this majority function. 

Derive a minimum-cost realization of the four-variable function that is equal to 1 if exactly 
two or exactly three of its variables are equal to 1; otherwise it is equal to O. 
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*4.11 Prove or show a counter-example for the statement: If a function f has a unique minimum. 

cost SOP expression, then it also has a unique minimum-cost POS expression. 

*4.12 A circuit with two outputs has to implement the following functions , 
f(Xl,"" X4) = Lm(O, 2,4,6,7,9) + D(10, 11) 

g(Xl, ••• , X4) = L m(2, 4, 9,10,15) + D(O, 13, 14) 

Design the minimum-cost circuit and compare its cost with combined costs of two circuits 
that implement f and g separately. Assume that the input variables are available in both 
uncomplemented and complemented forms. 

4. 13 Repeat problem 4.12 for the following functions 

f(Xl,"" xs) = L m (1, 4,5,11,27,28) + D(10, 12, 14, 15,20,31) 

g(Xl, ... , xs) = L meo, 1,2,4,5,8, 14, 15, 16, 18,20,24,26,28,31) + D(10, 11, 12,27) 

*4.14 Implement the logic circuit in Figure 4.23 using NAND gates only. 

*4.15 Implement the logic circuit in Figure 4.23 using NOR gates only. 

4. 16 Implement the logic circuit in Figure 4.25 using NAND gates only. 

4.17 

*4.18 

4.19 

4.20 

*4.21 

4.22 

*4.23 

Implement the logic circuit i, Figure 4.25 using NOR gates only. 

Consider the function f = X3XS + XIX2X4 + XIX2X4 + XIX3X4 + X\X3 X4 + XIX2XS + X\X2X5. 

Derive a minimum-cost circuit that implements this function using NOT, AND, and OR 
gates. 

Derive a minimum-cost circuit that implements the function I (Xl, ... , X4) = L m(4, 7,8, 
11) + D(12, 15). 

Findthesimplestrealizationofthefunction!(xl, ... ,X4) = Lm(O, 3,4', 7, 9,10,13,14), 
assuming that the logic gates have a maximum fan-in of two. 

Find the minimum-cost circuit for the function I(x], ... ,X4) = L m(O, 4,8, 13, 14,15). 
Assume that the input variables are available in uncomplemented form only. (Hint: use 
functional decomposition.) 

Use functional decomposition to find the best implementation of the function !(Xl,· .. ' 
xs) = Lm(1,2, 7,9,10,18,19,25,31) +D(O, 15,20,26). How does your implementa
tion compare with the lowest-cost SOP implementation? Give the costs. 

Use the tabular method discussed in section 4.9 to find a minimum cost SOP realization for 
the function 

I(XI, ... , X4) = L m(O, 2, 4, 5, 7, 8, 9, 15) 

4.24 Repeat problem 4.23 for the function 

I(Xl, ... ,X4) = L meo, 4, 6, 8, 9, 15) + D(3, 7, 11, 13) 
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4.25 Repeat problem 4.23 for the function 

j(Xl, ..• , X4) = L m(O, 3,4,5,7,9,11) + D(8, 12, 13, 14) 

4.26 Show that the following distributive-like rules are valid 

(A . B)#C = (A#C) . (B#C) 

(A + B)#C = (A#C) + (B#C) 

4.27 Use the cubical representation and the method discussed in section 4.10 to find a minimum
cost SOP realization of the function/(xl,'" ,X4) = L m(O, 2, 4,5,7,8,9,15). 

4.28 Repeat problem 4.27 for the function f (Xl, .•• ,Xs) = XIX3XS + XIX2X3 + X2X3X4XS + 
XIX2X3X4 + XIX2X3X4XS + XlX2X4XS + XIX3 X4XS. 

4.29 

4.30 

Use the cubical representation and the method discussed in section 4.10 to find a minimum
cost SOP realization of the function f (XI, .•. ,X4) defined by the ON-set ON = {OOxO, 
lOOx, xOl0, llll} and the don't-care set DC = {OOxl, Dllx}. 

In section 4.10.1 we showed how the *-product operation can be used to find the prime 
implicants of a given function f. Another possibility is to find the prime implicants by 
expanding the implicants in the initial cover of the function. An implicant is expanded 
by removing one literal to create a larger implicant (in terms of the number of vertices 
covered). A larger implicant is valid only if it does not include any vertices for which 
f = O. The largest valid implicants obtained in the process of expansion are the prime 
implicants. Figure P4.1 illustrates the expansion of the implicant XIX2X3 of the function in 
Figure 4.9, which is also used in Example 4.16. Note from Figure 4.9 that 

~ 

~ 
- -

x 2x 3 xlx3 XIX2 

/\ /\ /\ 
~ ~ 

x3 x 2 X3 Xl X2 Xl 

NO NO NO NO 

Figure P4.1 Expansion of implicant XtX2X3. 

In Figure P4.1 the word NO is used to indicate that the expanded term is not valid, 
because it includes one or more vertices fromJ. From the graph it is clear that the largest 
valid implicants that arise from this expansion are X2X3 and Xl; they are prime implicants 
off· 

Expand the other four implicants given in the initial cover in Example 4.14 to find all 
prime implicants of f. What is the relative complexity of this procedure compared to the 
*-product technique? 
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4.31 Repeat problem 4.30 for the function in Example 4.17. Expand the implicants given in 
initial cover Co. 

* 4.32 Consider the logic expressions 

f = XI X2XS + Xt X2X4XS + XI X2X4XS + XI X2X3X4 + Xt X2X3XS + X2X3X4XS + XtX2X3X4XS 

g = X2X3X4 + X2X3X4XS + Xj X3X4XS + XIX2X4XS + Xt X3X4XS + Xt X2X3XS + XIX2X3X4Xs 

Prove or disprove that f = g. 

4.33 Consider the circuit in Figure P4.2, which implements functions f and g. What is the Costaf 
this circuit, assuming that the input variables are available in both true and complemented 
Redesign the circuit to implement the same functions, but at as Iowa cost as possible. What 
is the cost of your circuit? 

Xl 

X3 

x4 

Xl 

x3 

x 4 
-

1 , Xl 
( - f ,," 

X2 

1 

Xl 
x3 

x 2 

\ 
-
X3 
-
x4 

-

X2 

X4 

g 

X I --...... 

X4 ---I &""_" 

Figure P4.2 Circuit for problem 4.33. 

• 
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4.34 Repeat problem 4.33 for the circuit in Figure P4.3. Use only NAND gates in your circuit. 

4.35 

4.36 

4.37 

4.38 

X2 ---t 

x3 -I""L_~ 

Figure P4.3 

-

x2 

x 4 

-
Xl 
-
x2 

-
Xl 

X3 

\ 
-

x2 

x3 

Circuit for problem 4.34. 

•• 
•• • • 

•• 
•• 

Write VHDL code to implement the circuit in Figure 4.25b. 

Write VHDL code to implement the circuit in Figure 4.27c. 

Write VHDL code to implement the circuit in Figure 4.28b. 

f 

g 

Write VHDL code to implement the function f (Xl, ••. , X4) = L m(O, 1,2,4,5, 7, 8, 9, 11, 
12, 14, 15). 

4.39 Write VHDL code to implement the function f (Xl, ... , X4) 

D(O, 5, 9). 
L m(l, 4, 7,14, IS) + 
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4.40 Write VHDL code to implement the function leXl, ... , X4) = DM (6,8,9, 12, 13). 

4.41 Write VHDL code to implement the function I(Xl, ... ,X4) = DM (3,11,14) + D(O, 2, 
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10, 12). 
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5 
NUMBER REPRESENTATION 

AND ARITHMETIC CIRCUITS 

CHAPTER OBJECTIVES 

In this chapter you will learn about: 

• Representation of numbers in computers 

• Circuits used to perform arithmetic operations 

• Performance issues in large circuits 

• Use of VHDL tQ specify arithmetic circuits 

.~. 
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In this chapter we will discuss logic circuits that perfonn arithmetic operations. We will explain how numbers 
can be added, subtracted, and multiplied. We will also show how to write VHD L code to describe the arithmetic 
circuits. These circuits provide an excellent platform for illustrating the power and versatility of VHDL in 
specifying complex logic-circuit assemblies. The concepts involved in the design of the arithmetic circuits 
are easily applied to a wide variety of other circuits. 

Before tackling the design of arithmetic circuits, it is necessary to discuss how numbers are represented 
in digital systems. In the previous chapters we dealt with logic variables in a general way, using variables to 
represent either the states of switches or some general conditions. Now we will use the variables to represent 
numbers. Several variables are needed to specify a number, with each variable corresponding to one digit of 
the number. 
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5. 1 POSITIONAL NUMBER REPRESENTATION 

When dealing with numbers and arithmetic operations, it is convenient to use stand~~ 
symbols. Thus to represent addition we use the plus (+) symbol, and for subtraction we 
use the minus (-) symbol. In previous chapters we used the + symbol to represent the 
logical OR operation and - to denote the deletion of an element from a set. Even though 
we will now use the same symbols for two different purposes, the meaning of each symbol 
will usually be clear from the context of the discussion. In cases where there may be some 
ambiguity, the meaning will be stated explicitly. 

.. 
"'1.:····.· 

",_ . 

, 

}/ 5.1.1 UNSIGNED INTEGERS 

The simplest numbers to consider are the integers. We will begin by considering positive 
integers and then expand the discussion to include negative integers. Numbers that are 
positive only are called unsigned, and numbers that can also be negative are called signed. 
Representation of numbers that include a radix point (real numbers) is discussed later in 
the chapter. 

In the familiar decimal system, a number consists of digits that have 10 possible values, 
from 0 to 9, and each digit represents a multiple of a power of 10. For example, the number 
8547 represents 8 x 103 + 5 x 102 + 4 X 101 + 7 x 10°. We do not normally write the 
powers of 10 with the number, because they are implied by the positions of the digits. In 
general, a decimal integer is expressed by an n-tuple comprising n decimal digits 

D = dn- 1dn- 2 ··• d1do-

which represents the value 

V(D) = dn- 1 x 10n-1 + dn- 2 x Hf-2 + ... + d1 X 101 + do x 10° 

This is referred to as the positional number representation. 
Because the digits have 10 possible values and each digit is weighted as a power of 

10, we say that decimal numbers are base-lO, or radix-l 0 numbers. Decimal numbers are 
familiar, convenient, and easy to understand. However, in digital circuits it is not practical. 

#~ 



, 5.1 POSITIONAL NUMBER REPRESENTATION 

use digits that can assume 10 values. In digital systems we use the binary, or base-2, 
to'stcm in which digits can be 0 or 1. Each binary digit is called a bit. In the binary number 
5) tem the same positional number representation is used so that sys , 

B=bn-lbn-2···blbo 

represents an integer that has the value 

V(B) = bn- I x 2n-
1 + bn- 2 x 2n

-
2 + .. , + b l X 21 + bo x 2° [5.1] 

n-l 

= Lbi X 2i 
i=O 

For example, the binary number 1101 represents the value 

V = 1 X 23 + 1 X 22 + 0 X 21 + 1 x 2° 

Because a particular digit pattern has different meanings for different radices, we will 
indicate the radix as a subscript when there is potential for confusion. Thus to specify that 
1101 is a base-2 number, we will write (1101 h. Evaluating the preceding expression for V 
gives V = 8 + 4 + 1 = 13. Hence 

(llOlh = (l3ho 

Note that the range of integers that can be represented by a binary number depends on the 
number of bits used. For example, with four bits the largest number is (l1l1h = (15)10' .. 
An example of a larger number is (10110111 h = (183) 10' In general, using n bits allows 
representation of integers in the range 0 to 2n - 1. 

In a binary number the right-most bit is usually referred to as the least-significant bit 
(L58). The left-most bit of an unsigned integer, which has the highest power of 2 associated 
with it, is called the most-significant bit (MSB). In digital systems it is often convenient to 
consider several bits together as a group. A group of four bits is called a nibble, and a group 
of eight bits is called a byte. 

5. 1.2 CONVERSION BETWEEN DECIMAL AND BINARY SYSTEMS 
-~ 

A binary number is converted into a decimal number simply by applying Equation 5.1 and 
~valuating it using decimal arithmetic. Converting a decimal number into a binary number 
IS not quite as straightforward. The conversion can be performed by successively dividing 
th~ decimal number by 2 as follows. Suppose that a decimal number D = dk - I ••• dIdo, 
WIth a value V, is to be converted into a binary number B = bn - I ••• b2b 1bo. Thus 

V = bn- I x 2n
-

I + ... + b2 X 22 + bi X 21 + bo 

Ifw d' 'd e IVI e V by 2, the result is 

V n-2 1 bo '2 = bn- 1 x 2 + ... + b2 X 2 + b i + 2 

247 



248 

C HAP T E R 5 • NUMBER REPRESENTATION AND ARITHMETIC CIRCUITS , 
The quotient of this integer division is bn- I x 2n- 2 + ... + b2 X 2 + b), and the remainder 
is boo If the remainder is 0, then bo = 0; if it is 1, then ho = 1. Observe that the quotient 
is just another binary number, which comprises n - 1 bits, rather than n bits. Dividing this 
number by 2 yields the remainder hi. The new quotient is 

bn- 1 x 2n- 3 + ... + h2 

Continuing the process of di vi ding the new quotient by 2, and determining one bit in each 
step, will produce all bits of the binary number. The process continues until the quotient 
becomes O. Figure 5.1 illustrates the conversion process, using the example (857ho :::: 
(1l01011001)z. Note that the least-significant bit (LSB) is generated first and the most. 

significant bit (MSB) is generated last. ., .. 

5. 1.3 OCTAL AND HEXADECIMAL REPRESENTATIONS , 

The positional number representation can be used for any radix. If the radix is r, then the 
number 

n-I 

V(K) = Lki X ri f , 

has the value 

i=O 

Our interest is limited to those radices that are most practical. We will use decimal numbers 
because they are used by people, and we will use binary numbers because they are used by 
computers. In addition, two other radices are useful-8 and 16. Numbers represented with 

Convert (857) 10 

Remainder 
857 + 2 = 428 1 LSB 
428 + 2 =: 214 0 
214 + 2 =: 107 0 
107 + 2 =: 53 1 
53 + 2 26 1 
26+ 2 =: 13 0 
13 + 2 =: 6 1 
6+2 = 3 0 
3+2 =: 1 1 
1+2 = 0 1 MSB 

Result is (lIOI011001)z 

Figure 5.1 Conversion from decimal to binary. 

• 



5.1 POSITIONAL NUMBER REPRESENTATION 

dix 8 are called octal numbers, while radix-16 numbers are called hexadecimal numbers. 
~~ octal representation the digit v~l~es range from 0 to 7. In hexadecimal representation 
(often abbreviated as hex), each dIgIt can have one of 16 values. The first 10 are denoted 
the same as in the decimal system, namely, 0 to 9. Digits that correspond to the decimal 
values 10, 11, 12, 13, 14, and 15 are denoted by the letters, A, B, C, D, E, and F. Table 5.1 
gives the first] 8 integers in these number systems. 

Table 5.1 Numbers in different systems. 

Decimal Binary Octal Hexadecimal 

00 00000 00 00 
01 00001 01 01 
02 00010 02 02 
03 00011 03 03 

04 00100 04 04 
05 00101 05 05 
06 00110 06 06 
07 00111 07 07 
08 01000 10 08 
09 01001 11 09 
10 01010 12 OA 
II 01011 13 OB 
12 01100 14 OC 
13 01101 15 OD 
14 011 10 16 OE 
15 01111 17 OF 
16 10000 20 10 
17 10001 21 11 
18 10010 22 12 

In computers the dominant number system is binary. The reason for using the octal and 
hexadecimal systems is that they serve as a useful shorthand notation for binary numbers. 
One octal digit represents three bits. Thus a binary number is converted into an octal number 
by taking groups of three bits, starting from the least-significant bit, and replacing them 
with the corresponding octal digit. For example, 101011010111 is converted as 

101 
'-.-' 

5 

o 1 1 
'-.-' 

3 

010 
'-,-' 

2 

111 
'-.-' 

7 

~hiCh means that (1010l1010111h = (5327)g. If the number of bits is not a multiple of 

(
2ree, then we add Os to the left of the most-significant bit. For example, (10111011 b = 
73)s because 

010 
'-..,.-' 

2 

111 
'-..,.-' 

7 

o 1 1 
'-,-' 

3 
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Conversion from octal to binary is just as straightforward; each octal digit is simply replaced 
by three bits that denote the same value. 

Similarly, a hexadecimal digit is represented using four bits. For example, a 16-bit 
number is represented using four hex digits, as in 

because 

(lOI0111100100101h = (AF25h6 

1 0 1 0 
~ 

A 

111 1 
'-..-" 

F 

0010 
~ 

2 

010 1 
'-..-" 

5 

Zeros are added to the left of the most-significant bit if the number of bits is not a multiple 
of four. For example, (l101101000h = (368h6 because 

0011 --...--
3 

o 1 1 0 --..--
6 

1000 
'-v-' 

8 

Conversion from hexadecimal to binary involves straightforward substitution of each hex 
digit by four bits that denote the same value. 

Binary numbers used in modern computers often have 32 or 64 bits. Written as binary 
n-tuples (sometimes called bit vectors), such numbers are awkward for people to deal with. 
It is much simpler to deal with them in the form of 8- or 16-digit hex numbers. Because 
the arithmetic operations in a digital system usually involve binary ,numbers, we will focus 
on circuits that use such numbers. We will sometimes use the hexadecimal representation 
as a convenient shorthand description. 

We have introduced the simplest numbers-unsigned integers. It is necessary to be 
able to deal with several other types of numbers. We will discuss the representation of 
signed numbers, fixed-point numbers, and floating-point numbers later in this chapter. But 
first we will examine some simple circuits that operate on numbers to give the reader a 
feeling for digital circuits that perform arithmetic operations and to provide motivation for 
further discussion. 

5.2 ADDITION OF UNSIGNED NUMBERS 

Binary addition is performed in the same way as decimal addition except that the values of 
individual digits can be only 0 or 1. The addition of 2 one-bit numbers entails four possible 
combinations, as indicated in Figure 5 .2a. Two bits are needed to represent the result of the 
addition. The right-most bit is called the sum, s. The left-most bit, which is produced as 
a carry-out when both bits being added are equal to 1, is called the carry, c. The addition 
operation is defined in the form of a truth table in part (b) of the figure. The sum bit s is the 
XOR function, which was introduced in section 3.9.1. The carry c is the AND function of 
inputs x and y. A circuit realization of these functions is shown in Figure 5.2c. This circuit, 
which implements the addition of only two bits, is called a half-adder. 

A more interesting case is when larger numbers that have multiple bits are involved. 
Then it is still necessary to add each pair of hits, but for each bit position i, the addition 
operation may include a carry-in from bit position i-I. 
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x 
+y 

c s 

carry~ Lsum 

o 
+0 

00 

o 
+1 

o 1 

1 
+0 

o 1 

(a) The four possible cases 

x y 

o 0 

o 1 

1 0 

1 1 

Carry Sum 
c 

o 
o 
o 
1 

(b) Truth table 

s 

o 
1 

1 

o 

1 
+1 

1 0 

; - __ --+---I~ ),...-- S 

; - .... : I HAl to------: : 

...---- c 

(c) Circuit (d) Graphical symbol 

Figure 5.2 Half-adder. 

Figure 5.3 presents an example of the addition operation. The two operands are X = 
(011 llh = (15).0 and Y = (OlOlOh = (10)10. Note that five bits are used to represent X 
and Y. Using five bits, it is possible to represent integers in the range from 0 to 31 ~ hence 
the sum S = X + Y = (25) 10 can also be denoted as a fi ve-bit integer. Note also the labeling 
of individual bits, such that X = X4X3X2XIXO and Y = Y4Y3Y2YIYO. The figure shows the 

Figure 5.3 

01111 

01010 

1 1 10 ...... t----

1 100 1 

An example of addition. 

Generated carries 
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carries generated during the addition process. For example, a carry of 0 is generated when 
Xo and Yo are added, a carry of 1 is produced when Xl and YI are added, and so on. 

In Chapters 2 and 4 we designed logic circuits by first specifying their behavior in the 
form of a truth table. This approach is impractical in designing an adder circuit that can add 
the five-bit numbers in Figure 5.3. The required truth table would have 10 input variables,S 
for each number X and Y. It would have 2 10 = 1024 rows! A better approach is to consider 
the addition of each pair of bits, Xi and Yi, separately. 

For bit position 0, there is no carry-in, and hence the addition is the same as for Figure 
5.2. For each other bit position i. the addition involves bits Xi and Yi, and a carry-in Cj. The 
sum and carry-out functions of variables Xi, Yi, and Ci are specified in the truth table in Figure 
5.4a. The sum bit, Si, is the modulo-2 sum of Xi, Yi, and Cj. The carry-out, Ci+l. is equal to 
1 if the sum of Xi, Yi, and Ci is equal to either 2 or 3. Karnaugh maps for these functions 
are shown in part (b) of the figure. For the carry-out function the optimal sum-of-products 
realization is 

For the Si function a sum-of-products realization is 

A more attractive way of implementing this function is by using the XOR gates, as explained 
below. 

Use ofXOR Gates 
The XOR function of two variables is defined as Xl EBX2 = XjX2 +XIX2. The preceding 

expression for the sum bit can be manipulated into a form that uses only XOR operations 
as follows 

= (Xi EB ydCj + (Xi EB Yi )Ci 

= (Xi EB yd EI1 Ci 

The XOR operation is associative; hence we can write 

Si = Xi EB Yi EB Ci 

Therefore, a single three-input XOR gate can be used to realize Sj. 

The XOR gate generates as an output a modulo-2 sum of its inputs. The output is equal 
to 1 if an odd number of inputs have the value 1, and it is equal to ° otherwise. For this 
reason the XOR is sometimes referred to as the odd function. Observe that the XOR has no 
minterms that can be combined into a larger product term, as evident from the checkerboard 
pattern for function Si in the map in Figure 5Ab. The logic circuit implementing the trUth 
table in Figure S.4a is given in Figure SAc. This circuit is known as afull-adder. 

Another interesting feature of XOR gates is that a two-input XOR gate can be thought 
of as using one input as a control signal that determines whether the true or complemented 
value of the other input will be passed through the gate as the output value. This is clear 
from the definition of XOR, where Xi EB Yi = xy + xy. Consider X to be the control input. 
Then if X = 0, the output will be equal to the.value of y. But if X = 1, the output will 
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C i x· 1 Yi C i + 1 Sf 

0 0 0 0 0 
0 0 1 0 1 

0 1 0 0 1 

0 1 1 1 0 
1 0 0 0 1 

1 0 1 1 0 
1 1 0 1 0 
1 1 1 1 1 

(a) Truth table 

Yi ~) 

Figure 5.4 Full-adder. 

5.2 ADDITION OF UNSIGNED NUMBERS 

Ci 

c· 1 

) 

(c) Circuit 

xy i i 

00 01 11 10 

0 1 1 

1 1 1 

xy i i 

00 01 11 10 

0 1 

1 1 1 1 

(b) Karnaugh maps 

1 
I 

S· 
1 

be equal to the complement of y. In the derivation above, we used algebraic manipulation 
to derive St = (Xi EEl Yt) EB Ct. We could have obtained the same expression immediately 
?y making the following observation. In the top half of the truth table in Figure 5.4a, Ct 

IS equal to 0, and the sum function Sf is the XOR of Xi and Yi. In the bottom half of the 
table, Ci is equal to 1, while Si is the complemented version of its top half. This observation 
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CHAPTER 5 • NUMBER REPRESENTATION AND ARITHMETIC CIRCUITS , 
leads directly to our expression using 2 two-input XOR operations. We will encounter an 
important example of using XOR gates to pass true or complemented signals under the 
control of another signal in section 5.3.3. 

In the preceding discussion we encountered the complement of the XOR operation 
which we denoted as x EEl y. This operation is used so commonly that it is given the distinc~ 
name XNOR. A special symbol, 8, is often used to denote the XNOR operation, namely 

x8y=xEBy 

The XNOR is sometimes also referred to as the coincidence operation because it produces 
the output of 1 when its inputs coincide in value; that is, they are both 0 or both 1. 

5.2.1 DECOMPOSED FULL-ADDER 

In view of the names used for the circuits, one can expect that a full-adder can be constructed 
using half-adders. This can be accomplished by creating a multilevel circuit of the type 
discussed in section 4.6.2. The circuit is given in Figure 5.5. It uses two half-adders to 
form a full-adder. The reader should verify the functional correctness of this circuit. 

5.2.2 RIPPLE-CARRY ADDER 

To perform addition by hand, we start from the least-significant digit and add pairs of digits, 
progressing to the most-significant digit. If a carry is produced in position i, then this carry is 
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x· 1 
... 
.. 

Figure 5.5 

\~ 

s .. 
s HA c 

HA c 
, 

(a) Block diagram 

(b) Detailed diagram 

A decomposed implementation of the full-adder circuit. 
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5.2 ADDITION OF UNSIGNED NUMBERS 

dded to the operands in position i + 1. The same arrangement can be used in a logic circuit 
~hat performs addition. For each bit position we can use a full-adder circuit, connected as 
shown in Figure 5.6. Note that to be consistent with the customary way of writing numbers, 
the least-significant bit position is on the right. Carries that are produced by the full-adders 
propagate to the left. 

When the operands X and Yare applied as inputs to the adder, it takes some time before 
the output sum, S, is valid. Each full-adder introduces a certain delay before its Si and Ci+1 

outputs are valid. Let this delay be denoted as tJ.t. Thus the carry-out from the first stage, 

C 
arrives at the second stage tJ.t after the application of the Xo and Vn inputs. The carry-out I, . 

from the second stage, C2, arrives at the third stage with a 2tJ.t delay, and so on. The signal 
Cn-l is valid after a delay of (n - 1)tJ.t, which means that the complete sum is available 
after a delay of ntJ.t. Because of the way the carry signals "ripple" through the full-adder 
stages, the circuit in Figure 5.6 is called a ripple-carry adder. 

The delay incurred to produce the final sum and carry-out in a ripple-carry adder 
depends on the size of the numbers. When 32- or 64-bit numbers are used, this delay 
may become unacceptably high. Because the circuit in each full-adder leaves little room 
for a drastic reduction in the delay, it may be necessary to seek different structures for 
implementation of n-bit adders. We will discuss a technique for building high-speed adders 
in section 5.4. 

So far we have dealt with unsigned integers only. The addition of such numbers does 
not require a carry-in for stage O. In Figure 5.6 we included Co in the diagram so that 
the ripple-carry adder can also be used for subtraction of numbers, as we will see in sec
tion 5.3. 

5.2.3 DESIGN EXAMPLE 

Suppose that we need a circuit that multiplies an eight-bit unsigned number by 3. Let 
A = a7a6 ... a] ao denote the number and P = P9PS ... PIPO denote the product P = 3A. 
Note that 10 bits are needed to represent the product. 

1 1 1 1 ! ! 
C 1 

FA FA FA ... 

MSB position LSB position 

Figure 5.6 An n-bit ripple-carry adder. 
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CHAPTER 5 • NUMBER REPRESENTATION AND ARITHMETIC CIRCUITS , 
A simple approach to design the required circuit is to use two ripple-carry adders to 

add three copies of the number A, as illustrated in Figure 5.7a. The symbol that denotes 
each adder is a commonly used graphical symbol for adders. The letters Xi, Yi, Si, and c. 
indicate the meaning of the inputs and outputs according to Figure 5.6. The first adde~ 
produces A + A = 2A. Its result is represented as eight sum bits and the carry from the 
most-significant bit. The second adder produces 2A + A = 3A. It has to be a nine-bit adder 
to be able to handle the nine bits of 2A, which are generated by the first adder. Because the 
Yi inputs have to be driven only by the eight bits of A, the ninth input Y8 is connected to a 
constant 0. 

This approach is straightforward, but not very efficient. Because 3A = 2A + A, We can 
observe that 2A can be generated by shifting the bits of A one bit-position to the left, which 
gives the bit pattern a7a6aSa4a3a2QlaOO. According to equation 5.1, this pattern is equal 
to 2A. Then a single ripple-carry adder suffices for implementing 3A, as shown in Figure 
5.7h. This is essentially the same circuit as the second adder in part (a) of the figure. Note 
that the input Xo is connected to a constant O. Note also that in the second adder in part (a) 
the value of Xo is always 0, even though it is driven by the least-significant bit, So, of the 
sum of the first adder. Because Xo = Yo = ao in the first adder, the sum bit So will be 0, 
whether ao is ° or 1. 

5.3 SIGNED NUMBERS 

\. 

~: ." 
In the decimal system the sign of a number is indicated by a + or - symbol to the left 
of the most-significant digit. In the binary system the sign of a number is denoted by the 
left-most bit. For a positive number the left-most bit is equal to 0, and for a negative number 
it is equal to 1. Therefore, in signed numbers the left-most bit represents the sign, and the 
remaining n - 1 bits represent the magnitude, as illustrated in Figure 5.8. It is important to 
note the difference in the location of the most-significant bit (MSB). In unsigned numbers 
all bits represent the magnitude of a number; hence all n bits are significant in defining the 
magnitude. Therefore, the MSB is the left-most bit, hn - 1• In signed numbers there are n- 1 

significant bits, and the MSB is in bit position bn - 2 • 

5.3.1 NEGATIVE NUMBERS 

Positive numbers are represented using the positional number representation as explained 
in the previous section. Negative numbers can be represented in three different ways: 
sign-and-magnitude, 1 's complement, and 2's complement. e····· . . 
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o 
~ 

• • • 

(a) Naive approach 

0 0 . • • • ~ • • • 

Xl Xo Yg Y7 

Sg So 

P = 3A 

(b) Efficient design 

Figure 5.7 Circuit that multiplies an eight-bit unsigned number by 3. 
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• • • 

~~------------------~V~-------------------JI 

MSB~ 

Sign~ 
o denotes + 
1 denotes -

Figure 5.8 

Magnitude 

(a) Unsigned number 

• • • 

~~---------------'V,----------------JI 

f 
Magnitude 

MSB 

(b) Signed number 

Formats for representation of integers. 

\. 

Sign-and-Magnitude Representation 
In the familiar decimal representation, the magnitude of both positive and negative 

numbers is expressed in the same way. The sign symbol distinguishes a number as being 
positive or negative. This scheme is called the sign-and-magnitude number representation. 
The same scheme can be used with binary numbers in which case the sign bit is 0 or 1 
for positive or negative numbers, respectively_ For example, if we use four-bit numbers, 
then +5 = 0101 and -5 = 1101. Because of its similarity to decimal sign-and-magnitude 
numbers, this representation is easy to understand. However, as we will see shortly, this 
representation is not well suited for use in computers. More suitable representations are 
based on complementary systems, explained below. 

l's Complement Representation 
In a complementary number system, the negative numbers are defined according to a 

subtraction operation involving positive numbers. We will consider two schemes for binary 
numbers: the 1 's complement and the 2's complement. In the 1 s complement scheme. an 
n-bit negative number, K, is obtained by subtracting its equivalent positive number, p, frolJl 

2n - 1; that is, K = (2n - 1) - P. For example, if n = 4, then K = (24 - 1) - P ::: 
(15)1O-P = (l111h-P. Ifweconvert+5toanegative,weget-5 = 1111-0101 = 1010. 
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. ilarly,+3 =0011 and-3 = 1111-0011 = 1100. Clearly, the I'scomplementcanbe 
S;;:ined simply by complementing each bit of the number, including the sign bit. While l's 
o t plement numbers are easy to derive, they have some drawbacks when used in arithmetic 
com '11' h . operations, as we WI see In t e next sectIon. 

2's Complement Representation 
In the 2's complement scheme, a negative number, K, is obtained by subtracting its 

uivalent positive number, P, from 2n; namely, K = 2n - P. Using our four-bit example, 
~5 == 10000 - 0101 = 1011, and -3 = 10000 - 0011 = 1101. Finding 2's complements 
in this manner requires performing a subtraction operation that involves borrows. However, 
we can observe that if KI is the 1 's complement of P and K2 is the 2's complement of P, 

then 

KI = (2n 
- 1) - P 

K2 = 2n 
- p 

It follows that K2 = KI + 1. Thus a simpler way of finding a 2's complement 'of a number 
is to add 1 to lts l's complement because finding aI's complement is trivial. This is how 
2's complement numbers are obtained in logic circuits that perfonn arithmetic operations. 

The reader will need to develop an ability to find 2's complement numbers quickly. 
There is a simple rule that can be used for this purpose. 

Rule for Finding 2's Complements Given a signed number, B = bn - 1bn -2 ..• b1bo, its 
2's complement, K = kn-l kn- 2 ... kl ko, can be found by examining the bits of B from right 
to left and taking the following action: copy all bits of B that are a and the first bit that is 
1; then simply complement the rest of the bits. 

For example, if B = 0110, then we copy ko = bo = 0 and kl = hi = 1, and comple
ment the rest so that k2 = b2 = 0 and k3 = b3 = 1. Hence K = 1010. As another example, 
ifB = 10110100, then K = 01001100. We leave the proof of this rule as an exercise for 
the reader. 

Table 5.2 illustrates the interpretation of all 16 four-bit patterns in the three signed
number representations that we have considered. Note that for both sign-and-magnitude 
representation and for 1 's complement representation there are two patterns that represent 
the value zero. For 2's complement there is only one such pattern. Also, observe that the 
range of numbers that can be represented with four bits in 2's complement form is -8 to 
+ 7, while in the other two representations it is -7 to +7. 

Using 2's-complement representation, an n-bit number B = bn - 1bn-2 •.• blbo repre
sents the value 

V(B) = (-bn- 1 x 2n- 1
) + bn - 2 x 2n- 2 + ... + b l X 21 + bo x 2° [5.2] 

Thus the largest negative number, 100 ... 00, has the value _2n-l. The largest positive 
nUmber, 011 ... 11, has the value 2n - 1 - 1. 
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Interpretation of four-bit signed integers. 

Sign and 
magnitude I's complement 2's complement 

f' 
~ .. b3b2b 1bO 

+7 +7 +7 

+6 +6 +6 

i~: 0111 

t: 0110 

+5 +5 +5 ": 0101 J;"~ .. -

~~.: 

+4 +4 +4 ~; 0100 '.t'," ~ 

~: 

~. 0011 +3 +3 +3 

+2 +2 +2 

+1 +1 +1 

+0 +0 +0 

fe 0010 
l 
;z.-". 0001 I;:' 
i 0000 

-0 -7 -8 
-1 -6 -7 

-2 -5 -6 

-3 -4 -5 

-4 -3 -4 

-5 -2 -3 

~ 1000 I ". 1001 f 
I 1010 ~. 

Ii 1011 i 
~ .. 1100 

t 1101 

-6 -1 -2 

-7 -0 -1 

t 1 110 
~l 

! 1111 

I 

5.3.2 ADDITION AND SUBTRACTION 

To assess the suitability of different number representations, it is necessary to investigate 
their use in arithmetic operations-particularly in addition and subtraction. We can illustrate 
the good and bad aspects of each representation by considering very small numbers. We will 
use four-bit numbers, consisting of a sign bit and three significant bits. Thus the numbers 
have to be small enough so that the magnitude of their sum can be expressed in three bits, 
which means that the sum cannot exceed the value 7. 

Addition of positive numbers is the same for all three number representations. It is 
actually the same as the addition of unsigned numbers discussed in section 5.2. But there 
are significant differences when negative numbers are involved. The difficulties that arise 
become apparent if we consider operands with different combinations of signs. ~..J 

Sign-and~Magnitude Addition' 
If both operands have the same sign, then the addition of sign-and-magnitude numbers 

is simple. The magnitudes are added, and the resulting sum is given the sign of the operands. 
However, if the operands have opposite signs, the task becomes more complicated. Then 
it is necessary to subtract the smaller number from the larger one. This means that logic 
circuits that compare and subtract numbers are also needed. We will see shortly that it 
is possible to perform subtraction without the need for this circuitry. For this reason, the 
sign-and-magnitude representation is not used in computers . 

• 
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1 's Complement Addition 
An obvious advantage of the 1 's complement representation is that a negative number 

. enerated simply by complementing all bits of the corresponding positive number. Figure 
~~ shoWS what happens when two numbers are added. There are four cases to consider 
. tenDS of different combinations of signs. As seen in the top half of the figure, the 
:mputation of 5 + 2 = 7 and (-5) + 2 = (-3) is straightforward; a simple addition of 
the operands gives the correct result. Such is not the case with the other two possibilities. 
Computing 5 + (-2) = 3 produces the bit vector 10010. Because we are dealing with 
four~bit numbers, there is a carry-out from the sign-bit position. Also, the four bits of the 
result represent the number 2 rather than 3, which is a wrong result. Interestingly, if we 
take the carry-out from the sign-bit position and add it to the result in the least-significant 
bit position, the new result is the correct sum of 3. This correction is indicated in blue in 
the figure. A similar situation arises when adding (-5) + (-2) = (-7). After the initial 
addition the result is wrong because the four bits of the sum are 0111, which represents +7 
rather than - 7. But again, there is a carry-out from the sign-bit position, which can be used 
to correct the result by adding it in the LSB position, as shown in Figure 5.9. 

The conclusion from these examples is that the addition of l's complement numbers 
mayor may not be simple. In some cases a correction is needed, which amounts to an extra 
addition that must be performed. Consequently, the time needed to add two 1 's complement 
numbers may be twice as long as the time needed to add two unsigned numbers. 

2's Complement Addition 

Consider the same combinations of numbers as used in the l's complement example. 
Figure 5.10 indicates how the addition is performed using 2 's complement numbers. Adding 
5 + 2 = 7 and (-5) + 2 = (-3) is straightforward. The computation 5 + (-2) = 3 
generates the correct four bits of the result, namely 0011. There is a carry-out from the 
sign-bit position, which we can simply ignore. The fourth case is (-5) + (-2) = (-7). 
Again, the four bits of the result, 1001, give the correct sum (-7). In this case also, the 
carry-out from the sign-bit position can be ignored. 

(+ 5) 

+ (+ 2) 

(+ 7) 

(+ 5) 
+ (-2) 

(+ 3) 

Figure 5.9 

010 1 
+ 0010 

o 1 1 1 

0101 
+ 11 0 1 

1 00 I a 
L[ ~ 1 

00 1 1 

(-5) 
+ (+2) 

(-3) 

(-5) 

+ (-2) 

(-7) 

1 0 1 0 
+ 0010 

1100 

1010 
+ 1 101 

1 0 1 1 1 
'-[ .. 1 

1000 

Examples of l's complement addition. 
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(+ 5) 

+ (+2) 

(+ 7) 

(+ 5) 

+ (-2) 

(+ 3) 

010 1 
+ 0010 

o 1 1 1 

010 1 
+ 1 1 1 0 

1 001 1 

t 
ignore 

(-5) 
+ (+ 2) 

(-3 ) 

(-5) 
+ (-2) 

(-7) 

1 0 1 1 
+ 00 I 0 

1 101 

1 0 1 1 
+ 1 1 10 

11001 

f 
ignore 

Figure 5.10 Examples of 2's complement addition. 

''4 :,-

As illustrated by these examples, the addition of 2's complement numbers is very 
simple. When the numbers are added, the result is always correct. If there is a carry-out 
from the sign-bit position, it is simply ignored. Therefore, the addition process is the same, 
regardless of the signs of the operands. It can be performed by an adder circuit, such as 
the one shown in Figure 5.6. Hence the 2's complement notation is highly suitable for 
the implementation of addition operations. We will now consider its use in subtraction 
operations. 

/ 
2's Complement Subtraction 
The easiest way of performing subtraction is to negate the subtrahend and add it to 

the minuend. This is done by finding the 2's complement of the subtrahend and then 
performing the addition. Figure 5.11 illustrates the process. The operation 5 - (+2) = 3 
involves finding the 2's complement of +2, which is 1110. When this number is added to 
0101, the result is 0011 = (+3) and a carry-out from the sign-bit position occurs, which is 
ignored. A similar situation arises for (-5) - (+2) = (-7). In the remaining two cases 
there is no carry-out, and the result is correct. 

As a graphical aid to visualize the addition and subtraction examples in Figures 5.10 
and 5.11, we can place all possible four-bit patterns on a modulo-l 6 circle given in Figure 
5.12. If these bit patterns represented unsigned integers, they would be numbers 0 to 15. If 
they represent 2's-complement integers, then the numbers range from -8 to +7, as shown. 
The addition operation is done by stepping in the clockwise direction by the magnitude of 
the number to be added. For example, -5 + 2 is determined by starting at 1011 (~ -5) 
and moving clockwise two steps, giving the result 1101 (= -3). Subtraction is perfonned 
by stepping in the counterclockwise direction. For example, -5 - (+2) is determined by 
starting at 1011 and moving counterclockwise two steps, which gives 1001 (= -7). 

The key conclusion of this section is that the subtraction operation can be realized as 
the addition operation, using a 2's complement of the subtrahend, regardless of the signs of 
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(+ 5) 0101 o 1 0 1 
- (+ 2) - 0010 + 1 1 1 0 

(+ 3) 100 11 

t 
Ignore 

(-5) 1 0 1 1 101 1 
- (+ 2) - 0010 + 1 1 1 0 

(-7) 1 100 1 

t 
ignore 

(+ 5) 0101 010 1 
- (-2) - 1 110 + 001 0 

(+ 7) o 1 1 1 

(-5) 1 0 1 1 1 0 1 1 
- (-2) - 11 1 0 c::::::> + 0010 

(-3) 1 101 

Figure 5.11 Examples of 2's complement subtraction. 

0000 

1101 0011 

1100 0100 

1011 0101 

1000 

Figure 5.12 Graphical interpretation of four-bit 2's complement 
numbers. 

263 



C HAP T E R 5 • NUMBER REPRESENTATION AND ARITHMETIC CIRCUITS I 
:t" 

the two operands. Therefore, it should be possible to use the same adder circuit to perfollll 
both addition and subtraction. 

5.3.3 ADDER AND SUBTRACTOR UNIT , 
The only difference between performing addition and subtraction is that for subtraction it 
is necessary to use the 2's complement of one operand. Let X and Y be the two operands 
such that Y serves as the subtrahend in subtraction. From section 5.3.1 we know that ~ 
2's complement can be obtained by adding 1 to the l's complement of Y. Adding 1 in the 
least-significant bit position can be accomplished simply by setting the carry-in bit Co to 1. 
AI's complement of a number is obtained by complementing each of its bits. This could be 
done with NOT gates, but we need a more flexible circuit where we can use the true value 
of Y for addition and its complement for subtraction. 

In section 5.2 we explained that two-input XOR gates can be used to choose between 
true and complemented versions of an input value, under the control of the other input. This 
idea can be applied in the design of the adder/subtractor unit as follows. Assume that there 
exists a control signal that chooses whether addition or subtraction is to be performed. Let 
this signal be called Add/Sub. Also, let its value be 0 for addition and 1 for subtraction. To 
indicate this fact, we placed a bar over Add. This is a commonly used convention, where 
a bar over a name means that the action specified by the name is to be taken if the control 
signal has the value O. Now let each bit of Y be connected to one input of an XOR gate, 
with the other input connected to Add/Sub. The outputs of the XOR gates represent Y if 
Add/Sub = 0, and they represent the 1 's complement of Y if Add/Sub = 1. This leads 
to the circuit in Figure 5.13. The main part of the circuit is an n-bit adder, which can be 
implemented using the ripple-carry structure of Figure 5.6. Note that the control signal 

Yn-l 

• • • 

• • • 

• • • 1 1 
n-bit adder 

• • • 

Figure 5.13 Adder/subtractor unit. 
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A(id!Sub is also connected to the carry-in Co. This makes Co = 1 when subtraction is to be 
rformed, thus adding the 1 that is needed to form the 2's complement of Y. When the 

P~ditiOn operation is performed, we will have Ci = O. 
a The combined adderlsubtractor unit is a good example of an important concept in the 
design of logic circuits. It is useful to design circuits to be as flexible as possible and to 
xploit common portions of circuits for as many tasks as possible. This approach minimizes 

~he number of gates needed to implement such circuits, and it reduces the wiring complexity 

substantially. 

5.3.4 RADIX-COMPLEMENT SCHEMES 

The idea of performing a subtraction operation by addition of a complement of the sub
trahend is not restricted to binary numbers. We can gain some insight into the workings 
of the 2's complement scheme by considering its counterpart in the decimal number sys
tem. Consider the subtraction of two-digit decimal numbers. Computing a result such as 
74 - 33 = 41 is simple because each digit of the subtrahend is smaller than the correspond
ing digit of the minuend; therefore, no borrow is needed in the computation. But computing 
74 - 36 = 38 is not as simple because a borrow is needed in subtracting the least-significant 
digit. If a borrow occurs, the computation becomes more complicated. 

Suppose that we restructure the required computation as follows 

74 - 36 = 74 + 100 - 100 - 36 

= 74 + (100 - 36) - 100 

Now two subtractions are needed. Subtracting 36 from 100 still involves borrows. But 
noting that 100 = 99 + 1, these borrows can be avoided by writing 

74 - 36 = 74 + (99 + 1 - 36) - 100 

= 74 + (99 - 36) + 1 - 100 

The subtraction in parentheses does not require borrows~ it is performed by subtracting each 
digit of the subtrahend from 9. We can see a direct correlation between this expression and 
the one used for 2's complement, as reflected in the circuit in Figure 5.13. The operation 
(99 - 36) is analogous to complementing the subtrahend Y to find its 1 's complement, 
which is the same as subtracting each bit from 1. Using decimal numbers, we find the 9s 
complement of the subtrahend by subtracting each digit from 9. In Figure 5.13 we add 
the carry-in of I to form the 2's complement of Y. In our decimal example we perform 
(99 - 36) + 1 = 64. Here 64 is the 1 D's complement of 36. For an n-digit decimal number, 
N, its lO's complement, KlO, is defined as KlO = Ion - N, while its 9's complement, K9 , is 
K9 == (lon - 1) - N. 

Thus the required subtraction (74 - 36) can be performed by addition of the 10's 
complement of the subtrahend, as in 

74 - 36 = 74 + 64 - 100 

= 138 - 100 

= 38 
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The subtraction 138 - ] 00 is trivial because it means that the leading digit in 138 is simpl 
deleted. This is analogous to ignoring the carry-out from the circuit in Figure 5.13, ~ 
discussed for the subtraction examples in Figure 5.11. 

-Suppose that A and Bare n-digit decimal numbers. Using the above 10's-complement 
approach, B can be subtracted from A as follows: 

A - B = A + (Ion - B) - IOn 

If A > B, then the operation A + (Ion - B) produces a carry-out of l. This carry is equiva
lent to 1011; hence it can be simply ignored. 

But if A < B, then the operation A + (Ion - B) produces a carry-out ofO. Let the result 
obtained be M, so that 

A -B = M -IOn 

We can rewrite this as 

IOn - (B - A) = M 
", 

The left side of this equation is the 10's complement of (B - A). The 10's complement of 
a positive number represents a negative number that has the same magnitude. Hence M 
correctly represents the negative value obtained from the computation A - B when A < B. 
This concept is illustrated in the examples that follow. 

When dealing with binary signed numbers we use 0 in the left-most bit position to denote 
a positive number and 1 to denote a negative number. If we wanted to build hardware that 
operates on signed decimal numbers, we could use a similar approach. Let 0 in the left-most 
digit position denote a positive number and let 9 denote a negative number. Note that 9 is 
the 9's complement of 0 in the decimal system, just as I is the l's complement of 0 in the 
binary system. 

Thus, using three-digit signed numbers, A = 045 and B = 027 are positive numbers 
with magnitudes 45 and 27, respectively. The number B can be subtracted from A as follows 

A - B = 045 - 027 

= 045 + 1000 - 1000 - 027 

= 045 + (999 - 027) + 1 - 1000 

= 045 + 972 + 1 - 1000 

= 1018 - 1000 

= 018 

This gives the correct answer of + 18. 
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Next consider the case where the minuend has lower value than the subtrahend. This 
is illustrated by the computation 

B - A = 027 - 045 

= 027 + 1000 - 1000 - 045 

= 027 + (999 - 045) + 1 - 1000 

= 027 +954+ 1 - 1000 

= 982 - 1000 

From this expression it appears that we still need to perform the subtraction 982 - 1000. 
But as seen in Example 5.1, this can be rewritten as 

982= 1000+B-A 

= 1000 - (A - B) 

Therefore, 982 is the negative number that results when forming the la's complement of 
(A -B). From the previous computation we know that (A - B) = 018, which denotes + 18. 
Thus the signed number 982 is the 10's complement representation of -18, which is the 
required result. 

Let C = 955 and D = 973; hence the values of C and D are -45 and -27, respectively. 
The number D can be subtracted from C as follows 

C - D = 955 - 973 

= 955 + 1000 - 1000 - 973 

= 955 + (999 - 973) + 1 - 1000 

= 955 + 026 + 1 - 1000 

= 982 - 1000 

The number 982 is the 10's complement representation of -18, which is the correct result. 
Consider now the case D - A, where D = 973 and A = 045: 

D - A = 973 - 045 

= 973 + 1000 - 1000 - 045 

= 973 + (999 - 045) + 1 - 1000 

= 973 + 954 + 1 - 1000 

= 1928 - 1000 

= 928 

The result 928 is the 10's complement representation of -72. 
These examples illustrate that signed numbers can be subtracted without using a sub

:~ction operation that involves borrows. The only subtraction needed is in fonning the 
S complement of the subtrahend, in which case each digit is simply subtracted from 9. 
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Thus a circuit that fonns the 9's complement, combined with a nonnal adder circuit, win 
suffice for both addition and subtraction of decimal signed numbers. A key point is that the 
hardware needs to deal only with n digits if n-digit numbers are used. Any carry that may 
be generated from the left-most digit position is simply ignored. 

-
The concept of subtracting a number by adding its radix-complement is general. If 

the radix is r, then the r's complement, Kr. of an n-digit number, N, is determined as 
Kr = ,-n - N. The (r - l)'s complement, Kr- 1, is defined as Kr- 1 = (rn - 1) - N; it 
is computed simply by subtracting each digit of N from the value (r - 1). The (r - l)'s 
complement is referred to as the diminished-radix complement. Circuits for fOrming the 
(r - 1) 's complements are simpler than those for general subtraction that involves borrows, 
The circuits are particularly simple in the binary case, where the 1 's complement requires 
just inverting each hit._ 

~'-. 

In Figure 5.11 we illustrated the subtraction operation on binary numbers given in 2's
complement representation. Consider the computation (+5) - (+2) = (+3), using the 
approach discussed above. Each number is represented by a four-bit pattern. The value 24 
is represented as 10000. Then 

0101 - 0010 = 0101 + (10000 - 0010) - 10000 

= 0101 + (1111 - 0010) + 1 - 10000 

= 0101 + 11 0 1 + 1 - 10000 

= 10011 - 10000 

= 0011 

Because 5 > 2, there is a carry from the fourth bit position. 
denoted by the pattern 10000, 

Consider now the computation (+2) - (+5) = (-3), which gives 

0010 - 0101 = 0010 + (10000 - 0101) - 10000 

= 0010 + (1111 - 0101) + 1 - 10000 

= 0010 + 1010 + 1 - 10000 

= 1101 - 10000 

~ 

~
i'.'.'.:·· "<oJ 

''--' • .!.I 

·t: 

.. ~' 

Because 2 < 5, there is no carry from the fourth bit position. The answer, 1101, is the 
2's-complement representation of -3. Note that 

1101 = 10000 + 0010 - 0101 

= 10000 - (0101 - 0010) 

= 10000 - 0011 

indicating that 1101 is the 2's complement of 0011 (+3). 
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--:----IIY consider the case where the subtrahend is a negative number. The computation Ftna . 
(+5) - (-2) = (+7) is done as follows 

0101 - 1110 = 0101 + (10000 - 1110) - 10000 

= 0101 + (1111 - 1110) + 1 - 10000 

= 0101 + 0001 + 1 - 10000 

= 0111 - 10000 

While 5 > (-2), the pattern 1110 is greater than the pattern 0101 when the patterns are 
treated as unsigned numbers. Therefore, there is no carry from the fourth bit position. The 
answer DIll is the 2's complement representation of +7. Note that 

and 100 I represents -7. 

0111 = 10000 + 0101 - 1110 

= 10000 - (1110 - 01 01) 

= 10000 - 1001 

5.3.5 ARITHMETIC OVERFLOW 

The result of addition or subtraction is supposed to fit within the significant bits used to 
represent the numbers. If n bits are used to represent signed numbers, then the result must 
be in the range _2n- 1 to 2n- 1 - 1. If the result does not fit in this range, then we say that 
arithmetic overflow has occurred. To ensure the correct operation of an arithmetic circuit, 
it is important to be able to detect the occurrence of overflow. 

Figure 5.14 presents the four cases where 2's-complement numbers with magnitudes 
of7 and 2 are added. Because we are using four-bit numbers, there are three significant bits, 
b2- 0. When the numbers have opposite signs, there is no overflow. But if both numbers 
have the same sign, the magnitude of the result is 9, which cannot be represented with just 

(+ 7) o 1 1 1 (-7) 1001 
+ (+ 2) + 0010 + (+2) + 0010 

(+ 9) 100 1 (-5) 1 0 1 1 

c4 = 0 c4 = 0 
c 3 = 1 c3 = 0 

(+ 7) 011 1 (-7) 100 1 
+ (-2) + 11 1 0 + (-2) + 1 1 10 

(+ 5) 1 0 1 0 1 (-9) 1 0 1 1 1 

c4 = 1 c4 = 1 
c 3 = 1 c3 = 0 

Figure 5.14 Examples for determination of overflow. 
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three significant bits; therefore, overflow occurs. The key to determining whether overflo\li 
occurs is the carry-out from the MSB position, called C3 in the figure, and from the sign-bi 
position, called C4. The figure indicates that overflow occurs when these carry-outs hav t 
different values, and a correct sum is produced when they have the same value. Indeed, thi~ 
is true in general for both addition and subtraction of 2 's-complement numbers. As a qUick 
check of this statement, consider the examples in Figure 5.10 where the numbers are small 
enough so that overflow does not occur in any case. In the top two examples in the figure 
there is a carry-out of 0 from both sign and MSB positions. In the bottom two examples' 
there is a carry-out of 1 from both positions. Therefore, for the examples in Figures 5.10 
and 5.14, the occurrence of overflow is detected by 

For n-bit numbers we have 

Overflow = C3C4 + C3C4 

= C3 EB C4 

Overflow = Cn-l EB Cn 

Thus the circuit in Figure 5.13 can be modified to include overflow checking with the 
addition of one XOR gate. 

5.3.6 PERFORMANCE ISSUES 

When buying a digital system, such as a computer, the buyer pays particular attention to 
the performance that the system is expected to provide and to the cost of acquiring the 
system. Superior performance usually comes at a higher cost. However, a large increase in 
performance can often be achieved at a modest increase in cost. A commonly used indicator 
of the value of a system is its price/perj'ormance ratio. 

The addition and subtraction of numbers are fundamental operations that are performed 
frequently in the course of a computation. The speed with which these operations are 
performed has a strong impact on the overal1 performance of a computer. In light of this, 
let us take a closer look at the speed of the adder/subtractor unit in Figure 5.13. We are 
interested in the largest delay from the time the operands X and Yare presented as inputs. 
until the time all bits of the sum S and the final carry-out, en, are valid. Most of this delay 
is caused by the n-bit adder circuit. Assume that the adder is implemented using the ripple
carry structure in Figure 5.6 and that each full-adder stage is the circuit in Figure 5.4c. The 
delay for the carry-out signal in this circuit, fl.t, is equal to two gate delays. From section 
5.2.2 we know that the final result of the addition will be valid after a delay of nD.t, which 
is equal to 2n gate delays. In addition to the delay in the ripple-carry path, there is also a 
delay in the XOR gates that feed either the true or complemented value of Y to the adder 
inputs. If this delay is equal to one gate delay, then the total delay of the circuit in Figure 
5.13 is 2n + I gate delays. For a large n, say n = 32 or n = 64, the delay would lead to 
unacceptably poor performance. Therefore, it is important to find faster circuits to perfoflll 

addition. 
The speed of any circuit is limited by the longest delay along the paths through the 

circuit. In the case of the circuit in Figure 5.13, the longest delay is along the path froW 

• 
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e Vi input, through the XOR gate and through the carry circuit of each adder stage. The 
th ~est delay is often referred to as the critical-path delay, and the path that causes this 
lon~ d th .. I h delay is calle e cnflca pat . 

-5.4 FAST ADDERS 

The performance of a large digital system is dependent on the speed of circuits that form 
its various functional units. Obviously, better performance can be achieved using faster 
circuits. This can be accomplished by using superior (usually newer) technology in which 
the delays in basic gates are reduced. But it can also be accomplished by changing the overall 
structure of a functional unit, which may lead to even more impressive improvement. In 
this section we will discuss an alternative for implementation of an n-bit adder, which 
substantially reduces the time needed to add numbers. 

5.4.1 CARRy-LOOKAHEAD ADDER 

To reduce the delay caused by the effect of carry propagation through the ripple-carry adder, 
we can attempt to evaluate quickly for each stage whether the carry-in from the previous 
stage will have a value 0 or I. If a correct evaluation can be made in a relatively short time, 
then the performance of the complete adder wi II be improved. 

From Figure 5.4b the carry-out function for stage i can be realized as 

If we factor this expression as 

then it can be written as 

[5.3] 

where 

gi = XiYi 

Pi = Xi + Yi 

The function gi is equal to 1 when both inputsxj andYi are equal to I, regardless of the value 
of the incoming carry to this stage, Ci. Since in this case stage i is guaranteed to generate 
a carry-out, g is called the generate function. The function Pi is equal to 1 when at least 
o~e of the inputs Xi and Yi is equal to 1. In this case a carry-out is produced if Ci = 1. The 
; fec~ is that the carry-in of I is propagated through stage i; hence Pi is called the propagate 
unctIon. 
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i 

Expanding the expression 5.3 in terms of stage i-I gives 

CHI = gi + Pi(gi-l + Pi-ICi-d 

= gi + Pigi-l + PiPi-lCi-l 

The same expansion for other stages, ending with stage 0, gives 

Ci+l = gi + Pigi-l + PiPi-lgi-2 + ... + PiPi-l •.• P2PlgO + PiPi-1 •.. PIPOCO [S.4] 

This expression represents a two-level AND-OR circuit in which Ci+l is evaluated very I 

quickly. An adder based on this expression is called a carry-lookahead adder. 
To appreciate the physical meaning of expression 5.4, it is instructive to consider its 

effect on the construction of a fast adder in comparison with the details of the ripple. 
carry adder. We will do so by examining the detailed structure of the two stages that add 
the least-significant bits, namely, stages 0 and 1. Figure 5.15 shows the first two stages 
of a ripple-carry adder in which the carry-out functions are implemented as indicated in 
expression 5.3. Each stage is essentially the circuit from Figure 5.4c except that an extra 

Yl Yo 

Po 

.----t-+-..--- Co 

Stage 1 Stage 0 

Figure 5.15 A ripple-carry adder based on expression 5.3. 
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OR gate is used (which prod~ces the Pi signal), instead of an AND gate because we factored 
h sum-of-products expressIOn for cHI· 

t e The slow speed of the ripple-carry adder is caused by the long path along which a carry 
. nal must propagate. In Figure 5.15 the critical path is from inputs Xo and Yo to the output 

stg It passes through five gates, as highlighted in blue. The path in other stages of an n-bit 
~~der is the same as in stage 1. Therefore, the total delay along the critical path is 2n + 1. 

Figure 5.16 gives the first two stages of the carry-Iookahead adder. using expression 
5.4 to implement the carry-out functions. Thus 

CI = go + POCO 

C2 = g] + PlgO + PIPOCO 

YI Yo 

I r 
I 

Po 

C2 
1. • c1 • ~ 

I -J I - I 
Y Y 

I 1 I L 
,-- I I -I 

Y Y 

Figure 5 .. 16 The first two stages of a carry-lookahead adder. 
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The critical path for producing the C2 signal is highlighted in blue. In this circuit. C2 is 
produced just as quickly as Cl, after a total of three gate delays. Extending the circuit to 
n bits, the final carry-out signal Cn would also be produced after only three gate delays 
because expression 5.4 is just a large two-level (AND-OR) circuit. 

The total delay in the n-bit carry-Iookahead adder is four gate delays. The values of 
all gi and Pi signals are determined after one gate delay. It takes two more gate delays to 
evaluate all carry signals. Finally, it takes one more gate delay (XOR) to generate all sum 
bits. The key to the good performance of the adder is quick evaluation of carry signals. 

The complexity of an n-bit carry-Iookahead adder increases rapidly as n becomes larger. 
To reduce the complexity, we can use a hierarchical approach in designing large adders. 
Suppose that we want to design a 32-bit adder. We can divide this adder into 4 eight-bit 
blocks, such that bits h-o are block 0, bits b 15- 8 are block 1, bits b23- 16 are block 2, and 
bits b3I - 24 are block 3. Then we can implement each block as an eight-bit carry-Iookahead 
adder. The carry-out signals from the four blocks are C8, C16, C24, and ['32. Now we have two 
possibilities. We can connect the four blocks as four stages in a ripple-carry adder. Thus 
while carry-lookahead is used within each block, the carries ripple between the blocks. This 
circuit is illustrated in Figure 5.17. 

Instead of using a ripple-carry approach between blocks, a faster circuit can be designed 
in which a second-level carry-Iookahead is performed to produce quickly the carry signals 
between blocks. The structure of this "hierarchical carry-lookahead adder" is shown in 
Figure 5.18. Each block in the top row includes an eight-bit carry-Iookahead adder, based 
on generate signals, gi, and propagate signals, Pi, for each stage in the block, as discussed 
before. However, instead of producing a carry-out signal from the most-significant bit of 
the block, each block produces generate and propagate signals for the entire block. Let 
Gj and Pj denote these signals for each blockj. Now Gj and Pj can be used as inputs to 
a second-level carry-Iookahead circuit, at the bottom of Figure 5.18, which evaluates all 
carries between blocks. We can derive the block generate and propagate signals for block ° by examining the expression for Cs 

Cs = g7 + P7g6 + P7P6gS + P7P6Psg4 + P7P6PSP4g3 + P7P6PSP4P3g2 

+ P7P6PSP4P3P2g1 + P7P6P5P4P3P2PlgO + P7P6P5P4P3P2PIPOCO 

X31-24 Y31-24 

1 1 
Block 

3 
....... 1--- c24 • •• c 16 

X I5 - S Y15-S 

1 1 
Block 

1 

~ 

SIS - S 

1 1 
Cs Block 

0 

Figure 5.17 A hierarchical carry-Iookahead adder with ripple-carry between blocks. 
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X31-24 Y31-24 

1 1 1 1 1 1 
Block .. • • • 3 - c 24 

Block Block 
I 0 

G3 P3 
G1 P l Go Po 

s31-24 s15 - 8 S7 -0 
• • • 
• • • 

• • • 

If 
• • • 
• • • 

1 

L--

c32 

Second-level lookahead 

- [ ..... c-c l6 8 

• • • 1 
Figure 5.18 A hierarchical carry-Iookahead adder. 

The last term in this expression specifies that, if all eight propagate functions are 1, then 
the carry-in Co is propagated through the entire block. Hence 

Po = P7P6PSP4P3P2PIPO 

The rest of the terms in the expression for Cg represent all other cases when the block 
produces a carry-out. Thus 

Go = g7 + P7g6 + P7P6gS + ... + P7P6PSP4P3P2PlgO 

The expression for C8 in the hierarchical adder is given by 

Cg = Go + Poco 

For block 1 the expressions for Gl and PI have the same form as for Go and Po except that 
each subscript i is replaced by i + 8. The expressions for G2, P2 , G3, and P3 are derived in 
the same way. The expression for the carry-out of block 1, CI6, is 

C16 = G1 + Pleg 

= GI + PI Go + P1POCo 

Similarly, the expressions for C24 and C32 are 

C24 = G2 + P2Gl + P2P l Go + P2P 1POCO 

C32 = G3 + P 3G2 + P3P2Gl + P3P2P I Go + P3 P2P IPOCO 
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Using this scheme. it takes two more gate delays to produce the carry Signals C8, C16, and 
C24 than the time needed to generate the Gj and Pj functions. Therefore, since Gj and p. 
require three gate delays, C8, C16, and C24 are available after five gate delays. The titn~ 
needed to add two 32-bit numbers involves these five gate delays plus two more to ProdUce 
the internal carries in blocks 1, 2, and 3, plus one more gate delay (XOR) to generate each 
sum bit. This gives a total of eight gate delays. 

In section 5.3.5 we determined that it takes 2n + 1 gate delays to add two numbers 
using a ripple-carry adder. For 32-bit numbers this implies 65 gate delays. It is clear that 
the carry-Iookahead adder offers a large performance improvement. The trade-off is much 
greater complexity of the required circuit. 

Technology Considerations 

The preceding delay analysis assumes that gates with any number of inputs can be used, 
We know from Chapters 3 and 4 that the technology used to implement the gates limits the 
fan-in to a rather small number of inputs. Therefore the reality of fan-in constraints must 
be taken into account. To illustrate this problem, consider the expressions for the first eight 
carnes: 

Cl = go + POCo 

C2 = gl + PlgO + PIPOCO 

Cs = g7 + P7g6 + P7P6gs + P7P6Psg4 + P7P6PSP4g3 + P7P6PSP4P3g2 

+ P7P6PSP4P3P2g1 + P7P6PSP4P3P2PlgO + P7P6P5P4P3P2P1POCO 

Suppose that the maximum fan-in of the gates is four inputs, Then it is impossible to 
implement all of these expressions with a two-level AND-OR circuit. The biggest problem 
is C8, where one of the AND gates requires nine inputs; moreover, the OR gate also requires 
nine inputs, To meet the fan-in constraint, we can rewrite the expression for Cg as 

To implement this expression we need 11 AND gates and three OR gates. The propagation 
delay in generating Cg consists of one gate delay to develop all gj and Pi, two gate delays 
to produce the sum-of-products terms in parentheses, one gate delay to form the product 
term in square brackets, and one delay for the final ORing of terms. Hence Cg is valid after 
five gate delays, rather than the three gates delays that would be needed without the fan-in 
constraint. ''4 

Because fan-in limitations reduce the speed ofthe carry-Iookahead adder, some devices 
that are characterized by low fan-in include dedicated circuitry for implementation of fast 
adders, Examples of such devices include FPGAs whose logic blocks are based on lookuP 
tables. 

Before we leave the topic of the carry-lookahead adder, we should consider an alterna
tive implementation of the structure in Figure 5.16. The same functionality can be achieved 
by using the circuit in Figure 5.19. In this case stage 0 is implemented using the circuit of 
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Figure 5.19 An alternative design for a carry-Iookahead adder. 

Figure 5.5 in which 2 two-input XOR gates are used to generate the sum bit, rather than 
having 1 three-input XOR gate. The output of the first XOR gate can also serve as the 
propagate signal PO. Thus the corresponding OR gate in Figure 5.16 is not needed. Stage 
1 is constructed using the same approach. 

The circuits in Figures 5.16 and 5.19 require the same number of gates. But is one of 
them better in some way? The answer must be sought by considering the specific aspects of 
the teChnology that is used to implement the circuits. If a CPLD or an FPGA is used, such as 
those in Figures 3.33 and 3.39, then it does not matter which circuit is chosen. A three-input 
XOR function can be realized by one macrocell in the CPLD, using the sum-of-products 
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expreSSIOn 

because the macrocell allows for implementation of four product terms. 
In the FPGA any three-input function can be implemented in a single logic cell; hence 

it is easy to realize a three-input XOR. However, suppose that we want to build a carry. 
lookahead adder on a custom chip. If the XOR gate is constructed using the approach 
discussed in section 3.9.1, then a three-input XOR would actually be implemented using 2 
two-input XOR gates, as we have done for the sum bits in Figure 5.19. Therefore, if the 
first XOR gate realizes the function Xi EB Yi, which is also the propagate function Pi, then it 
is obvious that the alternative in Figure 5.19 is more attractive. The important point oftbis 
discussion is that optimization of logic circuits may depend on the target technology. The 
CAD tools take this fact into account. 

The carry-lookahead adder is a well-known concept. There exist standard chips that 
implement a portion of the carry-Iookahead circuitry. They are called carry-lookahead 
generators. CAD tools often include predesigned subcircuits for adders, which designers 
can use to design larger units. 

5.5 DESIGN OF ARITHMETIC CIRCUITS USING CAD TOOLS 

In this section we show how the arithmetic circuits can be designed by using CAD tools. 
Two different design methods are discussed: using schematic capture and using VHDL 
code. 

5.5. 1 DESIGN OF ARITHMETIC CIRCUITS USING SCHEMATIC CAPTURE 

An obvious way to design an arithmetic circuit via schematic capture is to draw a schematic 
that contains the necessary logic gates. For example, to create an n-bit adder, we could first 
draw a schematic that represents a full-adder. Then an n-bit ripple-carry adder could be 
created by drawing a higher-level schematic that connects together n instances of the full
adder. A hierarchical schematic created in this manner would look like the circuit shown in 
Figure 5.6. We could also use this methodology to create an adderlsubtractor circuit, such 
as the circuit depicted in Figure 5.13. 

The main problem with this approach is that it is cumbersome, especially when the 
number of bits is large. This problem is even more apparent if we consider creating a 
schematic for a carry-Iookahead adder. As shown in section 5.4.1, the carry circuitry in 
each stage of the carry-Iookahead adder becomes increasingly more complex. Hence it is 
necessary to draw a separate schematic for each stage of the adder. A better approach for 
creating arithmetic circuits via schematic capture is to use predefined subcircuits. 

We mentioned in section 2.9.1 that schematic capture tools provide a library of graphical 
symbols that represent basic logic gates. These gates are used to create schematics of 
relatively simple circuits. In addition to basic gates, most schematic capture tools also 
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ovide a library of commonly used circuits, such as adders. Each circuit is provided as a 
produle that can be imported into a schematic and used as part of a larger circuit. In some 
~AD systems the modules are referred to as macro functions, or mega/unctions. 

There are two main types of macrofunctions: technology dependent and technology 
'ndependent. A technology-dependent macro function is designed to suit a specific type 
1 f chip. For example, in section 5.4.1 we described an expression for a carry-Iookahead 
~dder that was designed to meet a fan-in constraint of four-input gates. A macrofunction 
that implements this expression would be technology specific. A technology-independent 
/11{/crojul1c(ion can be implemented in any type of chip. A macrofunction for an adder 
that represents different circuits for different types of chips is a technology-independent 
macrofunction. 

A good example of a library of macrofunctions is the Library of Parameterized Modules 
([PM) that is included as part of the Quartus II CAD system. Each module in the library is 
technology independent. Also, each module is parameterized, which means that it can be 
used in a variety of ways. For example, the LPM library includes an n-bit adder module, 
named lpm~add~sub. 

A schematic illustrating the lpm_add~sub module's capability is given in Figure 5.20. 
The module has several associated parameters, which are configured by using the CAD 
tools. The two most important parameters for the purposes of our discussion are named 
LPM_ WIDTH and LPM_REPRESENTATION. The LPM_ WIDTH parameter specifies the 
number of bits, n, in the adder. The LPM_REPRESENTATION parameter specifies whether 
signed or unsigned integers are used. This affects only the part ofthe module that determines 
when arithmetic overflow occurs. For the schematic shown, LPM_ WIDTH = 16, and 
signed numbers are used. The module can perform addition or subtraction, determined by 

LPM_ADD_SUB 

AddSub 
add sub 

l 

em 
l 

dataa[15 .. 0] ~ 
I 

Carryin 

X[15 .. 0] 

result[l5 .. 0] 
> S[15 .. 0] 

Y[15 .. 0] I 
datab[l5 .. 0] 

~~ 
overflow 

Overflow 

cout 
Carryout 

Figure 5.20 Schematic using an LPM adder / subtract~r module. 

279 



C HAP T E R 5 • NUMBER REPRESENTATION AND ARITHMETIC CIRCUITS , 
the input add_sub. Thus the module represents an adder/subtractor circuit, such as the Qne 
shown in Figure 5.13. 

The numbers to be added by the /pm_add_sub module are connected to the terminals 
called dataa [15 .. 0] and datab [15 .. 0]. The square brackets in these names mean that they 
represent multibit numbers. In the schematic, we connected dataa and datab to the 16-bit 
input signals X[l5 .. 0] and Y[15 .. 0J. The meaning of the syntax X[l5 .. 0] is that the signal 
X represents 16 bits, named X [15], X [14], ... , X [0]. The /pm_add_sub module produces 
the sum on the terminal called result [15 .. 0], which we connected to the output S[15 .. 0]. 
Figure 5.20 also shows that the LPM supports a carry-in input, as well as the carry-out and 
overflow outputs. 

To assess the effectiveness of the LPM, we configured the lpm_add_sub module to 
realize just a 16-bit adder that computes the sum, carry-out, and overflow outputs; this 
means that the add_sub and cin signals are not needed. We used CAD tools to implement 
this circuit in an FPGA chip, and simulated its performance. The resulting timing diagram 
is shown in Figure 5.21, which is a screen capture of the timing simulator. The values of 
the 16-bit signals X, Y, and S are shown in the simulation output as hexadecimal numbers, 
At the beginning of the simulation, both X and Yare set to 0000. After 50 ns, Y is changed 
to 0001 which causes S to change to 0001. The next change in the inputs occurs at 150 ns, 
when X changes to 3FFF. To produce the new sum, which is 4000, the adder must wait for 
its carry signals to ripple from the first stage to the last stage. This is seen in the simulation 
output as a sequence of rapid changes in the value of S, eventually settling at the correct 
sum. Observe that the simulator's reference line, the heavy vertical line in the figure, shows 
that the correct sum is produced 160.93 ns from the start of the simulation. Because the 
change in inputs happened at 150 ns, the adder takes 160.93 - 150 = 10.93 ns to compute 
the sum. At 250 ns, X changes to 7FFF, which causes the sum to be 8000. This sum is 
too large for a positive 16-bit signed number; hence Overflow is set to 1 to indicate the 
arithmetic overflow. 

Simulation Waveforms 

Master Time Bar: \160..93 n~; .1j Pointer:' 84.4 ns Interval:-76.53 ns Start: End: 

p ps 100.0 ns 200.0 ns 
Value at I , 

Name 
160.93 ns 160.93 ns 

.. ) -.. 

J [jI X H 3FFF 0000 X 3FFF Y -
J lilY H 0001 0000 0001 

~ . iii S H 4000 0000 0001 :1' 4000 -a0 Cout UO , 
- , 
'Li' Overflow UO -

.\ , , , , , 
'j , . , 

Figure 5.21 Simulation results for the LPM adder. 
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5 2 DESIGN OF ARITHMETIC CIRCUITS USING VHDL s. · 
We said in section 5.5.1 that an obvious way to create an n-bit adder is to draw a hierarchical 
schematic that contains n full-adders. This approach can also be followed by using VHDL, 
by first creating a VHDL entity for a full-adder and then creat~ng. a hig~er-Ie~el ~ntit~ that 
uses four instances of the full-adder. As a first attempt at desIgnmg anthmetIc CIrCUIts by 
using VHDL, we will show how to write the hierarchical code for a ripple-carry adder. 

The complete code for a full-adder entity is given in Figure 5.22. It has the inputs Cin, 
x, and y and produces the outputs sand Couto The sum, s, and carry-out, Cout, are described 
by logic equations. 

We now need to create a separate VHDL entity for the ripple-carry adder, which uses 
the fulladd entity as a subcircuit. One method of doing so is shown in Figure 5.23. It 
gives the code for a four-bit ripple-carry adder entity, named adder4. One of the four-bit 
numbers to be added is represented by the four signals X3, X2, Xl, xo, and the other number 
is repre~ented by Y3, Y2, YI, Yo· The sum is represented by S3, S2, SI, So. 

Observe that the architecture body has the name Structure. We chose this name because 
the style of code in which a circuit is described in a hierarchical fashion, by connecting 
together subcircuits, is usually called the structural style. In previous examples of VHDL 
code, all signals that were used were declared as ports in the entity declaration. As shown in 
Figure 5.23, signals can also be declared preceding the BEGIN keyword in the architecture 
body. The three signals declared, called CI, C2, and C3, are used as carry-out signals from 
the first three stages of the adder. The next statement is called a component declaration 
statement. It uses syntax similar to that in an entity declaration. This statement allows the 
fulladd entity to be used as a component (subcircuit) in the architecture body. 

The four-bit adder in Figure 5.23 is described using four instantiation statements. Each 
statement begins with an instance name, which can be any legal VHDL name, followed by 
the colon character. The names must be unique. The least-significant stage in the adder is 
named stageO, and the most -significant stage is stage3. The colon is followed by the name of 

LIBRARY ieee; 
USE ieee.std_Iogic_1164.all ; 

ENTITY fulladd IS 
PORT (Cin, x, y 

s, Cout 
END fulladd ; 

: IN STD_LOGIC ; 
: OUT STDLOGIC); 

ARCHITECTURE LogicFunc OF fulladd IS 
BEGIN 

s <= x XOR y XOR Cin ; 
Cout <= (x AND y) OR (Cin AND x) OR (Cin AND y) ; 

END LogicFunc ~ 

Figure 5.22 VHDL code for the full-adder. 
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LIBRARY ieee; 
USE ieee.stdjogic_1164.all ; 

ENTITY adder4 IS 
PORT (Cin 

x3,x2,xl,xO 
y3,y2,yl,yO 
s3, s2, sl, sO 
Cout 

END adder4; 

: IN STDLOGIC ; 
: IN STDLOGIC ; 
: IN STDLOGIC ; 
: OUT STD_LOGIC; 
: OUT STDLOGIC); 

ARCHITECTURE Structure OF adder4 IS 
SIGNAL cl, c2, c3 : STDLOGIC; 
COMPONENT fulladd 

PORT ( Cin, x, y 
S, Cout 

END COMPONENT; 
BEGIN 

: IN STDLOGIC ; 
: OUT STDLOGIC); 

stageO: fulladd PORT MAP ( Cin, xO, yO, sO, c 1 ) ; 
stagel: fulladd PORT MAP (cl, xl, yl, sl, c2); 
stage2: fulladd PORT MAP ( c2, x2, y2, s2, c3 ) ; 
stage3: fulladd PORT MAP ( 

Cin => c3, Cout => Cout, X => x3, y => y3, s => s3 ) ; 
END Structure; 

Figure 5.23 VHDL code for a four-bit adder. 

the component,julladd, and then the keyword PORT MAP. The signal names in the fl/UJPr'l 

entity that are to be connected to each input and output port on the fulladd component are 
then listed. Observe that in the first three instantiation statements, the signals are listed in 
the same order as in the fulladd COMPONENT declaration statement, namely, the order 
Cin, x, y, s, Couto It is also possible to list the signal names in other orders by specifying 
explicitly which signal is to be connected to which port on the component. An example of 
this style is shown for the stage3 instance. This style of component instantiation is known as 
named association in the VHDLjargon, whereas the style used for the other three instances 
is called positional association. Note that for the stage3 instance, the signal name Cout 
is used as both the name of the component port and the name of the signal in the adder4 
entity. This does not cause a problem for the VHDL compiler, because the component port 
name is always the one on the left side of the => characters. 

The signal names associated with each instance of the fulladd component implicitly 
specify how the full-adders are connected together. For example, the carry-out of the stageO 
instance is connected to the carry-in of the stage 1 instance. When the code in Figure 5.23 
is analyzed by the VHDL compiler, it automatically searches for the code to use for the 
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julladd component, given in Figure 5.22. The synthesized circuit has the same structure as 
the one shown in Figure 5.6. 

Alternative Style of Code 

In Figure 5.23 a component declaration statement for the fulladd entity is included 
in the adder4 architecture. An alternative approach is to place the component declaration 
statement in a VHDL package. In general, a package allows VHDL constructs to be defined 
in one source code file and then used in other source code files. Two examples of constructs 
that are often placed in a package are data type declarations and component declarations. 

We have already seen an example of using a package for a data type. In Chapter 4 
we introduced the package named std_logic_1164, which defines the STD_LOGIC signal 
type. Recall that to access this package, VHDL code must include the statements 

LIBRARY ieee; 

USE ieee.std_Iogic_1164.all ; 

These statements appear in Figures 5.22 and 5.23 because the STD_LOGIC type is used in 
the code. The first statement provides access to the library named ieee. As we discussed 
in section 4.12, the library represents the location, or directory, in the computer file system 
where the std_logic _1164 package is stored. 

The code in Figure 5.24 defines the package namedfulladd..]Jackage. This code can 
be stored in a separate VHDL source code file, or it can be included in the same source 
code file used to store the code for the fulladd entity, shown in Figure 5.22. The VHDL 
syntax requires that the package declaration have its own LIBRARY and USE clauses; 
hence they are included in the code. Inside the package the fulladd entity is declared as a 
COMPONENT. When this code is compiled, the fulladd..]Jackage package is created and 
stored in the working directory where the code is stored. 

Any VHDL entity can then use the fulladd component as a subcircuit by making use 
of the fulladd...)Jackage package. The package is accessed using the two statements 

LIBRARY work; 

USE work.fulladd_package.all ; 

LIBRARY ieee; 
USE ieee.stdJ.ogic_ll64.all ; 

PACKAGE fulladd_package IS 
COMPONENT full add 

PORT ( Cin, x, y : IN STD-LOGIC ; 
s, Cout : OUT STD-LOGIC); 

END COMPONENT; 
END fulladd_package ; 

Figure 5.24 Declaration of a package. 
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LIBRARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 
USE work.fulladd_package.all ; 

ENTITY adder4 IS 
PORT (Cin 

x3,x2,x1,xO 
y3,y2,yI,yO 
s3, s2, sl, sO 
Cout 

END adder4; 

: IN STDLOGIC ; 
: IN STD_LOGIC ; 
: IN STD_LOGIC ; 
: OUT STD~OGIC ; 
: OUT STD_LOGIC); 

ARCHITECTURE Structure OF adder4 IS 
SIGNAL c 1, c2, c3 : STDLOGIC ; 

BEGIN 
stageO: fulladd PORT MAP ( Cin, xO, yO, sO, c 1 ) ; 
stage1: fulladd PORT MAP (cl, xl, yI, sl, c2); 
stage2: full add PO RT MAP ( c2, x2, y2, s2, c3 ) ; 
stage3: fulladd PORT MAP ( 

Cin => c3, Cout => Cout, x => x3, y => y3, s => s3 ) ; 
END Structure; 

Figure 5.25 A different way of specifying a four-bit adder. 

The library named work represents the working directory where the VHDL code that defines 
the package is stored. This statement is actually not necessary, because the VHDL compiler 
always has access to the working directory. 

Figure 5.25 shows how the code in Figure 5.23 can be rewritten to make use of the 
fulladdyackage. The code is the same as that in Figure 5.23 with two exceptions: the extra 
USE clause is added, and the component declaration statement is deleted in the architecture. 
The circuits synthesized from the two versions of the code are identical. 

In Figures 5.23 and 5.25, each of the four-bit inputs and the four-bit output of the adder 
is represented using single-bit signals. A more convenient style of code is to use multibit 
signals to represent the numbers. 

5.5.3 REPRESENTATION OF NUMBERS IN VHDL CODE 

Just as a number is represented in a logic circuit as signals on multiple wires, a number is 
represented in VHDL code as a multibit SIGNAL data object. An example of a multibit 

signal is SIGNAL C : STD_LOGIC_ VECTOR (I TO 3) ; 1 
The STD_LOGIC_ VECTOR data type represents a linear array of STD_LOGIC data 

objects. In VHDLjargon theSTD_LOGIC_ VE~TORissaid to be a subtype ofSTD_LOGIC. 
There exists a similar subtype, called BIT_VECTOR, corresponding to the BIT type that 
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was used in section 2.10.2. The preceding SIGNAL declaration defines C as a three-bit 
STD_LOGIC signal. It can be used in VHDL code as a three-bit quantity simply by using 
the name C, or else each individual bit can be referred to separately using the names C( 1), 
C(2), and C(3). The syntax 1 TO 3 in the declaration statement specifies that the most
significant bit in C is called CO) and the least-significant bit is called C(3). A three-bit 
signal value can be assigned to C as follows: 

C <= "100"; 

The three-bit value is denoted using double quotes, instead of the single quotes used for 
one-bit values, as in ' l' or '0'. The assignment statement results in C(1) = 1, C(2) = 0, 
and C(3) = O. The numbering of the bits in the signal C, with the highest index used for 
the least-significant bit, is a natural way of representing signals that are simply grouped 
together for convenience but do not represent a number. For example, this numbering 
scheme would be an appropriate way of declaring the three carry signals named C1, C2, and 
C3 in Figure 5.25. However, when a multibit signal is used to represent a binary number, 
it makes more sense to number the bits in the opposite way, with the highest index used 
for the most-significant bit. For this purpose VHDL provides a second way to declare a 
multibit signal 

SIGNAL X : STD_LOGIC_ VECTOR (3 DOWNTO 0) ; 

This statement defines X as a four-bit STD_LOGIC_ VECTOR signal. The syntax 3 
DOWNTO 0 specifies that the most-significant bit inX is called X(3) and the least-significant 
bit is X(O). This scheme is a more natural way of numbering the bits if X is to be used in 
VHDL code to represent a binary number because the index of each bit corresponds to its 
position in the number. The assignment statement 

x < = "1 1 00" ; 

results in X(3) = I, X(2) = 1, X( I) = 0, and X(O) = O. 
Figure 5.26 illustrates how the code in Figure 5.25 can be written to use multibit signals. 

The data inputs are the four-bit signals X and Y, and the sum output is the four-bit signal 
S. The intermediate carry signals are declared in the architecture as the three-bit signal C. 

Using hierarchical VHDL code to define large arithmetic circuits can be cumbersome. 
For this reason, arithmetic circuits are usually implemented in VHDL in a different way, 
using arithmetic assignment statements and multibit signals. 

5.5.4 ARITHMETIC ASSIGNMENT STATEMENTS 

If the following signals are defined 

SIGNAL X, Y, S : STD_LOGIC_ VECTOR 05 DOWNTO 0) ; 

then the arithmetic assignment statement 

S <=X+Y; 

represents a 16-bit adder. 

,In addition to the + operator, which is used for addition, VHDL provides other arith
metIc operators. They are listed in Table A.1, in Appendix A. The complete VHDL code that 
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LffiRARY ieee; 
USE ieee.stdJogic_1164.all ; 
USE work.fulladd_package.all ; 

ENTITY adder4 IS 
PORT ( Cin : IN STD-LOGIC ; 

X, Y : IN STD-LOGIC_ VECTOR(3 DOWNTO 0) ; 
S : OUT STD-LOGIC_ VECTOR(3 DOWNTO 0) ; 
Cout : OUT STD-LOGIC); 

END adder4; 

ARCHITECTURE Structure OF adder4 IS 
SIGNAL C : STD-LOGIC_ VECTOR(1 TO 3) ; 

BEGIN 
stageO: fulladd PORT MAP ( Cin, X(O), YeO), S(O), C(l) ) ; 
stage I : fulladd PORT MAP ( CO), X(1), Y(1), S(1), C(2) ) ; 
stage2: fulladd PORT MAP ( C(2), X(2), Y(2), S(2), C(3) ) ~ 

stage3: fulladd PORT MAP (C(3), X(3), Y(3), S(3), Cout) ; 
END Structure; 

Figure 5.26 A four-bit adder defined using multibit signals. 

, 

includes the preceding statement is given in Figure 5.27. The std_logic_1164 package does 
not specify that STD _LOGIC signals can be used with arithmetic operators. The second 
package included in the code, named SId_logic_signed. allows the signals to be used in this 
way. When the code in the figure is translated by the VHDL compiler, it generates an adder 
circuit to implement the + operator. When using the Quartus II CAD system, the adder used 
by the compiler is actually the lpm_add_sub module shown in Figure 5.20. The compiler 
automatically sets the parameters for the module so that it represents a 16-bit adder. 
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LffiRARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 
USE ieee.std_Iogic_signed.a11 ; 

ENTITY adder 16 IS 
PORT (X, Y : IN STD-LOGIC_VECTOR(l5 DOWNTO 0); 

S : OUT STD-LOGIC_VECTOR(15 DOWNTO 0»; 
END adder 16 ; 

ARCHITECTURE Behavior OF adder16 IS 
BEGIN 

S <= X+ Y; 
END Behavior; .. 
Figure 5.27 VHDL code for a 1 6-bit adder. 
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LIBRARY ieee ; 
USE ieee.std_Iogic_1164.all ; 
USE ieee.stdjogicsigned.all ; 

ENTITY adder 16 IS 
PORT (Cin 

X,Y 
S 
Cout, Overflow 

END adder 16 ; 

: IN STD.LOGIC ; 
: IN STD.LOGIC_VECTOR(15 DOWNTO 0) ; 
: OUT STD.LOGIC_VECTOR(15 DOWNTO 0) ; 
: OUT STD..LOGIC) ; 

ARCHITECTURE Behavior OF adder 16 IS 
SIGNAL Sum: STD.LOGIC_VECTOR(16 DOWNTO 0); 

BEGIN 
Sum <= CO'& X) + Y + Cin; 
S <= Sum(l5 DOWNTO 0) ; 
Cout <= Sum(l6) ; 
Overflow <= Sum(l6) XOR X(15) XOR Y(15) XOR Sum(l5) ; 

END Behavior; 

Figure 5.28 The 16-bit adder From Figure 5.27 with carry and overFlow signals. 

The code in Figure 5.27 does not include carry-in or carry-out signals. Also, it does 
not provide the arithmetic overflow signal. One way in which these signals can be added is 
given in Figure 5.28. The 17-bit signal named Sum is defined in the architecture. The extra 
bit, Sum( 16), is used for the carry-out from bit-position 15 in the adder. The statement used 
to assign the sum of X, Y, and the carry-in, Cin, to the Sum signal uses an unusual syntax. 
The meaning of the tenn in parentheses. namely CO' & X), is that a 0 is concatenated to the 
16-bit signal X to create a 17-bit signal. In VHDL the & operator is called the concatenate 
operator. The reader should not confuse this meaning with the more traditional meaning 
of & in other hardware description languages in which it is the logical AND operator. The 
reason that the concatenate operator is needed in Figure 5.28 is that VHDL requires at least 
one of the operands of an arithmetic expression to have the same number of bits as the 
result. Because Sum is a 17 -bit operand, then at least one of X or Y must be modified to 
become a 17-bit number. 

Another detail to observe from the figure is the statement 

S <= Sum(15 DOWNTO 0) ; 

Thi.s statement assigns the lower 16 bits of Sum to the output sum S. The next statement 
aSsIgns the carry-out from the addition, Sum(16), to the carry-out signal, Couto The ex
pression for arithmetic overflow was defined in section 5.3.5 as Cn-l EB en. In our case, Cn 

~orresponds to Sum( 16), but there is no direct way of accessing Cn-l, which is the carry-out 
rom bit-position 14. The reader should verify that the expression X(15)EBY(15)EBSum(l5) 

corresponds to C 
n-l· 

We said that the VHDL compiler can generate an adder circuit to implement the + 
Operator, and that the Quartus II system actually uses the lpm_add_sub module for this. 
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For completeness, we should also mention that the lpm_add_sub module can be direct[ 
instantiated in VHDL code, in a similar way that thefulladd component was instantiated/ 
Figure 5.23. An example is given in section A.6, in Appendix A. n 

The code in Figure 5.28 uses the package std_logic_signed to allow the STD_LOGIC 
signals to be used with arithmetic operators. The std_logh.:_signed package actually uses 
another package, which is named std_logic_arith. This package defines two data types 
called SIGNED and UNSIGNED, for use in arithmetic circuits that deal with signed 0; 
unsigned numbers. These data types are the same as the STD_LOGIC_ VECTOR tYpe; 
each one is an array of STD_LOGIC signals. The code in Figure 5.28 can be written to 
directly use the std_logic_arith package as shown in Figure 5.29. The multibit signals X 
Y, S, and Sum have the type SIGNED. The code is otherwise identical to that in Figure 5.28 
and results in the same circuit. 

It is an arbitrary choice whether to use the std_logic_signed package and STD _LOGIC 
VECTOR signals, as in Figure 5.28, or the std_logic_arith package and SIGNED signals, a~ 
in Figure 5.29. For use with unsigned numbers, there are also two options. We can use the 
std_logic_unsigned package with STD_LOGIC_ VECTOR signals or the std_logic_arith 
package with UNSIGNED signals. For our example code in Figures 5.28 and 5.29, the 
same circuit would be generated whether we assume signed or unsigned numbers. But for 
unsigned numbers we should not produce a separate Overflow output, because the carry-out 
represents the arithmetic overflow for unsigned numbers. 

Before leaving our discussion of arithmetic statements in VHDL, we should mention 
another signal data type that can be used for arithmetic. The following statement defines 
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LIBRARY ieee; 
USE ieee.std.logic_1164.all ; 
USE ieee.std.logic_arith.all ; 

ENTITY adder16 IS 
PORT (Cin 

X,Y 
S 
Cout, Overflow 

END adder16 ; 

: IN STD-LOGIC ; 
: IN SIGNED( 15 DOWNTO 0) ; 
: OUT SIGNED(l5 DOWNTO 0) ; 
: OUT STD-LOGIC); 

ARCHITECTURE Behavior OF adder 16 IS 
SIGNAL Sum: SIGNED(16 DOWNTO 0) ; 

BEGIN 
Sum <= ('0' & X) + Y + Cin ; 
S <= Sum(15 DOWNTO 0); 
Cout <= Sum(16); 
Overflow <= Sum(l6) XOR X(15) XOR Y(l5) XOR Sum(15) ; 

END Behavior; 

Figure 5.29 Use of the arithmetic package. 

.. 
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ENTITY adder 16 IS 
PORT ( X, Y : IN INTEGER RANGE -32768 TO 32767 ; 

S : OUT INTEGER RANGE -32768 TO 32767); 
END adder 16 ; 

ARCHITECTURE Behavior OF adder16 IS 
BEGIN 

S <=X + Y; 
END Behavior; 

Figure 5.30 The 16-bit adder from Figure 5.27 using INTEGER signals. 

the signal X as an INTEGER 

SIGNAL X : INTEGER RANGE ~32768 TO 32767 ; 

For an INTEGER data object, the number of bits is not specified explicitly. Instead, the 
range of numbers to be represented is specified. For a 16-bit signed integer, the range of 
representable numbers is -32768 to 32767. An example of using the INTEGER data type 
in code corresponding to Figure 5.27 is shown in Figure 5.30. No LIBRARY or USE clause 
appears in the code, because the INTEGER type is predefined in standard VHDL. Although 
the code in the figure is straightforward, it is more difficult to modify this code to include 
carry signals and the overflow output shown in Figures 5.28 and 5.29. The method that we 
used, in which the bits from the signal Sum are used to define the carry-out and arithmetic 
overflow signals, cannot be used for INTEGER objects. 

5.6 MULTIPLICATION 

Before we discuss the general issue of multiplication, we should note that a binary number, 
B, can be multiplied by 2 simply by adding a zero to the right of its least-significant bit. This 
effectively moves all bits of B to the left, and we say that B is shifted left by one bit position. 
Thus if B = bn-1bn- 1 ... b1bo, then 2 x B = bn- 1bn-2 ... blboO. (We have already used 
this fact in section 5.2.3.) Similarly, a number is multiplied by 2k by shifting it left by k bit 
positions. This is true for both unsigned and signed numbers. 

We should also consider what bappens if a binary number is shifted right by k bit 
positions. According to the positional number representation, this action divides the number 
b,Y 2~. For unsigned numbers the shifting amounts to adding k zeros to the left of the most
~gllIficant bit. For example, if B is an unsigned number, then B -7 2 = Obn - 1 bn - 2 ' • , b1b 1. 

ote that bit bo is lost when shifting to the right. For signed numbers it is necessary to 
preserve the sign, This is done by shifting the bits to the right and filling from the left with the 
~alu~ of the sign bit. Hence if B is a signed number, then B -7 2 = bn- 1 bn- 1 bn- 2 ••• b1b I • 

o~r instance, if B = 011 000 = (24)10, then B -7- 2 = 001100 = (12ho and B -7 4 = 
0110:= (6ho. Similarly, if B = 101000 = -(24)10, then B -72= 110100 = -(12)10 
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and B -;- 4 = 111010 = - (6) 10. The reader should also observe that the smaller the positiv 
number, the more Os there are to the left of the first 1, while for a negati ve number there ar: 
more 1 s to the left of the first O. 

Now we can turn our attention to the general task of multiplication. Two binary numbers 
can be multiplied using the same method as we use for decimal numbers. We will focus OUr 

discussion on multiplication of unsigned numbers. Figure 5 .31a shows how multiplication 
is performed manually, using four-bit numbers. Each multiplier bit is examined from right 
to left. If a bit is equal to 1, an appropriately shifted version of the multiplicand is added 
to form a partial product. If the multiplier bit is equal to 0, then nothing is added. The 
sum of all shifted versions of the multiplicand is the desired product. Note that the Product 
occupies eight bits. 

The same scheme can be used to design a multiplier circuit. We will stay with four-bit 
numbers to keep the discussion simple. Let the multiplicand, multiplier, and product be 
denoted as M = m3m2mlmO, Q = Q3Q2QIQO, and P = P7P6PSP4P3P2PIPO, respectively. 
One simple way of implementing the mUltiplication scheme is to use a sequential approach. 
where an eight-bit adder is used to compute partial products. As a first step, the bit qo is 

Multiplicand M (14) 1 1 1 0 
Multiplier Q (11) x 1 0 1 1 

1 1 1 0 

1 1 1 a 
0000 

1 1 10 

Product P (154) 10011010 

(a) Multiplication by hand , 
Multiplicand M (11) 1 1 10 
Multiplier Q (14) x 101 1 

Partial product a 1 1 1 0 

+ 1 1 10 

Partial product 1 1 0 101 

+ 0000 I 
Partial product 2 01010 

+ 1 1 1 0 ! 
Product P (154) 10011010 

(b) Multiplication for implementation in hardware 

Figure 5.31 Multiplication of unsigned numbers. 
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mined. If qo = ], then M is added to the initial partial product, which is initialized to 
~X~f qo == 0, then 0 is added to the partial product. Next qI is examined. If ql = 1, then 
th value 2 x M is added to the partial product. The value 2 x M is created simply by 
h:fting M one bit position to the left. Similarly, 4 x M is added to the partial product if 

s _ 1 and 8 x M is added if q3 = 1. We will show in Chapter 10 how such a circuit may 
q2 - , 
be implemented. 

This sequential approach leads to a relatively slow circuit, primarily because a single 
ight-bit adder is used to perform all additions needed to generate the partial products and 
~e final product. A much faster circuit can be obtained if multiple adders are used to 
compute the partial products. 

5.6.1 ARRAY MULTIPLIER FOR UNSIGNED NUMBERS 

Figure 5.3] b indicates how multiplication may be performed by using multiple adders. In 
each step a four-bit adder is used to compute the new partial product. Note that as the 
computation progresses, the least-significant bits are not affected by subsequent additions; 
hence they can be passed directly to the final product, as indicated by blue arrows. Of 
course, these bits are a part of the partial products as well. 

A fast multiplier circuit can be designed using an array structure that is similar to 
the organization in Figure 5.3Ib. Consider a 4 x 4 example, where the multiplicand and 
multiplier are M = m3m2mlmO and Q = q3Q2qlqO, respectively. The partial product 0, 
PPO = Pp03 Pp02 ppO I ppOo, can be generated using the AND of Qo with each bit of M . 
Thus 

Partial product 1, PPI, is generated using the AND of ql with M and adding it to PPO as 
follows 

PPO: 

+ 

PPl: ppi] 

PpOo 

° 
pp10 

Similarly, partial product 2, PP2, is generated using the AND of Q2 with M and adding to 
PPl, and so on. 

F' A circuit that implements the preceding operations is arranged in an array, as shown in 
dlgu.re 5.32(1. There are two types of blocks in the array. Part (b) of the figure shows the 
t:talls of the blocks in the top row, and part (c) shows the block used in the second and 
th lrd ro,:"s. Observe that the shifted versions of the multiplicand are provided by routing 
. e mk SIgnals diagonally from one block to another. The full-adder included in each block 
~mplements a ripple-carry adder to generate each partial product. It is possible to design 
Yen faste 1" r mu lIphers by using other types of adders [1]. 
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o 

PPI 

-0 
PP2 

Ps P2 PI Po 

(a) Structure of the circuit 

Bit of PPi 

/ 
/ 

I 1 

yy '-( 
FA FA 

V L 

(b) A block in the top row (c) A block in the bottom two roWS 

Figure 5.32 A 4 x 4 multiplier circuit. 

5.6.2 MULTIPLICATION OF SIGNED NUMBERS 

Multiplication of unsigned numbers illustrates the main issues involved in the design of 
multiplier circuits. Multiplication of signed numbers is somewhat more complex. 

If the multiplier operand is positive, it is possible to use essentially the same scherneas 
for unsigned numbers. For each bit of the multiplier operand that is equal to 1, a properlY 
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shifted version 0: ~he multipli~and must be added to the partial product. The multiplicand 
be either posItIve or negatIve. 

can Since shifted versions of the multiplicand are added to the partial products, it is impor-
t to ensure that the numbers involved are represented correctly. For example, if the two 

t~nht.most bits of the multiplier are both equal to 1, then the first addition must produce the 
~;rtialproductPPl = M +2M, whereM is the multiplicand. If M = m n-lmn-2·· ·mImO, 

hen pp 1 = mn-lmn-2 ... mlmO + mn-lmn -2 ... mlmOO. The adder that performs this ad
~ition comprises circuitry that adds two operands of equal length. Since shifting the mul
tiplicand to the left, to generate 2M, results in one of the operands having n + 1 bits, the 
required addition has to be p~rf~rmed using th~ second operand, M, represen~ed also as an 
(n + 1)-bit number. An n-bIt sIgned number IS represented as an (n + I)-bIt number by 
replicating the sign bit as the new left-most bit. Thus M = m n-Imn-2 ... m]mO is repre
sented using (n + 1) bits as M = mn-lmn-lmn-2 ... m] mo. The value of a positive number 
does not change if D's are appended as the most-significant bits; the value of a negative 
number does not change if 1 's are appended as the most-significant bits. Such replication 
of the sign bit is called sign extension. 

When a shifted version of the multiplicand is added to a partial product, overflow has 
to be avoided. Hence the new partial product must be larger by one extra bit. Figure 
5.33a illustrates the process of multiplying two positive numbers. The sign-extended bits 
are shown in blue. Part (b) of the figure involves a negative multiplicand. Note that the 
resulting product has 2n bits in both cases. 

For a negative multiplier operand, it is possible to convert both the multiplier and the 
multiplicand into their 2's complements because this will not change the value of the result. 
Then the scheme for a positive multiplier can be used. 

We have presented a relatively simple scheme for multiplication of signed numbers. 
There exist other techniques that are more efficient but also more complex. We will not 
pursue these techniques, but an interested reader may consult reference [1]. 

We have discussed circuits that perlorm addition, subtraction, and multiplication. An
other arithmetic operation that is needed in computer systems is division. Circuits that 
perform division are more complex; we will present an example in Chapter 10. Various 
techniques for performing division are usually discussed in books on the subject of computer 
organization, and can be found in references [1, 2]. 

5.7 OTHER NUMBER REPRESENTATIONS 

In the previous sections we dealt with binary integers represented in the positional number 
re~resentation. Other types of numbers are also used in digital systems. In this section we 
WIll discuss briefly three other types: fixed-point, floating-point, and binary-coded decimal 
numbers. 

5.7.1 FIXED-POINT NUMBERS 

(fixed-POint number consists of integer and fraction parts. It can be written in the posi
lonal number representation as 
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Multiplicand M (+14) o 1 1 1 0 
Multiplier Q (+11) xOl011 

Partial product 0 0001110 

+ 001110 

Parti al product 1 0010101 
+ 000000 

Parti al product 2 0001010 

+00111°1 

Partial product 3 0010011 
+ 0000001 

Product P (+154) 0010011010 

(a) Positive multiplicand 

Multiplicand M 
Multiplier Q 

Partial product a 

Partial product 1 

Partial product 2 

Partial product 3 

(-14) 
(+11) 

10010 
xOl011 

1110010 

+ 110010 

1101011 
+ 000000 

1110101 

+ 1100101 

1101100 

+ OOOOOOi 

Product P (-154) 1101100110 

(b) Negative multiplicand 

Figure 5.33 Multiplication of signed numbers. 

The value of the number is 

n-l 

V (B) = L hi X 2i 
i=-k 

, 
It 

The position of the radix point is assumed to be fixed; hence the name fixed-point number. 
If the radix point is not shown, then it is assumed to be to the right of the least-significanl 

digit, which means that the number is an integer. 
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5.7 OTHER NUMBER REPRESENTATIONS 

Logic circuits that deal with fixed-point numbers are essentially the same as those used 
for integers. We will not discuss them separately. 

7 2 FLOATING-POINT NUMBERS S. · 
Fixed-point numbers have a range that is limited by the significant digits used to represent 
the number. For example, if we use eight digits and a sign to represent decimal integers, 
then the range of values that can be represented is 0 to ±99999999. If eight digits are 
used to represent a fraction, then the representable range is 0.00000001 to ±O.99999999. 
In scientific applications it is often necessary to deal with numbers that are very large or 
very small. Instead of using the fixed-point representation, which would require many 
significant digits, it is better to use the floating-point representation in which numbers are 
represented by a mantissa comprising the significant digits and an exponent of the radix R. 
The format is 

Mantissa x RExponent 

The numbers are often normalized, such that the radix point is placed to the right of the first 
nonzero digit. as in 5.234 x l(l~3 or 6.31 x 10-28 • 

Binary fioating-point representation has been standardized by the Institute of Electrical 
and Electronic Engineers (IEEE) [3]. Two sizes of formats are specified in this standard
a single-precision 32-bit format and a double-precision 64-bit format. Both formats are 
illustrated in Figure 5.34. 

.. 32 bits --------------...~ 

E M 

Sign J ''----.v,---' ''----------~v,------------''' 

o denotes + 8-bit 23 bits of mantissa 
1 denotes _ excess-127 

exponent 

(a) Single precision 

...... 1--____________ 64 bits -------------__. .. 

~I E I M 

Sign J '- v "''--------------.vr -------------'' 

ll-bi t excess-l 023 
exponent 

52 bits of mantissa 

(c) Double precision 

Figure 5.34 IEEE Standard floating-point formats. 
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Single-Precision Floating-Point Format 

Figure 5.34a depicts the single-precision format. The left-most bit is the sign bit-o 
for positive and 1 for negative numbers. There is an 8-bit exponent field, E, and a 23-bit 
mantissa field, M. The exponent is with respect to the radix 2. Because it is necessary to 
be able to represent both very large and very small numbers, the exponent can be either 
positive or negative. Instead of simply using an 8-bit signed number as the exponent, which 
would allow exponent values in the range -128 to 127, the IEEE standard specifies the 
exponent in the excess-127 format. In this format the value 127 is added to the value ofthe 
actual exponent so that 

Exponent = E - 127 

In this way E becomes a positive integer. This format is convenient for adding and subtract
ing floating-point numbers because the first step in these operations involves comparing the 
exponents to determine whether the mantissas must be appropriately shifted to add/subtract 
the significant bits. The range of E is 0 to 255. The extreme values of E = 0 and E = 255 
are taken to denote the exact zero and infinity, respectively. Therefore, the normal range of 
the exponent is -126 to 127, which is represented by the values of E from I to 254. 

The mantissa is represented using 23 bits. The IEEE standard calls for a normalized 
mantissa, which means that the most-significant bit is always equal to 1. Thus it is not 
necessary to include this bit explicitly in the mantissa field. Therefore, if M is the bit vector 
in the mantissa field, the actual value of the mantissa is l.M, which gives a 24-bit mantissa. 
Consequently, the floating-point format in Figure 5.34a represents the number 

Value = ±1.M x 2£-127 

The size of the mantissa field allows the representation of numbers that have the precision 
of about seven decimal digits. The exponent field range of 2- 126 to 2127 corresponds to 
about 1 0±38 . 

Double-Precision Floating-Point Format 

Figure 5.34b shows the double-precision format, which uses 64 bits. Both the exponent 
and mantissa fields are larger. This format allows greater range and precision of numbers. 
The exponent field has 11 bits, and it specifies the exponent in the excess-1023 format, 
where 

Exponent = E - 1023 

The range of E is 0 to 2047, but again the values E = 0 and E = 2047 are used to indicate 
the exact 0 and infinity, respectively. Thus the normal range of the exponent is -1022 to 
1023, which is represented by the values of E from 1 to 2046. 

The mantissa field has 52 bits. Since the mantissa is assumed to be normalized, its 
actual value is again I.M. Therefore, the value of a floating-point number is 

Value = ±l.M x 2£-1023 

This format allows representation of numbers that have the precision of about 16 decimal 
digits and the range of approximately 1 0±30R . 

• 
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5.7 OTHER NUMBER REPRESENTATIONS 

Arithmetic operations using floating-point operands are significantly more complex 
than signed integer operations. Because this is a rather specialized domain, we will not 
laborate on the design of logic circuits that can perform such operations. For a more 
~omplete discussion of floating-point operations, the reader may consult references [1, 2]. 

5.7.3 BINARy .. CODED .. DECIMAL REPRESENTATION 

In digital systems it is possible to represent decimal numbers simply by encoding each digit 
in binary form. This is called the binary-coded-decimal (BCD) representation. Because 
there are 10 digits to encode, it is necessary to use four bits per digit. Each digit is encoded 
by the binary pattern that represents its unsigned value, as shown in Table 5.3. Note that 
only lOaf the 16 available patterns are used in BCD, which means that the remaining 6 
patterns should not occur in logic circuits that operate on BCD operands; these patterns 
are usually treated as don't-care conditions in the design process. BCD representation was 
used in some early computers as well as in many handheld calculators. Its main virtue is 
that it provides a format that is convenient when numerical information is to be displayed 
on a simple digit-oriented display. Its drawbacks are complexity of circuits that perform 
arithmetic operations and the fact that six of the possible code patterns are wasted. 

Even though the importance of BCD representation has diminished, it is still encoun
tered. To give the reader an indication of the complexity of the required circuits, we will 
consider BCD addition in some detail. 

BCD Addition 

The addition of two BCD digits is complicated by the fact that the sum may exceed 
9, in which case a correction will have to be made. Let X = X3X2X\XO and Y = Y3Y2Y\Yo 

represent the two BCD digits and let S = S3S2S1 So be the desired sum digit, S = X + Y. 
Obviously, if X + Y < 9, then the addition is the same as the addition of 2 four-bit unsigned 

··;~.:L":i;: 

Table 5.3 Binary-coded 
decimal digits. 

Decimal digit BCD code 

0 0000 

1 0001 

2 0010 

3 0011 

4 0100 

5 0101 

6 0110 

7 0111 

8 1000 

9 1001 
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binary numbers. But, if X + Y > 9, then the result requires two BCD digits. Moreover 
the four-bit sum obtained from the four-bit adder may be incorrect. ' 

There are two cases where some correction has to be made: when the sum is greater 
than 9 but no carry-out is generated using four bits, and when the sum is greater than 15 So 

that a carry-out is generated using four bits. Figure 5.35 illustrates these cases. In the first 
case the four-bit addition yields 7 + 5 = 12 = Z. To obtain a correct BCD result, we must 
generate S = 2 and a carry-out of 1. The necessary correction is apparent from the fact 
that the four-bit addition is a modulo-16 scheme, whereas decimal addition is a modulo-IO 
scheme. Therefore, a correct decimal digit can be generated by adding 6 to the result of 
four-bit addition whenever this result exceeds 9. Thus we can arrange the computation as 
follows 

z=X+Y 
If Z < 9, then S = Z and carry-out = 0 

if Z > 9, then X = Z + 6 and carry-out = 1 

The second example in Figure 5.35 shows what happens when X + Y > 15. In this case the 
four least-significant bits of Z represent the digit 1, which is wrong. But a carry is generated, 
which corresponds to the val ue 16, that must be taken into account. Again adding 6 to the 
intermediate sum Z provides the necessary correction. 

Figure 5.36 gives a block diagram of a one-digit BCD adder that is based on this 
scheme. The block that detects whether Z > 9 produces an output signal, Adjust, which 
controls the multiplexer that provides the correction when needed. A second four-bit adder 
generates the corrected sum bits. If Adjust = 0, then S = Z + 0; if Adjust = 1, then 
S = Z + 6 and carry-out = 1. 

'$ 
X 011 1 7 

+y + 0101 + 5 
.;;:~;. 

Z 1 100 12 
+ 0110 

carry _____ 10010 
'---y--' 

S=2 

X 1000 8 
+y + 100 1 + 9 
-- --

Z 10001 17 
+ 01 10 

carry ----. 1 0 1 1 1 
~ 
S=7 

Figure 5.35 Addition of BCD digits. 

• 
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x y 

4-bit adder ... 

z 

o 

MUX 

4-bit adder .. o 

s 

Figure 5.36 Block diagram for a one-digit BCD adder. 

An implementation of this block diagram, using VHDL code, is shown in Figure 5.37. 
Inputs X and Yare defined as four-bit numbers. The sum output, S, is defined as a five-bit 
number, which allows for the carry-out to appear in bit S4, while the sum is produced in 
bits S3-0. The intermediate sum Z is also defined as a five-bit number. Recall from the 
discussion in section 5.5.4 that VHDL requires at least one of the operands of an arithmetic 
operation to have the same number of bits as in the result. This requirement explains why 
we have concatenated a 0 to input X in the expression Z <= CO' & X) + Y. 

The statement 

Adjust <= '1' WHEN Z > 9 ELSE '0' ; 

uses a type ofVHDL signal assignment statement that we have not seen before. It is called a 
selected signal assignment and is used to assign one of multiple values to a signal, based on 
some criterion. In this case the criterion is the condition Z > 9. If this condition is satisfied, 
the statement assigns 1 to Adjust; otherwise, it assigns 0 to Adjust. Other examples of the 
selected signal assignment are given in Chapter 6. 

We should also note that we have included the Adjust signal in the VHDL code only to 
be consistent with Figure 5.36. We could just as easily have eliminated the Adjust signal 
and Written the expression as 

S <= Z WHEN Z < 10 ELSE Z + 6 ; 
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LIBRARY ieee ; 
USE ieee.std~ogic_1164.all ; 
USE ieee.std_Iogic_unsigned.all ; 

ENTITY BCD IS 
PORT ( X, Y : IN STD~OGIC_VECTOR(3 DOWNTO 0) ; 

S : OUT STD-LOGIC_VECTOR(4 DOWNTO 0) ) ; 
END BCD ; 

ARCHITECTURE Behavior OF BCD IS 
SIGNAL Z: STD_LOGIC_VECTOR(4 DOWNTO 0); 
SIGNAL Adjust: STD-LOGIC ; 

BEGIN 
Z < = ('0' & X) + y ; 
Adjust <= '1' WHEN Z > 9 ELSE '0' ; 
S <= Z WHEN (Adjust = '0') ELSE Z + 6; 

END Behavior; 

Figure 5.37 VHDL code for a one-digit BCD adder. 

To verify the functional correctness of the code, we performed a functional simulation. An 
example of the obtained results is given in Figure 5.38. 

If we wish to derive a circuit to implement the block diagram in Figure 5.36 by hand, 
instead of by using VHDL, then the following approach can be used. To define the Adjust 
function, we can observe that the intermediate sum will exceed 9 if the carry-out from the 
four-bit adder is equal to 1, or if Z3 = 1 and either Z2 or ZI (or both) are equal to 1. Hence 
the logic expression for this function is 

Adjust = Carry-out + Z3 (22 + 21) 

Instead of implementing another complete four-bit adder to perfonn the correction, we can 
use a simpler circuit because the addition of constant 6 does not require the full capability 
of a four-bit adder. Note that the least-significant bit of the sum, So, is not affected at all; 
hence So = Zoo A two-bit adder may be used to develop bits S2 and Sl. Bit S3 is the same as 

20.0 ns 40.0 ns 60.0 os 
ococ'. .. , .,:~. , ,,, .".' . 

Na.me 

X 3 
Y 0 < 1 2 0 
S 1 9 

Figure 5.38 Functional simulation of the VHDL code in Figure 5.37. -
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Four-bit adder 4---- Gin 

-
-

Two-bit adder 

, 

Figure 5.39 Circuit for a one-digit BCD adder. 

Z3 if the carry-out from the two-bit adder is 0, and it is equal to Z3 if this carry-out is equal 
to 1. A complete circuit that implements this scheme is shown in Figure 5.39. Using the 
one-digit BCD adder as a basic block, it is possible to build larger BCD adders in the same 
way as a binary full-adder is used to build larger ripple-carry binary adders. 

Subtraction of BCD numbers can be handled with the radix-complement approach. Just 
as we use 2's complement representation to deal with negative binary numbers, we can use 
1O's complement representation to deal with decimal numbers. We leave the development 
of such a scheme as an exercise for the reader (see problem 5.19). 

5.8 ASCII CHARACTER CODE 

The most popular code for representing information in digital systems is used for both letters 
and numbers, as well as for some control characters. It is known as the ASCII code, which 
:~nds for the American Standard Code for Information Interchange. The code specified by 

IS standard is presented in Table 5.4. 

301 



CHAPTER 5 • NUMBER REPRESENTATION AND ARITHMETIC CIRCUITS 
, 

Table 5.4 The seven-bit ASCII code. 

Bit 
positions Bit positions 654 

f 
3210 000 001 010 011 100 101 110 III 

0000 NUL DLE SPACE 0 @ p P 
0001 SOH DCI A Q a q 

0010 STX DC2 2 B R b r 

0011 ETX DC3 # 3 C S c s 

0100 EOT DC4 $ 4 D T d 

0101 ENQ NAK % 5 E U e u 

0110 ACK SYN & 6 F V f v 

0111 BEL ETB 7 G W g w 

1000 BS CAN ( 8 H X h x 

1001 HT EM ) 9 I Y Y 

1010 LF SUB * J Z J z 

10 11 VT ESC + K [ k 

1100 FF FS < L \ 1 

1101 CR GS = M m 

1110 SO RS > N n 

1111 SI US I ? 0 0 DEL 

NUL NulllIdle SI Shift in 

SOH Start of header DLE Data link escape 

STX Start of text DCI-DC4 Device control 

ETX End of text NAK Negative acknowledgement 

EOT End of transmission SYN Synchronous idle 

ENQ Enquiry ETB End of transmitted block 

ACQ Acknow ledgement CAN Cancel (error in data) 

BEL Audible signal EM End of medium 

BS Back space SUB Special sequence 

HT Horizontal tab ESC Escape 

LF Line feed FS File separator 

VT Vertical tab GS Group separator 

FF Form feed RS Record separator 

CR Carriage return US Unit separator 

SO Shift out DEL Deletelldle 

Bit positions of code format = I 615 14131211 1 0 I 

,~ 

.. t . . 
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5.8 ASCII CHARACTER CODE 

The ASCII code uses seven-bit patterns to denote 128 different characters. Ten of the 
haracters are decimal digits 0 to 9. Note that the high-order bits have the same pattern, 
~6b5b4 = 011, for all 1 0 ~igits. Eac.h .digit is ~dentified by the low-order four bits, b~_o, 
sing the binary patterns tor these dIgItS. CapItal and lowercase letters are encoded III a 

U ay that makes sorting of textual information easy. The codes for A to Z are in ascending 
Wumerical sequence, which means that the task of sorting letters (or words) is accomplished 
~y a simple arithmetic comparison of the codes that represent the letters. 

Characters that are either letters of the alphabet or numbers are referred to as alphanu
meric characters. In addition to these characters, the ASCII code includes punctuation 
marks such as! and?; commonly used symbols such as & and %; and a collection of 
control characters. The control characters are those needed in computer systems to handle 
and transfer data among various devices. For example, the carriage return character, which 
is abbreviated as CR in the table, indicates that the carriage, or cursor position, of an output 
device, say, printer or display, should return to the left-most column. 

TheASCII code is used to encode information that is handled as text. It is not convenient 
for representation of numbers that are used as operands in arithmetic operations. For this 
purpose. it is best to convert ASCII-encoded numbers into a binary representation that we 
discussed before. 

The ASCII standard uses seven bits to encode a character. In computer systems a more 
natural size is eight bits, or one byte. There are two common ways of fitting an ASCII
encoded character into a byte. One is to set the eighth bit, b7 , to O. Another is to use this 
bit to indicate the parity of the other seven bits, which means showing whether the number 
of Is in the seven-bit code is even or odd. 

Parity 

The concept of parity is widely used in digital systems for error-checking purposes. 
When digital information is transmitted from one point to another, perhaps by long wires, it 
is possible for some bits to become corrupted during the transmission process. For example, 
the sender may transmit a bit whose value is equal to 1, but the receiver observes a bit whose 
value is O. Suppose that a data item consists of n bits. A simple error-checking mechanism 
can be implemented by including an extra bit, p, which indicates the parity of the n-bit item. 
Two kinds of parity can be used. For even parity the p bit is given the value such that the 
total number of Is in the n + I transmitted bits (comprising the n-bit data and the parity 
bitp) is even. For odd parity the p bit is given the value that makes the total number of Is 
odd. The sender generates the p bit based on the n-bit data item that is to be transmitted. 
The receiver checks whether the parity of the received item is correct. 

Parity generating and checking circuits can be realized with XOR gates. For example, 
for a four-bit data item consisting of bits X3X2XIXO, the even parity bit can be generated as 

p = X3 EB X2 EB Xl EB Xo 

At the recei ving end the checking is done using 

c = p EB X3 EB X2 EB Xl EEl Xo 

If c == 0, then the received item shows the correct parity. If c = 1, then an error has 
OCCurred. Note that observing c = 0 is not a guarantee that the received item is correct. 
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If two or any even number of bits have their values inverted during the transmission, the 
parity of the data item will not be changed; hence the error will not be detected. But if an 
odd number of bits are corrupted, then the error will be detected. 

The attractiveness of parity checking lies in its simplicity. There exist other more 
sophisticated schemes that provide more reliable error-checking mechanisms [4]. We will 
discuss parity circuits again in section 9.3. 

5.9 EXAMPLES OF SOLVED PROBLEMS 

This section presents some typical problems that the reader may encounter, and shows how 
such problems can be solved. 

Problem: Convert the decimal number 14959 into a hexadecimal number. 

Solution: An integer is converted into the hexadecimal representation by successive divi
sions by 16, such that in each step the remainder is a hex digit. To see why this is true, 
consider a four-digit number H = h3h2hIhO. Its value is 

V = h3 X 163 + h2 X 162 + hI x 16 + ho 

If we divide this by 16, we obtain 

V 2 ho 
- = h3 X 16 + h2 x 16 + hI + -
16 16 

Thus, the remainder gives ho. Figure 5.40 shows the steps needed to perform the conversion 
(14959)10 = (3A6F)16. 

Convert (14959ho 

Remainder Hex digit 
14959 -:- 16 934 15 F LSB 

934 -:- 16 58 6 6 
58 -:- 16 = 3 10 A 

3 -:- 16 0 3 3 MSB 

Result is (3A6F) 16 

Figure 5.40 Conversion from decimal to hexadecimal. 



5.9 EXAMPLES OF SOLVED PROBLEMS 

----problem: Convert the decimal fraction 0.8254 into binary representation. 

Solution: As indicated in section 5.7.1, a binary fraction is represented as the bit pattern 
B::= O.b_ tb-2· .. b_m and its value is 

V = b_ 1 X 2-1 + b-2 X 2-2 + ... + b_m x 2-m 

Multiplying this expression by 2 gives 

b- 1 + b_2 X 2- 1 + ... + b_m x 2-(m-l) 

Here, the leftmost term is the first bit to the right of the radix point. The remaining terms 
constitute another binary fraction which can be manipulated in the same way. Therefore, 
to convert a decimal fraction into a binary fraction, we multiply the decimal number by 
2 and set the computed bit to 0 if the product is less than 1, and set it to 1 if the product 
is greater than or equal to 1. We repeat this calculation until a sufficient number of bits 
are obtained to meet the desired accuracy. Note that it may not be possible to represent a 
decimal fraction with a binary fraction that has exactly the same value. Figure 5.41 shows 
the required computation that yields (0.8254}.0 = (0.11010011 ... h. 

Convert (0.8254) 10 

0.8254 x 2 = 1.6508 .. 1 MSB 

0.6508 x 2 = 1.3016 .. 1 

0.3016 x 2 = 0.6032 - 0 

0.6032 x 2 = 1.2064 .. 1 

0.2064 x 2 = 0.4128 .. 0 

0.4128 x 2 = 0.8256 ., 0 

0.8256 x 2 = 1.6512 ... 1 

0.6512 x 2 = 1.3024 .. 1 LSB 

(0.8254)10 = (0.11010011"')2 

Figure 5.41 Conversion of fractions from decimal to binary. 
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-Problem: Convert the decimal fixed point number 214.45 into a binary fixed point numbe 
r. 

Solution: For the integer part perfonn successive division by 2 as illustrated in Figure 
5.1. For the fractional part perform successive multiplication by 2 as described in Exam. 
pIe 5.8. The complete computation is presented in Figure 5.42, producing (214.45)10 ::::: 
(11 01011 0.0111 00 1 ... h. 

Problem: In computer computations it is often necessary to compare numbers. Two four-bit 
signed numbers, X = X3X2X1XO and Y = Y3Y2Yl)'O, can be compared by using the subtractor 
circuit in Figure 5.43, which perfonns the operation X - Y. The three outputs denote the 
following: 

• Z = 1 if the result is 0; otherwise Z = 0 

• N = 1 if the result is negative; otherwise N = 0 

• V = 1 if arithmetic overflow occurs; otherwise V = 0 

Show how Z, N, and V can be used to detennine the cases X = Y, X < Y, X < Y, X > Y, 
and X > Y. 

Solution: Consider first the case X < Y, where the following possibilities may arise: 

• If X and Y have the same sign there will be no overflow, hence V = O. Then for both 
positive and negative X and Y the difference will be negative (N = 1). 

• If X is negative and Y is positive, the difference will be negative (N = 1) if there is 
no overflow (V = 0); but the result will be positive (N = 0) if there is overflow (V = 1). 

Therefore, if X < Y then N ffi V = 1. 
The case X = Y is detected by Z = 1. Then, X < Y is detected by Z + (N EB V) = 1. 

The last two cases are just simple inverses: X > Y if Z + (N EB V) = I and X :::: Y if 
NEBV=l. 

Problem: Write VHDL code to specify the circuit in Figure 5.43. 

Solution: We can specify the circuit using the structural approach presented in Figure 5.26, 
as indicated in Figure 5.44. The four full-adders are defined in a package in Figure 5.24. 

This approach becomes awkward when large circuits are involved, as would be the case 
if the comparator had 32-bit operands. An alternative is to use a behavioral specification, 
as shown in Figure 5.45, which is based on the scheme given in Figure 5.28. Note that we 
specified directly that Y should be subtracted from X, so that we don't have to complement 
Yexplicitly. Since the VHDL compiler will implement the circuit using a library module, 
we have to specify the overflow signal, V, in terms of the S bits only, because the interstage 

carry signals are not accessible as explained in the discussion of Figure 5.28. 



5.9 EXAMPLES OF SOLVED PROBLEMS 

Convert (214.45)10 

214 0 T - 107+ 2 

53 1 
- = 26 +-
2 2 

26 0 = 13 +-2 2 

6 0 
- = 3 +-
2 2 

3 1 
- = 1 +-
2 2 

1 1 - = 0+-
2 2 

0.45 x 2 = 0.90 

0.90 x 2 = 1.80 

0.80 x 2 = 1.60 

0.60 x 2 = 1.20 

0.20 x 2 = 0.40 

OAO x 2 = 0.80 

0.80 x 2 = 1.60 

L.....-_ •• OLSB 

L....-_....., •• 1 

'-----...... - I 

- I MSB 

• OMSB 

• I 

• 1 

• 1 

.. 0 

• 0 

- I LSB 

(214.45)10 = (11010110.0111001 ... }z 

Figure 5.42 Conversion of fixed point numbers from decimal to 
binary. 

307 



308 

C HAP T E R 5 • NUMBER REPRESENTATION AND ARITHMETIC CIRCUITS 

C4 

... ~ 

\( 
V 

(overflow) 

c3 
FA 

s3 

N 

(negative) 

FA 

I s2 

Figure 5.43 A comparator circuit. 

LIBRARY ieee; 
USE icee.stdJogic_1164.all ; 
USE work.fulladd_package.all ; 

ENTITY comparator IS 

c 2 

1 .1. 

Y 
Z 

(zero) 

Yo 

c 1 
FA FA 

I s[ So 

Co .. 

PORT ( X, Y : IN STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 
Y, N, Z : OUT STD_LOGIC) ; 

END comparator; 

ARCHITECTURE Structure OF comparator IS 
SIGNAL S: STD~OGIC_VECTOR(3 DOWNTO 0); 
SIGNAL C : STD~OGIC_ VECTOR(l TO 4) ; 

BEGIN 
stageO: fulladd PORT MAP ( '1', X(O), NOT YeO), S(O), CO) ) ; 
stage I : fulladd PORT MAP ( C(l), X(l), NOT Y(l), S(1), C(2) ) ; 
stage2: fulladd PORT MAP ( C(2), X(2), NOT Y(2), S(2), C(3) ) ; 
stage3: fulladd PORT MAP ( C(3), X(3), NOT Y(3), S(3), C(4) ) ; 
V <= C(4) XOR C(3) ; 
N <= S(3); 
Z <= '1' WHEN S(3 DOWNTO 0) = "0000" ELSE '0'; 

END Structure; 

Figure 5.44 Structural VHDL code for the comparator circuit. 
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5.9 EXAMPLES OF SOL VEO PROBLEMS 

LIBRARY ieee; 
USE ieee.stdJogicl164.all ; 
USE ieee.stdJogicsigned.all ; 

ENTITY comparator IS 
PORT (X, Y : IN STD_LOGTC_VECTOR(3 DOWNTO 0) ; 

V, N, Z : OUT STD_LOGIC); 
END comparator; 

ARCHITECTURE Behavior OF comparator IS 
SIGNAL S: STD-LOGIC_VECTOR(4 DOWNTO 0); 

BEGIN 
S < = (' 0' & X) + Y ; 
V <= S(4) XOR X(3) XOR Y(3) XOR S(3) ; 
N <= S(3); 
Z <= '1' WHEN S(3 DOWNTO 0) = 0 ELSE '0'; 

END Behavior; 

Figure 5.45 Behavioral YHDl code for the comparator circuit. 

Problem: Figure 5.32 depicts a four-bit multiplier circuit. Each row consists of four full
adder (FA) blocks connected in a ripple-carry configuration. The delay caused by the carry 
signals rippling through the rows has a significant impact on the time needed to generate 
the output product. In an attempt to speed up the circuit, we may use the arrangement in 
Figure 5.46. Here, the carries in a given row are "saved" and included in the next row 
at the correct bit position. Then, in the first row the full-adders can be used to add three 
properly shifted bits of the multiplicand as selected by the multiplier bits. For example, in 
bit position 2 the three inputs are m2Qo, m] Q], and moQ2. In the last row it is still necessary 
to use the ripple-carry adder. A circuit that consists of an array of full-adders connected in 
this manner is called a carry-save adder array. 

What is the total delay of the circuit in Figure 5.46 compared to that of the circuit in 
Figure 5.32? 

Solution: In the circuit in Figure 5.32a the longest path is through the rightmost two full
adders in the top row, followed by the two rightmost FAs in the second row, and then 
through all four FAs in the bottom row. Hence this delay is eight times the delay through a 
full-adder block. Tn addition, there is the AND-gate delay needed to form the inputs to the 
first FA in the top row. These combined delays are the critical delay, which determines the 
speed of the multiplier circuit. 

In the circuit in Figure 5.46, the longest path is through the rightmost FAs in the first 
~nd. second rows, followed by all four FAs in the bottom row. Therefore, the critical delay 
IS s . 
h I.X hmes the delay through a full-adder block plus the AND-gate delay needed to form 

t e Inputs to the first FA in the top row. 

---------------------------------------------------------------------
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o m3Qo m2QO ml Qo 

m2ql mlql mOqI 
mlq2 mOQ2 

FA FA FA 

o 

FA FA FA FA 

FA FA FA FA ---- 0 

P7 P6 Ps P4 P3 P2 PI 

Figure 5.46 Multiplier carry-save array. 

PROBLEMS 

Answers to problems marked by an asterisk are given at the back of the book. 

* 5. 1 Determine the decimal values of the following unsigned numbers: 
(a) (0111011110h 

*5.2 

*5.3 

(b) (10 111 00 111 h 
(c) (3751)8 
(d) (A25F) 16 

(e) (FOFO)16 

Determine the decimal values of the following 1 's complement numbers: 
(a) 0111011110 
(b) 1 0 III 00 1 11 
(c) 1111111110 

Determine the decimal values of the following 2'8 complement numbers: 
(a) 0111011110 
(b) 1011100111 
(c) 1111111110 

o 

Po 

4 
'! /~ ~ 

*5.4 Convert the decimal numbers 73,1906, -95, and -1630 into signed I2-bit numbers in the 
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following representations: 
(a) Sign and magnitude 
(b) l's complement 

• (c) 2's complement 
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5.5 Perform the following operations involving eight-bit 2's complement numbers and indicate ;, 
whether arithmetic overflow occurs. Check your answers by converting to decimal sign- ~ 

and-magnitude representation. 

00110110 
+ 01000101 

00110110 
- 00101011 

01110101 
+ 11011110 

01110101 
- 11010110 

11011111 
+ 10111000 

11010011 
- 11101100 

5.6 Prove that the XOR operation is associative, which means that Xi EIHYi E!1Zi) = (Xi EElYi) EElZi. El 

5.7 Show that the circuit in Figure S.S implements the full-adder specified in Figure S,4a. 

5.8 Prove the validity of the simple rule for finding the 2's complement of a number, which li 
was presented in section 5.3. Recall that the rule states that scanning a number from rightl1 
to left, all Os and the first 1 are copied; then all remaining bits are complemented. 

5.9 Prove the validity of the expression Overflow = Cn EEl Cn-l for addition of n-bit signed Il 
numbers. 

5.10 In section 5.5,4 we stated that a carry-out signal, Ck, from bit position k - 1 of an adderl< 
circuit can be generated as Ck = Xk EB Yk EEl Sk, where Xk and Yk are inputs and Sk is the sum ;. 
bit. Verify the correctness of this statement. 

* 5. 11 Consider the circuit in Figure P5.1. Can this circuit be used as one stage in a carry-ripple '] 
adder? Discuss the pros and cons. 

*5.12 Determine the number of gates needed to implement an n-bit carry-Iookahead adder, as
suming no fan-in constraints. Use AND, OR, and XOR gates with any number of inputs. t 

*5.13 Detennine the number of gates needed to implement an eight-bit carry-lookahead adderll 

assuming that the maximum fan-in for the gates is four. 

5.14 In Figure 5.18 we presented the structure of a hierarchical carry-lookahead adder. Show 11 

the complete circuit for a four-bit version of this adder, built using 2 two-bit blocks. 

5.15 What is the critical delay path in the multiplier in Figure 5.32? What is the delay along this t 
path in terms of the number of gates? 

5.16 (a) Write a VHDL entity to describe the circuit block in Figure 5.32b. Use the CAD tools) 
to synthesize a circuit from the code and verify its functional correctness. 
(b) Write a VHDL entity to describe the circuit block in Figure 5.32c. Use the CAD tools) 
to synthesize a circuit from the code and verify its functional correctness. 
(c) Write a VHDL entity to describe the 4 x 4 multiplier shown in Figure S.32a. Yourr. 
code should be hierarchical and should use the subcircuits designed in parts (a) and (b). ( 
Synthesize a circuit from the code and verify its functional correctness. 

* 5. 1 7 Consider the VHDL code in Figure PS .2. Given the relationship between the signals IN and, 
OUT, what is the functionality of the circuit described by the code? Comment on whethert 
or not this code represents a good style to use for the functionality that it represents. 
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5.19 

5.20 

*5.21 

5.22 

5.23 

5.24 

5.25 
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C HAP T E R 5 • NUMBER REPRESENTATION AND ARITHMETIC CIRCUITS , 
x.--~----~r-~ I 

Pi Do---

Yi ------4----t_~ 

Figure PS.l Circuit for problem 5.11. 

Design a circuit that generates the 9's complement of a BCD digit. Note that the 9's 
complement of d is 9 - d. 

Derive a scheme for performing subtraction using BCD operands. Show a block diagram 
for the subtractor circuit. 
Hint: Subtraction can be performed easily if the operands are in the 10's complement (radix 
complement) representation. In this representation the sign digit is 0 for a positive number 
and 9 for a negative number. 

Write complete VHDL code for the circuit that you derived in problem 5.19. 

Suppose that we want to determine how many of the bits in a three-bit unsigned number 
are equal to 1. Design the simplest circuit that can accomplish this task. 

Repeat problem 5.21 for a six-bit unsigned number. 

Repeat problem 5.21 for an eight-bit unsigned number. 

Show a graphical interpretation of three-digit decimal numbers, similar to Figure 5.12. The 
left-most digit is 0 for positive numbers and 9 for negative numbers. Verify the validity of 
your answer by trying a few examples of addition and subtraction. 

In a ternary number system there are three digits: 0, 1, and 2. Figure P5.3 defines a ternary 
half-adder. Design a circuit that implements this half-adder using binary-encoded signals: 
such that two bits are used for each ternary digit. LetA = alaO, B = b1bo• and Sum::::: slsa, 
not.e that Carry is just a binary signal. Use the following encoding: 00 = (Oh. 01 :::;:: (lh, 
and 10 = (2h. Minimize the cost of the circuit. 



PROBLEMS 

LIBRARY ieee; 
USE ieee.stdJogic_ll64.all ; 

ENTITY problem IS 
PORT (Input 

Output 
END problem; 

: IN STD-LOGIC_VECTOR(3 DOWNTO 0); 
: OUT STD-LOGIC_VECTOR(3 DOWNTO 0); 

ARCHITECTURE LogicFunc OF problem IS 
BEGIN 

WITH Input SELECT 
Output <= "000]" WHEN "0101", 

"0010" WHEN "01 ] 0", 
"0011" WHEN "0111 ", 
"0010" WHEN" 1 00 1 ", 
"0 I 00" WHEN" I a I 0", 
"01 1 0" WHEN" 1 0 1 1 ", 
"0011" WHEN "1101", 
"0110" WHEN" 111 0", 
" 100 1 " WHEN "1111", 
"0000" WHEN OTHERS . , 

END LogicFunc ; 

Figure PS.2 The code for problem 5.17. 

AB Carry Sum 

00 0 0 

o I 0 1 

02 0 2 

1 0 0 1 

1 1 0 2 

1 2 1 0 

20 0 2 

2 1 1 0 

22 1 1 

Figure PS.3 Ternary half-adder. 
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6 
COMBINATIONAL-CIRCUIT BUILDING 

BLOCKS 

CHAPTER OBJECTIVES 

In this chapter you willleam about: 

• Commonly used combinational subcircuits 

• Multiplexers, which can be used for selection of signals and for implementation 
of general logic functions 

• Circuits used for encoding, decoding, and code-conversion purposes 

• Key VHDL constructs used to define combinational circuits 
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Previous chapters have introduced the basic techniques for design of logic circuits. In practice, a few ty 
of logic circuits are often used as building blocks in larger designs. This chapter discusses a number of th~es 
blocks and gives examples of their use. The chapter also includes a major section on VHDL, which describ

se 

several key features of the language. es 
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---6.1 MULTIPLEXERS 

Multiplexers were introduced briefly in Chapters 2 and 3. A multiplexer circuit has a 
number of data inputs, one or more select inputs, and one output. It passes the signal value 
on one of the data inputs to the output. The data input is selected by the values of the select 
inputs. Figure 6.1 shows a 2-to-1 multiplexer. Part (a) gives the symbol commonly used. 
The select input, s, chooses as the output of the multiplexer either input Wo or WI. The 
multiplexer's functionality can be described in the form of a truth table as shown in part (b) 
of the figure. Part (c) gives a sum-of-products implementation of the 2-to-l multiplexer, 
and part (d) illustrates how it can be constructed with transmission gates. 

Figure 6.2a depicts a larger multiplexer with four data inputs, wo, ...• W3, and two 
select inputs, S1 and so. As shown in the truth table in part (b) of the figure, the two-bit 
number represented by S1 So selects one of the data inputs as the output of the multiplexer. 

s 
.f· 

f 

(a) Graphical symbol (b) Truth table 

Wo ------1 Wo -+-----tc.:>t-----, 

s f s 

f 

(c) Sum-of-products circuit (d) Circuit with transmission gates 

Figure 6.1 A 2-to-' multiplexer. 



6.1 MULTIPLEXERS 

So 

S1 SI So f 

Wo 0 0 Wo 
wI 

f 0 1 wI 
w2 1 0 w2 
w3 1 1 w3 

(a) Graphical symbol (b) Truth table 

so--......... -I 

f 

(c) Circuit 

Figure 6.2 A 4-to- 1 multiplexer. 

A sum-of-products implementation of the 4-to-l mUltiplexer appears in Figure 6.2c. It 
realizes the multiplexer function 

It is possible to build larger multiplexers using the same approach. Usually, the num
ber of data inputs, n, is an integer power of two. A multiplexer that has n data inputs, 
Wo, ... , Wn-l, requires ilog2n l select inputs. Larger multiplexers can also be constructed 
from smaller multiplexers. For example, the 4-to-l multiplexer can be built using three 
2-:0-1 multiplexers as illustrated in Figure 6.3. If the 4-to-l multiplexer is implemented 
USlOg transmission gates, then the structure in this figure is always used. Figure 6.4 shows 
how a 16-to-l multiplexer is constructed with five 4-to-l multiplexers. 
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So 

s) 

Wo 

W3 

W4 

W7 

W8 

• 
Wll 

Sl -------.., 

So ----, 

Figure 6.3 

f 

Using 2-to-l multiplexers to build a 4-to-l 
multiplexer. 

S2 

S3 

f 

Figure 6.4 A 16-to-1 multiplexer. 
~ 
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6.1 MULTIPLEXERS 

--Figure 6.5 shows a circuit that has two inputs, Xl and X2, and two outputs, Yl and )'2. As Ell 
indicated by the blue lines, the function of the circuit is to allow either of its inputs to be 
connected to either of its outputs, under the control of another input, s. A circuit that has 
n inputs and k outputs, whose sale function is to provide a capability to connect any input 
to any output, is usually referred to as an 11 xk crossbar switch. Crossbars of various sizes 
can be created, with different numbers of inputs and outputs. When there are two inputs 
and twO outputs, it is called a 2 x 2 crossbar. 

Figure 6.5b shows how the 2x2 crossbar can be implemented using 2-to-l multiplexers. 
The multiplexer select inputs are controlled by the signal s. If s = 0, the crossbar connects 
Xl to Yl and X2 to Y2, while if s = 1, the crossbar connects XI to Y2 and X2 to Yl. Crossbar 
switches are useful in many practical applications in which it is necessary to be able to 
connect one set of wires to another set of wires, where the connection pattern changes from 

time to time. 

We introduced field-programmable gate array (FPGA) chips in section 3.6.5. Figure 3.39 Ell 
depicts a small FPGA that is programmed to implement a particular circuit. The logic blocks 
in the FPGA have two inputs, and there are four tracks in each routing channel. Each of the 
programmable switches that connects a logic block input or output to an interconnection 
wire is shown as an X. A small part of Figure 3.39 is reproduced in Figure 6.6a. For clarity, 

s 

Yl 

(a) A 2x2 crossbar switch 

~ 
0 

YI 
r-- 1,..,. 

~ 

S 

""' .... 0 

~ 

(b) Implementation using multiplexers 

Figure 6.5 A practical application of multiplexers. 
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· . . . 
• • • • 
• • • • 

It-----

• • • • 
• • • • 
• • • • 

(a) Part of the FPGA in Figure 3.39 

• • 
• 

• 

• 
• 
• 

• 
• 
• 

• 
• 
• 

(b) Implementation using pass transistors 

• • • • • • • • • • • • 

/1------

11------

• • • • • • • • 
• • • • 

(c) Implementation using multiplexers 

Figure 6.6 Implementing programmable switches in an FPGA. 
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6. 1 MULTIPLEXERS 

the figure show~ o.nly a sin~le logic block and the interconnection wires and switches 
ssociated with Its mput termmals. 

a One way in which the programmable switches can be implemented is illustrated in 
Figure 6.6b. Each X in part (a) of the figure is realized using an NMOS transistor controlled 
by a storage cell. This type of programmable switch was also shown in Figure 3.68. We 
described storage cells briefly in section 3.6.5 and will discuss them in more detail in section 
10.1. Each cell stores a single logic value, either 0 or I, and provides this value as the output 
of the cell. Each storage cell is built by using several transistors. Thus the eight cells shown 
in the figure use a significant amount of chip area. 

The number of storage cells needed can be reduced by using multiplexers, as shown 
in Figure 6.6c. Each logic block input is fed by a 4-to-1 multiplexer, with the select inputs 
controlled by storage cells. This approach requires only four storage cells, instead of eight. 
In commercial FPGAs the multiplexer-based approach is usually adopted. 

6.1.1 SYNTHESIS OF LOGIC FUNCTIONS USING MULTIPLEXERS 

Multiplexers are useful in many practical applications, such as those described above. They 
can also be used in a more general way to synthesize logic functions. Consider the example 
in Figure 6.7a. The truth table defines the functionj = WI EB W2. This function can be 
implemented by a 4-to-l multiplexer in which the values ofj in each row of the truth table 
are connected as constants to the multiplexer data inputs. The multiplexer select inputs are 
driven by WI and W2. Thus for each valuation of WI W2, the output! is equal to the function 
value in the corresponding row of the truth table. 

The above implementation is straightforward, but it is not very efficient. A better 
implementation can be derived by manipulating the truth table as indicated in Figure 6.7b, 
which allowsj to be implemented by a single 2-to-l multiplexer. One of the input signals, 
WI in this example, is chosen as the select input of the 2-to-l multiplexer. The truth table 
is redrawn to indicate the value of j for each value of WI. When WI = 0, j has the same 
value as input W2, and when WI = 1, j has the value of W2. The circuit that implements 
this truth table is given in Figure 6.7c. This procedure can be applied to synthesize a circuit 
that implements any logic function. 

Figure 6.8a gives the truth table for the three-input majority function, and it shows how the E 
truth table can be modified to implement the function using a 4-to-1 multiplexer. Any two 
of the three inputs may be chosen as the multiplexer select inputs. We have chosen WI and 
W2 for this purpose, resulting in the circuit in Figure 6.8b. 
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f W2 wI W2 
WI 

0 0 0 

1 
0 

0 1 1 
1 0 1 1 f 
1 1 0 0 

(a) Implementation using a 4-to-1 multiplexer 

WI w2 f 
wI f 

0 0 ~~ 0 W2 
0 1 1 

-

1 0 ~tJ 
w2 

1 1 

"." .", 

(b) Modified truth table 

f 

(c) Circuit 

Figure 6.7 Synthesis of a logic function using mutiplexers. 

,.~,., 
" 

?.[ •... ' .. .. 
~ "~ 

~.4 Figure 6.9a indicates how the function! = WI ffi W2 ffi W3 can be implemented using 2-to-l 
multiplexers. When WI = O,! is equal to the XOR ofw2 and W3, and when WI = 1,/ is the 
XNOR of W2 and W3. The left multiplexer in the circuit produces W2 ffi W3, using the result 
from Figure 6.7, and the right multiplexer uses the value of WI to select either W2 E8 W3 or its 
complement. Note that we could have derived this circuit directly by writing the function 

as! = (W2 EB W3) ffi WI· 
Figure 6.10 gives an implementation of the three-input XOR function using a 4-to-1 

multiplexer. Choosing WI and W2 for the select inputs results in the circuit shown. 

---------------------------------------------------------------------.. 
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Wi W2 w3 f 
f WI w2 

0 0 0 0 } a ~ 0 0 
0 0 1 0 

0 1 w3 

~ 
0 1 0 0 

1 0 w3 

0 1 1 1 1 1 1 
1 0 0 0 

1 0 1 1 

1 1 0 1 

1 1 1 

(a) Modified truth table 

f 

(b) Circuit 

Figure 6.8 Implementation of the three-input majority function 
using a 4-to-l multiplexer. 

Wi W2 W3 f 

0 0 0 0 

} w2 $W3 
0 0 1 1 

0 1 0 1 

0 1 1 0 W3 

0 0 I 

} w2 $W3 

f 
I 0 1 0 
1 1 0 0 

1 1 

(a) Truth table (b) Circuit 

Figure 6.9 Three-input XOR implemented with 2-to-' multiplexers. 
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WI W2 W3 f 

0 0 0 0 
} W3 

0 0 1 1 w2 

0 1 0 1 
} W3 

WI 

0 1 1 0 w3 

1 0 0 1 } w3 f 
1 0 1 0 

1 1 0 0 
} w3 

1 1 1 1 

(a) Truth table (b) Circuit 

Figure 6.10 Three-input XOR implemented with a 4-to-l multiplexer . 

6. 1.2 MULTIPLEXER SYNTHESIS USING SHANNON'S EXPANSION 

•.... ' , 
Figures 6.8 through 6.10 illustrate how truth tables can be interpreted to implement logic 
functions using multiplexers. In each case the inputs to the multiplexers are the constants 
o and 1, or some variable or its complement. Besides using such simple inputs, it is 
possible to connect more complex circuits as inputs to a multiplexer, allowing functions to 
be synthesized using a combination of multiplexers and other logic gates. Suppose that we 
want to implement the three-input majority function in Figure 6.8 using a 2-to-l multiplexer 
in this way. Figure 6.11 shows an intuitive way of realizing this function. The truth table 
can be modified as shown on the right. If WI = 0, then f = W2W3, and if WI = 1, then 
f = W2 + W3· Using WI as the select input for a 2-to-l multiplexer leads to the circuit in 
Figure 6.l1h. 

This implementation can be derived using algebraic manipulation as follows. The 
function in Figure 6.11a is expressed in sum-of-products form as 

It can be manipulated into 

f = WI (W2 W 3) + WI (W2 W3 + W2W 3 + W2 W 3) 

= WI (W2W 3) + WI (W2 + W3) 

which corresponds to the circuit in Figure 6.11h. 

it 
.... J 

Multiplexer implementations oflogic functions require that a given function be decom
posed in terms of the variables that are used as the select inputs. This can be accomplished 
by means of a theorem proposed by Claude Shannon [1] . 

• 



WI W2 W3 f 

0 0 0 0 

}-;~l 0 0 1 0 

0 1 0 0 

0 1 1 1 

1 0 0 0 

1 0 1 1 

1 0 1 

1 1 1 1 

(a) Truth table 

W 2 -+----1 

w3 -+-.......... --1 ...... ...., 

(b) Circuit 

6.1 MULTIPLEXERS 

f 

W2 W3 

w2 +w3 

f 

Figure 6.11 The three-input majority function implemented using a 
2-to-l multiplexer. 

Shannon's Expansion Theorem 

Any Boolean function! (WI, .•. , W n ) can be written in the form 

This expansion can be done in terms of any of the n variables. We will leave the proof of 
the theorem as an exercise for the reader (see problem 6.9). 

To illustrate its use, we can apply the theorem to the three-input majority function, 
which can be written as 

f(wI, W2, W3) = Wj W2 + WI W3 + W2 W3 

Expanding this function in terms of WI gives 

Which is the expression that we derived above. 
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For the three-input XOR function, we have 

! = WI EB W2 EB W3 

= WI . (W2 EB W3) + WI . (W2 EB W3) 

which gives the circuit in Figure 6.9b. 
In Shannon's expansion the tennf (0, wz, ... , wn ) is called the coJactorofJ with respect 

to WI; it is denoted in shorthand notation as !Wl' Similarly, the term f (1, W2, ... , wn) is 
called the cofactor of! with respect to WI, writtenJwl' Hence we can write 

In general, if the expansion is done with respect to variable Wi, then JWi denotes 
J(WI, ... , Wi-I, 1, Wi+I, ... , wn ) and 

The complexity of the logic expression may vary, depending on which variable, Wi, is used, 
as illustrated in Example 6.5. 

~.5 For the function! = WIW3 + W2W3, decomposition using WI gives 
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J = WUWl + WUWI 

= WI (W3 + W2) + WI (W2W 3) 

Using W2 instead of WI produces 

! = w2fw2 + w2fw2 

= W2(WIW3) + W2(WI + W3) 

Finally, using W3 gives 

! = w3!w3 + w3!w3 

= W3(W2) + w3(wd 

The results generated using Wl and W2 have the same cost, but the expression produced 
using W3 has a lower cost. In practice, the CAD tools that perform decompositions of this 
type try a number of alternatives and choose the one that produces the best result. 

Shannon's expansion can be done in terms of more than one variable. For example, 
expanding a function in tenns of WI and W2 gives 

f(w}, ... , w n ) = WI W2' f(O, 0, W3,"" w n ) + WIW2 ·f(O, 1, W3,·." wn ) 

+ WIW2 ·f(1, 0, W3, '5" Wn ) + WIW2 ·f(1, 1, W3,···, W n ) f, 
This expansion gives a fonn that can be implemented using a 4-to-l multiplexer. If Shan
non's expansion is done in terms of all n variables, then the result is the canonical sum-of
products form, which was defined in section 2.6.1. 



W3 --t------\ 

W 2 -----I 
L-__ 

(a) Using a 2-to-1 multiplexer 

w 2 ------. 

1-------1 

(b) Using a 4-to-1 multiplexer 

6.1 MULTIPLEXERS 

f 

f 

Figure 6.12 The circuits synthesized in Example 6.6. 

Assume that we wish to implement the function 

f = WIW3 + WIW2 + WIW3 

using a 2-to-l multiplexer and any other necessary gates. Shannon's expansion using WI 

gives 

f = wI/wI + wI/wI 

= WI (W3) + WI (W2 + W3) 

The corresponding circuit is shown in Figure 6.12a. Assume now that we wish to use a 
4-to-l multiplexer instead. Further decomposition using W2 gives 

f = WIWVWIW2 + WIWVWIW2 + WIWVWIW2 + WIWVWIW2 

= WIW2(W3) + WIW2(W3) + WIW2(W3) + wl w2(1) 

The circuit is shown in Figure 6.12h. 

ElC 

---------------------------------------------------------------------
Consider the three-input majority function E~ 

f = WIW2 + WIW3 + W2 W3 
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W2 ----, 

o ---I 

f 

1 

Figure 6.13 The circuit synthesized in Example 6.7.' 

We wish to implement this function using only 2-to-l multiplexers. Shannon's expansion 
using WI yields 

f = Wj (W2 W 3) + Wj (W2 + W3 + W2 W 3) 

= Wj (W2W3) + Wj (W2 + W3) 

Let g = W2W3 and h = W2 + W3. Expansion of both g and h using W2 gives 

g = W2(O) + W2(W3) 

h = W2(W3) + w2(1) 

The corresponding circuit is shown in Figure 6.13. It is equivalent to the 4-to-l multiplexer 
circuit derived using a truth table in Figure 6.8 . 

. 8 In section 3.6.5 we said that most FPGAs use lookup tables for their logic blocks. Assume 
that an FPGA exists in which each logic block is a three-input lookup table (3-LUT). 
Because it stores a truth table, a 3-LUT can realize any logic function of three variables. 
Using Shannon's expansion, any four-variable function can be realized with at most three 
3-LUTs. Consider the function 
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f = W2 W 3 + Wj W2W3 + W2 W 3W4 + WI W2W 4 

Expansion in terms of WI produces 

f = Wtfwi + Wtfwl 

= WI (W2W3 + W2 W 3 + W2 W 3W4) + WI (W2 W 3 + W2 W 3W4 + W2W4) 

= WI (W2W3 + W2 W 3) + WI (W2W 3 + W2 W 3W4 + W2 W4) 

A circuit with three 3-LUTs that implements this expression is shown in Figure 6.140. 
Decomposition of the function using W2, instead of WI, gives 

f 

f = WziW2 + w2fW2 

= W2(W3 + WIW4) + W2(WIW3 + W3W4) t 
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fW
J 

-

f 
-

'--

fW
J 

(a) Using three 3-LUTs 

0-
-

f "'2 f 
-

-

(b) Using two 3-LUTs 

Figure 6.14 Circuits synthesized in Example 6.B. 

Observe that f W2 = f W 2; hence only two 3-LUTs are needed, as illustrated in Figure 6.14h. 

The LUT on the right implements the two-variable function Wz{W2 + wz{ 11'2' 

Since it is possible to implement any logic function using multiplexers, general-purpose 
chips exist that contain multiplexers as their basic logic resources. Both Actel Corporation 
[2] and QuickLogic Corporation [3] offer FPGAs in which the logic block comprises an ar
rangement of multiplexers. Texas Instruments offers gate array chips that have multiplexer
based logi c blocks [4]. 

6.2 DECODERS 

D,ecoder circuits are used to decode encoded information. A binary decoder, depicted in 
FIgure 6.15, is a logic circuit with n inputs and 211 outputs. Only one output is asserted 
at a time, and each output corresponds to one valuation of the inputs. The decoder also 
has an enable input, En, that is used to disable the outputs; if En = 0, then none of the 
deCoder outputs is asserted. If En = 1, the valuation of Wn-l . , . WI Wo determines which of 
the outputs is asserted. An n-bit binary code in which exactly one of the bits is set to 1 at a 
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{ 
Wo YO 

n • 
2n inputs • • 

• 
wn-l • outputs 

Enable En Yzn-I 

Figure 6.15 An n-to-21! binary decoder. 

time is referred to as one-hot encoded, meaning that the single bit that is set to 1 is deemed 
to be "hot." The outputs of a binary decoder are one-hot encoded. 

A 2-to-4 decoder is given in Figure 6.16. The two data inputs are WI and woo They 
represent a two-bit number that causes the decoder to assert one of the outputs Yo, ... , Y3. 
Although a decoder can be designed to have either active-high or active-low outputs, in 

~ :, 
En wI Wo Yo YI Yz Y3 

1 0 0 1 0 0 0 

1 0 1 0 1 0 0 
1 1 0 0 0 1 0 
1 1 1 0 0 0 1 En 

0 x x 0 0 0 0 

(a) Truth table (b) Graphical symbol 

t--- Yo 

En -----------' 

(c) Logic circuit 

.. 
Figure 6.16 A 2-to-4 decoder. 
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~ Y2 
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Figure 6.17 A 3-to-8 decoder using two 2-to-4 decoders. 

Figure 6.16 active-high outputs are assumed. Setting the inputs WI Wo to 00, 01. 10. or 11 
causes the output Yo, YI, Y2, or Y3 to be set to 1, respectively. A graphical symbol for the 
decoder is given in part (b) of the figure, and a logic circuit is shown in part (c). 

Larger decoders can be built using the sum-of-products structure in Figure 6.16c, or 
else they can be constructed from smaller decoders. Figure 6.17 shows how a 3-to-8 decoder 
is built with two 2-to-4 decoders. The H'2 input drives the enable inputs of the two decoders. 
The top decoder is enabled if W2 = 0, and the bottom decoder is enabled if W2 = 1. This 
concept can be applied for decoders of any size. Figure 6.18 shows how five 2-to-4 decoders 
can be used to construct a 4-to-16 decoder. Because of its treelike structure, this type of 
circuit is often referred to as a decoder tree. 

Decoders are useful for many practical purposes. In Figure 6.2c we showed the sum-of- EJ 
products implementation of the 4-to-l multiplexer, which requires AND gates to distinguish 
the four different valuations of the select inputs SI and So. Since a decoder evaluates the 
values on its inputs, it can be used to build a multiplexer as illustrated in Figure 6.19. The 
enable input of the decoder is not needed in this case, and it is set to 1. The four outputs of 
the decoder represent the four valuations of the select inputs. 

In Figure 3.59 we showed how a 2-to- I multiplexer can be constructed using two tri-state Exc 
bUffers. This concept can be applied to any size of multiplexer, with the addition of a 

~e~~der. An example is shown in Figure 6.20. The decoder enables one of the tri-state 
~ffers for each valuation of the select lines, and that tri-state buffer drives the output, f, 

~It~ the selected data input. We have now seen that multiplexers can be implemented in 
anous ways. The choice of whether to employ the sum-of-products form, transmission 

~ates, or tri-state buffers depends on the resources available in the chip being used. For 
In!\tance, most FPGAs that use lookup tables for their logic blocks do not contain tri-state 
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A 4-to-l multiplexer built using a decoder and tri-state 
buffers. 

buffers. Hence multiplexers must be implemented in the sum-of-products form using the 
lookup tables (see Example 6.30). 

6.2. 1 DEMUL TIPLEXERS 

We showed in section 6.1 that a multiplexer has one output, n data inputs, and r log2n l 
select inputs. The purpose of the multiplexer circuit is to multiplex the n data inputs onto 
the single data output under control of the select inputs. A circuit that performs the opposite 
function, namely, placing the value of a single data input onto multiple data outputs, is 
called a demultiplexer. The demultiplexer can be implemented using a decoder circuit. For 
example, the 2-to-4 decoder in Figure 6.16 can be used as a I-to-4 demultiplexer. In this 
case the En input serves as the data input for the demultiplexer, and the Yo to Y3 outputs 
are the data outputs. The valuation of WI Wo determines which of the outputs is set to the 
value of En. To see how the circuit works, consider the truth table in Figure 6.16a. When 
En :::: 0, all the outputs are set to 0, including the one selected by the valuation of WI WOo 

When En = 1, the valuation of WI Wo sets the appropriate output to 1. 
In general, an n-to-211 decoder circuit can be used as a l-to-n demultiplexer. However. in 

ractice decoder circuits are used much more often as decoders rather than as demultiplexers. 
In many applications the decoder's En input is not actually needed; hence it can be omitted. 

h
n 

this case the decoder always asserts one of its data outputs, Yo, ... , yzn_!, according to 
t e v I . 
h a uatlOn of the data inputs, Wn-l ... Woo Example 6.11 uses a decoder that does not 

aVe the En input. 
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---6.11 One of the most important applications of decoders is in memory blocks, which are used to 
store information. Such memory blocks are included in digital systems, such as computers 
where there is a need to store large amounts of information electronically. One tYpe of 
memory block is called a read-only memory (ROM). A ROM consists of a collection of 
storage cells, where each cell permanently stores a single logic value, either 0 or 1. Figure 
6.21 shows an example of a ROM block. The storage cells are arranged in 2m rows with n 
cells per row. Thus each row stores n bits of information. The location of each row in the 
ROM is identified by its address. In the figure the row at the top of the ROM has address 
0, and the row at the bottom has address 2m 

- 1. The information stored in the roWs can 
be accessed by asserting the select lines, Selo to Sehm_l. As shown in the figure, a deCOder 
with m inputs and 21n outputs is used to generate the signals on the select lines. Since 
the inputs to the decoder choose the particular address (row) selected, they are called the 
address lines. The information stored in the row appears on the data outputs of the ROM , 
dn- 1, ••• , do, which are called the data lines. Figure 6.21 shows that each data line has 
an associated tri-state buffer that is enabled by the ROM input named Read. To access, or 
read, data from the ROM, the address of the desired row is placed on the address lines and 
Read is set to 1. 

Selo 
011 011 • • • 011 

Sell 
011 011 • • • 011 

.. I-. Sel2 <l) 
"tj 011 011 • •• 0/1 0 .. u 
(\) 

Address 
"0 

• Ii:: 
N • 

• I 
0 • 

• ~ • I • E • .. 
• 

Sel2m -1 
0/1 011 011 • •• 

~~ h 
Read • • • -

Data { d n _ I d n - 2 

Figure 6.21 A 2m X n read-only memory (ROM) block. 
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dn- 1, ••• , do, which are called the data lines. Figure 6.21 shows that each data line has 
an associated tri-state buffer that is enabled by the ROM input named Read. To access, or 
read, data from the ROM, the address of the desired row is placed on the address lines and 
Read is set to 1. 
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Figure 6.21 A 2m X n read-only memory (ROM) block. 



6.3 ENCODERS 

Many different types of memory blocks exist. In a ROM the stored information can 
b read out of the storage cells, but it cannot be changed (see problem 6.32). Another 
e e of ROM allows information to be both read out of the storage cells and stored, or 

typ Rd" . hi' h . . . written, into them. ea mg Its contents IS t e norma operatIOn, w ereas wrItmg reqUIres 
a special procedure. Such a memo~y block is ca1le~ a programmable ~OM (PRO~). The 
storage cells in a PROM are usually Implemented usmg EEPROM transistors. We discussed 
EEPROM transistors in section 3.10 to show how they are used in PLDs. Other types of 
memory blocks are discussed in section 10.1. 

6.3 ENCODERS 

An encoder performs the opposite function of a decoder. It encodes given information into 
a more compact form. 

6.3. 1 BINARY ENCODERS 

A binary encoder encodes information from 211 inputs into an n-bit code, as indicated in 
Figure 6.22. Exactly one of the input signals should have a value of I, and the outputs 
present the binary number that identifies which input is equal to 1. The truth table for a 
4-to-2 encoder is provided in Figure 6.23a. Observe that the output Yo is I when either 
input WI or W3 is 1, and output Yl is 1 when input W2 or W3 is 1. Hence these outputs can be 
generated by the circuit in Figure 6.23b. Note that we assume that the inputs are one-hot 
encoded. All input patterns that have multiple inputs set to 1 are not shown in the truth 
table, and they are treated as don't-care conditions. 

Encoders are used to reduce the number of bits needed to represent given information. 
A practical use of encoders is for transmitting information in a digital system. Encoding 
the information allows the transmission link to be built using fewer wires. Encoding is also 
useful if infonnation is to be stored for later use because fewer bits need to be stored. 

Wo 
Yo 

} 2n • • • n • 
inputs • outputs 

Yn-l 
w2n_l 

Figure 6.22 A 21l-to-n binary encoder. 
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W3 w2 wl Wo Yl YO 

0 0 0 1 0 0 
0 0 1 0 0 1 

0 1 0 0 1 0 

1 0 0 0 1 1 

(a) Truth table 

Wo---

W3 --04------1 ---

Yo 

Yl 

'c. 
'~" 
'" 'I~J 
r _ ' 

',.', 

(b) Circuit 

Figure 6.23 A 4-to-2 binary encoder. 

6.3.2 PRIORITY ENCODERS 

Another useful class of encoders is based on the priority of input signals. In a priori~' 
encoder each input has a priority level associated with it. The encoder outputs indicate the 
active input that has the highest priority. When an input with a high priority is asserted, the 
other inputs with lower priority are ignored. The truth table for a 4-to-2 priority encoder is 
shown in Figure 6.24. It assumes that Wo has the lowest priority and W3 the highest. The 
outputs YI and Yo represent the binary number that identifies the highest priority input set 
to 1. Since it is possible that none of the inputs is equal to 1, an output, z, is provided to 
indicate this condition. It is set to 1 when at least one of the inputs is equal to 1. It is set to 

W3 w2 W l Wo Yl Yo Z 

0 0 0 0 d d 0 
0 0 0 1 0 0 1 
0 0 1 x 0 1 1 

',:' 

0 1 x x 1 0 1 
1 1 1 1 

.It,' 

X X X ,I 
' ."," 

Figure 6.24 Truth table for a 4-to-2 priority encoder. 
~ t 

l. 

j 



6.4 CODE CONVERTERS 

o hen all inputs are equal to O. The outputs YI and Yo are not meaningful in this case, and 
h :ce the 1i.rst row of the truth table can be treated as a don't-care condition for YI and Yo· 
e The behavior of the priority encoder is most easily understood by first considering 

the last row in the truth table. It specifies that if input W3 is 1, then the outputs are set to 
YIYO == 11. Because W3 has the highest priority level, the values of inputs W2, WI, and Wo 

do not matter. To reflect the fact that their values are irrelevant, W2, WI, and Wo are denoted 
by the symbol x in the truth table. The second-last row in the truth table stipulates that if 
W2 == I, then the outputs are set to YIYO = 10, but only if W3 = O. Similarly, input WI 

causes the outputs to be set to YIYO = 01 only if both W3 and W2 are O. Input Wo produces 
the outputs )'1)'0 = 00 only if wo is the only input that is asserted. 

Alogic circuit that implements the truth table can be synthesized by using the techniques 
developed in Chapter 4. However, a more convenient way to derive the circuit is to define 
a set of intennediate signals, io, ... , i3, based on the observations above. Each signal, h, 
is equal to 1 only if the input with the same index, Wb represents the highest-priority input 
that is set to 1. The logic expressions for 1o, ... , i3 are 

il = W3 W2W I 

i2 = W3 W2 

13 = W3 

Using the intermediate signals, the rest of the circuit for the priority encoder has the same 
structure as the binary encoder in Figure 6.23, namely 

Yo = i] + 13 

Yl = i2 + i3 

The output z is gi ven by 

6.4 CODE CONVERTERS 

The purpose of the decoder and encoder circuits is to convert from one type of input 
encoding to a different output encoding. For example, a 3-to-8 binary decoder converts 
from a binary number on the input to a one-hot encoding at the output. An 8-to-3 binary 
enCoder performs the opposite conversion. There are many other possible types of code 

~~~,verters. One ~ommon exa~p~e .is a ~CD-to-:-segn:ent decode~, ~hich ~o~ve~s one 
d' ary-coded deCImal (BCD) dIgIt mto mformatIOn SUItable for drIvmg a dIgIt-OrIented 
~sPlay. As illustrated in Figure 6.25a, the circuit converts the BCD digit into seven signals 
~.at are used to drive the segments in the display. Each segment is a small light-emitting 
f lode (LED), which glows when driven by an electrical signal. The segments are labeled 
;?tn a to g in the figure. The truth table for the BCD-to-7-segment decoder is given in 

19ure 6.25c. For each valuation of the inputs W3, .•• , Wo, the seven outputs are set to 
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a a 
b -Wo II Ib c 

WI 
d -W2 e 

e I g Ie • W3 f -d 
". ' 

g 

(a) Code converter (b) 7-segment display 

W3 W2 wI Wo a b c d e f g 

0 0 0 0 1 1 1 1 1 1 0 
0 0 0 1 0 1 1 0 0 0 0 
0 0 1 0 1 1 0 1 1 0 1 

0 0 1 1 1 1 1 1 0 0 1 

0 1 0 0 0 1 1 0 0 1 1 t 0 1 0 1 1 0 1 1 0 1 1 

0 1 1 0 1 0 1 1 1 1 1 
.. 

0 1 1 1 1 1 0 0 0 0 

1 0 0 0 1 1 1 1 1 1 1 

1 0 0 1 1 1 1 1 0 1 1 

(c) Truth table 

Figure 6.25 A BCD-to-7-segment display code converter. 

:1 
display the appropriate BCD digit. Note that the last 6 rows of a complete 16-row truth 
table are not shown. They represent don't-care conditions because they are not legal BCD 
codes and will never occur in a circuit that deals with BCD data. A circuit that implements 
the truth table can be deri ved using the synthesis techniques discussed in Chapter 4. Finally. 
we should note that although the word decoder is traditionally used for this circuit, a more 
appropriate term is code converter. The term decoder is more appropriate for circuits that 
produce one-hot encoded outputs. 

----.---------------------------------------------------------------------------------------
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6.5 ARITHMETIC COMPARISON CIRCUITS 

Chapter 5 presented arithmetic circuits that perform addition, subtraction, and multiplication 
of binary numbers. Another useful type of arithmetic circuit compares the relative sizes 
of two binary numbers. Such a circuit is called a comparator. This section considers the 



6.6 VHDL FOR COMBINATIONAL CIRCUITS 

LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 

ENTITY mux2to I IS 
PORT (wO, wI, s : IN STD_LOGIC; 

f : OUT STDlOGIC); 
END mux2tol ; 

ARCHITECTURE Behavior OF mux2to 1 IS 
BEGIN 

WITH s SELECT 
f <= wO WHEN '0', 

wI WHEN OTHERS; 
END Behavior; 

Figure 6.27 VHDL code for a 2-to-l multiplexer. 

Since it has the STD _LOGIC type, discussed in section 4.12, S can take the values 0, 1, 
Z, -, and others. The keyword OTHERS provides a convenient way of accounting for all 
logic values that are not explicitly listed in a WHEN clause. 

A4-to-l multiplexer is described by the entity named mux4tol, shown in Figure 6.28. The EXCl 

two select inputs, which are called SI and So in Figure 6.2, are represented by the two-bit 
STD_LOGIC_ VECTOR signal s. The selected signal assignment setsf to the value of one 
of the inputs WO, ... , W3, depending on the valuation of s. Compiling the code results in 
the circuit shown in Figure 6.2c. At the end of Figure 6.28, the mux4tol entity is defined 
as a component in the package named mux4to} yackage. We showed in section 5.5.2 that 
the component declaration allows the entity to be used as a subcircuit in other VHDL code. 

Figure 6.4 showed how a 16-to-l multiplexer is built using five 4-to-l multiplexers. Figure EXCl 

6.29 present .... VHDL code for this circuit, using the mux4tol component. The lines of code 
are numbered so that we can easily refer to them. The mux4tol yackage is included in the 
code, because it provides the component declaration for mux4to 1. 
. The data inputs to the mux16tol entity are the I6-bit signal named w, and the select 
Inputs are the four-bit signal named s. In the VHDL code signal names are needed for the 
o.Utputs of the four 4-to-l multiplexers on the left of Figure 6.4. Line 11 defines a four-bit 
SIgnal named m for this purpose, and lines 13 to 16 instantiate the four multiplexers. For in
st~~ce, line 13 corresponds to the multiplexer at the top left of Figure 6.4. Its first four ports, 
w Ich correspond to Wo, ... , W3 in Figure 6.28, are driven by the signals w(O), ... , w(3). 
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Figure 6.26 A four-bit comparator circuit. 

assignment statements, which are called selected signal assignments, conditional signal 
assignments, generate statements, if-then-else statements, and case statements. 

6.6.2 SELECTED SIGNAL ASSIGNMENT 

A selected signal assignment allows a signal to be assigned one of several values, based on 
a selection criterion. Figure 6.27 shows how it can be used to describe a 2-to-l multiplexer. 
The entity, named mux2tol, has the inputs Wo, WI, and s, and the output!. The selected 
signal assignment begins with the keyword WITH, which specifies that s is to be used for 
the selection criterion. The two WHEN clauses state that! is assigned the value ofwo when 
s = 0; otherwise,! is assigned the value of WI. The WHEN clause that selects ~Vl uses the 
word OTHERS, instead of the value 1. This is required because the VHDL syntax specifies 
that a WHEN clause must be ~ncluded for every possible value of the selection signal s . 

.. 
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LIBRARY ieee; 
USE ieee.stdJogic1164.all ; 

ENTITY mux2to 1 IS 
PORT (wO, wI, s : IN STD_LOGIC; 

f : OUT STD~OGIC); 
END mux2tol ; 

ARCHITECTURE Behavior OF mux2to 1 IS 
BEGIN 

WITH s SELECT 
f <= wO WHEN '0', 

wI WHEN OTHERS; 
END Behavior; 

Figure 6.27 VHDL code for a 2-to-l multiplexer. 

Since it has the STD_LOGIC type, discussed in section 4.12, S can take the values 0, 1, 
Z, -, and others. The keyword OTHERS provides a convenient way of accounting for all 
logic values that are not explicitly listed in a WHEN clause. 

A 4-to-l mUltiplexer is described by the entity named mux4to 1, shown in Figure 6.28. The Exc 
two select inputs, which are called s, and So in Figure 6.2, are represented by the two-bit 
STD_LOGIC_ VECTOR signal s. The selected signal assignment setsf to the value of one 
of the inputs wo, ... , W3, depending on the valuation of s. Compiling the code results in 
the circuit shown in Figure 6.2c. At the end of Figure 6.28, the mux4tol entity is defined 
as a component in the package named mux4to J yackage. We showed in section 5.5.2 that 
the component declaration allows the entity to be used as a subcircuit in other VHDL code. 

Figure 6.4 showed how a 16-to-l multiplexer is built using five 4-to-l multiplexers. Figure Exc 
6.29 present:-. VHDL code for this circuit, using the mux4tol component. The lines of code 
are numbered so that we can easily refer to them. The mux4tol yackage is included in the 
Code, because it provides the component declaration for mux4to 1. 
. The data inputs to the mux16toi entity are the 16-bit signal named w, and the select 
Inputs are the four-bit signal named s. In the VHDL code signal names are needed for the 
o.Utputs of the four 4-to-l multiplexers on the left of Figure 6.4. Line 11 defines a four-bit 
SIgna] named m for this purpose, and lines 13 to 16 instantiate the four multiplexers. For in
st~~ce, line 13 corresponds to the multiplexer at the top left of Figure 6.4. Its first four ports, 
w lch correspond to Wo, ... , W3 in Figure 6.28, are driven by the signals w(O), ... , w(3). 
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LIBRARY ieee; 
USE ieee.stdJogicl164.all ; 

ENTITY mux4tol IS 
PORT ( wO, wI, w2, w3 : IN STD..LOGIC ; 

s : IN STD..LOGIC_ VECTOR( 1 DOWNTO 0) ; 
f : OUT STD..LOGIC); 

END mux4tol ; 

ARCHITECTURE Behavior OF mux4to 1 IS 
BEGIN 

WITH s SELECT 
f <= wO WHEN "00", 

wI WHEN "01", 
w2 WHEN" 1 0", 
w3 WHEN OTHERS; 

END Behavior ; 

LIBRARY ieee; 
USE ieee.stdJogicI164.all ; 
PACKAGE mux4to I_package IS 

COMPONENT mux4to 1 
PORT (wO, wI, w2, w3 

s 
f 

END COMPONENT ; 
END mux4to I_package; 

: IN STD..LOGIC ; 
: IN STD..LOGIC_VECTOR(l DOWNTO 0); 
: OUT STD..LOGIC); 

Figure 6.28 YHDL code for a A-to-l multiplexer. 

The syntax s(1 DOWNTO 0) is used to attach the signals s(1) and s(O) to the two-bit s port 
of the mux4tol component. The m(O) signal is connected to the multiplexer's output port. 

Line 17 instantiates the multiplexer on the right of Figure 6.4. The signals rna, ... , m3 
are connected to its data inputs, and bits s(3) and s(2), which are specified by the syntax 
s(3 DOWNTO 2), are attached to the select inputs. The output port generates the mux16tol 

outputf. Compiling the code results in the multiplexer function 

------------------------------------------------------------------
6.14 The selected signal assignments can also be used to describe other types of circuits. Figure 

6.30 shows how a selected signal assignment can be used to describe the truth table for ~ 
2-to-4 binary decoder. The entity is called dec2to4. The data inputs are the two-bit signa 
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1 LIBRARY ieee; 
2 USE ieee.stdJogic_1164.all ; 
3 LIBRARY work; 
4 USE work.mux4to l_package.all ; 

5 ENTITY mux 16to 1 IS 
6 PORT (w : IN STDlOGIC_VECTOR(O TO 15); 
7 s : IN STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 
8 f : OUT STD~OGIC ) ; 
9 END mux16tol ; 

10 ARCHITECTURE Structure OF mux16tol IS 
11 SIGNAL m : STDlOGIC_ VECTOR(O TO 3) ; 
12 BEGIN 
13 Muxl: mux4tol PORT MAP 

( w(O), w( 1 ), w(2), w(3), s(l DOWNTO 0), m(O) ) ; 
14 Mux2: mux4to 1 PORT MAP 

(w(4), w(5), w(6), w(7), s(l DOWNTO 0), m(1»; 
15 Mux3: mux4to 1 PORT MAP 

( w(8). w(9), w(lO), w(11), s(l DOWNTO 0), m(2) ) ; 
16 Mux4: mux4tol PORT MAP 

(w(l2), w(l3), w(l4), w(l5), s(l DOWNTO 0), m(3» ; 
17 Mux5: mux4tol PORT MAP 

( m(O), m(l), m(2), m(3), s(3 DOWNTO 2), f) ; 
18 END Structure; 

Figure 6.29 Hierarchical code for a 16·to·l multiplexer. 

named w, and the enable input is En. The four outputs are represented by the four·bit sig
naly. 

In the truth table for the decoder in Figure 6.16a, the inputs are listed in the order 
En WI Woo To represent these three signals, the VHDL code defines the three-bit signal 
named Enw. The statement Enw <= En & w uses the VHDL concatenate operator, which 
Was discussed in section 5.5.4, to combine the En and w signals into the Enw signal. Hence 
~nw(2) == En, Enw(l) = WI, and Enw(O) = woo The Enw signal is used as the selection 
sIgnal in the selected signal assignment statement. It describes the truth table in Figure 
6.16a. In the first four WHEN clauses, En = 1, and the decoder outputs have the same 
~atterns as in the first four rows of the truth table. The last WHEN clause uses the OTH-

E
Rs keyword and sets the decoder outputs to 0000, because it represents the cases where 
n:::: O. 

---------------------------------------------------------------
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LIBRARY ieee; 
USE ieee.stdJ.ogicl164.all ; 

ENTITY dec2t04 IS 
PORT (w : IN STDlOGIC_VECTOR(1 DOWNTO 0) ; 

En : IN STDlOGIC ; 
y : OUT STDlOGIC_ VECTOR(O TO 3) ) ; 

END dec2t04 ; 

ARCHITECTURE Behavior OF dec2t04 IS 
SIGNAL Enw: STD_LOGIC_VECTOR(2 DOWNTO 0); 

BEGIN 
Enw <=En & w; 
WITH Enw SELECT 

y <= "1000" WHEN "100", 

END Behavior; 

"0 I 00" WHEN " 10 1" , 
"00 I 0" WHEN" 110", 
"000 I" WHEN "111", 
"0000" WHEN OTHERS ; 

Figure 6.30 YHDL code for a 2-to-4 binary decoder. 

6.6.3 CONDITIONAL SIGNAL ASSIGNMENT 

Similar to the selected signal assignment, a conditional signal assignment allows a signal 
to be set to one of several values. Figure 6.31 shows a modified version of the 2-to-1 
multiplexer entity from Figure 6.27. It uses a conditional signal assignment to specify that 
f is assigned the value of Wo when s = 0, or else f is assigned the value of WI. Compiling 

LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 

ENTITY mux2to 1 IS 
PORT ( wO, wI. s : IN STDlOGIC ; 

f : OUT STDlOGIC); 
END mux2to 1 ; 

ARCHITECTURE Behavior OF mux2to I IS 
BEGIN 

f <= wO WHEN s = '0' ELSE wI ; 
END Behavior ; 

Figure 6.31 Specififation of a 2-to-' multiplexer using a 
conditional signal assignment. 

;, 
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he code generates the same circuit as the code in Figure 6.27. In this small example the 
t nditional signal assignment has only one WHEN clause. Amore complex example, which 
~:tter illustrates the features of the conditional signal assignment, is given in Example 6.15. 

--Figure 6.24 gives the truth table for a 4-to-2 priority encoder. VHDL code that describes ElC 
this truth table is shown in Figure 6.32. The inputs to the encoder are represented by the 
four-bit signal named w. The encoder has the outputs y, which is a two-bit signal, and,(;. 

The conditional signal assignment specifies that y is assigned the value 11 when input 
w(3) == 1. If this condition is true, then the other WHEN clauses that follow the ELSE 
keyword do not affect the value of f. Hence the values of w(2), w(1), and w(O) do not 
matter, which implements the desired priority scheme. The second WHEN clause states 
that when w(2) = 1, then y is assigned the value 10. This can occur only if w(3) = O. 
Each successive WHEN clause can affect y only if none of the conditions associated with 
the preceding WHEN clauses are true. Figure 6.32 includes a second conditional signal 
assignment for the output z. It states that when all four inputs are 0, z is assigned the value 
0; else z is assigned the value I. 

The priority level associated with each WHEN clause in the conditional signal assign
ment is a key difference from the selected signal assignment, which has no such priority 
scheme. It is possible to describe the priority encoder using a selected signal assignment, 
but the code is more awkward. One possibility is shown by the architecture in Figure 6.33. 
The first WHEN clause sets y to 00 when Wo is the only input that is 1. The next two clauses 
state thaty should be 01 when W3 = W2 = 0 and WI = 1. The next four clauses specify that 
y should be 10 if W3 = 0 and W2 = 1. Finally, the last WHEN clause states that y should be 
I for all other input valuations, which includes all valuations for which W3 is 1. Note that 

LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 

ENTITY priority IS 
PORT (w : IN STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 

y : OUT STD_LOGIC_VECTOR(1 DOWNTO 0); 
z : OUT STD-LOGIC); 

END priority ; 

ARCHITECTURE Behavior OF priority IS 
BEGIN 

y <= "11" WHEN w(3) = '1' ELSE 
"10" WHEN w(2) = '1' ELSE 
"01" WHEN w( I) = '1' ELSE 
"00" . , 

z <= '0' WHEN w = "0000" ELSE' l' ; 
END Behavior; 

Figure 6.32 YHDL code for a priority encoder. 
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LIBRARY ieee; 
USE ieee.stdJogicI164.all ; 

ENTITY priority IS 
PORT (w : IN STD~OGIC_VECTOR(3 DOWNTO 0) ; 

y : OUT STD~OGIC_VECTOR(l DOWNTO 0); 
z : OUT STD~OGIC); 

END priority; 

ARCHITECTURE Behavior OF priority IS 
BEGIN 

WITH w SELECT 
y < = "00" WHEN "0001", 

"01" WHEN "0010", 
"01" WHEN "0011", 
"10" WHEN "0100", 
"10" WHEN "0101", 
"10" WHEN "0110", 
" 1 0" WHEN "0111", 
"11" WHEN OTHERS; 

WITH w SELECT 
z < = ' 0' WHEN "0000", 

'1' WHEN OTHERS; 
END Behavior ; 

Figure 6.33 Less eHicient code for a priority encoder. 

the OTHERS clause includes the input valuation 0000. This pattern results in z == 0, and 
the value of y does not matter in this case. 

---------------------------------------------------------------
16 We derived the circuit for a comparator in Figure 6.26. Figure 6.34 shows how this circuit 

can be described with VHDL code. Each of the three conditional signal assignments deter
mines the value of one of the comparator outputs. The package named std_logic_unsigned 
is included in the code because it specifies that STD_LOGIC_ VECTOR signals. namely. 
A and B, can be used as unsigned binary numbers with VHDL relational operators. The 
relational operators provide a convenient way of specifying the desired functionality. 

The circuit generated from the code in Figure 6.34 is similar, but not identical, to the 
circuit in Figure 6.26. The VHDL compiler instantiates a predefined module to implement 
each of the comparison operations. In Quartus II the modules that are instantiated are fro III j 
the LPM library, which was introduced in section 5.5. ~ 
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LIBRARY ieee ~ 
USE ieee.stdJogicI164.all ; 
USE ieee.stdJogicunsigned.all ; 

ENTITY compare IS 
PORT ( A, B : IN STD~OGIC_VECTOR(3 DOWNTO 0) ; 

AeqB, AgtB, AltB : OUT STD~OGIC); 

END compare ; 

ARCHITECTURE Behavior OF compare IS 

BEGIN 
AeqB <='1' WHEN A = B ELSE '0' ; 
AgtB <= '1' WHEN A> B ELSE '0' ; 
AltB <= '1' WHEN A < B ELSE '0' ; 

END Behavior; 

Figure 6.34 VHDl code for a four-bit comparator. 

Instead of using the std_logic_unsigned library, another way to specify that the gener
ated circuit should use unsigned numbers is to include the library named std_logic_arith. 
In this case the signals A and B should be defined with the type UNSIGNED, rather than 
STD_LOGIC_ VECTOR. Ifwe want the circuit to work with signed numbers, signals A and 
B should be defined with the type SIGNED. This code is given in Figure 6.35. 

LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 
USE ieee.stdJogic_arith.all ; 

ENTITY compare IS 
PORT (A, B 

AeqB, AgtB, AltB 
END compare; 

: IN SIGNED(3 DOWNTO 0) ; 
: OUT STD~OGIC); 

ARCHITECTURE Behavior OF compare IS 
BEGIN 

AeqB <= '1' WHEN A = B ELSE '0' ; 
AgtB <= '1' WHEN A> B ELSE '0'; 
AltB <= '1' WHEN A < B ELSE '0' ; 

END Behavior' , 

Figure 6.35 The code From Figure 6.34 for signed numbers. 
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6.6.4 GENERATE STATEMENTS 

Figure 6.29 gives VHDL code for a 16-to-l multiplexer using five instances of a 4~to'l 
multiplexer subcircuit. The regular structure of the code suggests that it could be written' 

VH 'd' In a more compact form using a loop. DL pravl es a feature called the FOR GENERATE 
statement for describing regularly structured hierarchical code. 

Figure 6.36 shows the code from Figure 6.29 rewritten using a FOR GENERATE 
statement. The generate statement must have a label, so we have used the label G] in 
the code. The loop instantiates four copies of the mux4tol component, using the loop 
index i in the range from 0 to 3. The variable i is not explicitly declared in the code; it is 
automatically defined as a local variable whose scope is limited to the FOR GENERATE 
statement. The first loop iteration corresponds to the instantiation statement labeled Muxl 
in Figure 6.29. The * operator represents multiplication; hence for the first loop iteration 
the VHDL compiler translates the signal names w(4 * i), w(4 * i + 1), w(4 * i + 2), and 
w(4 * i + 3) into signal names w(O), w(l), w(2), and w(3). The loop iterations for i :::;: I , 
i = 2, and i = 3 correspond to the statements labeled Mux2, Mux3, and Mux4 in Figure 
6.29. The statement labeled MllX5 in Figure 6.29 does not fit within the loop, so it is included 
as a separate statement in Figure 6.36. The circuit generated from the code in Figure 6.36 
is identical to the circuit produced by using the code in Figure 6.29. 

LIBRARY ieee; 
USE ieee.stdJogic_l164.all ; 
USE work.mux4toLpackage.all ; 

ENTITY mux 16to I IS 
PORT (w : IN STD-LOGIC_VECTOR(O TO 15); 

s : IN STD-LOGIC_VECTOR(3 DOWNTO 0) ; 
f : OUT STD-LOGIC); 

END mux16tol ; 

ARCHITECTURE Structure OF mux16tol IS 
SIGNAL m: STD-LOGIC_VECTOR(O TO 3); 

BEGIN 
G 1: FOR i IN 0 TO 3 GENERATE 

Muxes: mux4to I PORT MAP ( 
w(4*i), w(4*i+l), w(4*i+2), w(4*i+3), s(l DOWNTO 0), m(O); 

END GENERATE; 
Mux5: mux4tol PORT MAP ( m(O), m(l), m(2), m(3), s(3 DOWNTO 2), f); 

END Structure; 

Figure 6.36 Code for a 16-to-1 multiplexer using a generate statement. 
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~on to the FOR GENERATE statement, VHDL provides another type of generate Ex 
natement called IF GENERATE. Figure 6.37 illustrates the use of both types of generate 
statements. The code shown is a hierarchical description of the 4-to-16 decoder given in 
;igure 6.18, using five instances of the dec2to4 component defined in Figure 6.30. The 
decoder inputs are the four-bit signal w, the enable is En, and the outputs are the 16-bit 

signal y. . ... 
Following the component declaratIOn for the dec2to4 subclfcUlt, the archItecture defines 

the signal m, which represents the outputs of the 2-to-4 decoder on the left of Figure 
6.18. The five copies of the dec2to4 component are instantiated by the FOR GENERATE 
statement. In each iteration of the loop, the statement labeled Dec_ri instantiates a dec2to4 
component that corresponds to one of the 2-to-4 decoders on the right side of Figure 6.18. 
The first loop iteration generates the dec2to4 component with data inputs WI and Wo, enable 
input mo, and outputs Yo, YI, Y2, Y3· The other loop iterations also use data inputs WI Woo but 
use different bits of m and y. 

The IF GENERATE statement, labeled G2, instantiates a dec2to4 component in the last 
loop iteration, for which the condition i = 3 is true. This component represents the 2-to-4 
decoder on the left of Figure 6.18. It has the two-bit data inputs W3 and W2, the enable En, and 

LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 

ENTITY dec4to 16 IS 
PORT (w : IN STD-LOGIC_VECTOR(3 DOWNTO 0); 

En : IN STD-LOGIC ; 
y : OUT STD-LOGIC_VECTOR(O TO 15) ) ; 

END dec4to 16 ; 

ARCHITECTURE Structure OF dec4to] 6 IS 
COMPONENT dec2to4 

PORT ( w : IN STD-LOGIC_ VECTOR(l DOWNTO 0) ; 
En : IN STD-LOGIC ; 
y : OUT STD-LOGIC_VECTOR(O TO 3) ) ; 

END COMPONENT; 
SIGNAL m : STD-LOGIC_ VECTOR(O TO 3) ; 

BEGIN 

G 1: FOR i IN 0 TO 3 GENERATE 
Decri: dec2to4 PORT MAP ( w(1 DOWNTO 0). m(i), y(4*i TO 4*i+3) ); 
02: IF h=3 GENERATE 

DecJeft: dec2t04 PORT MAP (w(i DOWNTO i-I), En, m); 
END GENERATE; 

END GENERATE' 
END Structure . ' , 

Figure 6.37 Hierarchical code for a 4-to-16 binary decoder. 
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the outputs mo, ml, m2, and m3. Note that instead of using the IF GENERATE stateme 
we could have instantiated this component outside the FOR GENERATE statement. ~t, 
have written the code as shown simply to gi ve an example of the IF GENERATE statemen e 

The generate statements in Figures 6.36 and 6.37 are used to instantiate component:' 
Another use of generate statements is to generate a set of logic equations. An example of 
this use will be given in Figure 7.73. 

-
6.6.5 CONCURRENT AND SEQUENTIAL ASSIGNMENT STATEMENTS 

We have introduced several types of assignment statements: simple assignment statements 
which involve logic or arithmetic expressions, selected assignment statements, and eandi: 
tional assignment statements. All of these statements share the property that the order in 
which they appear in VHDL code does not affect the meaning of the code. Because of this 
property, these statements are called the concurrent assignment statements. 

VHDL also provides a second category of statements, called sequential assignment 
statements, for which the ordering of the statements may affect the meaning of the code. 
We will discuss two types of sequential assignment statements, called if-then-else statements 
and case statements. VHDL requires that the sequential assignment statements be placed 
inside another type of statement, called a process statement. 

6.6.6 PROCESS STATEMENT 

Figures 6.27 and 6.31 show two ways of describing a 2-to-l multiplexer, using the selected 
and conditional signal assignments. The same circuit can also be described using an if-then· 
else statement, but this statement must be placed inside a process statement. Figure 6.38 
shows such code. The process statement, or simply process, begins with the PROCESS 
keyword, followed by a parenthesized list of signals, called the sensitivity list. For a 
combinational circuit like the multiplexer, the sensitivity list includes all input signals that 
are used inside the process. The process statement is translated by the VHDL compiler into 
logic equations. In the figure the process consists of the single if-then-else statement that 
describes the multiplexer function. Thus the sensitivity list comprises the data inputs, HO 

and WI, and the select input s. 
In generaL there can be a number of statements inside a process. These statements are 

considered as follows. Using VHDLjargon, we say that when there is a change in the value 
of any signal in the process's sensitivity list, then the process becomes active. Once active. 
the statements inside the process are evaluated in sequential order. Any assignments (1la~e 
to signals inside the process are not visible outside the process until all of the statements 10 

the process have been evaluated. If there are multiple assignments to the same signal, only 
the last one has any visible effect. This is illustrated in Example 6.18 . 
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LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 

ENTITY mux2to 1 IS 
PORT ( wO, wI, s : IN STD_LOGIC; 

f : OUT STD.lOGIC); 
END mux2tol ; 

ARCHITECTURE Behavior OF mux2tol IS 
BEGIN 

PROCESS (wO, wI, s) 
BEGIN 

IF s = '0' THEN 
f <= wO; 

ELSE 
f <= wI ; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 6.38 A 2-to-l multiplexer specified using the if-then-else 
statement. 

The code in Figure 6.39 is equivalent to the code in Figure 6.38. The first statement in the Ex. 
process assigns the value of Wo to f. This provides a default value for f but the assignment 
does not actually take place until the end of the process. In VHDL jargon we say that 
the assignment is scheduled to occur after aU of the statements in the process have been 
evaluated. If another assignment to f takes place while the process is active, the default 
assignment will be overridden. The second statement in the process assigns the value of WI 

to f if the value of s is equal to I. If this condition is true, then the default assignment is 
overridden. Thus if s = 0, thenf = Wo, and if s = I, thenf = WI, which defines the 2-to-1 
multiplexer. Compiling this code results in the same circuit as for Figures 6.27, 6.31, and 
6.38, namely,f = sWo + SWI. 

The process statement in Figure 6.39 illustrates that the ordering of the statements in 
a process can affect the meaning of the code. Consider reversing the order of the two 
statements so that the if-then-else statement is evaluated first. If S = I, f is assigned 
the value of WI. This assignment is scheduled and does not take place until the end of 
the. process. However, the statement f <= Wa is evaluated last. It overrides the first 
a~slgnment, and! is assigned the value of tVa regardless of the value of s. Hence instead 
o describing a multiplexer, when the statements inside the process are reversed, the code 
represents the trivial circuitf = Woo 
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LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 

ENTITY mux2to 1 IS 
PORT ( wO, wI, s : IN STDlOGIC; 

f : OUT STD _LOGIC) ; 
END mux2to 1 ; 

ARCHITECTURE Behavior OF mux2to I IS 
BEGIN 

PROCESS (wO, wI, s) 
BEGIN 

f <= wO; 
IF s = '1' THEN 

f <= wI; 
END IF; 

END PROCESS; 
END Behavior; 

Figure 6.39 Alternative code for the 2-to-' multiplexer using an 
if-then-else statement. 

19 Figure 6.40 gives an example that contains both a concurrent assignment statement and a 
process statement. It describes a priority encoder and is equivalent to the code in Figure 
6.32. The process describes the desired priority scheme using an if-then-else statement. It 
specifies that if the input W3 is 1, then the output is set to y = 11. This assignment does not 
depend on the values of inputs W2, WI, or Wo; hence their values do not matter. The other 
clauses in the if-then-else statement are evaluated only if W3 = O. The first ELSIF clause 
states that if W2 is 1, then y = 10. If W2 = 0, then the next ELSIF clause results in y = 01 
if WI = 1. If W3 = W2 = WI = 0, then the ELSE clause results in y = 00. This assignment 
is done whether or not Wo is 1; Figure 6.24 indicates that y can be set to any pattern when 
W = 0000 because z will be set to 0 in this case. 
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The priority encoder's output z must be set to 1 whenever at least one of the data 
inputs is 1. This output is defined by the conditional assignment statement at the end of 
Figure 6.40. The VHDL syntax does not allow a conditional assignment statement (or 
a selected assignment statement) to appear inside a process. An alternative would be to 
specify the value of z by using an if-then-else statement inside the process. The reason that 
we have written the code as given in the figure is to illustrate that concurrent assignment 
statements can be used in conjunction with process statements. The process statement 
serves the purpose of separating the sequential statements from the concurrent statements. 
Note that the ordering of the process statement and the conditional assignment statement 
does not matter. VHDL stipulates that while the statements inside a process are sequential 
statements, the process statement itself is a concurrent statement. 
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LIBRARY ieee; 
USE ieee.std_Iogicl164.all ; 

ENTITY priority IS 
PORT (w : IN STD..LOGIC_ VECTOR(3 DOWNTO 0) ; 

y : OUT STD..LOGIC_VECTOR(1 DOWNTO 0) ; 
z : OUT STD..LOGIC); 

END priority ; 

ARCHITECTURE Behavior OF priority IS 
BEGIN 

PROCESS (w) 
BEGIN 

IF w(3) = '1' THEN 
"II" . y <= , 

ELSIF w(2) =' 1 ' THEN 
Y <= "10" ; 

ELSIFw(1) ='1' THEN 
y <= "01" ; 

ELSE 
y <= "00" ; 

ENDIF; 
END PROCESS; 
z <= '0' WHEN w = "0000" ELSE' l' ; 

END Behavior ; 

Figure 6.40 A priority encoder specified using the if-then-else statement. 

Figure 6.41 shows an alternative sty Ie of code for the priority encoder, using if-then-else Ex 
statements. The first statement in the process provides the default value of 00 for YIYO. 
The second statement overrides this if WI is 1, and sets YIYO to 01. Similarly, the third and 
fourth statements override the previous ones if W2 or W3 are 1, and set Y1YO to 10 and II, 
respectively. These four statements are equivalent to the single if-then-else statement in 
Figure 6.40 that describes the priority scheme. The value of z is specified using a default 
assignment statement, followed by an if-then-else statement that overrides the default if 
W == 0000. Although the examples in Figures 6.40 and 6.41 are equivalent, the meaning of 
the code in Figure 6.40 is probably easier to understand. 

-------------------------------------------------------------------
Figure 6.34 specifies a four-bit comparator that produces the three outputs AeqB, AgtB, and ElC 
;~~:.Figu.r~ 6.42 shows how such specification can be written using if-then-else statements. 

SimplICIty, one-bit numbers are used for the inputs A and B, and only the code for the 
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LIB RARY ieee; 
USE ieee.stdJogicl164.all ; 

ENTITY priority IS 
PORT (w : IN STD~OGIC_ VECTOR(3 DOWNTO 0) ; 

y : OUT STD~OGIC_VECTOR(1 DOWNTO 0) ;i, .. 
z : OUT STD-LOGIC); , 

END priority ; 

ARCHITECTURE Behavior OF priority IS 
BEGIN 

PROCESS (w) 
BEGIN 

y <= "00"; 
IF w(1) = '1' THEN Y <= "01"; END IF; 
IF w(2) =' l' THEN Y <= "10"; END IF; 
IF w(3) = '1' THEN Y <= "11"; END IF; 

, l' . z <= , 
IF w = "0000" THEN z <= '0' ; END IF; 

END PROCESS; 
END Behavior; 

Figure 6.41 Alternative code for the priority encoder. 

LIBRARY ieee; 
USE ieee.stdJogicl164.all ; 

ENTITY comparel IS 
PORT (A, B : IN STD_LOGIC; 

AeqB : OUT STD-LOGIC); 
END compare 1 ; 

ARCHITECTURE Behavior OF compare! IS 
BEGIN 

PROCESS (A, B) 
BEGIN 

AeqB <= '0'; 

IFA=B THEN 
AeqB <= '1' ; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 6.42 Code for a one-bit equality comparator. 

.~ 19 
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LIBRARY ieee; 
USE ieee.stdJ.ogicl164.a11 ; 

ENTITY implied IS 
PORT ( A, B : IN STDlOGIC ; 

AeqB : OUT STDlOGIC); 
END implied; 

ARCHITECTURE Behavior OF implied IS 
BEGIN 

PROCESS (A, B) 
BEGIN 

IFA=B THEN 
AeqB<='l'; 

ENDIF; 
END PROCESS; 

END Behavior ; 

Figure 6.43 An example of code that results in implied memory. 

AeqB output is shown. The process assigns the default value of 0 to AeqB and then the 
if-then-else statement changes Aeq8 to 1 if A and B are equal. It is instructive to consider 
the effect on the semantics of the code if the default assignment statement is removed, as 
illustrated in Figure 6.43. 

With only the if-then-else statement, the code does not specify what value AeqB should 
have if the condition A = B is not true. The VHDL semantics stipulate that in cases where 
the code does not specify the value of a signal, the signal should retain its current value. 
For the code in Figure 6.43, once A and B are equal, resulting in AeqB = 1, then AeqB will 
remain set to 1 indefinitely, even if A and B are no longer equal. In the VHDL jargon, the 
AeqB output is said to have implied memory because the circuit synthesized from the code 
will "rememher," or store the value AeqB = 1. Figure 6.44 shows the circuit synthesized 
from the code. The XOR gate produces a 1 when A and B are equal, and the OR gate ensures 
that AeqB remains set to 1 indefinitely. 
. The implied memory that results from the code in Figure 6.43 is not useful, because 
It generates a comparator circuit that does not function correctly. However, we will show 

>--+-- AeqB 

Figure 6.44 The circuit generated from th¢ code in Figure 6.43. 
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in Chapter 7 that the semantics of implied memory are useful for other types of cirCuit 
which have the capability to store logic signal values in memory elements. S, 

6.6.7 CASE STATEMENT 

A case statement is similar to a selected signal assignment in that the case statement has a 
selection signal and includes WHEN clauses for various valuations of this selection signal. 
Figure 6.45 shows how the case statement can be used as yet another way of describing 
the 2-to-l multiplexer circuit. The case statement begins with the CASE keyword, which 
specifies that s is to be used as the selection signal. The first WHEN clause specifies, 
following the => symbol, the statements that should be evaluated when s = O. In this 
example the only statement evaluated when s = 0 is! <= Woo The case statement must 
include a WHEN clause for all possible valuations of the selection signal. Hence the second 
WHEN clause, which contains! <= WI, uses the OTHERS keyword. 

~2 Figure 6.30 gives the code for a 2-to-4 decoder. A different way of describing this circuit, 
using sequential assignment statements, is shown in Figure 6.46. The process first uses an 
if-then-else statement to check the value of the decoder enable signal En. If En = 1, the 
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LffiRARY ieee; 
USE ieee.stdJogicI164.all ; 

ENTITY mux2to 1 IS 
PORT (wO, wI, s : IN STD~OGIC; 

f : OUT STD~OGIC); 
END mux2to 1 ; 

ARCHITECTURE Behavior OF mux2to 1 IS 
BEGIN 

PROCESS (wO, wI, s) 
BEGIN 

CASE s IS 
WHEN'O' => 

f <= wO; 
WHEN OTHERS => 

f <= wI ; 
END CASE ; 

END PROCESS; 
END Behavior; 

Figure 6.45 A case statement that represents a 2-to-l multiplexer. 
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LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 

ENTITY dec2t04 IS 
PORT ( w : IN STDLOGIC_VECTOR(1 DOWNTO 0) ; 

En : IN STDLOGIC ; 
y : OUT STDLOGIC_VECTOR(O TO 3) ) ; 

END dec2t04 ; 

ARCHITECTURE Behavior OF dec2t04 IS 
BEGIN 

PROCESS ( w, En ) 
BEGIN 

IF En ='1' THEN 
CASEwIS 

WHEN "00" => 
y <= "1000" ; 

WHEN "01" => 
Y <= "0100" ; 

WHEN "10" => 
Y <= "0010" ; 

WHEN OTHERS => 
y <= "0001" ; 

END CASE ; 
ELSE 

Y <= "0000" ; 
END IF; 

END PROCESS; 
END Behavior ; 

Figure 6.46 A process statement that describes a 2-to-4 binary decoder. 

case statement sets the output y to the appropriate value based on the input w. The case 
statement represents the first four rows of the truth table in Figure 6.16a. If En = 0, the 
ELSE clause sets y to 0000, as specified in the bottom row of the truth table. 

---------------------------------------------------------------
~other example of a case statement is given in Figure 6.47. The entity is named seg 7, and E; 
ttrepresents the BCD-to-7-segment decoder in Figure 6.25. The BCD input is represented 
~Ythe four-bit signal named bcd, and the seven outputs are the seven-bit signal named Zeds. 
hhe case statement is formatted so that it resembles the truth table in Figure 6.25c. Note 

t at there is a comment to the right of the case statement, which labels the seven outputs 

/ 
/ 
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LIBRARY ieee; 
USE ieee.stdJogicI164.all ; 

ENTITY seg7 IS 
PORT (bcd : IN STD~OGIC_ VECTOR(3 DOWNTO 0) ; 

leds : OUT STD~OGIC_VECTOR(l TO 7» ; 
END seg7; 

ARCHITECTURE Behavior OF seg7 IS 
BEGIN 

PROCESS (bcd) 
BEGIN 

CASE bcd IS abcdef g 
WHEN "0000" => leds <= "1111110" ; 
WHEN "0001" => leds <= "0110000" ; 
WHEN "0010" => leds <= "1101101"; 
WHEN "0011" => leds <= "1111001"; 
WHEN "0100" => leds <= "0110011"; 
WHEN "0101" => leds <= "101 1011"; 
WHEN "0 110" => leds <= "1011111" ; 
WHEN "01 11" => leds <= "1110000" ; 
WHEN "1000" = > leds < = "I 111111" ; 
WHEN "1001" => leds <= "1110011"; 
WHEN OTHERS => leds <= "-------". , 

END CASE ; 
END PROCESS; 

END Behavior; 

Figure 6.47 Code that represents a BCD-to-7-segment decoder. 

with the letters from a to g. These labels indicate to the reader the correlation between the 
seven-bit leds signal in the VHDL code and the seven segments in Figure 6.25b. The final 
WHEN clause in the case statement sets all seven bits of Zeds to -. Recall that - is used 
in VHDL to denote a don't-care condition. This clause represents the don't-care conditions 
discussed for Figure 6.25, which are the cases where the bed input does not represent a 
valid BCD digit. 

-----------------------------------------------------------------
,24 An arithmetic logic unit (ALU) is a logic circuit that performs various Boolean and arithmetic 

operations on n-bit operands. In section 3.5 we discussed a family of standard chips called 
the 7400-series chips. We said that some of these chips contain basic logic gates, and others 
provide commonly used logic circuits. One example of an ALU is the standard chip called 
the 74381. Table 6.1 specifies the functionality of this chip. It has 2 four-bit data inputs, 
named A and B; a three-bit select input s; and a four-bit output F. As the table shoWS . 

• 
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WHEN "10" => - - define signals asserted in time step T2 
CASE I IS 

WHEN" 1 0" => - - Add 
Rout <= Y; Gin <= '1' ; 

WHEN "11" => - - Sub 
Rout <= Y ; AddSub <= '1'; Gin <= '1'; 

WHEN OTHERS => - - Load, Move 
END CASE; 

WHEN OTHERS => - - define signals asserted in time step T3 
CASE I IS 

WHEN "00" => - - Load 
WHEN "01" = > - - Move 
WHEN OTHERS => -- Add, Sub 

Gout < = '1' ; Rin < = X ; Done < = '1' ; 
ENDCASE; 

END CASE ; 
END PROCESS; 
regO: regn PORT MAP ( BusWires, Rin(O), Clock, RO ) ; 
regI: regn PORT MAP (BusWires, Rin(l), Clock, RI ) ; 
reg2: regn PORT MAP ( BusWires, Rin(2), Clock, R2 ) ; 
reg3: regn PORT MAP ( BusWires, Rin(3), Clock, R3 ) ; 
regA: regn PORT MAP (BusWires, Ain, Clock, A); 
alu: WITH AddSub SELECT 

Sum <= A + BusWires WHEN '0', 
A - BusWires WHEN OTHERS; 

regG: regn PORT MAP ( Sum, Gin, Clock, G ) ; 
Sel <= Rout & Gout & Extern; 
WITH Sel SELECT 

BusWires <= RO WHEN "100000", 
R1 WHEN "010000", 
R2 WHEN "001000", 
R3 WHEN "000100", 

END Behavior; 

Figure 7.74 

G WHEN "0000 I 0", 
Data WHEN OTHERS ; 

Alternative code for the processor (Part b). 

next positive clock edge. The next operation loads 55 into register RI, and the subsequent 
operation loads 22 into R2. At 850 ns the value of the input F is 10, while Rx = 01 and 
Ry == 00. This operation is "Add RI ,RD." In the following clock cycle, the contents of 
RI (55) appear on the bus. This data is loaded into register A by the clock edge at 950 ns, 
Which also results in the contents of RO (2A) being placed on the bus. The adderlsubtractor 
module generates the correct sum (7F), which is loaded into register G at 1050 ns. After 
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LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 
USE ieee.stdJogicunsigned.all ; 

ENTITY alu IS 
PORT (s 

A,B 
F 

: IN STD~OGIC_VECTOR(2 DOWNTO 0) ; 
: IN STD~OGIC_ VECTOR(3 DOWN TO 0) ; 
: OUT STD~OGIC_VECTOR(3 DOWNTO 0)); 

END alu; 

ARCHITECTURE Behavior OF alu IS 
BEGIN 

PROCESS ( s, A, B ) 
BEGIN 

CASE s IS 
WHEN "000" => 

F < = "0000" ; 
WHEN "001" = > 

F <= B - A; 
WHEN "OlD" => 

F <= A - B; 
WHEN "011" => 

F <= A + B; 
WHEN "100" => 

F <=AXORB; 
WHEN "101" => 

F <= AORB; 
WHEN" 11 0" => 

F <= A ANDB; 
WHEN OTHERS => 

F<="IIl1"; 
END CASE; 

END PROCESS; 
END Behavior ; 

Figure 6.48 Code that represents the functionality of the 74381 AlU chip. 

produces the result C2 = Zh, Cl = al, and Co = ao, where aj and Ci are the bits of the vectors 
A and C. 

The statement 

C<=AANDB; 

"Jar generates C2 = a2 • b2, Cl = al . b I , and Co = Go . boo The other operators lead to simI 

evaluations. 
• 
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250.0ns 500.0ns 750.0ns 

Figure 6.49 Timing simulation for the code in Figure 6.48. 

Table 6.2 VHDL operators {used for synthesis}. 

Operator category Operator symbol Operation performed 

Logical AND AND 
OR OR 

NAND Not AND 
NOR Not OR 
XOR XOR 

XNOR· Not XOR 
NOT NOT 

Relational - Equality -
/= Inequality 

> Greater than 

< Less than 

>= Greater than or equal to 

<= Less than or equal to 

Arithmetic + Addition 
- Subtraction 

* Multiplication 

/ Division 

Concatenation & Concatenation 

Shift and Rotate SLL Shift left logical 
SRL Shift right logical 
SLA Shift left arithmetic 
SRA Shift right arithmetic 
ROL Rotate left 
ROR Rotate right 

Relational Operators 

. The relational operators are used to compare expressions. The result ofthe comparison 
IS TRUE or FALSE. The expressions that are compared must be of the same type. For 
eXample, if A = 011 and B = 010 then A > B evaluates to TRUE, and B /= "010" 
evaluates to FALSE. 

/ 
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Arithmetic Operators 
We have already encountered the arithmetic operators in Chapter 5. They perform 

standard arithmetic operations. Thus 

C <=A+ B; 

puts the three-bit sum of A plus B into C, while 

C<=A-B; 

puts the difference of A and B into C. The operation 

C <= -A; 

places the 2's complement of A into C. 
The addition, subtraction, and multiplication operations are supported by most CAD 

synthesis tools. However, the division operation is often not supported. When the VHDL 
compiler encounters an arithmetic operator, it usually synthesizes it by using an appropriate 
module from a library. 

Concatenate Operator 
This operator concatenates two or more vectors to create a larger vector. For example, 

D <=A&B; 

defines the six-bit vector D = a2aI aobzb, boo Similarly, the concatenation 

E <= "111" & A & "00"; 

produces the eight-bit vector E = 111azaIaOOO. 

Shift and Rotate Operators 
A vector operand can be shifted to the right or left by a number of bits specified as a 

constant. When bits are shifted, the vacant bit positions are filled with Os. For example, 

B <=ASLL 1; 

results in bz = aI, bl = ao, and bo = O. Similarly, 

B <=ASRL2; 

yields bz = bI = 0 and bo = az. 

" 

-
The arithmetic shift left, SLA, has the same effect as SLL. But, the arithmetic shift 

right, SRA, performs the sign extension by replicating the sign bit into the positions left 
vacant after shifting. Hence 

B <=ASRA 1; 

gives b2 = a2, b i = a2, and bo = al· 
An operand can also be rotated, in which case the bits shifted out from one end are 

placed into the vacated positions at the other end. For example, 

B <=AROR2; 

produces b2 = aI, bi = aD, and bo = a2· 
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Operator Precedence 

Operators in different categories have different precedence. Operators in the same 
ategory have the same precedence, and are evaluated from left to right in a given expression. 

~t is a good practice to use parentheses to indicate the desired order of operations in the 
expression. To illustrate this point, consider the statement 

S <= A + B + C + D; 

which defines the addition of four vector operands. The VHDL compiler will synthesize 
a circuit as if the expression was written in the form (A + B) + C) + D, which gives a 
cascade of three adders so that the final sum will be available after a propagation delay 
through three adders. By writing the statement as 

S <= (A + B) + (C + D); 

the synthesized circuit will still have three adders, but since the sums A + Band C + Dare 
generated in parallel, the final sum will be available after a propagation delay through only 

two adders. 
Table 6.2 groups the operators informally according to their functionality. It shows only 

those operators that are used to synthesize logic circuits. The VHDL Standard specifies 
additional operators, which are useful for simulation and documentation purposes. All 
operators are grouped into different classes, with a defined precedence ordering between 
classes. We discuss this issue in Appendix A, section A.3. 

6.7 CONCLUDING REMARKS 

This chapter has introduced a number of circuit building blocks. Examples using these 
blocks to construct larger circuits will be presented in Chapters 7 and 10. To describe the 
building block circuits efficiently, several VHDL constructs have been introduced. In many 
cases a given circuit can be described in various ways, using different constructs. A circuit 
that can be described using a selected signal assignment can also be described using a case 
statement. Circuits that fit well with conditional signal assignments are also well-suited to 
if-then-else statements. In general, there are no clear rules that dictate when one type of 
aSSignment statement should be preferred over another. With experience the user develops 
a sense for which types of statements work well in a particular design situation. Personal 
preference also influences how the code is written. 

VHDL is not a programming language, and VHDL code should not be written as if it 
~ere a computer program. The concurrent and sequential assignment statements discussed 
In this chapter can be used to create large, complex circuits. A good way to design such 
circuits is to construct them using well-defined modules, in the manner that we illustrated 
for the multiplexers, decoders, encoders, and so on. Additional examples using the VHDL 
statements introduced in this chapter are given in Chapters 7 and 8. In Chapter lOwe 
provide a number of examples of using VHDL code to describe larger digital systems. For 
mOre information on VHDL, the reader can consult more specialized books [5-10], 
. In the next chapter we introduce logic circuits that include the ability to store logic 

SIgnal values in memory elements. 

\ 
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---6.8 EXAMPLES OF SOLVED PROBLEMS 

This section presents some typical problems that the reader may encounter, and shows how 
such problems can be solved. 

-Iple 6.25 Problem: Implement the function!(wl, W2, W3) = L m(O, 1,3,4,6,7) by using a 3-tO-8 
binary decoder and an OR gate. 

Solution: The decoder generates a separate output for each mintenn of the required function. 
These outputs are then combined in the OR gate, giving the circuit in Figure 6.50. 

Iple 6.26 Problem: Derive a circuit that implements an 8-to-3 binary encoder. 

Solution: The truth table for the encoder is shown in Figure 6.51. Only those rows for 
which a single input variable is equal to 1 are shown; the other rows can be treated as don't 
care cases. From the truth table it is seen that the desired circuit is defined by the equations 

Y2 = W4 + Ws + W6 + W7 

YI = W2 + W3 + W6 + W7 

Yo = WI + W3 + W5 + W7 

Iple 6.27 Problem: Implement the function 

364 

!(WI, W2, W3, W4) = W\W2 W4W5 + WIW2 + W\W3 + W\W4 + W3W4WS 

by using a 4-to-l multiplexer and as few other gates as possible. Assume that only the 
uncomplemented inputs WI, W2, W3, and W4 are available. 

W3 Wo Yo 
w2 WI YI 
WI W2 Y2 

Y3 

Y4 f 

Ys 

Y6 

1 En Y7 

Figure 6.50 Circuit for Example 6.25. 

.. 
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W7 W6 Ws W4 W3 W2 WI Wo Y2 YI YO 

a 0 0 0 0 a a 1 a a a 
a 0 a 0 0 a 1 0 0 0 1 

a 0 0 0 0 1 0 a a 1 0 
0 0 a 0 1 0 0 0 0 1 1 

0 0 0 1 0 0 0 0 1 0 a 
0 0 1 0 0 0 0 0 1 0 1 

0 1 0 0 0 0 0 0 1 1 0 
1 0 0 0 0 0 0 0 1 1 1 

Figure 6.51 Truth table for an 8-to-3 binary encoder. 

Solution: Since variables WI and W4 appear in more product terms in the expression for 
f than the other three variables, let us perform Shannon's expansion with respect to these 
two variables. The expansion gives 

f = wlw4!wlw4 + WI w4!wl W4 + Wlw4!wlw4 + Wlw4!wlw4 

= WIW4(W2 W S) + WIW4(W3WS) + WIW4(W2 + W3) + WIW2(1) 

We can use a NOR gate to implement W2WS = W2 + Ws. We also need an AND gate and 
an OR gate. The complete circuit is presented in Figure 6.52. 

WI W4 

W2 W2WS 

Ws 

W3 W S 

W3 

f 
W2 +W3 

I---t 

Figure 6.52 Circuit for Example 6.27. 
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b2 b i bO g2 gl go 

0 0 0 0 0 0 
0 0 1 0 0 1 
0 1 0 0 1 1 
0 1 1 0 1 0 
1 0 0 1 1 0 
1 0 1 1 1 1 
1 1 0 1 0 1 
1 1 1 1 0 0 

Figure 6.53 Binary to Gray code coversion. 

,6.28 Problem: In Chapter 4 we pointed out that the rows and columns of a Kamaugh map 
are labeled using Gray code. This is a code in which consecutive valuations differ in one 
variable only. Figure 6.53 depicts the conversion between three-bit binary and Gray codes. 
Design a circuit that can convert a binary code into a Gray according the figure. 

Solution: From the figure it follows that 

g2 = b2 
- -

gl = b1b2 + b I b2 

= bi EB b2 
- -

go = bob t + bobl 

= bo EB bl 

~ 6.29 Problem: In section 6.1.2 we showed that any logic function can be decomposed using 
Shannon's expansion theorem. For a four-variable function,f(wl, ... , W4), the expansion 
with respect to WI is 

f(wl,"" W4) = wtfwi + wtfwi 

A circuit that implements this expression is given in Figure 6.54a. 
(a) If the decomposition yields fWI = 0, then the multiplexer in the figure can be replaced 
by a single logic gate. Show this circuit. 
(b) Repeat part (a) for the case wherefwi = 1. 

Solution: The desired circuits are shown in parts (b) and (c) of Figure 6.54. 

------------------------------------------------------------------------
~ 6.30 
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Problem: In several commercial FPGAs the logic blocks are 4-LUTs. What is the miniJUu!T1 
number of 4-LUTs needed to construct a 4-to-l multiplexer with select inputs SI and So and 
data inputs W3, W2, Wj, and wo? 
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fW
J 

~, 
t--

1 
'---

""" fWJ 

(a) Shannon's expansion of the function f. 

I 
fW

J 

(b) Solution for part a 

WI ------------------, 

W2 -----------I 

W3 --------I 

W 4 --------I 

(c) Solution for part b 

Figure 6.54 Circuits for Example 6.29. 

f 

f 

f 

Solution: A straightforward attempt is to use directly the expression that defines the 4-to-1 
multiplexer 

f = SjSOWO + SISOWj + SI SOW2 + Sl S0W3 

Letg =:: SISOWO + SISOWI and h = SI SOW2 + Sj SOW3, so that! = g + h. This decomposition 
leads to the circuit in Figure 6.55a, which requires three LUTs. 

When designing logic circuits, one can sometimes come up with a clever idea which 
leads to a ~uperior implementation. Figure 6.55b shows how it is possible to implement 
t~e multiplexer with just two LUTs, based on the following observation. The truth table in 
:lgUre 6.2b indicates that when SI = 0 the output must be either Wo or WI, as determined 
y the value of So. This can be generated by the first LUT. The second LUT must make the 

choice between W2 and W3 when Sl = 1. But, the choice can be made only by knowing the 
value of So. Since it is impossible to have five inputs in the LUT, more information has to 

\ 
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LUT I g 

0-

0-
LUT 

'-'"-

LUT I h 

(a) Using three LUTs 

LVT k 

LUT 
w2 , 
w3 

(b) Using two LUTs 

Figure 6.55 Circuits for Example 6.30. 

f 

f 

.A.·· 
l , 

be passed from the first to the second LUT. Observe that when SI = 1 the output! will be 
equal to either W2 or W3, in which case it is not necessary to know the values of Wo and Wi· 

Hence, in this case we can pass on the value of So through the first LUT, rather than Wo or 
WI. This can be done by making the function of this LUT 

Then, the second LUT performs the function 

f = sik + Sl kw3 + s I kw4 

--------------------------------------------~-------------------------
e 6.31 Problem: In digital systems it is often necessary to have circuits that can shift the bits of 

a vector by one or more bit positions to the left or right. Design a circuit that can shift a 
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o 

Sh~--~~~--~-r---4--+---~ 

Yz Yl Yo k 

Figure 6.56 A shifter circuit. 

four-bit vector W = W3 W 2W I Wo one bit position to the right when a control signal Sh(ft is 
equal to 1. Let the outputs of the circuit be a four-bit vector Y = Y3Y2YIYO and a signal k, 
such that if Shift = 1 then Y3 = 0, Y2 = W3, YI = W2, Yo = WI, and k = woo If Shift = 0 

then Y === Wand k = O. 

Solution: The required circuit can be implemented with five 2-to-1 multiplexers as shown 
in Figure 6.56. The Shift signal is used as the select input to each multiplexer. 

Problem: The shifter circuit in Example 6.31 shifts the bits of an input vector by one bit EX4 

position to the right. It fills the vacated bit on the left side with O. A more versatile shifter 
circuit may be able to shift by more bit positions at a time. If the bits that are shifted out are 
placed into the vacated positions on the left, then the circuit effectively rotates the bits of 
the input vector by a specified number of bit positions. Such a circuit is often called a barrel 
shifter. Design a four-bit barrel shifter that rotates the bits by 0, 1, 2, or 3 bit positions as 
determined by the valuation of two control signals Sl and So. 

Solution: The required action is given in Figure 6.57a. The barrel shifter can be imple
mented with four 4-to-1 multiplexers as shown in Figure 6.57b. The control signals Sl and 
So are used as the select inputs to the multiplexers. 

Problem: Write VHDL code that represents the circuit in Figure 6.19. Use the dec2to4 Ex. 
entity in Figure 6.30 as a subcircuit in your code. 

~olution: The code is shown in Figure 6.58. Note that the dec2to4 entity can be included 
III t?e same file as we have done in the figure, but it can also be in a separate file in the 
project directory. 
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SI So Y3 Y2 YI YO 

0 0 W3 W2 wI Wo ~ 
0 1 Wo w3 W2 wI 

1 0 wI Wo w3 w2 
1 1 w2 wI Wo W3 

(a) Truth table 

L r I 
I r I f I I 

~o 1 2 l' ~ 1 2 1 ~o 1 2 l' ~) 1 21 

-

YI Yo 

(b) Circuit 

Figure 6.57 A barrel shifter circuit. 

l4 Problem: Write VHDL code that represents the shifter circuit in Figure 6.56. 

Solution: There are two possible approaches: structural and behavioral. A structural 
description is given in Figure 6.59. The IF construct is used to define the desired shifting of 
individual bits. A typical VHDL compiler will implement this code with 2-to-1 multiplexers 
as depicted in Figure 6.56. 

A behavioral specification is given in Figure 6.60. It makes use of the shift operator 
SRL. Since the shift and rotate operators are supported in the ieee.numeric_std.alllibrary. 
this library must be included in the code. Note that the vectors wand yare defined to be of 
UNSIGNED type. 

--------------------------------------------------------------------
J5 Problem: Write VHDL code that defines the barrel shifter in Figure 6.57. 

Solution: The easiest way to specify the barrel shifter is by using the VHDL rotate operator. 
The complete code is presented in Figure 6.61 . 

.. 
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LIBRARY ieee; 
USE ieee.stdJogicI164.all ; 

ENTITY mux4to 1 IS 
PORT ( s : IN STD~OGIC_VECTOR( 1 DOWNTO 0 ) ; 

w : IN STD~OG JC_ VECTOR( 3 DOWNTO 0 ) ; 
f : OUT STD~OGIC); 

END mux4tol ; 

ARCHITECTURE Structure OF mux4to 1 IS 
COMPONENT dec2to4 

PORT (w : IN STD~OGIC_VECTOR(l DOWNTO 0); 
En : IN STD_LOGIC ; 
y : OUT STD~OGIC_ VECTOR(O TO 3) ); 

END COMPONENT; 
SIGNAL High : STD~OGIC ; 
SIGNAL y : STD~OGIC_ VECTOR( 3 DOWNTO 0 ) ; 

BEGIN 
decoder: dec2to4 PORT MAP ( s, '1', Y ) ; 
f <= (w(O) AND yeO»~ OR (w( 1) AND y(l» OR 

(w(2) AND y(2») OR w(3) AND y(3) ) ; 
END Structure ; 

LIBRARY ieee; 
USE ieee.stdlogic_ll64.all ; 

ENTITY dec2to4 IS 
PORT ( w : IN STD-LOGIC_ VECTOR( 1 DOWNTO 0) ; 

En : IN STD~OGIC: 

y : OUT STD~OGIC_ VECTOR(O TO 3) ) ; 
END dec2to4 ; 

ARCHITECTURE Behavior OF dec2to4 IS 
SIGNAL Enw : STD-LOGIC_VECTOR(2 DOWNTO 0) ; 

BEGIN 
Enw <=En&w; 
WITH Enw SELECT 

y < = "1000" WHEN" I 00" , 
"0100" WHEN" 1 0 I" , 
"00] 0" WHEN" 11 0", 
"000 1 ,. WHEN" 111 ", 
"0000" WHEN OTHERS; 

END Behavior; 

Figure 6.58 VHDL code for Example 6.38. 
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LIBRARY ieee; 
USE ieee.stdJogicI164.all ; 

ENTITY shifter IS 
PORT (w 

Shift 
y 

: IN STDlOGIC_VECTOR(3 DOWNTO 0); 
: IN STD_LOGIC; 
: OUT STD~OGIC_VECTOR(3 DOWNTO 0) ; 
: OUT STDlOGIC); k 

END shifter; 

ARCHITECTURE Behavior OF shifter IS 
BEGIN 

PROCESS (Shift, w) 
BEGIN 

IF Shift = '1' THEN 
y(3) <= '0' ; 
y(2 DOWNTO 0) <= w(3 DOWNTO 1) ; 
k <= w(O) ; 

ELSE 
y<=w; 
k <= '0'; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 6.59 Structural VHDL code that specifies the shifter circuit in 
Figure 6.56. 

PROBLEMS 

Answers to problems marked by an asterisk are given at the back of the book. 

Show how the functionj(wl, W2, W3) = L m(O, 2,3,4,5,7) can be implemented using a 
3-to-8 binary decoder and an OR gate. 

Show how the functionj(wl, W2, W3) = Lm(1, 2,3,5,6) can be implemented using a 
3-to-8 binary decoder and an OR gate. 

Consider the function! = WI W3 + W2W3 + WI W2. Use the truth table to derive a circuitfor 

! that uses a 2-to-l multiplexer. 

Repeat problem 6.3 for the function! = W2W3 + WIW2. 

For the function j(W), W2, W3) = L m(O, 2, 3, 6), use Shannon's expansion to derive an 
implementation using a 2-to-l multiplexer and any other necessary gates. 

Repeat problem 6.5 for the function! (WI, W2, W3) = L m(O, 4, 6, 7). t 
T 



LIBRARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 
USE ieee.numericstd.all ; 

ENTITY shifter IS 

PROBLEMS 

PORT ( w : IN UNSIGNED(3 DOWNTO 0) ; 
Shift : IN STD_LOGIC ; 
y : OUT UNSIGNED(3 DOWNTO 0) ; 
k : OUT STD~OGIC); 

END shifter; 

ARCHITECTURE Behavior OF shifter IS 
BEGIN 

PROCESS (Shift, w) 
BEGIN 

IF Shift == "1" THEN 
Y <= w SRL 1 ; 
k <= w(O); 

ELSE 
y <=w; 
k <= "0" ; 

END IF; 
,- END PROCESS; 

END Behavior ; 

Figure 6.60 Behavioral VHDL code that specifies the shifter circuit in 
Figure 6.56. 
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6.7 Consider the functionJ = W2 +Wj W3 +WI W3. Show how repeated application of Shannon's 
expansion can be used to derive the minterms of J . 

6.8 Repeat problem 6.7 for J = W2 + WI W3. 

6.9 Prove Shannon's expansion theorem presented in section 6.1.2. 

*6.10 Section 6.1.2 shows Shannon's expansion in sum-of-products form. Using the principle of 
duality, derive the equivalent expression in product-of-sums form. 

6.11 Consider the functionJ = WI W2 + W2W3 + WI W2W3. Give a circuit that implements J using 
the minimal number of two-input LUTs. Show the truth table implemented inside each 
LUT. 

*6.12 For the function in problem 6.11, the cost of the minimal sum-of-products expression is 14, 
which includes four gates and 10 inputs to the gates. Use Shannon's expansion to derive a 
multilevel circuit that has a lower cost and give the cost of your circuit. 

6.13 Consider the functionJ(wl' W2, W3, W4) = L m(G, 1,3,6,8,9,14,15). Derive an imple
mentation using the minimum possible number of three-input LUTs. 
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LIBRARY ieee; 
USE ieee.stdJ.ogicl164.all ; 
USE ieee.numericstd.all ; 

ENTITY barrel IS 
PORT (w : IN UNSIGNED(3 DOWNTO 0) ; 

s : IN UNSIGNED(l DOWNTO 0) ) ; 
y : OUT UNSIGNED(3 DOWNTO 0) ) ; 

END barrel; 

ARCHITECTURE Behavior OF barrel IS 
BEGIN 

PROCESS (s, w) 
BEGIN 

CASE s IS 
WHEN "00" => 

y <=w; 
WHEN "01" => 

Y <=wROR 1; 
WHEN "10" => 

Y <=wROR2; 
WHEN OTHERS => 

Y <=wROR3; 
END CASE ; 

END PROCESS; 
END Behavior ; 

Figure 6.61 VHDL code that specifies the barrel shifter circuit in 
Figure 6.57. 

*6.14 Give two examples of logic functions with five inputs, WI • ..•• Ws. that can be realized 
using 2 four-input LUTs. 

6.15 For the function,j, in Example 6.27 perform Shannon's expansion with respect to variabl~s 
WI and W2, rather than WI and W4. How does the resulting circuit compare with the cirCUli 

in Figure 6.52? 

6. 16 Actel Corporation manufactures an FPGA family called Act 1, which has the multiplexer· 
based logic block illustrated in Figure P6.1. Show how the function! = W2 W3 + WI W3 + 
W2W3 can be implemented using only one Act 1 logic block. 

6. 17 Show how the function! = WI W3 + WI W3 + W2W3 + WI W2 can be realized using Act 1 logiC 
blocks. Note that there are no NOT gates in the chip; hence complements of signals have 
to be generated using the multiplexers in the logic block. 
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i1 

i2 

i3 

i4 
is 

i6 f 

i7 

ig 

Figure P6.1 The Actel Act 1 logic block. 

*6.18 Consider the VHDL code in Figure P6.2. What type of circuit does the code represent? 
Comment on whether or not the style of code used is a good choice for the circuit that it 
represents. 

6. 19 Write VHD L code that represents the function in problem 6.1, using one selected signal 
assignment. 

6.20 Write VHDL code that represents the function in problem 6.2, using one selected signal 
assignment. 

6.21 

6.22 

6.23 

6.24 

6.25 

6.26 

6.27 

6.28 

*6.29 

Using a selected signal assignment, write VHDL code for a 4-to-2 binary encoder. 

Using a conditional signal assignment, write VHDL code for an 8-to-3 binary encoder. 

Derive the circuit for an 8-to-3 priority encoder. 

Using a conditional signal assignment, write VHDL code for an 8-to-3 priority encoder. 

Repeat problem 6.24, using an if-then-else statement. 

Create a VHDL entity named ij2to4 that represents a 2-to-4 binary decoder using an if
then-else statement. Create a second entity named h3to8 that represents the 3-to-8 binary 
decoder in Figure 6.17, using two instances of the ij2to4 entity. 

Create a VHDL entity named h6to64 that represents a 6-to-64 binary decoder. Use the 
treelike structure in Figure 6.18, in which the 6-to-64 decoder is built using five instances 
of the h3to8 decoder created in problem 6.26. 

Wri te VHD L code for a BCD-to-7 -segment code converter, using a selected signal assign
ment. 

Derive minimal sum-of-products expressions for the outputs a, b, and c of the 7-segment 
display in Figure 6.25. 
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LIBRARY ieee; 
USE ieee.stdJogicI164.all ; 

ENTITY problem IS 
PORT(w 

En 
yO,yl,y2,y3 

END problem; 

: IN STD~OGIC_ VECTOR(1 DOWNTO 0) ; 
: IN STD~OGIC ; 
: OUT STD~OGIC); 

ARCHITECTURE Behavior OF problem IS 
BEGIN 

PROCESS (w, En) 
BEGIN 

yO <= '0' ; yl <= '0' ; y2 <= '0' ; y3 <= '0' ; 
IF En = '1' THEN 

IF w = "00" THEN yO <= '1' ; 
ELSIF w = "01" THEN yl <= ' l' ; 
ELSIF w = "10" THEN y2 <= '1' ; 
ELSE y3 <= '1' ; 
END IF ; 

END IF ; 
END PROCESS; 

END Behavior; 

Figure P6.2 Code for problem 6.18. 

6.30 Derive minimal sum-of-products expressions for the outputs d, e,f, and g of the 7-segment 
display in Figure 6.25. 

6.31 Design a shifter circuit, similar to the one in Figure 6.56, which can shift a four-bit input 
vector, W = W3W2WI Wo, one bit-position to the right when the control signal Right is equal 
to 1, and one bit-position to the left when the control signal Left is equal to 1. When Right 
= Left = 0, the output of the circuit should be the same as the input vector. Assume that 
the condition Right = Left = 1 will never occur. 

6.32 Figure 6.21 shows a block diagram of a ROM. A circuit that implements a small ROM, with 
four rows and four columns, is depicted in Figure P6.3. Each X in the figure represents a 
switch that determines whether the ROM produces a 1 or 0 when that location is read. 
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(a) Show how a switch (X) can be realized using a single NMOS transistor. M 
(b) Draw the complete 4x4 ROM circuit, using your switches from part (a). The RD, 
should be programmed to store the bits 0101 in row 0 (the top row), 1010 in row 1,1100 10 

row 2, and 0011 in row 3 (the bottom row). 
(c) S.h?w h?w each (X) can be implemen~ed as a programmable switch ~as ~pposed6~~ 
provldmg eIther a 1 or 0 pennanently), usmg an EEPROM cell as shown m FIgure 3-
Briefly describe how the storage cell is used. 
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Figure P6.3 A 4 x 4 ROM circuit. 

6.33 Show the complete circuit for a ROM using the storage cells designed in Part (a) of problem 
6.33 that realizes the logic functions 
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7 
FLIP-FLOPS, REGISTERS, COUNTERS, 

AND A SIMPLE PROCESSOR 

CHAPTER OBJECTIVES 

In this chapter you will learn about: 

• Logic circuits that can store information 

• Flip-flops, which store a single bit 

• Registers, which store multiple bits 

• Shift registers, which shift the contents of the register 

• Counters of various types 

• VHDL constructs used to implement storage elements 

• Design of small subsystems 
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In previous chapters we considered combinational circuits where the value of each output depends Solely 
the values of signals applied to the inputs. There exists another class of logic circuits in which the values or: 
outputs depend not only on the present values of the inputs but also on the past behavior of the circuit. Su h 
circuits include storage elements that store the values of logic signals. The contents of the storage eleme C 

are said to represent the state of the circuit. When the circuit's inputs change values, the new input val~s 
either leave the circuit in the same state or cause it to change into a new state. Over time the circuit chan \ 
through a sequence of states as a result of changes in the inputs. Circuits that behave in this way are refe;:~ 
to as sequential circuits. 
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In this chapter we will introduce circuits that can be used as storage elements. But first, We 

will motivate the need for such circuits by means of a simple example. Suppose that we wish 
to control an alarm system, as shown in Figure 7.1. The alarm mechanism responds to the 
contra I input On / Off. It is turned on when On / Off = 1, and it is off when On / Off = O. The 
desired operation is that the alarm turns on when the sensor generates a positive voltage 
signal, Set, in response to some undesirable event. Once the alarm is triggered, it must 
remain active even if the sensor output goes back to zero. The alarm is turned off manually 
by means of a Reset input. The circuit requires a memory element to remember that th~ 
alarm has to be active until the Reset signal arrives. 

Figure 7.2 gives a rudimentary memory element, consisting of a loop that has two 
inverters. If we assume that A = 0, then B = 1. The circuit will maintain these values 
indefinitely. We say that the circuit is in the state defined by these values. If we assume 
that A = 1, then B = 0, and the circuit will remain in this second state indefinitely. Thus 
the circuit has two possible states. This circuit is not useful, because it lacks some practical 
means for changing its state. 

A more useful circuit is shown in Figure 7.3. It includes a mechanism for changing 
the state of the circuit in Figure 7.2, using two transmission gates of the type discussed in 
section 3.9. One transmission gate, TG1, is used to connect the Data input terminal to point 

I Set 
Sensor t------.... 

Reset -----~ .. 

Memory 
element 

Figure 7.1 Control of an alarm system. 

Alann 

Figure 7.2 A simple memory element. 
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7.1 BASIC LATCH 

Load ----.-------~------------------. 

A B 
Data Output 

TGI 

TG2 

Figure 7.3 A controlled memory element. 

A in the circuit. The second, TG2, is used as a switch in thefeedback loop that maintains the 
state of the circuit. The transmission gates are controlled by the Load signal. If Load = 1, 
then TGl is on and the point A will have the same value as the Data input. Since the value 
presently stored at Output may not be the same value as Data, the feedback loop is broken 
by having TG2 turned off when Load = 1. When Load changes to zero, then TGI turns 
off and TG2 turns on. The feedback path is closed and the memory element will retain its 
state as long as Load = O. This memory element cannot be applied directly to the system 
in Figure 7.1, but it is useful for many other applications. as we will see later. 

7.1 BASIC LATCH 

Instead of using the transmission gates, we can construct a similar circuit using ordinary 
logic gates. Figure 7.4 presents a memory element built with NOR gates. Its inputs, Set 
and Reset, provide the means for changing the state, Q, of the circuit. A more usual way 
of drawing this circuit is given in Figure 7.5a, where the two NOR gates are said to be 
connected in cross-coupled style. The circuit is referred to as a basic latch. Its behavior is 
described by the table in Figure 7.Sb. When both inputs. R and S. are equal to 0 the latch 
maintains its existing state. This state may be either Qa = 0 and Qb = 1, or Qa = 1 and 
Qb = 0, which is indicated in the table by stating that the Qa and Qb outputs have values 

Reset ---------, 

Set ---4-.... x)--+-- Q 
)-----L--' 

Figure 7.4 A memory element with NOR gates. 
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R--.r~ S R Qa Qb 

0 0 011 1/0 (no change) 

0 1 0 1 

0 1 0 

S 
Qb 1 1 0 0 

(a) Circuit (b) Characteristic table 

I} 12 13 14 15 18 

1 
R 

0 

1 
S 

0 

1 ----
Qa ? 

0 1----....... ----

1 
Qb ? 

0 !-------i---.... - - - -

-~.~ Time 

(c) Timing diagram 

Figure 7.5 A basic latch built with NOR gates. 

011 and 110, respectively. Observe that Qa and QiJ are complements of each other in this 
case. When R = 0 and S = 1, the latch is set into a state where Qa = 1 and Qb = O. When 
R = 1 and S = 0, the latch is reset into a state where Q a = 0 and Qb = 1. The fourth 
possibility is to have R = S = 1. In this case both Qa and Q b will be O. The table in Figure 
7.5b resembles a truth table. However, since it does not represent a combinational circuit 
in which the values of the outputs are determined solely by the current values of the inputs, 
it is often called a characteristic table rather than a truth table. 

Figure 7.5c gives a timing diagram for the latch, assuming that the propagation delay 
through the NOR gates is negligible. Of course, in a real circuit the changes in the waveforms 
would be delayed according to the propagation delays of the gates. We assume that initially 
~ = 0 and Qb = 1. The state of the latch remains unchanged until time f2, when 5 
becomes equal to 1, causing Qb to change to 0, which in tum causes Qa to change to 1. 
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ality relationship is indicated by the arrows in the diagram. When S goes to 0 at 
The caus 

's no change in the state because both S and R are then equal to O. At t4 we have 
there 1 

13,_ 1 which causes Qa to go to 0, which in turn causes Q b to go to 1. At t5 both Sand R 
R - , I to I which forces both QlI and Qb to be equal to O. As soon as 5 returns to 0, at are equa,. . 

Q becomes equal to 1 agam. At t8 we have S = 1 and R = 0, whIch causes Qb = 0 
f6'

d 
Q ::::: 1. An interesting situation occurs at tlO· From t9 to tlO we have Qa = Qb = 0 

an ;e R = S = 1. Now if both Rand S change to 0 at tlO, both Q a and Qb will go to 1. 
~:~a~aving both Qa and Qh equal to 1 will immediately force Qa = Q b = O. There will 

. n oscillation between Q(/ = Qb = 0 and Qa = QiJ = 1. If the delays through the two 
~~R gates are exactly the sa~e, the os~illation will continue indefinitely. In a real circ~it 
here will invariably be some dIfference m the delays through these gates, and the latch WIll 
~ventuallY settle into one of its two stable states, but we don't know which state it will be. 
This uncertainty is indicated in the waveforms by dashed lines. 

The oscillations discussed above illustrate that even though the basic latch is a simple 
circuit, careful analysis has to be done to fully appreciate its behavior. In general, any 
circuit that contains one or more feedback paths, such that the state of the circuit depends 
on the propagation delays through logic gates, has to be designed carefully. We discuss 
timing issues in detail in Chapter 9. 

The latch in Figure 7.Sa can perform the functions needed for the memory element in 
Figure 7.1, by connecting the Set signal to the S input and Reset to the R input. The Qa 

output provides the desired On/Of{ signal. To initialize the operation of the alarm system, 
the latch is reset. Thus the alarm is off. When the sensor generates the logic value 1, the 
latch is set and Qa becomes equal to 1. This turns on the alarm mechanism. If the sensor 
output returns to 0, the latch retains its state where Qa = 1; hence the alarm remains turned 
on. The only way to tum off the alarm is by resetting the latch, which is accomplished by 
making the Reset input equal to 1. 

7.2 GATED SR LATCH 

In section 7.1 we saw that the basic SR latch can serve as a useful memory element. It 
remembers its state when both the Sand R inputs are O. It changes its state in response 
to changes in the signals on these inputs. The state changes occur at the time when the 
changes in the signals occur. If we cannot control the time of such changes, then we don't 
know when the latch may change its state. 

h 
In the alarm system of Figure 7.1, it may be desirable to be able to enable or disable 

t e . 
entIre system by means of a control input, Enable. Thus when enabled, the system 

~OUld function as described above. In the disabled mode, changing the Set input from 0 to 
o wou~d not cause the alarm to turn on. The latch in Figure 7.Sa cannot provide the desired 
~eratlOn. But the latch circuit can be modified to respond to the input signals Sand R only 

w e~ Enable = 1. Otherwise, it would maintain its state. 
the d h~ modified circuit is depicted in Figure 7.6a. It includes two AND gates that provide 
latCh es~red Control. When the control signal elk is equal to 0, the 5' and R' inputs to the 

wIll be 0, regardless of the values of signals Sand R. Hence the latch will maintain its 
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R 

elk 

S 

elk 

R 

s 

Q 

1 

o 

1 

o 

1 

o 

1 

o 
_ 1 
Q 

o 

R' 

S' 

(a) Circuit 

..... 

Figure 7.6 Gated SR latch. 
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(c) Timing diagram 

s Q 

elk 
-

R Q 

(d) Graphical symbol 

elk s R Q(t+l) 

0 x x Q(t) (no change) 

1 0 0 Q(t) (no change) 

1 0 1 0 

1 1 0 1 

1 1 1 x 

(b) Characteristic table 

l-- ..... 
10..... 

r 

I I 
.-
? 

L-.....--

io--
? 

--
------... Time 

existing state as long as elk = O. When elk changes to 1, the S' and R' signals will be the 
same as the Sand R signals, respectively. Therefore, in this mode the latch will behave as 
we described in section 7.1. Note that we have used the name elk for the control signal that 
allows the latch to be set or reset, rather than can it the Enable signal. The reason is th~t 
such circuits are often used in digital systems where it is desirable to allow the changes 10 
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be states of memory elements to occur only at well-defined time intervals, as if they were 
t ontrolled by a clock. The control signal that defines these time intervals is usually called 
che clock signal. The name elk is meant to reflect this nature of the signal. 
t Circuits of this type, which use a control signal, are called gated latches. Because our 
circuit exhibits set and reset capability, it is called a gated SR latch. Figure 7.6b describes 
its behavior. It defines the state of the Q output at time t + 1, namely, Q(t + I), as a function 
of the inputs S, R, and elk. When elk = 0, the latch will remain in the state it is in at time 
t that is, Q(t), regardless of the values of inputs Sand R. This is indicated by specifying 
5:::: x and R = x, where x means that the signal value can be either ° or 1. (Recall that we 
already used this notation in Chapter 4.) When elk = 1, the circuit behaves as the basic 
latch in Figure 7.5. It is set by S = 1 and reset by R = 1. The last row of the table, where 
S == R = 1, shows that the state Q(t + 1) is undefined because we don't know whether it 
will be 0 or 1. This corresponds to the situation described in section 7.1 in conjunction with 
the timing diagram in Figure 7.5 at time tw. At this time both S and R inputs go from 1 
to 0, which causes the oscillatory behavior that we discussed. If S = R = 1, this situation 
will occur as soon as Clk goes from 1 to 0. To ensure a meaningful operation of the gated 
SR latch, it is essential to avoid the possibility of having both the Sand R inputs equal to 1 
when elk changes from I to O. 

A timing diagram for the gated SR latch is given in Figure 7.6c. It shows Clk as a 
periodic signal that is equal to 1 at regular time intervals to suggest that this is how the 
clock signal usually appears in a real system. The diagram presents the effect of several 
combinations of signal values. Observe that we have labeled one output as Q and the other 
as its complement Q, rather than Qa and Qb as in Figure 7.5. Since the undefined mode, 
where S = R = I, must be avoided in practice, the normal operation of the latch will have 
the outputs as complements of each other. Moreover, we will often say that the latch is set 
when Q = I, and it is reset when Q = O. A graphical symbol for the gated SR latch is 
given in Figure 7 .6d . 

7.2.1 GATED SR LATCH WITH NAND GATES 

So far we have implemented the basic latch with cross-coupled NOR gates. We can also 
construct the latch with NAND gates. Using this approach, we can implement the gated 
SR latch as depicted in Figure 7.7. The behavior of this circuit is described by the table 
in Figure 7.6b. Note that in this circuit, the clock is gated by NAND gates, rather than by 

s 

elk 

R 

Figure 7.7 Gated SR latch with NAND gates. 
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AND gates. Note also that the Sand R inputs are reversed in comparison with the circuit in 
Figure 7.6a. The circuit with NAND gates requires fewer transistors than the circuit with 
AND gates. We will use the circuit in Figure 7.7, in preference to the circuit in Figure 7.6a. 

-7.3 GATED D LATCH 

In section 7.2 we presented the gated SR latch and showed how it can be used as the memory 
element in the alarm system of Figure 7.1. This latch is useful for many other applications 
In this section we describe another gated latch that is even more useful in practice. It has a 
single data input, called D, and it stores the value on this input, under the control of a clock 
signal. It is called a gated D latch. 

To motivate the need for a gated D latch, consider the adder/subtractor unit discussed 
in Chapter 5 (Figure 5.13). When we described how that circuit is used to add numbers, we 
did not discuss what is likely to happen with the sum bits that are produced by the adder. 
Adderlsubtractor units are often used as part of a computer. The result of an addition or 
subtraction operation is often used as an operand in a subsequent operation. Therefore, it 
is necessary to be able to remember the values of the sum bits generated by the adder until 
they are needed again. We might think of using the basic latches to remember these bits, 
one bit per latch. In this context, instead of saying that a latch remembers the value of a 
bit, it is more illuminating to say that the latch stores the value of the bit or simply "stores 
the bit." We should think of the latch as a storage element. 

But can we obtain the desired operation using the basic latches? We can certainly reset 
all latches before the addition operation begins. Then we would expect that by connecting 
a sum bit to the 5 input of a latch, the latch would be set to I if the sum bit has the value 1: 
otherwise, the latch would remain in the 0 state. This would work fine if all sum bits are 0 at 
the start of the addition operation and, after some propagation delay through the adder, some 
of these bits become equal to 1 to give the desired sum. Unfortunately, the propagation 
delays that exist in the adder circuit cause a big problem in this arrangement. Suppose that 
we use a ripple-carry adder. When the X and Y inputs are applied to the adder, the sum 
outputs may alternate between 0 and 1 a number of times as the carries ripple through the 
circuit. This situation was illustrated in the timing diagram in Figure 5.21. The problem is 
that if we connect a sum bit to the S input of a latch, then if the sum bit is temporarily a 1 
and then settles to ° in the final result, the latch will remain set to 1 erroneously. 

The problem caused by the alternating values of the sum bits in the adder could be 
solved by using the gated SR latches, instead of the basic latches. Then we could arrange 
that the clock signal is 0 during the time needed by the adder to produce a correct sum. 
After allowing for the maximum propagation delay in the adder circuit, the clock should 
go to 1 to store the values of the sum bits in the gated latches. As soon as the values have 
been stored, the clock can return to 0, which ensures that the stored values will be retained 
until the next time the clock goes to 1. To achieve the desired operation, we would alsO 
have to reset all latches to 0 prior to loading the sum-bit values into these latches. This is 
an awkward way of dealing with the problem, and it is preferable to use the gated D latches 
instead. 

• 
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Figure 7.8a shows the circuit for a gated D latch. It is based on the gated SR latch, but 
'nstead of using the Sand R inputs separately, it has just one data input, D. For convenience 
1 e have labeled the points in the circuit that are equivalent to the Sand R inputs. If D = 1, 
:en 5 = 1 and R = 0, which forces the latch into the state Q = 1. If D = 0, then S = 0 
and R = 1, which causes Q = O. Of course, the changes in state occur only when elk = 1. 

It is important to observe that in this circuit it is impossible to have the troublesome 
situation where S = R = 1. In the gated D latch, the output Q merely tracks the value of 
the input D while elk = 1. As soon as elk goes to 0, the state of the latch is frozen until the 
next time the clock signal goes to I. Therefore, the gated D latch stores the value of the D 

D 
S 

(Data) Q 

Clk 

-

Q 
R 

(a) Circuit 

Clk D Q(t + 1) D Q 

0 x Q(t) 
1 0 0 
1 1 1 

-
elk Q 

(b) Characteristic table (c) Graphical symbol 

elk 

D 

Q 

---~ Time 

(d) Timing diagram 

Figure 7.8 Gated D latch. 
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Master Slave 

D D Q 
Q m 

D Q 
Qs 

Q 

- -
Clock Clk Q r- Clk Q Q 

....... -

(a) Circuit 

Clock 

D 

(b) Timing diagram 

D Q 

-
------c. I> Q 

(c) Graphical symbol 

Figure 7.10 Master-slave D flip-flop. 

the clock. A different circuit that accomplishes the same task is presented in Figure 7.11a. 
[t requires only six NAND gates and, hence, fewer transistors. The operation of the circuit 
is as follows. When Clock = 0, the outputs of gates 2 and 3 are high. Thus PI = P2 === 1, 
which maintains the output latch, comprising gates 5 and 6, in its present state. At the same 
time, the signal P3 is equal to D, and P4 is equal to its complementD. When Clock changes 
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7.4 MASTER-SLAVE AND EDGE-TRIGGERED D FLIP-FLOPS 

P3 

PI 

Clock -+-..... 

-

P2 )--~-Q 

P4 
D------t --

(a) Circuit 

----tD QI---

Clock P. Q 1---

(b) Graphical symbol 

Figure 7.11 A positive-edge-triggered D flip-flop. 

to 1, the following changes take place. The values of P3 and P4 are transmitted through 
gates 2 and 3 to cause PI = D and P2 = D, which sets Q = D and Q = D. To operate 
reliably, P3 and P4 must be stable when Clock changes from 0 to 1. Hence the setup time 
of the flip-flop is equal to the delay from the D input through gates 4 and 1 to P3. The hold 
time is given by the delay through gate 3 because once P2 is stable, the changes in D no 
longer matter. 

For proper operation it is necessary to show that, after Clock changes to 1, any further 
changes in D will not affect the output latch as long as Clock = 1. We have to consider two 
cases. Suppose first that D = 0 at the positive edge of the clock. Then P2 = 0, which will 
~eep the output of gate 4 equal to I as long as Clock = I, regardless of the value of the D 
Input. The second case is if D = 1 at the positive edge of the clock. Then PI = 0, which 
forces the outputs of gates 1 and 3 to be equal to 1, regardless of the D input. Therefore, 
the flip-flop ignores changes in the D input while Clock = 1. 
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Figure 7 .llb gives a graphical symbol for this flip-flop. The clock input indicates that 
the positi ve edge of the clock is the active edge. A similar circuit, constructed with NOR 
gates, can be used as a negative-edge-triggered flip-flop. 

Level-Sensitive versus Edge-Triggered Storage Elements 
Figure 7.12 shows three different types of storage e I emen ts that are dri ven by the same 

data and clock inputs. The first element is a gated D latch, which is level sensitive. The 
second one is a positive-edge-triggered D flip-flop, and the third one is a negative-edge_ 
triggered D flip-flop. To accentuate the differences between these storage elements, the 

D 0 Q r--

- -
Clock elk Q r-- Qa 

~ D Q r--

-
~ Q I--

L..- D Q r--

-

.J" t> '- Q f-- Qc 

(a) Circuit 

Clock 

D 

(b) Timing diagram 

-Figure 7.12 Comparison of level-sensitive and edge-triggered D storage elements. 
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7.4 MASTER-SLAVE AND EDGE-TRIGGERED D FLIP-FLOPS 

D input changes its values more than once during each half of the clock cycle. Observe 
that the gated D latch follows the D input as long as the clock is high. The positive-edge
triggered flip-flop responds only to the value of D when the clock changes from 0 to 1. The 
negative-edge-triggered flip-flop responds only to the value of D when the clock changes 

from 1 to O. 

7.4.3 D FLIP-FLOPS WITH CLEAR AND PRESET 

Flip-flops are often used for implementation of circuits that can have many possible states, 
where the response of the circuit depends not only on the present values of the circuit's 
inputs but also on the particular state that the circuit is in at that time. We will discuss 
a general form of such circuits in Chapter 8. A simple example is a counter circuit that 
counts the number of occurrences of some event, perhaps passage of time. We will discuss 
counters in detail in section 7.9. A counter comprises a number of flip-flops, whose outputs 
are interpreted as a number. The counter circuit has to be able to increment or decrement the 
number. It is also important to be able to force the counter into a known initial state (count). 
Obviously, it must be possible to clear the count to zero, which means that all flip-flops 
must have Q = O. It is equally useful to be able to preset each flip-flop to Q = 1, to insert 
some specific count as the initial value in the counter. These features can be incorporated 
into the circuits of Figures 7.10 and 7.11 as follows. 

Figure 7.13a shows an implementation of the circuit in Figure 7.10a using NAND 
gates. The master stage is just the gated D latch of Figure 7.8a. Instead of using another 
latch of the same type for the slave stage, we can use the slightly simpler gated SR latch of 
Figure 7.7. This eliminates one NOT gate from the circuit. 

A simple way of providing the clear and preset capability is to add an extra input to 
each NAND gate in the cross-coupled latches, as indicated in blue. Placing a 0 on the Clear 
input will force the flip-flop into the state Q = O. If Clear = 1. then this input will have no 
effect on the NAND gates. Similarly, Preset = 0 forces the flip-flop into the state Q = 1, 
while Preset = 1 has no effect. To denote that the Clear and Preset inputs are active when 
their value is 0, we placed an overbar on the names in the figure. We should note that the 
circuit that uses this flip-flop should not try to force both Clear and Preset to 0 at the same 
time. A graphical symbol for this flip-flop is shown in Figure 7.13b. 

A similar modification can be done on the edge-triggered flip-flop of Figure 7.11a, as 
indicated in Figure 7.14a. Again, both Clear and Preset inputs are active low. They do not 
disturb the flip-flop when they are equal to 1. 

In the circuits in Figures 7 .13a and 7 .14a, the effect of a low signal on either the Clear 
or Preset input is immediate. For example, if Clear = 0 then the flip-flop goes into the state 
Q :::: 0 immediately, regardless of the value of the clock signal. In such a circuit, where the 
C.lear signal is used to clear a flip-flop without regard to the clock signal, we say that the 
flIP-flop has an asynchronous clear. In practice, it is often preferable to clear the flip-flops 
?n the active edge of the clock. Such synchronous clear can be accomplished as shown 
In Figure 7.15. The flip-flop operates normally when the Clear input is equal to 1. But if 
Clear goes to 0, then on the next positive edge of the clock the flip-flop will be cleared to 
O. We will examine the clearing of flip- flops in more detail in section 7.10. 
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Preset ------------------~------------------------~ 

Q 

Clock -+-.. 

Q 

Clear --------________ ~------------------------~ 

(a) Circuit 

Preset ----, 

---tD QI----

-
Qt---

Clear -----' 

(b) Graphical symbol 

Figure 7.13 Master-slave D flip-Flop with Clear and Preset. 

7.5 T FLIP-FLOP 

The D flip-flop is a versatile storage element that can be used for many purposes. By 
including some simple logic circuitry to drive its input, the D flip-flop may appear to be a 
different type of storage element. An interesting modification is presented in Figure 7.16a. 
This circuit uses a positive-edge-triggered D flip-flop. The feedback connections make the 
input signal D equal to either the value of Q or Q under the control of the signal that is 
labeled T. On each positive edge of the clock, the flip-flop may change its state Q(t). IT 
T = 0, then D = Q and the state will remain the same, that is, Q(t + 1) = Q(t). But if 
T = 1, then D = Q and the new state will be Q(t + 1) = Q(t). Therefore, the overall 
operation of the circuit is that it retains its present state if T = 0, and it reverses its present 
state if T = 1. 

.,. 
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Preset 

}---+-- Q 

Clock 

n-........ -Q 

D 

Clear 

(a) Circuit 

Preset 
A 

D Q 

;:> Q 

Clear Y 
) 

"-._------- (b) Graphical symbol 

Figure 7.14 Positive-edge-triggered D flip-flop with Clear and Preset. 

The operation of the circuit is specified in the form of a characteristic table in Figure 
7.16b. Any circuit that implements this table is called a T flip-flop. The name T flip-flop 
derives from the behavior of the circuit, which "toggles" its state when T = 1. The toggle 
~eature makes the T flip-flop a useful element for building counter circuits, as we will see 
10 section 7.9. 
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D 
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Figure 7.15 Synchronous reset for a D flip-flop. 
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(d) Timing diagram 

Figure 7.16 T flip-flop. 
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7.6 JK FLIP-FLOP 

5 1 CONFIGURABLE FLIP-FLOPS 
1. · 
For some circuits one type of flip-flop may lead to a more efficient implementation than a 
different type of flip-flop. In general purpose chips like PLDs, the flip-flops that are provided 
are sometimes configurable, which means that a flip-flop circuit can be configured to be 
either D. T, or some other type. For example, in some PLDs the flip-flops can be configured 
as either D or T types (see problems 7.6 and 7.8). 

7.6 JK FLIP-FLOP 

Another interesting circuit can be derived from Figure 7.16a. Instead of using a single 
control input, T, we can use two inputs, J and K, as indicated in Figure 7.17 a. For this 
circuit the input D is defined as 

D =JQ+KQ 

J----L-'" 

)....----1 D Q 1---1-......... -

r-L-~ 
Q 

K ---I ~~---1-~ -
Q I--~-f-- Q 

Clock ------11------------1 

) 
(a) Circuit 

J K Q(t + 1) 

0 0 Q(t) J Q 

0 1 0 ~ 

1 0 1 -

K Q 

1 1 Q(t) 

(b) Characteristic table (c) Graphical symbol 

Figure 7.17 JK flip-flop. 
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A corresponding characteristic table is given in Figure 7.17 b. The circuit is called a J/( 

flip-flop. It combines the behaviors of SR and T flip-flops in a useful way. It behaves 
the SR flip-flop, where J = Sand K = R, for all input values except J = K = l. For t~S 
latter case, which has to be avoided in the SR flip-flop, the JK flip-flop toggles its state like 
the T flip-flop. e 

The JK flip-flop is a versatile circuit. It can be used for straight storage purposes,just 
like the D and SR flip-flops. But it can also serve as a T flip-flop by connecting the J and 
K inputs together. 

7.7 SUMMARY OF TERMINOLOGY 

We have used the terminology that is quite common. But the reader should be aware that 
different interpretations of the terms latch andflip-jiop can be found in the literature. OUf 

terminology can be summarized as follows: 

398 

Basic latch is a feedback connection of two NOR gates or two NAND gates, which 
can store one bit of information. It can be set to 1 using the S input and reset to 0 
using the R input. 

Gated latch is a basic latch that includes input gating and a control input signal. The 
latch retains its existing state when the control input is equal to O. Its state may be 
changed when the control signal is equal to 1. In our discussion we referred to the 
control input as the clock. We considered two types of gated latches: 

• Gated SR latch uses the Sand R inputs to set the latch to 1 or reset it to 0, 
respectively. 

• Gated D latch uses the D input to force the latch into a state that has the same 
logic value as the D input. 

A flip-flop is a storage element based on the gated latch principle, which can have its 
output state changed only on the edge of the controlling clock signal. We considered 
two types: 

• Edge-triggered flip-flop is affected only by the input values present when the 
active edge of the clock occurs. 

• Master-slave flip-flop is built with two gated latches. The master stage is active 
during half of the clock cycle. and the slave stage is active during the other half. 
The output value of the flip-flop changes on the edge of the clock that activates 
the transfer into the slave stage. Master-slave flip-flops can be edge-triggered or 
level sensitive. If the master stage is a gated D latch, then it behaves as an 
edge-triggered flip-flop. If the master stage is a gated SR latch, then the flip-floP 
is level sensitive (see problem 7.19). '. 



7.8 REGISTERS 

--1.8 REGISTERS 

A flip-floP stores one bit of information. When a set of n flip-flops is used to store n bits of 
. formation, such as an n-bit number, we refer to these flip-flops as a register. A common 
l~ock is used for each flip-flop in a register, and each flip-flop operates as described in the 
C revious sections. The term register is merely a convenience for referring to n-bit structures 
~onsisting of flip-Bops. 

1.8.1 SHIFT REGISTER 

In section 5.6 we explained that a given number is multiplied by 2 if its bits are shifted 
one bit position to the left and a 0 is inserted as the new least-significant bit. Similarly, the 
number is divided by 2 if the bits are shifted one bit-position to the right. A register that 
provides the ability to shift its contents is called a shift register. 

Figure 7.18a shows a four-bit shift register that is used to shift its contents one bit
position to the right. The data bits are loaded into the shift register in a serial fashion using 

In 
Q1 Q2 Q3 Q4 

D Q D Q D Q D Q Out 

- -
Clock ~ Q ~ t> Q - t> Q - .> Q 

(a) Circuit 

In Q1 Q2 Q3 Q4 = Out 

10 1 0 0 0 0 

'I 11 0 1 0 0 0 
/ 

12 1 0 1 0 0 

13 1 1 0 1 0 

14 1 1 1 0 1 

Is 0 1 1 1 0 

16 0 0 1 1 1 

17 0 0 0 1 1 

(b) A sample sequence 

Figure 7.18 A simple shift register. 
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the In input. The contents of each flip-flop are transferred to the next flip-flop at each 
positive edge of the clock. An illustration of the transfer is given in Figure 7.18b, which 
shows what happens when the signal values at In during eight consecutive clock cycles ar 
1,0,1,1,1,0,0, and 0, assuming that the initial state of all flip-flops is 0. e 

To implement a shift register, it is necessary to use either edge-triggered or master-slave 
flip-flops. The level-sensitive gated latches are not suitable, because a change in the value 
of In would propagate through more than one latch during the time when the clock is equal 
to 1. 

7.8.2 PARALLEL-AcCESS SHIFT REGISTER 

In computer systems it is often necessary to transfer n-bit data items. This may be done by 
transmitting all bits at once using n separate wires, in which case we say that the transfer 
is perfonned in parallel. But it is also possible to transfer all bits using a single wire, by 
perfonning the transfer one bit at a time, in n consecutive clock cycles. We refer to this 
scheme as serial transfer. To transfer an n-bit data item serially, we can use a shift register 
that can be loaded with all n bits in parallel (in one clock cycle). Then during the next n 
clock cycles, the contents of the register can be shifted out for serial transfer. The reverse 
operation is also needed. If bits are received serially, then after n clock cycles the contents 
of the register can be accessed in parallel as an n-bit item. 

Figure 7.19 shows a four-bit shift register that allows the parallel access. Instead of 
using the nonnal shift register connection, the D input of each flip-flop is connected to 
two different sources. One source is the preceding flip-flop, which is needed for the shift
register operation. The other source is the external input that corresponds to the bit that is 
to be loaded into the flip-flop as a part of the parallel-load operation. The control signal 
Shift/Load is used to select the mode of operation. If Shift/Load = 0, then the circuit 
operates as a shift register. If Shift/Load = 1, then the parallel input data are loaded into 
the register. In both cases the action takes place on the positive edge of the clock. 

In Figure 7.19 we have chosen to label the flip-flops outputs as Q3' ... , Qo because 
shift registers are often used to hold binary numbers. The contents of the register can be 
accessed in parallel by observing the outputs of all flip-flops. The flip-flops can also be 
accessed serially, by observing the values of Qo during consecutive clock cycles while the 
contents are being shifted. A circuit in which data can be loaded in series and then accessed 
in parallel is called a series-to-parallel converter. Similarly, the opposite type of circuit is a 
parallel-to-series converter. The circuit in Figure 7.19 can perform both of these functions. 

7.9 COUNTERS 

In Chapter 5 we dealt with circuits that perfonn arithmetic operations. We showed hoW 
adder/subtractor circuits can be designed, either using a simple cascaded (ripple-carry) 
structure that is inexpensive but slow or using a more complex carry-lookahead structure 
that is both more expensive and faster. In this section we examine special types of addition 
and subtraction operations, which are used for the purpose of counting. In particular, we 
want to design circuits that can increment or decrement a count by 1. Counter circuits are 
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Parallel output 
,~ ____________________ ~A~ ____________________ ~, 

_---10 Q D Q ....-----1 D Q .----1 D Q 

- -

Q Q Q Q 

Serial 
input 

~'--------------------~vr--------------------~' Clock 
ShiftILoad Parallel input 

Figure 7.19 Parallel-access shift register. 

used in digital systems for many purposes. They may count the number of occurrences of 
certain events, generate timing intervals for control of various tasks in a system, keep track 
of time elapsed between specific events, and so on. 

Counters can be implemented using the adder/subtractor circuits discussed in Chap
ter 5 and the registers discussed in section 7.8. However, since we only need to change the 
Contents of a counter by 1, it is not necessary to use such elaborate circuits. Instead, we 
can use much simpler circuits that have a significantly lower cost. We will show how the 
counter circuits can be designed using T and D flip-flops. 

7.9.1 ASYNCHRONOUS COUNTERS 

The simplest counter circuits can be built using T flip-flops because the toggle feature is 
naturally suited for the implementation of the counting operation. 

Up-Counter with T Flip-Flops 

Figure 7.20a gives a three-bit counter capable of counting from 0 to 7. The clock inputs 
of the three flip-flops are connected in cascade. The T input of each flip-flop is connected 
to a constant 1, which means that the state of the flip-flop will be reversed (toggled) at each 
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1 T Q r--- - T Q I--- '--- T Q I--

--
"> 

-
0 Q t>- Q Clock 

Qo 0 1 Q2 

(a) Circuit 

Clock 

Qo 

Q1 

Q2 

Count 0 1 2 3 4 5 6 7 0 

(b) Timing diagram 

Figure 7.20 A three-bit up-counter. 

positive edge of its clock. We are assuming that the purpose of this circuit is to count the 
number of pulses that occur on the primary input called Clock. Thus the clock input of 
the first flip-flop is connected to the Clock line. The other two flip-flops have their clock 
inputs driven by the Q output of the preceding flip-flop. Therefore, they toggle their state 
whenever the preceding flip-flop changes its state from Q = 1 to Q = 0, which results in a 
positive edge of the Q signal. 

Figure 7.20b shows a timing diagram for the counter. The value of Qo toggles once each 
clock cycle. The change takes place shortly after the positi ve edge of the Clock signal. The 
delay is caused by the propagation delay through the flip-flop. Since the second flip-flop 
is clocked by QQ, the value of Q 1 changes shortly after the negative edge of the Qo signal. 
Similarly, the value of Q2 changes shortly after the negative edge of the Q, signal. If we 
look at the values Q2Q1 Qo as the count, then the timing diagram indicates that the counting 
sequence is 0, 1, 2, 3, 4, 5, 6, 7, 0, 1, and so on. This circuit is a modulo-8 counter. Because 
it counts in the upward direction, we call it an up-counter. 

The counter in Figure 7.20a has three stages, each comprising a single flip-flop. Only 
the first stage responds directly to the Clock signal; we say that this stage is synchronized 
to the clock. The other two stages respond after an additional delay. For example, when 
Count = 3, the next clock pulse will cause the Count to go to 4. As indicated by the arrows 
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'0 the timing diagram in Figure 7.20b, this change requires the toggling of the states of 
1 n three flip-flops. The change in Qo is observed only after a propagation delay from the 
a ositive edge of Clock. The Q, and Q2 flip-flops have not yet changed; hence for a brief 
~me the count is Q2Q 1QO = 010. The change in Ql appears after a second propagation 
delay, at which point the count is 000. Finally, the change in Q2 occurs after a third delay, 
at which point the stable state of the circuit is reached and the count is 100. This behavior is 
similar to the rippling of carries in the ripple-carry adder circuit of Figure 5.6. The circuit 
in Figure 7.20a is an asynchronous counter, or a ripple counter. 

Do\\n·Counter with T Flip-Flops 
A slight modification of the circuit in Figure 7.20a is presented in Figure 7.21a. The 

only difference is that in Figure 7.21a the clock inputs of the second ~nd third flip- flops are 
driven by the Q outputs of the preceding stages, rather than by the Q outputs. The timing 
diagram. given in Figure 7.21b, shows that this circuit counts in the sequence 0, 7, 6, 5, 4, 
3, 2, 1, 0, 7, and so on. Because it counts in the downward direction, we say that it is a 
down-counter. 

It is possible to combine the functionality of the circuits in Figures 7.20a and 7.21a to 
fonn a counter that can count either up or down. Such a counter is called an up/down-

1 T Q I-- - T Q I-- '-- T Q -

- - -
Clock ;:> Q l> Q ~ Q 

Qo Q1 Q2 

(a) Circuit 

Clock 

Qo 

Q1 

Q2 

COunt 0 7 6 5 4 3 2 1 0 

(b) Timing diagram 

Figure 7.21 A three-bit down-counter. 
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counter. We leave the derivation of this counter as an exercise for the reader (prob. 
lem 7.16). 

7.9.2 SYNCHRONOUS COUNTERS 

The asynchronous counters in Figures 7.20a and 7.21a are simple, but not very fast. If a 
counter with a larger number of bits is constructed in this manner, then the delays caused 
by the cascaded clocking scheme may become too long to meet the desired perfonnance 
requirements. We can build a faster counter by clocking all flip-flops at the same time 
using the approach described below. ' 

Synchronous Counter with T Flip-Flops 
Table 7.1 shows the contents of a three-bit up-counter for eight consecutive clock 

cycles, assuming that the count is initially O. Observing the pattern of bits in each row of 
the table, it is apparent that bit Qo changes on each clock cycle. Bit QJ changes only when 
Qo = 1. Bit Q2 changes only when both Q 1 and Qo are equal to 1. In general, for an n-bit 
up-counter, a given flip-flop changes its state only when all the preceding flip-flops are in 
the state Q = 1. Therefore, if we use T flip-flops to realize the counter, then the T inputs 
are defined as 

Table 7.1 

Clock cycle 

0 
1 
2 
3 
4 
5 
6 
7 

8 
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To = 1 
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Q2 Ql Qo 

0 0 0 
Ql changes 
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0 1 0 

0 1 1 

1 0 0 
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A example of a four-bit counter based on these expressions is given in Figure 7.22a. 
I ~tead of using AND gates of increased size for each stage, which may lead to fan-in 
:oblems, we use a factored arrangement, as shown in the figure. This arrangement does 
P t slow down the response of the counter, because all flip-flops change their states after a 
n;opagation delay from the positive edge of the clock. Note that a change in the value of b may have to propagate through several AND gates to reach the flip-flops in the higher 
st~ges of the counter, which requires a certain amount of time. This time must not exceed 
the clock period. Actually, it must be less than the clock period minus the setup time for 

the flip-flops. 
Figure 7.22b gives a timing diagram. It shows that the circuit behaves as a modulo-16 

up-counter. Because all changes take place with the same delay after the active edge of the 
Clock signal, the circuit is called a synchronous counter. 

---I T Q ""-+---1 T Q 1------1 T Q 1-------1 T Q 
Q 

- - --

Clock -.....--1> Q Q Q Q 

(a) Circuit 

Clock 

--- Q[ 

COUnt 0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 0 1 

(b) Timing diagram 

Figure 7.22 A four-bit synchronous up-counter. 
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Enable T Q T Q T Q T Q 

Clock -+--1> Q Q Q Q 

Clem------+-----------------+-----------------~------------__ ~ 

Figure 7.23 Inclusion of Enable and Clear capability. 

Enable and Clear Capability 

The counters in Figures 7.20 through 7.22 change their contents in response to each 
clock pulse. Often it is desirable to be able to inhibit counting, so that the count remains 
in its present state. This may be accomplished by including an Enable control signal, as 
indicated in Figure 7.23. The circuit is the counter of Figure 7.22, where the Enable signal 
controls directly the T input of the first flip-flop. Connecting the Enable also to the AND
gate chain means that if Enable = 0, then all T inputs will be equal to 0. If Enable = I, 
then the counter operates as explained previously. 

In many applications it is necessary to start with the count equal to zero. This is easily 
achieved if the flip-flops can be cleared, as explained in section 7.4.3. The clear inputs on 
all flip-flops can be tied together and driven by a Clear control input. 

Synchronous Counter with D Flip-Flops 

While the toggle feature makes T flip-flops a natural choice for the implementation 
of counters, it is also possible to build counters using other types of flip-flops. The JK 
flip-flops can be used in exactly the same way as the T flip-flops because if the J and K 
inputs are tied together, a JK flip-flop becomes a T flip-flop. We will now consider using 0 
flip-flops for this purpose. 

It is not obvious how D flip-flops can be used to implement a counter. We will present 
a formal method for deriving such circuits in Chapter 8. Here we will present a circuit 
structure that meets the requirements but will leave the derivation for Chapter 8. Figure 
7.24 gives a four-bit up-counter that counts in the sequence 0, 1, 2, ... , 14, 15, 0, 1, 
and so on. The count is indicated by the flip-flop outputs Q3Q2Ql Qo. If we assume that 
Enable = 1, then the D inputs of the flip-flops are defined by the expressions 

Do = Qo = 1 EB Qo 
Dl = Q1 EB Qo 
D2 = Q2 EB QJQo 
D3 = Q3 EB Q2QIQO 

For a larger counter the ith stage is defined by 

Di = Qi EB Qi-l Qi-2 ... Q 1 Qo 

We will show how to derive these equations in ehapter 8. 
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Figure 7.24 A four-bit counter with D Hip-Hops. 
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Output 

carry 

We have included the Enable control signal so that the counter counts the clock pulses 
only if Enable = 1. In effect, the above equations are modified to implement the circuit in 
the figure as follows 

Do = Qo EEl Enable 

Di = QJ EEl Qo . Enable 

Dz = Q2 EB Qi . Qo . Enable 

D3 = Q3 EB Q2 . Ql . Qo . Enable 

~e operation of the counter is based on our observation for Table 7.1 that the state of the 
IP~flop in stage i changes only if all preceding flip-flops are in the state Q = 1. This 

407 



C HAP T E R 7 • FLIP-FLOPS, REGISTERS, COUNTERS, AND A SIMPLE PROCESSOR 
"'",' 

, ' 

j. 

makes the output of the AND gate that feeds stage i equal to 1, which causes the output of 
the XOR gate connected to Di to be equal to Qj. Otherwise, the output of the XOR gat 
provides Di = Qi' and the flip-flop remains in the same state. This resembles the c e 
propagation in a carry-Iookahead adder circuit (see section 5.4); hence the AND-gate c~ 
can be thought of as the carry chain. Even though the circuit is only a four-bit counter In 

have included an extra AND that produces the "outp~t c~." This signal makes it ea;y~~ 
concatenate two such four-bit counters to create an elght-blt counter. 

Finally, the reader should note that the counter in Figure 7.24 is essentially the same 
as the circuit in Figure 7.23. We showed in Figure 7.16a that a T flip-flop can be fanned 
from a D flip-flop by providing the extra gating that gives 

D=QT+QT 

=QEBT 

Thus in each stage in Figure 7.24, the D flip-flop and the associated XOR gate implement 
the functionality of a T flip-flop. 

7.9.3 COUNTERS WITH PARALLEL LOAD 

Often it is necessary to start counting with the initial count being equal to 0. This state can 
be achieved by using the capability to clear the flip-flops as indicated in Figure 7.23. But 
sometimes it is desirable to start with a different count. To allow this mode of operation, 
a counter circuit must have some inputs through which the initial count can be loaded. 
U sing the Clear and Preset inputs for this purpose is a possibility. but a better approach is 
discussed below. 

The circuit of Figure 7.24 can be modified to provide the parallel-load capability as 
shown in Figure 7.25. A two-input multiplexer is inserted before each D input. One input to 
the multiplexer is used to provide the normal counting operation. The other input is a data 
bit that can be loaded directly into the flip-flop. A control input, Load, is used to choose the 
mode of operation. The circuit counts when Load = O. A new initial value, D3D2DIDo. is 
loaded into the counter when Load = 1. 

7.10 RESET SYNCHRONIZATION 

We have already mentioned that it is important to be able to clear, or reset, the contents 
of a counter prior to commencing a counting operation. This can be done using the clear 
capability of the individual flip-flops. But we may also be interested in resetting the count to ° during the normal counting process. An n-bit up-counter functions naturally as a modul~-
2n counter. Suppose that we wish to have a counter that counts modulo some base that IS 

not a power of 2. For example, we may want to design a modulo-6 counter, for which the 
counting sequence is 0, 1,2, 3, 4, 5, 0, 1, and so on. 

'. 
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The most straightforward approach is to recognize when the count reaches 5 and th 
en 

reset the counter. An AND gate can be used to detect the occurrence of the COunt of 5 
Actually, it is sufficient to ascertain that Q2 = Qo = 1, which is true only for 5 in ou' 
desired counting sequence. A circuit based on this approach is given in Figure 7.26a. IT 
uses a three-bit synchronous counter of the type depicted in Figure 7.25. The paral1el-loa~ 
feature of the counter is used to reset its contents when the count reaches 5. The resettin 
action takes place at the positive clock edge after the count has reached 5. It involve~ 
loading D2DIDo = 000 into the flip-flops. As seen in the timing diagram in Figure 7.26b 
the desired counting sequence is achieved, with each value of the count being established 
for one full clock cycle. Because the counter is reset on the active edge of the clock, We 

say that this type of counter has a synchronous reset. 

1 Enable 

0 Do Qo 
0 Dl Q1 

0 
'---

D2 Q2 

Load 

Clock 
I Clock 

(a) Circuit 

Clock 
----i I I L l I I 

-_1 I J I ~ !I r 
II l -

II It -
Count 0 1 2 3 4 5 o 

(b) Timing diagram 

Figure 7.26 A modulo-6 counter with synchronous reset. 
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consider now the possibility of using the clear feature of individual flip-flops, rather 
th n the parallel-load approach. The circuit in Figure 7.27a illustrates one possibility. It 
us~s the counter structure of Figure 7.22a. Since the clear inputs are active when low, a 
NAND gate is used to detect the occurrence of the count of 5 and cause the clearing of all 
three flip-flops. Conceptually, this seems to work fine, but closer examination reveals a 
otential problem. The timing diagram for this circuit is given in Figure 7.27 h. It shows a 

~ifficulty that arises when the count is equal to 5. As soon as the count reaches this value, 
the NAND gate triggers the resetting action. The flip-flops are cleared to 0 a short time after 
the NAND gate has detected the count of 5. This time depends on the gate delays in the 
circuit, but not on the clock. Therefore, signal values Q2Q J Qo = 101 are maintained for a 
time that is much less than a clock cycle. Depending on a particular application of such a 
counter, this may be adequate, but it may also be completely unacceptable. For example, if 
the counter is used in a digital system where all operations in the system are synchronized 
by the same clock, then this narrow pulse denoting Count = 5 would not be seen by the 
rest of the system. To solve this problem, we could try to use a modulo-7 counter instead, 

I 

L- - )-T Q T Q }--L T Q 
Qo QJ - Q2 -

- - -
Clock I> Q r--- I> Q r--- "> Q 

1..) ~ ... ~ ... 

(a) Circuit 

Clock - I I l l l I 

_J II :1 I r I I 

I I J 

I II ! I I I I 
Count 0 1 2 3 4 5 o 1 2 

(b) Timing diagram 

Figure 7.27 A modulo-6 counter with asynchronous reset. 
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assuming that the system would ignore the short pulse that denotes the count of 6. This' 
not a good way of designing circuits, because undesirable pulses often cause unforesee

lS 

difficulties in practice. The approach employed in Figure 7.27 a is said to use asynchronou~ 
reset. 

The timing diagrams in Figures 7.26b and 7.27b suggest that synchronous reset is 
better choice than asynchronous reset. The same observation is true if the natural cOUntin a 
sequence has to be broken by loading some value other than zero. The new value of th! 
count can be established cleanly using the parallel-load feature. The alternative of USing 
the clear and preset capability of individual flip-flops to set their states to reflect the desired 
count has the same problems as discussed in conjunction with the asynchronous reset. 

7.11 OTHER TYPES OF COUNTERS 

In this section we discuss three other types of counters that can be found in practical 
applications. The first uses the decimal counting sequence, and the other two generate 
seq uences of codes that do not represent binary numbers. 

7.11.1 BCD COUNTER 

Binary-coded-decimal (BCD) counters can be designed using the approach explained in 
section 7.10. A two-digit BCD counter is presented in Figure 7.28. It consists of two 
modulo-IO counters, one for each BCD digit, which we implemented using the parallel
load four-bit counter of Figure 7.25. Note that in a modulo-IO counter it is necessary to 
reset the four flip-flops after the count of 9 has been obtained. Thus the Load input to each 
stage is equal to 1 when Q3 = Qo = 1, which causes Os to be loaded into the flip-flops at 
the next positive edge of the clock signal. Whenever the count in stage 0, BCDo, reaches 9 
it is necessary to enable the second stage so that it will be incremented when the next clock 
pulse arrives. This is accomplished by keeping the Enable signal for BCD l low at all times 
except when BCDo = 9. 

In practice, it has to be possible to clear the contents of the counter by activating some 
control signal. Two OR gates are included in the circuit for this purpose. The control input 
Clear can be used to load Os into the counter. Observe that in this case Clear is active when 
high. VHDL code for a two-digit BCD counter is given in Figure 7.77. 

In any digital system there is usually one or more clock signals used to drive all 
synchronous circuitry. In the preceding counter, as well as in all counters presented in the 
previous figures, we have assumed that the objective is to count the number of clock pulses. 
Of course, these counters can be used to count the number of pulses in any signal that may 
be used in place of the clock signal. 
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1 Enable 

0 Do Qo 
0 Dl Q1 

0 D2 Q2 
0 D3 Q3 

} BCDo 

-

Clock 

--J Load 

- I Clock 

y 
Clear Enable 

0 Do Qo 
0 Dl Q1 

0 D2 Q2 

0 D3 Q3 

-
r-J Load y -

I Clock 

Figure 7.28 A two-digit BCD counter. 

7.11.2 RING COUNTER 

In the preceding counters the count is indicated by the state of the flip-flops in the counter. 
In all cases the count is a binary number. Using such counters, if an action is to be taken 
as a result of a particular count. then it is necessary to detect the occurrence of this count. 
This may be done using AND gates, as illustrated in Figures 7.26 through 7.28. 

It is possible to devise a counterlike circuit in which each flip-flop reaches the state 
Qi == 1 for exactly one count, while for all other counts Q i = O. Then Qi indicates directly 
an OCcurrence of the corresponding count. Actually, since this does not represent binary 
numbers, it is better to say that the outputs of the flips-flops represent a code. Such a circuit 
can be constructed from a simple shift register, as indicated in Figure 7.29a. The Q output 
of ~he last stage in the shift register is fed back as the input to the first stage, which creates 
a nnglike structure. If a single 1 is injected into the ring, this 1 will be shifted through 
the ring at successive clock cycles. For example, in a four-bit structure, the possible codes 
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Q OQIQ2Q3 will be 1000,0100,0010, and 0001. As we said in section 6.2, such encoding, 
where there is a single 1 and the rest of the code variables are 0, is called a one-hot code. 

The circuit in Figure 7.29a is referred to as a ring counter. Its operation has to be 
initialized by injecting a 1 into the first stage. This is achieved by using the Start control 
signal, which presets the left-most flip-flop to 1 and clears the others to O. We assume that 
all changes in the value of the Start signal occur sbortly after an active clock edge so that 
the flip-flop timing parameters are not violated. 
414 
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The circuit in Figure 7.29a can be used to build a ring counter with any number of 

b
. n For the specific case of n = 4, part (b) of the figure shows how a ring counter 
Its, . . b' d d d W . be constructed usmg a two- It up-counter an a eco er. hen Start IS set to 1, the 

ca:nter is reset to 00. After Start changes back to 0, the counter increments its value in the 
~~rmal way. The 2-to-4 decoder, described in section 6.2, changes the counter output into 

one-hot code. For the count values 00, 01, 10, 11, 00, and so on, the decoder produces 
~OQ1Q1Q3 = 1000,0100, 0010, 0001,1000, and so ~n .. This circuit structure can ~e u~ed 
for larger ring counters, as long as the number of bIts IS a power of two. We wIll gIve 
an example of a larger circuit that uses the ring counter in Figure 7.29b as a subcircuit in 

section 7.14. 

7.11.3 JOHNSON COUNTER 

An interesting variation of the ring counter is obtained if, instead of the Q output, we take 
the Q output of the last stage and feed it back to the first stage, as shown in Figure 7.30. This 
circuit is known as a Johnson counter. An n-bit counter of this type generates a counting 
sequence of length 2n. For example, a four-bit counter produces the sequence 0000, 1000, 
1100,1110,1111, 0111, 0011, 0001,0000, and so on. Note that in this sequence, only a 
single bit has a different value for two consecutive codes. 

To initialize the operation of the Johnson counter, it is necessary to reset all flip-flops, 
as shown in the figure. Observe that neither the Johnson nor the ring counter will generate 
the desired counting sequence if not initialized properly. 

7.11.4 REMARKS ON COUNTER DESIGN 

The sequential circuits presented in this chapter, namely, registers and counters, have a 
regular structure that allows the circuits to be designed using an intuitive approach. In 
Chapter 8 we will present a more formal approach to design of sequential circuits and show 
how the circuits presented in this chapter can be derived using this approach. 
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----7.12 USING STORAGE ELEMENTS WITH CAD TOOLS 

This section shows how circuits with storage elements can be designed using either schematic 
capture or VHDL code. 

7.12.1 INCLUDING STORAGE ELEMENTS IN SCHEMATICS 

One way to create a circuit is to draw a schematic that builds latches and flip-flops from 
logic gates. Because these storage elements are used in many applications, most CAD 
systems provide them as prebuilt modules. Figure 7.31 shows a schematic created with 
a schematic capture tool, which includes three types of flip-flops that are imported from 
a library provided as part of the CAD system. The top element is a gated D latch, the 
middle element is a positive-edge-triggered D flip-flop, and the bottom one is a positive
edge-triggered T flip-flop. The D and T flip-flops have asynchronous, active-low clear and 
preset inputs. If these inputs are not connected in a schematic, then the CAD tool makes 
them inactive by assigning the default value of 1 to them. 

When the gated D latch is synthesized for implementation in a chip, the CAD tool may 
not generate the cross-coupled NOR or NAND gates shown in section 7.2. In some chips, 
such as a CPLD, the AND-OR circuit depicted in Figure 7.32 may be preferable. This circuit 
is functionally equivalent to the cross-coupled version in section 7.2. The sum-of-products 
circuit is used because it is more suitable for implementation in a CPLD macrocell. One 
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Figure 7.31 Three types of storage elements in a schematic. 
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7.12 USING STORAGE ELEMENTS WITH CAD TOOLS 

>--......- Latch 

Gated D latch generated by CAD tools. 

aspect of this circuit should be mentioned. From the functional point of view, it appears 
that the circuit can be simplified by removing the AND gate with the inputs Data and Latch. 
Without this gate, the top AND gate sets the value stored in the latch when the clock is I, 
and the bottom AND gate maintains the stored value when the clock is O. But without this 
gate, the circuit has a timing problem known as a static hazard. A detailed explanation of 
hazards will be given in section 9.6. 

The circuit in Figure 7.31 can be implemented in a CPLD as shown in Figure 7.33. 
The D and T flip-flops are realized using the flip-flops on the chip that are configurable as 
either D or T types. The figure depicts in blue the gates and wires needed to implement the 
circuit in Figure 7.31. 

The results of a timing simulation for the implementation in Figure 7.33 are given in 
Figure 7.34. The Latch signal, which is the output of the gated D latch, implemented as 
indicated in Figure 7.32, follows the Data input whenever the Clock signal is 1. Because 

. of propagation delays in the chip, the Latch signal is delayed in time with respect to the 
Data signal. Since the Flipflop signal is the output of the D flip-flop, it changes only after 
a positive clock edge. Similarly, the output of the T flip-flop, called Toggle in the figure, 
toggles when Data = 1 and a positive clock edge occurs. The timing diagram illustrates 
the delay from when the positive clock edge occurs at the input pin of the chip until a 
change in the flip-flop output appears at the output pin of the chip. This time is called the 
clock-to-output time, teo. 

7.12.2 USING VHDL CONSTRUCTS FOR STORAGE ELEMENTS 

In section 6.6 we described a number of VHDL assignment statements. The IF and CASE 
statements were introduced as two types of sequential assignment statements. In this section 
We show how these statements can be used to describe storage elements. 

Figure 6.43, which is repeated in Figure 7.35, gives an example of VHDL code that 
has implied memory. Because the code does not specify what value the AeqB signal should 
have when the condition for the IF statement is not satisfied, the semantics specify that in 
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Figure 7.33 Implementation of the schematic in Figure 7.31 in a CPLD. 
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Toggle 

Figure 7.34 Timing simulation for the storage elements in Figure 7.31. 

LIBRARY ieee; 
USE ieee.stdJ.ogic_II64.all ; 

ENTITY implied IS 
PORT ( A, B : IN STDlOGIC ; 

AeqB : OUT STDlOGIC); 
END implied ; 

ARCHITECTURE Behavior OF implied IS 
BEGIN 

PROCESS ( A, B ) 
BEGIN 

IF A = B THEN 
AeqB <= '1'; 

ENDIF; 
END PROCESS ; 

END Behavior; 

Figure 7.35 The code from Figure 6.43, illustrating implied 
memory. 

this case AeqB should retain its current value. The implied memory is the key concept used 
for describing sequential circuit elements, which we will illustrate using several examples. 

CODE FOR A GATED D LATCH The code in Figure 7.36 defines an entity named latch, 
which has the inputs D and elk and the output Q. The process uses an if-then-else statement 
to define the value of the Q output. When elk = 1, Q takes the value of D. For the case 
:,hen elk is not I, the code does not specify what value Q should have. Hence Q will retain 
Its current value in this case, and the code describes a gated D latch. The process sensitivity 
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LIBRARY ieee; 
USE ieee.std~ogic_1164.all ; 

ENTITY latch IS 
PORT ( D, Clk : IN STD~OGIC ; 

Q : OUT STD_LOGIC); 
END latch; 

ARCHITECTURE Behavior OF latch IS 
BEGIN 

PROCESS ( D, Clk ) 
BEGIN 

IF Clk = '1' THEN 
Q<=D; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 7.36 Code for a gated D latch. 

,ttl 
1 i 

list includes both Clk and D because these signals can cause a change in the value of the Q 
output. 

CODE FOR A D FLIP-FLOP Figure 7.37 defines an entity namedflipflop, which is a positive
edge-triggered D flip-flop. The code is identical to Figure 7.36 with two exceptions. First, 
the process sensitivity list contains only the clock signal because it is the only signal that can 
cause a change in the Q output. Second, the if-then-else statement uses a different condition 
from the one used in the latch. The syntax Clock'EVENT uses a VHDL construct called 
an attribute. An attribute refers to a property of an object, such as a signal. In this case the 
'EVENT attribute refers to any change in the Clock signal. Combining the Clock'EVENT 
condition with the condition Clock = I means that "the value of the Clock signal has just 
changed, and the value is now equal to I." Hence the condition refers to a positive clock 
edge. Because the Q output changes only as a result of a positive clock edge, the code 
describes a positive-edge-triggered D flip-flop. 

ALTERNATIVE CODE FOR A D FLIP-FLOP The process in Figure 7.38 uses a different 
syntax from that in Figure 7.37 to describe a D flip-flop. It uses the statement WAIT UNTIL 
Clock' EVENT AND Clock = '1'. This statement has the same effect as the IF statement 
in Figure 7.37. A process that uses a WAIT UNTIL statement is a special case because 
the sensitivity list is omitted. The WAIT UNTIL construct implies that the sensitivity list 
includes only the clock signal. In our use of VHDL, which is for synthesis of circuits, a 
process can use a WAIT UNTIL statement only if this is the first statement in the process. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.all ; 

ENTITY flipflop IS 
PORT ( D, Clock : IN STDLOGIC ; 

Q : OUT STD_LOGIC); 
END flipflop; 

ARCHITECTURE Behavior OF flipflop IS 
BEGIN 

PROCESS ( Clock) 
BEGIN 

IF Clock'EVENT AND Clock = 'I' THEN 
Q<=D; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 7.37 Code for a D flip-flop. 

LIBRARY ieee; 
USE ieee.stdJogic_1164.aU; 

ENTITY flipflop IS 
PORT ( D, Clock : IN STD_LOGIC ; 

Q : OUT STDLOGIC); 
END flipflop; 

ARCHITECTURE Behavior OF flipflop IS 
BEGIN 

PROCESS 
BEGIN 

WAIT UNTIL Clock'EVENT AND Clock = '1' ; 
Q <= D; 

END PROCESS; 
END Behavior; 

Figure 7.38 Equivalent code to Figure 7.37, using a WAIT UNTIL 
statement. 
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Actua])y, the attribute 'EVENT is redundant in the WAIT UNTIL statement. We c . . an 
wnte SImply 

WAIT UNTIL Clock = 'I'; 

which also implies that the action occurs when the Clock signal becomes equal to 1, namely 
at the edge when the signal changes from 0 to 1. However, some CAD synthesis tools requir~ 
the inclusion of the 'EVENT attribute, which is the reason why we use this style in the book. 

In general, whenever it is desired to include in VHDL code flip-flops that are clocked 
by the positive clock edge, the condition Clock'EVENT AND Clock' l' is used. When 
this condition appears in an IF statement, any signals that are assigned values inside the 
IF statement are implemented as the outputs of flip-flops. When the condition is used 
in a WAIT UNTIL statement, any signal that is assigned a value in the entire process is 
implemented as the output of a flip-flop. 

The differences in using the IF and WAIT UNTIL statements are discussed in more 
detail in Appendix A, section A.I0.3. 

ASYNCHRONOUS CLEAR Figure 7.39 gives a process that is similar to the one in Figure 
7.37. It describes a D flip-flop with an asynchronous active-low reset (clear) input. When 
Resetn, the reset input, is equal to 0, the flip-flop's Q output is set to O. 
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LIBRARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 

ENTITY flipflop IS 
PORT ( D, Resetn, Clock 

Q 
END flipflop; 

: IN STDLOGIC ; 
: OUT STDLOGIC) ; 

ARCHITECTURE Behavior OF flipflop IS 
BEGIN 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Q<= '0'; 

ELSIF Clock'EVENT AND Clock = '1' THEN 
Q<=D; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 7.39 D flip-flop with asynchronous reset. 
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LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 

ENTITY flipflop IS 
PORT (D, Resetn, Clock : IN STD~OGIC; 

Q : OUT STD~OGIC) ; 
END flipflop; 

ARCHITECTURE Behavior OF flipflop IS 
BEGIN 

PROCESS 
BEGIN 

WAIT UNTIL Clock'EVENT AND Clock = '1' ; 
IF Resetn = '0' THEN 

Q <= '0' ; 
ELSE 

Q <= D; 
END IF; 

END PROCESS; 
END Behavior; 

Figure 7.40 o Rip-flop with synchronous reset. 

SYNCHRONOUS CLEAR Figure 7.40 shows how a D flip-flop with a synchronous reset Ell 
input can be described. In this case the reset signal is acted upon only when a positive 
clock edge arrives. The code generates the circuit in Figure 7.15, which has an AND gate 
connected to the flip-flop's D input. 

Figure A.33a in Appendix A shows how the same circuit is specified by using an IF 
statement instead of WAIT UNTIL. 

7.13 USING REGISTERS AND COUNTERS WITH CAD TOOLS 

In this section we show how registers and counters can be included in circuits designed 
with the aid of CAD tools. Examples are given using both schematic capture and VHDL 
code. 

7.13.1 INCLUDING REGISTERS AND COUNTERS IN SCHEMATICS 

In section 5.5.1 we explained that a CAD system usually includes libraries of prebuilt 
subcircuits. We introduced the library of parameterized modules (LPM) and used the 
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Reset 

Figure 7.41 The /pm_ff parameterized flip-flop module. 

adder/subtractor module, lpm_add_sub, as an example. The LPM includes subcircuits that 
have modules that constitute flip-flops, registers, counters, and many other useful circuits. 
Figure 7.41 shows a symbol that represents the lpm-.ffmodule. This module is a register 
with one or more positive-edge-triggered flip-flops that can be of either D or T type. The 
module has parameters that allow the number of flip-flops and flip-flop type to be chosen. 
In this case we chose to have four D flip-flops. The tutorial in Appendix C explains how 
the configuration of the module is done. 

The D inputs to the four flip-flops, called data on the graphical symbol, are connected 
to the four-bit input signal Data[3 .. 0]. The module's asynchronous active-high reset (clear) 
input, aclr, is shown in the schematic. The flip-flop outputs, q, are attached to the output 
symbol labeled Q[3 .. 0]. 

In section 7.3 we said that a useful application of D flip-flops is to hold the results of an 
arithmetic computation, such as the output from an adder circuit. An example is given in 
Figure 7.42, which uses two LPM modules, lpm_add_sub and lpm_ff. The lpm_add_sub 
module was described in section 5.5.1. Its parameters, which are not shown in Figure 7.42, 
are set to configure the module as a four-bit adder circuit. The adder's four-bit data input 
dataa is driven by the Data[3 .. 0] input signal. The sum bits, result, are connected to the 
data inputs of the lpm-.ff, which is configured as a four-bit D register with asynchronous 
clear. The register generates the output of the circuit, Q[3 .. 0], which appears on the left 
side of the schematic. This signal is fed back to the datab input of the adder. The sum bits 
from the adder are also provided as an output of the circuit, Sum[3 .. 0], for ease of reference 
in the discussion that follows. If the register is first cleared to 0000, then the circuit can be 
used to add the binary numbers on the Data[3 .. 0] input to a sum that is being accumulated 
in the register, if a new number is applied to the input during each clock cycle. A circuit 
that performs this function is referred to as an accumulator circuit. 

We synthesized a circuit from the schematic and implemented the four-bit adder using 
the carry-lookahead structure. A timing simulation for the circuit appears in Figure 7.43. 
After resetting the circuit, the Data input is set to 0001. The adder produces the suIll 
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Figure 7.42 An adder with registered feedback. 
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Timing simulation of the circuit from Figure 7.42. 

0000 + 0001 = 0001, which is then clocked into the register at the 60 ns point in time. 
After the tco delay, Q[3 .. 0] becomes 0001, and this causes the adder to produce the new sum 
0001 + 0001 = 0010. The time needed to generate the new sum is determined by the speed 
of the adder circuit, which produces the sum after 12.5 ns in this case. The new sum does 
not appear at the Q output until after the next positive clock edge, at 100 ns. The adder then 
produces 0011 as the next sum. When Sum changes from 0010 to 0011, some oscillations 
appear in the timing diagram, caused by the propagation of carry signals through the adder 
circuit. These oscillations are not seen at the Q output, because Sum is stable by the time the 
next positive clock edge occurs. Moving forward to the 180 ns point in time, Sum = 0100, 
and this value is clocked into the register. The adder produces the new sum 0101. Then at 
200 ns Data is changed to 0010, which causes the sum to change to 0100 + 0010 = 0110. 
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At the next positive clock edge, Q is set to 0110; the value Sum = 0101 that was present 
temporarily in the circuit is not observed at the Q output. The circuit continues to add 0010 
to the Q output at each successive positive clock edge. 

Having simulated the behavior of the circuit, we should consider whether or not We 
can conclude with some certainty that the circuit works properly. Ideally, it is prudent to 
test all possible combinations of a circuit's inputs before declaring that it works as desired. 
However, in practice such testing is often not feasible because of the number of input 
combinations that exist. For the circuit in Figure 7.42, we could verify that a correct sum 
is produced by the adder, and we could also check that each of the four flip-flops in the 
register properly stores either 0 or 1. We will discuss issues associated with the testing of 
circuits in Chapter 11. 

For the circuit in Figure 7.42 to work properly, the following timing constraints must 
be met. When the register is clocked by a positive clock edge, a change of signal value 
at the register's output must propagate through the feedback path to the datab input of the 
adder. The adder then produces a new sum, which must propagate to the data input of the 
register. For the chip used to implement the circuit, the total delay incurred is 14 ns. The 
delay can be broken down as follows: It takes 2 ns from when the register is clocked until 
a change in its output reaches the datab input of the adder. The adder produces a new sum 
in 8 ns, and it takes 4 ns for the sum to propagate to the register'S data input. In Figure 7.43 
the clock period is 40 ns. Hence after the new sum arrives at the data input of the register, 
there remain 40 - 14 = 26 ns until the next positive clock edge occurs. The data input 
must be stable for the amount of the setup time, tsu = 3 ns, before the clock edge. Hence 
we have 26 - 3 = 23 ns to spare. The clock period can be decreased by as much as 23 ns, 
and the circuit will still work. But if the clock period is less than 40 - 23 = 17 ns, then 
the circuit will not function properly. Of course, if a different chip were used to implement 
the circuit, then different timing results would be produced. CAD systems provide tools 
that can automatically determine the minimum allowable clock period for which a circuit 
will work correctly. The tutorial in Appendix C shows how this is done using the tools that 
accompany the book. 

7.13.2 REGISTERS AND COUNTERS IN VHDL CODE 

The predefined subcircuits in the LPM library can be instantiated in VHDL code. Figure 
7.44 instantiates the lpm_sh(ftreg module, which is an n-bit shift register. The module'S 
parameters are set using the GENERIC MAP construct, as shown. The GENERIC MAP 
construct is similar to the PORT MAP construct that is used to assign signal names to the 
ports of a subcircuit. GENERIC MAP is used to assign values to the parameters of the 
subcircuit. The number of flip-flops in the shift register is set to 4 using the parameter 
LPM_ WIDTH => 4. The module can be configured to shift either left or right. The 
parameter LPM_DIRECTION => RIGHT sets the shift direction to be from the left to 
the right. The code uses the module's asynchronous active-high clear input, aclr, and the 
active-high parallel-load input, load, which allows the shift register to be loaded with the 
parallel data on the module's data input. When shifting takes place, the value on the shiftin 
input is shifted into the left-most flip-flop and the bit shifted out appears on the right-most 
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LIBRARY ieee; 
USE ieee.stdJogic_ll64.all ; 
LIBRARY Jpm ; 
USE Ipm.lpm_components.all ; 

ENTITY shift IS 
PORT (Clock 

Reset 
Shiftin, Load 
R 

: IN STD_LOGIC ; 
: IN STD_LOGIC ; 
: IN STD_LOGIC; 
: IN STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 

Q : OUT STD_LOGIC_ VECTOR(3 DOWNTO 0) ) ; 
END shift; 

ARCHITECTURE Structure OF shift IS 
BEGIN 

instance: lpm_shiftreg 
GENERIC MAP (LPM_WIDTH => 4, LPM-DlRECTION => "RIGHT") 
PORT MAP (data => R, clock => Clock, aclr => Reset, 

load => Load, shiftin => Shiftin, q => Q) ; 
END Structure ; 

Figure 7.44 Instantiation of the /pm_shiftreg module. 

bit of the q parallel output. The code uses the named association, described in section 5.5.2, 
to connect the input and output signals of the shift entity to the ports of the module. For 
example, the R input signal is connected to the module's data port. When translated into a 
circuit, the lpm_shiftreg has the structure shown in Figure 7.19. 

Predefined modules also exist for various types of counters, which are commonly 
needed in logic circuits. An example is the lpm_counter module, which is a variable-width 
counter with parallel-load inputs. 

7.13.3 USING VHDL SEQUENTIAL STATEMENTS FOR REGISTERS AND 

COUNTERS 

Rather than instantiating predefined subcircuits for registers, shift registers, counters, and 
t~e like, the circuits can be described in VHDL using sequential statements. Figure 7.39 
g~ves code for a D flip-flop. A straightforward way to describe an n-bit register is to write 
?Ierarchical code that includes n instances of the D flip-flop subcircuit. A simpler approach 
IS shown in Figure 7.45. It uses the same code as in Figure 7.39 except that the D input 
and Q output are defined as multibit signals. The code represents an eight-bit register with 
asynchronous clear. 
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LIBRARY ieee; 
USE ieee.std_IogicI164.all ; 

ENTITY reg8 IS 
PORT(D 

END reg8; 

Resetn, Clock 
Q 

: IN STD_LOGIC_ VECTOR(7 DOWNTO 0) ~ 
: IN STD_LOGIC ; 
: OUT STD_LOGIC_ VECTOR(7 DOWNTO 0) ) ~ 

ARCHITECTURE Behavior OF reg8 IS 
BEGIN 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Q < = "00000000" ; 

ELSIF Clock'EVENT AND Clock = ']' THEN 
Q<=D; 

END IF ; 
END PROCESS; 

END Behavior; 

Figure 7.45 Code for an eight-bit register with asynchronous dear. 

7.6 AN N-BIT REGISTER Since registers of different sizes are often needed in logic circuits, 
it is advantageous to define a register entity for which the number of flip-flops can be 
easily changed. Figure 7.46 shows how the code in Figure 7.45 can be extended to include 
a parameter that sets the number of flip-flops. The parameter is an integer, N, which is 
defined using the VHDL construct called GENERIC. The value of N is set to 16 using the 
:= assignment operator. By changing this parameter, the code can represent a register of 
any size. If the register is declared as a component, then it can be used as a subcircuit in 
other code. That code can either use the default value of the GENERIC parameter or else 
specify a different parameter using the GENERIC MAP construct. An example showing 
how GENERIC MAP is used is shown in Figure 7.44. 

The D and Q signals in Figure 7.46 are defined in terms of N. The statement that resets 
all the bits ofQ to 0 uses the odd-looking syntax Q <= (OTHERS => '0'). For the default 
value of N = 16, this statement is equivalent to the statement Q <= "0000000000000000". 
The (OTHERS => '0') syntax results in a '0' digit being assigned to each bitofQ, regardless 
of how many bits Q has. It allows the code to be used for any value of N, rather than only 
for N = 16. 

7.7 A FOUR-BIT SHIFT REGISTER Assume that we wish to write VHDL code that represents 
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the four-bit shift register in Figure 7.19. One approach is to write hierarchical code that 
uses four subcircuits. Each subcircuit consists of a D flip-flop with a 2-to-l multiplexer 
connected to the D input. Figure 7.47 defines the entity named muxdff, which represents 
this subcircuit. The two data inputs are named Yo and D I , and they are selected using the 
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LIBRARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 

ENTITY regn IS 
GENERIC ( N : INTEGER := 16) ; 
PORT (D : IN SID_LOGIC_VECTOR(N-l DOWNTO 0); 

Resetn, Clock : IN STD_LOGIC ; 
Q : OUT STD_LOGIC_VECTOR(N-l DOWNTO 0)); 

END rego ; 

ARCHITECTURE Behavior OF regn IS 
BEGIN 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Q <= (OTHERS => '0') ; 

ELSrF Clock' EVENT AND Clock = '1' THEN 
Q<=D; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 7.46 Code for an n-bit register with asynchronous clear. 

LIB RARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 

ENTITY muxdff IS 
PORT (DO, Dl, Sel, Clock : IN SID_LOGIC; 

Q : OUT SID_LOGIC); 
END muxdff; 

ARCHITECTURE Behavior OF muxdff IS 
BEGIN 

PROCESS 
BEGIN 

WAIT UNTIL Clock' EVENT AND Clock = '1' ; 
IF Sel = '0' THEN 

Q <= DO; 
ELSE 

Q <= DI ; 
END IF ; 

END PROCESS; 
END Behavior; 

Figure 7.47 Code for a D Rip-Rop with a 2-to-l multiplexer on the D 
input. 
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LIBRARY ieee; 
USE ieee.std_Iogicl164.all ; 

ENTITY shift4 IS 
PORT(R 

END shift4; 

L, w, Clock 
Q 

: IN STD~OGIC_VECTOR(3 DOWNTO 0); 
: IN STD_LOGIC ; 
: BUFFER STD~OGIC_VECTOR(3 DOWNTO 0) ) ; 

ARCHITECTURE Structure OF shift4 IS 
COMPONENT muxdff 

PORT ( DO, Dl, Sel, Clock : IN STD~OGIC ; 
Q : OUT STD~OGIC) ; 

END COMPONENT; 
BEGIN 

Stage3: muxdff PORT MAP ( w, R(3), L, Clock. Q(3) ) ; 
Stage2: muxdff PORT MAP ( Q(3), R(2), L, Clock, Q(2) ) ; 
Stagel: muxdffPORT MAP (Q(2), R(I), L, Clock, Q(I)); 
StageO: muxdff PORT MAP ( Q( 1), R(O), L, Clock, Q(O) ) ; 

END Structure ; 

Figure 7.48 Hierarchical code for a four-bit shift register. 

.l. 

Sel input. The process statement specifies that on the positive clock edge if Sel = 0, then 
Q is assigned the value of Do; otherwise, Q is assigned the value of Dl. 

Figure 7.48 defines the four-bit shift register. The statement labeled Stage3 instantiates 
the left-most flip-flop, which has the output Q3' and the statement labeled StageO instantiates 
the right-most flip-flop, Qo. When L = 1, it is loaded in parallel from the R input, and when 
L = 0, shifting takes place in the left to right direction. Serial data is shifted into the 
most-significant bit, Q3' from the w input. 

'.8 ALTERNATIVE CODE FOR A FOUR-BIT SHIFT REGISTER A different style of code for the 
four-bit shift register is given in Figure 7.49. The lines of code are numbered for ease 
of reference. Instead of using subcircuits, the shift register is described using sequential 
statements. Due to the WAIT UNTIL statement in line 13, any signal that is assigned a 
value inside the process has to be implemented as the output of a flip-flop. Lines 14 and 
15 specify the parallel loading of the shift register when L = 1. The ELSE clause in lines 
16 to 20 specifies the shifting operation. Line 17 shifts the value of Q 1 into the flip-floP 
with the output Qo. Lines 18 and 19 shift the values of Q2 and Q3 into the flip-flops with 
the outputs Q1 and Q2, respectively. Finally, line 20 shifts the value of w into the left-most 
flip-flop, which has the output Q3. Note that the process semantics, described in section 
6.6.6, stipulate that the four assignments in lines 17 to 20 are scheduled to occur only after 
all of the statements in the process have been evaluated. Hence all four flip-flops change 
their values at the same time, as required in the ~hift register. The code generates the same 
shift-register circuit as the code in Figure 7.48. 
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1 LIBRARY ieee; 
2 USE ieee.std_logic_1164.all ; 

3 ENTITY shift4 IS 
4 PORT ( R : IN SID_LOGIC_ VECTOR(3 DOWNTO 0) ; 
5 Clock : IN SID_LOGIC; 
6 L, w : IN STD_LOGIC ; 
7 Q: BUFFER STD_LOGIC_ VECTOR(3 DOWNTO 0) ) ; 
8 END shift4 ; 

9 ARCHITECTURE Behavior OF shift4 IS 
10 BEGIN 
11 PROCESS 
12 BEGIN 
13 WAIT UNTIL Clock'EVENT AND Clock = '1' ; 
14 IF L = ' l' THEN 
15 Q <= R; 
16 ELSE 
17 Q(O) <= Q(l) ; 
18 Q(l) <= Q(2); 
19 Q(2) <= Q(3) ; 
20 Q(3) <= w; 
21 END IF; 
22 END PROCESS; 
23 END Behavior; 

Figure 7.49 Alternative code for a shift register. 

It is instructive to consider the effect of reversing the ordering of lines 17 through 20 
in Figure 7,49, as indicated in Figure 7.50. In this case the first shift operation specified 
in the code, in line 17, shifts the value of w into the left-most flip-flop with the output Q3' 
Due to the semantics of the process statement, the assignment to Q3 does not take effect 
until all of the subsequent statements inside the process are evaluated. Hence line 18 shifts 
the present value of Q3, before it is changed as a result ofline 17, into the flip-flop with the 
output Q2' Similarly, lines 19 and 20 shift the present values ofQ2 and Ql into the flip-flops 
With the outputs QJ and Qo, respectively. The code produces the same circuit as it did with 
the ordering of the statements in Figure 7.49. 

---------------------------------------------------------------------
N-IIT SHin RIGISRR Figure 7.51 shows code that can be used to represent shift registers 
of any size. The GENERIC parameter N, which has the default value 8 in the figure, sets 
~e number of flip-flops. The code is identical to that in Figure 7.49 with two exceptions. 

Irst, Rand Q are defined in terms of N. Second, the ELSE clause that describes the shifting 
OPeration is generalized to work for any number of flip-flops. 
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1 LIBRARY ieee; 
2 USE ieee.stdJ.ogicll64.all ; 

3 ENTITY shift4 IS 
4 PORT ( R : IN STD. LOGIC. VECTOR(3 DOWNTO 0) ; 
5 Clock : IN STD. LOGIC ; 
6 L, W : IN STD. LOGIC ; 
7 Q: BUFFER STD. LOGIC_ VECTOR(3 DOWNTO 0) ) ; 
8 END shift4 ; 

9 ARCHITECTURE Behavior OF shift4 IS 
10 BEGIN 
11 PROCESS 
12 BEGIN 
13 WAIT UNTIL Clock' EVENT AND Clock = '1' ; 
14 IF L = '1' THEN 
15 Q <= R; 
16 ELSE 
17 Q(3) <= w; 
18 Q(2) <= Q(3) ; 
19 Q(1) <= Q(2); 
20 Q(O) <= Q(1) ; 
21 END IF; 
22 END PROCESS; 
23 END Behavior; 

Figure 7.50 Code that reverses the ordering of statements in Figure 7.49. 

Lines 18 to 20 specify the shifting operation for the right-most N - 1 flip-flops, which 
have the outputs QN -2 to Qo. The construct used is called a FOR LOOP. It is similar to the 
FOR GENERATE statement, introduced in section 6.6.4, which is used to generate a set of 
concurrent statements. The FOR LOOP is used to generate a set of sequential statements. 
The first loop iteration shifts the present value of QJ into the flip-flop with the output Qo· 
The next loop iteration shifts Q2 into the flip-flop with the output QJ' and so on, with the 
final iteration shifting QN-I into the flip-flop with the output QN-2. Line 21 completes the 
shift operation by shifting the value of the serial input w into the left-most flip-flop with the 
output QN -I. 

---------------------------------------------------------------------
10 UP-COUNTER Figure 7.52 shows the code for a four·bit up-counter that has a reset input, 

Resetn, and an enable input, E. In the architecture body the flip-flops in the counter are 
represented by the signal named Count. The process statement specifies an asynchronoUs 
reset of Count if Resetn = o. The ELSIF clause specifies that on the positive clock edge, 
if E = 1, the count is incremented. If E = 0, the code explicitly assigns Count <== Count. 
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7.13 USING REGISTERS AND COUNTERS WITH CAD'ToOLS 

LIBRARY ieee; 
USE ieee.std_logic_1164.all ; 

ENTITY shiftn IS 
GENERIC (N: INTEGER:= 8); 
PORT ( R : IN STD_LOGIC_ VECTOR(N -1 DOWNTO 0) ; 

Clock : IN STD_LOGIC ; 
L, w : IN STD_LOGIC ; 
Q : BUFFER STD_LOGIC_ VECTOR(N -1 DOWNTO 0) ) ; 

END shiftn; 

ARCHITECTURE Behavior OF shiftn IS 
BEGIN 

PROCESS 
BEGIN 

WAIT UNTIL Clock'EVENT AND Clock = '1' ; 
IF L = '1' THEN 

Q<=R; 
ELSE 

Genbits: FOR i IN 0 TO N-2 LOOP 
Q(i) <= Q(i + 1) ; 

ENDLOOP; 
Q(N-l) <= w; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 7.51 Code For an n-bit leFt-to-right shift register. 

This statement is not required to correctly describe the counter, because of the implied 
memory semantics, but it may be included for clarity. The Q outputs are assigned the value 
of Count at the end of the code. The code produces the circuit shown in Figure 7.23 if the 
VHOL compiler opts to use T flip-flops, and it generates the circuit in Figure 7.24 (with the 
reset input added) if the compiler chooses D flip-flops. 

~SING INTEGER SIGNALS IN A COUNTER Counters are often defined in VHDL using Ex. 
e INTEGER type, which was introduced in section 5.5.4. The code in Figure 7.53 defines 

~n uP-counter that has a parallel-load input in addition to a reset input. The parallel data, 
h' as well as the counter's output, Q, are defined using the INTEGER type. Since they 
7 ~e the ~ange from 0 to 15, both of these signals represent four-bit quantities. In Figure 
. 2 the sIgnal Count is defined to represent the flip-flops in the counter. This signal is not 
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LIBRARY ieee; 
USE ieee.std~ogic_1 ] 64.all ; 
USE ieee.stdJ.ogicunsigned.all ; 

ENTITY upcount IS 
PORT ( Clock, Resetn, E : IN STD_LOGIC ; 

Q : OUT STD_LOGIC_VECTOR (3 DOWNTO 0)) ; 
END upcount ; 

ARCHITECTURE Behavior OF upcount IS 
SIGNAL Count: STD_LOGIC_ VECTOR (3 DOWNTO 0) ; 

BEGIN 
PROCESS ( Clock, Resetn ) 
BEGIN 

IF Resetn = '0' THEN 
Count <= "0000" ; 

ELSIF (Clock'EVENT AND Clock = ' 1 ') THEN 
IF E = '1' THEN 

Count <= Count + I ; 
ELSE 

Count < = Count; 
ENDIF; 

END IF; 
END PROCESS; 
Q <= Count; 

END Behavior; 

Figure 7.52 Code For a Four-bit up-counter. 

needed if the Q outputs have the BUFFER mode, as shown in Figure 7.53. The if-then-else 
statement at the beginning of the process includes the same asynchronous reset as in Figure 
7.53. The ELSIF clause specifies that on the positive clock edge, if L = 1, the flip-flops in 
the counter are loaded in parallel from the R inputs. If L = 0, the count is incremented. 

7.12 DOWN-COUNTER Figure 7.54 shows the code for a down-counter named downcnt. To 
make it easy to change the starting count, it is defined as a GENERIC parameter named 
modulus. On the positive clock edge, if L = I, the counter is loaded with the value 
modulus-I, and if L = 0, the count is decremented. The counter also includes an enable 
input, E. Setting E = 1 allows the count to be decremented when an acti ve clock edge 
occurs. 

• 
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7.14 DESIGN EXAMPLES 

LIBRARY ieee; 
USE ieee.std_Iogic_1164.all ; 

ENTITY upcount IS 
PORT ( R : IN INTEGER RANGE 0 TO 15 ; 

Clock, Resetn, L : IN STD_LOGIC ; 

Q : BUFFER INTEGER RANGE 0 TO 15); 
END upcount ; 

ARCHITECTURE Behavior OF upcount IS 
BEGIN 

PROCESS ( Clock, Resetn ) 
BEGIN 

IF Resetn = '0' THEN 
Q<= 0; 

ELSIF (Clock'EVENT AND Clock = '1 ') THEN 
IF L = '1' THEN 

Q <= R; 
ELSE 

Q <= Q + 1 ; 
END IF; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 7.53 A four·bit counter with parallelload, using INTEGER signals. 

7.14 DESIGN EXAMPLES 

This section presents two examples of digital systems that make use of some of the building 
blocks described in this chapter and in Chapter 6. 

7.14. 1 Bus STRUCTURE 

Digital systems often contain a set of registers used to store data. Figure 7.55 gives an 
example of a system that has k n-bit registers, Rl to Rk. Each register is connected to a 
common set of n wires, which are used to transfer data into and out of the registers. This 
common set of wires is usually called a bus. In addition to registers, in a real system other 
types of circuit blocks would be connected to the bus. The figure shows how n bits of data 
can be placed on the bus from another circuit block, using the control input Extern. The 
data stored in any of the registers can be transferred via the bus to a different register or to 
another circuit block that is connected to the bus. 
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LIBRARY ieee; 
USE ieee.std_Iogic_1164.all ; 

ENTITY downcnt IS 
GENERIC (modulus: INTEGER:= 8); 
PORT ( Clock, L, E : IN SID_LOGIC; 

Q : OUT INTEGER RANGE 0 TO modulus-I) ; 
END downcnt; 

ARCHITECTURE Behavior OF downcnt IS 
SIGNAL Count: INTEGER RANGE 0 TO modulus-l ; 

BEGIN 
PROCESS 
BEGIN 

WAIT UNTIL (Clock' EVENT AND Clock = '1'); 
IF L = '1' THEN 

Count < = modulus-l ; 
ELSE 

IF E = '1' THEN 
Count <= Count-l ; 

END IF; 
END IF; 

END PROCESS; 
Q <= Count; 

END Behavior; 

Figure 7.54 Code for a down-counter. 

It is essential to ensure that only one circuit block attempts to place data onto the bus 
wires at any given time. In Figure 7.55 each register is connected to the bus through an n-bit 
tri-state buffer. A control circuit is used to ensure that only one of the tri-state buffer enable 
inputs, Rl out , ••• , Rkout , is asserted at a given time. The control circuit also produces the 
signals RI in , ••• , Rkin , which control when data is loaded into each register. In general, the 
control circuit could perform a number of functions, such as transferring the data stored in 
one register into another register and the like. Figure 7.55 shows an input signal named 
Function that instructs the control circuit to perform a particular task. The control circuit is 
synchronized by a clock input, which is the same clock signal that controls the k registers. 

Figure 7.56 provides a more detailed view of how the registers from Figure 7.55 can 
be connected to a bus. To keep the picture simple, 2 two-bit registers are shown, but the 
same scheme can be used for larger registers. For register RI, two tri-state buffers enabled 
by Rl out are used to connect each flip-flop output to a wire in the bus. The D input on 
each flip-flop is connected to a 2-to-l multiplexer, whose select input is controlled by Riirl' 
If Rl in = O. the flip-flops are loaded from their Q outputs; hence the stored data does 
not change. But if Rl in = 1, data is loaded into the flip-flops from the bus. Instead of 
using multiplexers on the flip-flop inputs, one ceuld attempt to connect the D inputs on 
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Data 

Extern 

Bus 

Clock~----t> 

Rl in Rl out Rkin 

• • • 

Control circuit 
Function _ .... ,. 

Figure 7.55 A digital system with k registers. 

the flip-flops directly to the bus. Then it is necessary to control the clock inputs on all 
flip-flops to ensure that they are clocked only when new data should be loaded into the 
register. This approach is not good because it may happen that different flip-flops will be 
clocked at slightly different times, leading to a problem known as clock skew. A detailed 
discussion of the issues related to the clocking of flip-flops is provided in section 10.3. 

The system in Figure 7.55 can be used in many different ways, depending on the design 
of the control circuit and on how many registers and other circuit blocks are connected to 
the bus. As a simple example, consider a system that has three registers, Rl, R2, and R3. 
Each register is connected to the bus as indicated in Figure 7.56. We will design a control 
circuit that performs a single function-it swaps the contents of registers R 1 and R2, using 
R3 for temporary storage. 

The required swapping is done in three steps, each needing one clock cycle. In the first 
step the contents of R2 are transferred into R3. Then the contents of R 1 are transferred into 
R2, Finally, the contents of R3, which are the original contents of R2, are transferred into 
RI., Note that we say that the contents of one register, R i , are "transferred" into another 
regIster, Rj . This jargon is commonly used to indicate that the new contents of Rj will be 
~ copy of the contents of R i . The contents of Ri are not changed as a result of the transfer. 

herefore, it would be more precise to say that the contents of Ri are "copied" into Rj . 

437 



~ 
00 

~ 

,I::Ir, 
(,) 
00 

Clock 

Bus 

Rl out R20ut 

D Q D Q D Q D Q 

-

Q Q Q Q 

R2 in 

"---- ~ ~ '--- --v- ---' 
Rl R2 

Figure 7.56 Details for connecting registers to a bus. 

.~ 

~ 



7.14 DESIGN EXAMPLES 

Using a Shift Register for Control 
There are many ways to design a suitable control circuit for the swap operation. One 

ossibility is to use the left-to-right shift register shown in Figure 7.57. Assume that the 
;eset input is used to clear the flip-flops to O. Hence the control signals R lin, R lour. and so 
on are not asserted. because the shift register outputs have the value O. The serial input w 
normally has the value O. We assume that changes in the value of w are synchronized to 
occur shortly after the active clock edge. This assumption is reasonable because w would 
normally be generated as the output of some circuit that is controlled by the same clock 
signal. When the desired swap should be performed, w is set to 1 for one clock cycle, and 
then w returns to O. After the next active clock edge, the output of the left-most flip-flop 
becomes equal to 1, which asserts both R20ut and R3in . The contents of register R2 are 
placed onto the bus wires and are loaded into register R3 on the next active clock edge. 
This clock edge also shifts the contents of the shift register, resulting in R1ou' = R2in = 1. 
Note that since w is now 0, the first flip-flop is cleared, causing R20ut = R3in = o. The 
contents of RI are now on the bus and are loaded into R2 on the next clock edge. After this 
clock edge the shift register contains 001 and thus asserts R30ut and Rlin. The contents of 
R3 are now on the bus and are loaded into RI on the next clock edge. 

Using the control circuit in Figure 7.57, when w changes to I the swap operation does 
not begin until after the next active clock edge. We can modify the control circuit so that 
it starts the swap operation in the same clock cycle in which w changes to 1. One possible 
approach is illustrated in Figure 7.58. The reset signal is used to set the shift-register 
contents to 100, by presetting the left-most flip-flop to 1 and clearing the other two ftip
flops. As long as w = 0, the output control signals are not asserted. When w changes to 1, 
the signals R20ut and R3in are immediately asserted and the contents of R2 are placed onto 
the bus. The next active clock edge loads this data into R3 and also shifts the shift register 
contents to 010. Since the signal Rl out is now asserted, the contents of RI appear on the 
bus. The next clock edge loads this data into R2 and changes the shift register contents to 
001. The contents of R3 are now on the bus; this data is loaded into RI at the next clock 
edge, which also changes the shift register contents to 100. We assume that w had the value 
I for only one clock cycle; hence the output control signals are not asserted at this point. 

w D Q D Q D Q 

I"> 
-

I"> ~ 
-

Q ~ Q - Q Clock 

,) Y I Reset 

Figure 7.57 A shift-register control circuit. 

439 



C HAP T E R 7 • FLIP-FLOPS, REGISTERS, COUNTERS, AND A SIMPLE PROCESSOR 

R3 out ' RI. 
1/1 

Re set 

w 

~- ~LD 1 ~ "- DFQ D Q D Q .- ./ t---- - - -
ck Q ~ >- Q r-- ~ Q Clo 

Figure 7.58 A modified control circuit. 

w 
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"] >--:r' L-=r D Q D Q D Q I--./"" ---/ -

- - -
Clo ck Q t-- r- I> Q r--- I> Q 

,J 

Re set 

Figure 7.59 A modified version of the circuit in Figure 7.58. 

It may not be obvious to the reader how to design a circuit such as the one in Figure 7.58, 
because we have presented the design in an ad hoc fashion. In section 8.3 we will show 
how this circuit can be designed using a more formal approach. 

The circuit in Figure 7.58 assumes that a preset input is available on the left-mo~t 
flip-flop. If the flip-flop has only a clear input, then we can use the equivalent circUIt 
shown in Figure 7.59. In this circuit we use the Q output of the left-most flip-flop and also 
complement the input to this flip-flop by using a NOR gate instead of an OR gate. 
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Using a Multiplexer to Implement a Bus 
In Figure 7.55 we used tri-state buffers to control access to the bus. An alternative 

proach is to use multiplexers, as depicted in Figure 7.60. The outputs of each register 
aPe connected to a mUltiplexer. This multiplexer's output is connected to the inputs of the 
:gisterS, thus realizing the bus. The multiplexer select inputs determine which register's 
antents appear on the bus. Although the figure shows just one multiplexer symbol, we 
~ctuallY need one multiplexer for each bit in the registers. For example, assume that 
there are 4 eight-bit registers, Rl to R4, plus the externally-supplied eight-bit Data. To 
interconnect them, we need eight 5-to-l multiplexers. In Figure 7.57 we used a shift 
register to implement the control circuit. A similar approach can be used with multiplexers. 
The signals that control when data is loaded into a register, like R1ill' can still be connected 
directly to the shift-register outputs. However, instead of using control signals like Rl out 

to place the contents of a register onto the bus, we have to generate the select inputs for the 
multiplexers. One way to do so is to connect the shift-register outputs to an encoder circuit 
that produces the select inputs for the multiplexer. We discussed encoder circuits in sec-

tion 6.3. 
The tri-state buffer and multiplexer approaches for implementing a bus are both equally 

valid. However, some types of chips, such as most PLDs, do not contain a sufficient number 
of tri-state buffers to realize even moderately large buses. In such chips the multiplexer
based approach is the only practical alternative. In practice, circuits are designed with CAD 
tools. If the designer describes the circuit using tri-state buffers, but there are not enough 
such buffers in the target device, then the CAD tools automatically produce an equivalent 
circuit that uses multiplexers. 

Bus 

J Jl )l ~). 

Rl ........... R2 in----- Rk;n-----III Rl R2 ••• Rk 
r~ rt> I~ 

I 
I 

Clock 

Data I J ~~ J)r • • • 
~ 7 

So~ Multiplexers / S. 1 J-

Figure 7.60 Using multiplexers to implement a bus. 
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VHDLCode 
This section presents VHDL code for our circuit example that swaps the contents f 

two registers. We first give the code for the. style of circuit in Figure 7.55 that Uses t~_ 
state buffers to implement the bus and then gIve the code for the style of circuit in Figu 
7.60 that uses multiplexers. The code is written in a hierarchical fashion. using subcircui:

e 

for the registers, tri-state buffers, and the shift register. Figure 7.61 gives the code fo~ 
an n-bit register of the type in Figure 7.56. The number of bits in the register is set b 
the generic parameter N, which has the default value of 8. The process that describes th~ 
register specifies that if the input Rin = I, then the flip-flops are loaded from the n-bit input 
R. Otherwise, the flip-flops retain their presently stored values. The circuit syntheSized 
from this code has a 2-to-l multiplexer controlled by Rin connected to the D input on each 
flip-flop, as depicted in Figure 7.56. 

Figure 7.62 gives the code for a subcircuit that represents n tri-state buffers, each 
enabled by the input E. The number of buffers is set by the generic parameter N. The 
inputs to the buffers are the n-bit signal X, and the outputs are the n-bit signal F. The 
architecture uses the syntax (OTHERS => 'Z') to specify that the output of each buffer is 
set to the value Z if E = 0; otherwise, the output is set to F = X. 

Figure 7.63 provides the code for a shift register that can be used to implement the 
control circuit in Figure 7.57. The number of flip-flops is set by the generic parameter K, 
which has the default value of 4. The shift register has an active-low asynchronous reset 
input. The shift operation is defined with a FOR LOOP in the style used in Example 7.9. 
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LIBRARY ieee; 
USE ieee.std~ogicI164.all ; 

. .z. 

ENTITY regn IS 
GENERIC ( N : INTEGER: = 8 ) ; 
PORT (R : IN STD_LOGIC_VECTOR(N-l DOWNTO 0); 

Rin, Clock : IN STD_LOGIC ; 
Q : OUT STD_LOGIC_ VECTOR(N -1 DOWNTO 0) ) ; 

END regn; 

ARCHITECTURE Behavior OF regn IS 
BEGIN 

PROCESS 
BEGIN 

WAIT UNTIL Clock'EVENT AND Clock = '1' ; 
IF Rin = '1' THEN 

Q<=R; 
END IF; 

END PROCESS; 
END Behavior; 

Figure 7.61 Code for an n-bit register of the type in Figure 7.56. 
... 
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7.14 DESIGN EXAMPLES 

LIBRARY ieee; 
USE ieee.std_logicI164.all ; 

ENTITY trin IS 
GENERIC ( N : INTEGER := 8 ) ; 
PORT (X : IN STD_LOGIC_ VECTOR(N -1 DOWNTO 0) ; 

E : IN STD_LOGIC ; 
F : OUT STD_LOGIC_ VECTOR(N -1 DOWN TO 0) ) ; 

END trin; 

ARCHITECTURE Behavior OF trin IS 
BEGIN 

F <= (OTHERS => 'Z') WHEN E = '0' ELSE X ; 
END Behavior; 

Figure 7.62 Code for an n-bit tri-state buffer. 

LIBRARY ieee; 
USE ieee.std_logic_1164.all ; 

ENTITY shiftr IS - - left-to-right shift register with async reset 
GENERIC (K: INTEGER:= 4); 
PORT ( Resetn, Clock, w : IN STD_LOGIC ; 

Q : BUFFER STD_LOGIC_VECTOR(1 TO K) ) ; 
END shiftr; 

ARCHITECTURE Behavior OF shiftr IS 
BEGIN 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Q <= (OTHERS => '0'); 

ELSIF Clock'EVENT AND Clock = '1' THEN 
Genbits: FOR i IN K DOWNTO 2 LOOP 

Q(i) <= Q(i-l) ; 
END LOOP ; 
Q(l) <= w; 

END IF; 
END PROCESS; 

END Behavior· , 

Figure 7.63 Code for the shift register in Figure 7.57. 
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To use the entities in Figures 7.61 through 7.63 as subcircuits, we have to provid 
component declarations for each one. For convenience, we placed these declarations inside 
a single package, named components, which is shown in Figure 7.64. This package is use~ 
in the code given in Figure 7.65. It represents the digital system in Figure 7.55 with 3 
eight-bit registers, RI, R2, and R3. 

The circuit in Figure 7.55 includes tri-st~te ~uffers that are used to place n bits of 
externally supplied data on the bus. In the code In FIgure 7.65, these buffers are instantiated 
in the statement labeled trLext. Each of the eight buffers is enabled by the input signal 
Extern, and the data inputs on the buffers are attached to the eight-bit signal Data. When 
Extern = I, the value of Data is placed on the bus, which is represented by the signal 
Bus Wires. The BusWires port represents the circuit's output. This port has the mode 
INOUT, which is required because BusWires is connected to the outputs oftri-state buffers 
and these buffers are connected to the inputs of the registers. 

We assume that a three-bit control signal named RinExt exists, which is used to allow 
the externally supplied data to be loaded from the bus into registers R 1, R2, or R3. The 

LIBRARY ieee; 
USE ieee.std~ogic_l164.all ; 

PACKAGE components IS 

COMPONENT regn - - register 
GENERIC ( N : INTEGER: = 8 ) ; 
PORT ( R : IN STD_LOGIC_ VECTOR(N -1 DOWNTO 0) ; 

Rin, Clock : IN STD_LOGIC; 
Q : OUT STD_LOGIC_VECTOR(N-l DOWNTO 0»); 

END COMPONENT; 

COMPONENT shiftr - - left-to-right shift register with async reset 
GENERIC ( K : INTEGER := 4 ) ; 
PORT ( Resetn, Clock, w : IN STD_LOGIC ; 

Q : BUFFER STD_LOGIC_ VECTOR( 1 TO K) ) ; 
END component; 

COMPONENT trin - - tri-state buffers 
GENERIC ( N : INTEGER := 8 ) ; 
PORT (X : IN STD_LOGIC_ VECTOR(N -1 DOWNTO 0) ; 

E : IN STD_LOGIC ; 
F : OUT STD_LOGIC_ VECTOR(N -1 DOWNTO 0) ) ; 

END COMPONENT; 

END components; 

Figure 7.64 Package and component declarations. 

444 



de 
de 
ed 
3 

of 
ed 
lal 
en 
lal 
de 
~rs 

IW 

he 

7.14 DESIGN EXAMPLES 

LIBRARY ieee; 
USE ieee.std_Iogic 1 1 64.all ; 
USE work.components.all ; 

ENTITY swap IS 
PORT ( Data : IN STD_LOGIC_ VECTOR (7 DOWNTO 0) ; 

Resetn, w : IN STD_LOGIC ; 
Clock, Extern : IN STD_LOGIC ; 
RinExt : IN STD_LOGIC_ VECTOR(l TO 3) ; 
BusWires : INOUT STD_LOGIC_VECTOR(7 DOWNTO 0) ) ; 

END swap ; 

ARCHITECTURE Behavior OF swap IS 
SIGNAL Rin, Rout, Q : STD_LOGIC_VECTOR(l TO 3) ; 
SIGNAL RI, R2, R3 : STD_LOGIC_VECTOR(7 DOWNTO 0); 

BEGIN 
control: shiftr GENERIC MAP ( K => 3 ) 

PORT MAP ( Resetn, Clock, w, Q ) ; 
Rin(l) <= RinExt(l) OR Q(3) ; 
Rin(2) <= RinExt(2) OR Q(2) ; 
Rin(3) <= RinExt(3) OR Q(l) ; 
Rout(l) <= Q(2) ; Rout(2) <= Q(l) ; Rout(3) <= Q(3) ; 

trLext: trin PORT MAP (Data, Extern, BusWires) ; 
regl: regn PORT MAP (BusWires, Rin(l), Clock, Rl ) ; 
reg2: regn PORT MAP ( BusWires, Rin(2), Clock, R2 ) ; 
reg3: regn PORT MAP (BusWires, Rin(3), Clock, R3 ) ; 
tril: trin PORT MAP (RI, Rout(l), BusWires); 
tri2: trin PORT MAP ( R2, Rout(2), BusWires ) ; 
tri3: trin PORT MAP ( R3, Rout(3), BusWires ) ; 

END Behavior; 

Figure 7.65 A digital system like the one in Figure 7.55. 

RinExtinput is not shown in Figure 7.55, to keep the figure simple, but it would be generated 
by the same external circuit block that produces Extern and Data. When RinExt( 1) = 1, 
the data on the bus is loaded into register RI; when RinExt(2) = 1, the data is loaded into 
R2; and When RinExt(3) = I, the data is loaded into R3. 

In Figure 7.65 the three-bit shift register is instantiated in the statement labeled control. 
The outputs of the shift register are the three-bit signal Q. The next three statements connect 
Q to the control signals that determine when data is loaded into each register, which are 
represented by the three-bit signal Rin. The signals Rin(l), Rin(2), and Rin(3) in the 
Code correspond to the signals RI in, R2 in , and R3 in in Figure 7.55. As specified in Figure 
7.57, the left-most shift-register output, Q(l), controls when data is loaded into register R3. 
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Similarly, Q(2) controls register R2, and Q(3) controls RI. Each bit in Rin is ORed with the 
corresponding bit in RinExt so that externally supplied data can be stored in the register 
as discussed above. The code also connects the shift-register outputs to the enable inputs

S 

called Rout, on the tri-state buffers that connect the registers to the bus. Figure 7 .57 show~ 
that Q(l) is used to put the contents of R2 onto the bus; hence Rout(2) is assigned the value 
of Q(l). Similarly, Rout(l) is assigned the value of Q(2), and Rout(3) is assigned the value 
of Q(3). The remaining statements in the code instantiate the registers and tri-state bUffers 
in the system. 

VHDL Code Using Multiplexers 

Figure 7.66 shows how the code in Figure 7.65 can be modified to use multiplexers 
instead of tri-state buffers. Using the circuit structure shown in Figure 7.60, the bus is 
implemented using eight 4-to-l multiplexers. Three of the data inputs on each 4-to-l 
multiplexer are connected to one bit from registers RI, R2, and R3. The fourth data input is 
connected to one bit of the Data input signal to allow externally supplied data to be written 
into the registers. When the shift register'S contents are 000, the multiplexers select Data 
to be placed on the bus. This data is loaded into the register selected by RinExt. It is loaded 
into Rl if RinExt(l) = 1, R2 if RinExt(2) = 1, and R3 if RinExt(3) = 1. 

The Rout signal in Figure 7.65, which is used as the enable inputs on the tri-state buffers 
connected to the bus, is not needed for the multiplexer implementation. Instead, we have 
to provide the select inputs on the multiplexers. In the architecture body in Figure 7.66, 
the shift-register outputs are called Q. These signals are used to generate the Rin control 
signals for the registers in the same way as shown in Figure 7.65. We said in the discussion 
concerning Figure 7.60 that an encoder is needed between the shift-register outputs and the 
multiplexer select inputs. A suitable encoder is described in the selected signal assignment 
labeled encoder. It produces the multiplexer select inputs, which are named 5. It sets 
S = 00 when the shift register contains 000, S = 10 when the shift register contains 100, 
and so on, as given in the code. The multiplexers are described by the selected signal 
assignment labeled muxes. This statement places the value of Data onto the bus (BusWires) 
if S = 00, the contents of register R 1 if 5 = 01, and so on. Using this scheme, when the 
swap operation is not active, the multiplexers place the bits from the Data input on the bus. 

In Figure 7.66 we use two selected signal assignments, one to describe an encoder and 
the other to describe the bus multiplexers. A simpler approach is to use a single selected 
signal assignment as shown in Figure 7.67. The statement labeled muxes specifies directly 
which signal should appear on Bus Wires for each pattern of the shift-register outputs. The 
circuit synthesized from this statement is similar to an 8-to-l multiplexer with the three 
select inputs connected to the shift-register outputs. However, only half of the multiplexer 
circuit is actually generated by the synthesis tools because there are only four data inputs. 
The circuit generated from the code in Figure 7.67 is the same as the one generated from 
the code in Figure 7.66. 

Figure 7.68 gives an example of a timing simulation for a circuit synthesized from the 
code in Figure 7.67. In the first half of the simulation, the circuit is reset, and the contents 
of registers R 1 and R2 are initialized. The hex value 55 is loaded into R I, and the value AA 
is loaded into R2. The clock edge at 275 ns, marked by the vertical reference line in Figure 
7.68, loads the value w = 1 into the shift register. The contents of R2 (AA) then appear on 
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7.14 DESIGN EXAMPLES 

LIBRARY ieee; 
USE ieee.stdJ.ogicI164.all ; 
USE work.components.all ; 
ENTITY swapmux IS 

PORT (Data : IN STD_LOGIC_VECTOR(7 DOWNTO 0); 
Resetn, W : IN STD_LOGIC ; 
Clock : IN STD_LOGIC; 
RinExt : IN STD_LOGIC_VECTOR(l TO 3) ; 
BusWires : BUFFER STD_LOGIC_VECTOR(7 DOWNTO 0»; 

END swapmux ; 

ARCHITECTURE Behavior OF swapmux IS 
SIGNAL Rin, Q: STD_LOGIC_VECTOR(l TO 3); 
SIGNAL S : STD_LOGIC_VECTOR( 1 DOWNTO 0) ; 
SIGNAL Rl, R2, R3 : STD_LOGIC_VECTOR(7 DOWNTO 0); 

BEGIN 
control: shiftr GENERIC MAP ( K => 3 ) 

PORT MAP (Resetn, Clock, w, Q) ; 
Rin(l) <= RinExt(l) OR Q(3) ; 
Rin(2) <= RinExt(2) OR Q(2) ; 
Rin(3) <= RinExt(3) OR Q(I) ; 

regl: regn PORT MAP ( BusWires, Rin(l), Clock, Rl ) ; 
reg2: regn PORT MAP ( BusWires, Rin(2), Clock, R2 ) ; 
reg3: regn PORT MAP (BusWires, Rin(3), Clock, R3 ) ; 
encoder: 
WITH Q SELECT 

S <= "00" WHEN "000", 
" 1 0" WHEN" 1 00", 
"01" WHEN "01 0", 
" 11 " WHEN OTHERS; 

muxes: - -eight 4-to-l multiplexers 
WITH S SELECT 

BusWires <= Data WHEN "00", 
Rl WHEN "01 ", 
R2 WHEN "10", 
R3 WHEN OTHERS ; 

END Behavior; 

Figure 7.66 Using multiplexers to implement a bus. 
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ARCHITECTURE Behavior OF swapmux IS 
SIGNAL Rin, Q: STD_LOGIC_VECTOR(1 TO 3); 
SIGNAL RI, R2. R3 : STD_LOGIC_VECTOR(7 DOWNTO 0); 

BEGIN 
control: shiftr GENERIC MAP ( K => 3 ) 

PORT MAP ( Resetn, Clock, w, Q ) ; 
Rin(1) <= RinExt(l) OR Q(3) ; 
Rin(2) <= RinExt(2) OR Q(2) ; 
Rin(3) <= RinExt(3) OR Q(l) ; 

regl: regn PORT MAP (BusWires, Rin(1), Clock, RI ) ; 
reg2: regn PORT MAP ( BusWires, Rin(2), Clock, R2 ) ; 
reg3: regn PORT MAP ( BusWires, Rin(3), Clock, R3 ) ; 

muxes: 
WITH Q SELECT 

Bus Wires < = Data WHEN "000", 
R2 WHEN" 1 00", 
Rl WHEN "010", 
R3 WHEN OTHERS ; 

END Behavior; 

Figure 7.67 A simplified version of the architecture in Figure 7.66. 

Ref: 275.0ns 

Name: Value: 
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Resetn 1 

Clock 1 

RinExt 8 000 
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Figure 7.68 Timing simulation for the VHDL code in Figure 7.67. 
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he bus and are loaded into R3 by the clock edge at 325 ns. Following this clock edge, the 
t ontents of the shift register are 010, and the data stored in Rl (55) is on the bus. The clock 
~dge at 375 ns loads this data into R2 and changes the shift register to 001. The contents 
of R3 (AA) now appear on the bus and are loaded into Rl by the clock edge at 425 ns. The 
shift register is now in state 000, and the swap is completed. 

7.14.2 SIMPLE PROCESSOR 

A second example of a digital system like the one in Figure 7.55 is shown in Figure 7.69. 
It has four n-bit registers, RO, ... , R3, that are connected to the bus using tri-state buffers. 
External data can be loaded into the registers from the n-bit Data input, which is connected 
to the bus using tri-state buffers enabled by the Extern control signal. The system also 
includes an adder/subtractor module. One of its data inputs is provided by an n-bit register, 
A, that is attached to the bus, while the other data input, B, is directly connected to the bus. 
If the AddSub signal has the value 0, the module generates the sum A + B; if AddSub = 1, 
the module generates the difference A-B. To perform the subtraction, we assume that 
the adder/subtractor includes the required XOR gates to form the 2's complement of B, as 
discussed in section 5.3. The register G stores the output produced by the adder/subtractor. 
The A and G registers are controlled by the signals A in , Gin, and Gout. 

The system in Figure 7.69 can perform various functions, depending on the design of 
the control circuit. As an example, we will design a control circuit that can perform the four 
operations listed in Table 7.2. The left column in the table shows the name of an operation 
and its operands; the right column indicates the function performed in the operation. For 
the Load operation the meaning of Rx +- Data is that the data on the external Data input 
is transferred across the bus into any register, Rx, where Rx can be RO to R3. The Move 
operation copies the data stored in register Ry into register Rx. In the table the square 
brackets, as in [Rx], refer to the contents of a register. Since only a single transfer across 
the bus is needed, both the Load and Move operations require only one step (clock cycle) to 
be completed. The Add and Sub operations require three steps, as follows: In the first step 
the contents of Rx are transferred across the bus into register A. Then in the next step, the 
contents of Ry are placed onto the bus. The adder/subtractor module performs the required 
function, and the results are stored in register G. Finally, in the third step the contents of G 
are transferred into Rx. 

A digital system that performs the types of operations listed in Table 7.2 is usually 
called a processor. The specific operation to be performed at any given time is indicated 
~sing the control circuit input named Function. The operation is initiated by setting the w 
mput to 1, and the control circuit asserts the Done output when the operation is completed. 

In Figure 7.55 we used a shift register to implement the control circuit. It is possible 
to Use a similar design for the system in Figure 7.69. To illustrate a different approach, 
We will base the design of the control circuit on a counter. This circuit has to generate the 
required control signals in each step of each operation. Since the longest operations (Add 
and Sub) need three steps (clock cycles), a two-bit counter can be used. Figure 7.70 shows 
a tWo-bit up-counter connected to a 2-to-4 decoder. Decoders are discussed in section 
6.2. The decoder is enabled at all times by setting its enable (En) input permanently to the 
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7.14 DESIGN EXAMPLES 

A part of the control circuit for the processor. 

value 1. Each of the decoder outputs represents a step in an operation. When no operation 
is currently being performed. the count value is 00; hence the To output of the decoder is 
asserted. In the first step of an operation, the count value is 01, and TJ is asserted. During the 
second and third steps of the Add and Sub operations, T2 and T3 are asserted, respectively. 

In each of steps To to T3, various control signal values have to be generated by the 
COntrol circuit, depending on the operation being performed. Figure 7.71 shows that the 
operation is specified with six bits. which form the Function input. The two left-most bits, 
F =: fIfo, are used as a two-bit number that identifies the operation. To represent Load, 
Move, Add, and Sub, we use the codeS/I/O = 00,01. 10, and 11, respectively. The inputs 
RxJRxO are a binary number that identifies the Rx operand, while Ry)Ryo identifies the Ry 
?perand. The Function inputs are stored in a six-bit Function Register when the FRin signal 
IS asserted. 

Figure 7.71 also shows three 2-to-4 decoders that are used to decode the information 
enCoded in the F, Rx, and Ry inputs. We will see shortly that these decoders are included 
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Figure 7.71 The function register and decoders. 

as a convenience because their outputs provide simple-looking logic expressions for the 
various control signals. 

The circuits in Figures 7.70 and 7.71 form a part of the control circuit. Using the input 
wand the signals To, ... , T3, /0, ... , h, Xo, ... ,X3, and Yo, ... , Y3, we will show how to 
derive the rest of the control circuit. It has to generate the outputs Extern, Done, Ain , Gin. 
GaUl. AddSub, ROin , ... , R3in , and ROOUI , ••• , R3out • The control circuit also has to generate 
the Clear and FRin signals used in Figures 7.70 and 7.71. 

Clear and FRin are defined in the same way for all operations. Clear is used to ensure 
that the count value remains at 00 as long as w = 0 and no operation is being executed. Also, 
it is used to clear the count value to 00 at the end of each operation. Hence an appropriate 
logic expression is 

Clear = w To + Done 

The FR in signal is used to load the values on the Function inputs into the Function Register 
when w changes to 1. Hence 

FRin = wTo 

The rest of the outputs from the control circuit depend on the specific step being performed 
in each operation. The values that have to be generated for each signal are shown in Table 
7.3. Each row in the table corresponds to a specific operation, and each column represents 
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Table 7.3 Control signals asserted in each operation/time step. 

Tl T2 T3 

(Load): 10 Extern, Rin = X. 
Done 

(Move): It Rin = X, Rout = Y. 
Done 

(Add): h Rout =X,Ain Rout = Y, C in • Couto Rin = X, 
AddSub = 0 Done 

(Sub): h Rout = X.Ain Rout = Y. Cin. Cour. R in = X. 
AddSub = 1 Done 

one time step. The Extern signal is asserted only in the first step of the Load operation. 
Therefore, the logic expression that implements this signal is 

Extern = loTI 

Done is asserted in the first step of Load and Move, as well as in the third step of Add and 
Sub. Hence 

The Ain , Gin, and Gout signals are asserted in the Add and Sub operations. Ain is asserted in 
step TI, Gin is asserted in T2 , and Gout is asserted in T3. The AddSub signal has to be set to 
o in the Add operation and to 1 in the Sub operation. This is achieved with the following 
logic expressions 

Ain = (h + h)T1 

Gin = (h + h)T2 

Gout = (h + h)T3 

AddSub = h 

The values of RO in , ... ,R3 in are determined using either the Xo, ... , X3 signals or the 
Yo, ... , Y3 signals. In Table 7.3 these actions are indicated by writing either Rill = X or 
Rill = Y. The meaning of Rill = X is that ROil! = Xo, Rl in = Xl, and so on. Similarly, the 
values of ROout. ... , R30ut are specified using either Rout = X or Rout = Y. 

We will develop the expressions for ROin and ROout by examining Table 7.3 and then 
show how to derive the expressions for the other register control signals. The table shows 
~hat ROin is set to the value of Xo in the first step of both the Load and Move operations and 
III the third step of both the Add and Sub operations, which leads to the expression 
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Similarly, ROout is set to the value of Yo in the first step of Move. It is set to Xo in th 
first step of Add and Sub and to Yo in the second step of these operations, which gives e 

The expressions for Rl in and Rlout are the same as those for Rain and ROout except that X 
and Y1 are used in place of Xo and Yo- The expressions for R2in , R2our. R3in , and R3

0ut 
ar~ 

derived in the same way. 
The circuits shown in Figures 7.70 and 7.71, combined with the circuits represented 

by the above expressions, implement the control circuit in Figure 7.69. 
Processors are extremely useful circuits that are widely used. We have presented only 

the most basic aspects of processor design. However, the techniques presented can be 
extended to design realistic processors, such as modern microprocessors. The interested 
reader can refer to books on computer organization for more details on processor design 
[1-2]. 

VHDLCode 
In this section we give two different styles of VHDL code for describing the system 

in Figure 7.69. The first style uses tri-state buffers to represent the bus, and it gives the 
logic expressions shown above for the outputs of the control circuit. The second style of 
code uses multiplexers to represent the bus, and it uses CASE statements that correspond 
to Table 7.3 to describe the outputs of the control circuit. 

VHDL code for an up-counter is shown in Figure 7.52. A modified version of this 
counter, named upcount, is shown in the code in Figure 7.72. It has a synchronous reset 
input, which is active high. In Figure 7.64 we defined the package named components, 
which provides component declarations for a number of subcircuits. In the VHDL code for 
the processor, we will use the regn and trin components listed in Figure 7.64, but not the 
sh(ftr component. We created a new package called subccts for use with the processor. The 
code is not shown here, but it includes component declarations for regn (Figure 7.61), trin 
(Figure 7.62), upcount, and dec2to4 (Figure 6.30). 

Complete code for the processor is given in Figure 7.73. In the architecture body, the 
statements labeled counter and decTinstantiate the subcircuits in Figure 7.70. Note that we 
have assumed that the circuit has an active-high reset input, Reset, which is used to initialize 
the counter to 00. The statement Func <= F & Rx & Ry uses the concatenate operator to 
create the six-bit signal Func, which represents the inputs to the Function Register in Figure 
7.71. The next statement instantiates the Function Register with the data inputs Func and 
the outputs FuncReg. The statements labeled decI, decX, and decYinstantiate the decoders 
in Figure 7.71. Following these statements the previously derived logic expressions for 
the outputs of the control circuit are given. For Rain, ... ,R3in and ROout , ... ,R3out , a 
GENERATE statement is used to produce the expressions. 

At the end of the code, the tri-state buffers and registers in the processor are instantiated, 
and the adderlsubtractor module is described using a selected signal assignment. 

Using Multiplexers and CASE Statements 
We showed in Figure 7.60 that a bus can be implemented using multiplexers, rather th~n 

tri-state buffers. VHDL code that describes the processor using this approach is shown 10 
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LIBRARY ieee; 
USE ieee.stdJ.ogicI164.all ; 
USE ieee.std_Iogic_unsigned.all ; 

ENTITY up count IS 
PORT ( Clear, Clock : IN STD_LOGIC ; 

Q : BUFFER STD_LOGIC_ VECTOR(l DOWNTO 0) ) ; 

END upcount ; 

ARCHITECTURE Behavior OF upcount IS 
BEGIN 

upcount: PROCESS ( Clock) 
BEGIN 

IF (Clock'EVENT AND Clock = '1') THEN 
IF Clear = 'I' THEN 

Q <= "00"; 
ELSE 

Q <= Q + '1' ; 
ENDIF; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 7.72 Code for a two-bit up-counter with synchronous reset. 

Figure 7.74. The same entity declaration given in Figure 7.73 can be used and is not shown 
in Figure 7.74. The code illustrates a different way of describing the control circuit in the 
processor. It does not give logic expressions for the signals Extern, Done, and so on, as we 
did in Figure 7.73. Instead, CASE statements are used to represent the information shown 
in Table 7.3. These statements are provided inside the process labeled controlsignals. Each 
control signal is first assigned the value 0, as a default. This is required because the CASE 
statements specify the values of the control signals only when they should be asserted, as 
we did in Table 7.3. As explained for Figure 7.35, when the value of a signal is r.ot specified, 
the signal retains its current value. This implied memory results in a feedback connection 
in the synthesized circuit. We avoid this problem by providing the default value of 0 for 
each of the control signals involved in the CASE statements. 

In Figure 7.73 the statements labeled decT and dec! are used to decode the Count 
signal and the stored values of the F input, respectively. The decT decoder has the outputs 
To, ... , T3 , and decl produces 10, ... ,h. In Figure 7.74 these two decoders are not used, 
because they do not serve a useful purpose in this code. Instead, the signals T and I are 
defined as two-bit signals, which are used in the CASE statements. The code sets T to the 
value of Count, while I is set to the value of the two left-most bits in the Function Register, 
which correspond to the stored values of the input F. 
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LIBRARY ieee; 
USE ieee.std_Iogic_l 1 64.all ; 
USE ieee.std_logic_signed.all ; 
USE work.subccts.all ; 

ENTITY proc IS 
PORT (Data : IN STD_LOGIC_VECTOR(7 DOWNTO 0); 

Reset, w : IN STD_LOGIC; 
Clock : IN SID_LOGIC; 
F, Rx, Ry : IN SID_LOGIC_ VECTOR( 1 DOWNTO 0) ; 
Done : BUFFER SID_LOGIC; 
BusWires: INOUT SID_LOGIC_VECTOR(7 DOWNTO 0»; 

ENDproc; 

ARCHITECTURE Behavior OF proc IS 
SIGNAL Rin, Rout: STD_LOGIC_VECTOR(O TO 3); 
SIGNAL Clear, High, AddSub : STD_LOGIC ; 
SIGNAL Extern, Ain, Gin, Gout, FRin : STD_LOGIC ; 
SIGNAL Count, Zero: STD_LOGIC_ VECTOR( 1 DOWNTO 0) ; 
SIGNAL T, I, X, Y : STD_LOGIC_ VECTOR(O TO 3) ; 
SIGNAL RO, RI, R2, R3 : STD_LOGIC_VECTOR(7 DOWNTO 0); 
SIGNAL A, Sum, G : STD_LOGIC_ VECTOR(7 DOWNTO 0) ; 
SIGNAL Func, FuncReg : STD_LOGIC_ VECTOR(1 TO 6) ; 

BEGIN 
Zero <= "00" ; High <= ' l' ; 
Clear <= Reset OR Done OR (NOT wAND T(O)) ; 
counter: upcount PORT MAP ( Clear, Clock, Count) ; 
decT: dec2to4 PORT MAP ( Count, High, T ); 
Func <= F & Rx & Ry ; 
FRin <= wAND T(O) ; 
functionreg: regn GENERIC MAP ( N => 6 ) 

PORT MAP ( Func, FRin, Clock, FuncReg ) ; 
dec!: dec2t04 PORT MAP ( FuncReg(1 TO 2), High, I ) ; 
decX: dec2to4 PORT MAP (FuncReg(3 TO 4), High, X ) ; 
decY: dec2to4 PORT MAP (FuncReg(5 TO 6). High, Y) ; 
Extern <= 1(0) AND T(1) ; 
Done <= «(l(0) OR 1(1» AND T(1» OR «1(2) OR 1(3» AND T(3» ; 
Ain <= (1(2) OR 1(3» AND T(l) ; 
Gin <= (1(2) OR 1(3» AND T(2) ; 
Gout <= (l(2) OR 1(3» AND T(3) ; 
AddSub <= 1(3) ; 

... continued in Part h. 

Figure 7.73 Code for the processor (Part a) . 
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RegCntl: 
FOR k IN 0 TO 3 GENERATE 

Rin(k) <= «1(0) OR 1(1» AND TO) AND X(k» OR 
«(1(2) OR 1(3) AND T(3) AND X(k» ; 

Rout(k) <= (1(1) AND TO) AND Y(k) OR 
«1(2) OR 1(3» AND «T(1) AND X(k» OR (T(2) AND Y(k»» ; 

END GENERATE RegCntl ; 
tri_extern: trin PORT MAP ( Data, Extern, BusWires ) ; 
regO: regn PORT MAP ( BusWires, Rin(O), Clock, RO) ; 
reg 1 : regn PORT MAP ( BusWires, Rin( 1), Clock, R 1 ) ; 
reg2: regn PORT MAP ( BusWires, Rin(2), Clock, R2 ) ; 
reg3: regn PORT MAP ( BusWires, Rin(3), Clock, R3 ) ; 
triO: trin PORT MAP ( RO, Rout(O). BusWires) ; 
tril: trin PORT MAP (RI, Rout(l), BusWires); 
tri2: trin PORT MAP ( R2, Rout(2), BusWires ) ; 
tri3: trin PORT MAP ( R3, Rout(3), BusWires ) ; 
regA: regn PORT MAP (BusWires, Ain, Clock, A) ; 
alu: 
WITH AddSub SELECT 

Sum <= A + BusWires WHEN '0'. 
A - BusWires WHEN OTHERS; 

regG: regn PORT MAP ( Sum, Gin, Clock, G ) ; 
triG: trin PORT MAP ( G, Gout. BusWires ) ; 

END Behavior; 

Figure 7.73 Code for the processor (Part b). 

There are two nested levels of CASE statements. The first one enumerates the possible 
values of T. For each WHEN clause in this CASE statement, which represents a column 
in Table 7.3, there is a nested CASE statement that enumerates the four values of I. As 
indicated by the comments in the code, the nested CASE statements correspond exactly to 
the infonnation given in Table 7.3. 

At the end of Figure 7.74, the bus is described using a selected signal assignment. This 
statement represents multiplexers that place the appropriate data onto BusWires, depending 
on the values of Rout> Gout, and Extern. 

The circuits synthesized from the code in Figures 7.73 and 7.74 are functionally equiv
alent. The style of code in Figure 7.74 has the advantage that it does not require the manual 
effort of analyzing Table 7.3 to generate the logic expressions for the control signals used 
for Figure 7.73. By using the style of code in Figure 7.74, these expressions are produced 
automatically by the VHDL compiler as a result of analyzing the CASE statements. The 
stYle of code in Figure 7.74 is less prone to careless errors. Also, using this style of code it 
Would be straightforward to provide additional capabilities in the processor, such as adding 
other operations. 
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ARCHITECTURE Behavior OF proc IS 
SIGNAL X, Y, Rin, Rout: STD_LOGIC_VECTOR(O TO 3); 
SIGNAL Clear, High, AddSub : STD_LOGIC ; 
SIGNAL Extern, Ain, Gin, Gout, FRin : STD_LOGIC ; 
SIGNAL Count, Zero, T, I : STD_LOGIC_ VECTOR( 1 DOWNTO 0) ; 
SIGNAL RO, Rl, R2, R3: STD_LOGIC_VECTOR(7 DOWNTO 0); 
SIGNAL A, Sum, G : STD_LOGIC_VECTOR(7 DOWNTO 0) ; 
SIGNAL Func, FuncReg, Sel : STD_LOGIC_ VECTOR( 1 TO 6) ; 

BEGIN 
Zero <= "00" ; High <= '1' ; 
Clear <= Reset OR Done OR (NOT w AND NOT T(1) AND NOT T(O» ; 
counter: upcount PORT MAP ( Clear, Clock, Count) ; 
T <= Count; 
Func <= F & Rx & Ry ; 
FRin <= w AND NOT T(1) AND NOT T(O); 
functionreg: regn GENERIC MAP (N => 6) 

PORT MAP ( Func, FRin, Clock, FuncReg ) ; 
I <= FuncReg(1 TO 2) ; 
decX: dec2to4 PORT MAP ( FuncReg(3 TO 4), High, X ) ; 
decY: dec2to4 PORT MAP (FuncReg(5 TO 6), High, Y) ; 

controlsignals: PROCESS ( T, I, X, Y ) 
BEGIN 

Extern <= '0' ; Done <= '0' ; Ain <= '0' ; Gin <= '0' ; 
Gout <= '0' ; AddSub <= '0' ; Rin <= "0000" ; Rout <= "0000" ; 
CASE T IS WHEN "00" => - - no signals asserted in time step TO 

WHEN "01" => -- define signals asserted in time step Tl 
CASE I IS 

WHEN "00" = > - - Load 
Extern <= '1' ; Rin <= X; Done <= '1' ; 

WHEN "01" => - - Move 
Rout <= Y ; Rin <= X; Done <= '1' ; 

WHEN OTHERS = > - - Add, Sub 
Rout <= X; Ain <= '1' ; 

END CASE ; 

... continued in Part b 

Figure 7.74 Alternative code for the processor (Part a). 

We synthesized a circuit to implement the code in Figure 7.74 in a chip. Figure 7.75 
gives an example of the results of a timing simulation. Each clock cycle in which W :::= 1 
in this timing diagram indicates the start of an operation. In the first such operation, at 250 
ns in the simulation time, the values of both inputs F and Rx are 00. Hence the operation 
corresponds to "Load RO,Data." The value of Data is 2A, which is loaded into RO on the 
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WHEN" 10" => - - define signals asserted in time step T2 
CASE I IS 

WHEN" 1 0" => - - Add 
Rout <= Y; Gin <= '1' ; 

WHEN "11" => - - Sub 
Rout <= Y; AddSub <= '1' ; Gin <= '1' ; 

WHEN OTHERS => - - Load, Move 
END CASE ; 

WHEN OTHERS => - - define signals asserted in time step T3 
CASE I IS 

WHEN "00" => - - Load 
WHEN "01" => - - Move 
WHEN OTHERS => - - Add, Sub 

Gout <= '1' ; Rin <= X; Done <= '1'; 
END CASE ; 

END CASE ; 
END PROCESS; 
regO: regn PORT MAP ( BusWires, Rin(O), Clock, RO) ; 
regl: regn PORT MAP ( BusWires, Rin(1), Clock, Rl ) ; 
reg2: regn PORT MAP ( BusWires, Rin(2), Clock, R2 ) ; 
reg3: regn PORT MAP ( BusWires, Rin(3), Clock, R3 ) ; 
regA: regn PORT MAP (BusWires, Ain, Clock, A) ; 
alu: WITH AddSub SELECT 

Sum <= A + BusWires WHEN '0', 
A - BusWires WHEN OTHERS; 

regG: regn PORT MAP ( Sum, Gin, Clock, G ) ; 
Sel <= Rout & Gout & Extern; 
WITH Sel SELECT 

BusWires <= RO WHEN "100000", 

END Behavior; 

Figure 7.74 

R 1 WHEN "0 I 0000", 
R2 WHEN "001000", 
R3 WHEN "000100", 
G WHEN "000010", 
Data WHEN OTHERS ; 

Alternative code for the processor (Part b). 

next positive clock edge. The next operation loads 55 into register RI, and the subsequent 
operation loads 22 into R2. At 850 ns the value of the input F is 10, while Rx = 01 and 
Ry == 00, This operation is "'Add Rl ,RO." In the following clock cycle, the contents of 
RI (55) appear on the bus. This data is loaded into register A by the clock edge at 950 ns, 
which also results in the contents of RO (2A) being placed on the bus, The adder/subtractor 
module generates the correct sum (7F), which is loaded into register G at 1050 ns. After 
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Name 250.0ns 500.0ns 750.0ns 1.0us 1.25us 1.5us 

Reset 

Clock 

w 

00 

00 00 

00 00 00 

Ry 

Done 

Count 00 00 
BusWires 00 00 

IiV'" RO 

dlI' Rl 00 55 7F 

~ R2 00 22 

BlYR3 00 5D 
, 

A 00 55 

a:iJ)l'G 00 

Figure 7.75 Timing simulation for the YHDL code in Figure 7.74. 

this clock edge the new contents of G (7F) are placed on the bus and loaded into register 
Rl at 1150 ns. Two more operations are shown in the timing diagram. The one at 1250 
ns ("Move R3,R1") copies the contents of Rl (7F) into R3. Finally, the operation starting 
at 1450 ns ("'Sub R3,R2") subtracts the contents of R2 (22) from the contents of R3 (7F), 

produci ng the correct resu I t, 7 F - 22 = 5D. 

7. 14.3 REACTION TIMER 

We showed in Chapter 3 that electronic devices operate at remarkably fast speeds, with the 
typical delay through a logic gate being less than 1 ns. In this example we use a logic circuit 
to measure the speed of a much slower type of device-a person. 

We will design a circuit that can be used to measure the reaction time of a person to 
a specific event. The circuit turns on a small light, called a light-emitting diode (LED). In 
response to the LED being turned on, the person attempts to press a switch as quickly as 
possible. The circuit measures the elapsed time from when the LED is turned on until the 
switch is pressed. 

To measure the reaction time, a clock signal with an appropriate frequency is needed. 
In this example we use a 100 Hz clock, which rpeasures time at a resolution of 1/100 of a 
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second. The reaction time can then be displayed using two digits that represent fractions 
f a second from 00/1 00 to 99/1 00. 

o Digital systems often include high-frequency clock signals to control various subsys-
rus In this case assume the existence of an input clock signal with the frequency 102.4 

~z,' From thi~ sign.al we can derive the. required ~ 00 ~z si~nal. by using a counter as a clock 
divider. A timmg dIagram for a four-bit counter IS given m FIgure 7.22. It shows that the 
I ast-significant bit output, Qo, of the counter is a periodic signal with half the frequency of 
t~e clock input. Hence we can view Qo as dividing the clock frequency by two. Similarly, 
the Q, output divides the clock f~equency by four. In general, output Qi in an n-bit counter 
divides the clock frequency by 2'+1. In the case of our 102.4 kHz clock signal, we can use 
a lO-bit counter, as shown in Figure 7.76a. The counter output C9 has the required 100 Hz 
frequency because 102400 Hz/I024 = 100 Hz. 

The reaction timer circuit has to be able to tum an LED on and off. The graphical 
symbol for an LED is shown in blue in Figure 7.76b. Small blue arrows in the symbol 
represent the light that is emitted when the LED is turned on. The LED has two terminals: 
the one on the left in the figure is the cathode, and the terminal on the right is the anode. To 
tum the LED on, the cathode has to be set to a lower voltage than the anode, which causes 
a current to flow through the LED. If the voltages on its two terminals are equal, the LED 
is off. 

Figure 7.76b shows one way to control the LED, using an inverter. If the input voltage 
VLED = 0, then the voltage at the cathode is equal to VDD ; hence the LED is off. But 
if VLED = VDD, the cathode voltage is 0 V and the LED is on. The amount of current 
that flows is limited by the value of the resistor RL . This current flows through the LED 
and the NMOS transistor in the inverter. Since the current flows into the inverter, we 
say that the inverter sinks the current. The maximum current that a logic gate can sink 
without sustaining permanent damage is usually called I oL, which stands for the "'maxi
mum current when the output is low." The value of RL is chosen such that the current 
is less than I oL . As an example assume that the inverter is implemented inside a PLD 
device. The typical value of I oL , which would be specified in the data sheet for the PLD, 
is about 12 rnA. For VDD = 5 V, this leads to RL ~ 450 n because 5 V /450 n = 11 
rnA (there is actually a small voltage drop across the LED when it is turned on, but we 
ignore this for simplicity). The amount of light emitted by the LED is proportional to 
the current flow. If 11 rnA is insufficient, then the inverter should be implemented in a 
buffer chip, like those described in section 3.5. because buffers provide a higher value 
of [OL. 

The complete reaction-timer circuit is illustrated in Figure 7.76c, with the inverter 
from part (b) shaded in grey. The graphical symbol for a push-button switch is shown in 
the top left of the diagram. The switch normally makes contact with the top terminals, as 
depicted in the figure. When depressed, the switch makes contact with the bottom terminals; 
When released, it automatically springs back to the top position. In the figure the switch is 
connected such that it normally produces a logic value of 1, and it produces a 0 pulse when 
pressed. 

When depressed, the push-button switch causes the D flip-flop to be synchronously 
reset. The output of this flip-flop determines whether the LED is on or off, and it also 
provides the count enable input to a two-digit BCD counter. As discussed in section 7.11, 
each d' . Igit in a BCD counter has four bits that take the values 0000 to 1001. Thus the 
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unting sequence can be viewed as decimal numbers from 00 to 99. A circuit for the 
~~D counter is given in Figure 7.28. In Figure 7.76c both the flip-flop and the counter are 
clocked by the C9 o~tpu~ ~f the clock divider in p~t (a) of the figure. The inten~ed use of 
th reaction-timer clrcmt IS to first depress the sWitch to tum off the LED and dIsable the 
coeunter. Then the Reset input is asserted to clear the contents of the counter to 00. The 
. put w normally has the value 0, which keeps the flip-flop cleared and prevents the count 
~lue from changing. The reaction test is initiated by setting w = 1 for one C9 clock cycle. 
After the next positive edge of Cg, the flip-flop output becomes aI, which turns on the LED. 
We assume that w returns to 0 after one clock cycle, but the flip-flop output remains at 1 
because of the 2-to-l multiplexer connected to the 0 input. The counter is then incremented 
every 1/100 of a second. Each digit in the counter is connected through a code converter to 
a 7-segment display, which we described in the discussion for Figure 6.25. When the user 
depresses the switch, the flip-flop is cleared, which turns off the LED and stops the counter. 
The two-digit display shows the elapsed time to the nearest 1/100 of a second from when 
the LED was turned on until the user was able to respond by depressing the switch. 

VHDLCode 

To describe the circuit in Figure 7.7 6c using VHDL code, we can make use of subcircuits 
for the BCD counter and the 7 -segment code converter. The code for the latter subcircuit is 
given in Figure 6.47 and is not repeated here. Code for the BCD counter, which represents 
the circuit in Figure 7.28, is shown in Figure 7.77. The two-digit BCD output is represented 
by the 2 four-bit signals BCD 1 and ReDO. The Clear input is used to provide a synchronous 
reset for both digits in the counter. If E = 1, the count value is incremented on the positive 
clock edge, and if E = 0, the count value is unchanged. Each digit can take the values from 
0000 to 1001. 

Figure 7.78 gives the code for the reaction timer. The input signal Pushn represents the 
value produced by the push-button switch. The output signal LEDn represents the output 
of the inverter that is used to control the LED. The two 7-segment displays are controlled 
by the seven-bit signals Digit 1 and Digit O. 

In Figure 7.56 we showed how a register, R, can be designed with a control signal Rin • 

If Rin = 1 data is loaded into the register on the active clock edge and if Rin = 0, the stored 
contents of the register are not changed. The flip-flop in Figure 7.76 is used in the same 
way. If w = 1, the flip-flop is loaded with the value 1, but if w = 0 the stored value in the 
flip-flop is not changed. This circuit is described by the process labeled flipflop in Figure 
7.78, which also includes a synchronous reset input. We have chosen to use a synchronous 
reset because the flip-flop output is connected to the enable input E on the BCD counter. 
As we know from the discussion in section 7.3, it is important that all signals connected to 
flip-flops meet the required setup and hold times. The push-button switch can be pressed at 
any time and is not synchronized to the C9 clock signal. By using a synchronous reset for 
the Hip-flop in Figure 7.76, we avoid possible timing problems in the counter. 

The flip-flop output is called LED, which is inverted to produce the LEDn signal that 
COntrols the LED. In the device used to implement the circuit, LEDn would be generated by 
~ bUffer that is connected to an output pin on the chip package. If a PLD is used, this buffer 
7 as the associated value of IOL = 12 rnA that we mentioned earlier. At the end of Figure 

.78, the BCD counter and 7-segment code converters are instantiated as subcircuits. 
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LIBRARY ieee; 
USE ieee.stdJ.ogic_ll64.all ; 
USE ieee.stdJ.ogic_unsigned.all ; 

ENTITY BCDcount IS 
PORT (Clock : IN STD_LOGIC ; 

Clear, E 
BCD!, BCDO 

END BCDcount ; 

: IN STD_LOGIC ; 
: BUFFER STD_LOGIC_ VECTOR(3 DOWNTO 0) ) ; 

ARCHITECTURE Behavior OF BCDcount IS 
BEGIN 

PROCESS ( Clock) 
BEGIN 

IF Clock'EVENT AND Clock = ' l' THEN 
IF Clear = ' 1 ' THEN 

BCDI <= "0000" ; BCDO <= "0000" ; 
ELSIF E = '1' THEN 

IF BCDO = "100 l" THEN 
BCDO <= "0000" ; 
IF BCDI = "1001" THEN 

BCDI <= "0000"; 
ELSE 

BCDI <= BCDl + '1' ; 
END IF ; 

ELSE 
BCDO <= BCDO + '1' ; 

END IF; 
END IF; 

END IF; 
END PROCESS; 

END Behavior; 

Figure 7.77 Code for the two-digit BCD counter in Figure 7.28. 

A simulation of the reaction-timer circuit implemented in a chip is shown in Figure 
7.79. Initially, Pushn is set to 0 to simulate depressing the switch to tum off the LED, and 
then Pushn returns to 1. Also, Reset is asserted to clear the counter. When w changes to 1, 
the circuit sets LEDn to 0, which represents the LED being turned on. After some amount 
of time, the switch will be depressed. In the simulation we arbitrarily set Pushn to 0 aft~r 
18 C9 clock cycles. Thus this choice represents the case when the person's reaction time.1s 
about 0.18 seconds. In human terms this duration is a very short time; for electronic cirCUIts 
it is a very long time. An inexpensive personal computer can perfonn tens of millions of 
operations in 0.18 seconds! _ 
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7.2 GATED SR LATCH 

The causality relationship is indicated by the arrows in the diagram. When S goes to 0 at 
t3, there is no change in the state because both Sand R are then equal to O. At t4 we have 
R == 1, which causes Qa to go to 0, which in turn causes Qb to go to 1. At fs both Sand R 
are equal to I, which forces both Q{{ and Qb to be equal to O. As soon as S returns to 0, at 
{6, Q/i becomes equal to 1 again. At t8 we have S = 1 and R = 0, which causes Qb = 0 
and Qa = 1. An interesting situation occurs at flO· From t9 to flO we have Qa = Qb = 0 
because R = S = 1. Now if both Rand S change to 0 at tlO, both Qa and Qb will go to 1. 
But having both Qa and Qb equal to 1 will immediately force Q(J = Qb = O. There will 
be an oscillation between Q a = Qb = 0 and Qa = Qb = 1. If the delays through the two 
NOR gates are exactly the same, the oscillation will continue indefinitely. In a real circuit 
there will invariably be some difference in the delays through these gates, and the latch will 
eventually settle into one of its two stable states, but we don't know which state it will be. 
This uncertainty is indicated in the waveforms by dashed lines. 

The oscillations discussed above illustrate that even though the basic latch is a simple 
circuit, careful analysis has to be done to fully appreciate its behavior. In general, any 
circuit that contains one or more feedback paths, such that the state of the circuit depends 
on the propagation delays through logic gates, has to be designed carefully. We discuss 
timing issues in detail in Chapter 9. 

The latch in Figure 7.5a can perform the functions needed for the memory element in 
Figure 7.1, by connecting the Set signal to the S input and Reset to the R input. The Qa 

output provides the desired On/Off signal. To initialize the operation of the alarm system, 
the latch is reset. Thus the alarm is off. When the sensor generates the logic value 1, the 
latch is set and Qa becomes equal to 1. This turns on the alarm mechanism. If the sensor 
output returns to 0, the latch retains its state where Qa = 1; hence the alarm remains turned 
on. The only way to turn off the alarm is by resetting the latch, which is accomplished by 
making the Reset input equal to I. 

7.2 GATED SR LATCH 

In section 7.1 we saw that the basic SR latch can serve as a useful memory element. It 
remembers its state when both the Sand R inputs are O. It changes its state in response 
to changes in the signals on these inputs. The state changes occur at the time when the 
changes in the signals occur. If we cannot control the time of such changes, then we don't 
know when the latch may change its state. 

In the alarm system of Figure 7.1, it may be desirable to be able to enable or disable 
the entire system by means of a control input, Enable. Thus when enabled, the system 
would function as described above. In the disabled mode, changing the Set input from 0 to 
1 would not cause the alarm to tum on. The latch in Figure 7.5a cannot provide the desired 
operation. But the latch circuit can be modified to respond to the input signals Sand R only 
When Enable = 1. Otherwise, it would maintain its state. 

The modified circuit is depicted in Figure 7.6a. It includes two AND gates that provide 
the desired control. When the control signal elk is equal to 0, the Sf and R' inputs to the 
latch will be 0, regardless of the values of signals Sand R. Hence the latch will maintain its 
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50.0ms 100.0ms 150.0ms 200.0ms 

o 8 

Figure 7.79 Simulation of the reaction-timer circuit. 

7.14.4 REGISTER TRANSFER LEVEL (RTL) CODE 

At this point, we have introduced most of the VHDLconstructs that are needed for synthesis. 
Most of our examples give behavioral code, utilizing IF-THEN-ELSE statements, CASE 
statements, FOR loops, and so on. It is possible to write behavioral code in a style that 
resembles a computer program. in which there is a complex flow of control with many loops 
and branches. With such code, sometimes called high-level behavioral code, it is difficult to 
relate the code to the final hardware implementation; it may even be difficult to predict what 
circuit a high-level synthesis tool will produce. In this book we do not use the high-level 
style of code. Instead, we present VHDL code in such a way that the code can be easily 
related to the circuit that is being described. Most design modules presented are fairly small, 
to facilitate simple descriptions. Larger designs are built by interconnecting the smaller 
modules. This approach is usually referred to as the register-transfer level (RTL) style of 
code. It is the most popular design method used in practice. RTl., code is characterized by a 
straightforward flow of control through the code; it comprises well-understood subcircuits 
that are connected together in a simple way. 

7.15 CONCLUDING REMARKS 

In this chapter we have presented circuits that serve as basic storage elements in digital 
systems. These elements are used to build larger units such as registers. shift registers, 
and counters. Many other texts that deal with this material are available [3-11]. We 
have illustrated how circuits with flip-flops can be described using VHDL code. More 
information on VHDL can be found in [12-17]. In the next chapter a more formal method 
for designing circuits with flip-flops will be presented. 
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7.16 EXAMPLES OF SOLVED PROBLEMS 

-1.16 EXAMPLES OF SOLVED PROBLEMS 

This section presents some typical problems that the reader may encounter, and shows how 
such problems can be solved. 

Problem: Consider the circuit in Figure 7.80a. Assume that the input C is driven by a ElC 
square wave signal with a 50% duty cycle. Draw a timing diagram that shows the wavefonns 
at points A and B. Assume that the propagation delay through each gate is .6. seconds. 

Solution: The timing diagram is shown in Figure 7.80h. 

Problem: Detennine the functional behavior of the circuit in Figure 7.81. Assume that E~ 

input w is driven by a square wave signal. 

Solution: When both flip-flops are cleared, their outputs are Qo = QJ = O. After the Clear 
input goes high, each pulse on the w input will cause a change in the flip-flops as indicated 

c 
A 

B 

(a) Circuit 

c 

-- j.-l~ ....... f4- 3~ -- .... la ....... ....3~ 

A 

B 

-- I+- 26- ....... 1+-2~ ....... 14-2.1- -- ~26-

(b) Timing diagram 

Figure 7.80 Circuit for Example 7.13. 
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FFO FFI 
QO 

J Q J Q Q1 

w I> 
- -

1 K Q 1 K Q 

Clear 

Figure 7.81 Circuit for Example 7.14. 

Time FFO FFI 

interval 10 Ko Qo It Kl Ql 

Clear 1 1 0 0 1 0 
tl 1 1 1 1 1 0 
t2 0 1 0 0 1 1 
13 1 1 0 0 1 0 
t4 1 1 1 1 1 0 

Figure 7.82 Summary of the behavior of the circuit in Figure 7.81. 

in Figure 7.82. Note that the figure shows the state of the signals after the changes caused 
by the rising edge of a pulse have taken place. 

In consecutive time intervals the values of QJ Qo are 00, 01, 10, ()(), 01, and so on. 
Therefore, the circuit generates the counting sequence: 0, 1,2,0, 1, and so on. Hence, the 
circuit is a modulo-3 counter. 

1 5 Problem: Figure 7.70 shows a circuit that generates four timing control signals To, Tl , T2, 
and T3. Design a circuit that generates six such signals, To to Ts. 

Solution: The scheme of Figure 7.70 can be extended by using a modulo-6 counter, given 
in Figure 7.26, and a decoder that produces the six timing signals. A simpler alternative is 
possible by using a Johnson counter. Using three D-type flip-flops in a structure depicted 
in Figure 7.30, we can generate six patterns of bits QOQl Q2 as shown in Figure 7.83. Then, 
using only six more two-input AND gates, as shown in the figure, we can obtain the desired 
signals. Note that the patterns QoQ JQ2 equal to 010 and 101 cannot occur in the Johnson 
counter, so these cases are treated as don't care conditions. 
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Clock cycle Qo Ql Q2 Control signal 

0 0 0 0 To = QOQ2 
-

1 1 0 0 Tl = QOQI 
-

2 1 1 0 T2 = QIQ2 

3 1 1 1 T3 = QOQ2 
-

4 0 1 1 T4 = QOQl 

5 0 0 1 T5 = QIQ2 

Figure 7.83 Timing signals for Example 7.15. 

Problem: Design a circuit that can be used to control a vending machine. The circuit has EX4 

five inputs: Q (quarter), D (dime), N (nickel), Coin, and Resetn. When a coin is deposited 
in the machine, a coin-sensing mechanism generates a pulse on the appropriate input (Q, 
D, or N). To signify the occurrence of the event, the mechanism also generates a pulse on 
the line Coin. The circuit is reset by using the Resetn signal (active low). When at least 
30 cents has been deposited, the circuit activates its output, Z. No change is given if the 
amount exceeds 30 cents. 

Design the required circuit by using the following components: a six-bit adder, a six-bit 
register, and any number of AND, OR, and NOT gates. 

Solution: Figure 7.84 gives a possible circuit. The value of each coin is represented by a 
corresponding five-bit number. It is added to the current total, which is held in register S. 
The required output is 

The register is clocked by the negative edge of the Coin signal. This allows for a propagation 
delay through the adder, and ensures that a correct sum will be placed into the register. 

In Chapter 9 we will show how this type of control circuit can be designed using a 
more structured approach. 

-
Problem: Write VHDL code to implement the circuit in Figure 7.84. 

Solution: Figure 7.85 gives the desired code. 
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N 

D 

Q 

Adder 

Coin 
Register S 

Resetn 

z 

Figure 7.84 Circuit for Example 7.16. 

.. 
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LIBRARY ieee; 
USE ieee.stdJogic 1164.all ; 
USE ieee.st<i logic_signed.all ; 

ENTITY vend IS 
PORT ( N, D, Q, Resetn, Coin : IN STD_LOGIC ; 

Z : OUT STD_LOGIC); 
END vend ; 

ARCHITECTURE Behavior OF vend IS 
SIGNAL X: STD_LOGIC_VECTOR(4 DOWNTO 0) ; 
SIGNAL S: STD_LOGIC_ VECTOR(5 DOWNTO 0) ; 

BEGIN 
X(O) <= NOR Q; 
X(1) <= D; 
X(2) <= N; 
X(3) < = D OR Q ; 
X(4) <= Q; 
PROCESS ( Resetn, Coin) 
BEGIN 

IF Resetn = '0' THEN 
S < = "000000" ; 

ELSIF Coin'EVENT AND Coin = '0' THEN 
S <= ('0' & X) + S ; 

END IF; 
END PROCESS; 
Z <= S(5) OR (S(4) AND S(3) AND S(2) AND SO» ; 

END Behavior; 

Figure 7.85 Code for Example 7.17. 

PROBLEMS 

PROBLEMS 

Answers to problems marked by an asterisk are given at the back of the book. 

471 

7. 1 Consider the timing diagram in Figure P7.1. Assuming that the D and Clock inputs shown 
are applied to the circuit in Figure 7.12, draw waveforms for the Qa' Qb' and Qc signals. 

7.2 Can the circuit in Figure 7.3 be modified to implement an SR latch? Explain your answer. 

7.3 Figure 7.5 shows a latch built with NOR gates. Draw a similar latch using NAND gates. 
Derive its characteristic table and show its timing diagram. 

*7.4 Show a circuit that implements the gated SR latch using NAND gates only. 

471 



C HAP T E R 7 • FLIP-FLOPS, REGISTERS, COUNTERS, AND A SIMPLE PROCESSOR 
, 
.... '~. <'t, 

. ~'i! ~ 

Clock 

D 

Figure P7.1 Timing diagram for Problem 7.1. 

7.5 Given a lOO-MHz clock signal, derive a circuit using D flip-flops to generate 50-MHz 
and 25-MHz clock signals. Draw a timing diagram for all three clock signals, assuming 
reasonable delays. 

*7.6 An SR flip-flop is a flip-flop that has set and reset inputs like a gated SR latch. Show how 
an SR flip-flop can be constructed using a D flip-flop and other logic gates. 

7.7 The gated SR latch in Figure 7.6a has unpredictable behavior if the S and R inputs are 
both equal to 1 when the elk changes to O. One way to solve this problem is to create a 
set-dominant gated SR latch in which the condition S = R = 1 causes the latch to be set to 
1. Design a set-dominant gated SR latch and show the circuit. 

7.8 Show how a JK flip-flop can be constructed using a T flip-flop and other logic gates. 

*7.9 Consider the circuit in Figure P7.2. Assume that the two NAND gates have much longer 
(about four times) propagation delay than the other gates in the circuit. How does this 
circuit compare with the circuits that we discussed in this chapter? 

A---I 

10--+----+-- D 

c -+------~ 

B ---I 

Figure P7.2 Circuit for Problem 7.9. 
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7.10 

7.11 

7.12 

7.13 

7.14 

7.15 

*7.16 

7.17 

*7.18 

PROBLEMS 473 

Write VHDL code that represents a T flip-flop with an asynchronous clear input. Use 
behavioral code, rather than structural code. 

Write VHDL code that represents a JK flip-flop. Use behavioral code, rather than structural 
code. 

Synthesize a circuit for the code written for problem 7.11 by using your CAD tools. Simulate 
the circuit and show a timing diagram that verifies the desired functionality. 

A universal shift register can shift in both the left-to-right and right-to-Ieft directions, and 
it has parallel-load capability. Draw a circuit for such a shift register. 

Write VHDL code for a universal shift register with n bits. 

Design a four-bit synchronous counter with parallel load. Use T flip-flops, instead of the D 
flip-flops used in section 7.9.3. 

Design a three-bit up/down counter using T flip-flops. It should include a control input 
called Up/Down. If Up/Down = 0, then the circuit should behave as an up-counter. If 
Up /Down = I, then the circuit should behave as a down-counter. 

Repeat problem 7.16 using D flip-flops. 

The circuit in Figure P7.3 looks like a counter. What is the sequence that this circuit counts 
in? 

1 T Q T Q T Q -

-
Clock P. Q - > Q - > Q 

Figure P7.3 The circuit for Problem 7.18. 

7. 19 Consider the circuit in Figure P7.4. How does this circuit compare with the circuit in Figure 
7.17? Can the circuits be used for the same purposes? If not, what is the key difference 
between them? 

7.20 Construct a NOR-gate circuit, similar to the one in Figure 7.11a, which implements a 
negative-edge-triggered D flip-flop. 

7.21 Write behavioral VHDL code that represents a 24-bit up/down-counter with parallel load 
and asynchronous reset. 

7.22 Modify the VHDL code in Figure 7.52 by adding a parameter that sets the number of 
flip-flops in the counter. 
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:,. 
, ""~ 

" .. 

J S Q s Q Q 

Clock Clk Clk 
- -

K R Q R Q Q 

Figure P7.4 Circuit for Problem 7.19. 

7.23 Write behavioral VHDL code that represents a modulo-12 up-counter with synchronous 
reset. 

*7.24 For the flip-flops in the counter in Figure 7.25, assume that tsu = 3 ns, th = 1 ns, and the 
propagation delay through a flip-flop is I ns. Assume that each AND gate, XOR gate, and 
2-to-1 multiplexer has the propagation delay equal to 1 ns. What is the maximum clock 
frequency for which the circuit will operate correctly? 

·7.25 Write hierarchical code (structural) for the circuit in Figure 7.28. Use the counter in Fig· 
ure 7.25 as a subcircuit. 

7.26 Write VHDL code that represents an eight-bit Johnson counter. Synthesize the code with 
your CAD tools and give a timing simulation that shows the counting sequence. 

7.27 Write behavioral VHDL code in the style shown in Figure 7.51 that represents a ring counter. 
Your code should have a parameter N that sets the number of flip-flops in the counter. 

*7.28 Write behavioral VHDL code that describes the functionality of the circuit shown in Fig
ure 7.42. 

7.29 Figure 7.65 gives VHDL code for a digital system that swaps the contents of two registers, 
Rl and R2, using register R3 for temporary storage. Create an equivalent schematic using 
your CAD tools for this system. Synthesize a circuit for this schematic and perform a timing 
simulation. 

7.30 Repeat problem 7.29 using the control circuit in Figure 7.59. 

7.31 Modify the code in Figure 7.67 to use the control circuit in Figure 7.59. Synthesize the 
code for implementation in a chip and perform a timing simulation. 

7.32 In section 7.14.2 we designed a processor that performs the operations listed in Table ~.3. 
Design a modified circuit that performs an additional operation Swap Rx, Ry. This o~eratIO; 
swaps the contents of registers Rx and Ry. Use three bits hf! fo to represent the mput 
shown in Figure 7.71 because there are now five operations, rather than four. Add a neW 
register, named Tmp, into the system, to be used for temporary storage during the sw~p 
operation. Show logic expressions for the outputs of the control circuit, as was done In 
section 7.14.2. 
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7.33 A ring oscillator is a circuit that has an odd number, n, of inverters connected in a ringlike 
structure, as shown in Figure P7.5. The output of each inverter is a periodic signal with a 
certain period. 
(a) Assume that all the inverters are identical~ hence they all have the same delay, called 
fp . Let the output of one of the inverters be named!. Give an equation that expresses the 
period of the signal! in terms of nand tp. 

c:--=: · · · -[>0 1 
f 

Figure P7.5 A ring oscillator. 

(b) For this part you are to design a circuit that can be used to experimentally measure the 
delay tp through one of the inverters in the ring oscillator. Assume the existence of an input 
called Reset and another called Interval. The timing of these two signals is shown in Fig
ure P7.6. The length of time for which Interval has the value 1 is known. Assume that this 
length of time is 100 ns. Design a circuit that uses the Reset and Interval signals and the 
signal! from part (a) to experimentally measure tF' In your design you may use logic gates. 
and subcircuits such as adders, flip-flops, counters, registers, and so on. 

Reset ~ 

Interval 

• 100 ns 

Figure P7.6 Timing of signals for Problem 7.31 

7.34 A circuit for a gated D latch is shown in Figure P7.7. Assume that the propagation delay 
through either a NAND gate or an inverter is 1 ns. Complete the timing diagram given in 
the figure, which shows the signal values with 1 ns resolution. 

*7.35 A logic circuit has two inputs, Clock and Start, and two outputs,!and g. The behavior of 
the circuit is described by the timing diagram in Figure P7.8. When a pulse is received 
on the Start input, the circuit produces pulses on the! and g outputs as shown in the 
timing diagram. Design a suitable circuit using only the following components: a three
bit resettable positive-edge-triggered synchronous counter and basic logic gates. For your 
answer assume that the delays through all logic gates and the counter are negligible. 
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Figure P7.7 Circuit and timing diagram for Problem 7.32. 
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Figure P7.8 Timing diagram for Problem 7.33. 
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SYNCHRONOUS SEQUENTIAL CIRCUITS 

CHAPTER OBJECTIVES 

In this chapter you will learn about: 

• Design techniques for circuits that use flip-flops 

• The concept of states and their implementation with flip-flops 

• Synchronous control by using a clock signal 

• Sequential behavior of digital circuits 

• A complete procedure for designing synchronous sequential circuits 

• VHDL specification of sequential circuits 

• The concept of finite state machines 
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In preceding chapter~ we considered :ombinational ~ogic circuits in which outputs. are determined fully b 
the present values of mputs. We also dIscussed how SImple storage elements can be Implemented in the fo Y 
of flip-flops. The output of a flip-flop depends on the state of the flip-flop rather than the value of its inplln 

. . th· h' h Uts at any gIven time; e mputs cause c anges m testate. 
In this chapter we deal with a general class of circuits in which the outputs depend on the past behavio 

of the circuit, as well as on the present values of inputs. They are called sequential circuits. In most Cas r 
a clock signal is used to control the operation of a sequential circuit; such a circuit is called a synchrono~~ 
sequential circuit. The alternative, in which no clock signal is used, is called an asynchronous sequential 
circuit. Synchronous circuits are easier to design and are used in a vast majority of practical applications' 
they are the topic of this chapter. Asynchronous circuits will be discussed in Chapter 9. ' 

Synchronous sequential circuits are realized using combinational logic and one or more flip-flops. The 
general structure of such a circuit is shown in Figure 8.1. The circuit has a set of primary inputs, W, and 
produces a set of outputs, Z. The values of the outputs of the flip-flops are referred to as the state, Q, of 
the circuit. Under control of the clock signal, the flip-flop outputs change their state as determined by the 
combinational logic that feeds the inputs ofthese flip-flops. Thus the circuit moves from one state to another. 
To ensure that only one transition from one state to another takes place during one clock cycle, the flip-flops 
have to be of the edge-triggered type. They can be triggered either by the positive (0 to 1 transition) or by 
the negative (1 to 0 transition) edge of the clock. We will use the term active clock edge to refer to the clock 
edge that causes the change in state. 

The combinational logic that provides the input signals to the flip-flops derives its inputs from two sources: 
the primary inputs, W, and the present (current) outputs of the flip-flops, Q. Thus changes in state depend on 
both the present state and the values of the primary inputs. 

Figure 8.1 indicates that the outputs of the sequential circuit are generated by another combinational 
circuit, such that the outputs are a function of the present state of the flip-flops and of the primary inputs. 
Although the outputs always depend on the present state, they do not necessarily have to depend directly on 
the primary inputs. Thus the connection shown in blue in the figure mayor may not exist. To distinguish 
between these two possibilities, it is customary to say that sequential circuits whose outputs depend only on 
the state of the circuit are of Moore type, while those whose outputs depend on both the state and the primary 
inputs are of Mealy type. These names are in honor of Edward Moore and George Mealy, who investigated 
the behavior of such circuits in the 1950s. 

Sequential circuits are also called finite state machines (FSMs), which is a more formal name that is often 
found in technical literature. The name derives from the fact that the functional behavior of these circuits can 
be represented using a finite number of states. In this chapter we will often use the termfinite state machine, 
or simply machine, when referring to sequential circuits. 

I L .1 I Combinational Combinational ~ 
circuit 

Flip-flops 
Q circuit 

z w 

r- ~ 

Clock 

Figure 8.1 The general form of a sequential circuit. 
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W will introduce the techniques for designing sequential circuits by means of a simple 
ex:mple. Suppose that we wish to design a circuit that meets the following specification: 

The circuit has one input, w, and one output, z. 1. 
All changes in the circuit occur on the positive edge of a clock signal. 2. 
The output z is equal to 1 if during two immediately preceding clock cycles the input 3. 
w was equal to 1. Otherwise, the value of z is equal to O. 

Thus, the circuit detects if two or more consecutive Is occur on its input w. Circuits that 
detect the occurrence of a particular pattern on its input(s) are referred to as sequence 

detectors. 
From this specification it is apparent that the output z cannot depend solely on the 

present value of w. To illustrate this, consider the sequence of values of the wand z signals 
during 11 clock cycles, as shown in Figure 8.2. The values of w are assumed arbitrarily; 
the values of z correspond to our specification. These sequences of input and output values 
indicate that for a given input value the output may be either 0 or 1. For example, W = 0 
during clock cycles t2 and t5, but z = 0 during t2 and z = 1 during ts. Similarly, w = 1 
during t\ and (8, but z = 0 during t\ and z = 1 during t8. This means that z is not determined 
only by the present value of w, so there must exist different states in the circuit that determine 
the value of z. 

8.1.1 STATE DIAGRAM 

The first step in designing a finite state machine is to determine how many states are needed 
and which transitions are possible from one state to another. There is no set procedure for 
this task. The designer must think carefully about what the machine has to accomplish. A 
good way to begin is to select one particular state as a starting state; this is the state that the 
circuit should enter when power is first turned on or when a reset signal is applied. For our 
example let us assume that the starting state is called state A. As long as the input w is 0, 
the circuit need not do anything, and so each active clock edge should result in the circuit 
remaining in state A. When w becomes equal to I, the machine should recognize this, and 
move to a different state, which we will call state B. This transition takes place on the next 
active clock edge after w has become equal to 1. In state B, as in state A, the circuit should 
keep the value of output Z at 0, because it has not yet seen w = 1 for two consecutive clock 
cycles. When in state B, if w is 0 at the next active clock edge, the circuit should move 
back to state A. However, if w = 1 when in state B, the circuit should change to a third 
state, called C, and it should then generate an output z = 1. The circuit should remain in 

Clock cycle: t{) t1 t2 t3 4 ts 16 t7 t8 t9 tlO 
w: 0 1 0 1 1 0 1 1 1 0 1 
z: 0 0 0 0 0 1 0 0 1 1 0 

Figure 8.2 Sequences of input and output signals. 
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state C as long as w = 1 and should continue to maintain z = 1. When w becomes 0 th 
machine should move back to state A. Since the preceding description handles all Pos~ible 
values of input w that the machine can encounter in its various states, we can conclude tha~ 
three states are needed to implement the desired machine. 

Now that we have determined in an informal way the possible transitions between states 
we will. des~rib~ a more ~ormal procedur~ th~t c~n be used to d~sign. the correspondin~ 
sequential CIrcUIt. BehavlOr of a sequential CircUlt can be descnbed III several different 
ways. The conceptually simplest method is to use a pictorial representation in the fonn 
of a state diagram, which is a graph that depicts states of the circuit as nodes (circles) 
and transitions between states as directed arcs. The state diagram in Figure 8.3 defines 
the behavior that corresponds to our specification. States A, B, and C appear as nodes in 
the diagram. Node A represents the starting state, and it is also the state that the circuit 
will reach after an input w = ° is applied. In this state the output z should be 0, which 
is indicated as A/z=O in the node. The circuit should remain in state A as long as w :::: 0 , 
which is indicated by an arc with a label w = ° that originates and terminates at this node. 
The first occurrence of w = 1 (following the condition w = 0) is recorded by moving 
from state A to state B. This transition is indicated on the graph by an arc originating at A 
and terminating at B. The label w = I on this arc denotes the input value that causes the 
transition. In state B the output remains at 0, which is indicated as Blz=O in the node. 

When the circuit is in state B, it will change to state C if w is still equal to 1 at the 
next active clock edge. In state C the output z becomes equal to 1. If w stays at 1 during 
subsequent clock cycles, the circuit will remain in state C maintaining z = 1. However, if 
w becomes 0 when the circuit is either in state B or in state C, the next active clock edge 
will cause a transition to state A to take place. 

In the diagram we indicated that the Reset input is used to force the circuit into state 
A, which is possible regardless of what state the circuit happens to be in. We could treat 

Reset 

W= 

w = 1 

Figure 8.3 State dLagram of a simple sequential circuit. 
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Reset as just another input to the circuit, and show a transition from each state to the starting 
tate A under control of the input Reset. This would complicate the diagram unnecessarily. 
~tates in a finite state machine are implemented using flip-flops. Since flip-flops usually 
have reset capability, as discussed in Chapter 7, we can assume that the Reset input is used 
to clear all flip-flops to 0 by using this capability. We will indicate this as shown in Figure 
8.3 to keep the diagrams as simple as possible. 

8.1.2 STATE TABLE 

Although the state diagram provides a description of the behavior of a sequential circuit 
that is easy to understand, to proceed with the implementation of the circuit, it is convenient 
to translate the information contained in the state diagram into a tabular form. Figure 8.4 
shows the state table for our sequential circuit. The table indicates all transitions from 
each present state to the next state for different values of the input signal. Note that the 
output z is specified with respect to the present state, namely, the state that the circuit is 
in at present time. Note also that we did not include the Reset input; instead, we made an 
implicit assumption that the first state in the table is the starting state. 

We now show the design steps that will produce the final circuit. To explain the basic 
design concepts, we first go through a traditional process of manually performing each 
design step. This is followed by a discussion of automated design techniques that use 
modern computer aided design (CAD) tools. 

8.1.3 STATE ASSIGNMENT 

The state table in Figure 8.4 defines the three states in terms of letters A, B, and C. When 
implemented in a logic circuit, each state is represented by a particular valuation (combi
nation of values) of state variables. Each state variable may be implemented in the form of 
a flip-flop. Since three states have to be realized, it is sufficient to use two state variables. 
Let these variables be YI and Y2. 

Now we can adapt the general block diagram in Figure 8.1 to our example as shown in 
Figure 8.5, to indicate the structure of the circuit that implements the required finite state 
machine. Two flip-flops represent the state variables. In the figure we have not specified 
the type of flip-flops to be used; this issue is addressed in the next subsection. From the 

Present Next state Output 
state w =0 w = 1 z 

A A B 0 
B A C 0 
C A C 1 

Figure 8.4 State table for the sequential circuit in Figure 8.3. 
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YJ YJ w .. 
Combinational Combinational 

circuit circuit 

~ Y2 Y2 

~ P. 

Clock 

Figure 8.5 A general sequential circuit with input w, output z, and two state flip-flops. 

specification in Figures 8.3 and 8.4, the output z is determined only by the present state of 
the circuit. Thus the block diagram in Figure 8.S shows that z is a function of only Yt and 
Y2; our design is of Moore type. We need to design a combinational circuit that uses YI and 
Y2 as input signals and generates a correct output signal z for all possible valuations of these 
inputs. 

The signals Yl and Y2 are also fed back to the combinational circuit that determines 
the next state of the FSM. This circuit also uses the primary input signal w. Its outputs are 
two signals, Y1 and Y2 , which are used to set the state of the flip-flops. Each active edge 
of the clock will cause the flip-flops to change their state to the values of Y 1 and Yz at that 
time. Therefore, Y, and Y2 are called the next-state variables, and Yl and Y2 are called the 
present-state variables. We need to design a combinational circuit with inputs w, YI. and 
Y2, such that for all valuations of these inputs the outputs Y1 and Y2 will cause the machine 
to move to the next state that satisfies our specification. The next step in the design process 
is to create a truth table that defines this circuit, as well as the circuit that generates z. 

To produce the desired truth table, we assign a specific valuation of variables Yl and Y2 
to each state. One possible assignment is given in Figure 8.6, where the states A, B. and C 
are represented by Y2Yl = 00, 01, and 10, respectively. The fourth valuation. Y2YI == 11. is 
not needed in this case. 

The type of table given in Figure 8.6 is usually called a state-assigned table. This table 
can serve directly as a truth table for the output z with the inputs Yl and Y2. Although for 
the next-state functions Y1 and Y2 the table does not have the appearance of a normal truth 
table, because there are two separate columns in the table for each value of w, it is obvioUS 
that the table includes all of the information that defines the next-state functions in tennS 

of valuations of inputs w, Yl, and yz. 
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A 
B 
C 

Present 
state 

Y2YI 

00 
01 
10 
11 

Figure 8.6 

Next state 

w=o w = 1 Output 

Y2 Yl Y2 Yl 
z 

00 01 0 
00 10 0 
00 10 1 
dd dd d 

State-assigned table for the sequential circuit in 
Figure 8.4. 

8.1.4 CHOICE OF FLIP-FLOPS AND DERIVATION OF NEXT-STATE 

AND OUTPUT EXPRESSIONS 

From the state-assigned table in Figure 8.6, we can derive the logic expressions for the 
next-state and output functions. But first we have to decide on the type of flip-flops that 
will be used in the circuit. The most straightforward choice is to use D-type flip-flops, 
because in this case the values of Yl and Y2 are simply clocked into the flip-flops to become 
the new values of Yl and Y2. In other words, if the inputs to the flip-flops are called Dl 
and D2, then these signals are the same as Yl and Y2 . Note that the diagram in Figure 8.5 
corresponds exactly to this use of D-type flip-flops. For other types of flip-flops, such as 
JK type, the relationship between the next-state variable and inputs to a flip-flop is not as 
straightforward; we will consider this situation in section 8.7. 

The required logic expressions can be derived as shown in Figure 8.7. We use Kamaugh 
maps to make it easy for the reader to verify the validity of the expressions. Recall that 
in Figure 8.6 we needed only three of the four possible binary valuations to represent the 
states. The fourth valuation, Y2YI = 11, should never occur in the circuit because the circuit 
is constrained to move only within states A, B, and C; therefore, we may choose to treat 
this valuation as a don't-care condition. The resulting don't-care squares in the Kamaugh 
maps are denoted by d's. Using the don't cares to simplify the expressions, we obtain 

Yl = WYIY2 
Y2 = W(YI + Y2) 

Z =Y2 

Ifwe do not use don't cares, then the resulting expressions are slightly more complex; they 
are shown in the gray-shaded area of Figure 8.7. 

Since Dl = Y1 and Dz = Yl , the logic circuit that corresponds to the preceding 
expressions is implemented as shown in Figure 8.8. Observe that a clock signal is included, 
and the circuit is provided with an active-low reset capability. Connecting the clear input on 
the flip-flops to an external Resetn signal, as shown in the figure, provides a simple means 
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W 
00 01 11 10 

Ignoring don't cares 

a 0 0 d a 

1 0) 0 d 0 

00 01 11 10 

o 0 o d o 

1 o 

o 1 

o o o 

1 

Using don't cares 

Y2 = wYl +wY2 

= w(Yl + Yz) 

Figure 8.7 Derivation of logic expressions for the sequential circuit in Figure 8.6. 

for forcing the circuit into a known state. If we apply the signal Resetn = ° to the circuit, 
then both flip-flops will be cleared to 0, placing the FSM into the state YZYI = 00. 

8. 1 .5 TIMING DIAGRAM 

To understand fully the operation of the circuit in Figure 8.8, let us consider its timing 
diagram presented in Figure 8.9. The diagram depicts the signal waveforms that correspond 
to the sequences of values in Figure 8.2. 

Because we are using positive-edge-triggered flip-flops, all changes in the signals occur 
shortly after the positive edge of the clock. The amount of delay from the clock edge depends 
on the propagation delays through the flip-flops. Note that the input signal w is also shown 
to change slightly after the active edge of the clock. This is a good assumption because in 
a typical digital system an input such as w would be just an output of another circuit that is 
synchronized by the same clock. We discuss the synchronization of input signals with the 
clock signal in section 10.3. 

A key point to observe is that even though w changes slightly after the active clock 
edge, and thus the value of w is equal to I (or 0) for almost the entire clock cycle, no change 
in the circuit will occur until the beginning of ~he next clock cycle when the positive edge 



w 

Clock 

Resetn 

Figure 8.8 

1 
Clock 

0 

1 
w 

0 

1 
Yl 

0 

1 
Y2 

0 

1 
z 

0 

Figure 8.9 
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J 
Y2 Y2 

D Q z 

D Q -
'( 

Y1 Yl 
D Q 

D Q -

--

Final implementation of the sequential circuit in Figure 8.7. 

to t} t2 t3 t4 ts l() t7 ts ~ tlO 

Timing diagram for e circuit in Figure 8.S. 
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causes the flip-flops to change their state. Thus the value of w must be equal to I for tw 
clock cycles if the circuit is to reach state C and generate the output z = 1. 0 

~:';-. 
. ~~< 

8. 1.6 SUMMARY OF DESIGN STEPS .•.. ~. . 

We can summarize the steps involved in designing a synchronous sequential circuit as 
follows: 

1. 

2. 

3. 

4. 

5. 

Obtain the specification of the desired circuit. 

Deri ve the states for the machine by first selecting a starting state. Then, given the 
specification of the circuit, consider all valuations of the inputs to the circuit and 
create new states as needed for the machine to respond to these inputs. To keep track 
of the states as they are visited, create a state diagram. When completed, the state 
diagram shows all states in the machine and gives the conditions under which the 
circuit moves from one state to another. 

Create a state table from the state diagram. Alternatively, it may be convenient to 
directly create the state table in step 2, rather than first creating a state diagram. 

In our sequential circuit example, there were only three states; hence it was a simple 
matter to create the state table that does not contain more states than necessary. 
However, in practice it is common to deal with circuits that have a large number of 
states. In such cases it is unlikely that the first attempt at deriving a state table will 
produce optimal results. Almost certainly we will have more states than is really 
necessary. This can be corrected by a procedure that minimizes the number of states. 
We will discuss the process of state minimization in section 8.6. 

Decide on the number of state variables needed to represent all states and perform the 
state assignment. There are many different state assignments possible for a given 
sequential circuit. Some assignments may be better than others. In the preceding 
example we used what seemed to be a natural state assignment. We will return to this 
example in section 8.2 and show that a different assignment may lead to a simpler 
circuit. 

6. Choose the type of flip-flops to be used in the circuit. Derive the next-state logic 
expressions to control the inputs to all flip-flops and then derive logic expressions for 
the outputs of the circuit. So far we have used only D-type flip-flops. We will 
consider other types of flip-flops in section 8.7. 

7. Implement the circuit as indicated by the logic expressions. 

I we have illustrated the design steps using a very simple sequential circuit. From the reader's 
point of view, a circuit that detects that an input signal was high for two consecutive clock 
pulses may not have much practical significance. We will now consider an example that is 
closely tied to practical application. 

488 

Section 7.14 introduced the concept of a bus and showed the connections that have 
to be made to allow the contents of a register to be transferred into another register. The 
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. cuit in Figure 7.55 shows how tri-state buffers can be used to place the contents of a 
c1;ected register onto the bus and how the data on the bus can be loaded into a register. 
~~gure 7.57 shows. how a c,ontrol. mechanis~ that swap~ the conten,ts of registers R 1 an~ R2 

be realized usmg a ShIft regIster. We WIll now deSIgn the desIred control mechamsm, 
can . 

ing the finite state machme approach. 
us The contents of registers R I and R2 can be swapped using register R3 as a temporary 
storage location as follows: The contents of R2 are first loaded into R3, using the control 
signals R20ut = 1 and R3in = 1. Then the contents of Rl are transferred into R2, using 

Rl = 1 and R2in = 1. Finally, the contents of R3 (which are the previous contents of 
out 

R2) are transferred into Rl, using R30ut = 1 and RCn = 1. Since this step completes the 
required swap, we will indicate that the task is completed by setting the signal Done = 1. 
Assume that the swapping is performed in response to a pulse on an input signal called w, 
which has a duration of one clock cycle. Figure 8.10 indicates the external signals involved 
in the desired control circuit. Figure 8.11 gives a state diagram for a sequential circuit that 
generates the output control signals in the required sequence. Note that to keep the diagram 
simple. we have indicated the output signals only when they are equal to 1. In all other 
cases the output signals are equal to O. 

In the starting state, A, no transfer is indicated, and all output signals are O. The circuit 
remains in this state until a request to swap arrives in the fonn of w changing to 1. In state 
B the signals required to transfer the contents of R2 into R3 are asserted. The next active 
clock edge places these contents into R3. It also causes the circuit to change to state C, 
regardless of whether w is equal to 0 or 1. In this state the signals for transferring R I into R2 
are asserted. The transfer takes place at the next active clock edge, and the circuit changes 
to state D regardless of the value of w. The final transfer, from R3 to R 1, is performed on 
the clock edge that leaves state D, which also causes the circuit to return to state A. 

Figure 8.12 presents the same infonnation in a state table. Since there are four states, it 
is necessary to use two state variables, Y2 and Yl. A straightforward state assignment where 
the states A, B, C, and D are assigned the valuations Y2Yl = 00,01, 10, and 11, respectively, 
leads to the state-assigned table in Figure 8.13. Using this assignment and D-type flip-flops, 

w .. 

Clock • 

Control 
circuit 

Rl out 

Rl in 

R20ut 

R2in 

R3 0ut 

R3in 

Done 

Figure 8.10 ( Signals needed in Example 8. 1. 
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Clock 

Figure 8.15 

- YJ 
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~ 
Yl 

- D Q 
- r-- j 

- YI 

Rl. 
1/1 

R3 
0111 

~ Q r---- '--- Done 

r--
~ 

RI 
0111 

I "--

J Y2 Y2 
0 Q 

r-- -
Y2 

~ Q f--

r-

-
Final implementation of the sequential circuit in Figure 8.13. 

A 
B 
C 

Present 
state 

Y2Yl 

00 
01 
11 
10 

Figure 8.16 

Next state 

w=o w=1 Output 

Y2 Y l Y2 Y l 
Z 

00 01 0 
00 11 0 
00 11 1 
dd dd d 

Improved state assignment for the sequential circuit 
in Figure 8.4. 

implement the circuit using D-type flip-flops, the next-state and output expressions derived 
from the figure will be 

Y I =Dt = w 

Y2 = D2 = WYl .. 
Z =Y2 
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Y2 Y2 

./ 
D Q 

,--
z 

~ Q 

I 

Y, YI 
w D Q 

-
Clock '> Q 

Resetn 1 

Figure 8 .. 17 Finol circuit for the improved state assignment in Figure 8.16. 

These expressions define the circuit shown in Figure 8.17. Comparing this circuit with the 
one in Figure 8.8, we see that the cost of the new circuit is lower because it requires fewer 
gates. 

In general, circuits are much larger than our example, and different state assignments 
can have a substantial effect on the cost of the final implementation. While highly desirable, 
it is often impossible to find the best state assignment for a large circuit. The exhaustive 
approach of trying all possible state assignments is not practical because the number of 
available state assignments is huge. CAD tools usually perform the state assignment using 
heuristic techniques. These techniques are usually proprietary, and their details are seldom 
published. 

In Figure 8.13 we used a straightforward state assignment for the sequential circuit in Figure E: 
8.12. Consider now the effect of interchanging the valuations assigned to states C and D, 
as shown in Figure 8.18. Then the next-state expressions are 

Y, = wY2 + YIY2 

Y2 =y, 

as derived in Figure 8.19. The output expressions are 

R lout = R2in = YIY2 

Rlin = R3 011t = Done = YIY2 

R20tlt = R3 ill = YIY2 

These expressions lead to a slightly mpler circuit than the one given in Figure 8.15. 
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Present 

-- ..... ------... --- ---c.-_ .... __ .. _- _ ...... _-_ ....... 

w=o 
w = 1 

w=o 

A/N 0 transfer 

w = 1 

B/ R20ut = 1, R3 ill = 1 

w=O 
w = 1 

C/ Rl out = I, R2 in = 1 

w=o 
w = 1 

•• -- Reset 

D/ R30ut = 1. Rl in = I, Done = 1 

Figure 8.11 State diagram for Example 8.1. 

Next state Outputs 

state w=o w = 1 R10ut R1in R20ut R2in R30ut R3in 

A 
B 
C 
D 

Figure 8.12 

A 
B 
C 
D 

Present 

state 

Y2Yl 

00 
01 
I 0 
1 1 

Figure 8.13 

A B 0 0 0 0 0 0 
C C 0 0 1 0 0 1 
D D 1 0 0 1 0 0 
A A 0 1 0 0 1 0 

State table for Example 8.1. 

Next state 

w=O w=l 
Outputs 

Y2 YI Y2 Yt Rl out R1in R20ut R2in R30ut R3in 

00 01 0 0 0 0 0 0 
10 10 0 0 1 0 0 1 
1 1 1 1 1 0 0 1 0 0 
00 00 0 1 0 0 1 0 

State-assigned table for the s~uential circuit in Figure 8.12. 

Done 

0 
0 
0 
1 

Done 

0 
0 
0 
1 -
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01 II 10 

- -

Y1 = WYl + YIY2 

W 
00 01 11 10 

0 1 1 
- -

Y2 = YIY2 + YIY2 
1 1 0 

Figure 8.14 Derivation of next-state expressions for the sequential 
circuit in Figure 8. 1 3. 

the next-state expressions can be derived as shown in Figure 8.14. They are 

Y1 = wYl + YIY2 

Y2 = YIY2 + YIY2 

The output control signals are derived as 

Rlmlt = R2in = YIY2 

R1in = R3 oU1 = Done = YIY2 

R2011t = R3 il1 = YIY2 

These expressions lead to the circuit in Figure 8.15. This circuit appears more complex 
than the shift register in Figure 7.57, but it has only two flip-flops, rather than three. 

8.2 STATE-ASSIGNMENT PROBLEM 

Having introduced the basic concepts involved in the design of sequential circuits, we should 
revisit some details where alternative choices are possible. In section 8.1.6 we suggested 
that Some state assignments may be better than others. To illustrate this we can reconsider 
the example in Figure 8.4. We already know that the state assignment in Figure 8.6 leads 
to.a simple-looking circuit in Figure 8.8. But can the FSM of Figure 8.4 be implemented 
With an even simpler circuit by using a different state assignment? 

Figure 8.16 gives one possible alternative. In this case we represent the states A, B, 
and C with the valuations Y2Yl = QO, 01, and 11, respectively. The remaining valuation, 
Y'Yl ~ 10, is not needed, and we Wi\ treat it as a don't-care condition, If we again choose to 
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A 
B 
C 
D 

Present 
state 

Y2Yl 

00 
o 1 
1 1 
10 

Figure 8.18 

-Next state 

w =0 w = 1 
Outputs 

-Y2 Y l Y2 Y \ Rl out Rl in R20ut R2in R30ut R3in Done -00 o 1 0 0 0 0 0 0 0 
1 1 1 1 0 0 1 0 0 1 0 
10 10 1 0 0 1 0 0 0 
00 00 0 1 0 0 1 0 1 

-
Improved state assignment for the sequential circuit in Figure 8.12. 

W 
00 01 

0 1 

1 1 

Figure 8.19 

11 10 

- -
Y 1 = WY2 + YIY2 

11 10 

1 

1 

Derivation of next-state expressions for the sequential 
circuit in Figure 8.18. 

8.2.1 ONE-HoT ENCODING 

Another interesting possibility is to use as many state variables as there are states in a 
sequential circuit. In this method, for each state all but one of the state variables are equal 
to O. The variable whose value is 1 is deemed to be "hot." The approach is known as the 
one-hot encoding method. . 

Figure 8.20 shows how one-hot state assignment can be applied to the sequential cirCUIt 

of Figure 8.4. Because there are three states, it is necessary to use three state variables. The 
chosen assignment is to represent the states A, B, and C using the valuations Y3Yz.:Vt ::::: 001. 
010, and 100, respectively. The remaining five valuations of the state variables are not used. 



A 
B 
C 

Present 
state 

Y3Y2Yl 

001 
010 
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Figure 8.20 
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Next state 

w =0 w = 1 Output 

Y3 Y2 Yl 
Z 

Y3 Y2 Yl 

001 010 0 
001 100 0 
001 100 1 

One-hot state assignment for the sequential circuit 
in Figure 8.4. 

They can be treated as don't cares in the derivation of the next-state and output expressions. 
Using this assignment, the resulting expressions are 

Y1 =W 

Y2 = WYl 

Y3 = W,Yl 

Z = Y3 

These expressions are not simpler than those obtained using the state assignment in Figure 
8.16. Although in this case the one-hot assignment is not advantageous, there are many 
cases where this approach is attractive. 

The one-hot state assignment can be applied to the sequential circuit of Figure 8.12 as El 
indicated in Figure 8.21. Four state variables are needed, and the states A, B, C, and D are 
encoded as Y4Y3Y2Yl = 0001,0010, 0100, and 1000. respectively. Treating the remaining 

A 
B 
C 
D 

Present 
state 

Y4Y3Y2Yl 

0001 
0010 
0100 
1000 

Figure 8.21 

Next state 

w =0 w = 1 
Outputs 

Y4 Y3Y2 Y l Y4 Y3 Y2 Yl R lout R1in R20ut R2in R30ut R3in Done 

0001 0010 0 0 a a 0 a a 
0100 0100 0 0 1 a 0 1 a 
1000 1000 1 a 0 1 0 a a 
0001 0001 0 1 0 0 1 0 1 

One-hot state assignment for the sequential circuit in Figure 8.12. 
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12 valuations of the state variables as don't cares, the next-state expressions are 

Yl = WYl + Y4 

Y2 = WYl 

Y3 = Y2 

Y4 =Y3 

It is instructive to note that we can derive these expressions simply by inspecting the state 
diagram in Figure 8.11. Flip-flop Yl should be setto 1 if the FSM is in state A and w == 0, or 

if the FSM is in state D; hence Y1 = WYI + Y4. Flip-flop Y2 should be set to I if the present 
state is A and W = 1; hence Y2 = WYl· Flip-flops Y3 and Y4 should be set to 1 if the FSM is 
presently in state Bore, respectively; hence Y3 = Y2 and Y4 = Y3. 

The output expressions are just the outputs of the flip-flops, such that 

Rl out = R2in = Y3 

Rlin = R30ut = Done = Y4 

R20ut = R3 in = Y2 

These expressions are simpler than those derived in Example 8.2, but four flip-flops are 
needed, rather than two. 

An important feature of the one-hot state assignment is that it often leads to simpler 
output expressions than do assignments with the minimal number of state variables. Simpler 
output expressions may lead to a faster circuit. For instance, if the outputs of the sequential 
circuit are just the outputs of the flip-flops, as is the case in our example, then these output 
signals are valid as soon as the flip-flops change their states. If more complex output 
expressions are involved. then the propagation delay through the gates that implement 
these expressions must be taken into account. We will consider this issue in section 8.8.2. 

The examples considered to this point show that there are many ways to implement a 
given finite state machine as a sequential circuit. Each implementation is likely to have a 
different cost and different timing characteristics. In the next section we introduce another 
way of modeling FSMs that leads to even more possibilities. 

8.3 MEALY STATE MODEL 

Our introductory examples were sequential circuits in which each state had specific values 
of the output signals associated with it. As we explained at the beginning of the chapter, 
such finite state machines are said to be of Moore type. We will now explore the concept 
of Mealy-type machines in which the output values are generated based on both the state 
of the circuit and the present values of its inputs. This provides additional flexibility in the 
design of sequential circuits. We will introduce the Mealy-type machines, using a slightly 
altered version of a previous example. 

The essence of the first sequential circuit in section 8.1 is to generate an output z :::::: 1 
whenever a second occurrence of the input W = 1 is detected in consecutive clock cycles. 
The specification requires that the output z be equal to I in the clock cycle that followS 
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he detection of the second occurrence of w = 1. Suppose now that we eliminate this 
~ tter requirement and specify instead that the output z should be equal to 1 in the same 
~ock cycle when the second occurrence of w = 1 is detected. Then a suitable input-output 
'equence may be as shown in Figure 8.22. To see how we can realize the behavior given in 
shiS table, we begin by selecting a starting state, A. As long as w = 0, the machine should 
~emain in state A, producing an output z = O. When w = 1, the machine has to move to 
a neW state, B, to record the fact that an input of 1 has occurred. If w remains equal to 1 
when the machine is in state B, which happens if w = 1 for at least two consecutive clock 
cycles, the machine should remain in state B and produce an output z = 1. As soon as w 
becomes 0, z should immediately become 0 and the machine should move back to state 
A at the next active edge of the clock. Thus the behavior specified in Figure 8.22 can be 
achieved with a two-state machine, which has a state diagram shown in Figure 8.23. Only 
twO states are needed because we have allowed the output value to depend on the present 
value of the input as well as the present state of the machine. The diagram indicates that if 
the machine is in state A, it will remain in state A if w = 0 and the output will be O. This is 
indicated by an arc with the label w = O/z = O. When w becomes 1. the output stays at 0 
until the machine moves to state B at the next acti ve clock edge. This is denoted by the arc 
from A to B with the label w = liz = O. In state B the output will be 1 if H' = 1, and the 
machine will remain in state B, as indicated by the label w = l/z = 1 on the corresponding 
arc. However, if w = 0 in state B. then the output will be 0 and a transition to state A 
will take place at the next active clock edge. A key point to understand is that during the 
present clock cycle the output value corresponds to the label on the arc emanating from the 
present-state node. 

We can implement the FSM in Figure 8.23, using the same design steps as in section 
8.1. The state table is shown in Figure 8.24. The table shows that the output;, depends 
on the present value of input wand not just on the present state. Figure 8.25 gives the 

Clock cycle: to t1 t2 t3 4 t5 t{) t7 t8 t9 tlO 
w: 0 1 0 1 1 0 1 1 1 0 1 

z: 0 0 0 0 1 0 0 1 1 0 0 

Figure 8.22 Sequences of input and output signals. 

Reset 

w=llz=O 

w=Olz=O w=llz=l 

w=Olz=O 

Figure 8.23 State diagram of an FSM that realizes the task in Figure 8.22. 
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Present Next state Output z 

state w =0 w = 1 w =0 w = 1 

A 
B 

Figure 8.24 

A 
B 

Present 
state 

Y 

0 
1 

Figure 8.25 

A B 0 0 
A B 0 1 

State table for the FSM in Figure 8.23. 

Next state Output 

w =0 w = 1 w =0 w = 1 

Y Y z z 

0 1 0 0 
0 1 0 1 

State-assigned table for the FSM in Figure 8.24. 

state-assigned table. Because there are only two states, it is sufficient to use a single state 
variable, y. Assuming that y is realized as a D-type flip-flop, the required next-state and 
output expressions are 

Z= wy 

The resulting circuit is presented in Figure 8.26 along with a timing diagram. The timing 
diagram corresponds to the input-output sequences in Figure 8.22. 

The greater flexibility of Mealy-type FSMs often leads to simpler circuit realizations. 
This certainly seems to be the case in our examples that produced the circuits in Figures 
8.8, 8.17, and 8.26, assuming that the design requirement is only to detect two consecutive 
occurrences of input w being equal to I. We should note, however, that the circuit in Figure 
8.26 is not the same in tenns of output behavior as the circuits in Figures 8.8 and 8.17. The 
difference is a shift of one clock cycle in the output signal in Figure 8.26b. If we wanted to 
produce exactly the same output behavior using the Mealy approach, we could modify the 
circuit in Figure 8.26a by adding another flip-flop as shown in Figure 8.27. This flip-floP 
merely delays the output signal, Z, by one clock cycle with respect to z, as indicated in the 
timing diagram. By making this change, we effectively turn the Mealy-type circuit into 
a Moore-type circuit with output Z. Note that the circuit in Figure 8.27 is essentially the 
same as the circuit in Figure 8.17. 

-------------------------------------------------------------------------------
e 8.4 In Example 8.1 we considered the control circuit.needed to swap the contents of two registers, 

implemented as a Moore-type finite state machine. The same task can be achieved using a 
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w -------.D Q 
y 

-

Clock --------1> Q 

Resetn 

(a) Circuit 

II II ~ 1 

II II il 

I I 

(b) Timing diagram 

Implementation of FSM in Figure 8.25. 

z 

J i I 

il il 

I I 

Mealy-type FSM, as indicated in Figure 8.28. State A still serves as the reset state. But as 
soon as w changes from 0 to 1, the output control signals R2(11/t and R3 in are asserted. They 
remain asserted until the beginning of the next clock cycle, when the circuit will leave state 
A and change to B. In state B the outputs Rl out and R2in are asserted for both w = 0 and 
w = 1. Finally, in state C the swap is completed by asserting R3oL/t and R1 in • 

The Mealy-type realization of the control circuit requires three states. This does not 
necessarily imply a simpler circuit because two flip-flops are still needed to implement 
the state variables. The most important difference in comparison with the Moore-type 
realization is the timing of output signals. A circuit that implements the FSM in Figure 
~.28 generates the output control signals one clock cycle sooner than the circuits derived 
III Examples 8. I and 8.2. 

Note also that using the FSM in Figure 8.28, the entire process of swapping the contents 
of Rl and R2 takes three clock cycles, starting and finishing in stateA. Using the Moore-type 
FSM in Example 8.1, the swapping process involves four clock cycles before the circuit 
returns to state A. 

II 

. Suppose that we wish to implement this FSM using one-hot encoding. Then three 
flIP-flops are needed, and the states~, B, and C may be assigned the valuations Y3Y2Yt = 
001,010, and 100, respectively. Exa ining the state diagram in Figure 8.28, we can derive 
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(a) Circuit 
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Figure 8.27 Circuit that implements the specification in Figure 8.2. 

the next-state equations by inspection. The input to flip-flop Yl should have the value 1 if 
the FSM is in state A and w = 0 or if the FSM is in state C; hence Y1 = WYl + Y3. Aip-flop 
Y2 should be set to 1 if the FSM is in state A and w = I; hence Y2 = WYl. Aip-flop Y3 
should be set to I if the present state is B; hence Y" = Y2. The derivation of the output 
expressions, which we leave as an exercise for the reader, can also be done by inspection. 
The corresponding circuit is shown in Figure 7.58, in section 7.14, where it was derived 
using an ad hoc approach. 

---------------------------------------------------------------------------------
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The preceding discussion deals with the basic principles involved in the design of 
sequential circuits. Although it is essential to understand these principles, the manual 
approach used in the examples is difficult and tedious when large circuits are involved. We 
will now show how CAD tools are used to greatly simplify the design task. 
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w=o 

Reset 

w = 1/ R20ut = 1, R3;n = 1 

w = 0/ w = 1 R lout = 1, R2in = 1 

W = OJ W = 1 R3out = I,Rl in = 1, Done = 1 

Figure 8.28 State diagram for Example 8.4. 

8.4 DESIG N OF FINITE STATE MACHINES USING CAD TOOLS 

Sophisticated CAD tools are available for finite state machine design, and we introduce 
them in this section. A rudimentary way of using CAD tools for FSM design could be 
as follows: The designer employs the manual techniques described previously to derive a 
circuit that contains flip-flops and logic gates from a state diagram. This circuit is entered 
into the CAD system by drawing a schematic diagram or by writing structural hardware 
description language (HDL) code. The designer then uses the CAD system to simulate the 
behavior of the circuit and uses the CAD tools to automatically implement the circuit in a 
chip, such as a PLD. 

It is tedious to manually synthesize a circuit from a state diagram. Since CAD tools 
are meant to obviate this type of task, more attractive ways of utilizing CAD tools for FSM 
design have been developed. A better approach is to directly enter the state diagram into the 
C~D system and perform the entire synthesis process automatically. CAD tools support 
t~ls approach in two main ways. One method is to allow the designer to draw the state 
d~agram using a graphical tool similar to the schematic capture tool. The designer draws 
CIrcles to represent states and arcs to represent state transitions and indicates the outputs 
th~t the machine should generate. Another and more popular approach is to use an HDL to 
Wnte code that represents the state diagram, as described below. 
T Many HDLs provide constructs that allow the designer to represent a state diagram. 
dO ~how how this is done, we will provide VHDL code that represents the simple machine 
eSlgned manually as the first exa~~·· Ie in section 8.1. Then we will use the CAD tools to 

Synthesize a circuit that implements e machine in a chip. 
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8.4.1 VHDL CODE FOR MOORE-TYPE FSMs 
01 

VHDL does not define a standard way of describing a finite state machine. Hence whil 
adhering to the required VHDL syntax, there is more than one way to describe a give e 
FSM. An example of VHDL code for the FSM of Figure 8.3 is given in Figure 8.29. Fon 
the convenience of discussion, the lines of code are numbered on the left side. Lines 1 t~ 
6 declare an entity named simple, which has input ports Clock, Resetn, and w, and output 
port z. In line 7 we have used the name Behavior for the architecture body, but of COurse 
any valid VHDL name could be used instead. ' 

Line 8 introduces the TYPE keyword, which is a feature of VHDL that we have not 
used previously. The TYPE keyword allows us to create a user-defined signal type. The 
new signal type is named State_type, and the code specifies that a signal of this type can 
have three possible values: A, B, or C. Line 9 defines a signal named y that is of the 
State_type type. The y signal is used in the architecture body to represent the outputs of the 
flip-flops that implement the states in the FSM. The code does not specify the number of bits 
represented by y. Instead, it specifies that y can have the three symbolic values A, B, and C. 
This means that we have not specified the number of state flip-flops that should be used for 
the FSM. As we will see below, the VHDL compiler automatically chooses an appropriate 
number of state flip-flops when synthesizing a circuit to implement the machine. It also 
chooses the state assignment for states A, B, and C. Some CAD systems, such as Quartus 
II, assume that the first state listed in the TYPE statement (line 8) is the reset state for the 
machine. The state assignment that has all flip-flop outputs equal to 0 is used for this state, 
Later in this section, we will show how it is possible to manually specify the state encoding 
in the VHDL code if so desired. 

Having defined a signal to represent the state flip-flops, the next step is to specify the 
transitions between states. Figure 8.29 gives one way to describe the state diagram. It is 
represented by the process in lines 11 to 37. The PROCESS statement describes the finite 
state machine as a sequential circuit. It is based on the approach we used to describe an 
edge-triggered D flip-flop in section 7.12.2. The signals used by the process are Clock, 
Resetn, W, and y, and the only signal modified by the process is y. The input signals that 
can cause the process to change yare Clock and Resetn; hence these signals appear in the 
sensitivity list. Note that H' is not included in the sensitivity list because a change in the 
value of w cannot affect y until a change occurs in the Clock signal. 

Lines 13 and 14 specify that the machine should enter state A, the reset state, if Resetn 
= O. Since the condition for the IF statement does not depend on the clock signal, the reset 
is asynchronous, which is why Resetn is included in the sensitivity list in line 11. 

When the reset signal is not asserted, the ELSIF statement in line 15 specifies that the 
circuit waits for the positive edge of the clock signal. Observe that the ELsrF condition 
is the same as the condition that we used to describe a positive-edge-triggered D flip-floP 
in Figure 7.39. The behavior of y is defined by the CASE statement in lines 16 to 35. It 
corresponds to the state diagram in Figure 8.3. Since the CASE statement is inside the 
ELSIF condition, any change in y can take place only as a result of a positive clock edge. 
In other words, the ELSIF condition implies that y must be implemented as the output of 
one or more flip-flops. Each WHEN clause in the CASE statement represents one state 
of the machine. For example, the WHEN clause in lines 17 to 22 describes the machine's 
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1 LIBRARY ieee; 
2 USE ieee.std_Iogic_ll64.all ; 

3 ENTITY simple IS 
4 PORT (Clock, Resetn, W : IN STD_LOGIC; 
5 z : OUT STD_LOGIC); 
6 END simple; 

7 
8 
9 

ARCHITECTURE Behavior OF simple IS 
TYPE State_type IS (A, B, C) ; 
SIGNAL y : State_type; 

10 BEGIN 
11 
12 
13 
14 
15 
16 
17 
18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
32 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
y <= A; 

ELSIF (Clock' EVENT AND Clock = ' 1') THEN 
CASE Y IS 

WHENA=> 
IF W = '0' THEN 

y<= A; 
ELSE 

Y <= B; 
END IF ; 

WHENB=> 
IF W = '0' THEN 

Y <= A; 
ELSE 

Y <= C; 
END IF; 

WHENC=> 
IF W = '0' THEN 

Y <= A; 
ELSE 

33 Y <= C; 
34 END IF; 
35 END CASE; 
36 END IF; 
37 END PROCESS; 
38 z <= '1' WHEN Y = C ELSE '0' ; 
39 END Behavior; 

Figure 8.29 VHDL code for the FSM in Figure 8.3. 
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behavior when it is in state A. According to the IF statement beginning in line 18, When th 
FSM is in state A, if w = 0, the machine should remain in state A; but if w = 1, the machin~ 
should change to state B. The WHEN clauses in the CASE statement correspond exactly t 
the state diagram in Figure 8.3. 0 

The final part of the state machine description appears in line 38. It specifies that ifth 
machine is in state C, then the output z should be 1; otherwise, z should be O. e 

8.4.2 SYNTHESIS OF VHDL CODE 

To give an example of the circuit produced by a synthesis tool, we synthesised the code 
in Figure 8.29 for implementation in a CPLD. The synthesis resulted in two flip-flops, 
with inputs Y1 and Y2, and outputs YI and Y2. The next-state expressions generated by the 
synthesis tool are 

Y1 = wYIY2 
Y2 = WYl + wyz 

The output expression is 

z = Y2 

These expressions correspond to the case in Figure 8.7 when the unused state pattern 
YZYI = 11 is treated as don't-cares in the Karnaugh maps for Y 1, Y2, and z. 

Figure 8.30 depicts a part of the FSM circuit implemented in a CPLD. To keep the 
figure simple, only the logic resources used for the two macrocells that implement YI, Y2, 
and z are shown. The parts of the macrocells used for the circuit are highlighted in blue. 

The w input to the circuit is shown connected to one of the interconnection wires in 
the CPLD. The source node in the chip that generates H' is not shown. It could be either an 
input pin, or else w might be the output of another macrocell, assuming that the CPLD may 
contain other circuitry that is connected to our FSM. The Clock signal is assigned to a pin 
on the chip that is dedicated for use by clock signals. From this dedicated pin a global wire 
distributes the clock signal to all of the flip-flops in the chip. The global wire distributes 
the clock signal to the flip-flops such that the difference in the arrival time, or clock skew, 
of the clock signal at each flip-flop is minimized. The concept of clock skew is discussed 
in section 10.3. A global wire is also used for the reset signal. 

The top macrocell in Figure 8.30 produces the state variable Yl. The other macrocell 
generates Y2. For signal YI the top macrocell produces the required product term, as shown. 
The other product-term wires in the macrocell are not shown in the figure, but each is set 
to 0 so that it does not affect the OR gate. The output of the OR gate passes through the 
XOR gate whose other input is O. Although the XOR gate has no impact on this circuit'S 
behavior, except to cause a small propagation delay, it is a part of the macrocell and cannot 
be avoided when implementing our circuit. The output of the XOR gate drives the flip-floP 
that represents )". The multiplexer select input is set to 1 so that the signal YI is passed 
through to the tri-state buffer. Similar to the XOR gate, this buffer is not needed in our 
circuit, but since it is present in the macrocell it must be used; hence its output enable control 
signal is set to 1. The signal Yl is connected to the interconnection wires in the CPLD and 
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Interconnection wires 
Resetn 

Clock 

• • • 

• 
• 

• 
• 
• 

PAL-like block 

Yl 

z 

• 
• 
• 

Figure 8.30 

• 
• 

(Other macrocells are not shown) 

Implementation of the FSM of Figure 8.3 in a CPLD. 

fed back to the macrocells. Observe that although Yl is not an output of the circuit, it uses 
a signal path that is attached to one of the chip's pins. Therefore, this pin cannot be used 
for any other purpose. The implementation of Y2 is similar to that for Yl, except that two 
product tenns are involved. The signal Y2 is connected to the pin labeled z, which realizes 
the required output signal. 
. Figure 8.31 illustrates how the circuit might be assigned to the pins on a small CPLD 
In a 44-pin PLeC package. The figure is drawn with a part of the top of the chip package 
~ut.away, revealing a conceptual view of the two macrocells from Figure 8.30, which are 
IndICated in blue. Our simple circuit uses only a small portion of the device. 
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Figure 8.31 The circuit from Figure 8.30 in a small CPLD. 

8.4.3 SIMULATING AND TESTING THE CIRCUIT 

The behavior of the circuit implemented in the CPLD chip can be tested using timing 
simulation, as depicted in Figure 8.32. The figure gives the waveforms that correspond to 
the timing diagram in Figure 8.9, assuming that a 100 ns clock period is used. The Resetn 
signal is set to 0 at the beginning of the simulation and then set to 1. The circuit produces 
the output z = 1 for one clock cycle after w has been equal to 1 for two successive clock 
cycles. When w is 1 for three clock cycles, z becomes 1 for two clock cycles, as it should 
be. We show the changes in state by using the letters A, B, and C for readability purposes, 
(The simulator included with the book actually shows the corresponding binary codes for 
the states.) 

Resetn 

Clock 

w 

z 

Figure 8.32 

250.0ns 500.0ns 750.0ns 10us 

Simulation results For the circuit in Figure 8.30. 
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Having examined the simulation output, we should consider the question of whether 
e can conclude that the circuit functions correctly and satisfies all requirements. For our 

~mple example it i~ n~t diffi.cult to answer t~is question because th~ ci~cuit has only one 
input and its behavlO~ I.S st~alghtforward. It, IS e~sy to .see that the CIrCUIt works properly. 
However, in generallt IS dIfficult to ascertam WIth a hIgh degree of confidence whether a 
sequential circuit will work properly .for all possible i~put sequence~, because a ,very large 
number of input patterns may be possIble. For large fimte state machmes, the desIgner must 
think carefully about patterns of inputs that may be used in simulation for testing purposes, 

8.4.4 AN ALTERNATIVE STYLE OF VHDL CODE 

We mentioned earlier in this section that VHDL does not specify a standard way for writing 
code that represents a finite state machine. The code given in Figure 8.29 is only one 
possibility. A second example of code for our simple machine is given in Figure 8.33. Only 
the architecture body is shown because the entity declaration is the same as in Figure 8.29. 
Two signals are used to represent the state of the machine. The signal named yyresent 
corresponds to the present state, and y_next corresponds to the next state. In terms of the 
notation used in section 8.1.3, y-present is the same as y, and y_next is Y. We cannot use 
y to denote the present state and Y for the next state in the code, because VHDL does not 
distinguish between lower- and uppercase letters. Both the yyresent and y_next signals 
are of the State_type type. 

The machine is specified by two separate processes. The first process describes the 
state table as a combinational circuit. It uses a CASE statement to give the value of y_next 
for each value of y-present and w. The code can be related to the general form of FSMs 
in Figure 8.5. The process corresponds to the combinational circuit on the left side of the 
figure. 

The second process introduces flip-flops into the circuit. It stipulates that after each 
positive clock edge the y-present signal should take the value of the y_next signal. The 
process also specifies that y-present should take the value A when Resetn = 0, which 
provides the asynchronous reset. 

We have shown two styles of VHDL code for our FSM example. The circuit produced 
by the VHDL compiler for each version of the code is likely to be somewhat different 
because, as the reader is well aware by this point, there are many ways to implement a 
given logic function. However, the circuits produced from the two versions of the code 
provide identical functionality. 

8.4.5 SUMMARY OF DESIGN STEPS WHEN USING CAD TOOLS 

In section 8.1.6 we summarized the design steps needed to derive sequential circuits man
~alIy. We .h~v~ now seen that CAD tools can automatically perform much of the work. 
W~wever, It IS Important to realize that the CAD tools have not replaced all manual steps. 

lt~ reference to the list given in section 8.1.6, the first two steps, in which the machine 
6.eclfication is obtained and a state diagram is derived, still have to be done manually. 
h1ven the state diagram informatio as input, the CAD tools then automatically perform 

t e tasks needed to generate a circui with logic gates and flip-flops. In addition to the 
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ARCHITECTURE Behavior OF simple IS 
TYPE State_type IS CA, B, C) ; 
SIGNAL y _present, y _next: State_type; 

BEGIN 
PROCESS (w, y_present) 
BEGIN 

CASE y_ present IS 
WHEN A=> 

IF w = '0' THEN 
y_next <= A; 

ELSE 
y_next <= B ; 

END IF ; 
WHENB=> 

IF w = '0' THEN 
y_next <= A; 

ELSE 
y_next <= C; 

END IF; 
WHENC=> 

IF w = '0' THEN 
y_next <= A; 

ELSE 
y_next <= C; 

ENDIF; 
ENDCASE; 

END PROCESS; 

PROCESS (Clock, Resetn) 
BEGIN 

IF Resetn = '0' THEN 
y_present <= A ; 

ELSIF (Clock'EVENT AND Clock = 'I') THEN 
y_present <= y_next ; 

END IF; 
END PROCESS ; 

z <= '1' WHEN y_present = C ELSE '0' ; 
END Behavior; 

Figure 8.33 Alternative style of VHDL code for the FSM in Figure 8.3. 
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design steps giv~n in ~ection 8: 1 .. 6, we sh~uld add the testing and simulation stage. We will 
defer detailed dIScussIon of thIS Issue untd Chapter 11. 

8.4.6 SPECIFYING THE STATE ASSIGNMENT IN VHDL CODE 

In section 8.2 we saw that the state assignment may have an impact on the complexity of 
the designed circuit. An obvious objective of the state-assignment process is to minimize 
the cost of implementation. The cost function that should be optimized may be simply the 
number of gates and flip-flops. But it could also be based on other considerations that may 
be representative of the structure of PLD chips used to implement the design. For example, 
the CAD software may try to find state encodings that minimize the total number of AND 
termS needed in the resulting circuit when the target chip is a CPLD. 

In VHDL code it is possible to specify the state assignment that should be used, but 
there is no standardized way of doing so. Hence while adhering to VHDL syntax, each 
CAD system permits a slightly different method of specifying the state assignment. The 
Quartus II system recommends that state assignment be done by using the attribute feature 
of VHDL. An attribute refers to some type of information about an object in VHDL code. 
All signals automatically have a number of associated predefined attributes. An example is 
the EVENT attribute that we use to specify a clock edge, as in Clock'EVENT. 

In addition to the predefined attributes, it is possible to create a user-defined attribute. 
The user-defined attribute can be used to associate some desired type of information with 
an object in VHDL code. In Quartus II manual state assignment can be done by creating a 
user-defined attribute associated with the State_type type. This is illustrated in Figure 8.34, 
which shows the first few lines of the architecture from Figure 8.33 with the addition of a 
user-defined attribute. We first define the new attribute called ENUM_ENCODING, which 
has the type STRING. The next line associates ENUM_ENCODING with the State_type 
type and specifies that the attribute has the value "00 01 11". When translating the VHDL 
code, the Quartus II compiler uses the value of ENUM_ENCODING to make the state 
assignment A = 00, B = 01, and C = 11. 

The ENUM_ENCODING attribute is specific to Quartus II. Hence we may not be able 
to use this method of state assignment in other CAD systems. A different way of giving the 
state assignment, which will work with any CAD system, is shown in Figure 8.35. Instead 

ARCHITECTURE Behavior OF simple IS 
TYPE State~TYPE IS (A, B, C) ; 
ATTRIBUTE ENUM£NCODING : STRING; 
ATTRIBUTE ENUM£NCODING OF State_type: TYPE IS "0001 11" ; 
SIGNAL y~present, y_next : State~type ; 

BEGIN 

Figure 8.34 A user-defined attribute for manual state assignment. 
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LIBRARY ieee; 
USE ieee.std_Iogic_1164.all ; 

ENTITY simple IS 
PORT (Clock, Resetn, W : IN STD~OGIC; 

z : OUT STD~OGIC); 
END simple; 

ARCHITECTURE Behavior OF simple IS 
SIGNAL y_present, y_next : STD_LOGIC_VECTOR( 1 DOWNTO 0); 
CONSTANT A: STD_LOGIC_VECTOR(l DOWNTO 0):= "00"; 
CONSTANT B : STD_LOGIC_VECTOR(l DOWNTO 0):= "01"; 
CONSTANT C : STD_LOGIC_VECTOR(l DOWNTO 0) := "11" ; 

BEGIN 
PROCESS ( w, y_present) 
BEGIN 

CASE y_present IS 
WHEN A=> 

IF W = '0' THEN y_next <= A; 
ELSE y_next <= B ; 
END IF; 

WHENB => 
IF W = '0' THEN y_next <= A ; 
ELSE y_next <= C; 
ENDIF; 

WHENC=> 
IF W = '0' THEN y_next <= A ; 
ELSE y_next <= C ; 
END IF ; 

WHEN OTHERS => 
y_next <= A; 

END CASE ; 
END PROCESS; 
PROCESS ( Clock, Resetn ) 
BEGIN 

IF Resetn = '0' THEN 
y_present <= A; 

ELSIF (Clock'EVENT AND Clock = 'I') THEN 
y_present <= y_next ; 

END IF; 
END PROCESS; 
z <= 'I' WHEN y_present = C ELSE '0' ; 

END Behavior; 

Figure 8.35 Using constants for manual state assignment. 
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f using the State_type type as in previous examples, y_present and y_next are defined as 
~wo-bit STD_LOGIC_ VECTOR signals. Each of the symbolic names for the three states, 
A S, and C, are defined as constants, with the value of each constant corresponding to 
the desired encoding. Note that the syntax for assigning a value to a constant uses the := 
ssignment operator, rather than the < = operator that is used for signals. When the code is 

:ranslated, the VHDL compiler replaces the symbolic names A, B, and C with their assigned 

constant values. 
The CASE statement that defines the state diagram is identical to that in Figure 8.33 

with one exception. VHDL requires that the CASE statement for y_present include a 
WHEN clause for all possible values ofy_present. In Figure 8.33 )'_present can have only 
the three values A, B, and C because it has the State_type type. But since y_present is a 
STD_LOGIC_ VECTOR signal in Figure 8.35, we must provide a WHEN OTHERS clause, 
as shown. In practice, the machine should never enter the unused state, which corresponds 
to y_present = 10. As we said earlier, there is a slight possibility that this could occur due 
to erroneous behavior of the circuit. As a pragmatic choice, we have specified that the FSM 
should change back to the reset state if such an error occurs. 

8.4.7 SPECIFICATION OF MEALY FSMs USING VHDL 

A Mealy-type FSM can be specified in a similar manner as a Moore-type FSM. Figure 8.36 
gives complete VHDL code for the FSM in Figure 8.23. The state transitions are described 
in the same way as in our original VHDL example in Figure 8.29. The signal y represents 
the state flip-flops, and State_type specifies that y can have the values A and B. Compared 
to the code in Figure 8.29, the major difference in the case of a Mealy-type FSM is the way 
in which the code for the output is written. In Figure 8.36 the output z is defined using 
a CASE statement. It states that when the FSM is in state A, z should be 0, but when in 
state B, z should take the value of w. This CASE statement properly describes the logic 
needed for z, but it may not be obvious why we have used a second CASE statement in 
the code, rather than specify the value of z inside the CASE statement that defines the state 
transitions. The reason is that the CASE statement for the state transitions is nested inside 
the IF statement that waits for a clock edge to occur. Hence if we placed the code for z 
inside this CASE statement, then the value of z could change only as a result of a clock 
edge. This does not meet the requirements of the Mealy-type FSM, because the value of z 
must depend not only on the state of the machine but also on the input w. 

Implementing the FSM specified in Figure 8.36 in a CPLD chip yields the same equa
tions as we derived manually in section 8.3. Simulation results for the synthesized circuit 
appear in Figure 8.37. The input waveform for w is the same as the one we used for the 
Moore-type machine in Figure 8.32. Our Mealy-type machine behaves correctly, with z 
becoming 1 just after the start of the second consecutive clock cycle in which w is 1. 
, In the simulation results we have given in this section, all changes in the input w occur 
immediately following a positive clock edge. This is based on the assumption stated in 
section 8.1.5 that in a real circuit w would be synchronized with respect to the clock that 
cO.ntrols the FSM. In Figure 8.38 we illustrate a problem that may arise if w does not meet 
this specification. In this case we have assumed that the changes in w take place at the 
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LIBRARY ieee; 
USE ieee.std~ogic_1164.all ; 

ENTITY mealy IS 
PORT ( Clock, Resetn, W : IN STD_LOGIC ; 

z : OUT STD_LOGIC); 
END mealy; 

ARCHITECTURE Behavior OF mealy IS 
TYPE State_type IS (A, B) ; 
SIGNAL y : State_type; 

BEGIN 
PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
y <= A; 

ELSIF (Clock'EVENT AND Clock = '1') THEN 
CASE y IS 

WHEN A=> 
IF w = '0' THEN Y <= A ; 
ELSEy <= B; 
END IF; 

WHENB=> 
IF w = '0' THEN Y <= A; 
ELSEy <= B; 
END IF; 

END CASE ; 
END IF ; 

END PROCESS; 

PROCESS (y, w) 
BEGIN 

CASE Y IS 
WHENA=> 

z <= '0' ; 
WHENB=> 

z <= w; 
END CASE; 

END PROCESS; 
END Behavior; 

Figure 8.36 VHDl code for the Mealy machine of Figure 8.23. 

, 
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2500ns 5000ns 750.0ns 1.0us 

Simulation results for the Mealy machine. 

250.0ns SOO.Ons 

Potential problem with asynchronous inputs to a Mealy FSM. 

negative edge of the clock, rather than at the positive edge when the FSM changes its state. 
The first pulse on the w input is 100 ns long. This should not cause the output z to become 
equal to I. But the circuit does not behave in this manner. After the signal w becomes 
equal to 1, the first positive edge of the clock causes the FSM to change from state A to 
state B. As soon as the circuit reaches the state B, the w input is still equal to 1 for another 
50 ns, which causes z to go to 1. When w returns to 0, the z signal does likewise. Thus an 
erroneous 50-ns pulse is generated on the output z. 

We should pursue the consequences of this problem a little further. If z is used to drive 
another circuit that is not controlled by the same clock, then the extraneous pulse is likely 
to cause big problems. But if z is used as an input to a circuit (perhaps another FSM) that 
IS Controlled by the same clock, then the 50-ns pulse will be ignored by this circuit if z = a 
before the next positive edge of the clock (accounting for the setup time). 

-------------------------------------------------------------------------. 
8.5 SERIAL ADDER EXAMPLE 

~e will now present another simple example that illustrates the complete design process. 
n Chapter 5 we discussed the ad~on of binary numbers in detail. We explained several 
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schemes that can be used to add two n-bit numbers in parallel, ranging from carry-rip 1 
to carry-Iookahead adders. In these schemes the speed of the adder unit is an import~ e 
design parameter. Fast adders are more complex and thus more expensive. If speed is n:

t 

of great importance, then a cost-effective option is to use a serial adder, in which bits art 
added a pair at a time. e 

8.5.1 MEALy-TYPE FSM FOR SERIAL ADDER 

..... , 
Let A = an-l an-2 ... ao and B = bn - 1 bn-2 ... bo be two unsigned numbers that have to be 
added to produce Sum = Sn-lSn-2 ... so. Our task is to design a circuit that will perform 
serial addition, dealing with a pair of bits in one clock cycle. The process starts by adding 
bits ao and boo In the next clock cycle. bits al and b I are added, including a possible 
carry from the bit-position 0, and so on. Figure 8.39 shows a block diagram of a possible 
implementation. It includes three shift registers that are used to hold A, B, and Sum as the 
computation proceeds. Assuming that the input shift registers have parallel-load capability, 
as depicted in Figure 7.19, the addition task begins by loading the values of A and B into 
these registers. Then in each clock cycle, a pair of bits is added by the adder FSM, and 
at the end of the cycle the resulting sum bit is shifted into the Sum register. We will use 
positive-edge-triggered flip-flops in which case all changes take place soon after the positive 
edge of the clock, depending on the propagation delays within the various flip-flops. At this 
time the contents of all three shift registers are shifted to the right; this shifts the existing 
sum bit into Sum, and it presents the next pair of input bits ai and bi to the adder FSM. 

Now we are ready to design the required FSM. This cannot be a combinational circuit 
because different actions will have to be taken, depending on the value of the carry from the 
previous bit position. Hence two states are needed: let G and H denote the states where the 
carry-in values are 0 and 1, respectively. Figure 8.40 gives a suitable state diagram, defined 
as a Mealy model. The output value, s, depends on both the state and the present value of 
the inputs a and b. Each transition is labeled using the notation ab / s, which indicates the 
value of s for a given valuation abo In state G the input valuation 00 will produce s = O. 
and the FSM will remain in the same state. For input valuations 01 and 10, the output will 
be s = 1, and the FSM will remain in G. But for 11, s = 0 is generated, and the machine 

A 

Shift register 

B 

a 

b 

Adder 
FSM 

Clock - ........ -------------...... ------' 

Figure 8.39 Block diagram for the seeoial adder. 

Sum = A+B 
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0010 
01/1 
lOll 

Figure 8.40 

Reset (abl s) 
11/0 

00/1 

G: carry-in = 0 
H: carry-in = 1 

OliO 
1010 
1111 

State diagram for the serial adder FSM. 

moves to state H. In state H valuations Oland 10 cause s = 0, while 11 causes s = 1. In 
all three of these cases, the machine remains in H. However, when the valuation 00 occurs, 
the output of 1 is produced and a change into state G takes place. 

The corresponding state table is presented in Figure 8.41. A single flip-flop is needed 
to represent the two states. The state assignment can be done as indicated in Figure 8.42. 
This assignment leads to the following next-state and output equations 

Present 
state 

G 

H 

Y = ab+ay+by 

s=aEBbEBy 

Next state 

ab=OO 01 10 11 

G G G H 

G H H H 

Output s 

00 01 10 

0 1 1 

1 0 0 

Figure 8.41 State table for the serial adder FSM. 

Next state Output 
Present 

state ab =00 01 10 11 00 01 10 

Y Y s 

0 0 0 0 1 0 1 1 

1 0 1 1 1 1 0 0 

Figure 8.42 s~ned table for Figure 8.41 . 

11 
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1 
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0 

1 
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a --- s 

b 
Full --- adder y y ---- D Q 

C(l rf}'-out 

,Ji.'". • 
-

Clock ~ Q 

Reset 
y 

Figure 8.43 Circuit for the adder FSM in Figure 8.39. 

Comparing these expressions with those for the full-adder in section 5.2, it is obvious that 
y is the carry-in, Y is the carry-out, and s is the sum of the full-adder. Therefore, the adder 
FSM box in Figure 8.39 consists of the circuit shown in Figure 8.43. The flip-flop can be 
cleared by the Reset signal at the start of the addition operation. 

The serial adder is a simple circuit that can be used to add numbers of any length. The 
structure in Figure 8.39 is limited in length only by the size of the shift registers. 

8.5.2 MOORE~TvPE FSM FOR SERIAL ADDER 

In the preceding example we saw that a Mealy-type FSM nicely meets the requirement 
for implementing the serial adder. Now we will try to achieve the same objective using a 
Moore-type FSM. A good starting point is the state diagram in Figure 8.40. In a Moore-type 
FSM. the output must depend only on the state of the machine. Since in both states, G and 
H, it is possible to produce two different outputs depending on the valuations of the inputs 
a and h, a Moore-type FSM will need more than two states. We can derive a suitable state 
diagram by splitting both G and H into two states. Instead of G, we will use Go and G1 to 
denote the fact that the carry is 0 and that the sum is either 0 or 1, respectively. Similarly, 
instead of H, we will use Ho and HI. Then the information in Figure 8.40 can be mapped 
into the Moore-type state diagram in Figure 8.44 in a straightforward manner. 

The corresponding state table is given in Figure 8.45 and the state-assigned table in 
Figure 8.46. The next-state and output expressions are 

Y1 = a EEl b EEl Y2 

Y2 = ab + aY2 + bY2 

S =Yl 

The expressions for Y1 and Y2 correspond to the sum and carry-out expressions in the 
full-adder circuit. The FSM is implemented as shown in Figure 8.47. It is interesting ~o 
observe that this circuit is very similar to the circuit in Figure 8.43. The only difference IS 

that in the Moore-type circuit, the output signal, s, is passed through an extra flip-flop and 
thus delayed by one clock cycle with respect to the Mealy-type sequential circuit. Recall 
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01 
10 

11 

Figure 8.44 State diagram for the Moore-type serial adder FSM. 

Present Next state Output 
state ab=OO 01 10 11 s 

Go Go Gl Gl Ho 0 
Gl Go Gl G, Ho 1 
Ho Gl Ho Ho HI 0 
HI Gl Ho Ho HI 1 

Figure 8.45 State table for the Moore-type serial adder FSM. 

Present 
Next state 

state ab =00 01 10 11 Output 

Y2Yl Y2Yl 
s 

00 00 01 01 10 0 
o 1 00 01 01 10 1 
10 o 1 10 1 0 1 1 0 
1 1 o 1 10 1 0 1 1 1 

Figure 8.46 State-assigned table for Figure 8.45. 
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Sum bit Y 1 Yl 
a -- 0 Q f------ s 

b 
Full -- adder Carry-out 

I"> 
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? 
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0 Q 

-

Clock t> Q 

Reset I 

Figure 8.47 Circuit for the Moore-type serial adder FSM. 

that we observed the same difference in our previous example, as depicted in Figures 8.26 
and 8.27. 

A key difference between the Mealy and Moore types of FSMs is that in the former a 
change in inputs reflects itself immediately in the outputs, while in the latter the outputs do 
not change until the change in inputs forces the machine into a new state, which takes place 
one clock cycle later. We encourage the reader to draw the timing diagrams for the circuits 
in Figures 8.43 and 8.47, which will exemplify further this key difference between the two 
types of FSMs. 

8.5.3 VHDL CODE FOR THE SERIAL ADDER 

The serial adder can be described in VHDL by writing code for the shift registers and the 
adder FSM. We will first design the shift register and then use it as a subcircuit in the serial 
adder. 

Shift Register Subcircuit 
Figure 7.51 gives VHDLcode for an n-bit shift register. In the serial adder it is beneficial 

to have the ability to prevent the shift register contents from changing when an active clock 
edge occurs. Figure 8.48 gives the code for a shift register named shiftrne, which has an 
enable input, E. When E = 1, the shift register behaves in the same way as the one in 
Figure 7.51. Setting E = 0 prevents the contents of the shift register from changing. n:e 

E input is usually called the enable input. It is useful for many types of circuits, as we wIll 
see in Chapter 10. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.all ; 

__ left-to-right shift register with parallel load and enable 
ENTITY shiftme IS 

GENERIC ( N : INTEGER: = 4 ) ; 
PORT (R : IN STD_LOGIC_VECTOR(N-l DOWNTO 0); 

L, E, w: IN STD_LOGIC ~ 

Clock : IN STD_LOGIC ; 
Q : BUFFER STD_LOGIC_VECTOR(N-l DOWNTO 0)); 

END shiftme ; 

ARCHITECTURE Behavior OF shiftme IS 
BEGIN 

PROCESS 
BEGIN 

WAIT UNTIL Clock'EVENT AND Clock = '1' ; 
IF E = ' I' THEN 

IF L = '1' THEN 
Q<=R; 

ELSE 
Genbits: FOR i IN 0 TO N-2 LOOP 

Q(i) <= Q(i+l); 
ENDLOOP; 
Q(N-l) <= w; 

END IF; 
END IF; 

END PROCESS; 
END Behavior; 

Figure 8.48 Code for a left-to-right shift register with an enable input. 

Complete Code 

The code for the serial adder is shown in Figure 8.49. It instantiates three shift registers 
for the inputs A and B and the output Sum. The shift registers are loaded with parallel data 
When the circuit is reset. The state diagram for the adder FSM is described by a single 
process, using the style of code in Figure 8.29. In addition to the components of the serial 
adder shown in Figure 8.39, the VHDL code includes a down-counter to determine when 
the adder should be halted because all n bits of the required sum are present in the output 
shift register. When the circuit is reset, the counter is loaded with the number of bits in the 
~erial adder, n. The counter counts down to 0, and then stops and disables further changes 
III the output shift register. 
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1 LIB RARY ieee; 
2 USE ieee.std_Iogic_1164.all ; 

3 ENTITY serial IS 
4 GENERIC ( length: INTEGER := 8 ) ; 
5 PORT (Clock : IN STD_LOGIC ; 
6 Reset : IN SID_LOGIC; 
7 A, B : IN STD_LOGIC_VECTOR(length-l DOWNTO 0); 
8 Sum : BUFFER STD_LOGIC_VECTOR(length-l DOWNTO 0)); 
9 END serial ; 

10 ARCHITECTURE Behavior OF serial IS 
11 COMPONENT shiftme 
12 GENERIC (N: INTEGER:= 4) ; 
13 PORTe R : IN STD_LOGIC_VECTOR(N-l DOWNTO 0); 
14 L, E, w : IN STD_LOGIC ; 
15 Clock : IN STD_LOGIC ; 
16 Q: BUFFER STD_LOGIC_VECTOR(N-l DOWNTO 0)); 
17 END COMPONENT; 

18 SIGNAL QA, QB, NulLin : STD_LOGIC_VECTOR(length-l DOWNTO 0); 
19 SIGNAL s, Low, High, Run: STD_LOGIC ; 
20 SIGNAL Count: INTEGER RANGE 0 TO length; 
21 TYPE State_type IS (G, H) ; 
22 SIGNAL y : State_type; 

... continued in Part h 

Figure 8.49 VHDL code for the serial adder (Part a). 

The lines of code in Figure 8.49 are numbered on the left for reference. The GENERIC 
parameter length sets the number of bits in the serial adder. Since the value of length is 
equal to 8, the code represents a serial adder for eight-bit numbers. By changing the value 
of length, the same code can be used to synthesize a serial adder circuit for any number of 
bits. 

Lines 18 to 22 define several signals used in the code. The signals QA and QB corre
spond to the parallel outputs of the shift registers with inputs A and B in Figure 8.39. The 
signal named s represents the output of the adder FSM. The other signals will be described 
along with the lines of code where they are used. 

In Figure 8.39 the shift registers for inputs A and B do not use a serial input or an 
enable input. However, the shiftrne component, which is used for all three shift registers, 
includes these ports and so signals must be connected to them. The enable input for the 
two shift registers can be connected to logic value I. The value shifted into the serial input 
does not matter, so it can be connected to either I or O. In lines 26 and 28, the enable input 
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23 BEGIN 
24 Low <= '0' ; High <= '1' ; 
25 ShiftA: shiftme GENERIC MAP eN => length) 
26 PORT MAP ( A, Reset, High, Low, Clock, QA ) ; 
27 ShiftB: shiftme GENERIC MAP (N => length) 
28 PORT MAP ( B, Reset, High, Low, Clock, QB ) ; 
29 AdderFSM: PROCESS ( Reset, Clock) 
30 BEGIN 
31 IF Reset = '1' THEN 

32 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
-1-4 
-1-5 

46 
47 
48 
49 
50 
51 

Y <= G; 
ELSIF Clock'EVENT AND Clock = ' 1 ' THEN 

CASEyIS 
WHENG=> 

IF QA(O) = '1' AND QB(O) = '1' THEN Y <= H; 
ELSE y <= G; 
END IF; 

WHENH=> 
IF QA(O) = '0' AND QB(O) = '0' THEN y <= G; 
ELSEy <= H; 
END IF; 

END CASE; 
END IF; 

END PROCESS AdderFSM ; 

WITH Y SELECT 
s <= QA(O) XOR QB(O) WHEN G, 

NOT ( QA(O) XOR QB(O) ) WHEN H ; 
NulLin <= (OTHERS => '0') ; 
ShiftSum: shiftme GENERIC MAP (N => length) 

PORT MAP (Null~n, Reset, Run, s, Clock, Sum) ; 
52 Stop: PROCESS 
53 BEGIN 
54 WAIT UNTIL (Clock'EVENT AND Clock = ' 1 ') ; 
55 IF Reset = '1' THEN 
56 Count < = length; 
57 ELSIF Run = ' l' THEN 
58 Count < = Count -1 ; 
59 END IF ; 
60 END PROCESS; 
61 Run <= '0' WHEN Count = 0 ELSE' l' ; - - stops counter and ShiftSum 
62 END Behavior; 

Figure 8.49 VHDL code for the serial adder (Part b). 
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is connected to the signal named High, which is set to 1, and the serial inputs are tied t 
the signal Low, which is O. These signals are needed because the VHDL syntax does no~ 
allow the constants 0 or 1 to be attached to the ports of a component. The n parameter for 
each shift register is set to length using GENERIC MAP. If the GENERIC MAP were not 
provided, then the default value of N = 4 given in the code in Figure 8.48 would be used 
The shift registers are loaded in parallel by the Reset signal. We have chosen to Use a~ 
active-high reset signal for the circuit. 

The adder FSM is specified in lines 29 to 45, which describes the state transitions in 
Figure 8.41. Lines 46 to 48 define the output, s, of the adder FSM. This statement results 
from observing in Figure 8.41 that when the FSM is in state G, the sum is s = a EB b, and 
when in state H, the sum is s = a E9 b. 

The output shift register does not need a parallel data input. But because the shiftrne 
component has this port, a signal must be connected to it. The signal named Nul'-in is used 
for this purpose. Line 49 sets Null_in, which is a STD_LOGIC_ VECTOR signal, to all Os. 
The number of bits in this signal is defined by the length constant. Hence we cannot use 
the normal VHDL syntax, namely, a string of Os inside double quotes, to set all of its bits to 
O. A solution to this problem is to use the syntax (OTHERS => '0'), which we explained 
in the discussion regarding Figure 7.46. The enable input for the shift register is named 
Run. It is derived from the outputs of the down-counter described in lines 52 to 60. When 
Reset = 1, Count is initialized to the value of length. Then as long as Run = 1, Count is 
decremented in each clock cycle. In line 61 Run is set to 0 when Count is equal to O. Note 
that no quotes are used in the condition Count = 0, because the 0 without quotes has the 
integer type. 

Synthesis and Simulation of the VHDL Code 

The results of synthesizing a circuit from the code in Figure 8.49 are illustrated in 
Figure 8.50a. The outputs of the counter are ORed to provide the Run signal, which 
enables clocking of both the output shift register and the counter. A sample of a timing 
simulation for the circuit is shown in Figure 8.50b. The circuit is first reset, resulting in 
the values of A and B being loaded into the input shift registers, and the value of length (8) 

loaded into the down-counter. After each clock cycle one pair of bits of the input numbers 
is added by the adder FSM, and the sum bit is shifted into the output shift register. After 
eight clock cycles the output shift register contains the correct sum, and shifting is halted 
by the Run signal becoming equal to O. 

8.6 STATE MINIMIZATION 

Our introductory examples of finite state machines were so simple that it was easy to see 
that the number of states that we used was the minimum possible to perform the required 
function. When a designer has to design a more complex FSM, it is likely that the initial 
attempt will result in a machine that has more states than is actually required. Minimizing 
the number of states is of interest because fewer flips-flops may be needed to represent the 
states and the complexity of the combinational circuit needed in the FSM may be reduced. 
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Figure 8.50 Synthesized serial odder. 
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If the number of states in an FSM can be reduced, then some states in the origin I 
design must be equivalent to other states in their contribution to the overall behavior of ~ 
FSM. We can express this more formally in the following definition.

e .. 
Definition 8.1 - Two states Si and Sj are said to be equivalent if and only {f for eVe 

possible input sequence, the same output sequence will be produced regardless of Wheth;' 
Sj or Sj is the initial state. 

It is possible to define a minimization procedure that searches for any states that are equiv
alent. Such a procedure is very tedious to perform manually, but it can be automated for 
use in CAD tools. We will not pursue it here, because of its tediousness. However, to pro
vide some appreciation of the impact of state minimization, we will present an alternative 
approach, which is much more efficient but not quite as broad in scope. 

Instead of trying to show that some states in a given FSM are equivalent, it is often 
easier to show that some states are definitely not equivalent. This idea can be exploited to 
define a simple minimization procedure. 

8.6.1 PARTITIONING MINIMIZATION PROCEDURE 

Suppose that a state machine has a single input w. Then if the input signal w = 0 is applied 
to this machine in state Sj and the result is that the machine moves to state Suo we will say 
that Su is a O-successor of Si. Similarly, if w = 1 is applied in the state Sj and it causes the 
machine to move to state Sv. we will say that S\, is a I-successor of Sj. In general, we will 
refer to the successors of Si as its k-successors. When the FSM has only one input, k can 
be either 0 or 1. But if there are multiple inputs to the FSM, then k represents the set of all 
possible combinations (valuations) of the inputs. 

From Definition 8.1 it follows that if the states Sj and Sj are equivalent, then their 
corresponding k-successors (for all k) are also equivalent. Using this fact, we can fonnulate 
a minimization procedure that involves considering the states of the machine as a set and 
then breaking the set into partitions that comprise subsets that are definitely not equivalent. 

Definition 8.2 - A partition consists of one or more blocks, where each block comprises 
a subset of states that may be equivalent, but the states in a given block are definitely not 
equivalent to the states in other blocks. 

Let us assume initially that all states are equivalent; this forms the initial partition, Pb 
in which all states are in the same block. As the next step, we will form the partition 
P2 in which the set of states is partitioned into blocks such that the states in each block 
generate the same output values. Obviously, the states that generate different outputs cannot 
possibly be equivalent. Then we will continue to form new partitions by testing whether 
the k-successors of the states in each block are contained in one block. Those states whose 
k-successors are in different blocks cannot be in one block. Thus new blocks are formed 
in each new partition. The process ends when a new partition is the same as the previous 
partition. Then all states in anyone block are equivalent. To illustrate the procedure, 
consider Example 8.5. 



8.6 STATE MINIMIZATION 

~.5I shows a state table for a particular FSM. In an attempt to minimize the number E.x 
of states. let us apply the partitioning procedure. The initial partition contains all states in 

a single block 

PI = (ABCDEFG) 

The next partition separates the states that have different outputs (note that this FSM is of 
Moore type), which means that the states A, B, and D must be different from the states C, 
E, F, and G. Thus the new partition has two blocks 

P2 = (ABD)(CEFG) 

Now we must consider all 0- and I-successors of the states in each block. For the block 
(ABD), the O-successors are (BDB), respectively. Since all of these successor states are in 
the same block in P2 , we should still assume that the states A, B, and D may be equivalent. 
The I-successors for these states are (CFG). Since these successors are also in the same 
block in P2, we conclude that (ABD) should remain in one block of P3 . Next consider the 
block (CEFG). Its O-successors are (FFEF), respectively. They are in the same block in 
P2. The I-successors are (ECDG). Since these states are not in the same block in P2, it 
means that at least one of the states in the block (CEFG) is not equivalent to the others. In 
particular, the state F must be different from the states C, E, and G because its I-successor 
isD, which is in a different block than C, E, and G. Hence 

P3 = (ABD)(CEG)(F) 

Repeating the process yields the following. The O-successors of (ABD) are (BDB), which 
are in the same block of P3. The I-successors are (CFG), which are not in the same block. 
Since F is in a different block than C and G, it follows that the state B cannot be equivalent 
to states A and D. The 0- and I-successors of (CEG) are (FFF) and (ECG), respectively. 
Both of these subsets are accommodated in the blocks of P3. Therefore 

P 4 = (AD) (B) (CEG) (F) 

Present Next state Output 
state w =0 w = I z 

A B C I 
,. B D F 1 

C F E 0 
l' D B G 1 

E F C 0 
F E D 0 
G F G 0 

Figure 8.51 State table for Example 8.5. 
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Present Next state Output 

state w =0 w = I z 

A B C I 
B A F I 
C F C 0 
F C A 0 

Figure 8.52 Minimized state table for Example 8.5. 

If we follow the same approach to check the 0- and I-successors of the blocks (AD) and 
(CEG), we find that 

Ps = (AD) (B) (CEG) (F) 

Since Ps = P 4 and no new blocks are generated, it follows that states in each block are 
equivalent. If the states in some block were not equivalent, then their k-successors would 
have to be in different blocks. Therefore, states A and D are equivalent, and C, E, and G 
are equivalent. Since each block can be represented by a single state, only four states are 
needed to implement the FSM defined by the state table in Figure 8.51. If we let the symbol 
A represent both the states A and D in the figure and the symbol C represent the states C, 
E, and G, then the state table reduces to the state table in Figure 8.52. 

The effect of the minimization is that we have found a solution that requires only two 
flip-flops to realize the four states of the minimized state table, instead of needing three 
flip-flops for the original design. The expectation is that the FSM with fewer states will be 
simpler to implement, although this is not always the case. 

The state minimization concept is based on the fact that two different FSMs may 
exhibit identical behavior in terms of the outputs produced in response to all possible 
inputs. Such machines are functionally equivalent, even though they are implemented with 
circuits that may be vastly different. In general, it is not easy to determine whether or not 
two arbitrary FSMs are equivalent. Our minimization procedure ensures that a simplified 
FSM is functionally equivalent to the original one. We encourage the reader to get an 
intuitive feeling that the FSMs in Figures 8.51 and 8.52 are indeed functionally equivalent 
by implementing both machines and simulating their behavior using the CAD tools. 

,.6 As another example of minimization, we will consider the design of a practical sequen~ial 
circuit that could be used in a vending machine. Suppose that a coin-operated vendIng 
machine dispenses candy under the following conditions: 

526 

• The machine accepts nickels and dimes. 

• It takes 15 cents for a piece of candy to be released from the machine. 

• If 20 cents is deposited, the machine will not return the change, but it will credit the 
buyer with 5 cents and wait for the buyer.to make a second purchase. 

...... 
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All electronic signals in the vending machine are synchronized to the positive edge of a 
lock signal, named Clock. The exact frequency of the clock signal is not important for our 

C ample, but we will assume a clock period of 100 ns. The vending machine's coin-receptor 
eX . I h' echanism generates two SIgna S, senseD and senseN, w lch are asserted when a dime or 
Wnickel is detected. Because the coin receptor is a mechanical device and thus very slow 
~ompared to an electronic circuit, inserting a coin causes senseD or senseN to be set to 1 for a 
large number of clock cycles. We will assume that the coin receptor also generates two other 
signals. named D and N. The D signal is set to I for one clock cycle after senseD becomes 
I, and N is set to 1 for one clock cycle after semieN becomes 1. The timing relationships 
between Clock, senseD, senseN, D, and N are illustrated in Figure 8.53a. The hash marks 
on the waveforms indicate that senseD or senseN may be 1 for many clock cycles. Also, 
there may be an arbitrarily long time between the insertion of two consecutive coins. Note 
that since the coin receptor can accept only one coin at a time, it is not possible to have both 
D and N set to 1 at once. Figure 8.53b illustrates how the N signal may be generated from 
the sense N signal. 

Clock 

senseD 

N 

D 

(a) Timing diagram 

N 

D Q D Q 

t"> 
-

~ 
-

Q Q Clock 

(b) Circuit that generates N 

Figure 8.53 Signals for the vending~e. 
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Figure 8.54 State diagram for Example 8.6. 

Based on these assumptions, we can develop an initial state diagram in a fairly straight
forward manner, as indicated in Figure 8.54. The inputs to the FSM are D and N, and the 
starting state is 51. As long as D = N = 0, the machine remains in state 51. which is 
indicated by the arc labeled D . N = 1. Inserting a dime leads to state 52, while inserting a 
nickel leads to state 53. In both cases the deposited amount is less than 15 cents, which is 
not sufficient to release the candy. This is indicated by the output, z. being equal to 0, as in 
52/0 and 53/0. The machine will remain in state 52 or 53 until another coin is deposited 
because D = N = O. In state 52 a nickel will cause a transition to 54 and a dime to S5. 
In both of these states, sufficient money is deposited to activate the output mechanism that 
releases the candy; hence the state nodes have the labels 54/ I and 55/1. In 54 the deposited 
amount is 15 cents, which means that on the next active clock edge the machine should 
return to the reset state 51. The condition D . N on the arc leaving S4 is guaranteed to be 
true because the machine remains in state 54 for only 100 ns, which is far too short a time 
for a new coin to have been deposited. 

The state 55 denotes that an amount of 20 cents has been deposited. The candy 
is released, and on the next clock edge the FSM makes a transition to state 53, which 
represents a credit of 5 cents. A similar reasoning when the machine is in state 53 leads to 

states 56 through 59. This completes the state diagram for the desired FSM. A state table 
version of the same information is given in Figure 8.55. 

Note that the condition D = N = ] is denoted as don't care in the table. Note al~o 
other don't cares in states S4, 55, S7, S8, and 59. They correspond to cases where there IS 
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Present Next state Output 
state DN=OO 01 10 11 z 

81 81 83 82 - 0 

82 82 84 85 - 0 
83 83 86 87 - 0 
84 81 - - - 1 
85 83 - - - 1 
86 86 88 89 - 0 
87 81 - - - 1 
88 81 - - - 1 
89 83 - - - 1 

Figure 8.55 State table for Example 8.6. 

no need to check the D and N signals because the machine changes to another state in an 
amount of time that is too short for a new coin to have been inserted. 

Using the minimization procedure, we obtain the following partitions 

PI = (SI, S2, S3, 54, S5, 56, S7, 58, S9) 

P2 = (SI, S2, S3, S6)(54, S5, S7, S8, S9) 

P3 = (S1)(S3)(S2, S6)(S4, S5, 57, S8, S9) 

P4 = (S1)(S3)(52, S6)(S4, S7, S8)(S5, S9) 

P s = (S I)(S3)(52, S6)(54, S7, S8)(S5, S9) 

The final partition has five blocks. Let S2 denote its equivalence to S6, let 54 denote the 
same with respect to 57 and 58, and let S5 represent 59. This leads to the minimized 
state table in Figure 8.56. The actual circuit that implements this table can be designed as 
explained in the previous sections. 

Present Next state Output 
state DN=OO 01 10 11 z 

S1 S1 S3 S2 - 0 
S2 S2 S4 S5 - 0 
S3 S3 S2 S4 - 0 
S4 SI - - - 1 
S5 S3 - - - 1 

Figure 8.56 M~d state table for Example 8.6. 

529 



530 

C HAP T E R 8 • SYNCHRONOUS SEQUENTIAL CIRCUITS 

In this example we used a straightforward approach to derive the original state d' 
gram, which we then minimized using the partitioning procedure. Figure 8.57 prese~a
the information in the state table of Figure 8.56 in the form of a state diagram. Lookin

ts 

at this diagram, the reader can probably see that it may have been quite feasible to deriv
g 

the optimized diagram directly, using the following reasoning. Suppose that the states cor~ 
respond to the various amounts of money deposited. In particular, the states, S 1, S3, S2 
S4, and S5 correspond to the amounts of 0, 5, 10, 15, and 20 cents, respectively. With 
this interpretation of the states, it is not difficult to derive the transition arcs that define the 
desired FSM. In practice, the designer can often produce initial designs that do not have a 
large number of superfluous states. 

We have found a solution that requires five states, which is the minimum number of 
states for a Moore-type FSM that realizes the desired vending control task. From section 
8.3 we know that Mealy-type FSMs may need fewer states than Moore-type machines 
although they do not necessarily lead to simpler overall implementations. If we use th~ 
Mealy model, we can eliminate states S4 and S5 in Figure 8.57. The result is shown in 
Figure 8.58. This version requires only three states, but the output functions become more 
complicated. The reader is encouraged to compare the complexity of implementations by 
completing the design steps for the FSMs in Figures 8.57 and 8.58. 

DN 

DN 

Figure 8.57 Minimized state diagram for Example 8.6. 
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DNIO 

Nil 

DNIO 

Figure 8.58 Mealy-type FSM for Example 8.6. 

8.6.2 INCOMPLETELY SPECIFIED FSMs 

The partitioning scheme for minimization of states works well when all entries in the state 
table are specified. Such is the case for the FSM defined in Figure 8.51. FSMs of this 
type are said to be completely specified. If one or more entries in the state table are not 
specified, corresponding to don't-care conditions, then the FSM is said to be incompletely 
specified. An example of such an FSM is given in Figure 8.55. As seen in Example 8.6; 
the partitioning scheme works well for this FSM also. But in general, the partitioning 
scheme is less useful when incompletely specified FSMs are involved, as illustrated by 
Example 8.7. 

Consider the FSM in Figure 8.59 which has four unspecified entries, because we have as- E~ 
sumed that the input w = 1 will not occur when the machine is in states B or G. Accordingly, 
n~ither a state transition nor an output value is specified for these two cases. An important 
dIfference between this FSM and the one in Figure 8.55 is that some outputs in this FSM 
are unspecified, whereas in the other FSM all outputs are specified. 

The partitioning minimization procedure can be applied to Mealy-type FSMs in the 
same way as for Moore-type FSMs illustrated in Examples 8.5 and 8.6. Two states are 

~ 
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Present Next state Output z 
state w =0 w=l w=o w = 1 

A B C 0 0 
B D - 0 -

C F E 0 1 
D B G 0 0 
E F C 0 1 
F E D 0 1 
G F - 0 ~ 

Figure 8.59 Incompletely speciFied state table for Example 8.7. 

considered equivalent, and are thus placed in the same block of a partition, if their outputs 
are equal for all corresponding input valuations. To perform the partitioning process, we 
can assume that the unspecified outputs have a specific value. Not knowing whether these 
values should be ° or 1, let us first assume that both unspecified outputs have a value of O. 
Then the first two partitions are 

PI = (ABCDEFG) 

P2 = (ABDG)( CEF) 

Note that the states A, B, D, and G are in the same block because their outputs are equal to 0 
for both w = 0 and w = 1. Also, the states C, E, and F are in one block because they have 
the same output behavior; they all generate:: = ° if w = 0, and z = 1 if w = 1. Continuing 
the partitioning procedure gives the remaining partitions 

P3 = (AB)(D)(G)(CE)(F) 

P4 = (A)(B)(D)(G)(CE)(F) 

P5 =P4 

The result is an FSM that is specified by six states. 
Next consider the alternative of assuming that both unspecified outputs in Figure 8.59 

have a value of 1. This would lead to the partitions 

PI = (ABCDEFG) 

P2 = (AD) (BCEFG) 

P3 = (AD) (B) (CEFG) 

P 4 = (AD)(B)( CEG)(F) 

Ps = P4 

This solution involves four states. Evidently, the choice of values assigned to unspecified 
outputs is of considerable importance. 



8.7 DESIGN OF A COUNTER USING THE SEQUENTIAL CIRCUIT ApPROACH 

We will not pursue the issue of state minimization of incompletely specified FSMs any 
further. As we already mentioned, it is possible to develop a minimization technique that 
earches for equivalent states based directly on Definition 8.1. This approach is described 

:n many books on logic design [2,5-8, 12-14]. 
Finally, it is important to mention that reducing the number of states in a given FSM 

will not necessarily lead to a simpler implementation. Interestingly, the effect of state 
assignment, discussed in section 8.2, may have a greater influence on the simplicity of 
implementation than does the state minimization. In a modem design environment, the 
designer relies on the CAD tools to implement state machines efficiently. 

8.7 DESIGN OF A COUNTER USING THE SEQUENTIAL 

CIRCUIT ApPROACH 

In this section we discuss the design of a counter circuit using the general approach for 
designing sequential circuits. From Chapter 7 we already know that counters can be realized 
as cascaded stages of flip-flops and some gating logic, where each stage divides the number 
of incoming pulses by two. To keep our example simple, we choose a counter of small 
size but also show how the design can be extended to larger sizes. The specification for the 
counter is 

• The counting sequence is 0, 1, 2, ... , 6, 7, 0, 1, ... 

• There exists an input signal w. The value of this signal is considered during each clock 
cycle. If w = 0, the present count remains the same; if w = 1, the count is incremented. 

The counter can be designed as a synchronous sequential circuit using the design 
techniques introduced in the previous sections. We show first the classical manual approach 
to designing the counter, which illustrates the basic concepts involved in the design process. 
After that we show how the design task is accomplished using CAD tools, which is much 
easier to do and indicates how the task would be tackled in practice. 

8.7.1 STATE DIAGRAM AND STATE TABLE FOR A MODULO-8 COUNTER 

Figure 8.60 gives a state diagram for the desired counter. There is a state associated with 
each count. In the diagram state A corresponds to count 0, state B to count 1, and so on. We 
show the transitions between the states needed to implement the counting sequence. Note 
t?at the output signals are specified as depending only on the state of the counter at a given 
tIme, which is the Moore model of sequential circuits. 

The state diagram may be represented in the state-table form as shown in Figure 8.61. 
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w=O w=O w=O w=o 

w = 1 W :::: 1 W :::: 1 

w = 1 w = 1 

w = 1 W :::: 1 

w=o w=o w=o w=o 

Figure 8.60 State diagram for the counter. 

Present Next state 
Output 

state w =0 w = 1 

A A B 0 
B B C 1 
C C D 2 
D D E 3 
E E F 4 
F F G 5 
G G H 6 
H H A 7 

Figure 8.61 State table for the counter. 

8.7.2 STATE ASSIGNMENT 

Three state variables are needed to represent the eight states. Let these variables, denoting 
the present state, be called Y2. Yl, and Yo. Let Y2, Yl. and Yo denote the corresponding 
next-state functions. The most convenient (and simplest) state assignment is to encode 
each state with the binary number that the counter should give as output in that state. Then 
the required output signals will be the same as the signals that represent the state variables. 
This leads to the state-assigned table in Figure 8.62. . 

The final step in the design is to choose the type of flip-flops and derive the expresSiOns 
that control the flip-flop inputs. The most straightforward choice is to use D-type flip-flOps. 

...-.. 
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A 
B 
C 
D 
E 
F 
G 
H 

Present 
state 

Y2YIYO 

000 
001 
010 
011 
100 
101 
110 
111 

Figure 8.62 

Next state 

w=o w = 1 
Count 

Y2 YI Yo Y2YIYO 
Z2Z1Z0 

000 001 000 
001 010 001 
010 011 010 
011 100 011 
100 101 100 
101 110 101 
110 111 110 
111 000 111 

State-assigned table for the counter. 

We pursue this approach first. Then we show the alternative of using IK-type flip-flops. 
In either case the flip-flops must be edge triggered to ensure that only one transition takes 
place during a single clock cycle. 

8.7.3 IMPLEMENTATION USING D-TYPE FLIP-FLOPS 

When using D-type flip-flops to realize the finite state machine, each next-state function, 
Vi, is connected to the D input of the flip-flop that implements the state variable Yi. The 
next-state functions are derived from the information in Figure 8.62. Using Kamaugh maps 
in Figure 8.63, we obtain the following implementation 

Do = Yo = WYo +wYo 

DI = Y1 = WYl + YIYO + wYOYI 

D2 = Yz = wyz + YOY2 + YIYZ + WYOYIYZ 

!he resulting circuit is given in Figure 8.64. It is not obvious how to extend this circuit to 
Implement a larger counter, because no clear pattern is discernible in the expressions for 
Do, D1, and D z. However, we can rewrite these expressions as follows 

Do = wyo +wYo 

= W EB Yo 

Dl = WYl + YIYO + wYOYl 

= (w + YO)YI + WYoYI 

= WYOYI + WYOYI 

=~1 
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YIYO 
wy 2 00 01 11 10 

wy 2 00 

00 0 1 1 0 00 a 

01 0 1 1 0 01 0 

11 1 0 0 1 11 0 

10 1 0 0 1 10 a 

Yo = wyO + wYo 

YIYO 

00 01 11 10 

00 0 0 0 0 

01 1 1 1 1) 

11 1 1 0 1 

10 0 a CD 0 

Figure 8.63 Karnaugh maps for D flip-flops for the counter. 

D2 = WY2 + YOY2 + YIY2 + WYOYIY2 

= (w + Yo + Yl)Y2 + WYOYIYZ 

= WYOYIY2 + WYOYIY2 

= WYOYI EB Y2 

01 11 

0 1 

0 1 
'---

~ 

1 0 

~ 0 

Then an obvious pattern emerges, which leads to the circuit in Figure 7.24. 

8.7.4 IMPLEMENTATION USING JK-TvPE FLIP-FLOPS 

10 
:0;::-
'1 

1 

-
1 

1 
'-' -

lK-type flip-flops provide an attractive alternative. Using these flip-flops to implementth~ 
sequential circuit specified in Figure 8.62 requires derivation of J and K inputs for eac 

flip- flop. The following control is needed: 

• If a flip-flop in state ° is to remain in state 0, then J = ° and K = d (where d rneans 
that K can be equal to either 0 or 1). 
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w 

Clock 

Resetn 

Figure 8.64 
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Circuit diagram for the counter implemented with D flip-flops. 
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• If a flip-flop in state 0 is to change to state 1, then J = 1 and K = d. 

• If a flip-flop in state 1 is to remain in state I, then J = d and K = O. 

• If a flip-flop in state 1 is to change to state 0, then J = d and K = 1. 

Following these guidelines, we can create a truth table that specifies the requir d 
values of the J and K inputs for the three flip-flops in our design. Figure 8.65 shows

e 

modified version of the state-assigned table in Figure 8.62, with the J and K input function a 
included. To see how this table is derived, consider the first row in which the present stat~ 
is Y2YIYO = 000. If w = 0, then the next state is also Y2 Y1 Yo = 000. Thus the present 
value of each flip-flop is 0, and it should remain O. This implies the control 1 = 0 and 
K = d for all three flip-flops. Continuing with the first row, if w = 1, the next state will be 
Y2 Y1 Yo = 001. Thus flip-flops Y2 and Yl still remain at 0 and have the control J = 0 and 
K = d. However, flip-flop Yo must change from 0 to 1, which is accomplished with J == 1 
and K = d. The rest of the table is derived in the same manner by considering each present 
state Y2YIYO and providing the necessary control signals to reach the new state Y2Yl Yo. 

A state-assigned table is essentially the state table in which each state is encoded using 
the state variables. When D flip-flops are used to implement an FSM, the next-state entries 
in the state-assigned table correspond directly to the signals that must be applied to the 
D inputs. This is not the case if some other type of flip-flops is used. A table that gives 
the state information in the form of the flip-flop inputs that must be "excited" to cause the 
transitions to the next states is usually called an excitation table. The excitation table in 
Figure 8.65 indicates how JK flip-flops can be used. In many books the term excitation 
table is used even when D flip-flops are involved, in which case it is synonymous with the 
state-assigned table. 

Once the table in Figure 8.65 has been derived, it provides a truth table with inputs Y2, 
Yl. Yo, and w, and outputs h, K2 , 110 Kl, 10, and Ko. We can then derive expressions for 

Present 
Flip-flop inputs 

Count 
state w =0 w=l 

Y2YIYO 
Y2 Y\ Yo hK2 ltKl loKo Y2Yl Yo 

Z2Z1Z0 
hK2 11K! loKo -

000 000 ad Od Od 001 Od Od ld 000 ! 

001 001 Od Od dO 010 Od ld d1 001 

010 010 Od dO Od 011 ad dO 1d 010 

011 011 Od dO dO 100 ld d1 d1 011 

100 100 dO Od Od 101 dO Od 1d 100 

101 101 dO Od dO 110 dO 1d d1 101 
110 110 dO dO Od 111 dO dO 1d 110 

111 111 dO dO dO 000 dl dl d1 111 ----
Figure 8.65 
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Excitation table for the counter with JK flip-flops. 
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00 01 11 10 00 

00 a d d 0 00 d 

01 a d d a 01 d 

11 1 d d 1 11 d 

10 1 d d I 10 d 

Y1 YO YtYo 

wYz 00 OJ 11 10 00 

00 0 0 d d 00 d 

01 0 0 d d 01 d 

11 0 1 d d 11 d 

10 a 1 d d 10 d 

Y1YO 
wy z 00 01 1 ) 10 00 

00 0 a a 0 00 d 

01 d d d d 01 0 
,;--... 

11 d d d d 11 0 

10 0 0 ~ 0 10 d 

Figure 8.66 Karnaugh maps for JK flip-flops in the counter. 

these outputs as shown in Figure 8.66. The resulting expressions are 

10 = Ko = W 

~ 11 = K1 = wYo 

~__ K2 = WYOY1 

01 11 10 

a a d 

a 0 d 

I 1 d 

1 1 d 

01 1 1 10 

d 0 0 

d a 0 

d 1 0 

d 1 0 

01 11 10 

d d d 

0 0 0 

r--.. 
0 I 0 

d ~ d 
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Figure 8.67 Circuit diagram using JK Rip-flops. 

Yo 

Yl 

This leads to the circuit shown in Figure 8.67. It is apparent that this design can be extended 
easily to larger counters. The pattern in = Kn = WYOYI ... Yn-I defines the circuit for each 
stage in the counter. Note that the size of the AND gate that implements the product term 
YoY) ... Yn-) grows with successive stages. A circuit with a more regular structure can be 
obtained by factoring out the previously needed terms as we progress through the stages of 
the counter. This gives 

In = Kn = (wYo' .. Yn-2)Yn-l = In-lYn-l 

~ .. . -~ 

Using the factored form, the counter circuit can be realized as indicated in Figure 8.68. In 
this circuit all stages (except the first) look the same. Note that this circuit has the same 
structure as the circuit in Figure 7.23 because connecting the land K inputs of a flip-floP 
together turns the flip-flop into a T flip-flop. 
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Figure 8.68 Factored-form implementation of the counter. 

8.7.5 EXAMPLE-A DIFFERENT COUNTER 

Having considered the design of an ordinary counter, we will now apply this knowl
edge to design a slightly different counterlike circuit. Suppose that we wish to derive 
a three-bit counter that counts the pulses on an input line, w. But instead of displaying the 
Count as 0,1,2,3,4,5,6,7,0, 1, ... , this counter must display the count in the sequence 
0,4,2,6, 1,5, 3, 7,0,4, and so on. The count is to be represented directly by the flip-flop 
values themselves, without using any extra gates. Namely, Count = Q2 Q 1 Q(). 

Since we wish to count the pulses on the input line w, it makes sense to use w as the 
clock input to the flip-flops. Thus the counter circuit should always be enabled, and it 
should change its state whenever the next pulse on the w line appears. The desired counter 
can be designed in a straightforward manner using the FSM approach. Figures 8.69 and 
8.70 give the required state table and a suitable state assignment. Using D flip-flops, we 
obtain the next-state equations 

D2 = Y2 =Y2 

D,,~,:- Yl ffi y, 
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Present Next Output 
state state Z2Z1Z0 

A B 000 
B C 100 
C D 010 
D E 1 1 0 
E F 001 
F G 101 
G H o 1 1 
H A 111 

Figure 8.69 State table for counterlike example. 

Present Next Output 

state state 

Y2YIYO Y2 YI YO Z2ZlZ0 

000 100 000 
100 010 100 
010 1 1 0 010 
1 1 0 001 110 
001 101 001 
101 o 1 1 101 
o 1 1 III o 1 1 
III 000 111 

Figure 8.70 State-assigned table for Figure 8.69. 

Do = Yo = Yo5\ + YOY2 + YOYIY2 

= Yoey! + Y2) + YOYIY2 

= Yo E9 YIY2 

This leads to the circuit in Figure 8.71. 
The reader should compare this circuit with the normal up-counter in Figure 7.24. Take 

the first three stages of that counter, set the Enable input to 1, and let Clock = w. Th~n 
the two circuits are essentially the same with one small difference in the order of bits 1ll 

the count. In Figure 7.24 the top flip-flop corresponds to the least-significant bit of the 
count, whereas in Figure 8.71 the top flip-flop corresponds to the most-significant bit of 
the count. This is not just a coincidence. In Figure 8.70 the required count is defined 
as Count = Y2YIYO. However, if the bit patterns that define the states are viewed in the 
reverse order and interpreted as binary numbers, such that Count = YOYIY2, then the states 
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) D Q 
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w I> Q 

Figure 8.71 Circuit for Figure 8]0. 

A, E, C, ... ,H have the values 0, 1,2, ... , 7. These values are the same as the values that 
are associated with the normal three-bit up-counter. 

8.8 FSM AS AN ARBITER CIRCUIT 

In this section we present the design of an FSM that is slightly more complex than the 
previous examples. The purpose of the machine is to control access by various devices 
to a shared resource in a given system. Only one device can use the resource at a time. 
Assume that all signals in the system can change values only on the positive edge of the 
clock signal. Each device provides one input to the FSM, called a request, and the FSM 
prodUces a separate output for each device, called a grant. A device indicates its need to use 
the resource by asserting its request signal. Whenever the shared resource is not already in 
use, the FSM considers all requests that are active. Based on a priority scheme, it selects 
one of the requesting devices and asserts its grant signal. When the device is finished using 
the resource, it deasserts its request signal. 

We will assume that there are three devices in the system, called device 1, device 2, 
and device 3. It is easy to see how the FSM can be extended to handle more devices. The 
req~est signals are named rl, r2, a'nQ. r3, and the grant signals are called g], g2, and g3' The 
devIces are assigned a priority level ~that device 1 has the highest priority, device 2 has 
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the next highest, and device 3 has the lowest priority. Thus if more than one request sig 
is asserted when the FSM assigns a grant, the grant is given to the requesting device t~al 
h h h· h .. at as t e 19 est prIOrIty. 

A state diagram for the desired FSM, designed as a Moore-type machine, is depicted 
in Figure 8.72. Initially, on reset the machine is in the state called Idle. No grant sign I 

. . Th as are asserted, and the shared resource IS not III use. ere are three other states, called gnrl 
gnt2. and gnt3. Each of these states asserts the grant signal for one of the devices. ' 

The FSM remains in the Idle state as long as all of the request signals are O. In the 
state diagram the condition rl r2 r 3 = 000 is indicated by the arc labeled 000. When One 
or more request signals become I, the machine moves to one of the grant states, according 
to the priority scheme. If rl is asserted, then device 1 will receive the grant because it has 
the highest priority. This is indicated by the arc labeled lxx that leads to state gntl, which 
sets g) = 1. The meaning of lxx is that the request signal r) is 1, and the values of signals 
r2 and r3 are irrelevant because of the priority scheme. As before, we use the symbol x 
to indicate that the value of the corresponding variable can be either a or 1. The machine 
stays in state gnt I as long as rl is I. When r) = 0, the arc labeled Oxx causes a change on 
the next positive clock edge back to state Idle, and gl is deasserted. If other requests are 
acti ve at this time, then the FSM will change to a new grant state after the next clock edge. 

/ 

Figure 8.72 State diagram for the arbiter. .. 
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The arc that causes a change to state gnt2 is labeled Olx. This label adheres to the 
iority scheme because it represents the condition that r2 = 1, but rl = O. Similarly, the 

~~nditiOn for entering state gnt3 is given as 001, which indicates that the only request signal 

asserted is r3· 
The s ta te diagram is repeated in Figure 8.73. The only difference between this diagram 

d Figure 8.72 is the way in which the arcs are labeled. Figure 8.73 uses a simpler labeling 
a~heme that is more intuitive. For the condition that leads from state Idle to state gntl, the 
~c is labeled as rl, instead of lxx. This label means that if rl = I, the FSM changes to 
state gnt 1, regardless of the other inputs. The arc with the label r1 r2 that leads from state 
Idle to gnt2 represents the condition rlr2 = 01, while the value of r3 is irrelevant. There is 
no standardized scheme for labeling the arcs in state diagrams. Some designers prefer the 
style of Figure 8.72, while others prefer a style more similar to Figure 8.73. 

Figure 8.74 gives the VHDL code for the machine. The three request and grant signals 
are specified as three-bit STD_LOGIC_ VECTOR signals. The FSM is described using a 
CASE statement in the style used for Figure 8.29. As shown in the WHEN clause for state 
Idle, it is easy to describe the required priority scheme. The IF statement specifies that if 
rl == 1, then the next state for the machine is gntl. If rl is not asserted, then the ELSIF 

Figure 8.73 Alternative style of state diagram for the arbiter. 
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LIBRARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 

ENTITY arbiter IS 
PORT (Clock, Resetn : IN STD_LOGIC; 

r : IN STD_LOGIC_VECTOR(l TO 3); 
g : OUT STD_LOGIC_VECTOR(l TO 3) ) ; 

END arbiter; 

ARCHITECTURE Behavior OF arbiter IS 
TYPE State_type IS (Idle, gnt!, gnt2, gnt3) ; 
SIGNAL y : State_type; 

BEGIN 
PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN y <= Idle; 
ELSIF (Clock'EVENT AND Clock = ' 1') THEN 

CASEy IS 
WHEN Idle => 

IF r(1) = '1' THEN y <= gntl ; 
ELSIFr(2) = '1' THEN y <= gnt2; 
ELSIF r(3) = 'l' THEN Y <= gnt3 ; 
ELSE y <= Idle; 
ENDIF; 

WHEN gntl => 
IF r(l) = ' l' THEN Y < = gntl ; 
ELSE y <= Idle; 
END IF; 

WHEN gnt2 => 
IF r(2) = '1' THEN y <= gnt2; 
ELSE y <= Idle; 
END IF; 

WHEN gnt3 => 
IFr(3) = '1' THENy <= gnt3; 
ELSE y <= Idle; 
END IF; 

END CASE ; 
END IF; 

END PROCESS ; 
g(1) <= 'I' WHEN Y = gnt! ELSE '0' ; 
g(2) <= '1' WHEN y = gnt2 ELSE '0' ; 
g(3) <= 'I' WHEN y = gnt3 ELSE '0' ; 

END Behavior ; 

Figure 8.74 VHDl code for the arbiter. 

J 
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andition is evaluated, which stipulates that if rz = 1, then the next state will be gnt2. 
~ach successive ELSIF ,clause considers a lower-priority request signal only if all of the 
higher-priority request sIgnals are not asserted. 

The WHEN clause for each grant state is straightforward. For state gntl it specifies 
that as long as rl = 1, the next state remains gntl. When rl = 0, the next state is Idle. The 
other grant states have the same structure. 

The code for the grant signals, gl, g2, and g3 is given at the end. It sets gl to 1 when 
the machine is in state gnt 1, and otherwise gl is set to O. Similarly, each of the other grant 
signals is 1 only in the appropriate grant state. 

Instead of the three conditional assignment statements used for gl, g2, and g3, it may 
seem reasonable to substitute the process shown in Figure 8.75, which contains an IF 
statement. This code is incorrect, but the reason is not obvious. Recall from the discussion 
concerning Figure 6.43 that when using an IF statement, if there is no ELSE clause or 
default value for a signal, then that signal retains its value when the IF condition is not met. 
This is called implied memory. In Figure 8.75 the signal gl is set to 1 when the FSM first 
enters state gnt 1, and then g 1 will retain the value I no matter what state the FSM changes 
to. Similarly, the code for g2 and g3 is also incorrect. If we wish to write the code using 
an IF statement, then it should be structured as shown in Figure 8.76. Each grant signal is 
assigned a default value of 0, which avoids the problem of implied memory. 

8.8.1 IMPLEMENTATION OF THE ARBITER CIRCUIT 

We will now consider the effects of implementing the arbiter in both a CPLD and an FPGA. 
Any differences between the two implementations are likely to be more pronounced if the 
complexity of the FSM is greater. Hence instead of directly using the code in Figure 8.74, 
we will implement a larger version of the arbiter that controls eight devices. The request 
signals are called rl , r2, ... , rs, and the grant signals are gl, g2, ... , g8. It is easy to see 
how the code in Figure 8.74 is extended to allow eight requesting devices, so we will not 
show it here. 

PROCESS( y) 
BEGIN 

IF y = gntl THEN g(l) <= '1' ; 
ELSIF y = gnt2 THEN g(2) <= ' l' ; 
ELSIF Y = gnt3 THEN g(3) <= ' l' ; 
END IF; 

END PROCESS ; 
END Behavior; 

Figure 8.75 Incorrect YHDL code for the grant signals. 
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PROCESS( y) 
BEGIN 

g(l) <= '0' ; 
g(2) <= '0' ; 
g(3) <= '0' ; 
IFy = gntl THEN g(l) <= '1'; 
ELSIF Y = gnt2 THEN g(2) <= '1' ; 
ELSIF Y = gnt3 THEN g(3) <= '1' ; 
END IF; 

END PROCESS; 
END Behavior; 

Figure 8 .. 76 Correct VHDL code for the grant signals. 

Implementation in a CPLD 
We first consider implementation of the arbiter in a CPLD. To represent the nine states 

in the FSM, the synthesis tool uses four flip-flops, called Y4, Y3, Y2, and Yl. The reset state, 
Idle, is assigned the code Y4Y3Y2YI = 0000. The other states are encoded as gntl = 0001, 
gnt2 = 0010, gnt3 = 0100, gnt4 = 1000, gnt5 = 0011, gnt6 = 0101, gnt7 = 0110, and 
gnt8 = IDOL 

lt is not obvious why the synthesis tool selected this particular state assignment. The 
tool considers many different state assignments and selects one that minimizes the cost of 
the final circuit. For the CPLD implementation the synthesis tool attempts to choose the 
state assignment that results in the fewest product terms in the final circuit. 

To see the complexity of the circuit, we need to examine the logic expressions generated 
for both the grant signals and the inputs to the state flip-flops. The expression for each grant 
signal is a direct result of the encoding used for the state that produces the grant. For 
instance, state gnt8 is encoded as 1001, resulting in g8 = Y4Y3Y2Yl. 

The logic feeding the state flip-flops is more complex. For example, the expression 
derived by the tool for the input, Y4. to flip-flop Y4 is 

Y4 = rtr2r3rSr6r7rgYIY2Y3Y4 + rl r2r 3r4YlY2Y3 + rgYIY2Y3Y4 + r4YIY2Y3Y4 

Figure 8.77 gives a timing simulation for the CPLD implementation. For simplicity 
only the request signals rl, r2, and r8 are displayed, along with the grant signals gl, g2, 
and g8. After the machine is reset at the beginning of the simulation, all three requests n, 
r2, and r8 are asserted. Although not shown in the timing diagram, all of the other request 
signals are set to O. The machine first changes to state gntl and asserts gl' After rl becomes 
o the machine changes back to state Idle. On the next clock cycle a transition to state gnt2 
takes place and g2 is asserted. After r2 becomes 0 the machine changes back to state !d.le. 
and then to state gnt8 to assert g8. The simulation results indicate that the required priO[lry 
scheme is properly implemented by our VHo.... code. 
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250.0ns 500.0ns 750.0ns 1.0us 

Idle gnt1 gnt2 Idle 

Figure 8.77 Simulation results for the arbiter circuit. 

A more detailed display of a part of the simulation results appears in Figure 8.78. The 
waveforms are arranged such that only the signals Clock, gs, and yare visible during the 
time period when gg is asserted. The simulation results show that a propagation delay (about 
7 ns) is needed for the gs signal to be produced after the machine changes to the gnt8 state. 
This delay corresponds to the time needed to generate the function gs = YIY2Y3Y4. We will 
show in section 8.8.2 that it is possible to optimize the timing of the implemented circuit 
such that a grant signal is produced immediately when the machine enters the grant state. 

Impkmentation in an FPGA 

Next we consider implementing the arbiter FSM in an FPGA chip. Instead of using 
four flip-flops to represent the nine states in the FSM, the FPGA implementation generated 
by the synthesis tool has nine state flip-flops, called Y9, Ys, ... ,YI. The state assignment is 
Idle = 000000000, gntl = 110000000, gnt2 = 101000000, gnt3 = 100100000, gnt4 = 
100010000, gnt5 = 100001000, gnt6 = 100000100, gnt7 = 100000010, and gnt8 = 
10000000 1. This assignment is very similar to the one-hot encoding. The only difference 

"··Jame: 75o.0ns 8000ns 8500ns 900.0ns 950.0ns 1 . 
II 

~Clock J I I I I 
""L,. g8 J . l 
Q/y Idle gnt8 Idle 

Figure 8.78 Output delays in the arbiter circuit. 
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is that the left-most flip-flop output, Y9, is complemented. This is done to provide a sirn I 
reset mechanism. When all flip-flops are reset, they define the state represented by all stP e 
variables being 0, which is the Idle state. ate 

In section 4.6 we discussed the issue of the limited fan-in of the logic gates Provid 
in certain types of chips. We said that in such chips logic functions with a large number e~ 
inputs must be decomposed into smaller functions. For an FSM, this means that if the 10 ~ 
circuit that feeds each state flip-flop has many inputs, then several levels of gates may g~C 
needyd. This increases the propagation delays in the circuit and results in a slower spee~ 
of operation. For the preceding CPLD implementation of the arbiter FSM, we showed the 
logic expression for the input to flip-flop Y4· If that expression were implemented in an 
FPGA that has four-input lookup tables (LUTs) it would require a total of eight LDTs in a 
circuit that has three of the LUTs connected in series. 

By contrast, the choice of nine state variables with the preceding state assignment 
results in a much simpler circuit. As an example, for the input to flip-flop Y8, the synthesis 
tool produces Yg = rlYg + rlY9' Since it has only four inputs, this expression can be 
realized in a single four-input lookup table. The other eight next-state expressions are also 
relatively simple. To see the effect that the state assignment has on the speed of operation 
of the FSM, we compared two versions of the circuit implemented in an FPGA chip: one 
that has nine state flip-flops as shown above and another that has four flip-flops with the 
state assignment given earlier for the CPLD implementation. The results showed that when 
nine state variables are used, the arbiter FSM works correctly up to a maximum clock rate 
of 88.5 MHz, whereas when four state variables are used, the maximum clock rate is only 
54.1 MHz. Note that the speed of operation of the circuit depends on the specific target 
chip and can also vary based on the synthesis options selected in the CAD tools. 

We should also consider the complexity of the logic needed for the grant signals. These 
signals are trivial to generate when nine flip-flops are used. Each grant signal is the output 
of one of the flip-flops. For example, gs = YI. 

8.8.2 MINIMIZING THE OUTPUT DELAYS FOR AN FSM 

Figure 8.78 shows the propagation delay incurred to produce the grant signals when the 
arbiter circuit is implemented in a CPLD. Once the circuit changes to a grant state, the 
appropriate grant signal is asserted after a delay of about 7 ns. The delay is caused by 
the circuitry that generates the grant signal depending on the values of the state flip-flops. 
However, as we showed in the FPGA implementation, when one-hot encoding is used 
each grant signal is provided as the output of one of the state flip-flops. Hence nO extra 
circuitry is needed to generate the output signals. Figure 8.79 shows a timing simulation 
when the arbiter circuit is implemented in a CPLD using one-hot encoding. There is very 
little delay from when the circuit enters a grant state until the grant signal is produced. A 
small delay is incurred because of the time needed to propagate through the buffer that 
exists between the flip-flop output and the pin on the CPLD chip package, but this dela~ 
is only about 2 ns. This type of timing optimization is done in practice by designerS °d 
sequential circuits, because design specifications often require that outputs be produce 
after the shortest possible delays. 
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Name: 750.0ns 8000ns 850.0ns 900.0ns 950.0ns 1. 

Jr- Clock I l J l J 
-vL/ 98 I l 
OV Y Idle gntB Idle 

Figure 8.79 Output delays when using one-hot encoding. 

8.8.3 SUMMARY 

OUf arbiter FSM is a practical circuit that is useful in many types of systems. An example 
is a computer system in which various devices in the system are connected by a bus. One 
aspect of the arbiter may have to be changed for use in such a system. Because of the 
priority scheme, it is possible that devices with high priority could prevent a lower-priority 
device from receiving a grant signal for an arbitrarily long time. This condition is often 
called starvation of the low-priority device. It is not difficult to modify the arbiter FSM to 
account for this issue (see problem 8.38). 

8.9 ANALYSIS OF SYNCHRONOUS SEQUENTIAL CIRCUITS 

In addition to knowing how to design a synchronous sequential circuit, the designer has to 
be able to analyze the behavior of an existing circuit. The analysis task is much simpler 
than the synthesis task. In this section we will show how analysis may be performed. 

To analyze a circuit, we simply reverse the steps of the synthesis process. The outputs 
of the flip-flops represent the present-state variables. Their inputs determine the next state 
that the circuit will enter. From this information we can construct the state-assigned table 
for the circuit. This table leads to a state table and the corresponding state diagram by 
giving a name to each state. The type of flip-flops used in the circuit is a factor, as we will 
see in the examples that follow. 

D-TYPE FLIP-FLOPS Figure 8.80 gives an FSM that has two D flip-flops. Let YI and Y2 be I 

the present-state variables and YI and Y2 the next-state variables. The next-state and output 
expressions are 

Y1 = WYI +WY2 

Y2 = WYI + WY2 

Z = YIY2 
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L 
YI 

,J 
YI -D Q 
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- Y2 
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) Y2 
D Q , 

--
Clock r> Q 

Resetn I 

Figure 8.80 Circuit for Example 8.8. 

Since there are two flip-flops, the FSM has four states. A good starting point in the analysis 
is to assume an initial state of the flip-flops such as y, = Y2 = O. From the expressions 
for YI and Y2, we can derive the state-assigned table in Figure 8.81a. For example, in the 
first row of the table Yt = Y2 = O. Then w = 0 causes Y, = Y2 = 0, and w = 1 causes 
YI = 1 and Y2 = O. The output for this state is z = O. The other rows are derived in the 
same manner. Labeling the states as A, B, C, and D yields the state table in Figure 8.81b. 
From this table it is apparent that following the reset condition the FSM produces the output 
z = 1 whenever three consecutive Is occur on the input w. Therefore, the FSM acts as a 
sequence detector for this pattern. 

~ JK-TYPE FLIP-FLOPS Now consider the circuit in Figure 8.82, which has two JK flip-flops. 
The expressions for the inputs to the flip-flops are 

The output is given by z = YIY2. 

J 1 =W 

Kl = W +)'2 

h =WYl 

K2 =W 

From these expressions we can derive the excitation table in Figure 8.83. Interpreting 
the entries in this table, we can construct the state-assigned table. For example, consid~r 
Y2YI = 00 and w = O. Then, since Jz = II = 0 and K2 = K, = 1, both flip-flops WIJI 

remain in the 0 state; hence Y2 = Y I = O. If Y2YI = 00 and W = 1, then h = K2 = a and .. 
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Present 
Next State 

state w=o w = 1 
Output 

Y2Yl Y2 Yl 
Z 

Y2 Yl 

00 00 o 1 0 
01 00 10 0 
10 00 1 1 0 
1 1 00 1 1 1 

(a) State-assigned table 

Present Next state Output 
state w =0 w = 1 z 

A A B 0 
B A C 0 
C A D 0 
D A D 1 

(b) State table 

Figure 8.81 Tables for the circuit in Figure 8.80. 

w 
J 1 Yl 

J Q 
z 

~~ ~ r----
I 

-

K Q 
----j Kl - ,) 

- J 2 Y2 
J Q 

Clock ~ 
-

K Q 
K2 

Resetn I 
Figure 8.82 Circuit for Example 8.9. 
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Present Flip-flop inputs 

state w =0 w=1 Output 

Y2Yl 12K2 11Kl hK2 11Kl 
Z 

00 o 1 01 00 1 1 0 
o 1 o 1 o 1 10 1 1 0 
10 o 1 o 1 00 10 0 
1 1 o 1 o 1 10 1 0 1 

Figure 8.83 The excitation table for the circuit in Figure 8.82. 

1t = Kl = 1, which leaves the Y2 flip-flop unchanged and sets the Yt flip-flop to 1; hence 
Y2 = 0 and Y1 = 1. If Y2Yl = Oland w = 0, then h = 1) = 0 and K2 = K) = 1, which 
resets the Y) flip-flop and results in the state Y2Yl = 00; hence Y2 = Y1 = O. Similarly, 
if Y2Yl = 01 and W = 1, then 12 = 1 and K2 = 0 sets Y2 to 1; hence Y2 = 1, while 
11 = K) = 1 toggles y); hence Yl = O. This leads to the state Y2Yt = 10. Completing 
this process, we find that the resulting state-assigned table is the same as the one in Fig
ure 8.81a. The conclusion is that the circuits in Figures 8.80 and 8.82 implement the 
same FSM. 

~ 8.10 MIXED FLIP-FLOPS There is no reason why one cannot use a mixture of flip-flop types 
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in one circuit. Figure 8.84 shows a circuit with one D and one T flip-flop. The expressions 
for this circuit are 

D, = w(Yl + Y2) 

T2 = WY2 + WYIY2 

Z = YIY2 

From these expressions we derive the excitation table in Figure 8.85. Since it is a T flip
flop, Y2 changes its state only when T2 = 1. Thus if Y2Yl = 00 and w = 0, then because 
T2 = Dl = 0 the state of the circuit will not change. An example of where T2 = I is when 
Y2Yl = Oland W = 1, which causes Y2 to change to 1; D 1 = 0 makes Yl = 0, hence Y2 == 1 
and Y1 = 0. The other cases where T2 = 1 occur when w = 0 and Y2Yl = 10 or 11. In 
both of these cases D] = O. Hence the T flip-flop changes its state from 1 to 0, while the D 
flip-flop is cleared, which means that the next state is Y2Yl = 00. Completing this analysis 
we again obtain the state-assigned table in Figure 8.81a. Thus this circuit is yet another 
implementation of the FSM represented by the state table in Figure 8.81b . 

• 
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Dl YI - D Q -
-J r--

-- ~ Q r--

~,} 

H>o T2 Y2 
) T Q 
-

-r-- Clock P> Q t---

Resetn J 

Figure 8.84 Circuit for Example 8.10. 

Present Flip-flop inputs 

state w =0 w = 1 
Output 

Y2Yl T2Dl T2Dl 
Z 

00 00 o 1 0 
o 1 00 10 0 
10 1 0 o 1 0 
1 1 10 01 1 

Figure 8.85 The excitation table for the circuit in Figure 8.84. 

8.10 ALGORITHMIC STATE MACHINE (ASM) CHARTS 

The state diagrams and tables used in this chapter are convenient for describing the behavior 
of FSMs that have only a few inputs and outputs. For larger machines the designers often 
Use a different form of representation, called the algorithmic state machine (ASM) chart. 

An ASM chart is a type of flowchart that can be used to represent the state transitions 
and generated outputs for an FSM. The three types of elements used in ASM charts are 
depicted in Figure 8.86. 

z 
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State name 1 
Output signals 

or actions 
(Moore type) 

1 

(a) State box (b) Decision box 

Figure 8.86 

1 
Conditional outputs 

or actions (Mealy type) 

(c) Conditional output box 

Elements used in ASM charts. 

, 
r· 

1 (True) 

• State box - A rectangle represents a state of the FSM. It is equivalent to a node in the 
state diagram or a row in the state table. The name of the state is indicated outside the 
box in the top~left comer. The Moore~type outputs are listed inside the box. These are 
the outputs that depend only on the values of the state variables that define the state; 
we will refer to them simply as Moore outputs. It is customary to write only the name 
of the signal that has to be asserted. Thus it is sufficient to write z, rather than z = 1, to 
indicate that the output z must have the value 1. Also, it may be useful to indicate an 
action that must be taken; for example, Count +- Count + 1 specifies that the contents 
of a counter have to be incremented by 1. Of course, this is just a simple way of say
ing that the control signal that causes the counter to be incremented must be asserted. 
We will use this way of specifying actions in larger systems that are discussed in 
Chapter 10. 

• Decision box - A diamond indicates that the stated condition expression is to be tested 
and the exit path is to be chosen accordingly. The condition expression consists of one 
or more inputs to the FSM. For example, w indicates that the decision is based on the 
value of the input w, whereas WI' w2 indicates that the true path is taken ifwl = W2 == 1 
and the false path is taken otherwise. 

• Conditional output box - An oval denotes the output signals that are of Mealy type· 
These outputs depend on the values of the state variables and the inputs of the FSM; 
we will refer to these outputs simply as Mea~ outputs. The condition that determines 
whether such outputs are generated is specified in a decision box. 
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Reset 

A 

B 

o 

c ..... , ... 

z 

o 1 

Figure 8.87 ASM chart for the FSM in Figure 8.3. 

Figure 8.87 gives the ASM chart that represents the FSM in Figure 8.3. The transitions 
between state boxes depend on the decisions made by testing the value of the input variable 
w. In each case if w = 0, the exit path from a decision box leads to state A. If w = 1, then 
a transition from A to B or from B to C takes place. If w = 1 in state C, then the FSM 
sta~s in that state. The chart specifies a Moore output z, which is asserted only in state C, 
~s mdicated in the state box. In states A and B, the value of z is ° (not asserted), which is 
Implied by leaving the corresponding state boxes blank. 
. .Figure 8.88 provides an example with Mealy outputs. This chart represents the FSM 
~n ~lgUre 8.23. The output, Z, is equal to 1 when the machine is in state Band w = 1. This 
~s ~ndicated using the conditional output box. In all other cases the value of z is 0, which 
IS 1m r . 
O 

P led by not specifying z'as an output of state B for w = 0 and state A for w equal to 
or1. ~ 
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Reset 

B 

o 1 

Figure 8.88 ASM chart for the FSM in Figure 8.23. 

Figure 8.89 gives the ASM chart for the arbiter FSM in Figure 8.73. The decision box 
drawn below the state box for Idle specifies that if r1 = 1, then the FSM changes to state 
gntI. In this state the FSM asserts the output signal gl. The decision box to the right of 
the state box for gntl specifies that as long as r1 = 1, the machine stays in state gntJ, and 
when r1 = 0, it changes to state Idle. The decision box labeled r2 that is drawn below the 
state box for Idle specifies that if r2 = 1, then the FSM changes to state gnt2. This decision 
box can be reached only after first checking the value of r1 and following the arrow that 
corresponds to r1 = O. Similarly. the decision box labeled r3 can be reached only if both rl 
and r2 have the value O. Hence the ASM chart describes the required priority scheme for 
the arbi ter. 

ASM charts are similar to traditional flowcharts. Unlike a traditional flowchart, the 
ASM chart includes timing information because it implicitly specifies that the FSM changes 
(flows) from one state to another only after each active clock edge. The examples of ASM 
charts presented here are quite simple. We have used them to introduce the ASM chart 
terminology by giving examples of state, decision, and conditional-output boxes. Another 
term sometimes applied to ASM charts is ASM block, which refers to a single state box and 
any decision and conditional-output boxes that the state box may be connected to. TheASM 
charts can be used to describe complex circuits that include one or more finite state machines 
and other circuitry such as registers, shift registers, counters, adders, and multipliers. We 
will use ASM charts as an aid for designing more complex circuits in Chapter 10. 
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Reset 

Idle 

gntl 1 

o 
gl 

0 gnt2 1 

0 
g2 .. 

0 

gnt3 1 

~ 
0 

g3 .. 

Figure 8.89 ASM chart for the arbiter FSM in Figure 8.73. 

8.11 FORMAL MODEL FOR SEQUENTIAL CIRCUITS 

This chapter has presented the synchronous sequential circuits using a rather informal 
approach because this is the easiest way to grasp the concepts that are essential in designing 
such circuits. The same topics can also be presented in a more formal manner, which has 
been the style adopted in many books that emphasize the switching theory aspects rather 
~han the design using CAD tools. A formal model often gives a concise specification that 
IS difficult to match in a more descriptive presentation. In this section we will describe a 
formal model that represents a general class of sequential circuits, including those of the 
synchronous type. 

Figure 8.90 represents a general seque1)tial circuit. The circuit has W = {WI, W2, ••. ; 

WIl} inputs, Z = {ZI, Z2 • .•. , Zm} outpttts,y = {YI, Y2, ... ,yd present-state variables, and 
~ :::: {YI, Y2, ... , Yk} next-state variables. It can have up to 2k states, S = {S I , S2, ... , S2k }. 

~ere are delay elements in the feedback paths for the state-variables which ensure that Y 
~11I take the values of Y after a time delay fl.. In the case of synchronous sequential 
CIrCUits, the delay elements are flip-flops, which change their state on the active edge of a 
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Inputs 

Present-state 
variables 

Figure 8.90 

.. 
• • 
• • 
• • .. Combinational 

circuit 

~ -

Yk a Y k 

• • 
• 

Yl 

1:l. 
Y1 

The general model for a sequential circuit. 

Outputs 

Next-state 
variables 

clock signal. Thus the delay ..6. is determined by the clock period. The clock period must 
be long enough to allow for the propagation delay in the combinational circuit, in addition 
to the setup and hold parameters of the flip-flops. 

Using the model in Figure 8.90, a synchronous sequential circuit, M, can be defined 
formally as a quintuple 

M = (W,Z,S,~,A) 

where 

• W, Z, and S are finite, nonempty sets of inputs, outputs, and states, respectively. 

• ~ is the state transition function, such that S(t + 1) = ~[W(t), S(t)]. 

• A is the output function, such that A(t) = A[S(t)] for the Moore model and A(t) == 
A[W(t), S(t)] for the Mealy model. 

This definition assumes that the time between t and t + 1 is one clock cycle. 
We will see in the next chapter that the delay ..6. need not be controlled by a clock. In 

asynchronous sequential circuits the delays are due solely to the propagation delays through 
various gates. 

,,-------------------------------------------------------------------------
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8.12 CONCLUDING REMARKS 

The existence of closed loops and delays in a sequential circuit leads to a behavior that is 
characterized by the set of states that the circuit can reach. The present values of the inputs 
are not the sole determining factor in this behavior, because a given valuation of inputs may 
cause the circuit to behave differently in different states. 



8.13 EXAMPLES OF SOLVED PROBLEMS 

The propagation delays through a sequential circuit must be taken into account. The 
design techniqu~s presented in thi~ chapter are based o~ the assumpt~on ~hat all changes in 
the circuit are tnggered by the actl ve edge of a clock SIgnal. Such ClfCUltS work correctly 
nly if all internal signals are stable when the clock signal arrives. Thus the clock period 

Oust be longer than the longest propagation delay in the circuit. 
m Synchronous sequential circuits are used extensively in practical designs. They are 
supported by the commonly used CAD tools. All t~xtb~oks. on the design of logic circuits 
devote considerable space to synchronous sequentlal CIrcUIts. Some of the more notable 
references are [1-14]. 

In the next chapter we will present a different class of sequential circuits, which do 
not use flip-flops to represent the states of the circuit and do not use clock pulses to trigger 
changes in the states. 

8.13 EXAMPLES OF SOLVED PROBLEMS 

This section presents some typical problems that the reader may encounter, and shows how 
such problems can be solved. 

Problem: Design an FSM that has an input wand an output z. The machine is a sequence EJC 
detector that produces z = 1 when the previous two values of w were 00 or 11; otherwise 
z = O. 

Solution: Section 8.1 presents the design of a sequence detector that detects the occurrence 
of consecuti ve 1 s. Using the same approach, the desired FSM can be specified using the 
state diagram in Figure 8.91. State C denotes the occurrence of two or more Os, and state 
E denotes two or more Is. The corresponding state table is shown in Figure 8.92. 

We can try to reduce the number of states by using the partitioning minimization 
procedure in section 8.6, which gives the following partitions 

PI = (ABCDE) 

P2 = (ABD)(CE) 

P J = (A)(B)(C)(D)(E) 

Since all five states are needed, we have to use three flip-flops. 
A straightforward state assignment leads to the state-assigned table in Figure 8.93. The 

codes Y3Y2YI = 101, 110, 111 can be treated as don't-care conditions. Then the next-state 
expressions are 

The output expression is 

Yl = wYIY3 + wY2Y3 + WYIY2 + wYIY2 

Y2 ~ YIY2 + wY2Y3 

YJ = wY3 + WYIY2 
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Reset 

o 
o 

1 

1 

Figure 8.91 State diagram for Example 8.11. 

Present Next state Output 
state w=O w = 1 z 

A B D a 
B c D a 
c c D 1 
D B E a 
E B E 1 

Figure 8.92 State table for the FSM in Figure 8.91 . 

A 
B 
C 
D 
E 

Present 
state 

Y3Y2Yl 

000 
001 
010 
all 
100 

Figure 8.93 

Next state 

w =0 w = 1 Output 

Y3 Y2Y l Y3 Y2Y l 
Z 

001 all a 
010 all 0 
010 all 1 
001 100 a 
001 100 1 

State-assigned table for the FSM in Figure 8.92. 

.. 



A 
B 
C 
D 
E 

Present 
state 

Y3Y2Yl 

000 
100 
101 
110 
111 

8.13 EXAMPLES OF SOLVED PROBLEMS 

Next state 

w =0 w = 1 Output 

Y3 Y2 Y l Y3 Y2Y l 
Z 

100 110 0 
101 110 0 
101 110 1 
100 111 0 
100 111 1 

Figure 8.94 An improved state assignment for the FSM in 
Figure 8.92. 

These expressions seem to be unnecessarily complex, suggesting that we may attempt to 
find a better state assignment. Observe that state A is reached only when the machine is 
reset by means of the Reset input. So, it may be advantageous to assign the four codes in 
which Y3 = 1 to the states B, C, D, and E. The result is the state-assigned table in Figure 
8.94. From it, the next-state and output expressions are 

This is a much better solution. 

Y1 = WY2 + WY3Y2 

Y2 =W 

Y3 = 1 

Z = YI 

Problem: Implement the sequence detector of Example 8.11 by using two FSMs. One E 
FSM detects the occurrence of consecutive 1 s, while the other detects consecutive Os. 

Solution: A good realization of the FSM that detects consecutive Is is given in Figures 
8.16 and 8.17. The next-state and output expressions are 

Y1 = W 

Y2 = WYI 

Zones = Y2 

A similar FSM that detects consecutive Os is defined in Figure 8.95. Its expressions are 

Zzeros = Y4 
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D 
E 
F 

Present 
state 

D 
E 
F 

Present 
state 

Y4Y3 

00 
01 
11 
10 

Next state Output 

w=o w = 1 Zzeros 

E D 0 
F D 0 
F D ] 

(a) State table 

Next state 

w=o w =] Output 

Y4 Y3 Y4 Y3 
zzeros 

01 00 0 
11 ()() 0 
11 00 1 
dd dd d 

(b) State-assigned table 

Figure 8.95 FSM that detects a sequence of two zeros. 

The output of the combined circuit is 

Z = Zones + Zzeros 

8.13 Problem: Derive a Mealy-type FSM that can act as a sequence detector described in 
Example 8.11. 
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Solution: A state diagram for the desired FSM is depicted in Figure 8.96. The corresponding 
state table is presented in Figure 8.97. Two flip-flops are needed to implement this FSM. 
A state-assigned table is given in Figure 8.98, which leads to the next-state and output 
expressIOns 

Y1 = 1 

Y2 =W 

Z = WYIY2 + WY2 
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Reset 

0/1 

111 

Figure 8.96 State diagram for Example 8.13. 

Present Next state Output z 
state w =0 w = 1 w=o w = 1 

A 
B 
C 

Figure 8.97 

A 
B 
C 

Present 
state 

Y2Yl 

00 
01 
11 

Figure 8.98 

B C 0 0 
B C 1 0 
B C 0 1 

State table for the FSM in Figure 8.96. 

Next state Output 

w =0 w=1 w =0 w = 1 

Y2 Y l Y2 Y l Z Z 

01 11 0 0 
01 11 1 0 
01 11 0 1 

State-assigned table for the FSM in Figure 8.97. 
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Present 
Hip-flop inputs 

state w=O w = 1 
Y3Y2Yl 

Y3 Y2Yl h K 3 J2 K2 11Kl Y3Y2 Y l h K 3 J2 K 2 

000 100 Id Od Od 110 Id Id 
100 101 dO Od 1d 110 dO 1d 
101 101 dO Od dO 110 dO 1d 
110 100 dO dl Od 111 dO dO 
111 100 dO dl d1 111 dO dO 

Output 

11Kl 
Z 

Od 0 
Od 0 
dl 1 
1d 0 
dO 1 

Figure 8.99 Excitation table for the FSM in Figure 8.94 with JK flip-flops. 

nple 8.14 Problem: Implement the FSM in Figure 8.94 using JK-type flip-flops. 

Solution: Figure 8.99 shows the excitation table. It results in the following next-state and 
output expressions 

11 = WY2 + WY3Y2 

Kl = WY2 + WYIY2 

h=w 
K2 =W 

h = 1 

K3 =0 

Z = Y1 

mple 8.15 Problem: Write VHDL code to implement the FSM in Figure 8.91. 

Solution: Using the style of code given in Figure 8.29, the required FSM can be specified 
as shown in Figure 8.100. 

mple 8. 16 Problem: Write VHDL code to implement the FSM in Figure 8.96. 
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Solution: Using the style of code given in Figure 8.36, the Mealy-type FSM can be specified 
as shown in Figure 8.10l. 

• 
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LIBRARY ieee; 
USE ieee.stcLlogic_1164.all ; 

ENTITY sequence IS 
PORT (Clock, Resetn, w 

z 
: IN STD_LOGIC ; 
: OUT STD_LOGIC); 

END sequence; 

ARCHITECTURE Behavior OF sequence IS 
TYPE State_type IS (A, B, C, D, E) ; 
SIGNAL y : State_type; 

BEGIN 
PROCESS (Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN y <= A ; 
ELSIF (Clock' EVENT AND Clock = '1 ') THEN 

CASE y IS 
WHENA=> 

IF w = '0' THEN Y <= B; 
ELSEy <= D; 
ENDIF; 

WHENB=> 
IF w = '0' THEN y <= C ; 
ELSEy <= D; 
END IF; 

WHENC=> 
IF w = '0' THEN y <= C ; 
ELSEy <= D; 
END IF; 

WHEND=> 
IF w = '0' THEN Y <= B ; 
ELSE Y <= E; 
END IF; 

WHENE=> 
IF w = '0' THEN Y <= B ; 
ELSEy <= E; 
END IF; 

END CASE; 
END IF; 

END PROCESS; 
z < = ' l' WHEN (y = C OR Y = E) ELSE '0' ; 

ENDB:~:/; 
Figure 8.100 VHDL code for the FSM in Figure 8.91. 
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LIBRARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 

ENTITY seq mealy IS 
PORT ( Clock, Resetn, W : IN STD_LOGIC ; 

z : OUT STD_LOGIC); 
END seqrnealy ; 

ARCHITECTURE Behavior OF seqmealy IS 
TYPE State_type IS (A, B, C) ; 
SIGNAL y : State_type; 

BEGIN 
PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN Y <= A; 
ELSIF (Clock'EVENT AND Clock = '1 ') THEN 

CASEy IS 
WHENA=> 

IF W = '0' THEN Y < = B ; 
ELSEy <= C; 
END IF; 

WHENB=> 
IFw = '0' THENy <= B; 
ELSEy <= C; 
END IF; 

WHENC=> 
IFw= '0' THENy <= B; 
ELSEy <= C; 
ENDIF; 

END CASE; 
END IF; 

END PROCESS ; 

PROCESS (y, w) 
BEGIN 

CASE y IS 
WHENA=> 

z <= '0' ; 
WHENB=> 

z <= NOTw; 
WHENC=> 

z<= w; 
ENDCASE; 

END PROCESS ; 
END Behavior; .• 
Figure 8. 1 01 VHDL code for the FSM in Figure 8.96. 
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--problem: In computer systems it is often desirable to transmit data serially, namely, one Ex 
bit at a time, to save on the cost of interconnecting cables. This means that parallel data at 
one end must be transmitted serially, and at the other end the received serial data has to be 
turned back into parallel form. Suppose that we wish to transmit ASCII characters in this 
manner. As explained in section 5.8, the standard ASCII code uses seven bits to define each 
character. Usually, a character occupies one byte, in which case the eighth bit can either 
be set to 0 or it can be used to indicate the parity of the other bits to ensure a more reliable 
transmission. 

Parallel-to-serial conversion can be done by means of a shift register. Assume that a 
circuit accepts parallel data, B = b7 , b6 , ... , bo, representing ASCII characters. Assume 
also that bit b7 is set to O. The circuit is supposed to generate a parity bit, p, and send 
it instead of b7 as a part of the serial transfer. Figure 8.102 gives a possible circuit. An 
FSM is used to generate the parity bit, which is included in the output stream by using a 
multiplexer. A three-bit counter is used to determine when the p bit is transmitted, which 
happens when the count reaches 7. Design the desired FSM. 

Solution: As the bits are shifted out of the shift register, the FSM examines the bits and 
keeps track of whether there has been an even or odd number of 1 s. It sets p to 1 if there 
is odd parity. Hence, the FSM must have two states. Figure 8.103 presents the state table, 
the state-assigned table, and the resulting circuit. The next state expression is 

Y=wy+wy 

The output p is just equal to y. 

Parallel input 
b7 b6 bo 

~ ~ • • • • Load 
w ro-----Shift register 

~ 
..---- t> 

;> ..---- J.- ........ 
Reset 

FSM f- P 
Clock t> 

Co 

Clear -- c 1 
I 

}-Counter Sel 
L......- p. / Cz I 

.-/ 
Figure 8. 1 02 Parallel-to-serial converter. 

D Q 

-
..---- t> Q 

f-
Serial 
output 
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Present Next state Output 
state w=o w = 1 P 

Seven Seven Sodd 0 
Sodd Sodd Seven 1 

(a) State table 

Present 
Next state 

state w=O w = 1 Output 

y y p 
y 

0 0 1 0 
1 1 0 1 

(b) State-assigned table 

w 

I - y y 
) D Q 

Clock P 
-

Q 

Reset I 

(c) Circuit 

Figure 8.103 FSM for parity generation. 

p 

,~ 
,.- :~ 

----~---------------------------------------------------------

*8.1 

*8.2 
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PROBLEMS 

Answers to problems marked by an asterisk are given at the back of the book. 
al" S An FSM is defined by the state-assigned table in Figure PS.l. Derive a circuit that re lze 

this FSM using D flip-flops. ~ 

Derive a circuit that realizes the FSM defined by the state-assigned table in Figure pg.l 
using JK flip-flops. 
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Present Next state 

state w =0 w = 1 Output 

Y2Yl Y2 YI Y2 YI 
Z 

00 1 0 1 1 0 

01 o 1 00 0 

1 0 1 1 00 0 

1 1 10 01 1 

Figure PS.l State-assigned table For problems 8.1 and 8.2. 

8.3 Derive th~ state diagram for an FSM that has an input wand an output z. The machine has 
to generate z = 1 when the previous four values of W were] 00 1 or 1111; otherwise, Z = O. 
Overlapping input patterns are allowed. An example of the desired behavior is 

W : 010111100110011111 

z : 000000100100010011 

8.4 Write VHDL code for the FSM described in problem 8.3. 

*8.5 Derive a minimal state table for a single-input and single-output Moore-type FSM that 
produces an output of 1 if in the input sequence it detects either 110 or 101 patterns. 
Overlapping sequences should be detected. 

*8.6 Repeat problem 8.5 for a Mealy-type FSM. 

8.7 Derive the circuits that implement the state tables in Figures 8.51 and 8.52. What is the 
effect of state minimization on the cost of implementation? 

8.8 Derive the circuits that implement the state tables in Figures 8.55 and 8.56. Compare the 
costs of these circuits. 

8.9 A sequential circuit has two inputs, WI and W2, and an output, z. Its function is to compare 
the input sequences on the two inputs. If WI = W2 during any four consecutive clock cycles, 
the circuit produces z = 1; otherwise, Z = O. For example 

Derive a suitable circuit~ 

WI : 0110111000110 

W2 : 11101 0 1 000111 

z : 0000100001110 

8.10 Write VHDL code for the FSM described in problem 8.9. 
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8.11 A given FSM has an input, W, and an output, z. During four consecutive clock pulse 
sequence of four values of the w signal is applied. Derive a state table for the FSM ~ a 
produces z = 1 when it detects that either the sequence w : 0010 or W : 1110 has b

t 
at 

applied; otherwise, z = O. After the fourth clock pulse, the machine has to be again in ~n 
reset state, ready for the next sequence. Minimize the number of states needed. e 

* 8. 1 2 Derive a minimal state table for an FSM that acts as a three-bit parity generator. For eVe 
three bits that are. obs~rved on ~he input w ~uring three consec~tive clock cycles, the FSZ 
generates the panty bit p = 1 If and only If the number of Is III the three-bit sequence is 
odd. 

8. 13 Write VHDL code for the FSM described in problem 8.12. 

8.14 Draw timing diagrams for the circuits in Figures 8.43 and 8.47, assuming the same changes 
in a and b signals for both circuits. Account for propagation delays. 

*8.15 Show a state table for the state-assigned table in Figure P8.l, using A, B, C, D for the four 
rows in the table. Give a new state-assigned table using a one-hot encoding. For A use the 
code Y4)'3Y2YI = 0001. For states B, C, D use the codes 0010,0100, and 1000, respectively. 
Synthesize a circuit using D flip-flops. 

8. 16 Show how the circuit derived in problem 8.15 can be modified such that the code Y4Y3Y2Yt == 

0000 is used for the reset state, A, and the other codes for state B, C, D are changed as needed. 
(Hint: you do not have to resynthesize the circuit!) 

* 8. 1 7 In Figure 8.59 assume that the unspecified outputs in states Band G are ° and 1, respectively. 
Derive the minimized state table for this FSM. 

8.18 In Figure 8.59 assume that the unspecified outputs in states Band G are 1 and 0, respectively. 
Derive the minimized state table for this FSM. 

8. 19 Derive circuits that implement the FSMs defined in Figures 8.57 and 8.58. Can you draw 
any conclusions about the complexity of circuits that implement Moore and Mealy types 
of machines? 

8.20 Design a counter that counts pulses on line wand displays the count in the sequence 
0,2, 1,3,0, 2, .... Use D flip-flops in your circuit. 

*8.21 Repeat problem 8.20 using JK flip-flops. 

*8.22 Repeat problem 8.20 using T flip-flops. 

8.23 Design a modulo-6 counter, which counts in the sequence 0, 1, 2, 3, 4, 5, 0, 1, ., .. The 
counter counts the clock pulses if its enable input, w, is equal to 1. Use D flip-flops in your 
circuit. 

8.24 

8.25 

8.26 
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Repeat problem 8.23 using JK flip-flops. 

Repeat problem 8.23 using T flip-flops. 

Design a three-bit counterlike circuit controlled by the input w. If W = 1, then the counte~ 
adds 2 to its contents, wrapping around if the count reaches 8 or 9. Thus if the pres~:r 
state is 8 or 9, then the next state becomes ° or 1, respectively. If w = 0, then the ~oun ur 
subtracts 1 from its contents, acting as a normal down-counter. Use D flip-flops III yo 
circuit. 
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8.27 Repeat problem 8.26 using JK flip-flops. 

8.28 Repeat problem 8.26 using T flip-flops. 

*8.29 Derive the state table for the circuit in Figure PS.2. What sequence of input values on wire 
w is detected by this circuit? 

8.30 

8.31 

8.32 

8.33 

8.34 

8.35 

8.36 

8.37 

8.38 

I---~ 0 Q I-L-+----r-"'" 
w ----------r-iL ..... ~ z 

Clock Q 

1--+---1 0 Q 1-----' 

-
Q t--+----' 

Figure PS.2 Circuit for problem 8.29. 

Write VHDLcode for the FSM shown in Figure 8.57, using the style of code in Figure 8.29. 

Repeat problem 8.30, using the style of code in Figure 8.33. 

Write VHDL code for the FSM shown in Figure 8.5S, using the style of code in Figure 8.29. 

Repeat problem 8.32, using the style of code in Figure S.33. 

Write VHDL code for the FSM shown in Figure P8.1. Use the method of state assignment 
shown in Figure 8.34. 

Repeat problem 8.34, using the method of state assignment shown in Figure 8.35. 

Represent the FSM in Figure 8.57 in form of an ASM chart. 

Represent the FSM in Figure 8.58 in form of an ASM chart. 

The arbiter FSM defined in section 8.8 (Figure 8.72) may cause device 3 to never get 
serviced if devices] and 2 continuously keep raising requests, so that in the Idle state it 
always happens that either device I or device 2 has an outstanding request. Modify the 
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proposed FSM to ensure that device 3 will get serviced, such that if it raises a request th 
devices 1 and 2 will be serviced only once before the device 3 is granted its request. ' e 

8.39 Write VHDL code for the FSM designed in problem 8.38. 

8.40 Consider a more general version of the task presented in Example 8.1. Assume that the 
are four n-bit registers connected to a bus in a processor. The contents of register R a~ 
placed on the bus by asserting the control signal Rout· The data on the bus are loaded int~ 
register R on the active edge of the clock signal if the control signal Rill is asserted. Assume 
that three of the registers, called Rl, R2, and R3, are used as normal registers. The fOUrth 
register, called TEMP, is used for temporary storage in special cases. 
We want to realize an operation SWAP Ri,Rj, which swaps the contents of registers Ri and 
Rj. This is accomplished by the following sequence of steps (each performed in one clock 
cycle) 

TEMP 

Rj 

Ri 

[Rj] 

[Ri] 

[TEMP] 

Two input signals, WI and W2, are used to indicate that two registers have to be swapped as 
follows 

IfW2Wt = 01, then swap Rl andR2. 

If W2Wl = 10, then swap Rl and R3. 

If W2Wt = 11, then swap R2 and R3. 

An input valuation that specifies a swap is present for three clock cycles. Design a circuit 
that generates the required control signals: RIO/II, Rl in , R2our , R2 in , R3out , R3 in , TEMPO/II> 
and TEM Pill' Derive the next -state and output expressions for this circuit, trying to minimize 
the cost. 

8.41 Write VHDL code to specify the circuit in Figure 8.102. 

8.42 Section 8.5 presents a design for the serial adder. Derive a similar circuit that functions as 
a serial subtractor which produces the difference of operands A and B. 
(Hint: use the rule for finding 2's complements, in section 5.3.1, to generate the 2's com· 
plement of B.) 

8.43 Write VHDL code that defines the serial subtractor designed in problem 8.42. 
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9 
ASYNCHRONOUS SEQUENTIAL CIRCUITS 

CHAPTER OBJECTIVES 

In this chapter you will learn about: 

• Sequential circuits that are not synchronized by a clock 

• Analysis of asynchronous sequential circuits 

• Synthesis of asynchronous sequential circuits 

• The concept of stable and unstable states 

• Hazards that cause incorrect behavior of a circuit 
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In the previous cha~ter we covered the design of synchronous sequ~ntial c~rc~its ,in which the state variable 
are represented by fhp-flops that are controlled by a clock, The clock IS a pen OdIC SIgnal that consists of puis S 

Changes in sftlte can occur on the positive or negative edge of each clock pulse, Since they are controlled ~s. 
pulses, synchronous sequential circuits are said to operate in pulse mode, In this chapter we present sequent' Y 

circuits that do not operate in pulse mode and do not use flip-flops to represent state variables, These circu~al 
lId h 't" Its are ca e async ronDus sequentw ClrcUlts. 

. In an asynchronous sequential circuit, cha,nges in state ~e n~t triggered b~ clock pulses. Instead, changes 
III state are dependent on whether each of the mputs to the ClrCUlt has the lOgIC level 0 or 1 at any given time 
To achieve reliable operation, the inputs to the circuit must change one at a time. Moreover, there mus; 
be sufficient time between the changes in input signals to allow the circuit to reach a stable state, which is 
achieved when all internal signals stop changing, A circuit that adheres to these constraints is said to operate 
in the fundamental mode. 
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9. 1 ASYNCHRONOUS BEHAVIOR 

To introduce asynchronous sequential circuits, we will reconsider the basic latch circuit in 
Figure 7.4. This Set-Reset (SR) latch is redrawn in Figure 9.1a. The feedback loop gives 
rise to the sequential nature of the circuit. It is an asynchronous circuit because changes in 

R ----------, 
y 

s---\ 

(a) Circuit with modeled gate delay 

Present Next state 

state SR:::: 00 01 10 11 

y Y Y Y Y 

0 ®® 1 ® 
1 (DO CD 0 

(b) State-assigned table 

Figure 9.1 Analysis of the SR latch. 



9.1 ASYNCHRONOUS BEHAVIOR 

the value of the output, Q, occur without having to wait for a synchronizing clock pulse. In 
response to a change in either the S (Set) or R (Reset) input, the value ofQ will change after 

S
hort propagation time through the NOR gates. In Figure 9.1a the combined propagation 

a-
delay through the two NOR gates is represented by the box labeled Ll. Then, the NOR 
ate symbols represent ideal gates with zero delay. Using the notation in Chapter 8, Q 
~orresponds to the present state of the circuit, represented by the present-state variable, y. 
The value ofy is fed back through the circuit to generate the value ofthe next-state variable, 
y, which represents the next state of the circuit. After the Ll time delay, y takes the value 
of Y. Observe that we have drawn the circuit in a style that conforms to the general model 
for sequential circuits presented in Figure 8.90. 

By analyzing the SR latch, we can derive a state-assigned table, as illustrated in Figure 
9.1b. When the present state is y = 0 and the inputs are S = R = 0, the circuit produces 
y :=: O. Since y = Y, the state of the circuit will not change. We say that the circuit is stable 
under these input conditions. Now assume that R changes to 1 while S remains at O. The 
circuit still generates Y = 0 and remains stable. Assume next that S changes to 1 and R 
remains at 1. The value of Y is unchanged, and the circuit is stable. Then let R change to 0 
while S remains at 1. This input valuation, SR = 10, causes the circuit to generate Y = 1. 
Since \' #- Y, the circuit is not stable. After the Ll time delay, the circuit changes to the new 
present state y = 1. Once this new state is reached, the value of Y remains equal to 1 as 
long as SR = 10. Hence the circuit is again stable. The analysis for the present state y = 1 
can be completed using similar reasoning. 

The concept of stable states is very important in the context of asynchronous sequential 
circuits. For a given valuation of inputs, if a circuit reaches a particular state and remains in 
this state, then the state is said to be stable. To clearly indicate the conditions under which 
the circuit is stable, it is customary to encircle the stable states in the table, as illustrated in 
Figure 9.lb. 

From the state-assigned table, we can derive the state table in Figure 9.2a. The state 
names A and B represent the present states y = 0 and y = I, respectively. Since the output 
Q depends only on the present state, the circuit is a Moore-type FSM. The state diagram 
that represents the behavior of this FSM is shown in Figure 9.2h. 

The preceding analysis shows that the behavior of an asynchronous sequential circuit 
can be represented as an FSM in a similar way as the synchronous sequential circuits in 
Chapter 8. Consider now performing the opposite task. That is, given the state table in 
Figure 9.2a, we can synthesize an asynchronous circuit as follows: After performing the 
state assignment, we have the state-assigned table in Figure 9.lb. This table represents a 
tr.uth table for Y, with the inputs y, S, and R. Deriving a minimal product-of-sums expression 
YIelds 

Y = R· (S + y) 

If we were deriving a synchronous sequential circuit using the methods in Chapter 8, then 
Y Would be connected to the D input of a flip-flop and a clock signal would be used to 
COntrol the time when the changes in state take place. But since we are synthesizing an 
a~Ynchronous circuit, we do not insert a flip-flop in the feedback path. Instead, we create a 
CIrcuit that realizes the preceding expression using the necessary logic gates, and we feed 
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state 
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B 

Next state 
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(a) State table 

SR 
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01 
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(b) State diagram 
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00 
10 

Figure 9.2 FSM model for the SR latch. 
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back the output signal as the present-state input y. Implementation using NOR gates results 
in the circuit in Figure 9.1a. This simple example suggests that asynchronous circuits and 
synchronous circuits can be synthesized using similar techniques. However, we will see 
shortly that for more complex asynchronous circuits, the design task is considerably more 
difficult. 

To further explore the nature of asynchronous circuits, it is interesting to consider how 
the behavior of the SR latch can be represented in the form of a Mealy model. As depicted 
in Figure 9.3, the outputs produced when the circuit is in a stable state are the same as 
in the Moore model, namely 0 in state A and 1 in state B. Consider now what happens 
when the state of the circuit changes. Suppose that the present state is A and that the input 
valuation SR changes from 00 to 10. As the state table specifies, the next state of the FSM 
is B. When the circuit reaches state B, the output Q will be 1. But in the Mealy model, the 
output is supposed to be affected immediately by a change in the input signals. Thus while 
still in state A, the change in SR to 10 should result in Q = 1. We could have written a 1 
in the corresponding entry in the top row of the state table, but we have chosen to leave 
this entry unspecified instead. The reason is that since Q will change to 1 as soon as the 
circuit reaches state B, there is little to be gained in trying to make Q go to 1 a little sooner. 
Leaving the entry unspecified allows us to assign either 0 or 1 to it, which may make the 
circuit that implements the state table somewhat simpler. A similar reasoning leads to the 
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Present 
state 
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B 

00/0 
01/0 
11/0 

Next state 

SR=OO 01 10 I 1 

00 B 0 
® A ® A 

(a) State table 

SR/Q 

10/-

01/ -
11/ -

(b) State diagram 

00 

0 

1 

Output, Q 

01 

0 

-

10 11 

- 0 

1 -

00/1 
10/1 

Figure 9.3 Mealy representation of the SR latch. 

conclusion that the two output entries where a change from B to A takes place can also be 
left unspecified. 

U sing the state assignment y = 0 for A and y = 1 for B, the state-assigned table 
represents a truth table for both Y and Q. The minimal expression for Y is the same as for 
the Moore model. To derive an expression for Q, we need to set the unspecified entries to 
o or 1. Assigning a 0 to the unspecified entry in the first row and 1 to the two unspecified 
entries in the second row produces Q = y and results in the circuit in Figure 9.1a. 

Terminology 

In the preceding discussion we used the same terminology as in the previous chapter 
On synchronous sequential circuits. However, when dealing with asynchronous sequential 
circuits, it is customary to use two different terms. Instead of a "state table," it is more 
common to speak of aflow table, which indicates how the changes in state flow as a result 
of the changes in the input signals. Instead of a "state-assigned table," it is usual to refer 
to a transition table or an excitation table. We will use the termsjlow table and excitation 
table in this chapter. A flow table will define the state changes and outputs that must be 
generated. An excitation table will depict the transitions in terms of the state variables. The 
term excitation table deri ves from the fact that a change from a stable state is performed by 
" . 
excIting" the next-state variables to start changing towards a new state. 
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9.2 ANALYSIS OF ASYNCHRONOUS CIRCUITS ----
To gain familiarity with asynchronous circuits, it is useful to analyze a few examples. Wt 
will keep in mind the general model in Figure 8.90, assuming that the delays in the feedba ~ 
paths are a representation of the propagation delays in the circuit. Then each gate symb

C 
I 

will represent an ideal gate with zero delay. 0 

9.1 GATED D LATCH In Chapters 7 and 8, we used the gated D latch as a key component in 
circuits that are controlled by a synchronizing clock. It is instructive to analyze this latch as 
an asynchronous circuit, where the clock is just one of the inputs. It is reasonable to assume 
that the signals on the D and clock inputs do not change at the same time, thus meeting the 
basic requirement of asynchronous circuits. 

Figure 9Aa shows the gated D latch drawn in the style of the model of Figure 8.90. This 
circuit was introduced in Figure 7.8 and discussed in section 7.3. The next-state expression 
for this circuit is 

Y = (C t D) t ((C t D) t y) 

= CD+Cy+Dy 

The term Dy in this expression is redundant and could be deleted without changing the logic 
function of Y. Hence the minimal expression is 

Y = CD+Cy 

The reason that the circuit implements the redundant term Dy is that this term solves a race 
condition known as a haz.ard; we will discuss hazards in detail in section 9.6. 

Evaluating the expression for Y for all valuations of C, D, and y leads to the excitation 
table in Figure 9Ab. Note that the circuit changes its state only when C = 1 and D is 
different from the present state, y. In a1I other cases the circuit is stable. Using the symbols 
A and B to represent the states y = 0 and y = 1, we obtain the flow table and the state 
diagram shown in parts (c) and (d). 

~.2 MASTER-SLAVE D FLIP-FLOP In Example 9.1 we analyzed the gated D latch as an asyn-
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chronous circuit. Actually, all practical circuits are asynchronous. However, if the circuit's 
behavior is tightly controlled by a clock signal, then simpler operating assumptions can 
be used, as we did in Chapter 8. Recall that in a synchronous sequential circuit all sig
nals change values in synchronization with the clock signal. Now we will analyze another 
synchronous circuit as if it were an asynchronous circuit. 

Two gated D latches are used to implement the master-slave D flip-flop, as illustrated 
in Figure 7.10. This circuit is reproduced in Figure 9.5. We can analyze the circuit by 
treating it as a series connection of two gated D latches. Using the results from Example 
9.1, the simplified next-state expressions can be written as 

Ym = CD + CYm 

Ys = CYm + CYs 
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Master Slave 

Ym Ys 
D Q D Q Q D 

C Clk Q ,...-- elk Q 

~ 

Figure 9.5 Circuit for the master~slave D flip-flop. 

where the subscripts m and s refer to the master and slave stages of the flip-flop. These 
expressions lead to the excitation table in Figure 9.6a. Labeling the four states as S 1 through 
S4, we derive the flow table in Figure 9.6b. A state-diagram form of this information is 
given in Figure 9.7. 

Let us consider the behavior of this FSM in more detail. The state S 1, where YmYs == 00, 
is stable for all input valuations except CD = 11. When C = 1, the value of D is stored in 
the master stage; hence CD = 11 causes the flip-flop to change to S3, where Ym = 1 and 
Ys = 0. If the D input now changes back to 0, while the clock remains at 1, the flip-flop 
moves back to the state S 1. The transitions between S 1 and S3 indicate that if C = 1 , 
the output of the master stage, Qm = Ym, tracks the changes in the D input signal without 
affecting the slave stage. From S3 the circuit changes to S 4 when the clock goes to O. In 54 
both master and slave stages are set to 1 because the information from the master stage is 
transferred to the slave stage on the negative edge of the clock. Now the flip-flop remains 
in 54 until the clock goes to 1 and the D input changes to 0, which causes a change to S2. 
In 52 the master stage is cleared to 0, but the slave stage remains at I. Again the flip-flop 
may change between S2 and S4 because the master stage will track the changes in the D 
input signal while C = 1. From S2 the circuit changes to 51 when the clock goes low. 

In Figures 9.6 and 9.7, we indicated that the flip-flop has only one output Q. which one 
sees when the circuit is viewed as a negative-edge-triggered flip- flop. From the observer's 
point of view, the flip-flop has only two states, 0 and 1. But internally, the flip-flop consists 
of the master and slave parts, which gives rise to the four states described above. 

We should also examine the basic assumption that the inputs must change one at a time. 
If the circuit is stable in state S2, for which CD = 10, it is impossible to go from this state 
to Slunder the influence of the input valuation CD = 01 because this simultaneous change 
in both inputs cannot occur. Thus in the second row of the flow table, instead of showing 
S2 changing to S 1 under CD = 01, this entry can be labeled as unspecified. The change 
from S2 to S 1 can be caused only by CD changing from 10 to 00. Similarly, if the circuit 
is in state S3, where CD = 11, it cannot change to S4 by having CD = 00. This entry can 
also be left unspecified in the table. The resulting flow table is shown in Figure 9.6c. 

If we reverse the analysis procedure and, using the state assignment in Figure 9.6a, 
synthesize logic expressions for Ym and Ys> we get 

Ym = CD + CYm + YmD 

Ys = CYm + CYs + YmYs 
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state CD=OO 01 10 11 Output 
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(c) Flow table with unspecified entries 

Figure 9.6 Excitation and flow tables for Example 9.2. 

585 



C HAP T E R 9 • ASYNCHRONOUS SEQUENTIAL CIRCUITS 

Ox 
xO 

10 

Figure 9.7 

Ox 

CD 
11 

10 

11 

10 

Ox 

11 

Ox 
xl 

State diagram for the master-slave D flip-flop. 

.

. ,;"': 
... 

~.'-

The terms YmD and YmYs in these expressions are redundant. As mentioned earlier, they are 
included in the circuit to avoid race conditions, which are discussed in section 9.6. 

9.3 Consider the circuit in Figure 9.8. It is represented by the following expressions 

Y1 = }'lY2 + WIY2 + WIW2Yl 
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Y2 = YI}'2 + Wl}'2 + W2 + WI W2YI 

Z = YIY2 

The corresponding excitation and flow tables are given in Figure 9.9. 
Some transitions in the flow table will not occur in practice because of the assumption 

that both WI and W2 cannot change simultaneously. In state A the circuit is stable under the 
valuation WZWI = 00. Its inputs cannot change to II without passing through the valuations 
01 or 10, in which case the new state would be B or C, respectively. Thus the transition 
from A under W2WI = 11 can be left unspecified. Similarly. if the circuit is stable in state 
B. in which case W2WI = 01, it is impossible to force a change to state D by changing the 
inputs to W2Wl = 10. This entry should also be unspecified. If the circuit is stable in state C 
under W2Wl = 11, it is not possible to go to A by changing the inputs directly to WZW, = 00. 
However, the transition to A is possible by changing the inputs one at a time because the 
circuit remains stable in C for both W2WI = 01 and W2WI = 10. 

A different situation arises if the circuit is stable in state D under W2Wl = 00. It may 
seem that the entry under W2Wl = 11 should be unspecified because this input change 
cannot be made from the stable state D. But suppose that the circuit is stable in state B 
under W2Wl = 01. Now let the inputs change to WZW, = 11. This causes a change to state 
D. The circuit indeed changes to D, but it is not stable in this state for this input condition. 
As soon as it arrives into state D, the circuit proceeds to change to state C as required by 
W2W, = 11. It is then stable in state C as long as both inputs remain at 1. The conclusion 
is that the entry that specifies the change from D to C under W2Wl = 11 is meaningful and 

.. ~ 
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Y2 

Figure 9.8 Circuit for Example 9.3. 

should not be omitted. The transition from the stable state B to the stable state C, which 
passes through state D, illustrates that it is not imperative that all transitions be directly from 
one stable state to another. A state through which a circuit passes en route from one stable 
state to another is called an unstable state. Transitions that involve passing through an 
unstable state are not harmful as long as the unstable state does not generate an undesirable 
output signal. For example, if a transition is between two stable states for which the output 
signal should be 0, it would be unacceptable to pass through an unstable state that causes 
the output to be 1. Even though the circuit changes through the unstable state very quickly, 
the short glitch in the output signal is likely to be troublesome. This is not a problem in our 
example. When the circuit is stable in B, the output is z = O. When the inputs change to 
w2 W \ = 11, the transition to state D maintains the output at O. It is only when the circuit 
finally changes into state C that z will change to 1. Therefore, the change from z = 0 to 
z::: 1 occurs only once during the course of these transitions. 

A modified flow table, showing the unspecified transitions, is presented in Figure 9.10. 
The table indicates the behavior of the circuit in Figure 9.8 in terms of state transitions. If 
We don't know what the circuit is supposed to do, it may be difficult to discover the practical 
application for a given circuit. Fortunately, in practice the purpose of the circuit is known, 
and the analysis is done by the designer to ascertain that the circuit performs as desired. In 
OUr example it is apparent that the circuit generates the output z = 1 in state C, which it 
reaches as a result of some input patterns that are detected using the other three states. The 
state diagram derived from Figure 9.10 is shown in Figure 9.11. 

This diagram actually implements a control mechanism for a simple vending machine 
that accepts two types of coins, say. dimes and nickels, and dispenses merchandise such as 
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01 11 @) 11 11 0 

10 00 @ @ @ 1 

11 @ 10 10 10 0 

(a) Excitation table 

Present Next state Output 
state W2WI = 00 01 10 11 z 

A 0 B C D 0 

B D ® D D 0 

C A ©©© 1 

D ® c c c 0 

(b) Flow table 

Figure 9.9 Excitation and flow tables for the circuit in Figure 9.S. 

Present Next state Output 
state W2Wl = 00 01 10 11 z 

A 0 B C - 0 

B D ® - D 0 

C A ©©© 1 

D ® c c c 0 

Figure 9.10 Modified flow table for Example 9.3. 

candy. If WI represents a nickel and W2 represents a dime, then a total of 10 cents must be 
deposited to get the FSM into state C where the candy is released. The coin mechanism 
accepts only one coin at a time, which means that W2Wl = 11 can never occur. Therefore. 
the transition discussed above, from B to C. through the unstable state D would not occur. 
Observe that both states Band D indicate that 5 cents has been deposited. State B indicates 
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00 
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Ix 
xl 

00 
11 

01 

00 

State diagram for Example 9.3. 

Next state Output 
state w2wl = 00 01 10 11 z 

A ® B C - 0 

B D ® - - 0 

C A @@ - I 

D ® c c - 0 

W2 = dime Wl = nickel 

Figure 9.12 Flow table For a simple vending machine. 

that a nickel is presently being sensed by the coin receptor, while D indicates that 5 cents 
has been deposited and the coin receptor is presently empty. In state D it is possible to 
deposit either a nickel or a dime. both leading to state C. No distinction is made between 
the two types of coins in state D; hence the machine would not give change if 15 cents 
is deposited. From state A a dime leads directly to state C. Knowing that the condition 
w2 WI = II will not occur allows the flow table to be specified as shown in Figure 9.12. If 
we were to synthesize the sum-of-products logic expressions for Y1 and Y2, using the state 
aSSignment in Figure 9.9a, we would end up with the circuit in Figure 9.8. 

Steps in the Analysis Process 

We have demonstrated the analysis process using illustrative examples. The required 
steps can be stated as follows: 

• A given circuit is interpreted in the form of the general model in Figure 8.90. That is, 
each feedback path is cut, and a delay element is inserted at the point where the cut 
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is made. The input signal to the delay element represents a corresponding next-stat 
variable, Yi , while the output signal is the present-state variable, Yi. A cut can be made 
anywhere in a particular loop formed by the feedback connection, as long as there .e 

• IS 
only one cut per (state vanable) loop. Thus the number of cuts that should be mad 
is the smallest number that results in there being no feedback anywhere in the circUi~ 
except from the output of a delay element. Th~s minimal number of cuts is sometimes 
referred to as the cut set. Note that the analysIs based on a cut made at one point in a 
given loop may not produce the same flow table as an analysis on a cut made at Some 
other point in this loop. But both flow tables would reflect the same functional behavior 
in terms of the applied inputs and generated outputs. 

• Next-state and output expressions are derived from the circuit. 

• The excitation table corresponding to the next-state and output expressions is derived. 

• A flow table is obtained, associating some (arbitrary) names with the particular encoded 
states. 

• A corresponding state diagram is derived from the flow table if desired. 

9.3 SYNTHESIS OF ASYNCHRONOUS CIRCUITS 

Synthesis of asynchronous sequential circuits follows the same basic steps used to synthesize 
the synchronous circuits, which were discussed in Chapter 8. There are some differences 
due to the asynchronous nature, which make the asynchronous circuits more difficult to 
design. We will explain the differences by investigating a few design examples. The basic 
steps are 

• Devise a state diagram for an FSM that realizes the required functional behavior. 

• Derive the flow table and reduce the number of states if possible. 

• Perform the state assignment and derive the excitation table. 

• Obtain the next-state and output expressions. 

• Construct a circuit that implements these expressions. 

When devising a state diagram, or perhaps the flow table directly, it is essential to ensure 
that when the circuit is in a stable state, the correct output signals are generated. Should it 
be necessary to pass through an unstable state, this state must not produce an undesirable 
output signal. 

Minimization of states is not straightforward. A minimization procedure is described 
in section 9.4. 

State assignment is not done with the sole purpose of reducing the cost ofthe final circuit. 
In asynchronous circuits some state assignments may cause the circuit to be unreliable. We 
will explain this problem using the examples that follow. 



9.3 SYNTHESIS Owr-UYNCHRONOUS CIRCUITS 

----SERIAL PARITY GENERATOR Suppose that we want to design a circuit that has an input Ex~ 

, and an output z, such that when pulses are applied to w, the output z is equal to 0 if the 
\\ 
number of previously applied pulses is even and z is equal to 1 if the number of pulses is 
odd. Hence the circuit acts as a serial parity generator. 

Let A be the state that indicates that an even number of pulses has been received. Using 
the Moore model, the output z will be equal to 0 when the circuit is in state A. As long 
as H' = 0, the circuit should remain in A, which is specified by a transition arc that both 
originates and terminates in state A. Thus A is stable when w = O. When the next pulse 
arrives, the input w = 1 should cause the FSM to move to a new state, say, B, which 
produces the output z = 1. When the FSM reaches B, it must remain stable in this state as 
long as w = 1. This is specified by a transition arc that originates and terminates in B. The 
next input change occurs when w goes to O. In response the FSM must change to a state 
where z = 1 and which corresponds to the fact that a complete pulse has been observed, 
namely. that w has changed from 1 to O. Let this state be C; it must be stable under the input 
condition w = O. The arrival of the next pulse makes w = 1, and the FSM must change 
to a state, D, that indicates that an even number of pulses has been observed and that the 
last pulse is still present. The state D is stable under ).l' = 1, and it causes the output to be 
z = O. Finally, when w returns to 0 at the end of the pulse, the FSM returns to state A, which 
indicates an even number of pulses and w equal to 0 at the present time. The resulting state 
diagram is shown in Figure 9.13a. 

A key point to understand is why it is necessary to have four states rather than just two, 
considering that we are merely trying to distinguish between the even and odd number of 
input pulses. States Band C cannot be combined into a single state even though they both 
indicate that an odd number of pulses has been observed. Suppose we had simply tried to 
use state B alone for this purpose. Then it would have been necessary to add an arc with a 
label 0 that originates and terminates in state B, which is fine. The problem is that without 
state C. there would have to be a transition from state B directly to D if the input is w = 1 
to respond to the next change in the input when a new pulse arrives. It would be impossible 
to have B both stable under w = 1 and have a change to D effected for the same input 
condition. Similarly. we can show that the states A and D cannot be combined into a single 
state. 

Figure 9.13b gives the flow table that corresponds directly to the state diagram. In 
many cases the designer can derive a flow table directly. We are using the state diagram 
mostly because it provides a simpler visual picture of the effect of the transitions in an FSM. 

The next step is to assign values to the states in terms of the state variables. Since there 
are four states in our FSM, there have to be at least two state variables. Let these variables 
be YI and Y2. As a first attempt at the state assignment, let the states A, B, C, and D be 
encoded as Y2YI = 00, 01,10, and 11, respectively. This assignment leads to the excitation 
table in Figure 9.14a. Unfortunately, it has a major flaw. The circuit that implements this 
table is stable in state D = 11 under the input condition w = 1. But consider what happens 
next if the input changes to w = O. According to the excitation table, the circuit should 
change to state A = 00 and remain stable in this state. The problem is that in going from 
Y2YI == 11 to Y2Yl = 00 both state variables must change their values. This is unlikely 
to Occur at exactly the same time. In an asynchronous circuit the values of the next-state 
Variables are determined by networks of logic gates with varying propagation delays. Thus 
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1 
o 1 
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1 
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(a) State diagram 

Present Next state Output 
State w=o W= 1 z 

A 0 B 0 

B C ® 1 

C © D 1 

D A ® 0 

(b) Flow table 

Figure 9.13 Parity-generating asynchronous FSM. 

we should expect that one state variable will change slightly before the other, which could 
put the circuit into a state where it may react to the input in an undesirable way. Suppose 
that Yl changes first. Then the circuit goes from Y2YI = 11 to Y2YI = 10. As soon as it 
reaches this state, C, it will attempt to remain there ifw = 0, which is a wrong outcome. On 
the other hand, suppose that Y2 changes first. Then there will be a change from Y2Yl = 11 
to Y2Yl = 01, which corresponds to state B. Since w = 0, the circuit will now try to change 
to Y2Yl = 10. This again requires that both Yl and Y2 change; assuming that Yl changes first 
in the transition from Y2Yl = 01, the circuit will find itself in the state Y2Yl = 00, which is 
the correct destination state, A. This discussion indicates that the required transition from 
D to A will be performed correctly if Y2 changes before Yl, but it wi II not work if Yl changes 
before Y2. The result depends on the outcome of the "race" to change between the signals 
Yl and Y2· 

The uncertainty caused by multiple changes in the state variables in response to an 
input that should lead to a predictable change from one stable state to another has to be 
eliminated. The term race condition is used to refer to such unpredictable behavior. We 
will discuss this issue in detail in section 9.5. 
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Present Next state 

state w=Olw=l Output 

Y2Yl Y2 Yl Z 

00 @) 01 0 

01 10 ® 1 

10 @ 11 1 

11 00 @ 0 

(a) Poor state assignment 

Present Next state 

state w=Olw=l Output 

Y2Yl Y2 YI z 

00 @) 01 0 

01 11 @ 1 

11 @ 10 1 

10 00 @ 0 

(b) Good state assignment 

Figure 9.14 State assignment for Figure 9.13b. 

Race conditions can be eliminated by treating the present-state variables as if they were 
inputs to the circuit, meaning that only one state variable is allowed to change at a time. For 
Our example the assignment A = 00, B = 01, C = 11, and D = 10 achieves this objective. 
The resulting excitation table is presented in Figure 9.14h. The reader should verify that 
all transitions involve changing a single state variable. 

From Figure 9.14h the next-state and output expressions are 

Y1 = wY2 + WYI + YIY2 

Y2 = WY2 + WYI + YIY2 

Z =Yl 

The last product term in the expressions for Y1 and Y2 is included to deal with possible 
haZards, which are discussed in section 9.6. The corresponding circuit is shown in Fig
Ure 9.15. 
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>--........ -- Z 

W --+--1 

Y2 

Figure 9.15 Circuit that implements the FSM in Figure 9.13b. 

It is interesting to consider how the serial parity generator could be implemented using 
a synchronous approach. All that is needed is a single flip-flop that changes its state with 
the arrival of each input pulse. The positive-edge-triggered D flip-flop in Figure 9.16 
accomplishes the task, assuming that the flip-flop is initially set to Q = O. The logic 
complexity of the flip-flop is exactly the same as the circuit in Figure 9.15. Indeed, if we 
use the preceding expressions for Y1 and Y2 and substitute C for w, D for )12' Ym for YI, and 
Ys for Y2, we end up with the excitation expressions shown for the master-slave D flip-flop in 
Example 9.2. The circuit in Figure 9.15 is actually a negative-edge-triggered master-slave 
flip-flop, with the complement of its Q output (Y2) connected to its D input. The output z is 
connected to the output of the master stage of the flip-flop. 

'--- D Q z 

w I.> Q I--

Figure 9.16 Synchronous solution for Example 9.4. 



9.3 SYNTHESIS OF ASYNCHRONOUS CIRCUITS 

--MODULO-4 COUNTER Chapters 7 and 8 described how counters can be implemented EX4 

sing flip-flops. Now we will synthesize a counter as an asynchronous sequential circuit. 
~igure 9.17 depicts a state diagram for a modulo-4 up-counter, which counts the number 
of pulses on an input line, w. The circuit must be able to react to all changes in the input 
signal; thus it must take specific actions at both the positive and negative edges of each 
pulse. Therefore, eight states are needed to deal with the edges in four consecutive pulses. 

The counter begins in state A and stays in this state as long as w = O. When w changes 
to 1, a transition to state B is made and the circuit remains stable in this state as long as 
w := 1. When w goes back to 0, the circuit moves to state C and remains stable until w 
becomes 1 again, which causes a transition to state D, and so on. Using the Moore model, 
the states correspond to specific counts. There are two states for each particular count: the 
state that the FSM enters when w changes from 0 to 1 at the start of a pulse and the state that 
the FSM enters when w goes back to 0 at the end of the pulse. States Band C correspond 
to the count of 1, states D and E to 2, and states F and G to 3. States A and H represent the 
count of O. 

Figure 9.18 shows the flow and excitation tables for the counter. The state assignment 
is chosen such that all transitions between states require changing the value of only one 
state variable to eliminate the possibility of race conditions. The output is encoded as a 
binary number, using variables Z2 and ':::\. From the excitation table the next-state and output 
expressions are 

o 

o 

1 

Figure 9.17 

Y1 = WYl + WYZY3 + wYZY3 + YIYzY3 + YrYzY3 

= WYl + (w + Yl)(Y2Y3 + YZY3) 

Yz = WY2 + WYIY3 + YIYZ + YZY3 

1 o 

1 o 1 

1 o 

o 1 

State diagram for a modulo-4 counter. 

1 

o 

o 
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Present Next state 

state w=O I w = 1 

A 0 B 

B C ® 
C © D 

D E ® 
E ® F 

F G ® 
G @ H 

H A ® 
(a) Flow table 

Present Next state 

state w=O!w=l Output 

Y3Y2Yl Y3 Y2 Yl 
2221 

000 § 001 00 

001 011 § 01 

011 § OlD 01 

010 110 @ 10 

110 8 111 10 

111 101 8 11 

101 @) 100 11 

100 000 @ 00 

(b) Excitation table 

Output 
z 

0 

1 

1 

2 

2 

3 

3 

0 

Mod-8 output 

232221 

000 

001 

010 

011 

100 

101 

110 

111 

(c) Output for counting 
the edges 

Figure 9.18 Flow and excitation tables for a modulo-A counter. 
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Zl =Yl 

Z2 = YIY3 + YIY2 

These expressions define the circuit that implements the required modulo-4 pulse counter. 
In the preceding derivation we designed a circuit that changes its state on every edge 

of the input signal w, requiring a total of eight states. Since the circuit is supposed to count 
the number of complete pulses, which contain a rising and a falling edge, the output count 
:2:1 changes its value only in every second state. This FSM behaves like a synchronous 
sequential circuit in which the output count changes only as a result of w changing from ° 
to I. 

Suppose now that we want to count the number of times the signal w changes its value, 
that is, the number of its edges. The state transitions specified in Figures 9.17 and 9.18 
define an FSM that can operate as a modulo-8 counter for this purpose. We only need to 
specify a distinct output in each state, which can be done as shown in Figure 9.18c. The 
values of 23Z2Z1 indicate the counting sequence 0, 1,2, ... , 7, O. Using this specification 
of the output and the state assignment in Figure 9 .18b, the resulting output expressions are 

ZI = YI EB Y2 E9 Y3 

22 = Y2 E9 Y3 

Z3 = Y3 

A SIMPLE ARBITER In computer systems it is often useful to have some resource shared Exa 
by a number of different devices. Usually, the resource can be used by only one device at a 
time. When various devices need to use the resource, they have to request to do so. These 
requests are handled by an arbiter circuit. When there are two or more outstanding requests, 
the arbiter may use some priority scheme to choose one of them, as already discussed in 
section 8.8. 

We will now consider an example of a simple arbiter implemented as an asynchronous 
sequential circuit. To keep the example small. suppose that two devices are competing 
for the shared resource, as indicated in Figure 9.19a. Each device communicates with the 
arbiter by means of two signals-Request and Grant. When a device needs to use the shared 
resource, it raises its Request signal to 1. Then it waits until the arbiter responds with the 
Grant signal. 

Figure 9.19b illustrates a commonly used scheme for communication between two 
entities in the asynchronous environment, known as handshake signaling. Two signals are 
Used to provide the handshake. A device initiates the activity by raising a request. r = 1. 
When the shared resource is available, the arbiter responds by issuing a grant, g = 1. 
When the device receives the grant signal, it proceeds to use the requested shared resource. 
When it completes its use of the resource, it drops its request by setting r = O. When 
the arbiter sees that r = 0, it deactivates the grant signal, making g = 0. The arrows in 
the figure indicate the cause-effect relationships in this signaling scheme; a change in one 
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R tl eques 

Grantl Device 1 ~ ::> 
Arbiter Shared 

Request2 resource 

/ , 
Device 2 Grant2 '-..r v 

(a) Arbitration structure 

Request (r) 

Grant (g) 

(b) Handshake signaling 

Figure 9.19 Arbitration example. 

signal causes a change in the other signal. The time elapsed between the changes in the 
cause-effect signals depends on the specific implementation of the circuit. A key point is 
that there is no need for a synchronizing clock. 

A state diagram for our simple arbiter is given in Figure 9.20. There are two inputs, the 
request signals,[ and '2, and two outputs, the grant signals g[ and g2. The diagram depicts 
the Moore model of the required FSM, where the arcs are labeled as '2'[ and the state 
outputs as g2g). The quiescent state is A, where there are no requests. State B represents the 
situation in which Device I is given permission to use the resource, and state C denotes the 
same for Device 2. Thus B is stable if '2rl = 01, and C is stable if '2'1 = 10. To conform 
to the rules of asynchronous circuit design, we will assume that the inputs r) and'2 become 
activated one at a time. Hence, in state A it is impossible to have a change from '2') := 00 
to '2'1 = 11. The situation where '2'[ = 11 occurs only when a second request is raised 
before the device that has the grant signal completes its use of the shared resource, which 
can happen in states Band C. If the FSM is stable in either state B or C, it will remain in 
this state if both r) and'2 go to 1. 

The flow table is given in Figure 9.21a, and the excitation table is presented in Figure 
9.21h. It is impossible to choose a state assignment such that all changes between states 
A, B, and C involve a change in a single state variable only. In the chosen assignment 
the transitions to or from state A are handled properly, but the transitions between states 
Band C involve changes in the values of both state variables Yl and Y2. Suppose that the 
circuit is stable in state B under input valuation '2'1 = 11. Now let the inputs change to 
'2'1 = 10. This should cause a change to state C, which means that the state variables must 
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State diagram for the arbiter. 

Next state Output 

r2rl = 00 01 10 11 g2g1 

0 B C - 00 
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(a) Flow table 

Next state 
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(b) Excitation table 
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Figure 9.21 Implementation of the arbiter. 
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change from Y2YI = 01 to 10. If YI changes faster than Y2, then the circuit will find itself 
momentarily in state Y2Yl = 00, which leads to the desired final state because from state 
A there is a specified transition to C under the input valuation 10. But if Yz changes faster 
than YI, the circuit will reach the state Y2YI = 11, which is not defined in the flow table. To 
make sure that even in this case the circuit will proceed to the required destination C w ,e 
can include the state Y2Yl = 11, labeled D, in the excitation table and specify the required 
transition as shown in the figure. A similar situation arises when the circuit is stable in C 
under r2rl = 11, and it has to change to B when rz changes from I to O. 

The output values for the extra state D are indicated as don't cares. Whenever a specific 
output is changing from ° to I or from 1 to 0, exactly when this change takes place is not 
important if the correct value is produced when the circuit is in a stable state. The don't-care 
specification may lead to a simpler realization of the output functions. It is important to 
ensure that unspecified outputs will not result in a value that may cause erroneous behavior. 
From Figure 9.21h it is possible that during the short time when the circuit passes through 
the unstable state D the outputs become gzg 1 = II. This is harmless in our example because 
the device that has just finished using the shared resource will not try to use it again until its 
grant signal has returned to 0 to indicate the end of the handshake with the arbiter. Observe 
that if this condition occurs when changing from B to C, then gl remains 1 slightly longer 
and g2 becomes I slightly earlier. Similarly, if the transition is from C to B, then the change 
in gl from 0 to I happens slightly earlier and g2 changes to 0 slightly later. In both of these 
cases there is no glitch on either gl or g2. 

From the excitation table the following next-state and output expressions are derived 

Yl = rZ r l + rlY2 

Yz = r2r l + r2YZ 

gl = Yl 

g2 = Yz 

Rewriting the first two expressions as 

Y1 = rl (r2 + yz) 

= rl rzyz 

Yz = rZ(rl + yz) 

produces the circuit in Figure 9.22. Observe that this circuit responds very quickly to the 
changes in the input signals. This behavior is in sharp contrast to the arbiter discussed in 
section 8.8 in which the synchronizing clock determines the minimum response time. 

The difficulty with the race condition that arises in state changes between Band C can 
be resolved in another way. We can simply prevent the circuit from reaching an unspecified 
state. Figure 9.23a shows a modified flow table in which transitions between states Band 
C are made via state A. If the circuit is stable in B and the input valuation changes from 
r2rl = 11 to 10, a change to A will occur first. As soon as the circuit reaches A, which is not 
stable for the input valuation 10, it will proceed to the stable state C. The detour throu~h 
the unstable state A is acceptable because in this state the output is gZgl = 00, which IS 

consistent with the desired operation of the arbiter. The change from C to B is handled 
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r2--~~---------f--~ 

Y2~------------------~ 

Figure 9.22 The arbiter circuit. 

Present Next state . Output 
state r2q = 00 01 10 11 

g2g1 
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(a) Modified flow table 

Present Next state 

state r2rt = 00 01 10 11 
Output 

Y2YI Y2 YI 
g281 

00 @) 01 10 - 00 

01 00 ® 00 @ 01 

10 00 00 @@ 10 

(b) Modified excitation table 

Figure 9.23 An alternative for avoiding a critical race in 
Figure 9.21 a. 
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using the same approach. From the modified excitation table in Figure 9.23b, the followi 
next-state expressions are derived ng 

Y1 = rlYz 

Yz = rl rZYl + rzyz 

These expressions give rise to a circuit different from the one in Figure 9.22. However , 
both circuits implement the functionality required in the arbiter. 

Next we will attempt to design the same arbiter using the Mealy model specification 
From Figure 9.20 it is apparent that the states Band C are fundamentally different becaus~ 
for the input r2r, = 11 they must produce two different outputs. But state A is unique only 
to the extent that it generates the output g2g, = 00 whenever rzr, = 00. This condition 
could be specified in both Band C if the Mealy model is used. Figure 9.24 gives a suitable 
state diagram. The flow and excitation tables are presented in Figure 9.25, which lead to 
the following expressions 

Y = r2 r 1 + r) y + rzy 

g) = rlY 

g2 = rzy 

Despite needing a single state variable, this circuit requires more gates for implementation 
than does the Moore version in Figure 9.22. 

An important notion in the above examples is that it is necessary to pay careful attention 
to the state assignment, to avoid races in changing of the values of the state variables. Sec
tion 9.5 deals with this issue in more detail. 

We made the basic assumption that the request inputs to the arbiter FSM change their 
values one at a time, which allows the circuit to reach a stable state before the next change 
takes place. If the devices are totally independent, they can raise their requests at any time. 
Suppose that each device raises a request every few seconds. Since the arbiter circuit needs 
only a few nanoseconds to change from one stable state to another, it is quite unlikely that 
both devices will raise their requests so close to each other that the arbiter circuit will produce 
erroneous outputs. However, while the probability of an error caused by the simultaneous 
arrival of requests is extremely low, it is not zero. If this small possibility of an error cannot 
be tolerated, then it is possible to feed the request signals through a special circuit called 
the mutual exclusion (ME) element. This circuit has two inputs and two outputs. If both 
inputs are 0, then both outputs are O. If only one input is 1, then the corresponding output 
is 1. If both inputs are 1, the circuit makes one output go to 1 and keeps the other at O. 

00/00 
xl/Ol 

Figure 9.24 

10/-0 

01/0-

Mealy model for the arbiter FSM. 

00/00 
Ix/IO 
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Present Next state Output g2g1 

state r2rt = 00 01 10 11 00 01 10 11 

B ®® c ® 00 01 -0 01 

C © B ©© 00 O- W 10 

(a) Flow diagram 

Present Next state Output 

state r2rt = 00 01 10 11 00 01 10 11 

Y Y g2g1 

0 @@ 1 @ 00 01 dO 01 

1 CD 0 CD CD 00 Od 10 10 

(b) Excitation table 

Figure 9.25 Mealy model implementation of the arbiter FSM. 

Using the ME element would change the design of the arbiter slightly; because the valuation 
r2r, = II would never occur, all entries in the corresponding column in Figure 9.21 would 
be don't cares. The ME element and the issue of simultaneous changes in input signals are 
discussed in detail in reference [6]. Finally, we should note that a similar problem arises 
in synchronous circuits in which one or more inputs are generated by a circuit that is not 
controlled by a common clock. We will deal with this issue in section 10.3.3 in Chapter 10. 

9.4 STATE REDUCTION 

In Chapter 8 we saw that reducing the number of states needed to realize the functionality 
of a given FSM usually leads to fewer state variables, which means that fewer flip-flops are 
required in the corresponding synchronous sequential circuit. In asynchronous sequential 
circuits it is also useful to try to reduce the number of states because this usually results in 
Simpler implementations. 

When designing an asynchronous FSM, the initial flow table is likely to have many 
unspecified (don't-care) entries, because the designer has to obey the restriction that only 
one input variable can change its value at a time. For example, suppose that we want to 
deSign the FSM for the simple vending machine considered in Example 9.3. Recall that 
the machine accepts nickels and dimes and dispenses candy when 10 cents is deposited; 
the machine does not give change if 15 cents is deposited. An initial state diagram for 
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this FSM can be derived in straightforward fashion by enumerating all possible sequenc 
o~ depositing the coins to give a sum of a~ lea~t 10 cents. Figure 9.26a shows a POSSib~: 
dIagram, defined as a Moore model. Startlllg III a reset state, A, the FSM remains in tho 
state as long as no coin is deposited. This is denoted by an arc labeled 0 to indicate thIS 
N = D = O. Now let an arc with the label N denote that the coin-sensing mechanism h~ 

o 

D 

o 

N D 

o o 

(a) Initial state diagram 

Present Next state Output 
State DN =00 01 10 11 z 

A ® B C - 0 

B D ® - - 0 

C A - © - 1 

D ® E F - 0 

E A ® - - 1 

F A - 0 - 1 

(b) Initial flow table 

Figure 9.26 Derivation of an FSM for the simple vending machine. 
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detected a nickel and has generated a signal N = 1. Similarly, let D denote that a dime has 
been deposited. If N = 1, then the FSM has to move to a new state, say, B, and it must 
remain stable in this state as long as N has the value of 1. Since B corresponds to 5 cents 
being deposited, the output in this state has to be O. If a dime is deposited in state A, then 
the FSM must move to a different state, say, C. The machine should stay in C as long as 
D == 1, and it should release the candy by generating the output of 1. These are the only 
possible transitions from state A, because it is impossible, to insert tw.o. coins at th~ same 
time, which means that DN = 11 can be treated as a don t-care condltlOn. Next, In state 
B there must be a return to the condition DN = 00 because the coin-sensing mechanism 
will detect the second coin some time after the first coin has cleared the mechanism. This 
behavior is consistent with the requirement that only one input variable can change at a 
time; hence it is not allowed to go from DN = 01 to DN = 10. The input DN = 10 
cannot occur in state B and should be treated as a don't care. The input DN = 00 takes 
the FSM to a new state, D, which indicates that 5 cents has been deposited and that there 
is no coin in the sensing mechanism. In state D it is possible to deposit either a nickel or 
a dime. If DN = 01, the machine moves to state E, which denotes that 10 cents has been 
deposited and generates the output of 1. If DN = 10, the machine moves to state F, which 
also generates the output of 1. Finally, when the FSM is in any of the states C, E, or F, the 
only possible input is DN = 00, which returns the machine to state A. 

The ftow table for this FSM is given in Figure 9.26b. It shows explicitly all don't-care 
entries. Such unspecified entries provide a certain amount offtexibility that can be exploited 
in reducing the number of states. Note that in each row of this table there is only one stable 
state. Such tables, where there is only one stable state for each row, are often referred to as 
primitive flow tables. 

Several techniques have been developed for state reduction. In this section we will 
describe a two-step process. In the first step we will apply the partitioning procedure from 
section 8.6.1, assuming that the potentially equivalent rows in a flow table must produce 
the same outputs. As an additional constraint, for two rows to be potentially equivalent any 
unspecified entries must be in the same next-state columns. Thus combining the equivalent 
states into a single state will not remove the don't cares and the flexibility that they provide. 
In the second step, the rows are merged exploiting the unspecified entries. Two rows can be 
merged if they have no conflicting next-state entries. This means that their next-state entries 
for any given valuation of inputs are either the same, or one of them is unspecified, or both 
rows indicate a stable state. If the Moore model is used, then the two rows (states) must 
produce the same outputs. If the Mealy model is used, then the two states must produce the 
same outputs for any input valuations for which both states are stable. 

We will now show how the flow diagram in Figure 9.26b can be reduced to the optimized El 
form in Figure 9.12. The first step in the state-reduction process is the partitioning procedure 
from section 8.6.1. States A and D are stable under the input valuation DN = 00, producing 
the output of 0; they also have the unspecified entries in the same position. States C and F 
are stable under DN = 10, generating Z = 1, and they have the same unspecified entries. 
States Band E have the same unspecified entries, but when they are stable under DN = 01 
the state B produces z = 0 while E generates z = 1; they are not equivalent. Therefore, the 
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initial partition is 

PI = (AD)(B)( CF)(E) 

The successors of A and D are (A, D) for DN = 00, (B, E) for 01, and (C, F) for 10. Since 
the (B, E) pair is not in the same block of PI, it follows that A and D are not equivalent 
The successors of C and F are (A, A) for 00 and (C, F) for 10; each pair is in a single block: 
Thus the second partition is 

P2 = (A)(D)(B)(CF)(E) 

The successors of C and Fin P2 are in the same block of P2 , which means that 

The conclusion is that rows C and F are equivalent. Combining them into a single row and 
changing all Fs into Cs gives the flow table in Figure 9.27. 

Next we can try to merge some rows in the flow table by exploiting the existence of 
unspecified entries. The only row that can be merged with others is C. It can be merged 
with either A or E, but not both. Merging C with A would mean that the new state has to 
generate z = 0 when it is stable under the input valuation 00 and has to produce z = 1 when 
stable under 10. This can be achieved only by using the Mealy model. The alternative is to 
merge C and E, in which case the new state is stable under DN = 01 and 10, producing the 
output of 1. This can be achieved with the Moore model. Merging C and E into a single 
state C and changing all Es into Cs yields the reduced flow table in Figure 9.12. Observe 
that when C and E are merged, the new row C must include all specifications in both rows 
C and E. Both rows specify A as the next state if DN = 00. Row E specifies a stable state 
for DN = 01; hence the new row (called C) must also specify a stable state for the same 
valuation. Similarly, row C specifies a stable state for DN = 10, which must be reflected 
in the new row. Therefore, the next-state entries in the new row are A, @, and @for the 
input valuations 00, 01, and 10, respectively. 

Present Next state Output 
state DN =00 01 10 11 z 

A 0 B C - 0 

B D ® - - 0 

C A - © - 1 

D ® E C - 0 

E A ® - - 1 

Figure 9.27 First-step reduction of the FSM in Figure 9.26h. 
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Merging Procedure 

In Example 9.7 it was easy to decide which rows should be merged because the only 
possibilities are to merge row C with either A or E. We chose to merge C and E because 
this can be done preserving the Moore model, which is likely to lead to a simpler expression 
that realizes the output z. 

In general, there can be many possibilities for merging rows in larger flow tables. In 
such cases it is necessary to have a more structured procedure for making the choice. A 
useful procedure can be defined using the concept of compatibility of states. 

Definition 9.1 - Two states (rows in aflow table), Si and Sj, are said to be compatible if 
there are no state conflicts for any input valuation. Thus for each input valuation, one of 
the following conditions must be true: 

• both Si and Sj have the same successor, or 

• both Si and Sj are stable, or 

• the successor of Si or Sj' or both. is unspecified. 

Moreover, both Sj and Sj must have the same output whenever specified. 

Consider the primitive flow table in Figure 9.28. Let us examine the compatibility be
tween different states, assuming that we would like to retain the Moore-type specification 
of outputs for this FSM. State A is compatible only with state H. State B is compatible 
with states F and G. State C is not compatible with any other state. State D is compatible 
with state E; so are state F with G and state G with H. In other words, the following com
patible pairs exist: (A, H), (B, F), (B, G), (D, E), (F, G), and (G, H). The compatibility 
relationship among various states can be represented conveniently in the form of a merger 
diagram, as follows: 

Present Next state Output 
state 

W2WI = 00 01 10 11 z 

A ® H B - 0 

B F - ® c 0 

c - H - © 1 

0 A @ - E 1 

E - 0 G ® 1 

F ® 0 - - 0 

G F - @ - 0 

H - ® - E 0 

Figure 9.28 A primitive flow table. 
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• Each row of the flow table is represented as a point, labeled by the name of the row. 

• A line is drawn connecting any two points that correspond to compatible states (rows). 

From the merger diagram the best merging possibility can be chosen, and the reduced flow 
table can be derived. 

Figure 9.29 gives the merger diagram for the primitive flow table in Figure 9.28. The 
diagram indicates that row A can be merged with H, but only if H is not merged with G 
because there is no line joining A and G. Row B can be merged with rows F and G. Sinc~ 
it is also possible to merge F and G, it follows that B, F, and G are pairwise compatible. 
Any set of rows that are pairwise compatible for all pairs in the set can be merged into a 
single state. Thus states B, F, and G can be merged into a single state, but only if states G 
and H are not merged. State C cannot be merged with any other state. States D and E can 
be merged. 

A prudent strategy is to merge the states so that the resulting flow table has as few states 
as possible. In our example the best choice is to merge the compatibles (A, H), (B, F, G), 
and (D, E), which leads to the reduced flow table in Figure 9.30. When a new row is created 

A 

H 

Figure 9.29 

Present 

state 

A 

B 

c 
D 

B c D 

G F E 

Merger diogram for the flow toble in Figure 9.28, which 
preserves the Moore model. 

Next state Output 

W2Wl = 00 01 10 11 z 

@@ B D 0 

® D ® c 0 

- A - © 1 

A @ B @ 1 

Figure 9.30 Reduced Moore-type flow table for the FSM in 
Figure 9.28. 
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by merging two or more rows, all entries in the new row have to be specified to cover the 
individual requirements of the constituent rows. Replacing rows A and H with a new row 
A requires making A stable for both W2Wl = 00 and 01, because the old A has to be stable 
for 00 and H has to be stable for Ol. It also requires specifying B as the next-state for 
w?w\ = 10 and E as the next state for W2W\ = 11. Since the old state E becomes D, after 
m~rging D and E, the new row A must have the next-state entries 0, 0, B, and D 
for the input valuations 00, 01, 10, and II, respectively. Replacing rows B, F, and G with 
a new row B requires making B stable for W2WI = 00 and 10. The next-state entry for 
W2 Wl = 01 has to be D to satisfy the requirement of the old state F. The next-state entry 
for W2WI = 11 has to be C, as dictated by the old state B. Observe that the old state G 
imposes no requirements for transitions under W2 WI = Oland 11, because its corresponding 
next-state entries are unspecified. Row C remains the same as before except that the name 
of the next-state entry for W2WI = 01 has to be changed from H to A. Rows D and E are 
replaced by a new row D, using similar reasoning. Note that the ft.ow table in Figure 9.30 
is still of Moore type. 

So far we considered merging only those rows that would allow us to retain the Moore
type specification of the FSM in Figure 9.28. If we are willing to change to the Mealy 
model, then other possibilities exist for merging. Figure 9.31 shows the complete merger 
diagram for the FSM of Figure 9.28. Black lines connect the compatible states that can 
be merged into a new state that has a Moore-type output; this corresponds to the merger 
diagram in Figure 9.29. Blue lines connect the states that can be merged only if Mealy-type 
outputs are used. 

In this case going to the Mealy model is unlikely to result in a simpler circuit. Although 
several merger possibilities exist, they all require at least four states in the reduced flow 
table, which is not any better than the solution obtained in Figure 9.30. For example. 
one possibility is to perform the merge based on the partition (A, H), (B, C, G) (D, E) 

B C 

A D 

H E 

G F 

Figure 9.31 Complete merger diagram for Figure 9.28. 
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, , 

(F). Another possibility is to use (A, C) (B, F) (D, E) (G, H). We will not pursue thes 
possibilities and will discuss the issues involved in specifying the Mealy-type outPUts i: 
Example 9.9. 

State Reduction Procedure 

We can summarize the steps needed to generate the reduced flow table from a primitive 
flow table as follows: 

1. Use the partitioning procedure to eliminate the equivalent states in a primitive flow 
table. 

2. Construct a merger diagram for the resulting flow table. 

3. Choose subsets of compatible states that can be merged, trying to minimize the 
number of subsets needed to cover all states. Each state must be included in only one 
of the chosen subsets. 

4. Derive the reduced flow table by merging the rows in chosen subsets. 

5. Repeat steps 2 to 4 to see whether further reductions are possible. 

Choosing an optimal subset of compatible states for merging can be a very complicated 
task because for large FSMs there may be many possibilities that should be investigated. A 
trial-and-error approach is a reasonable way to tackle this problem. 

9.8 Consider the initial flow table in Figure 9.32. To apply the partitioning procedure, we 
identify state pairs (A, G). (B, L), and (H, K) as being potentially equivalent rows, because 
both rows in each pair have the same outputs and their don't-care entries are in the same 
column. The remaining rows are distinct in this respect. Therefore, the first partition is 
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PI = (AG)(BL)(C)(D)(E)(F)(HK)(J) 

Now the successors of (A, G) are (A, G) for W2WI = 00, (F, B) for 0 I, and (C, J) for 10. 
Since F and B, as well as C and J, are not in the same block, it follows that A and G are 
not equivalent. The successors of (B, L) are (A, A), (B, L), and (H, K), respectively. All 
are in single blocks. The successors of (H. K) are (L, B), (E, E), and (H, K), which are all 
contained in single blocks. Therefore, the second partition is 

P2 = (A)(G)(BL)(C)(D)(E)(F)(HK)(J) 

Repeating the successor test shows that the successors of (B, L) and (H, K) are still in single 
blocks; hence 

P3 = P2 

Combining rows Band L under the name B and rows H and K under the name H leads to 
the flow table in Figure 9.33. 

A merger diagram for this flow table is given in Figure 9.34. It indicates that rows B 
and H should be merged into one row, which we will label as B. The merger diagram alsO 
suggests that rows D and E should be merged; we will call the new row D. The remaining 
rows present more than one choice for merging. Rows A and F can be merged, but in that 
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Present Next state Output 
state w2wl = 00 01 10 11 z 

A ® F C - 0 

B A ® - H 1 

C G - © D 0 

D - F - ® 1 

E G - ® D 1 

F - ® - K 0 

G @ B J - a 
H - L E ® 1 

J G - 0 - 0 

K - B E ® 1 

L A CD - K 1 

Figure 9.32 Flow table for Example 9.8. 

Present Next state Output 
state W2Wl = 00 01 10 11 z 

A 

B 

C 

D 

E 

F 

G 

H 

J 

Figure 9.33 

® F C - a 
A ® - H 1 

G - © D a 
- F - ® 1 

G - ® D 1 

- ® - H 0 

@ B J - 0 

- B E ® 1 

G - 0 - 0 

Reduction obtained by using the partitioning 
procedure. 
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II· B A C D 
Ii 
.'.' 

'~e 

i 
I c. 

ifi. 
11 

I , • 
H F J G E 

Figure 9.34 Merger diagram for Figure 9.33. 

case F and J cannot be merged. Rows C and J can be merged, or G and J can be merged. 
We will choose to merge the rows A and F into a new row called A and rows G and J into 
a new row G. The merger choice is indicated in blue in the diagram. The resultant flow 
table is shown in Figure 9.35. To see whether this table offers any further opportunities 
for merging, we can construct the merger diagram in Figure 9.36. From this diagram it is 
apparent that rows C and G can be merged; let the new row be called C. This leads to the 
flow table in Figure 9.37, which cannot be reduced any more. 

A 

• 

Figure 9.36 

Present Next state Output 
state W2Wl = 00 01 10 11 z 

A 00 C B 0 

B A ® D ® 1 

C G - © D 0 

D G A ®® 1 

G @ B @ - 0 

Figure 9.35 Reduction obtained from the merger diagram in 
Figure 9.34. 

B D c G 

• • • .. 

Merger diagram for Figure 9.35. 
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Present Next state Output 
state w2wI = 00 01 10 11 z 

A 00 C B 0 

B A@ D ® 1 

C © B © D 0 

D C A ®® 1 

Figure 9.37 Reduced flow table for Example 9.8. 

consider the flow table in Figure 9.38. Applying the partitioning procedure to this table E~ 

gives 

PI = (AFK)(BJ)(CG)(D)(E)(H) 

P2 = (A)(FK)(BJ)(C)(G)(D)(E)(H) 

P3 =P2 

Combining Band J into a new state B, and F and Kinta F, gives the flow table in Fig
ure 9.39. 

Figure 9.4Da gives a merger diagram for this flow table, indicating the possibilities for 
merger if the Moore model of the FSM is to be preserved. In this case Band F can be 
merged, as well as C and H, resulting in a six-row flow table. 

Present Next state Output 
state 

W2Wl = 00 01 10 11 z 

A 0 G E - 0 

B K - ® D 0 

C F © - H 1 

D - C E ® 0 

E A - ® D 1 

F ® c J - 0 

G K @ - D 1 

H - - E ® 1 

J F - 0 D 0 

K ® c B - 0 

Figure 9.38 Flow table for Example 9.9. 
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Present Next state Output 
state w2wl = 00 01 10 11 z 

A 0 G E - 0 

B F - ® D 0 

C F © - H 1 

D - C E ® 0 

E A - ® D 1 

F ® c B - 0 

G F @ - D 1 

H - - E ® 1 

Figure 9.39 Reduction resulting from the partitioning procedure. 

A B 

f 
c D 

• • 
~. 
'~ 

i 
'-,LJ 

~. 

~ 

• I • 
G F p H E 

(a) Preserving the Moore model 

;. A H *' C 

IN ...------...... -----... 
~. * 

I 
'li, 
, .". 

G 

I I E D F B 

(b) Complete merger diagram 

Figure 9.40 Merger diagrams for Figure 9.39. 
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Next we should consider the merging possibilities if we are willing to change to the 
Mealy model. When going from the Moore model to the Mealy model, a stable state in 
the Mealy model must generate the same output as it had in the Moore model. It is also 
important to ensure that transitions in the Mealy model will not produce undesirable glitches 
in the output signal. 

Figure 9.41 indicates how the FSM of Figure 9.39 can be represented in the Mealy 
form. The next-state entries are unchanged. In Figure 9.41, for each stable state the output 
value must be the same as for the corresponding row of the Moore-type table. For example, 
::::::: 0 when the state A is stable under W2W\ = 00. Also, z = 0 when the states B, D, and F 
are stable under W2 W l = 10, 11, and 00, respectively. Similarly, z = 1 when C, E, G, and 
H are stable under W2WI = 01, 10,01, and 11, respectively. If a transition from one stable 
state to another requires the output to change from 0 to 1, or from I to 0, then the exact 
time when the change takes place is not important, as we explained in section 9.1 when 
discussing Figure 9.3. For instance, suppose that the FSM is stable in A under W2WI = 00, 
producing z = O. If the inputs then change to W2WI = 01, a transition to state G must be 
made, where z = 1. Since it is not essential that z becomes 1 before the circuit reaches 
the state G, the output entry in row A that corresponds to this transition can be treated as 
a don't care; therefore, it is left unspecified in the table. From the stable state A, it is also 
possible to change to E, which allows specifying another don't care because z changes from 
o to J. A different situation arises in row B. Suppose that the circuit is stable in B under 
W2W\ = 10 and that the inputs change to II. This has to cause a change to stable state D, 
and z must remain at 0 throughout the change in states. Hence the output in row B under 
W2W\ = 11 is specified as O. If it were left unspecified, to be used as a don't care, then it is 
possible that in the implementation of the circuit this don't care may be treated as a 1. This 
would cause a glitch in z, which would change a -+ 1 ~ 0 as the circuit moves from B to 
D when the inputs change from 10 to 11. The same situation occurs for the transition from 

Present Next state Output z 
state 

W2WI = 00 01 10 11 00 01 10 11 

A 

B 

C 

D 

E 

F 

G 

H 

Figure 9.41 

® G E - 0 - - -

F - ® D 0 - 0 0 

F © - H - 1 - 1 

- C E ® - - - 0 

A - ® D - - 1 -

® c B - 0 - 0 -

F @ - D - 1 - -

- - E ® - - 1 1 

The FSM of Figure 9.39 specified in the Form of the 
Mea Iy model. 
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Present Next state Output z 
state w2wl = 00 01 10 11 00 01 lO 11 

A 0 B D 0 0 - 1 1 

B c ®® D 0 1 0 0 

c ©© B A 0 1 0 1 

D A c ®® - - 1 0 

Figure 9.42 Reduced flow table for Example 9.9. 

B to F when the inputs change from 10 to 00. We can use the same reasoning to determine 
other output entries in Figure 9.41. 

From Figure 9.41 we can derive the merger diagram in Figure 9.40b. The blue lines 
connect the rows that can be merged only by specifying the output in the Mealy style. The 
black lines connect the rows that can be merged even if the outputs are of Moore type; 
they correspond to the diagram in Figure 9.40a. Choosing the subsets of compatible states 
(A. H), (B. G), (C, F), and (D, E), the FSM can be represented using only four states. 
Merging the states A and H into a new state A, states Band G into B, states C and F into 
C, and D and E into D, we obtain the reduced flow table in Figure 9.42. Each entry in this 
table meets the requirements specified in the corresponding rows that were merged. 

9.10 AS another example consider the flow table in Figure 9.43. The partitioning procedure gives 
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Present 

state 

A 

B 

C 

D 

E 

F 

G 

H 

PI = (AF)(BEG) (C)(D)(H) 

P2 = (AF)(BE)(G)(C)(D)(H) 

P3 =P2 

Next state 

W2Wl = 00 01 10 11 

0 B C -

F ® - H 

F - © H 

® G C -

A ® - H 

® E C -

D @ - H 

- G C ® 

Output 
z 

0 

0 

0 

1 

0 

0 

0 

1 

Figure 9.43 Flow table for Example 9.10. 
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Replacing state F with A, and state E with B, results in the flow table in Figure 9.44. The 
corresponding merger diagram is presented in Figure 9.45. It is apparent that states A, B, 
and C can be merged and replaced with a new state A. Also D, G, and H can be merged 
into a new state D. The result is the reduced flow table in Figure 9.46, which has only two 
roWS. Again we have used the Mealy model because the merged stable states D and H have 
- ::: I while G has z = o. 

Present Next state Output 
state W2WI = 00 01 10 11 z 

A CD B C - 0 

B A ® - H 0 

C A - © H 0 

D ® G C - 1 

G D @ - H 0 

H - G C ® 1 

Figure 9.44 Reduction after the partitioning procedure. 

C H 

B D 

A G 

Figure 9.45 Merger diagram for Figure 9.44. 

Present Next state Output z 
state w2wl = 00 01 10 11 00 01 10 11 

A 00@ D 0 0 0 -

D ®® A ® 1 0 - 1 

Figure 9.46 Reduced Row diagram for Example 9.10. 
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9.5 STATE ASSIGNMENT ---
The examples in section 9.3 illustrate that the state assignment task for asynchronous FSMs 
is complex. The time needed to change the value of a state variable depends on the propa_ 
gation delays in the circuit. Thus it is impossible to ensure that a change in the values of two 
or more variables will take place at exactly the same time. To achieve reliable operation of 
the circuit, the state variables should change their values one at a time in controlled fashion. 
This is accomplished by designing the circuit such that a change from one state to another 
entails a change in one state variable only. 

States in FSMs are encoded as bit strings that represent different valuations of the state 
variables. The number of bit positions in which two given bit strings differ is called the 
Hamming distance between the strings. For example, for bit strings 0110 and OlOO the 
Hamming distance is 1, while for 0110 and 1101 it is 3. Using this terminology, an ideal 
state assignment has a Hamming distance of 1 for all transitions from one stable state to 
another. When the ideal state assignment is not possible, an alternative that makes use of 
unspecified states and/or transitions through unstable states must be sought. Sometimes it 
is necessary to increase the number of state variables to provide the needed flexibility. 

1.11 Consider the parity-generating FSM in Figure 9.13. Two possible state assignments for this 
FSM are given in Figure 9.14. The transitions between states, as specified in Figure 9.l3b, 
can be described in pictorial form as shown in Figure 9.47. Each row of the flow table is 
represented by a point. The four points needed to represent the rows are placed as vertices 
of a square. Each vertex has an associated code that represents a valuation of the state 
variables, )'2Y1. The codes shown in the figure, with }'2Yl = 00 in the lower-left comer and 
so on, correspond to the coordinates of the two-dimensional cube presented in section 4.8. 
Figure 9.47a shows what happens if the state assignment in Figure 9.14a is used; namely, 
if A = 00, B = 01, C = 10, and D = 11. There is a transition from A to B if w = 1, which 
requires a change in YI only. A transition from C to D occurs if w = 1, which also requires 
a change in YI only. However, a transition from B to C caused by w = 0 involves a change 
in the values of both Y2 and Yl. Similarly, both state variables must change in going from 
D to A if w = O. A change in both variables corresponds to a diagonal path in the diagram. 

Figure 9.47b shows the effect of the state assignment in Figure 9.14b, which reverses 
the valuations assigned to C and D. In this case all four transitions are along the edges 
of the two-dimensional cube, and they involve a change in only one of the state variables. 
This is the desirable state assignment. 

'.12 The flow table for an arbiter FSM is given in Figure 9.2Ia. Transitions for this FSM are 
shown in Figure 9.48a, using the state assignment A = 00, B = 01, and C = 10. In 
this case multiple transitions are possible between the states. For example, there are tv.:0 

transitions between A and B: from B to A if r2rl = 00 and from A to B if r2 r I = 01. Agatn 
there is a diagonal path, corresponding to transitions between Band C, which should be 
avoided. A possible solution is to introduce a fourth state, D, as indicated in Figure 9.48b. 
Now the transitions between Band C can take place via the unstable state D. Thus instead 



C = 10 

A = 00 

w=l 

-------

-w = 1 

D=l1 

B = 01 

(a) Corresponding to Figure 9.14a 

D=1O 

w = 0 ~ 

A = 00 

w = 1 
4--

-w = 1 

C=l1 

B = 01 

(b) Corresponding to Figure 9.14b 

9.5 STATE ASSIGNMENT 

Figure 9.47 Transitions in Figure 9.13. 

of going directly from B to C when r2rl = 10, the circuit will go first from B to D and then 
fromD to C. 

Using the arrangement in Figure 9.48b requires modifying the flow table as shown 
in Figure 9.49. The state D is not stable for any input valuation. It cannot be reached if 
r2f1 = 00 or 11; hence these entries are left unspecified in the table. Also observe that we 
have specified the output g2g] = 10 for state D, rather than leaving it unspecified. When 
a transition from one stable state to another takes place via an unstable state, the output of 
the unstable state must be the same as the output of one of the two stable states involved 
in the transition to ensure that a wrong output is not generated while passing through the 
unstable state. 

It is interesting to compare this flow table with the excitation table in Figure 9.21 b, 
which is also based on using the extra state D. In Figure 9.21b the state D specifies the 
necessary transitions should the circuit accidentally find itself in this state as a result of a 
race in changing the values of both state variables. In Figure 9.49 the state D is used in 
orderly transitions, which are not susceptible to any race conditions. 

-----------------------------------------------------------------------
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C = 10 

~01 

~o -
A = 00 ------01 B = 01 

(a) Transitions in Figure 9.21a 

10 
C=lO - D=11 

------01 

00 l t 10 01 ~ t 10 

00 
~ 

A = 00 
-.-...... 

B = 01 01 

(b) Using the extra state 0 

Figure 9.48 Transitions For the arbiter FSM in Figure 9.21. 

Present Next state Output 
state r2rt = 00 01 10 11 g2g] 

A 

B 

C 

D 

Figure 9.49 

0 B C - 00 

A ® D ® 01 

A D ©© 10 

- B C - 10 

ModiFied Flow table based on the transitions in 
Figure 9.48b. 
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9.S. 1 TRANSITION DIAGRAM 

A diagram that illustrates the transitions specified in a flow table is called a transition dia
gram. In some books such diagrams are cal1ed state-adjacency diagrams. These diagrams 
provide a convenient aid in searching for a suitable state assignment. 

A good state assignment results if the transition diagram does not have any diagonal 
paths. A g.ener~l way of stating t~is re~uirement is to say t~at it must be pos~i.ble to embed 
the transitlOn diagram onto a k-dimenslOnal cube, because In a cube all transItions between 
adjacent vertices involve the Hamming distance of 1. Ideally, a transition diagram for an 
FSM with n state variables can be embedded onto an n-dimensional cube, as is the case in 
the examples in Figures 9.47b and 9.48b. If this is not possible, then it becomes necessary 
to introduce additional state variables, as we will see in later examples. 

The diagrams in Figures 9.47 and 9.48 present all information pertinent to transitions 
between the states in the given FSMs. For larger FSMs such diagrams take on a cluttered 
appearance. A simpler form can be used instead, as described below. 

A transition diagram has to show the state transitions for each valuation of the input 
variables. The direction of a transition, for example from A to B or from B to A, is not 
important, because it is only necessary to ensure that all transitions involve the Hamming 
distance of I. The transition diagram has to show the effect of individual transitions into 
each stable state, which may involve passing through unstable states. For a given row of a 
flow table, it is possible to have two or more stable-state entries for different input valuations. 
It is useful to identify the transitions leading into these stable states with distinct labels in a 
transition diagram. To give each stable-state entry a distinct label, we will denote the stable
state entries with numbers 1,2,3, .... Thus if state A is stable for two input valuations, we 
will replace the label A with I for one input valuation and with 2 for the other valuation. 

Figure 9.50 shows a relabeled version of the flow table in Figure 9.2Ia. We have 
arbitrarily chosen to label 0 as I, the two appearances of @as 2 and 3, and the two 
appearances of @as 4 and 5. All entries in each next-state column are labeled using this 
scheme. The transitions identified by these labels are presented in Figure 9.51 a. The same 
information is given in Figure 9A8a. Actually, the diagram in Figure 9.48a contains more 
information because arrowheads show the direction of each transition. Note also that the 
edges in that diagram are labeled with input values r2rl, whereas the edges in Figure 9.51a 
are labeled with numerical stable-state labels as explained above. 

Present Next state Output 
state 

'2'1 = 00 01 10 11 g2g) 

A CD 2 4 - 00 

B 1 @ 4 (2) 01 

C 1 2 00 10 

Figure 9.50 Relabeled flow table of Figure 9.21 a. 
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C == 10 

1,4 

A == 00 1,2 B = 01 

(a) Transitions in Figure 9.50 

C==lO 

1,4,2 

A == 00 1,2,4 B == 01 

(b) Complete transition diagram 

C==lO 

1,4,2 

A = 00 1,2,4 B = 01 

(c) Selected transition diagram 

Figure 9.51 Transition diagrams for Figure 9.50. 

Figure 9.50 indicates that the stable state 2, which is one instance of the stable state 
B, can be reached either from state A or from state C. There is a corresponding label 2 on 
the paths connecting the vertices in the diagram in Figure 9.51a. The difficulty from th~ 
state-assignment point of view is that the path from C to B is diagonal. In Example 9.1.~ 
this problem was resolved by introducing a new state D. By examining the flow table 10 
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Figure 9.50 more closely, we can see that the functional behavior of the required arbiter 
FSM can be achieved if the transition from C to B takes place via state A. Namely, if the 
ircuit is stable in C, then the input r2r] = 01 can cause the change to A, from which the 

Circuit immediately proceeds to state B. We can indicate the possibility of using this path 
~y placing the ~abe~ 2 on ~he edge that c~~nects C and A in ~igu~e 9.51 a. . 

A similar situatlOn eXIsts for the transItion from B to C, whIch IS labeled 4. An alternatl ve 
ath can be realized by causing the circuit to go from state B to state A if r2rl = 10 and 

fhen immediately proceed to C. This can be indicated by placing the label 4 on the edge 
that connects B and A in Figure 9.51 a. 

A possibility of having an alternative path for a transition exists whenever two states 
have the same uncircled label in the relabeled flow diagram. In Figure 9.50 there is a 
third such possibility if r2rl = 00, using the label 1. This possibility is not useful because 
changing from either B or C to A involves a change in only one state variable using the 
state assignment in Figure 9.51 a. Hence there would be no benefit in having a transition 
between Band C for this input valuation. 

To depict the possibility of having alternative paths, we will indicate in blue the cor
responding transitions on the diagram. Thus a complete transition diagram will show all 
direct transitions to stable states in black and possible indirect transitions through unstable 
states in blue. Figure 9.51b shows the complete transition diagram for the flow table in 
Figure 9.21 a. 

The transition diagram in Figure 9.51b cannot be embedded on the two-dimensional 
cube, because some transitions require a diagonal path. The blue label 1 on the path between 
Band C is of no concern, because it represents only an alternative path that does not have 
to be used. But the transitions between Band C labeled 2 and 4 are required. The diagram 
shows an alternative path, through A, having the labels 2 and 4. Therefore, the alternative 
path can be used, and the diagonal connection in the diagram can be eliminated. This leads 
to the transition diagram in Figure 9.5Ic, which can be embedded on the two-dimensional 
cube. The conclusion is that the state assignment A = 00, B = 01, and C = 10 is good, 
but the flow table must be modified to specify the transitions through alternative paths. 
The modified table is the same as the flow table designed earlier using an ad hoc approach, 
shown in Figure 9.23a. 

As a final comment on this example, note the impact of alternative paths on the out
puts produced by the FSM. If r2rl = 01, then a change from a stable state C through 
unstable A to stable B generates the outputs g2g1 = 10 ---+ 00 ---+ 01, rather than 10 ----+ 01 
as specified in Figure 9.21a. For the arbiter FSM this presents no problem, as explained in 
Example 9.6. 

• 

• 

Procedure for Deriving Transition Diagrams 

The transition diagram is derived from a flow table as follows: 

Derive the relabeled flow table as explained above. For a given input valuation, all 
transitions that lead to the same stable state are labeled with the same number. Tran
sitions through unstable states that eventually lead to a stable state are given the same 
number as the stable-state entry . 

Represent each row of the flow table by a vertex. 
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• 

• 

Join two vertices, Vi and \.j., by an edge if they have the same number in any column 
of the relabeled flow table. 

For each column in which Vi and Vj have the same number, label the edge between 
Vi and Vj with that number. We will use black labels for direct transitions to circled 
(stable) states and blue labels when the next-state entries for both Vi and Vj in the flow 
table are uncircled. 

Note that the first point says that in the relabeled flow table the transitions through unstable 
states are given the label of the stable state to which they lead for a given input valuation. 
For example, to derive a transition diagram starting from the flow table in Figure 9.23a 
the table would be relabeled to give the table in Figure 9.50. The transition from stable A 
to stable B, when r2rl = OJ, has the label 2. The same label is given to the transition from 
stable C to unstable A because this transition ultimately leads to stable B. 

9.5.2 EXPLOITING UNSPECIFIED NEXT-STATE ENTRIES 

Unspecified entries in a flow table provide some flexibility in finding good state assignments. 
The following example presents a possible approach. The example also illustrates all steps 
in the derivation of a transition diagram. 

9.13 consider the flow table in Figure 9.52a. This FSM has seven stable-state entries. Labeling 
these entries in order, from 1 to 7, results in the table in part (b) of the figure. In this case 
states I and 2 correspond to state A, 3 and 4 to state B, 5 and 6 to state C, and 7 to state 
D. In the column W2Wl = 00 there is a transition from C to A, which is labeled 1, and a 
transition from D to B, which is labeled 3, because 1 and 3 are the successor stable states 
in these transitions. Similarly, in column 11 there are transitions from B to C and from D 
to A, which are labeled 6 and 2, respectively. In column 0 I there is a transition from A to 
B, which is labeled 4. State C is stable for this input valuation; it is labeled 5. There is no 
transition specified that leads to this stable state. The state can be reached only if C is stable 
under W2W\ = 11, which is labeled 6, and then the inputs change to W2Wl = 01. Note that 
the FSM remains stable in C if the inputs change from 11 to 0 I, or vice versa. Column 
10 illustrates how unstable states are treated. From the stable state A, a transition to the 
unstable state C is specified. As soon as the FSM reaches state C, it proceeds to change to 
the stable state D, which is labeled 7. Thus 7 is used as the label for the entire transition 
sequence from A to C to D. 

624 

Taking rows A, B, C, and D as the four vertices, a first attempt at drawing the transition 
diagram is given in Figure 9.53a. The diagram shows transitions between all pairs of states, 
which seems to suggest that it is impossible to have a state assignment where all transitions 
are characterized by a Hamming distance of 1. If the state assignment A = 00, B == 01, 
C = 11, and D = 10 is used, then the diagonal transition between A and C, or Band? 
requires both state variables to change their values. The diagonal path from B to D wIth 
the label 7 is not needed, because an alternative path from B to D exists under label 7 that 
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Present Next state Output 
state w2wl = 00 01 10 11 Z2Z1 

A 0 B C 0 00 

B ®® D c 01 

C A © D © 10 

D B - ® A 11 

(a) Flow table 

Present Next state Output 
state w2wl = 00 01 10 11 Z2Z1 

A CD 4 7 @ 00 

B 00 7 6 01 

C 1 CD 7 @ 10 

D 3 - (j) 2 11 

(b) Relabeled flow table 

Figure 9.52 Flow tables for Example 9.13. 

passes either through state A or through state C. Unfortunately, the diagonal paths labeled 
1 and 3 cannot be removed, because there are no alternative paths for these transitions. 

As the next attempt at finding a suitable state assignment, we will reverse the codes 
given to Band C, which yields the transition diagram in Figure 9.53b. Now the same 
argument about the altemati ve paths labeled 7 indicates that the diagonal from C to D can 
be omitted. Also, the label 7 on the diagonal between A and B can be omitted. However, this 
diagonal must remain because of the label 4 for which there is no alternative path between A 
andB. Looking at the flow table in Figure 9.52b. we see an unspecified entry in the column 
w2wl == 01. This entry can be exploited by replacing it with the label 4, in which case the 
transition graph would show the label 4 on the edges connecting A and D, as well as Band 
D. Thus the diagonal between A and B could be removed, producing the transition diagram 
in Figure 9.53c. This diagram can be embedded on a two-dimensional cube. which means 
that the state assignment A = 00. B = 11, C = 01, and D = 10 can be used. 

For the transition diagram in Figure 9.53c to be applicable, the flow table for the FSM 
mUst be modified as shown in Figure 9.54a. The unspecified entry in Figure 9.52a now 
specifies a transition to state B. According to Figure 9.53c, the change from state A to B 
Under input valuation W2 W l = 01 must pass through state D; hence the corresponding entry 
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D = 10 7 C=ll 

2, 7 6, 7 

A = 00 4, 7 B = 01 

(a) First transition diagram 

D=lO 3, 7 B=l1 

2, 7 6, 7 

A = 00 1,7 C = 01 

(b) Second transition diagram 

D=lO 3,7,4 B=ll 

2,7,4 6, 7 

A = 00 1,7 C = 01 

(c) Augmented transition diagram 

Figure 9.53 Transition diagrams for Figure 9.52. 

in the first row is modified to ensure that this will take place. Also, when W2 W j = 10, the 
FSM must go to state D. If it happens to be in state C, then this change has to occur either 
via state A or state B. We have chosen the path via state B in Figure 9.54a. 

The original flow table in Figure 9.52a is defined in the form of the Moore model. 
The modified flow table in Figure 9.54a requires the use of the Mealy model because 
the previously described transitions through unstable states must produce correct outputs. 
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Present Next state Output Z2Zj 

state W2WI = 00 01 10 II 00 01 10 II 

A 

B 

C 

D 

A 

B 

C 

D 

Present 

state 

Y2YI 

00 

11 

01 

10 

Figure 9.54 

® D D ® 00 00 11 00 

®® D c 01 01 11 01 

A © B © -0 10 1- 10 

B B ® A -1 0- 11 00 

(a) ModifIed flow table 

Next state Output 

W2W1 = 00 01 10 11 00 01 10 11 

Y2 Y1 Z2Z1 

@) 10 10 @) 00 00 11 00 

@@ 10 01 01 01 11 01 

00 @) 11 ® -0 10 1- 10 

11 11 @ 00 -1 O- Il 00 

(b) Excitation table 

Realization of the FSM in Figure 9.52a. 

Consider first the change from A if W2Wj = 01. While stable in state A, the circuit must 
produce the output Z2Z1 = 00. Upon reaching the stable state B, the output must become 
01. The problem is that this transition requires a short visit to state D, which in the Moore 
model would produce Z2Z1 = 11. Thus a glitch would be generated on the output signal Z2, 

which would undergo the change 0 ~ 1 ~ O. To avoid this undesirable glitch, the output 
in state D must be Z2 = 0 for this input valuation, which requires the use of the Meal y model 
as shown in the Figure 9.54a. Observe that while Z2 must be 0 in D for W2Wl = 01, ZI can 
be either 0 or 1 because it is changing from 0 in state A to I in state B. Therefore, ZI can be 
left unspecified so that this case can be treated as a don't-care condition. A similar situation 
arises When the circuit changes from C to D via B if W2Wl = ]0. The output must change 
from 10 to 11, which means that Z2 must remain at I throughout this change, including the 
short time in state B where the Moore model output would be 01. 

The modified flow table and the chosen state assignment lead to the excitation table in 
Figure 9.54b. From this table the next-state and output expressions are derived, as in the 
examples in section 9.3. 

---------------------------------------------------------------------
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9.5.3 STATE ASSIGNMENT USING ADDITIONAL STATE VARIABLES 

In Figure 9.52a there is an unspecified transition that can be exploited to find a suitabJ 
state assignment, as shown in section 9.5.2. In general, such flexibility may not exist. I~ 
may be impossible to find a race-free state assignment using 10g2n state variables for a flow 
table that has n rows. The problem can be solved by adding extra state variables. This can 
be done in three ways, as illustrated in the examples that follow. 

----------------------------------------------------------------
1.14 USING EXTRA UNSTABLE STATES Consider the FSM specified by the flow table in Figure 

628 

9.55a. The flow table is relabeled in part (b) of the figure. A corresponding transition 
diagram is depicted in Figure 9.56a. It indicates that there are transitions between all pairs 
of vertices (rows). No rearrangement of the existing vertices would allow mapping of the 
transition diagram onto a two-dimensional cube. 

Let us now introduce one more state variable so that we can look for a way to map the 
transition diagram onto a three-dimensional cube. With three state variables the assignment 
for state A can be a Hamming distance of 1 different from the assignments for B, C, and 
D. For example, we could have A = 000, B = 001, C = 100, and D = 010. But it 

Present Next state Output 
state WZWI = 00 01 10 11 ZZZI 

A ®® c B 00 

B A® D ® 01 

C © B © D 10 

D C A ®® 11 

(a) Flow table 

Present Next state Output 
state WZWI = 00 01 10 11 Z2Z1 

A CD@ 6 4 00 

B 1 CD 7 8) 01 

C G) 3 @ 8 10 

D 5 2 G)@ 11 

(b) Relabeled flow table 

Figure 9.55 FSM for Example 9. 1 4. 
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A 1,4 B 

2 3 

D 5,8 C 

(a) Transition diagram 

A 1,4 B 

3 

2 F 

3 

D 5,8 G 5,8 C 

(b) Augmented transition diagram 

G 

7 

D E 

5,8 
~. 

2 7 Y2 
C 3 F L:YJ 

3 
Yl 

A 1,4 B 

(c) Embedded transition diagram 

Figure 9.56 Transition diagrams for Figure 9.55. 

~OU]d then be impossible to have the pairs (B, C), (B, D), and (C, D) within the Hamming 
d~stance of 1. The solution here is to insert extra vertices in the transition paths, as shown in 
FIgure 9.56b. Vertex E separates B from D, while vertices F and G break the paths (B, C) 
~d (C, D). The labels associated with the transitions are attached to both segments of a 
roken path. The resulting transition diagram can be embedded onto a three-dimensional 
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cube as indicated in Figure 9 .56c, where the black portion of the cube compri ses the desired 
paths. Now the transition from B to D takes place via vertex E if W2 Wl = 10 (label 7). Th 
transition from C to B occurs via F ifwzWI = O~ .(labeI3). The transition from C to D goe: 
through G if WZWt = 11 (label 8), and the transltlon from D to C goes via G if WZWI :::: 00 
(label 5). Therefore, the flow table has to be modified as shown in Figure 9.57a. The three 
extra states are unstable because the circuit will not remain in these states for any valuation 

Present Next state Output 
state W2W1 = 00 01 10 11 Z221 

A 00 C B 00 

B A ® E ® 01 

C @ F @ G 10 

D G A @@ 11 

E - - D - -1 

F - B - - 01 

G C - - D 1-

(a) Modified flow table 

Present Next state 

state w2wl = 00 01 10 11 Output 

Y3Y2Yl Y3 YZY l 22Z1 

A 000 §§ 100 001 00 

B 001 000 @ 011 @ 01 

c 100 @ 101 @ 110 10 

D 010 110 000 §§ 11 

E 011 - - 010 - -1 

F 101 - 001 - - 01 

G 110 100 - - 010 1-

(b) Excitation table 

Figure 9.57 ModiRed tables for Example 9.14. 
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f the inputs. The circuit will merely pass through these states in the process of changing 
~rom one stable state to another. Observe that each of the states E, F, and G is needed 
o facilitate the transitions caused by only one or two valuations of inputs. Thus it is not 
~ecessary to specify the actions that might be caused by other input valuations, because 
uch situations will never occur in a properly functioning circuit. s 

The outputs in Figure 9.57a can be specified using the Mealy model. It is essential 
that a proper output is generated when passing through unstable states, to avoid undesirable 
glitches in the output signals. 

If we assign the state variables as shown on the right of Figure 9.56c, the modified flow 
table leads to the excitation table in Figure 9.57b. From this table, deriving the next-state 
and output expressions is a straightforward task. 

USING PAIRS OF EQUIVALENT STATES Another approach is to increase the flexibility in Exar 

state assignment by introducing an equivalent new state for each existing state. Thus state 
A can be replaced with two states A) and A2 such that the final circuit produces the same 
outputs for Al andA2 as it would for A. Similarly, other states can be replaced by equivalent 
pairs of states. Figure 9.58 shows how a three-dimensional cube can be used to find a good 
state assignment for a four-row flow table. The four equivalent pairs are arranged so that the 
minimum Hamming distance of 1 exists between all pairs. For example, the pair (B1, B2) 
has the Hamming distance of 1 with respect to A 1 (or A2), C2, and D2. 

The transition diagram in Figure 9.56a can be embedded onto the three-dimensional 
cube as shown in Figure 9.58. Since there is a choice of two vertices on the cube for each 
vertex in the transition diagram in Figure 9.56a, the embedded transition diagram does 
not involve any diagonal paths. Using this assignment of states, the flow table in Figure 
9.55a has to be modified as presented in Figure 9.59a. The entries in the table are made 
to allow each transition in the original flow table to be realized using a transition between 
the corresponding pairs of equivalent states. Both states in an equivalent pair are stable 
for the input valuations for which the original state is stable. Thus A 1 and A2 are stable if 
W2 W\ = 00 or 01, Bl and B2 are stable if W2WI = 01 or 11, and so on. At any given time 
the FSM may be in either of the two equivalent states that represent an original state. Then 

C2 

BI 

1,4 
Cl 

Al 

Figure 9.58 

5,8 D2 

B2 

5,8 
1,4 

Dl 

A2 

Embedded transition diagram if two nodes per row 
are used. 

631 



C HAP T E R 9 • ASYNCHRONOUS SEQUENTIAL CIRCUITS 

Present Next state Output 
state w2wI = 00 01 10 11 Z2Z1 

Al @@ Cl B1 00 

A2 @@ Al B2 00 

Bl Al @ B2 ® 01 

B2 A2 @ D2 @ 01 

C1 @ C2 @ Dl 10 

C2 @ B1 @ D2 11 

Dl C1 A2 @)@ 11 

D2 C2 DI @)@ 11 

(a) Modified flow table 

Present Next state 

state W2WI = 00 01 10 11 Output 

Y3Y2Yl Y3 Y2 Yl Z2Z1 

Al 000 §@ 100 010 00 

A2 001 @@ 000 011 00 

BI 010 000 @ all § 01 

B2 011 001 @ 111 @ 01 

C1 100 @ 110 @ 101 10 

C2 110 § 010 § III 10 

Dl 101 100 001 ®® 11 

D2 111 110 101 ®® 11 

(b) Excitation table 

Figure 9.59 Modified flow and excitation tables for Example 9.15. 
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a change to another state must be possible from either of these states. For example, Figure 
9,55a specifies that the FSM must change from the stable state A to state B if the input is 
W2W"1 ~ II. The equivalent transition in the modified flow table is the change from state 
A 1 to B 1 or from state A2 to B2. If the FSM is stable in A and the input changes from 00 
to 10, then a change to C is required. The equivalent transition in the modified flow table 
is from state A 1 to C 1; if the FSM happens to be in state A2, it will first have to change to 
AI. The remaining entries in Figure 9.59a are derived using the same reasoning. 

The outputs are specified using the Moore model, because the only unstable states are 
those involved in changing from one member of the equivalent pair to another, and both 
members generate the same outputs. For instance, in the previously described transition 
from A to C, if the starting point is A2, it is necessary to go first to A I and then to C 1. Even 
though Ali s unstable for w:2 WI = 10, there is no problem because its output is the same as 
that of A2. Therefore, if the original flow table is defined using the Moore model, then the 
modified flow table can also be done using the Moore model. 

Using the assignment of the state variables in Figure 9.58 gives the excitation table in 
Figure 9.59b. 

9.5.4 ONE-HOT STATE ASSIGNMENT 

The previously described schemes based on embedding the flow table in a cube may lead 
to an optimal state assignment, but they require a trial-and-error approach that becomes 
awkward for large machines. A straightforward, but more expensive, alternative is to use 
one-hot codes. If each row in the flow table of an FSM is assigned a one-hot code, then 
race-free state transitions can be achieved by passing through unstable states that are at a 
Hamming distance of 1 from the two stable states involved in the transition. For example, 
SUppose that state A is assigned the code 0001 and state B the code 0010. Then a race-free 
transition from A to B can pass through an unstable state 0011. Similarly, if C is assigned 
the code 0100, then a transition from A to C can be done via the unstable state 0101. 

Using this approach, the flow table in Figure 9.55a can be modified as illustrated in 
Figure 9.60. The four states, A, B, C, and D, are assigned one-hot codes. As seen in the 
figure, it is necessary to introduce six unstable states, E through J, to handle the necessary 
transitions. These unstable states have to be specified only for the specific transitions, 
Whereas for other input valuations they may be treated as don't cares. 

The outputs can be specified using the Moore model. In some cases it does not matter 
when a particular output signal changes its value. For instance, state E is used to facilitate 
the transition from state A to C. Since Z2Zl = 00 in A and lOin C, it is not important if 22 

changes when passing through state E. 
While straightforward to implement, the one-hot encoding is expensive because it 

requires n state variables to implement an n-row flow table. Simplicity of design and the 
Cost of implementation often provide a challenging trade-off in designing logic circuits! 
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State Present Next state Output 
assignment State w2wl = 00 01 to 11 Z2Z1 

0001 A 00 E F 00 

0010 B F ® G ® 01 

0100 C © H © I 10 

1000 D I J ®® 11 
." 

0101 E - - C ~ -0 

0011 F A - - B 0-

1010 G - ~ D - ~1 

0110 H ~ B - - 01 

1100 I C - - D 1-

1001 J - A - - 00 

Figure 9.60 State assignment with one-hot encoding. 

9.6 HAZARDS 

In asynchronous sequential circuits it is important that undesirable glitches on signals should 
not occur. The designer must be aware of the possible sources of glitches and ensure that 
the transitions in a circuit will be glitch free. The glitches caused by the structure of a given 
circuit and propagation delays in the circuit are referred to as hazards. Two types of hazards 
are illustrated in Figure 9.61. 

A static hazard exists if a signal is supposed to remain at a particular logic value when 
an input variable changes its value, but instead the signal undergoes a momentary change 

1 

o u 

Figure 9.61 

__ n ..... _ 
O~O 

(a) Static hazard 

O~l 

(b) Dynamic hazard 

Definition of hazards. 



9.6 HAZARDS 

in its required value. As shown in Figure 9.61a, one type of static hazard is when the signal 
at level 1 is supposed to remain at 1 but dips to 0 for a short time. Another type is when the 
signal is supposed to remain at level 0 but rises momentarily to 1, thus producing a glitch. 

A different type of hazard may occur when a signal is supposed to change from I to 0 
or from 0 to 1. If such a change involves a short oscillation before the signal settles into its 
neW level, as illustrated in Figure 9.61b, then a dynamic hazard is said to exist. 

9.6. 1 STATIC HAZARDS 

Figure 9.62a shows a circuit with a static hazard. Suppose that the circuit is in the state 
where XI = X2 = X3 = 1, in which case! = 1. Now let Xl change from 1 to O. Then the 
circuit is supposed to maintain I = 1. But consider what happens when the propagation 
delays through the gates are taken into account. The change in XI will probably be observed 
at point p before it will be seen at point q because the path from Xl to q has an extra gate 
(NOT) in it. Thus the signal at p will become 0 before the signal at q becomes equal to 1. 
For a short time both p and q will be 0, causingl to drop to 0 before it recovers back to 1. 
This gives rise to the signal depicted on the left side of Figure 9.61 a. 

The glitch on! can be prevented as follows. The circuit implements the function 

The corresponding Karnaugh map is given in Figure 9.62b. The two product terms realize 
the prime implicants encircled in black. The hazard explained above occurs when there is 
a transition from the prime implicant XIX2 to the prime implicant XIX3. The hazard can be 
eliminated by including the third prime implicant, encircled in blue. (This is the consensus 
term, defined in Property 17a in section 2.5.) Then the function would be implemented as 

Now the change in Xl from 1 to 0 would have no effect on the outputl because the product 
term X2X3 would be equal to 1 if X2 = X3 = 1, regardless of the value of Xl. The resulting 
hazard-free circuit is depicted in Figure 9.62c. 

A potential hazard exists wherever two adjacent I s in a Karnaugh map are not covered 
by a single product term. Therefore, a technique for removing hazards is to find a cover 
~n which some product term includes each pair of adjacent 1 s. Then, since a change in an 
Input variable causes a transition between two adjacent Is, no glitch can occur because both 
1 s are included in a product term. 
. In asynchronous sequential circuits a hazard can cause the circuit to change to an 
mcorrect stable state. Example 9.16 illustrates this situation. 

-----------------------------------------------------------------------
In EXample 9.2 we analyzed the circuit that realizes a master-slave D flip-flop. From the Exa 
excitation table in Figure 9.6a, one could attempt to synthesize a minimum-cost circuit that 
realizes the required functions, Ym and Ys • This would give 
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x2 ----r-"""I 
xI-T-I_~ 

(a) Circuit with a hazard 

(b) Karnaugh map 

X 2 -....------1 
xl-'--~--~_~ 

10 

(c) Hazard-free circuit 

f 

f 

Figure 9.62 An example of a static-hazard. 

Ym = CD+ CYm 

= (C t D) t (C t Ym) 

Ys = CYm + CYs 

= (C t Ym) t (C t Ys) 

The corresponding circuit is presented in Figure 9.63a. At first glance this circuit may seeID 
more attractive than the flip-flops discussed in Chapter 7 because it is less expensive. The 
problem is that the circuit contains a static hazard. 
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D 

Ym 

C 

(a) Minimum-cost circuit 

CD CD 

s 00 01 II 10 s 00 01 II 10 

00 
r-
1 00 

01 I 01 I I 

11 I I( 1 1 1 I 1(1 1 1 1 

10 I I 1 1 10 I 1 
"--' 

(b) Karnaugh maps for Y m and Ys in Figure 9.6a 

D----+-J-...r--.... 

C -~--1 

J..)-""-- Q 

(c) Hazard-free circuit 

Figure 9.63 Two-level implementation of master-slave D Flip-flop. 637 
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Figure 9.63b shows the Kamaugh maps for the functions Ym and Ys ' The minimum-cOst 
implementation is based on the prime implicants encircled in black. To see how this circuit 
is affected by static hazards, assume that presently Ys = 1 and C = D = 1. The cirCuit 
generates Ym = 1. Now let C change from 1 to O. For the flip-flop to behave properly 
Ys must remain equal to 1. In Figure 9.63a, when C changes to 0, both p and r becom~ 
1. Due to the delay through the NOT gate, q may still be 1, causing the circuit to generate 
Ym = Ys = O. The feedback from YIIl will maintain q = 1. Hence the circuit remains in an 
incorrect stable state with Ys = O. 

To avoid the hazards, it is necessary to also include the terms encircled in blue, which 
gives rise to the expressions 

Y m = CD + CYm + DYm 

Ys = CYm + CYs + YmYs 

The resulting circuit, implemented with NAND gates, is shown in Figure 9.63c. 
Note that we can obtain another NAND-gate implementation by rewriting the expres

sions for Ym and Ys as 

Ym = CD+ (C +D)Ym 

= (C t D) t ((C + D) t Ym) 

= (C t D) t ((C t D) t Ym) 

Ys = CYm + (C + Ym)Ys 
- -

= (C t Ym) t «C t Ym) t Ys) 

These expressions correspond exactly to the circuit in Figure 7.13. 

17 From the previous examples, it seems that static hazards can be avoided by including all 
prime implicants in a sum-of-products circuit that realizes a given function. This is indeed 
true. But it is not always necessary to include all prime implicants. It is only necessary 
to include product terms that cover the adjacent pairs of Is. There is no need to cover the 
don't-care vertices. 

Consider the function in Figure 9.64. Ahazard-free circuit that implements this function 
should include the encircled terms, which gives 

f = XIX3 + X2X3 + X3X4 

The prime implicant XjX2 is not needed to prevent hazards, because it would account only 
for the two Is in the left-most column. These Is are already covered by XIX3. 

,18 Static hazards can also occur in other types of circuits. Figure 9.65a depicts a product-of-
sums circuit that contains a hazard. If Xl = X3 = 0 and X2 changes from 0 to 1, then f 
should remain at O. However, if the signal at p changes earlier than the signal at q, then p 
and q will both be equal to 1 for a short time, causing a glitch 0 ~ 1 ~ 0 on f . 
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x X 1 2 
4 00 01 11 10 

00 d d 

01 d 

11 1 1 I 

10 1(1 1 1 1) 

Figure 9.64 Function For Example 9.17. 

adjacent Os. In this example the term in blue in the Kamaugh map must be included, giving 

The circuit is shown in Figure 9.65c. 

9.6.2 DYNAMIC HAZARDS 

A dynamic hazard causes glitches on 0 -----* 1 or 1 -----* 0 transitions of an output signal. 
An example is given in Figure 9.66. Assuming that all NAND gates have equal delays, a 
timing diagram can be constructed as shown. The time elapsed between two vertical lines 
corresponds to a gate delay. The output! exhibits a glitch that should be avoided. 

It is interesting to consider the function implemented by this circuit, which is 

This is the minimum-cost sum-of-products expression for the function. If implemented in 
this form, the circuit would not have either a static or a dynamic hazard. 

A dynamic hazard is caused by the structure of the circuit, where there exist multiple 
paths for a given signal change to propagate along. If the output signal changes its value 
three times, 0 -----* I -+ 0 -+ 1 in the example, then there must be at least three paths along 
Which a change from a primary input can propagate. A circuit that has a dynamic hazard 
must also have a static hazard in some part of it. As seen in Figure 9.66b, there is a static 
hazard involving the signal on wire h. 

Dynamic hazards are encountered in multilevel circuits obtained using factoring or 
decomposition techniques, which were discussed in Chapter 4. Such hazards are neither 
ea~y to detect nor easy to deal with. The designer can avoid dynamic hazards simply by 
UStng tWo-level circuits and ensuring that there are no static hazards. 
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Xl---~r""""'" 

x2 -...,--jL...-' 

(a) Circuit with a hazard 

x x 1 2 
x 3 00 01 11 

0 Ii:"""""" 
1\ 0 (0 ) 0) 

1 0 1 I 
'--" 

(b) Karnaugh map 

Xl-~-----~r-~ 

x2-;---""---~L-~ 

10 

1 

1 

(c) Hazard-free circuit 

f 

f 

Figure 9.65 Static hazard in a POS circuit. 

9.6.3 SIGNIFICANCE OF HAZARDS 

A glitch in an asynchronous sequential circuit can cause the circuit to enter an incorrect 
state and possibly become stable in that state. Therefore, the circuitry that generates the 
next-state variables must be hazard free. It is sufficient to eliminate hazards due to changes 
in the value of a single variable because the basic premise in an asynchronous sequential 



xI--L-f-~ 

x2---L_~ 

Figure 9.66 

b 

a 

d 

(a) Circuit 

...... ___ One gate dela 

a 

b --
c 

d 

f 
~ 

~ 

(b) Timing diagram 

Circuit with a dynamic hazard. 

9.6 HAZARDS 

f 

y 

circuit is that the values of both the primary inputs and the state variables must change one 
at a time. 

In combinational circuits, discussed in Chapters 4 through 6, we did not worry about 
hazards, because the output of a circuit depends solely on the values of the inputs. In 
synchronous sequential circuits the input signals must be stable within the setup and hold 
t~mes of flip-flops. It does not matter whether glitches occur outside the setup and hold 
hmes with respect to the clock signal. 
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-9.7 A COMPLETE DESIGN EXAMPLE 

In the previous sections we examined the various design aspects of asynchronous sequential 
circuits. In this section we give a complete design example, which covers all necessary 
steps. 

9.7.1 THE VENDING-MACHINE CONTROLLER 

The control mechanism of a vending machine is a good vehicle for illustrating a possible 
application of a digital circuit. We used it in the synchronous environment in Chapter 8. A 
small example of a vending machine served as an object of analysis in section 9.2. Now We 
will consider a vending-machine controller similar to the one in Example 8.6 to see how 
it can be implemented using an asynchronous sequential circuit. The specification for the 
controller is: 

• It accepts nickels and dimes. 

• A total of 15 cents is needed to release the candy from the machine. 

• No change is given if 20 cents is deposited. 

Coins are deposited one at a time. The coin-sensing mechanism generates signals 
N = 1 and D = 1 when it sees a nickel or a dime, respectively. It is impossible to have 
N = D = 1 at the same time. Following the insertion of a coin for which the sum equals 
or exceeds 15 cents, the machine releases the candy and resets to the initial state. 

Figure 9.67 shows a state diagram for the required FSM. It is derived using a straight
forward approach in which all possible sequences of depositing nickels and dimes are 
enumerated in a treelike structure. To keep the diagram uncluttered, the labels D and N 
denote the input conditions DN = 10 and DN = 01, respectively. The condition DN = 00 
is labeled simply as O. The candy is released in states F, H, and K, which are reached after 
15 cents has been deposited. and in states I and L, upon a deposit of 20 cents. 

The corresponding flow table is given in Figure 9.68. It can be reduced using the 
partitioning procedure as follows 

Pl = (ADGJ)(BE)( C) (FIL)(HK) 

P2 = (A)(D)(GJ)(B)(E)(C)(FIL)(HK) 

P3 = P2 

Using G to represent the equivalent states G and J, F to represent F, I, and L, and H to 

represent Hand K yields a partially reduced flow table in Figure 9.69. The merger diagram 
for this table is presented in Figure 9.70. It indicates that states C and E can be merged, as 
well as F and H. Thus the reduced flow table is obtained as shown in Figure 9.71a. The 
same information is depicted in the form of a state diagram in Figure 9.72. 

Next a suitable state assignment must be found. The flow table is relabeled in Figure 
9.71h to associate a unique number with each stable state. Then the transition diagram 
in Figure 9.73a is obtained. Since we wish to try to embed the diagram onto a three
dimensional cube, eight vertices are shown in the figure. The diagram shows two diagonal 
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o 

o 

N 

o 0 

Figure 9.67 Initial state diagram for the vending-machine controller. 

transitions. The transition between D and G (label 7) does not matter, because it is only an 
alternative path. The transition from A to C (label 4) is required, and it can be realized via 
unused states as indicated in blue in Figure 9.73b. Therefore, the transition diagram can be 
embedded onto a three-dimensional cube as shown. Using the state assignment from this 
figure, the excitation table in Figure 9.74 is derived. 

The Karnaugh maps for the next-state functions are given in Figure 9.75. From these 
maps the following hazard-free expressions are obtained 

Yl = NY2 + NYl + DYI + YIY3 + YlY2 

Y2 = NYl + NY2 + YlY3 + DY2Y3 + DY2Y3 
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Present Next state Output 
state DN=OO 01 10 11 z 

A 0 B C - 0 

B D ® - - 0 

C J - © - 0 

D ® E F - 0 

E G ® - - 0 

F A - ® - 1 

G @ H I - 0 

H A ® - - 1 

I A - CD - 1 

J 0 K L - 0 

K A ® - - 1 

L A - © - 1 

Figure 9.68 Initial flow table for the vending-machine controller. 

Present Next state Output 
state DN=OO 01 10 11 z 

A 0 B C - 0 

B D ® - - 0 

C G - © - 0 

D ® E F - 0 

E G ® - - 0 

F A - ® - 1 

G @ H F - 0 

H A ® - - 1 

Figure 9.69 First step in state minimization. 

All product terms in these expressions are needed for a minimum-cost POS implementation 
except for Y1Y2, which is included to prevent hazards in the expression for Y1. The output 
expression is 
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A B c 
• • 

H • D 

F 

Figure 9.70 Merger diagram for Figure 9.69. 

Present Next state Output 
state DN=OO 01 10 11 z 

A 0 B C - 0 

B D ® - - 0 

C G ©© - 0 

D ® c F - 0 

F A ®® - 1 

G © F F - 0 

(a) Minimized flow table 

Present Next state Output 
state DN=OO 01 10 11 z 

A G) 2 4 - 0 

B 5 0 - - 0 

C 8 00 - 0 

D G) 3 7 - 0 

F 1 @(j) - 1 

G CD 6 7 - 0 

(b) Relabeled flow table 

Figure 9.71 Reduced flow tables. 
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00 

00 

01 
10 

01 
10 

DN 

01 

00 

00 

01 
10 

01 

Figure 9.72 State diagram for the vending-machine controller. 

B 5 D 110 4 

5 

B D 
010 

4 
011 

2 7 2 7 
100 

6, 7 

A 1 F A 1 F 
000 001 

(a) Transition diagram (b) Embedded on the cube 

Figure 9.73 Determination of the state assignment. 

C 
111 

8 

G 
101 



Present 

state 

Y3Y2}'1 

A 000 

B 010 

c 111 

D 011 

F 001 

G 101 

100 

110 

Figure 9.74 

9.8 CONCLUDING REMARKS 

Next state 

DN=OO 01 10 11 Output 

Y3 Y2 Yl Z 

§ 010 100 - 0 

011 § - 0 

101 § § - 0 

@ 111 001 - 0 

000 § § - 1 

@) 00) 001 - 0 

- - 110 - 0 

- - 111 - 0 

Excitation table based on the state assignment in 
Figure 9.73b. 

9.8 CONCLUDING REMARKS 

Asynchronous sequential circuits are more difficult to design than the synchronous sequen
tial circuits. The difficulties with race conditions present a problem that must be handled 
carefully. At the present time there is little CAD support for designing asynchronous cir
cuits. For these reasons, most designers resort to synchronous sequential circuits in practical 
applications. 

An important advantage of asynchronous circuits is their speed of operation. Since 
there is no clock involved, the speed of operation depends only on the propagation delays 
in the circuit. In an asynchronous system that comprises several circuits, some circuits may 
operate faster than others, thus potentiall y improving the overall performance of the system. 
In contrast, in synchronous systems the clock period has to be long enough to accommodate 
the slowest circuit, and it has a large effect on the perfonnance. 

Asynchronous circuit techniques are also useful in designing systems that consist of 
two or more synchronous circuits that operate under the control of different clocks. The 
Signals exchanged between such circuits often appear to be asynchronous in nature. 

From the reader's point of view, itis useful to view asynchronous circuits as an excellent 
vehicle for gaining a deeper understanding of the operation of digital circuits in general. 
These circuits illustrate the consequences of propagation delays and race conditions that 
may be inherent in the structure of a circuit. They also illustrate the concept of stability, 
demonstrated through the existence of stable and unstable states. For further discussion of 
asynchronous sequential circuits, the reader may consult references [1-6]. 
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DN DN 
YtY 2 00 01 11 10 YIY 2 00 01 11 

00 d 00 d d d 

01 1 d d 01 d d d 

11 1 1 d 1 11 1 1 d 

10 1 d 1 10 1 1 d 

Y3 = 1 

(a) Map for Y, 

DN DN 
YIY 2 00 01 11 10 YtY 2 00 01 11 

00 1 d 00 d d d 

01 1 1 d d 01 d d d 

11 1 1 d 11 1 d 

10 d 10 d 

(b) Map for Y2 

DN DN 

YIY 2 00 01 11 10 2 00 01 11 

00 d 1 00 d d d 

01 d d 01 d d d 

11 1 d 11 1 1 d 

10 d 10 1 d 

(c) Map for Y3 

Figure 9.75 Karnaugh maps for the functions in Figure 9.74. 
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YI 

z 

W 2 - ...... -----1--------------' 

Figure 9.76 Circuit for Example 9.19. 

9.9 EXAMPLES OF SOLVED PROBLEMS 

This section presents some typical problems that the reader may encounter, and shows how 
such problems can be solved. 

Problem: Derive a flow table that describes the behavior of the circuit in Figure 9.76. Exc 

Solution: Modelling the propagation delay in the gates of the circuit as shown in Figure 
9.8, the circuit in Figure 9.76 can be described by the following next-state and output 
expressions 

YI = WI W2 + W2Yl + WIYIY2 

Y2 = W2 + WIYl + WIY2 

Z = Y2 

These expressions lead to the excitation table in Figure 9.77a. Assuming the state assign
Illent A = 00, B = 01, C = 10, and D = 11, yields the flow table in Figure 9.77h. 
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Present Next state 

state w2wI = 00 01 10 II Output 

Y2Yl YZYI Y2 Y l Y2 YI Y2 Y l Z 

00 @) 01 10 10 0 

01 11 @) 10 10 0 

10 00 11 @ @ 1 

11 @ @ @ 10 1 

(a) Excitation table 

Present Next state Output 
state w2wl = 00 01 10 11 z 

A 0 B C C 0 

B D ® c c 0 

C A D ©© 1 

D ®®® c 1 

(b) Flow table implemented by the circuit 

Present Next state Output 
state W2Wl = 00 01 10 11 z 

A 0 B C C a 
B D ® - c 0 

C A D ©© 1 

D ®®® c 1 

(c) Final flow table 

Figure 9.77 Excitation and flow tables for the circuit in Figure 9.76. 

650 



9.9 EXAMPLES OF SOLVED PROBLEMS 

Since in a given stable state, inputs to the circuit can only change one at a time, some 
entries in the flow table may be designated as unspecified. Such is the case when the 
circuit is stable in state B and input values are WZW\ = 01. Now, both inputs cannot 
change simultaneously, which means that the corresponding entry in the flow table should 
be designated as unspecified. However, a different situation arises when the circuit is stable 
in state A and input values are WZWI = 00. In this case, we cannot indicate the transition 
in column WZWI = 11 as unspecified. The reason is that if the circuit is in stable state B, 
it has to be able to change to state C when wz changes from 0 to 1. States Band Care 
implemented as YZYI = 01 and Y2YI = 10, respectively. Since both state variables must 
change their values, the route from 01 to 10 will take place either via 11 or 00, depending on 
the delays in different paths in the circuit. If yz changes first, the circuit will pass through 
unstable state D and then settle in the stable state C. But, if WI changes first, the circuit 
has to pass through unstable state A before reaching state C. Hence, the transition to state 
C in the first row must be specified. This is an example of a safe race, where the circuit 
reaches the correct destination state regardless of propagation delays in different paths of 
the circuit. The final flow table is presented in Figure 9.77c. 

Problem: Are there any hazards in the circuit in Figure 9.76? 

Solution: Figure 9.78 gives Karnaugh maps for the next-state expressions derived in Ex
ample 9.19. As seen from the maps, all prime implicants are included in the expression for 
fl. But, the expression for Yz includes only three of the four available prime implicants. 
There is a static hazard when WZYZYI = 011 and WI changes from 0 to 1 (or 1 to 0). This 
hazard can be removed by adding the fourth prime implicant, YIY2, to the expression for Yz. 

ww. I 2 ww. 1 2 
Z 00 01 11 10 YIY 2 00 01 11 10 ,.. ...... 

00 1 00 1 1 

01 1 01 1 1 1 

IC 1 1) 
r- -

11 1 11 1 I 1 1 

10 1 1 10 1 I 1 - i---" 

Figure 9.78 Karnaugh maps for the circuit in Figure 9.76. 
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w 

z-.J ~ ____ ~rl~ ______ _ 
Figure 9.79 Waveforms for Example 9.21. 

9.21 Problem: A circuit has an input wand an output z. A sequence of pulses is applied on input 
w. The output has to replicate every second pulse, as illustrated in Figure 9.79. Design a 
suitable circuit. 
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Solution: Figure 9.80 shows a possible state diagram and the corresponding flow table. 
Compare this with the FSM defined in Example 9.4 in Figure 9.13, which specifies a serial 
parity generator. The only difference is in the output signal. In our case, Z = 1 only in 
state B. Therefore, the next-state expressions are the same as in Example 9.4. The output 
expression is 

w= 1 
o 1 

o o 

1 
1 o 

(a) State diagram 

Present Next state Output 
State w=Q w = 1 z 

A ® B Q 

B C ® 1 

C © D Q 

D A ® 0 

(b) Flow table 

Figure 9.80 State diagram and flow table for Example 9.21. 
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Present Next state Output 
state W2Wl = 00 01 10 11 z 

A 0 E C - 0 

B - E H ® 1 

C G - © F 0 

D A ® - B 1 

E G ® - B 0 

F - D C ® 0 

G @ E C - 0 

H A - ® B 1 

Figure 9.81 Flow table for Example 9.22. 

Problem: Consider the flow table in Figure 9.81. Reduce this flow table and find a state EX4 

assignment that allows this FSM to be realized as simply as possible, preserving the Moore 
model. Derive an excitation table. 

Solution: Using the partioning procedure on the flow table in Figure 9.81 gives 

PI = (ACEFG)(BDH) 

P2 = (AG)(B)(C)(D)(E)(F)(H) 

P3 =P2 

Combining A and G produces the flow table in Figure 9.82. A merger diagram for this table 
is shown in Figure 9.83. Merging the states (A, E), (C, F), and (D, H) leads to the reduced 
flow table in Figure 9.84. To find a good state assignment, we relabel this flow table as 
indicated in Figure 9.85, and construct the transition diagram in Figure 9.86a. The only 
problem in this diagram is the transition from state D to state A, labeled as 1. A change from 
D to A can be made via state C if we specify so in the flow table. Then, a direct transition 
from D to A is not needed.(as depicted in Figure 9.86b. The resulting flow table and the 
corresponding excitation table are shown in Figure 9.87. 

Problem: Derive a hazard-free minimum-cost SOP implementation for the function EX4 

!(XI, ... , X5) = L m(2, 3,14,17,19,25,26.30) + D(lO, 23,27,31) 

Solution: The Kamaugh map for the function is given in Figure 9.88. From it, the required 
expression is derived as 

f = XI X 3X5 + X2X4 X 5 + XI X 2X3X4 + X2 X 3X 4X 5 

The first three product terms cover all 1 s in the map. The fourth term is needed to avoid 
having a hazard when X2 X 3X 4X 5 = 0011 and XI changes from 0 to 1 (or 1 to 0). Thus, each 
pair of adjacent Is is covered by some prime implicant in the expression. 
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Present Next state Output 
state w2WI = 00 01 10 11 z 

A ® E C - 0 

B - E H ® 1 

C A - © F 0 

D A ® - B 1 

E A ® - B 0 

F - D C ® 0 

H A - ® B 1 

Figure 9.82 Reduction after the partitioning procedure. 

A D B 

E H 

Figure 9.83 Merger diagram for the flow table in Figure 9.82. 

Present Next state Output 
state W2Wl = 00 01 10 11 z 

A 00 C B 0 

B - A D ® 1 

C A D ©© 0 

D A @@ B 1 

Figure 9.84 Reduced flow table for the FSM in Figure 9.82. 
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Present Next state Output 
state 

w2wl = 00 01 10 11 z 

A (DQ) 4 3 0 

B - 2 7 Q) 1 

C 1 6 @@ 0 

D 1 @G) 3 1 

Figure 9.85 Relabeled flow table of Figure 9.84. 

c= 10 D=l1 

1,4 3, 7 

A=OO 2,3 B=Ol 

(a) Initial transition diagram 

c= 10 1,6 D=l1 

1,4 3, 7 

A=OO 2,3 B=OI 

(b) Augmented transition diagram 

Figure 9.86 Transition diagrams for Figure 9.85. 
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Present Next state Output 
state w2wl = 00 01 10 11 z 

A 00 C B 0 

B - A D ® 1 

C A D ©© 0 

D c ®® B 1 

(a) Final flow table 

Present Next state 

state w2wl = 00 01 10 11 Output 

Y2Y} Y2 Y} Y2 Y} Y2 Y} f2 Y) Z 

00 @) @ 10 01 0 

01 - 00 11 ® 1 

10 00 11 @ @ 0 

11 10 @ @ 01 1 

(b) Excitation table 

Figure 9.87 Excitation and flow tables for Example 9.22. 

1 2 1 2 
4 00 01 11 10 4 00 01 11 10 

00 00 1 1 

01 1 d 1 01 1 d 1 

11 1 1 11 d d 

10 10 

Figure 9.88 Karnaugh map for Example 9.23. 
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)BLEMS 

rers to problems marked by an asterisk are given at the back of the book. 

*9.1 Derive a flow table that describes the behavior of the circuit in Figure P9.1. Compare your 
solution with the tables in Figure 9.21. Is there any similarity? 

9.2 Consider the circuit in Figure P9.2. Draw the waveforms for the signals C, Z[, and Z2. 

Assume that C is a square-wave clock signal and that each gate has a propagation delay 
~. Express the behavior of the circuit in the form of a flow table that would produce the 
desired signals. (Hint: use the Mealy model.) 

9.3 Derive the minimal flow table that specifies the same functional behavior as the flow table 
in Figure P9.3. 

9.4 Derive the minimal Moore-type flow table that specifies the same functional behavior as 
the flow table in Figure P9.4. 

'----------11~-----~ Yl 

Y2 

Z2 

W2---------------------~ 

Figure P9.1 Circuit for problem 9.1. 

c---+---------____ ---\ 

Figure P9.2 Circuit for problem 9.2. 
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Present Next state Output 
state w2wl = 00 01 10 11 z 

A 0 B C - 0 

B D ® - - 0 

C P - © - 0 

D ® E F - 0 

E G ® - - 0 

F M - ® - 0 

G @ H I - 0 

H J ® - - 0 

I A - CD - 1 

J CD K L - 0 

K A ® - - 1" 
\. 

L A - C0 - 1 

M @ N 0 - 0 

N A ® - - 1 
-.~ ....... ,-

0 A - @ - 1 

p ® R S - 0 

R T ® - - 0 

S A - ® - 1 

T @ U V - 0 

U A @ - - 1 

(V A - ® - 1 
'., 

Figure P9.3 Flow table For problem 9.3. 

9.5 Find a suitable state assignment using as few states as possible and derive the next-state 
and output expressions for the flow table in Figure 9,42. 

9.6 Find a suitable state assignment for the flow table in Figure 9,42, using pairs of equivalent 
states, as explained in Example 9.15. Derive the next-state and output expressions. 

9.7 Find a state assignment for the flow table in Figure 9,42, using one-hot encoding. Derive 
the next-state and output expressions. 

*9.8 Implement the FSM specified in Figure 9.39, using the merger diagram in Figure 9.40a. 
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Present Next state Output 

state w2wl = 00 01 10 11 z 

A 0 B C - 0 

B K ® - H 0 

C F - © M 0 

D ® E J - 1 

E A@ - M 0 

F ® L J - 0 

G D @ - H 0 

H - G J ® 1 

J F - 0 H 0 

K ® L C - 1 

L A CD - H 0 

M - G C @ 1 

Figure P9.4 Flow table for problem 9.4. 

9 .. 9 Find a suitable state assignment for the FSM defined by the flow table in Figure P9.5. 
Derive the next-state and output expressions for the FSM using this state assignment. 

*9.10 Find a hazard-free minimum-cost implementation of the function 

t(Xl, ... , X4) = Lm(O, 4, 11, 13, 15) + D(2, 3,5,10) 

Present Next state Output 
state W2Wt = 00 01 10 11 z 

A ® B C - 0 

B D ® - G 0 

C F - © G 0 

D ® E C - 1 

E A ® - G 0 

F ® E C - 0 

G - B C @ 1 

Figure P9.S Flow table for problem 9.9. 
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9.11 Repeat problem 9.10 for the function 

!(Xl, ... , X5) = L m(O, 4,5,24,25,29) + D(8, 13, 16,21) 

*9.12 Find a hazard-free minimum-cost POS implementation of the function 

j(Xl, ... , X4) = I1M (0,2,3,7,10) + D(5, 13, 15) 

9. 1 3 Repeat problem 9.12 for the function 

!(X1, ... , xs) = nM (2,6,7,25,28,29) + D(O, 8,9, to, 11,21,24,26,27,30) 

*9.14 Consider the circuit in Figure P9.6. Does this circuit exhibit any hazards? 

9.15 Design an original circuit that exhibits a dynamic hazard. 

9.16 A control mechanism for a vending machine accepts nickels and dimes. It dispenses mer
chandise when 20 cents is deposited; it does not give change if 25 cents is deposited. 
Design the FSM that implements the required controL using as few states as possible. Find 
a suitable state assignment and derive the next-state and output expressions. 

*9.17 Design an asynchronous circuit that meets the following specifications. The circuit has two 
inputs: a clock input c and a control input w. The output, z, replicates the clock pulses when 
w = 1; otherwise, Z = 0. The pulses appearing on :: must be full pulses. Consequently, if 
c = I when w changes from 0 to I, then the circuit will not produce a partial pulse on~, 
but will wait until the next clock pulse to generate z = 1. If c = 1 when w changes from 
I to 0, then a full pulse must be generated; that is, z = 1 as long as c = 1. Figure P9.7 
il1ustrates the desired operation. 

9.18 Repeat problem 9.17 but with the following change in the specification. While w = 1, the 
output z should have only one pulse; if several pulses occur on c, only the first one should 
be reproduced on z. 

A 
B 

n---f 

c ---JW-""" 
lJ---.... 

D -1_,.,,1 
10---- g 

E 

Figure P9.6 Circuit for problem 9.14. 
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c 

w 

z 

Figure P9.7 Waveforms for problem 9.17. 

9.19 Example 9.6 describes a simple arbiter for two devices contending for a shared resource. 
Design a similar arbiter for three devices that use a shared resource. In case of simultaneous 
requests, namely, if one device has been granted access to the shared resource and before it 
releases its request the other two devices make requests of their own, let the priority of the 
devices be Device 1 > Device 2 > Device 3. 

9.20 In the discussion of Example 9.6, we mentioned a possible use of the mutual exclusion 
element (ME) to prevent both request inputs to the FSM being equal to I at the same time. 
Design an arbiter circuit for this case. 

9.21 In Example 9.21 we designed a circuit that replicates every second pulse on input w as a 
pulse on output z. Design a similar circuit that replicates every third pulse. 

9.22 In Example 9.22 we merged states D and H to implement the FSM in Figure 9.82. An 
alternative was to merge states Band H. according to the merger diagram in Figure 9.83. 
Derive an implementation using this choice. Derive the resulting excitation table. 
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chClpl'er 

10 
DIGITAL SYSTEM DESIGN 

CHAPTER OBJECTIVES 

In this chapter you willleam about aspects of digital system design, including 

• Enable inputs for flip-flops, registers, and shift registers 

• Static random access memory (SRAM) blocks 

• Several system design examples using ASM charts 

• Clock synchronization 

• Clock skew 

• Flip-flop timing at the chip level 
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In the previous chapters we showed how to design many types of simple circuits, such as multiple 
decoders, flip~flops, registers, and counters, which can be used as building blocks. In this chapter We prox~rs, 
examples of more complex circuits that can be constructed using the building blocks as subcircuits t de 

larger circuits form a digital system. We show both the design of the circuits for these systems, and ho'w t~Ch 
can be described using VHDL code. For practical reasons our examples of digital systems will not be lar ey 

but th.e de.sign techniques p~ese~ted are applicable to systems of ~ny size. ~fter pre~enting s.ev~ral examp\!:: 
we WIll dISCUSS some praCtlcalissues, such as how to ensure rehable c10ckmg of flIp-flops m mdividual and 
multiple chips, how to deal with input signals that are not synchronized to the clock signal, and the like. 

A digital system consists of two main parts, called the datapath circuit and the control circuit. The 
datapath circuit is used to store and manipulate data and to transfer data from one part of the system to 
another. Datapath circuits comprise building blocks such as registers, shift registers, counters, multiplexers 
decoders, adders, and so on. The control circuit controls the operation of the datapath circuit. In Chapter 8 
we referred to the control circuits as finite state machines. 
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10.1 BUILDING BLOCK CIRCUITS 

We will give several examples of digital systems and show how to design their datapath 
and control circuits. The examples use a number of the building block circuits that were 
presented in earlier chapters. Some building blocks used in this chapter are described below. 

10. 1. 1 FLIP-FLOPS AND REGISTERS WITH ENABLE INPUTS 

In many applications that use D flip· flops, it is useful to be able to prevent the data stored 
in the flip~flop from changing when an active clock edge occurs. We showed in Figure 
7.56 how this capability can be provided by adding a multiplexer to the flip-flop. Figure 
1O.la depicts the circuit. When E = 0, the flip-flop output cannot change, because the 
multiplexer connects Q to D. But if E = I, then the multiplexer connects the R input to D. 
Instead of using the multiplexer shown in the figure, another way to implement the enable 
feature is to use a two~input AND gate that drives the flip~flop's clock input. One input to 
the AND gate is the clock signal, and the other input is E. Then setting E = 0 prevents 
the clock signal from reaching the flip-flop's clock input. This method seems simpler th~n 
the multiplexer approach, but we will show in section 10.3 that it can cause problems lD 

practical operation. We will prefer the multiplexer-based approach over gating the clock 
with an AND gate in this chapter. . 

VHDL code for a D flip-flop with an asynchronous reset input and an enable inpu~ IS 

given in Figure 1 a.lb. We can extend the enable capability to registers with n bits by ~sWg 
n 2-to-l multiplexers controlled by E. The multiplexer for each flip-flop, i, selects elth: 
the external data bit, Ri, or the flip~flop's output, Qi. VHDL code for an n~bit register WI 

an asynchronous reset input and an enable input is given in Figure 10.2. 



10.1 BUILDING BLOCK CIRCUITS 

E 

R 
i..- 0 

D Q 
1 

Q 
....,.,. 

Clock t> Q 

(a) Circuit 

LIBRARY ieee; 
USE ieee.stdJogicI164.all ; 

ENTITY rege IS 
PORT ( R, Resetn, E, Clock :IN STD_LOGIC ; 

Q :BUFFER STD_LOGIC ) ; 
END rege; 

ARCHITECTURE Behavior OF rege IS 
BEGIN 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Q <= '0'; 

ELSIF Clock' EVENT AND Clock = '1' THEN 
IF E = ' I ' THEN 

Q<=R; 
ELSE 

Q<=Q; 
END IF; 

END IF; 
END PROCESS; 

END Behavior; 

(b) VHDL code 

Figure 10.1 A flip-flop with an enable input. 
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LIBRARY ieee; 
USE ieee.std_Iogicl164.all ; 

ENTITY regne IS 
GENERIC ( N : INTEGER := 4 ) ; 
PORT (R : IN STD-LOGIC_VECTOR(N-l DOWNTO 0); 

Resetn : IN STD-LOGIC ; 
E, Clock : IN STD-LOGIC ; 
Q : OUT STD-LOGIC_VECTOR(N-l DOWNTO 0)); 

ENDregne; 

ARCHITECTURE Behavior OF regne IS 
BEGIN 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Q < = (OTHERS => '0') ; 

ELSIF Clock'EVENT AND Clock = ' l' THEN 
IFE = '1' THEN 

Q<=R; 
END IF ~ 

END IF ; 
END PROCESS; 

END Behavior; 

Figure 10.2 VHDL code for an n-bit register with an enable input. 

10. 1.2 SHIFT REGISTERS WITH ENABLE INPUTS 

It is useful to be able to inhibit the shifting operation in a shift register by using an enable 
input, E. We showed in Figure 7.19 that shift registers can be constructed with a parallel-
load capability, which is implemented using a multiplexer. Figure 10.3 shows how the 
enable feature can be added by using an additional multiplexer. If the parallel-load control 
input, L, is 1, the flip-flops are loaded in parallel. But if L = 0, the additional multiplexer 
selects new data to be loaded into the flip-flops only if the enable E is 1. 

VHDL code that represents a right-to-Ieft shifting version of the circuit in Figure lOJ 
is given in Figure 10.4. When L = 1, the register is loaded in parallel from the R input. 
When L = 0 and E = 1, the data in the shift register is shifted in a right-to-left direction. 

VHDL Components 

For the examples presented later in this chapter, several VHDL components will ?e 
used as subcircuits. For convenience, the component declarations for these subcircUlts 
are defined in the VHDL package named components, shown in Figure 10.5. The code 
for the regne entity is defined in Figure 10.2. The code for shiftlne appears in Figure lOA. 
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Figure 10.3 A shift register with parallel-load and enable 
control inputs. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.all ; 

- - right-to-Ieft shift register with parallel load and enable 
ENTITY shiftlne IS 

GENERIC (N: INTEGER:= 4); 
PORTe R : IN STD~OGIC_ VECTOR(N -1 DOWNTO 0) ; 

L, E, w : IN STD_LOGIC ; 
Clock : IN STD~OGIC ; 
Q : BUFFER STD_LOGIC_ VECTOR(N -1 DOWNTO 0) ) ; 

END shiftlne ; 

ARCHITECTURE Behavior OF shiftlne IS 
BEGIN 

PROCESS 
BEGIN 

WAIT UNTIL Clock'EVENT AND Clock = '1' ; 
IFL = '1' THEN 

Q<=R; 
ELSIF E = '1' THEN 

Q(O) <= w; 
Genbits: FOR i IN 1 TO N -1 LOOP 

Q(i) <= Q(i-l); 
ENDLOOP; 

END IF ; 
END PROCESS; 

END Behavior; 

Figure 10.4 Code for a right-to-Ieft shift register with an enable input. 

The shiftme component represents an n-bit shift register with an enable input that shifts to 
the right. The code is shown in Figure 8.48. The code for the entities mux2tol, muxdff, 
and downcnt is given in Figures 6.27, 7.47, and 7.54, respectively. The upcount entity is 
the same as the one in Figure 7.53, with two differences. First, a GENERIC parameter is 
added, named modulus, which specifies that the count values are 0 to modulus-I. Second, 
an enable input, E, is added that prevents the counter's outputs from changing when E ::= O. 

10. 1.3 STATIC RANDOM ACCESS MEMORY (SRAM) 

We have introduced several types of circuits that can be used to store data. Assume that 
we need to store a large number, m, of data items, each of which consists of n bits. ~ne 
possibility is to use an n-bit register for each data item. We would need to design circUl.tr)' 
to control access to each register, both for loading (writing) data into it and for readtng 
data out. 
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LIBRARY ieee ; 
USE ieee.std_Iogic_1164.all ; 

PACKAGE components IS 
- - 2-to-1 multiplexer 
COMPONENT mux2tol 

PORT ( wO, wI : IN STD~OGIC ; 
s : IN STD~OGIC ; 
f : OUT STD~OGIC); 

END COMPONENT; 

- - D flip-flop with 2-to-1 multiplexer connected to D 
COMPONENT muxdff 

PORT (DO, Dl, Sel, E, Clock : IN STD~OGIC; 

Q : OUT STD~OGIC); 
END COMPONENT ; 

- - n-bit register with enable 
COMPONENT regne 

GENERIC (N: INTEGER:= 4); 
PORT ( R : IN STD~OGIC_VECTOR(N-l DOWNTO 0) ; 

Resetn : IN STD~OGIC ; 
E, Clock : IN STD~OGIC; 

Q : OUT STD~OGIC_VECTOR(N-l DOWNTO 0»; 
END COMPONENT; -

- - n-bit right-to-left shift register with parallel load and em~Ple 
COMPONENT shiftlne 

GENERIC ( N : INTEGER := 4 ) ; 
PORT ( R : IN STD~OGIC_VECTOR(~ 1 DOWNTO 0) ; 

L, E, w : IN STD~OGIC ; 
Clock : IN STD~OGIC ; 
Q : BUFFER STD~OGIC_VECTOR(N-l DOWNTO 0»; 

END COMPONENT ; 

... continued in Part b 

Figure 10.5 Component declaration statements for building blocks (Part a). 

When m is large, it is awkward to use individual registers to store the data. A better 
~pproach is to make use of a static random access memory (SRAM) block. An SRAM block 
1S a two-dimensional array of SRAM cells, where each cell can store one bit of information. 
If We need to store m items with n bits each, we can use an array of m x n SRAM cells. 
The dimensions of the SRAM array are called its aspect ratio. 

An SRAM cell is similar to the storage cell that was shown in Figure 7.3. Since an 
SRAM block may contain a large number of SRAM cells, each cell must take as little space 
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- - n-bit left-to-right shift register with parallel load and enable 
COMPONENT shiftrne 

GENERIC ( N : INTEGER := 4 ) ; 
PORT (R : IN STD~OGIC_VECTOR(N-l DOWNTO 0); 

L, E, w : IN STD_LOGIC ; 
Clock : IN STD~OGIC; 

Q : BUFFER STD_LOGIC_ VECTOR(N -1 DOWNTO 0) ) ; 
END COMPONENT ; 

- - up-counter that counts from 0 to modulus -1 
COMPONENT upcount 

GENERIC ( modulus: INTEGER := 8 ) ; 
PORT ( Resetn : IN STD-LOGIC ; 
PORT (Clock, E, L : IN STD~OGIC; 

R : IN INTEGER RANGE 0 TO modulus -1 ; 
Q : BUFFER INTEGER RANGE 0 TO modulus -1 ) ; 

END COMPONENT; 

- - down-counter that counts from modulus - 1 down to 0 
COMPONENT downcnt 

GENERIC (modulus: INTEGER:= 8); 
PORT (Clock, E, L : IN STD~OGIC; 

Q : BUFFER INTEGER RANGE 0 TO modulus -1 ) ; 
END COMPONENT; 

END components; 

Figure 10.5 Component declaration statements for building blocks (Part b). 

.". 

on an integrated circuit chip as possible. For this reason, the storage cell should use as 
few transistors as possible. One popular storage cell used in practice is depicted in Figure 
10.6. It operates as follows. To store data into the cell, the Sel input is set to 1, and the 
data value to be stored is placed on the Data input. The SRAM cell may include a separate 
input for the complement of the data, indicated by the transistor shown in blue in the figure. 
For simplicity we assume that this transistor is not included in the celL After waiting long 
enough for the data to propagate through the feedback path formed by the two NOT gates, 
Sel is changed to O. The stored data then remains in the feedback loop indefinitely. A 
possible problem is that when Sel = I, the value of Data may not be the same as the value 
being driven by the small NOT gate in the feedback path. Hence the transistor controlled by 
Sel may attempt to drive the stored data to one logic value whi Ie the output of the small NOT 
gate has the opposite logic value. To resolve this problem, the NOT gate in the feedback 
path is built using small (weak) transistors, so that its output can be overridden with new 
data. 

To read data stored in the cell, we simply set Sel to 1. In this case the Data node would 
not be driven to any value by external circuitry, so that the SRAM cell can place the stored 
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Sel 

Data Data 

Figure 10.6 An SRAMce11. 

data on this node. The Data signal is passed through a buffer, not shown in the figure, and 
provided as an output of the SRAM block. 

An SRAM block contains an array of SRAM cells. Figure 10.7 shows an array with 
two rows of two cells each. In each column of the array, the Data nodes of the cells are 
connected together. Each row, i, has a separate select input, Sel;, that is used to read or write 
the contents of the cells in that row. Larger arrays are formed by connecting more cells to 
Seli in each row and by adding more rows. The SRAM block must also contain circuitry 
that controls access to each row in the array. Figure 10.8 depicts a 2m X n array of the type 
in Figure to.7, which has a decoder that drives the Sel inputs in each row of the array. The 
inputs to the decoder are called Address inputs. This term de· s from the notion that the 
location of a row in the array can be thought of as thec' address" of e row. The decoder 

, \ 

Seto --i--..-----------+-

Figure 10.7 A 2 x 2 array of SRAM cells. 
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Data inputs { d n - 1 dn - 2 do 

Write • •• 

2f ~~ 
Selo 

• •• 

Sell 
• •• 

ao .. ~ Sel2 
t!) 

"0 • • • 
0 

at .. u 
t!) 

Address 
"0 

• E 
N • I 
0 

am - l • ..... · • I 

E: · • 
~ · • 

• • • 

Read -+--+----+-t--- ... fl 
Data outputs {qn-l qn~2 

Figure 10.8 A 2m 
X n SRAM block. 

has m Address inputs and produces 2m select outputs. If the Write control input is 1, then 
the data bits on the inputs dn-l, ... , do are stored in the cells of the row selected by the 
Address inputs. If the Read control input is 1, then the data stored in the row selected by 
the Address inputs appears on the outputs qn-l, ... , qo. In many practical applications the 
data inputs and data outputs are connected together. Thus the Write and Read inputs must 
never have the value I at the same time. 

The design of memory blocks has been the subject of intensive research and develop
ment. We have described only the basic operation of one type of memory block. The reader 
can refer to books on computer organization for more information [1,2]. 



10.2 DESIGN EXAMPLES 

10. 1.4 SRAM BLOCKS IN PLDs 

Some PLDs contain SRAM blocks that can be used as part of circuits implemented in the 
chips. One popular chip has a number of SRAM blocks, each of which contains 4096 SRAM 
cells. The SRAM blocks can be configured to provide different aspect ratios, depending on 
the needs of the design being implemented. Aspect ratios from 512 x 8 to 4096 x 1 can be 
realized using a single SRAM block, and multiple blocks can be combined to form larger 
memory arrays. To include SRAM blocks in a circuit, designers use prebuilt modules that 
are provided in a library as part of the CAD tools, or they write VHDL code from which 
synthesis tools can infer memory blocks. 

10.2 DESIGN EXAMPLES 

We introduced algorithmic state machine (ASM) charts in section 8.10 and showed how 
they can be used to describe finite state machines. ASM charts can also be used to describe 
digital systems that include both datapath and control circuits. We will illustrate how the 
ASM charts can be used as an aid in designing digital systems by giving several examples. 

10.2. 1 A BIT-COUNTING CIRCUIT 

Suppose that we wish to count the number of bits in e ister, A, that have the value 1. 
Figure 10.9 shows pseudo-code for a step-by~procedu ,or algorithm, that can be 
used to perform the required task. It assume(that A is stored i ,a register that can shift its 
contents in the left-to-right direction. The ~nswer produced by the algorithm is stored in 
the variable named B. The algorithm termi~ates when A does not contain any more Is, that 
is when A = O. In each iteration of the whit loop, if the least-significant bit (LSB) of A is 
1, then B is incremented by I; otherwise, B i .pot changed. A is shifted one bit to the right 
at the end of each loop iteration. 

Figure 10.10 gives anASM chart that represents the algorithm in Figure 10.9. The state 
box for the starting state, S 1, specifies that B is initialized to O. We assume that an input 

B=O; 
while A # 0 do 

if ao = 1 then 
B=B+l ; 

end if; 
Right-shift A ; 

end while; 

Figure 10.9 Pseudo-code for the bit counter. 
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Reset 

S1 

B~O 

o 
o 

1 
r------.----I~ 

S2 S3 

Shift right A Done 

1 
B~B+ 1 

Figure 10.10 ASM chart for the pseudo-code in Figure 10.9. 

signal, s, exists, which is used to indicate when the data to be processed has been loaded 
into A, so that the machine can start. The decision box labeled s stipulates that the machine 
remains in state S 1 as long as s = O. The conditional output box with Load A written inside 
it indicates that A is loaded from external data inputs if s = 0 in state S 1. 

When s becomes I, the machine changes to state S2. The decision box below the state 
box for S2 checks whether A = O. If so, the bit-counting operation is complete; hence the 
machine should change to state S3. If not, the FSM remains in state 52. The decision bO.x 

at the bottom of the chart checks the value of aQ. If ao = 1, B is incremented, which IS 

indicated in the chart as B +- B + 1. If ao = 0, then B is not changed. In state 53, ~ 
contains the result, which is the number of bits in A that were 1. An output signal, Done, IS 

set to 1 to indicate that the algorithm is finished; the FSM stays in S3 until s goes back to O. 
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10.2.2 ASM CHART IMPLIED TIMING INFORMATION 

In section 8.10 we said that ASM charts are similar to traditional flowcharts, except that the 
ASM chart implies timing information. We can use the bit-counting example to illustrate 
this concept. Consider the ASM block for state S2, which is shaded in blue in Figure 10.10. 
In a traditional flowchart, when state S2 is entered, the value of A would first be shifted to 
the right. Then we would examine the value of A and if A's LSB is 1, we would immediately 
add I to B. But, since the ASM chart represents a sequential circuit, changes in A and B, 
which represent the outputs of flip-flops, take place after the active clock edge. The same 
clock signal that controls changes in the state of the machine also controls changes in A 
and B. Hence in state S2, the decision box that tests whether A = 0, as well as the box 
that checks the value of ao, check the bits in A before they are shifted. If A = 0, then the 
FSM will change to state S3 on the next clock edge (this clock edge also shifts A, which 
has no effect because A is already 0 in this case.) On the other hand, if A I- 0, then the 
FSM does not change to S3, but remains in S2. At the same time, A is still shifted, and B 
is incremented if ao has the value 1. These timing issues are illustrated in Figure 10.14, 
which represents a simulation result for a circuit that implements the ASM chart. We show 
how the circuit is designed in the following discussion. 

Datapath Circuit 

By examining the ASM chart for the bit-counting circuit, we can infer the type of circuit 
elements needed to implement its datapath. We need a shift register that shifts left-to-right 
to implement A. It must have the parallel-load capability because of the conditional output 
box in state S 1 that loads data into the_~ter. An enable input is also required because 

shifting should occur only in stat~;:. A counter is eeded for B, and it needs a parallel-load 

capability to initialize the countfr .. ? .. in state S 1. It is at wise to rely on the counter's reset 
input to clear B to 0 in state 5 l~In practice, the reset signal is used in a digital system for 
only two purposes: to initializ the circuit when power is first applied, or to recover from 
an error. The machine changes rom state 53 to 51 as a result of s = 0; hence we should 
not assume that the reset signal i used to clear the counter. 

The datapath circuit is depicted in Figure 10.11. The serial input to the shift register, w, 
is connected to 0, because it is not needed. The load and enable inputs on the shift register 
are driven by the signals LA and EA. The parallel input to the shift register is named Data, 
and its parallel output is A. An n-input NOR gate is used to test whether A = O. The output 
of this gate, z, is 1 when A = O. Note that the figure indicates the n-input NOR gate by 
shOwing a single input connection to the gate, with the label n attached to it. The counter 
has log2(n) bits, with parallel inputs connected to 0 and parallel outputs named B. It also 
has a parallel load input LB and enable input EB control signals. 

Control Circuit 

For convenience we can draw a second ASM chart that represents only the FSM needed 
forthe control circuit, as shown in Figure 10.12. The FSM has the inputs s, aQ, and z and 
~enerates the outputs EA, LB, EB, and Done. In state S 1, LB is asserted, so that 0 is loaded 
III parallel into the counter. Note that for the control signals, like LB, instead of writing LB 
::: 1, we simply write LB to indicate that the signal is asserted. We assume that external 
ClrCuitry drives LA to 1 when valid data is present at the parallel inputs of the shift register, 
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so that the shift register contents are initialized before s changes to 1. In state S2, EA is 
asserted to cause a shift operation, and the count enable for B is asserted only if ao ;; 1. 

VHDLCode 

The bit-counting circuit can be described in VHDL code as shown in Figure 10.13. We 
have chosen to define A as an eight-bit STD_LOGIC_ VECTOR signal and B as an integer 
signal. The ASM chart in Figure 10.12 can be directly translated into code that describes 
the required control circuit. The signal named y is used to represent the state flip-flops, and 
the process labeled FSM_trwzsitions, at the top of the architecture body, specifies the state 
transitions. The process labeled FSM_outputs specifies the generated outputs in each state. 
A default value is specified at the beginning of this process for all output signals, and then 
individual output values are specified in the case statement. 

The process labeled upcount defines the up-counter that implements B. The shift 
register for A is instantiated at the end of the code, and the z signal is defined using a 
conditional signal assignment. We implemented the code in Figure 10.13 in a chip and 
performed a timing simulation. Figure 10.14 gives the results of the simulation for A ::::: 
00111011. After the circuit is reset, the input signal LA is set to 1, and the desired data, 
(3B)]6, is placed on the Data input. When s changes to I, the next active clock edge caus~s 
the FSM to change to state S2. In this state each active clock edge increments B if ao 1S 

1, and shifts A. When A = 0, the next clock edge causes the FSM to change to state 53, 
where Done is set to 1 and B has the correct result, B = 5. To check more thoroughly that 
the circuit is designed correctly, we should try different values of input data. 
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Figure 1~.12 ASM chart for the bit counter control circuit. 

10.2.3 SHIFT-AND-ADD MULTIPLIER 

We presented a circuit that multiplies two unsigned n-bit binary numbers in Figure 5.32. 
The circuit uses a two-dimensional array of identical subcircuits, each of which contains a 
full-adder and an AND gate. For large values of n, this approach may not be appropriate 
because of the large number of gates needed. Another approach is to use a shift register 
in combination with an adder to implement the traditional method of multiplication that is 
done by "hand." Figure IO.15a illustrates the manual process of multiplying two binary 
numbers. The product is formed by a series of addition operations. For each bit i in the 
mUltiplier that is 1, we add to the product the value of the multiplicand shifted to the left i 
times. This algorithm can be described in pseudo-code as shown in Figure lO.l5b, where 
A is the multiplicand. B is the multiplier, and P is the product. 

An ASM chart that represents the algorithm in Figure 10. ISb is given in Figure 10.16. 
We assume that an input s is used to control when the machine begins the multiplication 
process. As long as s is 0, the machine stays in state S 1 and the data for A and B can be 
loaded from external inputs. In state S2 we test the value of the LSB of B, and if it is 1, we 
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LIBRARY ieee; 
USE ieee.stdJogicI164.all ; 
LIBRARY work; 
USE work.components.shiftme ; 

ENTITY bitcount IS 
PORT( Clock, Resetn : IN STD_LOGIC; 

LA, s : IN STD_LOGIC; 
Data : IN STD~OGIC_VECTOR(7 DOWNTOO); 
B : BUFFER INTEGER RANGE 0 to 8; 
Done : OUT STD_LOGIC ) ; 

END bitcount ; 

ARCHITECTURE Behavior OF bitcount IS 
TYPE State_type IS ( S 1, S2, S3 ) ; 
SIGNAL y : State_type; 
SIGNAL A : STD-LOGIC_ VECTOR(7 DOWNTO 0) ; 
SIGNAL Z, EA, LB, EB, low: STD-LOGIC; 

BEGIN 
FSM_transitions: PROCESS (Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Y <= SI ; 

ELSIF (Clock' EVENT AND Clock = '1 ') THEN 

CASE Y IS 
WHEN SI => 

IF s = '0' THEN y <= S 1 ; ELSE y <= S2 ; END IF ; 
WHENS2 => 

IF z = '0' THEN Y <= S2 ; ELSE Y <= S3 ; END IF; 
WRENS3 => 

IF s = '1' THEN y <= S3 ; ELSE y <= SI ; END IF ; 
END CASE; 

END IF ; 
END PROCESS; 

... continued in Part b 

Figure 10.13 VHDL code for the bit-counting circuit (Part 0). 

add A to P. Otherwise, P is not changed. The machine moves to state S3 when B contains 
0, because P has the final product in this case. For each clock cycle in which the machine 
is in state S2, we shift the value of A to the left, as specified in the pseudo-code in Figure 
1O.ISb. We shift the contents of B to the right so that in each clock cycle bo can be used to 
decide whether or not A should be added to P. 
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FSM_outputs: PROCESS ( y, A(O) ) 
BEGIN 

EA <= '0' ; LB <= '0' ; EB <= '0' ; Done <= '0' ; 
CASEy IS 

WHEN SI => 
LB <= 'I' ; 

WHENS2=> 
EA <= '1'; 
IF A(O) = '1' THEN EB <= 'I' ; ELSE EB <= '0' ; END IF; 

WHEN S3 => 
Done <= 'I' ; 

END CASE ; 
END PROCESS; 

- - The datapath circuit is described below 
upcount: PROCESS (Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
B <= 0; 

ELSIF (Clock 'EVENT AND Clock = '1') THEN 
IF LB = '1' THEN 

~O; 
ELSIF EIs . , '1' THEN 

B <= B ~ 1; 
END IF; 

END IF; 
END PROCESS; 

low <= '0' ; 
ShiftA: shiftrne GENERIC MAP ( N => 8) 

PORT MAP ( Data, LA, EA, low, Clock, A ) ; 
z <= '1' WHEN A = "00000000" ELSE '0' ; 

END Behavior; 

Figure 10.13 YHDL code for the bit-counting circuit (Part b). 

Datapath Circuit 

We can now define the datapath circuit. To implement A we need a right-to-Ieft shift 
register that has 2n bits. A 2n-bit register is needed for P, and it must have an enable input 
because the assignment P +- P + A in state S2 is inside a conditional output box. A 2n-bit 
adder is needed to produce P + A. Note that P is loaded with 0 in state S 1, and P is loaded 
from the output of the adder in state S2. We cannot assume that the reset input is used to 
clear P, because the machine changes from state S3 back to S 1 based on the s input, not the 
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Simulation results for the bit-counting circuit. 
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(a) Manual method 

P=O; 
for i = 0 to n - 1 do 

if hi = 1 then 
P=P+A; 

end if; 
Left-shift A ; 

end for; 

(b) Pseudo-code 

Multiplicand 
Multiplier 

Product 

Figure 10.1 S An algorithm for multiplication. 
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Figure 10.16 ASM chart for the multiplier. 

reset input. Hence a 2-to-1 multiplexer is needed for each input to P, to select either 0 or 
the appropriate sum bit from the adder. An n-bit left-to-right shift register is needed for B, 
and an n-input NOR gate can be used to test whether B = O. 

Figure 10.17 shows the datapath circuit and labels the control signals for the shift 
registers. The input data for the shift register that holds A is named DataA. Since the 
shift register has 2n bits, the most-significant n data inputs are connected to O. A single 
multiplexer symbol is shown connected to the register that holds P. This symbol represents 
2n 2-to-l multiplexers that are each controlled by the Psel signal. 

Control Circuit 

An ASM chart that represents only the control signals needed for the multiplier is given 
in Figure 10.18. In state S 1, Psel is set to 0 and EP is asserted, so that register P is cleared. 
When s = 0, parallel data can be loaded into shift registers A and B by an external circuit 
that Controls their parallel load inputs LA and LB. When s = 1, the machine changes to state 
S2, where Psel is set to 1 and shifting of A and B is enabled. If bo = 1, the enable for P 
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Figure 1 0.17 Datapath circuit for the multiplier. 
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is asserted. The machine changes to state S3 when z = 1, and then remains in S3 and sets 
Done to the value 1 as long as s = 1. 

VHDLCode 

VHDL code for the multiplier is given in Figure 10.19. The number of bits inA and B 
is set by the generic parameter N. Since some registers are 2n bits wide, a second generic 
parameter NN is defined to represent 2 x N. By changing the value of the generic parameters, 
the code can be used for numbers of any size. The processes labeled FSM_transitions and 
FSM_outputs define the state transitions and generated outputs, respectively, in the control 
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Figure 10.18 ASM chart for the multiplier control circuit. 

circuit. The parallel data input on the shift register A is 2N bits wide, but DataA is only N 
bits wide. The signal N_Zeros is used to generate n zero bits, and the signal Ain prepends 
these bits with DataA for loading into the shift register. The multiplexer needed for register 
P is defined using a FOR GENERATE statement that instantiates 2N 2-to-l multiplexers. 
Figure 10.20 gives a simulation result for the circuit generated from the code. After the 
circuit is reset, LA and LB are set to 1, and the numbers to be multiplied are placed on 
the DataA and DataB inputs. After s is set to 1, the FSM (y) changes to state 52, where 
it remains until B = O. For each clock cycle in state 52, A is shifted to the left, and B is 
shifted to the right. In three of the clock cycles in state 52, the contents of A are added to P, 
corresponding to the three bits in B that have the value 1. When B = 0, the FSM changes 
to state 53 and P contains the correct product, which is (64h6 x (19)16 = (9C4h6. The 
decimal equivalent of this result is 100 x 25 = 2500. 
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LIBRARY ieee; 
USE ieee.stdJogicI164.alI ; 
USE ieee.stdJogicunsigned.all ; 
USE work.components.all ; 

ENTITY multiply IS 
GENERIC (N: INTEGER:= 8; NN: INTEGER:= 16); 
PORT ( Clock : IN STD_LOGIC ; 

Resetn : IN STD_LOGIC ; 
LA, LB, s : IN STD_LOGIC ; 
DataA : IN STD_LOGIC _VECTOR(N -1 DOWNTO 0) ; 
DataB : IN STD_LOGIC _VECTOR(N -1 DOWNTO 0) ; 
P : BUFFER STD_LOGIC_VECTOR(NN-I DOWNTO 0); 
Done : OUT STD_LOGIC ) ; 

END multiply; 

ARCHITECTURE Behavior OF multiply IS 
TYPE State_type IS ( SI, S2, S3 ) ; 
SIGNAL y : State_type; 
SIGNAL Psel, Z, EA, EB, EP, Zero: SID_LOGIC; 
SIGNAL B, N_Zeros: STD_LOGIC_VECTOR(N-1 DOWNTO 0); 
SIGNAL A, Ain, DataP, Sum: STD_LOGIC _VECTOR(NN -1 DOWNTO 0) ; 

BEGIN 
FSM_transitions: PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Y <= S1 ; 

ELSIF (Clock'EVENT AND Clock = '1 ') THEN 
CASE Y IS 

WHEN SI => 
IF s = '0' THEN y <= S 1 ; ELSE Y <= S2 ; END IF ; 

WHEN S2 => 
IF Z = '0' THEN y <= S2 ; ELSE Y <= S3 ; END IF; 

WHENS3=> 
IF s = '1' THEN Y <= S3 ; ELSE y <= S 1 ; END IF ; 

ENDCASE; 
END IF ; 

END PROCESS; 

... continued in Part b 

Figure 10.19 VHDl code for the multiplier circuit (Part 0). 



FSM_outputs: PROCESS ( y, s, B(O) ) 
BEGIN 

10.2 DESIGN EXAMPLES 

EP <= '0' ; EA <= '0' ; EB <= '0' ; Done <= '0' ; Psel <= '0'; 
CASE y IS 

WHEN S} => 
EP <= '}' ; 

WHEN S2=> 
EA <= '1' ; EB <= '1' ; Psel <= '}' ; 
IF B(O) = '1' THEN EP <= '1' ; ELSE EP <= '0' ; END IF; 

WHEN S3 => 
Done <= ' l' ; 

END CASE ; 
END PROCESS; 

- - Define the datapath circuit 
Zero <= '0' ; 
N_Zeros <= (OTHERS => '0' ) ; 
Ain < = N_Zeros & DataA ; 
ShiftA: shiftlne GENERIC MAP ( N => NN ) 

PORT MAP ( Ain, LA, EA, Zero, Clock, A ) ; 
ShiftB;Ahiftme GENERIC MAP ( N => N ) 

PORT MAP ( ~taB, LB, EB, Zero, Clock, B ) ; 
z <t= ' l' WHEN B = 'N_Zeros ELSE '0' ; 
Su~ <= A + P; 
- - Define the 2n 2-to-1 mpltiplexers for DataP 
GenMUX: FOR i IN 0 TO NN-l GENERATE 

Muxi: mux2tol PORT MAP ( Zero, Sum(i), Psel, DataP(i) ) ; 
END GENERATE; 
RegP: regne GENERIC MAP ( N => NN ) 

PORT MAP (DataP, Resetn, EP, Clock, P) ; 
END Behavior; 

Figure 10. 1 9 VHDL code for the multiplier circuit (Part b). 

The number of clock cycles that the circuit requires to generate the final product is 
determined by the left-most digit in B that is 1. It is possible to reduce the number of clock 
cycles needed by using more complex shift registers for A and B. If the two right-most bits 
in B are both 0, then both A and B could be shifted by two bit positions in one clock cycle. 
Similarly, if the three lowest digits in Bare 0, then a three bit-position shift can be done, 
and so on. A shift register that can shift by multiple bit positions at once can be built using 
a barre! shifter. We leave it as an exercise for the reader to modify the multiplier to make 
Use of a barrel shifter. 
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Figure 10.20 Simulation results for the multiplier circuit. 

10.2.4 DIVIDER 

The preceding example implements the traditional method of performing multiplication by 
hand. In this example we will design a circuit that implements the traditional long-hand 
division. Figure 1O.21a gives an example of long-hand division. The first step is to try to 
divide the divisor 9 into the first digit of the dividend I, which does not work. Next, we try 
to divide 9 into 14, and determine that I is the first digit in the quotient. We perform the 
subtraction 14 - 9 = 5, bring down the last digit from the dividend to form 50, and then 
determine that the next digit in the quotient is 5. The remainder is SO - 45 = 5, and the 
quotient is 15. Using binary numbers, as illustrated in Figure IO.2Ib, involves the same 
process, with the simplification that each digit of the quotient can be only 0 or 1. 

Given two unsigned n-bit numbers A and B, we wish to design a circuit that produces 
two n-bit outputs Q and R, where Q is the quotient AlB and R is the remainder. The 
procedure illustrated in Figure 10.21 b can be implemented by shifting the digits in A to 
the left, one digit at a time, into a shift register R. After each shift operation, we compare 
R with B. If R :::: B, a 1 is placed in the appropriate bit position in the quotient and B is 
subtracted from R. Otherwise, a 0 bit is placed in the quotient. This algorithm is described 
using pseudo-code in Figure 10.21 c. The notation RIIA is used to represent a 2n-bit shift 
register formed using R as the left-most n bits and A as the right-most n bits. 

The pseudo-code for the multiplier in Figure 1O.15b examines one digit, bi, in each 
loop iteration. In the ASM chart in Figure 10.16, we shift B to the right so that bo always 
contains the digit needed. Similarly, in the long-division pseudo-code, each loop iterati~n 
results in setting a digit qi to either 1 or 0. A straightforward way to accomplish this IS 
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Figure 10.21 

R =0; 
for i = 0 to n - 1 do 

Left-shift R II A ; 
ifR ~ B then 

qj = 1 ; 
R=R-B; 

else 
qj = 0; 

end if; 
end for; 

(c) Pseudo-code 

An algorithm for division. 

to shift 1 or 0 into the least-significant bit of Q in each loop iteration. An ASM chart that 
represents the divider circuit is shown in Figure 10.22. The signal C represents a counter 
that is initialized to n -1 in the starting state S1. In state S2, both RandA are shifted to the 
left, and then in state S3, B is subtracted from R if R ~ B. The machine changes to state 
S4 when C = O. 

Datapath Circuit 

We need n-bit shift registers that shift right to left for A, R, and Q. An n-bit register is 
needed for B, and a subtractor is needed to produce R - B. We can use an adder module in 
which the carry-in is set to 1 and B is complemented. The carry-out, COUll of this module 
has the value 1 if the condition R ~ B is true. Hence the carry-out can be connected to the 
~erial input of the shift register that holds Q, so that it is shifted into Q in state 53. Since R 
IS loaded with 0 in state S 1 and from the outputs of the adder in state 53, a multiplexer is 
needed for the parallel data inputs on R. The datapath circuit is depicted in Figure 10.23. 
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Note that the down-counter needed to implement C and the NOR gate that outputs a 1 when 
C = 0 are not shown in the figure. 

Control Circuit 
An ASM chart that shows only the control signals needed for the divider is given in 

Figure 10.24. In state S3 the value of Cout determines whether or not the sum output of 
the adder is loaded into R. The shift enable on Q is asserted in state 53. We do not have 
to specify whether 1 or 0 is loaded into Q, because COUI is connected to Q' s serial input 
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Figure 10.23 ~path circuit for the divider. 

in the datapath circuit. We leave it as an exercise for the reader to write VHDL code that 
represents the ASM chart in Figure 10.24 and the datapath circuit in Figure 10.23. 

Enhancements to the Divider Circuit 
Using the ASM chart in Figure 10.24 causes the circuit to loop through states S2 and 

S3 for 2n clock cycles. If these states can be merged into a single state, then the number of 
clock cycles needed can be reduced to n. In state S3, if Cout = I, we load the sum output 
(result of the subtraction) from the adder into R. and (assuming z = 0) change to state S2. 
In state 52 we then shift R (and A) to the left. To combine 82 and 83 into a new state, called 
S2, we need to be able to place the sum into the left-most bits of R while at the same time 
shifting the MSB of A into the LSB of R. This step can be accomplished by using a separate 
flip-flop for the LSB of R. Let the output of this flip-flop be called rro. It is initialized to 0 
When s = 0 in state 81. Otherwise, the flip-flop is loaded from the MSB of A. In state 52, 
if COlli = 0, R is shifted left and rro is shifted into R. But if Caut = I, R is loaded in parallel 
from the sum outputs of the adder. 

Figure 10.25 illustrates how the division example from Figure 10.21 b can be performed 
Using n clock cycles. The table in the figure shows the values of R, rro, A, and Q in each step 
of the division. In the datapath circuit in Figure 10.23, we use a separate shift register for Q. 
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Figure 1 0.24 ASM chart for the divider control circuit. 

This register is not actually needed, because the digits in the quotient can be shifted into the 
least-significant bit of the register used for A. In Figure 10.25 the digits ofQ that are shifted 
into A are shown in blue. The first row in the table represents loading of initial data into 
registers A (and B) and clearing Rand rro to O. In the second row of the table, labeled clock 
cycle 0, the diagonal blue arrow shows that the left-most bit of A (1) is shifted into rro· T~e 
number in Rllrro is now 000000001, which is smaller than B (1001). In clock cycle 1, rro IS 

shifted into R, and the MSB of A is shifted into rro. Also, as shown in blue, a 0 is shifted into 
the LSB of Q (A). The number in Rllrro is now 000000010, which is still smaller than B. 
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B--- 1001) 10001100 --- A 

Clock cycle R ITo A/Q 

Load A, B 0 0 0 0 0 0 0 0 0/,,1 0 0 0 1 1 0 0 

0 Shift left 0 0 0 0 0 0 0 0 1/0 0 0 1 1 0 0 0 

1 Shift left, Qo ~ 0 0 0 0 0 0 0 0 1 0/0 0 1 1 0 0 0 0 

2 Shift left, Qo ~ 0 0 0 0 0 0 0 1 0 0/0 1 1 0 0 0 0 0 

3 Shift left, Qo ~ 0 0 0 0 0 0 1 0 0 0/,,1 1 0 0 0 0 0 0 

4 Shift left, Q o ~ 0 0 0 0 0 0 0 0 1/1 0 0 0 0 0 0 0 

5 Subtract, Qo~ 1 0 0 0 0 0 0 0 1/0 0 0 0 0 0 0 1 

6 Subtract, Qo~ 1 0 0 0 0 1 0 0 0 0/0 0 0 0 0 0 1 1 

7 Subtract, Qo~ 1 0 0 0 0 0 1 o 0 0 0 0 0 1 1 1 

8 Subtract, Qo~ 1 0 0 0 0 0 0 0 0 0 0 0 1 1 1 1 

Figure 10.25 An example of division using n = 8 clock cycles. 

Hence. in clock cycle the same actions are petfonned as for clock cycle 1. These actions 
are also petfonned in cl ck cycles 3 and 4, at which point Rllrro = 000010001. Since this is 
larger than B, in clock ycle 5 the result of the subtraction 000010001 - 1001 = 0000 I 000 
is loaded into R. The SB of A (1) is still shifted into rro. and a 1 is shifted into Q. In clock 
cycles 6, 7, and 8, t number in Rllrro is larger than B; hence in each of these cycles the 
result of the subtr tion Rllrro - B is loaded into R, and a 1 is loaded into Q. After clock 
cycle 8 the correct result, Q = 00001111 and R = 00000101, is obtained. The bit rro is not 
a part of the final result. 

An ASM chart that shows the values of the required control signals for the enhanced 
divider is depicted in Figure 10.26. The signal ERO is used in conjunction with the flip-flop 
that has the output rro. When ERO = 0, the value 0 is loaded into the flip-flop. When ERO 
is set to 1, the MSB of shift register A is loaded into the flip-flop. In state 51, if s = O. then 
LR is asserted to initialize R to O. Registers A and B can be loaded with data from external 
inputs. When s changes to 1, the machine makes a transition to state 52 and at the same 
time shifts RIIROIIA to the left. In state 52, if Cout = 1, then R is loaded in parallel from 
the sum outputs of the adder. At the same time, ROllA is shifted left (rro is not shifted into 
R in this case). If Cout = 0, then RIIROIIA is shifted left. The ASM chart shows how the 
parallel-load and enable inputs on the registers have to be controlled to achieve the desired 
operation. 

The datapath circuit for the enhanced divider is illustrated in Figure 10.27. As discussed 
for Figure 10.25, the digits of the quotient Q are shifted into register A. Note that one of 
the n-bit data inputs on the adder module is composed of the n - I least-significant bits in 
register R concatenated with bit rro on the right. 
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Reset 

Sl 

Rsel = 0, Le, ER 
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S2 

ER. ERO, EA. Rsel = 1 

° 1 

S3 

Done 

° 
Figure 10.26 ASM chart for the enhanced divider control circuit. 

VHDLCode 

Figure 10.28 shows VHDL code that represents the enhanced divider. The generic 
parameter N sets the number of bits in the operands. The FSM_transitions and FSM_outputs 
processes describe the control circuit, as in the previous examples. The shift registers and 
counters in the datapath circuit are instantiated at the bottom of the code. The signal rro in 
Figure 10.28 is represented in the code by the signal RO. This signal is implemented as the 
output of the muxdffcomponent; the code for this subcircuit is shown in Figure 7.48. Note 
that the adder that produces the Sum signal has one input defined as the concatenation of 
R with RO. The multiplexer needed for the input to R is represented by the DataR signal. 
Instead of describing this multiplexer using a FOR GENERATE statement as in the previous 

692 examples, we have used the conditional signal assignment shown at the end of the code. 
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Figure 1 0.27 Datapath circuit for the enhanced divider .. 
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LIBRARY ieee; 
USE ieee.std_logicl164.all; 
USE ieee.stdJogicunsigned.all ; 
USE work.components.all ; 

ENTITY divider IS 
GENERIC ( N : INTEGER := 8 ) ; 
PORTe Clock : IN STD_LOGIC ; 

Resetn : IN STD_LOGIC ; 
s, LA, EB : IN STD_LOGIC ; 
DataA : IN STD_LOGIC _VECTOR(N -1 DOWNTO 0) ; 
DataB : IN STD_LOGIC_VECTOR(N-l DOWNTO 0); 
R, Q : BUFFER STD_LOGIC_VECTOR(N-l DOWNTO 0); 
Done : OUT STD_LOGIC ) ; 

END divider; 

ARCHITECTURE Behavior OF divider IS 
TYPE State_type IS ( S 1, S2, S3 ) ; 
SIGNAL Y : State_type; 
SIGNAL Zero, Cout, z : STD_LOGIC ; 
SIGNAL EA, Rsel, LR, ER, ERO, LC, EC, RO: STD_LOGIC; 
SIGNAL A, B, DataR : STD_LOGIC _VECTOR(N -1 DOWNTO 0) ; 
SIGNAL Sum: STD_LOGIC _VECTOR(N DOWNTO 0) ; - - adder outputs 
SIGNAL Count: INTEGER RANGE 0 TO N -1 ; 

BEGIN 
FSM_transitions: PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN y <= SI ; 
ELSIF (Clock'EVENT AND Clock = 'I ') THEN 

CASE Y IS 
WHEN SI => 

IF s = '0' THEN Y <= S 1 ; ELSE y <= S2 ; END IF ; 
WHEN S2=> 

IF z = '0' THEN Y <= S2; ELSE y <= S3 ; END IF; 
WHEN S3 => 

IF s = ' l' THEN Y <= S3 ; ELSE y <= SI ; END IF; 
END CASE ; 

ENDIF; 
END PROCESS; 

... continued in Part b 

Figure 10.28 YHDL code for the divider circuit (Part 0). 
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FSM_outputs: PROCESS (s, y, Cout, z) 
BEGIN 

LR <= '0' ; ER <= '0' ; ERO <= '0' ; 
LC <= '0' ; EC <= '0' ; EA <= '0' ; Done <= '0' ; 
Rsel <= '0' ; 
CASE Y IS 

WHEN SI => 
LC < = ' l' ; ER <= ' l' ; 
IF s = '0' THEN 

LR <= '1' ; EA < '0' ; ERO <= '0' ; 
ELSE 

LR < 0 ; EA <= ' l' ; ERO <= '1' ; 
END IF ; 

WHEN S2 => 
Rsel <= '1' ; ER <= '1'; ERO <= '1'; EA <= '1' ; 
IFCout= '1' THENLR <= 'I' ;ELSELR <= '0' ;ENDIF; 
IF z = '0' THEN EC <= '1' ; ELSE EC <= '0' ; END IF; 

WHEN S3 => 

~
ne <= '1'; 

ENDC E; 
ENDPROCE S; 
- - define the d tapath circuit 
Zero <= '0' ;J 
RegB: regne (JENERIC MAP (N => N) 

PORT MAP (DataB, Resetn, EB, Clock, B) ; 
ShiftR: shlftlne GENERIC MAP ( N => N ) 

PORT MAP (DataR, LR, ER, RO, Clock, R); 
FF_ RO: muxdff PORT MAP ( Zero, A(N -1), ERO, Clock, RO ) ; 
ShiftA: shiftlne GENERIC MAP ( N => N) 

PORT MAP ( DataA, LA, EA, Cout, Clock, A ) ; 
Q<=A; 
Counter: downcnt GENERIC MAP (modulus => N) 

PORT MAP ( Clock, EC, Le, Count) ; 
z <= '1' WHEN Count = 0 ELSE '0' ; 

Sum <= R & RO + (NOTB+ 1); 
Cout <= Sum(N) ; 
DataR <= (OTHERS => '0') WHEN Rsel = '0' ELSE Sum; 

END Behavior; 

Figure 10.28 VHDL code for the divider circuit (Part b). 
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A simulation result for the circuit produced from the code is given in Figure 10.29. Th 
data A = A6 and B = 8 is loaded, and then s is set to 1. The circuit changes to state S~ 
and concurrently shifts R, RO, and A to the left. The output of the shift register that holds A 
is labeled Q in the simulation results because this shift register contains the quotient when 
the division operation is complete. On the first three active clock edges in state S2, the 
number represented by RIIRO is less than the number in B (8); hence RIIROIIA is shifted 
left on each clock edge, and 0 is shifted into Q. In the fourth consecutive clock cycle for 
which the FSM has been in state 52, the contents of Rare 00000101 = (5)\0, and RQ is 
0; hence RIIRO = 000001010 = (10)\0. On the next active clock edge, the output of the 
adder, which is 10 - 8 = 2, is loaded into R, and 1 is shifted into Q. After n clock cycles in 
state S2, the circuit changes to state 53, and the correct result, Q = 14 = (20) \0 and R = 6 , 
is obtained. 

10.2.5 ARITHMETIC MEAN 

Assume that k n-bit numbers are stored in a set of registers Ro, ... ,Rk- l . We wish to design 
a circuit that computes the mean M of the numbers in the registers. The pseudo-code for a 
suitable algorithm is shown in Figure 10.30a. Each iteration of the loop adds the contents 
of one of the registers, denoted Ri, to a Sum variable. After the sum is computed, M is 
obtained as Sum/ k. We assume that integer division is used, so a remainder R, not shown 
in the code, is produced as well. 

An ASM chart is given in Figure 10.30b. While the start input, s, is 0, the registers 
can be loaded from external inputs. When s becomes 1, the machine changes to state S2, 
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s 

Done 

~ RO 
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liVe 

Figure 10.29 

125.0ns 250.0ns 375.0ns 500.0ns 625.0ns 

Simulation results for the divider circuit. 
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Figure 10.30 

Sum = 0; 
for i = k - 1 down to 0 do 

Sum = Sum + Ri 
end for; 
M=Sum-k; 

(a) Pseudo-code 
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Sum f- 0, C f- k - 1 
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(b) ASM chart 
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An algorithm for finding the mean of k numbers. 
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where it remains while C I- 0, and computes the summation (C is a counter that represent 
i in Figure 10.30a). When C = 0, the machine changes to state S3 and computes M ~ 
Sum/k. From the previous example, we know that the division operation requires multipk 
clock cycles, but we have chosen not to indicate this in the ASM chart. After computin 
the division operation, state S4 is entered and Done is set to 1. g 

Datapath Circuit 

The datapath circuit for this task is more complex than in our previous examples, 
It is depicted in Figure 10.31. We need a register with an enable input to hold Sum, 
For simplicity, assume that the sum can be represented in n bits without overflowing. A 
multiplexer is required on the data inputs on the Sum register, to select 0 in state S 1 and the 
sum outputs of an adder in state S2. The Sum register provides one of the data inputs to the 
adder. The other input has to be selected from the data outputs of one of the k registers. One 
way to select among the registers is to connect them to the data inputs of a k-to-l multiplexer 
that is connected to the adder. The select lines on the multiplexer can be controlled by the 
counter C. To compute the division operation, we can use the divider circuit designed in 
section 10.2.4. 

The circuit in Figure 10.31 is based on k = 4, but the same circuit structure can be 
used for larger values of k. Note that the enable inputs on the registers Ro through R3 are 

connected to the outputs of a 2-to-4 decoder that has the two-bit input RAdd, which stands 
for "register address." The decoder enable input is driven by the ER signal. All registers 
are loaded from the same input lines, Data. Since k = 4, we could perform the division 
operation simply by shifting Sum two bits to the right, which can be done in one clock cycle 
with a shift register that shifts by two digits. To obtain a more general circuit that works 
for any value of k, we use the divider circuit designed in section 10.2.4. 

Control Circuit 

Figure 10.32 gives an ASM chart for the FSM needed to control the circuit in Figure 
10.31. While in state S 1, data can be loaded into registers Ro, ... ,Rk-!. But no control 
signals have to be asserted for this purpose, because the registers are loaded under control 
of the ER and RAdd inputs, as discussed above. When s = I, the FSM changes to state 
S2, where it asserts the enable ES on the Sum register and allows C to decrement. When 
the counter reaches 0 (z = 1), the machine enters state S3, where it asserts the LA and EB 
signals to load the Sum and k into the A and B inputs of the divider circuit, respectively. The 
FSM then enters state S4 and asserts the Div signal to start the division operation. When 
it is finished, the divider circuit sets zz = 1, and the FSM moves to state S5. The mean M 
appears on the Q and R outputs of the divider circuit. The Div signal must still be asserted 
in state S5 to prevent the divider circuit from reinitializing its registers. Note that in the 
ASM chart in Figure 10.30b, only one state is shown for computing M = Sum / k, but in 
Figure 10.32, states S3 and S4 are used for this purpose. It is possible to combine states S3 
and S4, which we will leave as an exercise for the reader (problem 10.6). 

Alternative Datapath Circuits 
In Figure 10.31 registers Ro, ... , Rk-l are connected to the adder using a multiplexer, 

Another way to achieve the desired connection is to add tri-state buffers to the outputs of ~he 
k registers and to connect all tri-state buffers for a given bit position to the correspondmg 
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Figure 10.31 Datapath circuit for the mean operation. 
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Figure 10.32 ASM chart for the control circuit. 
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input of the adder. The down-counter C can be used to enable each tri-state buffer at the 
proper time (when the FSM is in state S2), by connecting a 2-to-4 decoder to the outputs 
of the counter and using one output of the decoder to enable each tri-state buffer. We will 
show an example of using tri-states buffers in this manner in Figure 10.42. 

For large values of k, it is preferable to use an SRAM block with k rows and n columns, 
instead of using k registers. Predefined modules that represent SRAM blocks are usually 
provided by CAD tools. If the circuit being designed is to be implemented in a cust~m 
chip, then the CAD tools ensure that the desired SRAM block is included on the chip. 



10.2 DESIGN EXAMPLES 

Some PLDs include SRAM blocks that can be configured to implement various numbers of 
rows and columns. The CAD system that accompanies the book provides the lpm_ram_dq 
module, which is a part of the LPM standard library. 

Figure 10.33 gives a schematic diagram for the arithmetic mean circuit, using the 
parameters k = 16 and n = 8. This schematic was created using the CAD tools that 
accompany the book. Four of the graphical symbols in the schematic represent subcircuits 
described using VHDL code, namely downcnt, regne, divider, and meancntl. The code for 
the divider subcircuit is shown in Figure 10.28. The meancntl subcircuit represents the 
FSM in Figure 10.32. The YHDL code for this FSM is not shown. The schematic also 
includes a multiplexer connected to the Sum register, an adder, and a NOR gate that detects 
when the counter C reaches O. The outputs of the counter provide the address inputs to the 
SRAM block, called MReg. 

The SRAM block has 16 rows and eight columns. In Figure 10.31 a decoder controls 
the loading of data into each of the k registers. To read the data from the registers, the 
counter C is used. To keep the schematic in Figure 10.33 simple, we have included the 
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, 

counter to read data from the SRAM block, but we have ignored the issue of writing data 
into the SRAM block. It is possible to modify the meancntl code to allow the counter C to 
address the SRAM block for loading the initial data, but we will not pursue this issue here 

For simulation purposes we can use a feature of the CAD system that allows initiai 
data to be stored in the SRAM block. We chose to store 0 in Ro (row 0 of the SRAM block); 
I in R 1, ... ; and 15 in R 15. The results of a timing simulation for the circuit implemented 
in an FPGA chip are shown in Figure 10.34. Only a part of the simulation, from the point 
where C = 5, is shown in the figure. At this point the meancntl FSM is in state S2, and 
the Sum is being accumulated. When C reaches 0, Sum has the correct value, which is 
0+ 1 + 2 + ... + 15 = 120 = (78h6. The FSM changes to state 53 for one clock cycle 
and then remains in state S4 until the division operation is complete. The correct result, Q 
= 7 and R = 8, is obtained when the FSM changes to state 55. 

10.2.6 SORT OPERATION 

Given a list of k unsigned n-bit numbers stored in a set of registers Ro, ... , Rk - I , we 
wish to design a circuit that can sort the list (contents of the registers) in ascending order. 
Pseudo-code for a simple sorting algorithm is shown in Figure 10.35. It is based on finding 
the smallest number in the sublist Rio ... , Rk - 1 and moving that number into Ri, for i = 
1, 2, ... , k - 2. Each iteration of the outer loop places the number in Ri into A. Each 
iteration of the inner loop compares this number to the contents of another register Rj . If 
the number in Rj is smaller than A, the contents of Ri and Rj are swapped and A is changed 
to hold the new contents of Ri• 

An ASM chart that represents the sorting algorithm is shown in Figure 10.36. In the 
initial state S 1, while s = 0 the registers are loaded from external data inputs and a counter 
Ci that represents i in the outer loop is cleared. When the machine changes to state S2, A is 
loaded with the contents of Ri • Also, Cj , which represents j in the inner loop, is initialized 
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Figure 1 0.34 Simulation results for the mean circuit using SRAM. 



for i = 0 to k - 2 do 
A = R;; 
for j = i + 1 to k - 1 do 

B = Rj; 
if B < A then 

Ri = B; 
Rj = A; 
A = R;; 

end if ; 
end for; 

end for ; 

10.2 DESIGN EXAMPLES 

Figure 10.35 Pseudo-code for the sort operation. 

to the value-ef--i~ State 83 is used to initialize j to the value i + 1, and state 84 loads the 
value of Rj into B. n state 85, A and B are compared, and if B < A, the machine moves to 
state 56. States 56 a S7 swap the values of Ri and Rj . State 88 loads A from Ri . Although 
this step is necessary nly for the case where B < A, the flow of control is simpler if this 
operation is performe in both cases. If Cj is not equal to k - 1, the machine changes from 
S8 to S4, thus remain'ng in the inner loop. If Cj = k - 1 and C is not equal to k - 2, then 
the machine stays i he outer loop by changing to state 82, 

Datapath 'rcuit 

There are many ways to implement a datapath circuit that meets the requirements of 
the ASM chart in Figure 10.36. One possibility is illustrated in Figures 10.37 and 10.38. 
Figure 10.37 shows how the registers Ro, ... , Rk- I can be connected to registers A and B 
using 4-to-l multiplexers. We assume the value k = 4 for simplicity. Registers A and Bare 
connected to a comparator subcircuit and, through multiplexers, back to the inputs of the 
registers Ro, ... , Rk- I • The registers can be loaded with initial (unsorted) data using the 
Dataln lines. The data is written (loaded) into each register by asserting the Wrlnit control 
signal and placing the address of the register on the RAdd input. The tri-state buffer driven 
by the Rd control signal is used to output the contents of the registers on the DataOut output. 

The signals RinD, ... , Rink-l are controlled by the 2-to-4 decoder shown in Figure 
10.38. If lnt = 1, the decoder is driven by one of the counters C; or C). If Int = 0, then the 
decoder is driven by the external input RAdd. The signals Zi and Zj are set to 1 if Cj = k - 2 
and Cj = k - 1, respectively. An ASM chart that shows the control signals used in the 
datapath circuit is given in Figure 10.39. 

VHDLCode 

VHDL code for the sorting operation is presented in Figure 10.40. Instead of defining 
separate signals called Ro • ...• R3 for the register outputs, we have chosen to specify the 
registers as an array. This approach allows the registers to be referred to as R(i) in a FOR 
GENERATE statement that instantiates each register. The array of registers is defined in 
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Figure 10.36 ASM chart for the sort operation. 
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Figure 1 0.37 A part of the datapath circuit for the sort operation. 

two steps. First, a user-defined type, for which we have chosen the name RegArray, is 
defined in the statement 

TYPE RegArray IS ARRAY(3 DOWN TO 0) OF STD_LOGIC_ VECTOR(N-l DOWNTO 0) 

This statement specifies that the type RegArray represents an array of four STD~OGIC_ 
VECTOR signals. The STD_LOGIC_ VECTOR type is also defined as an array in the IEEE 
standard; it is an array of STD_LOGIC signals. The R signal is defined as an array with 
four elements of the RegArray type. 

The FSM that controls the sort operation is described in the same way as in previous 
examples, using the processes FSM_transitions and FSM_outputs. Following these pro-
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Figure 10.38 A part of the datapath circuit for the sort operation. 

cesses, the code instantiates the registers Ro to R3, as well as A and B. The counters C and 
Cj are instantiated by the two statements labeled OuterLoop and InnerLoop, respectively. 
The multiplexers with the outputs CMux and IMux are specified using conditional signal 
assignments. The 4-to-l multiplexer in Figure 10.37 is defined by the selected signal as
signment that specifies the value of the ABData signal for each value of IMux. The 2-10-4 
decoder in Figure 10.38 with the outputs Rino, ... , Rin3 is defined by the process statement 
labeled RinDec. Finally, the Zi and Zj signals and the DataOut output are specified using 
conditional signal assignments. 

We implemented the code in Figure 10.40 in an FPGA chip. Figure 10.41 gives an 
example of a simulation result. Part (a) of the figure shows the first half of the simulation, 
from 0 to 1.25 MS, and part (b) shows the second half, from 1.25 MS to 2.5 MS. After resetting 
the circuit, Wrlnit is set to 1 for four clock cycles, and unsorted data is written into the four 
registers using the Dataln and RAdd inputs. After s is changed to 1, the FSM changes to 

state 52. States 52 to 54 load A with the contents of Ro (3) and B with the contents of 



10.2 DESIGN EXAMPLES 

Reset 

SI 

LI, Int = 0 

o 

1 

S2 

Int = 1, Csel = 0, Ain, LJ 

S3 

EJ 

S4 

S6 

Csel = 1, Int = 1, Wr, Aout 

o S7 

Csel = 0, Int = 1, Wr, Bout 
S8 

Csel = 0, Int = 1, Ain 

o 

S9 
o 

o 1 

Figure 1 0.39 ASM chart for the control circuit. 

707 



708 

C HAP T E R 10 • DIGITAL SYSTEM DESIGN 

LIBRARY ieee; 
USE ieee.stdlogic_1164.al1; 
USE workcomponents.all ; 

ENTITY sort IS 
GENERIC ( N : INTEGER := 4 ) ; 
PORT (Clock, Resetn : IN STD_LOGIC; 

s, WrInit, Rd : IN STD_LOGIC ; 
DataIn : IN STD_LOGIC _VECTOR(N -1 DOWNTO 0) 
RAdd : IN INTEGER RANGE 0 TO 3 ; 
DataOut : BUFFER STD_LOGIC _VECTOR(N -1 DOWNTO 0) 

Done : BUFFER STD_LOGIC) ; 
END sort; 

ARCHITECTURE Behavior OF sort IS 
TYPE State_type IS (SI, S2, S3, S4, S5, S6, S7, S8, S9) ; 
SIGNAL y : State_type; 
SIGNAL Ci, Cj : INTEGER RANGE 0 TO 3 ; 
SIGNAL Rin: STD_LOGIC_VECTOR(3 DOWNTO 0); 
TYPE RegArray IS 

ARRAY(3 DOWNTO 0) OF STD_LOGIC_VECTOR(N -1 DOWNTO 0) ; 
SIGNAL R : RegArray ; 
SIGNAL RData, ABMux: STD_LOGIC_VECTOR(N-l DOWNTO 0); 
SIGNAL Int, Csel, Wr, BltA : STD_LOGIC ; 
SIGNAL CMux, IMux : INTEGER RANGE 0 TO 3 ; 
SIGNAL Ain, Bin, Aout, Bout: STD_LOGIC ; 
SIGNAL LI, Ll, E1, El, zi, zj : STD_LOGIC; 
SIGNAL Zero: INTEGER RANGE 3 DOWNTO 0 ; - - parallel data for Ci = 0 
SIGNAL A, B, ABData: STD_LOGIC_VECTOR(N-I DOWNTO 0); 

BEGIN 
FSM_transitions: PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Y <= SI ; 

ELSIF (Clock'EVENT AND Clock = '1') THEN 
CASE y IS 

WHEN 81 => IF 8 = '0' THEN Y <= SI ; 
ELSE Y <= S2 ; END IF ; 

WHEN S2 => Y <= S3; 
WHEN S3 => y <= 84 ; 
WHEN S4 => y <= 85 ; 

... continued in Part b 

Figure 10.40 VHDl code for the sort operation (Part 0). 
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WHEN S5 => IF BltA = 'I' THEN Y <= S6; 
ELSEy <= S8; END IF; 

WHEN S6 => y <= S7 ; 
WHEN S7 => Y <= S8 ; 
WHEN S8=> 

IF zj = '0' THEN Y <= S4 ; 
ELSIF zi = '0' THEN y <= S2; 
ELSE y <= S9; 
END IF; 

WHEN S9 => IF s = '1' THEN Y <= S9; ELSE y <= S1 ; END IF; 
ENDCASE; 

END IF ; 
END PROCESS; 
- - define the outputs generated by the FSM 
Int <= '0' WHEN Y = SI ELSE '1' ; 
Done <= ' I' WHEN Y = S9 ELSE '0' ; 
FSM_outplltS: PROCESS ( y, zi, zj ) 
BEGIN 

LI <= 'lr ~J <= '0' ; EI <= '0' ; EJ <= '0' ; Csel <= '0' ; 
Wr <= '0'; Ain <= '0' ; Bin <= '0' ; Aout <= '0' ; Bout <= '0' ; 
CASE Y IS 

WHEN $1 => LI <= '1' ; 
WHEN/S2 => Ain <= '1' ; LJ <= '1' ; 
WHEN S3 => EJ <= '1' ; 
W}lEN 54 => Bin <= 'I' ; Csel <= 'I' ; 
WHEN S5 => - - no outputs asserted in this state 
WHEN 56 => Csel <= '1' ; Wr <= '1' ; Aout <= '1' ; 
WHEN S7 => Wr <= '1' ; Bout <= '1' ; 
WHEN S8 => Ain <= '1' ; 

IF zj = '0' THEN 
E1<='I'; 

ELSE 
EJ <= '0'; 
IF zi = '0' THEN 

EI <= '1' ; 
ELSE 

EI <= '0' ; 
END IF; 

END IF; 
WHEN S9 => - - Done is assigned 1 by conditional signal assignment 

ENDCASE; 
END PROCESS; 

... Continued in Part c 

Figure 10.40 VHDL code for the sort operation (Part b). 
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- - define the datapath circuit 
Zero <= 0; 
GenReg: FOR i IN 0 TO 3 GENERATE 

Reg: regne GENERIC MAP ( N => N) 
PORT MAP ( RData, Resetn, Rin(i), Clock, R(i) ) ; 

END GENERATE; 
RegA: regne GENERIC MAP ( N => N ) 

PORT MAP ( ABData, Resetn, Ain, Clock, A ) ; 
RegB: regne GENERIC MAP (N => N) 

PORT MAP (ABData, Resetn, Bin, Clock, B) ; 
BltA <= '1' WHEN B < A ELSE '0'; 
ABMux <= A WHEN Bout = '0' ELSE B ; 
RData <= ABMux WHEN Wrlnit = '0' ELSE DataIn ; 
OuterLoop: upcount GENERIC MAP ( modulus => 4 ) 

PORT MAP (Resetn, Clock, EI, LI, Zero, Ci) ; 
InnerLoop: upcount GENERIC MAP ( modulus => 4 ) 

PORT MAP (Resetn, Clock, EJ, LJ, Ci, Cj ) ; 
CMux <= Ci WHEN Csel = '0' ELSE Cj ; 
IMux <= Cmux WHEN Int = '1' ELSE Radd; 
WITH IMux Select 

ABData <= R(O) WHEN 0, 
RO) WHEN 1, 
R(2) WHEN 2, 
R(3) WHEN OTHERS; 

RinDec: PROCESS (WrInit, Wr, IMux) 
BEGIN 

IF (WrInit OR Wr) = '1' THEN 
CASE IMux IS 

WHEN 0 => Rin <= "0001" ; 
WHEN 1 => Rin <= "0010" ; 
WHEN 2 => Rin <= "0100" ; 
WHEN OTHERS => Rin < = "1000" ; 

END CASE ; 
ELSE Rin < = "0000" ; 
END IF; 

END PROCESS; 
Zi <= 'I' WHEN Ci = 2 ELSE '0' ; 
Zj <= '1' WHEN Cj = 3 ELSE '0' ; 
DataOut <= (OTHERS => 'Z') WHEN Rd = '0' ELSE ABData ; 

END Behavior; 

Figure 10.40 VHDL code for the sort operation (Part c). 
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RI (2). State 55 compares B with A. and since B < A. the FSM uses states 56 and S7 to 
swap the contents of registers Ro and R j • In state 58, A is reloaded from Ro. which now 
contains 2. Since Zj is not asserted, the FSM increments the counter Cj and changes back 
to state 54. Register B is now loaded with the contents of R2 (4), and the FSM changes to 
state 55. Since B = 4 is not less than A = 2, the machine changes to 58 and then back to 
S4. Register B is now loaded with the contents of R3 (1), which is then compared against 
A = 2 in state S5. The contents of Ro and R3 are swapped, and the machine changes to S8. 
At this point, the register contents are Ro = I, R j = 3, R2 = 4, and R3 = 2. Since Zj == 1 
and Zj = 0, the FSM performs the next iteration of the outer loop by changing to state S2. 
Jumping forward in the simulation time. in Figure 1O.4lb the circuit reaches the state in 
which C = 2, Cj = 3, and the FSM is in state 58. The FSM then changes to state S9 and 
sets Done to the value 1. The correctly sorted data is read out of the registers by setting the 
signal Rd = 1 and using the RAdd inputs to select each of the registers. 

Alternative Datapath Circuits 
In Figure 10.37 we use multiplexers to connect the various registers in the datapath 

circuit. Another approach is to use tri-state buffers to interconnect the registers, as illustrated 
in Figure 10.42. As we said in section 7.14, the set of n common wires that connect the 
registers is called a bus. The circuit in Figure 10.42 has two buses, one that connects the 
outputs of registers Ro • ... ,R3 to the inputs of registers A and B and another that connects 
the outputs of A and B back to the inputs of Ro, ... ,Rk - I • When multiplexers provide the 
connection between registers, as shown in Figure 10.37, the term bus can still be used to 
refer to the connection between registers. 

The circuit in Figure 10.42 uses the circuit in Figure 10.38 with one modification. In 
Figure 10.38 the IMux signal is connected to a 2-to-4 decoder that generates Rino, ... ,Rin3. 
If the circuit in Figure l0.42 is used, then a second decoder connected to IMux is required 
to generate the control signals Routo, ... , Rout3. The control circuit described in the ASM 
chart in Figure 10.39 can be used for the datapath circuit in Figure 10.42. 

We said in section 10.2.5 that for large values of k, it is better to use an SRAM block 
to store the data, instead of individual registers. The sorting circuit can be changed to make 
use of an SRAM block with k rows and n columns. In this case the datapath circuit is similar 
to the one in Figure 10.37. but does not require the 4-to-l multiplexers, because the data 
outputs from the SRAM block are connected directly to registers A and B. We still need 
to use the circuit in Figure 10.38, except that the 2-to-4 decoder is not required. because 
the IMux signal is connected to the address inputs on the SRAM block. The write input on 
the SRAM block is dri Yen by the OR gate with the inputs Wrlnit and Wr. VHDL code can 
be written for the sorting circuit, in which a component that represents the SRAM block is 
instantiated from a library of predefined modules, or VHDL code is provided such that a 
CAD tool can infer the need for a memory block. The code for the control circuit shown in 
Figure 10.40 does not have to be changed (see problem 10.11). 
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Figure 10.42 Using tri-state buffers in the datapath circuit. 

10.3 CLOCK SYNCHRONIZATION 

In the previous section we provided several examples of circuits that contain many flip-flops. 
In Chapter 9 we showed that to ensure proper operation of sequential circuits it is essential 
to gi ve careful consideration to the timing aspects associated with the storage elements. 
This section discusses some of the timing aspects of synchronous sequential circuits. 

10.3. 1 CLOCK SKEW 

Figure 10.1 shows how an enable input can be used to prevent a flip-flop from changing its 
stored value when an active clock edge occurs. Another way to implement the clock enable 
feature is shown in Figure 10.43. The circuit uses an AND gate to force the clock input to 
have the value 0 when E = O. This circuit is simpler than the one in Figure 10.1 but can 
cause problems in practice. Consider a sequential circuit that has many flip- flops, some of 
which have an enable input and others that do not. If the circuit in Figure 10.43 is used, 
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Clock 

E 
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Figure 1 0.43 Clock enable circuit. 

then the flip-flops without the enable input will observe changes in the clock signal slightly 
earlier than the flip-flops that have the enable input. This situation, in which the clock signal 
arrives at different times at different flip-flops, is known as clock skew. Figure 10.43 shows 
only one possible source of clock skew. Similar problems arise in a chip in which the clock 
signal is distributed to different flip-flops by wires whose lengths vary appreciably. 

To understand the possible problems caused by clock skew, consider the datapath 
circuit for the bit-counting example in Figure 10.11. The shift register's LSB, ao, is used 
as a control signal that determines whether or not a counter is incremented. Assume that 
clock skew exists that causes the clock signal to arrive earlier at the shift-register flip-flops 
than at the counter. The clock skew may cause the shift register to be shifted before the 
value of ao is used to cause the counter to increment. Therefore, the signal EB in Figure 
10.11 may fail to cause the counter to be incremented on the proper clock edge even if the 
value of ao is 1. 

For proper operation of synchronous sequential circuits, it is essential to minimize the 
clock skew as much as possible. Chips that contain many flip-flops, such as PLDs, use 
carefully designed networks of wires to distribute the clock signal to the flip-flops. Figure 
10.44 gives an example of a clock-distribution network. Each node labeled ff represents 
the clock input of a flip-flop; for clarity, the flip-flops are not shown. The buffer on the 
left of the figure produces the clock signaL This signal is distributed to the flip-flops such 
that the length of the wire between each flip-flop and the clock source is the same. Due to 
the appearance of sections of the wires. which resemble the letter H, the clock distribution 
network is known as an H tree. In PLDs the term global clock refers to the clock network. A 
PLD chip usually provides one or more global clocks that can be connected to all flip-flops. 
When designing a circuit to be implemented in such a chip, a good design practice is to 
connect all the flip-flops in the circuit to a single global clock. Connecting logic gates to 
the clock inputs of flip-flops, as discussed for the enable circuit in Figure 10.43, should be 
avoided. 

It is useful to be able to ensure that a sequential circuit is reset into a known state when 
power is first applied to the circuit. A good design practice is to connect the asynchronous 
reset (clear) inputs of all flip- flops to a wiring network that provides a low-skew reset signal. 
PLDs usually provide a global reset wiring network for this purpose. 

10.3.2 FLIP-FLOP TIMING PARAMETERS 

We discussed the timing parameters for storage elements in section 7.3.1. Data to be clocked 
into a flip-flop must be stable tw before the active clock edge and must remain stable th 

after the clock edge. A change in the value of the output Q appears after the register delay, 
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Figure 1 0.44 An H tree clock distribution network. 

trd. An output delay time, tod, is required for the change in Q to propagate to an output pin 
on the chip. These timing parameters account for the behavior of an individual flip-flop 
without considering how the flip-flop is connected to other circuitry in an integrated circuit 
chip. 

Figure 10.45 depicts a flip-flop as part of an integrated circuit. Connections are shown 
from the flip-flop's clock. D, and Q terminals to pins on the chip package. There is an input 
buffer associated with each pin on the chip. Other circuitry may also be connected to the 
flip-flop; the shaded box represents a combinational circuit connected to D. The propagation 
delays between the pins on the chip package and the flip-flop are labeled in the figure as 
lData. tClock, and tod. 

In digital systems the output signals from one chip are used as the input signals to 
another chip. Often the flip-flops in all chips are driven by a common clock that has low 
~kew. The signals must propagate from the Q outputs of flip-flops in one chip to the D 
Inputs of flip-flops in another chip. To ensure that all timing specifications are met, it is 
necessary to consider the output delays in one chip and the input delays in another. 
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Figure 10.45 A flip-flop in an integrated circuit chip. 

The tco delay determines how long it takes from when an active clock edge occurs at 
the clock pin on the chip package until a change in the output of a flip-flop appears at an 
output pin on the chip. This delay consists of three main parts. The clock signal must first 
propagate from its input pin on the chip to the flip-flop's Clock input. This delay is labeled 
tClock in Figure 10.45. After the register delay trd, the flip-flop produces a new output, which 
takes tod to propagate to the output pin. An example of timing parameters taken from a 
commercial CPLD chip is tClock = 1.5 ns, trd = 1 ns, and (od = 2 ns. These parameters 
give the delay from the active clock edge to the change on the output pin as tco = 4.5 ns. 

If chips are separated by a large distance, the propagation delays between them must 
be taken into consideration. But in most cases the distance between chips is small, and the 
propagation time of signals between the chips is negligible. Once a signal reaches the input 
pin on a chip. the relative values of tData and tClock (see Figure 10.45) must be considered. 
For example, in Figure 10.46 we assume that tData = 4.5 ns and tClock = 1.5 ns. The setup 
time for the flip-flops in the chip is specified as tsu = 3 ns. In the figure the Data signal 
changes from low to high 3 ns before the positive clock edge, which should meet the setup 
requirements. The Data signal takes 4.5 ns to reach the flip-flop, whereas the Clock signal 

Clock 

-I 1- 3ns 

J II~ 4.50' 

Data 

A 

- - 1.5ns 

B 

Figure 10.46 Flip-flop timing in a chip. 



10.3 CLOCK SYNCHRONIZATION 

takes only 1.5 ns. The signal labeled A and the clock signal labeled B reach the flip-flop 
Jt the same time. The setup time requirement is violated, and the flip-flop may become 
unstable. To avoid this condition, it is necessary to increase the setup time as seen from 
outside the chip. 

The hold time for flip-flops is also affected by chip-level delays. The result is usually a 
reduction in the hold time, rather than an increase. For example, with the timing parameters 
in Figure 10.46 assume that the hold time is th = 2 ns. Assume that the signal at the Data pin 
on the chip changes value at exactly the same time that an active edge occurs at the Clock 
pin. The change in the Clock signal will reach node B 4.5 - 1.5 = 3 ns before the change 
in Data reaches node A. Hence even though the external change in Data is coincident with 
the clock edge, the required hold time of 2 ns is not violated. 

For large circuits, ensuring that flip-flop timing parameters are properly adhered to is 
achallenge. Both the timing parameters of the flip-flops themselves and the relative delays 
incurred by the clock and data signals must be considered. CAD systems provide tools that 
can check the setup and hold times at all flip-flops automatically. This task is done using 
timing simulation, as well as special-purpose timing-analysis tools. 

1 0.3.3 AS~CHRONOUS INPUTS TO FLIP-FLOPS 

In our examples of Siynchronous sequential circuits, we have assumed that changes in all 
input signals occur s~ortly after an active clock edge. The rationale for this assumption is 
that the inputs to on~ circuit are produced as the outputs of another circuit, and the same 
clock signal is use for both circuits. In practice, some of the inputs to a circuit may be 
generated async onously with respect to the clock signal. If these signals are connected 
to the D inpu of a flip-flop, then the setup or hold times may be violated. 

When a flip-flop's setup or hold times are violated, the flip-flop's output may assume a 
voltage level that does not correspond to either logic value 0 or 1. We say that the flip-flop is 
in a metastable state. The flip-flop eventually settles in one of the stable states, 0 or 1, but the 
time required to recover from the metastable state is not predictable. A common approach 
for dealing with asynchronous inputs is illustrated in Figure 10.47. The asynchronous data 
input is connected to a two-bit shift register. The output of the first flip-flop, labeled A in 
the figure, will sometimes become metastable. But if the clock period is sufficiently long, 
then A will recover to a stable logic value before the next clock pulse occurs. Hence the 
output of the second flip-flop will not become metastable and can safely be connected to 
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other parts of the circuit. The synchronization circuit introduces a delay of one clock eye} 
before the signal can be used by the rest of the circuit. e 

Commercial chips, such as PLDs, specify the minimum allowable clock period that ha 
to be used for the circuit in Figure 10.47 to sol ve the metastability problem. In practice I't' s 

, IS 
not possible to guarantee that node A will always be stable before a clock edge OCcurs. The 
data sheets specify a probability of node A being stable, as a function of the clock period. 
We will not pursue this issue further; the interested reader can refer to references [10, III 
for a more detailed discussion. 

10.3.4 SWITCH DEBOUNCING 

Inputs to a logic circuit are sometimes generated by mechanical switches. A problem with 
such switches is that they bounce away from their contact points when changed from one 
position to the other. Figure 10.48a shows a single-pole single-throw switch that provides 
an input to a logic circuit. If the switch is open, then the Data signal has the value I. When 
the switch is thrown to the closed position, Data becomes 0, but the switch bounces for 
some time, causing Data to oscillate between 1 and O. The bouncing typically persists for 
about 10 ms. 

There is no simple way of dealing with the bouncing problem using the single-pole 
single-throw switch. If this type of switch must be used, then a possible solution is to use a 
circuit, such as a counter, to measure an appropriately long delay to wait for the bouncing 
to stop (see problem 10,23). 

A better approach for dealing with switch bouncing is depicted in Figure 1 D.4Sh. It 
uses a single-pole double-throw switch and a basic SR latch to generate an input to a logic 
circuit. When the switch is in the bottom position, the R input on the latch is 0 and Data 
= O. When the switch is thrown to the top position, the S input on the latch becomes 0, 
which sets Data to 1. If the switch bounces away from the top position, the inputs to the 
latch become R = S = 1 and the value Data = 1 is stored by the latch. When the switch 
is thrown to the bottom position, Data changes to 0 and this value is stored in the latch if 
the switch bounces. Note that when a switch bounces, it cannot bounce fully between the 
Sand R terminals; it only bounces slightly away from one of the terminals and then back 
to it. 

10.4 CONCLUDING REMARKS 

This chapter has provided several examples of digital systems that include one or more 
FSMs as well as building blocks like adders, registers, shift registers, and counters. We 
have shown how ASM charts can be used as an aid for designing a digital system, and we 
have shown how the circuits can be described using VHDL code. A number of practical 
issues have been discussed, such as clock skew, synchronization of asynchronous input~, 
and switch debouncing. Some notable books that also cover the material presented in thIS 

chapter include [3-10]. 
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Figure 10.48 Switch debouncing circuit. 
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---PROBLEMS 

10.1 The circuit in Figure 10.4 gives a shift register in which the parallel-load control input 
is independent of the enable input. Show a different shift register circuit in which the 
parallel-load operation can be performed only when the enable input is also asserted. 

10.2 The ASM chart in Figure 10.10, which describes the bit-counting circuit, includes Moore-
type outputs in states 51, 52, and 53, and it has a Mealy-type output in state S2. 
(a) Show how the ASM chart can be modified such that it has only Moore-type outputs in 
state 52. 
(b) Give the ASM chart for the control circuit corresponding to part (a). 
(c) Give VHDL code that represents the modified control circuit. 

10.3 Figure 10.17 shows the datapath circuit for the shift-and-add multiplier. It uses a shift 
register for B so that bo can be used to decide whether or not A should be added to P. A 
different approach is to use a nonna] register to hold operand B and to use a counter and 
multiplexer to select bit bi in each stage of the multiplication operation. 
(a) Show the ASM chart that uses a normal register for B, instead of a shift register. 
(b) Show the datapath circuit corresponding to part (a). 

(c) Give the ASM chart for the control circuit corresponding to part (b). 
(d) Give VHDL code that represents the multiplier circuit. 

10.4 Write VHDL code for the divider circuit that has the datapath in Figure 10.23 and the control 
circuit represented by the ASM chart in Figure 10.24. 

10.5 Section 10.2.4 shows how to implement the traditional long division that is done by "hand." 
A different approach for implementing integer di vision is to perform repeated subtraction 
as indicated in the pseudo-code in Figure PIO.l. 

Q =0; 
R=A; 
while «R - B) > 0) do 

R=R-B; 
Q=Q+l; 

end while; 

Figure P 1 o. 1 Pseudo-code for integer division. 

(a) Give an ASM chart that represents the pseudo-code in Figure PIO.I. 
(b) Show the datapath circuit corresponding to part (a). 

(c) Give the ASM chart for the control circuit corresponding to part (b). 
(d) Give VHDL code that represents the divider circuit. . 
(e) Discuss the relative merits and drawbacks of your circuit in comparison with the cirCUIt 
designed in section 10.2.4. 
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In the ASM chart in Figure 10.32, the two states S3 and S4 are used to compute the mean 
M = Sum/k. Show a modified ASM chart that combines states S3 and S4 into a single 
state, called S 3. 

Write VHDL code for the FSM represented by your ASM chart defined in problem 10.6. 

In the ASM chart in Figure 10.36, we specify the assignment Cj +- C in state S2, and 
then in state S3 we increment Cj by 1. Is it possible to eliminate state S3 if the assignment 
q +- C + 1 is performed in S2? Explain any implications that this change has on the 
control and datapath circuits. 

Figure 10.35 gives pseudo-code for the sorting operation in which the registers being sorted 
are indexed using variables i andj. In the ASM chart in Figure 10.36, variables i andj are 
implemented using the counters C· and Cj . A different approach is to implement i andj 
using two shift registers. 
(a) Redesign the circuit for the sorting operation using the shift registers instead of the 
counters to index registers Ro . ... ,R3' 
(b) Give VHDL code for the circuit designed in part (a). 

(c) Discuss the relative merits and drawbacks of your circuit in c.()~on with the circuit 
that uses the counters C and Cj . 

Figure 10.42 shows a datapath circuit for the sorting operation that uses tri-s~e buffers to 
access the registers. Using a schematic capture tool draw the schematic in 'gure 10.42. 
Create the other necessary subcircuits using VHDL code and create graphical s mbols that 
represent them. Describe the control circuit using VHDL code, create a grapHical symbol 
for it, and connect this symbol to the datapath modules in the schematic. Gi7./a simulation 
result for your circuit implemented in a chip of your choosing. See A~dices B, C, and 
D for instructions on using the CAD tools. 

Figure 10.40 gives VHDL code for the sorting circuit. Show how to modify this code to 
make use of a subcircuit that represents a k x n SRAM block. Use the lpm_ram_dq module 
for the SRAM block. Choose the synchronous SRAM option so that all changes to the 
SRAM contents are synchronized to the clock signal. (Hint: use the complement of the 
clock signal to synchronize the SRAM operations because this approach allows the VHDL 
code for the FSM shown in Figure 10.40 to be used without changes,) 

Design a circuit that finds the Zag2 of an operand that is stored in an n-bit register. Show 
all steps in the design process and state any assumptions made. Give VHDL code that 
describes your circuit. 

Figure 10.33 shows a schematic for the circuit that computes the mean operation. Write 
VHDL code that represents this circuit. Use an array of registers instead of an SRAM block. 
For the divider subcircuit, use a shift operation that divides by four, instead of using the 
divider circuit designed in section 10.2.4. 

The circuit designed in section 10.2.5 uses an adder to compute the sum of the contents of 
the registers. The divider subcircuit used to compute M = Sum/ k also includes an adder. 
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Show how the circuit can be redesigned so that it contains only a single adder subcircuit 
that is used both for the summation operation and the division operation. Show only the 
extra circuitry needed to connect to the adder; and explain its operation. 

10.15 Give VHDL code for the circuit designed in problem 10.14, including both the datapath 
and control circuits. 

10.16 The pseudo-code for the sorting operation given in Figure 10.35 uses registers A and B to 
hold the contents of the registers being sorted. Show pseudo-code for the sorting operation 
that uses only register A to hold temporary data during the sorting operation. Give a 
corresponding ASM chart that represents the datapath and control circuits needed. Use 
multiplexers to interconnect the registers, in the style shown in Figure 10.37. Give a 
separate ASM chart that represents the control circuit. 

10.17 Give VHDL code for the sorting circuit designed in problem 10.16. 

10. 18 In section 7.14.1 we showed a digital system with three registers, RIta R3, and we designed 
a control circuit that can be used to swap the contents of registers R 1 and R2. Give an ASM 
chart that represents this digital system and the swap operation. 

10. 19 (a) For the ASM chart derived in problem 10.18, show another ASM chart that specifies the 
required control signals to control the datapath circuit. Assume that multiplexers are used 
to implement the bus that connects the registers, as shown in Figure 7.60. 
(b) Write complete VHDL code for the system in problem 10.18, including the control 
circuit described in part (a). 

(c) Synthesize a circuit from the VHDL code written in part (b) and show a timing simulation 
that illustrates correct functionality of the circuit. 

10.20 In section 7.14.2 we gave the design for a circuit that works as a processor. Give an ASM 
chart that describes the functionality of this processor. 

10.21 (a) For the ASM chart derived in problem 10.20, show another ASM chart that specifies 
the required control signals to control the datapath circuit in the processor. Assume that 
multiplexers are used to implement the bus that connects the registers, RO to R3, in the 
processor. 
(b) Write complete VHDL code for the system in problem 10.20, including the control 
circuit described in part (a). 
(c) Synthesize a circuit from the VHDLcode written in part (b) and show a timing simulation 
that illustrates correct functionality of the circuit. 

10.22 Consider the design of a circuit that controls the traffic lights at the intersection of two roads. 
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The circuit generates the outputs Gl, YI, Rl and G2, Y2, R2. These outputs represent the 
states of the green, yellow, and red lights, respectively, on each road. A light is turned 
on if the corresponding output signal has the value 1. The lights have to be controlled in 
the following manner: when G 1 is turned on it must remain on for a time period called tl 
and then be turned off. Turning off Gl must result in Yl being immediately turned on; it 
should remain on for a time period called t2 and then be turned off. When either Gl or Yl 
is on, R2 must be on and G2 and Y2 must be off. Turning off Y 1 must result in G2 being 
immediately turned on for the t} time period. When G2 is turned off, Y2 is turned on for 
the t2 time period. Of course, when either G2 or Y2 is turned on, RI must be turned on and 
Gl and Yl must be off. 
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(a) Give an ASM chart that describes the traffic-light controller. Assume that two down
counters exist, one that is used to measure the tl delay and another that is used to measure 
t2. Each counter has parallel load and enable inputs. These inputs are used to load an 
appropriate value representing either the tl or t2 delay and then allow the counter to count 
down to O. 
(b) Give an ASM chart for the control circuit for the traffic-light controller. 
(c) Write complete VHDL code for the traffic-light controller, including the control circuit 
from part (a) and counters to represent tl and t2. Use any convenient clock frequency to 
clock the circuit and assume convenient count values to represent tl and t2. Give simulation 
results that illustrate the operation of your circuit. 

10.23 Assume that you need to use a single-pole single-throw switch as shown in Figure 1O.48a. 
Show how a counter can be used as a means of debouncing the Data signal produced by the 
switch. (Hint: design an FSM that has Data as an input and produces the output z, which is 
the debounced version of Data. Assume that you have access to a Clock input signal with 
the frequency 102.4 kHz, which can be used as needed.) 

10.24 Clock signals are usually generated using special purpose chips. One example of such 
a chip is the 555 programmable timer, which is depicted in Figure PlO.2. By choosing 
particular values for the resistors Ra and Rb and the capaci~~SS timer can be used 
to produce a desired clock signal. It is possible to choose both the period ofthe clock signal 
and its duty cycle. The term duty cycle refers to the percentage of the cloc~period for which 
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The 555 programmable timer chip. 
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the signal is high. The following equations define the clock signal produced by the chip 

Clock period = O.7(Ra + 2Rb )C] 

Ra +Rb 
Duty cycle = ---

Ra + 2Rb 

(a) Detennine the values of Ra , Rb, and C1 needed to produce a clock signal with a 50 
percent duty cycle and a frequency of about 500 kHz. 
(b) Repeat part (a) for a duty cycle of 75 percent. 
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TESTING OF LOGIC CIRCUITS 

CHAPTER OBJECTIVES 

In this chapter you will be introduced to: 

• Various techniques for testing of digital circuits 

• Representation of typical faults in a circuit 

• Derivation of tests needed to test the behavior of a circuit 

• Design of circuits for easy testability 
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In the previous chapters we have discussed the design of logic circuits. Following a sound design procedu 
we expect that the designed circuit will perform as required. But how does one verify that the final eire r~, 
indeed achieves the design objectives? It is essential to ascertain that the circuit exhibits the required funetio~l~ 
behavior and that it meets any timing constraints that are imposed on the design. We have discussed the timin

a 

issues in several places in the book. In this chapter we will discuss some testing techniques that can be use~ 
to verify the functionality of a given circuit. 

There are several reasons for testing a logic circuit. When the circuit is first developed, it is necessary 
to verify that the designed circuit meets the required functional and timing specifications. When multiple 
copies of a correctly designed circuit are being manufactured, it is essential to test each copy to ensure that 
the manufacturing process has not introduced any flaws. It is also necessary to test circuits used in equipment 
that is installed in the field when it is suspected that there may be something wrong. 

The basis of all testing techniques is to apply predefined sets of inputs, called tests, to a circuit and 
compare the outputs observed with the patterns that a correctly functioning circuit is supposed to produce. 
The challenge is to derive a relatively small number of tests that provide an adequate indication that the circuit 
is correct. The exhaustive approach of applying all possible tests is impractical for large circuits because 
there are too many possible tests. 
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11.1 FAULT MODEL 

A circuit functions incorrectly when there is somethi g wrong with it, such as a transistor 
fault or an interconnection wiring fault. Many things can go wrong, leading to a variety of 
faults. A transistor switch can break so that it is pefmanently either closed or open. A wire 
in the circuit can be shorted to VDD or to ground, or it can be simply broken. There can be an 
unwanted connection between two wires. A logic gate may generate a wrong output signal 
because of a fault in the circuitry that implements the gate. Dealing with many different 
types of faults is cumbersome. Fortunately, it is possible to restrict the testing process to 
some simple faults, and obtain generally satisfactory results. 

11.1.1 STUCK-AT MODEL 

Most circuits discussed in this text use logic gates as the basic building blocks. A good 
model for representing faults in such circuits is to assume that all faults manifest themselves 
as some wires (inputs or outputs of gates) being permanently stuck at logic value 0 or 1. 
We indicate that a wire, W, has an undesirable signal that always corresponds to the logic 
value a by saying that w is stuck-at-O, which is denoted as w /0. If w has an undesirable 
signal that is always equal to logic 1, then w is stuck-at-} , which is denoted as w /I. 

An obvious example of a stuck-at fault is when an input to a gate is incorrectly connected 
to a power supply, either V DD or ground. But the stuck-at model is also useful for dealing 
with faults of other types, which often cause the same problems as if a wire were stuck ~t 
a particular logic value. The exact impact of a fault in the circuitry that implements a logIC 
gate depends on the particular technology used. We will restrict our attention to the stuck-at 
faults and will examine the testing process assuming that these are the only faults that can 
occur. 



11.2 COMPLEXITY OF A TEST SET 

11.1.2 SINGLE AND MULTIPLE FAULTS 

A circuit can be faulty because it has either a single fault or possibly many faults. Dealing 
with multiple faults is difficult because each fault can occur in many different ways. A 
pragmatic approach is to consider single faults only. Practice has shown that a set of tests 
that can detect all single faults in a given circuit can also detect the vast majority of multiple 

faults. 
A fault is detected if the output value produced by the faulty circuit is different from 

the value produced by the good circuit when an appropriate test is applied as input. Each 
test is supposed to be able to detect the occurrence of one or more faults. A complete set of 
tests used for a given circuit is referred to as the test set. 

11. 1.3 CMOS CIRCUITS 

CMOS logic circuits present some special problems in terms of faulty behavior. The 
transistors may fail in permanently open or shorted (closed) state. Many such failures 
manifest themselves as stuck-at faults. But some produce entirely different behavior. For 
exa~ple, transistors that fail in the shorted state may cause a continuous flow of current from 
VDD t~ground, which can create an intermediate output voltage that may not be determined 
as either logic 0 or 1. Transistors failing in the open state may lead to conditions where the 
output capacitor retains its charge level because the switch that is supposed to discharge it 
is broken. The effect is that a combinational CMOS circuit starts behaving as a sequential 
circuit. 

Specific techniques for testing of CMOS circuits are beyond the scope of this book. An 
introductory discussion of this topic can be found in references [1-3]. Testing of CMOS 
circuits has been the subject of considerable research [4-6]. We will assume that a test 
set developed using the stuck-at model will provide an adequate coverage of faults in all 
circuits. 

11.2 COMPLEXITY OF A TEST SET 

There is large difference in testing combinational and sequential circuits. Combinational 
circuits can be tested adequately regardless of their design. Sequential circuits present a 
much greater challenge because the behavior of a circuit under test is influenced not only 
by the tests that are applied to the external inputs but also by the states that the cirtvit is 
in When the tests are applied. It is very difficult to test a sequential circuit designed by a 
designer who does not take its testability into account. However, it is possible to design 
Such circuits to make them more easily testable, as we will discuss in section 11.6. We will 
start by considering the testing of combinational circuits. 

An obvious way to test a combinational circuit is to apply a test set that comprises all 
Possible input valuations. Then it is only necessary to check if the output values produced 
by the circuit are the same as specifIed in a truth table that defines the circuit. This approach 
Works well for small circuits, where the test set is not large, but it becomes totally impractical 
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for large circuits with many input variables. Fortunately. it is not necessary to apply all 2n 
valuations as tests for an n-input circuit. A complete test set, capable of detecting all single 
faults, usually comprises a much smaller number of tests. 

Figure 11.1 a gives a simple three-input circuit for which we want to determine the 
smallest test set. An exhaustive test set would include all eight input valuations. This 
circuit involves five wires, labeled a, b, c, d, and f in the figure. Using our fault model , 
each wire can be stuck either at a or 1. 

Figure 11.1 b enumerates the utility of the eight input valuations as possible tests for 
the circuit. The valuation WI W2W3 = 000 can detect the occurrence of a stuck-at-I fault on 
wires a, d, and f. In a good circuit this test results in the output f = O. However, if any 
of the faults a/I, d /1, or f /1 occurs, then the circuit will produce f = 1 when the input 
valuation 000 is applied. The test 001 causes f = 0 in the good circuit, and it results in 
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11.3 PATH SENSITIZING 

f = 1 if any of the faults a/I, b/I, d/l, orf /1 occurs. This test can detect the occurrence 
of four different faults. We say that it covers these faults. The last test, Ill, can detect only 
one fault, f /0. 

A minimal test set that covers all faults in the circuit can be derived from the table by 
inspection. Some faults are covered by only one test, which means that these tests must be 
included in the test set. The fault b /1 is covered only by 001. The fault c /1 is covered only 
by 010. The faults b/O, c/O, and d /0 are covered only by 011. Therefore, these three tests 
are essential. For the remaining faults there is a choice of tests that can be used. Selecting 
the tests 001, 010, and 011 covers all faults except a/D. This fault can be covered by three 
different tests. Choosing 100 arbitrarily, a complete test set for the circuit is 

Test set = {OOI, 010, 011, 100} 

The conclusion is that all possible stuck-at faults in this circuit can be detected using four 
tests, rather than the eight tests that would be used if we simply tried to test the circuit using 
its complete truth table. 

The size of the complete test set for a given n-input circuit is generally much smaller 
than 2n. But this size may still be unacceptably large in practical terms. Moreover, deriving 
the minimal test set is likely to be a daunting task for even moderately sized circuits. 
Certainly, the simple approach of Figure 11.1 is not practical. In the next section we will 
explore a more interesting approach. 

11.3 PATH SENSITIZING 

Deriving a test set by considering the individual faults on all wires in a circuit, as done in 
section 11.2, is not attractive from the practical point of view. There are too many wires 
and too many faults to consider. A better alternative is to deal with several wires that form 
a path as an entity that can be tested for several faults using a single test. It is possible to 
activate a path so that the changes in the signal that propagates along the path have a direct 
impact on the output signal. 

Figure 11.2 illustrates a path from input WI to output f, through three gates, which 
consists of wires a, b, c, and f. The path is activated by ensuring that other paths in the 
circuit do not determine the value of the output f. Thus the input W2 must be set to 1 so 
that the signal at b depends only on the value at a. The input W3 must be 0 so that it does 

a 

W 4 = 1 ---L_.J 
f 

Figure 11.2 A sensitized path. 
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not affect the NOR gate, and W4 must be 1 to not affect the AND gate. Then if WI = 0 the 
output will be f = 1, whereas WI = 1 will cause I = O. Instead of saying that the path 
from WI to f is activated, a more specific term is used in technical literature, which says 
that the path is sensitized. 

To sensitize a path through an input of an AND or NAND gate, all other inputs must 
be set to 1. To sensitize a path through an input of an OR or NOR gate, all other inputs 
must be O. 

Consider now the effect of faults along a sensitized path. The fault a/O in Figure 11.2 
will cause f = I even if WI = 1. The same effect occurs if the faults b/O or e/l are 
present. Thus the test WjW2W3W4 = 1101 detects the occurrence of faults a/O, biD, and 
ell. Similarly, if WI = 0, the output should bel = 1. But if any of the faults a/l, bll, 
or c/O is present, the output will be f = O. Hence these three faults are detectable using 
the test 0101. The presence of any stuck-at fault along the sensitized path is detectable by 
applying only two tests. 

The number of paths in a given circuit is likely to be much smaller than the number 
of individual wires. This suggests that it may be attractive to derive a test set based on the 
sensitized paths. This possibility is illustrated in the next example . 

. 1 PATH-SENSITIZED TESTS Consider the circuit in Figure 11.3. This circuit has five paths. 
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The path WI - C - f is sensitized by setting W2 = 1 and W4 = O. It doesn't matter whether 
W3 is 0 or I, because W2 = 1 causes the signal on wire b to be equal to 0, which forces 
d = ° regardless of the value of W3. Thus the path is sensitized by setting W2W3W4 = lxO, 
where the symbol x means that the value of W3 does not matter. Now the tests WI W2WCjW4 = 
a IxO and 11xO detect all faults along this path. The second path, W2 - C - f , is tested using 
1000 and 1100. The path W2 - b - d - I is tested using 0010 and 0110. The tests for the 
path W3 - d - I are xOOO and x010. The fifth path, W4 - I, is tested with OxOO and OxOl. 
Instead of using all ten of these tests, we can observe that the test 0110 serves also as the 
test 01 xO, the test 1100 serves also as 11 xO, the test 1000 serves also as xOOO, and the test 
0010 serves also as xOIO. Therefore, the complete test set is 

Test set = {0110, 1100, 1000,0010, OxOO, OxOl} 

WI c 

w 2 -T--L_~ 

b 
d 

f 

Figure 11.3 Circuit for Example 11 .1 . 

...... 



11.3 PATH SENSITIZING 

While this approach is simpler, it is still impractical for large circuits. But the concept of 
path sensitizing is very useful, as we will see in the discussion that follows. 

11.3.1 DETECTION OF A SPECIFIC FAULT 

Suppose that we suspect that the circuit in Figure 11.3 has a fault where the wire b is stuck
at~ 1. A test that determines the presence of this fault can be obtained by sensitizing a path 
that propagates the effect of the fault to the output, f, where it can be observed. The path 
goes from b to d to f. It is necessary to set W3 = 1, W4 = 0, and c = O. The latter can be 
accomplished by setting WI = O. If b is stuck-at-l, then it is necessary to apply an input 
that would normally produce the value of 0 on the wire b, so that the output values in good 
and faulty circuits would be different. Hence W2 must be set to I. Therefore, the test that 
detects the bll fault is WIW2W3W4 = 0110. 

In general, the fault on a given wire can be detected by propagating the effect of the 
fault to the output, sensitizing an appropriate path. This involves assigning values to other 
inputs of the gates along the path. These values must be obtainable by assigning specific 
values to the primary inputs, which may not always be possible. Example 11.2 illustrates 
the process. 

FAULT PROPAGATION As the effect of a fault propagates through the gates along a EJ 
sensitized path, the polarity of the signal will change when passing through an inverting 
gate. Let the symbol D denote a stuck-at-O fault in general. The effect of the stuck-at-O 
fault will be unaltered when passed through an AND or OR gate. If D is on an input of an 
AND (OR) gate and the other inputs are set to 1 (0), then the output of the gate will behave 
as having D on it. But if D is on an input of a NOT, NAND, or NOR gate, then the output 
will appear to be stuck-at-l, which is denoted as D. 

Figure 11.4 shows how the effect of a fault can be propagated using the D and D 
symbols. Suppose first that there is a stuck-at-O fault on wire b; that is, biO. We want to 
propagate the effect of this fault along the path b - h - f. This can be done as indicated 
in Figure l1Ab. Setting g = 1 propagates the fault to the wire h. Then h appears to be 
stuck-at-l, denoted by D. Next the effect is propagated tof by setting k = 1. Since the last 
NAND also inverts the signal, the output becomes equal to D, which is equivalent tof /0. 
Thus in a good circuit the output should be 1, but in a faulty circuit it will be O. Next we must 
ascertain that it is possible to have g = 1 and k = 1 by assigning the appropriate values to 
the primary input variables. This is called the consistency check. By setting c = 0, both g 
and k will be forced to 1, which can be achieved with W3 = W4 = l. Finally, to cause the 
propagation of the fault D on wire b, it is necessary to apply a signal that causes b to have 
the value 1, which means that either WI or W2 has to be O. Then the test WI W2W3W4 = 0011 
detects the fault biO. 

Suppose next that the wire g is stuck-at-l, denoted by D. We can try to propagate the 
effect of this fault through the path g - h - f by setting b = 1 and k = 1. To make b = 1, 
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Figure 11.4 Detection of faults. 

we set Wi = W2 = O. To make k = 1, we have to make c = O. But it is also necessary to 
cause the propagation of the D fault on g by means of a signal that makes g = 0 in the good 
circuit. This can be done only if b = c = 1. The problem is that at the same time we need 
c = 0, to make k = 1. Therefore, the consistency check fails, and the fault g /1 cannot be 
propagated in this way. 

Another possibility is to propagate the effect of the fault along two paths simultaneously. 
as shown in Figure 11.4c. In this case the fault is propagated along the paths g - h - f and 



11.4 CIRCUITS WITH TREE STRUCTURE 

g - k - f. This requires setting b = I and c = I, which also happens to be the condition 
needed to cause the propagation as explained above. The test 0000 achieves the desired 
objecti ve of detecting g /1. Observe that if D (or D) appears on both inputs of a NAND 
gate, the output value will be D (or D). 

The idea of propagating the effect of faults using path sensitizing has been exploited in 
a number of methods for derivation of test sets for fault detection. The scheme illustrated 
in Figure 11.4 indicates the essence of the D-algorithm, which was one of the first practical 
schemes developed for fault detection purposes [7]. Other techniques have grown from this 
basic approach [8]. 

11.4 CIRCUITS WITH ThEE STRUCTURE 

Circuits with a treelike structure, where each gate has a fan-out of 1, are particularly easy 
to test. The most common forms of such circuits are the sum-of-products or product-of
sums. Since there is a unique path from each primary input to the output of the circuit, it is 
sufficient to derive the tests for faults on the primary inputs. We will illustrate this concept 
by means of the sum-of-products circuit in Figure 11.5. 

If any input of an AND gate is stuck-at-O, this condition can be detected by setting all 
inputs of the gate to 1 and ensuring that the other AND gates produce O. This makes f = 1 
in the good circuit, and f = 0 in the faulty circuit. Three such tests are needed because 
there are three AND gates. 

Testing for stuck-at-l faults is slightly more involved. An input of an AND gate is 
tested for the stuck-at-I fault by driving it with the logic value 0, while the other inputs of 
the gate have the logic value I. Thus a good gate produces the output of 0, and a faulty 

>---- f 

Figure 11.5 Circuit with a tree structure. 
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Product term Test 
No. 

wlw3 w 4 W2 W3W4 wlw2 w 3 w\W2 W3W4 

1 1 1 1 0 1 0 0 o 0 1 0 0 0 
Stuck-at-O 2 0 1 0 1 1 1 1 1 0 0 1 0 1 

tests 
3 0 0 0 1 0 1 1 1 1 0 1 1 1 

4 0 1 1 1 1 0 1 1 0 0 1 0 0 

5 1 0 1 1 0 0 0 1 1 1 1 1 0 
Stuck-at-l 6 1 1 0 0 1 1 0 0 0 1 0 0 1 

tests 
7 1 0 0 1 0 1 0 1 1 1 1 1 1 

8 0 0 0 0 0 1 1 0 1 0 0 1 1 

Figure 11.6 Derivation of tests for the circuit in Figure 11.5. 

gate generates 1. At the same time, the other AND gates must have the output of 0, which 
is accomplished by making at least one input of these gates equal to 0. 

Figure 11.6 shows the derivation of the necessary tests. The first three tests are for 
the stuck-at-O faults. Test 4 detects a stuck-at-1 fault on either the first input of the top 
AND gate or the third inputs of the other two gates. Observe that in each case the tested 
input is driven by logic 0, while the other inputs are equal to 1. This yields the test vector 
WI W2W3W4 = 0100. Clearly, it is useful to test inputs on as many gates as possible using a 
single test vector. Test 5 detects a fault on either the second input of the top gate or the first 
input of the bottom gate; it does not test any inputs of the middle gate. The required test 
pattern is 1110. Three more tests are needed to detect stuck-at-l faults on the remaining 
inputs of the AND gates. Therefore, the complete test set is 

Test set = {l000, 0101, 0111, 0100,1110,1001,1111, DOll} 

11.5 RANDOM TESTS 

So far we have considered the task of deriving a deterministic test set for a given circuit, 
primarily relying on the path-sensitizing concept. In general, it is difficult to generate such 
test sets when circuits become larger. A useful alternative is to choose the tests at random, 
which we will explore in this section. 

Figure 11.7 gives all functions of two variables. For an n-variable function, there are 

22n possible functions; hence there are 222 = 16 two-variable functions. Consider the XOR 
function, implemented as shown in Figure 11.8. Let us consider the possible stuck-at-O an? 
stuck-at-l faults on wires b, c, d, h, and k in this circuit. Each fault transforms the circUlt 
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Wt W 2 10 II h !3 14 i5 i6 h fg i9 ilO ill i12 i13 1t4 1t5 
00 0 0 0 0 0 0 0 0 1 1 1 1 1 1 1 1 

01 0 0 0 0 1 1 1 1 0 0 0 0 1 1 1 1 

10 0 0 1 1 0 0 1 1 0 0 1 1 0 0 1 1 

11 0 1 0 1 0 1 0 1 0 1 0 1 0 1 0 1 

Figure 11.7 All two-variable functions. 

into a faulty circuit that implements a function other than XOR, as indicated in Figure 11.9. 
To test the circuit, we can apply one or more input valuations to distinguish the good circuit 
from the possible faulty circuits listed in Figure 11.9. Choose arbitrarily WI W2 = 01 as the 
first test. This test will distinguish the good circuit, which must generate f = 1, from the 
faulty circuits that realize fa, 12. h. andftO, because each of these would generate I = O. 
Next. arbitrarily choose the test WI W2 = 11. This test distinguishes the good circuit from the 
faulty circuits that realize/5.h. and/15 , in addition to/3. which we have already tested for 
using WI W2 = 01. Let the third test be Wj W2 = 10; it will distinguish the good circuit from 
14 andf12. These three tests. chosen in a seemingly random way, detect all faulty circuits 
that involve the faults in Figure 11.9. Moreover. note that the first two tests distinguish 
seven of the nine possible faulty circuits. 

This example suggests that it may be possible to derive a suitable test set by selecting 
the tests randomly. How effective can random testing be? Looking at Figure 11.7. we 
see that any of the four possible tests distinguishes the correct function from eight faulty 
functions. because they produce different output values for this input valuation. These 
eight faulty functions detectable by a single test are one-half of the total number of possible 
functions (222

- 1 for the two-variable case). The test cannot distinguish between the correct 
function and the seven faulty functions that produce the same output value. The application 
of the second test distinguishes four of the remaining seven functions because they produce 

b 
WI 

W2 -:-l---t_~ 
c 

d 

Figure 11 .. 8 The XOR circuit. 

h 

I 

k 
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Fault Circuit implements 

b/O f5 = W2 

b/l flO = W2 

c/O f3 = WI 

e/l f12 = wI 

d/O fo = 0 

d/l 17 = wI + w2 

h/O !I5 = 1 

h/1 f4 = wI w 2 

k/O f15 = 1 

k/l 12 = WIW2 

Figure 11.9 The effect of various faults. 

an output value that is different from the correct function. Thus each application of a 
new test essentially cuts in half the number of faulty functions that have not been detected. 
Consequently, the probability that the first few tests will detect a large portion of all possible 
faults is high. More specifically, the probability that each faulty circuit can be detected by 
the first test is 

PI = 1 . 222
- 1 = ~ = 053 

222 _ 1 15' 

This is the ratio of the number of faulty circuits that produce an output value different from 
the good circuit, to the total number of faulty circuits. 

This reasoning is readily extended to n-variable functions. In this case the first test 
detects 22n

- 1 out of a total of 22n 
- 1 possible faulty functions. Therefore, if m tests are 

applied, the probability that a faulty circuit will be detected is 

m 
1 L 2n 

. P = . 2-1 

m 22n _ 1 
i=1 

This expression is depicted in graphical form in Figure 11.10. The conclusion is that random 
testing is very effective and that after a few tens of tests the existence of a fault is likely to 

be detected even in very large circuits. 
Random testing works particularly well for circuits that do not have high fan-in. If 

fan-in is high, then it may be necessary to resort to other testing schemes. For example, 
suppose that an AND gate has a large number of inputs. Then there is a problem wit~ 
detecting stuck-at-l faults on its inputs, which may not be covered by random tests. But It 
is possible to test for these faults using the approach described in section 11.4. 

_ ....... 
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Number of tests 

Effectiveness of random testing. 

The simplicity of random testing is a very attractive feature. For this reason, coupled 
with good effectiveness of tests, this technique is often used in practice. 

11.6 TESTING OF SEQUENTIAL CIRCUITS 

As seen in the previous sections, combinational circuits can be tested effectively, using 
either deterministic or random test sets. It is much more difficult to test sequential circuits. 
The presence of memory elements allows a sequential circuit to be in various states, and the 
response of the circuit to externally applied test inputs depends on the state of the circuit. 

A combinational circuit can be tested by comparing its behavior with the functionality 
specified in the truth table. An equivalent attempt would be to test a sequential circuit 
by comparing its behavior with the functionality specified in the state table. This entails 
checking that the circuit performs correctly all transitions between states and that it produces 
a Correct output. This approach may seem easy, but in reality it is extremely difficult. A 
big problem is that it is difficult to ascertain that the circuit is in a specific state if the state 
Variables are not observable on the external pins of the circuit, which is usually the case. 
Yet for each transition to be tested, it is necessary to verify with complete certainty that the 
correct destination state was reached. Such an approach may work for very small sequential 
circuits, but it is not feasible for practical-size circuits. A much better approach is to design 
the sequential circuits so that they are easily testable. 

11.6. 1 DESIGN FOR TESTABILITY 

A synchronous sequential circuit comprises the combinational circuit that implements the 
output and next-state functions, as well as the flip-flops that hold the state information 
during a clock cycle. A general model for the sequential circuits is shown in Figure 8.90. 
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The inputs to the combinational network are the primary inputs, WI through W Il , and the 
present state variables, YI through)'k· The outputs of the network are the primary outputs 
Zl through Zm, and the next-state variables, YI through Yk · The combinational network 
could be tested using the techniques presented in the previous sections if it were Possible 
to apply tests on all of its inputs and observe the results on all of its outputs. Applying the 
test vectors to the primary inputs poses no difficulty. Also, it is easy to observe the values 
on the primary outputs. The question is how to apply the test vectors on the present-state 
inputs and how to observe the values on the next-state outputs. 

A possible approach is to include a two-way multiplexer in the path of each present-state 
variable so that the input to the combinational network can be either the value of the state 
variable (obtained from the output of the corresponding flip-flop) or the value that is a part 
of the test vector. A significant drawback of this approach is that the second input of each 
multiplexer must be directly accessible through external pins, which requires many pins if 
there are many state variables. An attractive alternative is to provide a connection that allows 
shifting the test vector into the circuit one bit at a time, thus trading off pin requirements 
for the time it takes to perform a test. Several such schemes have been proposed, one of 
which is described below. 

Scan-Path Technique 
A popular technique, called the scan path, uses multiplexers on flip-flop inputs to allow 

the flip-flops to be used either independently during normal operation of the sequential 
circuit, or as a part of a shift register for testing purposes. Figure 11.11 presents the general 
scan-path structure for a circuit with three flip-flops. A 2-to-l multiplexer connects the D 
input of each flip-flop either to the corresponding next-state variable or to the serial path 
that connects all flip-flops into a shift register. The control signal Norma! / Scan selects the 
active input of the multiplexer. During the normal operation the flip-flop inputs are driven 
by the next-state variables, Y I , Y2, and Y3 • 

For testing purposes the shift-register connection is used to scan in the portion of each 
test vector that involves the present-state variables, )'1, Y2, and )'3. This connection has Qi 
connected to D i + I . The input to the first flip-flop is the externally accessible pin Scan-in. 
The output comes from the last flip-flop, which is provided on the Scan-out pin. 

The scan-path technique involves the following steps: 

1. The operation of the flip-flops is tested by scanning into them a pattern of Os and 1 s, 
for example, 01011001, in consecutive clock cycles, and observing whether the same 
pattern is scanned out. 

2. The combinational circuit is tested by applying test vectors on WI W2 .•. W nYIY2Y3 and 
observing the values generated on ZlZ2 ... ZmYI Y2Y3. This is done as follows: 
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• The YIY2Y3 portion of the test vector is scanned into the ftip- flops during three 
clock cycles, using Normal/Scan = 1. 

• The WI W2 ..• Wn portion of the test vector is applied as usual and the normal 
operation of the sequential circuit is performed for one clock cycle, by setting 
Normal/Scan = O. The outputs ZI Z2 ..• Zm are observed. The generated values of 
YI Y2 Y3 are loaded into the flip-flops at this time. 

• The select input is changed to Nonna! / Scan = 1, and the contents of the 
flip-flops are scanned out during the next three clock cycles, which makes the 
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W l .. Zl 

• • 
• • 
• • 

Wn .. Combinational 
circuit 

zk 

Scan-out 

Y3 1)' Y3 

Q D t-
-<... -

Y2 1)' 
Y z 

Q D te-
/ 

Yl 15"" 
Y I 

Q D te-
<.... r------< 

Clock Scan-in Normal/Scan 

Figure 11. 11 Scan-path arrangement. 

Y I Y2 Y3 portion of the test result observable externally. At the same time, the next 
test vector can be scanned in to reduce the total time needed to test the circuit. 

The next example shows a specific circuit that is designed for scan-path testing. 

Figure 8.80 shows a circuit that recognizes a specific input sequence, which was discussed Exc 
In section 8.9. The circuit can be made easily testable by modifying it for scan path as 
shown in Figure 11.12. The combinational part, consisting of four AND and two OR gates, 
is the same in both figures. 
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) 
Y1 

w 

)~2 

Z 

Scan-out 

~ 
Q D 

Y2 t -

< Q I--

Y 

-0 
Q D 

t Yl 
-

Q <... --
y 

Scan-in 

Resetn Clock Normal/Scan 

Figure 11. 12 Circuit for Example 11.3. 

The flip-flops can be tested by scanning through them a sequence of Os and Is as 
explained above. The combinational circuit can be tested by applying test vectors on w, 
Yl, and Y2. Let us use the random-testing approach, choosing arbitrarily four test vectors 
WYIY2 = 001, 110, 100, and 111. To apply the first test vector, the pattern Y1.V2 = 01 is 
scanned into the flip-flops during two clock cycles. Then for one clock cycle, the circuit 
is made to operate in the nonnal mode with w = O. This essentially applies the vector 
WYIY2 = 001 to the AND-OR circuit. The result of this test should be z = 0, YI = 0, and 
Y2 = O. The value of z can be observed directly. The values of Y, and Y1 are loaded into the 
respective flip-flops, and they are scanned out during the next two clock cycles. As thes.e 

values are being scanned out, the next test pattern YIY2 = 10 can be scanned in. Thus It 
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takes five cycles to perform one test, but the last two cycles are overlapped with the second 
test. The third and fourth tests are performed in the same way. The total time needed to 
perform all four tests is 14 clock cycles. 

The preceding approach is based on testing a sequential circuit by testing its combina
tional part using the techniques developed in the previous sections. The scan-path facility 
makes it also possible to test the sequential circuit by making it go through all transitions 
specified in the state table. The circuit can be placed into a given state simply by scanning 
into the flip-flops the valuation of the state variables that denotes this state. The result of 
the transition can be checked by observing the primary outputs and by scanning out the 
valuation that presents the destination state. We leave it to the reader to develop the details 
of this approach (see problem 11.16). 

One limitation of the scan-path technique is that it does not work well if the asyn
chronous preset and reset features of the flip-flops are used during normal operation. We 
have already suggested that it is better to use synchronous preset and reset. If the designer 
wishes to use the asynchronous preset and reset capabiJity, then a testable circuit can be 
designed using techniques such as the level-sensitive scan design [1, 9]. The reader can 
consult the references for a description of this technique. 

11.7 BUILT-IN SELF-TEsT 

Until now we have assumed that testing of logic circuits is done by externally applying the 
test inputs and comparing the resul ts with the expected behavior of the circuit. This requires 
connecting external equipment to the circuit under test. An interesting question is whether 
it is possible to incorporate the testing capability within the circuit itself so that no external 
equipment is needed. Such built-in capability would allow the circuit to be self-testable. 
This section presents a scheme that provides the built-in self-test (BIST) capability. 

Figure 11.13 shows a possible BIST arrangement in which a test vector generator 
produces the test vectors that must be applied to the circuit under test. In section ]].5 

we explained that randomly chosen test vectors give good results, with the fault coverage 
depending on the number of tests performed. For each test vector applied to the circuit, it is 

Po 

Test • Circuit • Test 
vector • under • result 

generator • test • compressor 

x n - 1 Pm-l 

+ 
• • • ~ 

Signature 

Figure 11. 13 The testing arrangement. 
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necessary to determine the required response of the circuit. The response of a good circuit 
may be detennined using the simulator tool of a CAD system. The expected responses to 
the applied tests must be stored on the chip so that a comparison can be made when the 
circuit is being tested. 

A practical approach for generating the test vectors on-chip is to use pseudorandom 
tests, which have the same characteristics as random tests but are produced deterministically 
and can be repeated at will. The generator for pseudorandom tests is easily constructed 
using a feedback shift-register circuit. A small example of a possible generator is given in 
Figure 11.14. A four-bit shift register, with the signals from the first and fourth stages fed 
back through an XOR gate, generates 15 different patterns during successive clock cycles. 
If the shift register is set at the beginning to X3X 2X I X O = 1000, then the generated patterns 
are as shown in part (b) of the figure. Observe that the pattern 0000 cannot be used, because 
the circuit would be locked in this pattern indefinitely. 

The circuit in Figure 11.14 is representative of a class of circuits known as linear 
feedback shift registers (LFSRs). Using feedback from the various stages of an n-bit shift 

Sf f 
D Q D Q D Q D Q t--.-

-- -

r-- I> Q .....--- r> Q r-- r> Q roo-- P> Q 

Clock 

~-----------------'vr-------------------

PRBS 

(a) Circuit 

X3 I I 1 1 0 I 0 1 1 0 0 1 0 0 0 1 ... 

X2 0 1 1 1 1 0 1 0 1 1 0 0 1 0 0 0 ... 

Xl 0 0 1 1 1 1 0 1 0 1 1 0 0 1 0 0 ... 

Xo 0 0 0 1 1 1 1 0 1 0 1 1 0 0 1 0 ., . 

f 1 1 1 0 1 0 1 1 0 0 1 0 0 a 1 1 ., . 

(b) Generated sequence 

Figure 11. 14 Pseudorandom binary sequence generator (PRBSG). 
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register, connected to the first stage by means of XOR gates, it is possible to generate a 
sequence of 211 - 1 patterns that have the characteristics of randomly generated numbers. 
Such circuits are used extensively in error-correcting codes. The theory of operation of these 
circuits is presented in a number of books [1-3, 10]. A table of the feedback connections for 
various values of n, which generate a maximum-length pseudorandom sequence, is given 
in Peterson and Weldon [11]. 

The pseudorandom binary sequence generator (PRBSG) gives a simple method of 
generating tests. The required response of the circuit under test can be determined by using 
the simulator tool of the CAD system. The remaining question is how to check whether 
the circuit indeed produces the required response. It is not attractive to have to store a 
large number of responses to the tests on a chip that also includes the main circuit. A 
practical solution is to compress the results of the tests into a single pattern. This can 
be done using an LFSR circuit. Instead of just providing the feedback signals as the 
input, a compressor circuit includes the output signals produced by the circuit under test. 
Figure 11.15 shows a single-input compressor circuit (SIC), which uses the same feedback 
connections as the PRBSG of Figure 11.14. The input p is the output of a circuit under test. 
After applying a number of test vectors, the resulting values of P drive the SIC and, coupled 
with the LFSR functionality, produce a four-bit pattern. The pattern generated by the SIC 
is called a signature of the tested circuit for the given sequence of tests. The signature 
represents a single pattern that may be interpreted as a result of all the applied tests. It can 
be compared against a predetermined pattern to see if the tested circuit is working properly. 
Storing a single n-bit pattern for comparison purposes presents only a small overhead. The 
randomizing nature of the compressor circuits based on LFSRs provides a good coverage 
of patterns that may result from a faulty circuit [12]. 

If the circuit under test has more than one output, then an LSFR with multiple inputs 
can be used. Figure 11.16 illustrates how four inputs, Po through jJ3, can be added to the 
basic circuit of Figure 11.14. Again the four-bit signature provides a good mechanism for 
distinguishing among different sequences of four-bit patterns that may appear on the inputs 
of this multiple-input compressor circuit (MIC). 

Signature 
~ ________________ ~A~ ________________ ~ 

p 
~t D Q D Q D Q D Q fo-

" ,-
- - - -

,.-- ~ Q r-- > Q ,....-~ Q r-- p.. Q 

Clock 

Figure 1 1. 1 5 Single'input compressor circuit (SIC). 
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Signature 
~ ______________________ -JA~ ________________________ ~ 

D Q D Q Q D Q 
- - -
Q Q Q -

Q 

=lock--r-----+---------;-----~--------_+----~----------r_--~ 

Po 

:igure 11. 16 Multiple-input compressor circuit (MIC). 
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A complete BIST scheme for a sequential circuit may be implemented as indicated in 
Figure 11.17. The scan-path approach is used to provide a testable circuit. The test patterns 
that would normally be applied on the primary inputs W = WI W2 ... Wn are generated 
internally as the patterns on X = XjX2 ... Xn . Multiplexers are needed to allow switching 
from W to X, as inputs to the combinational circuit. A pseudorandom binary sequence 

Normal/Test 

Combinational 
circuit 

Scan-out 

Hip-flops 
and 

multiplexers 

Scan-in 

PRBSG-y 

Figure 11. 1 7 BIST in a sequential circuit. 

Z-signature 

Z 

y 

Y -signature 
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generator, PRBSG-X, generates the test patterns for X. The portion of the tests applied 
via the next-state signals, y, is generated by the second PRBS generator, PRBSG-y. These 
patterns are scanned into the flip-flops as explained in section 11.6. 

The test outputs are compressed using the two compressor circuits. The patterns on 
the primary outputs, Z = ZlZ2'" Zm, are compressed using the MIC circuit, and those 
on the next-state wires Y = Y j Y2 .•. Yb by the SIC circuit. These circuits produce the 
z-signature and Y -signature, respectively. The testing procedure is the same as given in 
Example 11.3 except that the comparison with the test result that a good circuit is supposed 
to give is done only once; at the end of the testing process the two signatures are com
pared with the stored patterns. Figure 11.17 does not show the circuitry needed to store 
these patterns and perform the comparison. Instead of storing the signature patterns of the 
required results as a part of the designed circuit, it is possible to shift out the contents of 
MIC and SIC shift registers onto two output pins and to perform the necessary compari
son with the expected signatures externally. Note that using signature testing in this way 
reduces the testing time significantly, compared to the time it would take to test the circuit 
by scanning out the results of individual tests and comparing them with predetermined 
patterns. 

The effectiveness of the BIST approach depends on the length of the LFSR generator 
and compressor circuits. Longer shift registers give better results [13]. One reason for 
failing to detect that the circuit under test may be faulty is that the pseudorandomly generated 
tests do not have perfect coverage of all possible faults. Another reason is that a signature 
generated by compressing the outputs of a faulty circuit may coincidentally end up being 
the same as the signature of the good circuit. This can occur because the compression 
process results in a loss of some information, such that two distinct output patterns may be 
compressed into the same signature. This is known as the aliasing problem. 

11.7.1 BUILT-IN LOGIC BLOCK OBSERVER 

The essence ofBIST is to have internal capability for generation oftests and for compression 
of the results. Instead of using separate circuits for these two functions, it is possible to 
design a single circuit that serves both purposes. Figure 11.18 shows the structure of a 
possible circuit, known as the built-in logic block observer (BILBO) [14]. This four-bit 
circuit has the same feedback connections as the circuit of Figure 11.14. 

The BILBO circuit has four modes of operation, which are controlled by the mode bits, 
M j and M2. The modes are as follows: 

• 

• 

• 

• 

MIM2 = II-Normal system mode in which all flip-flops are independently controlled 
by the signals on inputs Po through P3. In this mode each flip-flop may be used to 
implement a state variable of a finite state machine by using Po to P3 as Yo to Y3· 

MJM2 = 00 - Shift-register mode in which the flip-flops are connected into a shift 
register. This mode allows test vectors to be scanned in, and the results of applied tests 
to be scanned out, if the control input G / S is equal to 1. If G / S = 0, then the circuit 
acts as the PRBS generator. 

M[M2 = 10 - Signature mode in which a series of patterns applied on inputs Po 
through P3 are compressed into a signature available as a pattern on qo through Q3. 

MIM2 = 01 - Reset mode in which all flip-flops are reset to O. 
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An efficient way of using BILBO circuits is presented in Figure 11.19. A combinational 
circuit can be tested by partitioning it into two (or more) parts. A BILBO circuit is used to 
provide inputs to one part and to accept outputs from the other part. The testing process 
involves a two-phase approach. First, BILBOt is used as a PRBS generator that provides 
test patterns for combinational network 1 (CNl). During this time BILB02 acts as a 
compressor and produces a signature for the test. The signature is shifted out by placing 
BILB02 into the shift-register mode. Next, the roles of BILBO 1 and BILB02 are reversed, 
and the process is repeated to test CN2. 

The detailed steps in the testing process are 

1. Scan the initial test pattern into BILBO 1 and reset all flip-flops in BILB02. 

2. Use BILBOt as the PRBS generator for a given number of clock cycles and use 
BILB02 to produce a signature. 

3. Scan out the contents of BILB02 and externally compare the signature; then scan 
into it the initial test pattern for testing CN2. Reset the flip-flops in BILBO 1. 

4. Use BILB02 as the PRBS generator for a given number of clock cycles and use 
BILBO 1 to produce a signature. 

S. Scan out the signature in BILBO} and externally compare it with the required pattern. 

The BILBO circuits are used in this way for testing purposes. At other times the normal 
system mode is used. 

11.7.2 SIGNATURE ANALYSIS 

We have explained the use of signatures in the context of implementing an efficient built
in testing mechanism. The main idea of compressing a long sequence of test results into 
a single signature was originally developed as the basis for an instrument manufactured 
by Hewlett-Packard in the 1970s, known as the Signature Analyzer [15]. Thus the name 
signature analysis was coined to refer to the testi ng schemes that use signatures to represent 
the results of applied tests. 
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Figure 11.19 Using BILBO circuits for testing. 
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Signature analysis is particularly suitable for digital systems that naturally include 
an ability to generate the desired test patterns. Such is the case with computer systems in 
which various parts of the system can be stimulated by test patterns produced under software 
control. 

11.7.3 BOUNDARY SCAN 

The testing techniques discussed in the previous sections are equally applicable to circuits 
that are implemented on single chips or on printed circuit boards that contain a number of 
chips. A circuit can be tested only if it is possible to apply the tests to it and observe the 
outputs produced. This involves having access to the primary inputs and outputs. 

When chips are soldered onto a printed circuit board, it often becomes impossible to 
attach test probes to pins. This hinders the testing process unless some indirect access to the 
pins is provided. The scan-path concept can be extended to the board level to deal with the 
problem. Suppose that each primary input or output pin on a chip is connected through aD 
flip-flop and that a provision is made for a test mode in which all flip-flops can be connected 
into a shift register. Then the test information can be scanned in and scanned out using the 
shift-register path, via two pins that serve as serial input and output. Connecting the serial 
output pin of one chip to the serial input pin of another chip results in the pins of all chips 
being connected into a board-wide shift register for testing purposes. This approach has 
become popular in practice and has been embodied into the IEEE Standard 1149.1 [16]. 

11.8 PRINTED CIRCUIT BOARDS 

Design and testing techniques presented in this book can be applied to any logic circuit, 
whether the circuit is realized on a single chip or its implementation involves a number 
of chips placed on a printed circuit board (PCB). In this section we discuss some practical 
issues that arise when one or more circuits that form a larger digital system are implemented 
on a PCB. 

A typical PCB contains multi pIe layers of wiring. When the board is manufactured, the 
wiring pattern on each layer is generated. The layers are separated by insulating material 
and pressed together in sandwichlike fashion to form the board. Connections between 
different wiring levels are made through holes that are provided for this purpose. Chips 
and other components are then soldered to the top and possibly to the bottom layers. 

In preceding chapters we have discussed in considerable detail the CAD tools used for 
designing circuits that can be implemented on a single chip, such as a PLD. For a multiple
chip implementation, we need a different set of CAD tools to design a PCB that incorporates 
the chips and connections needed to realize the complete digital system. Such tools are 
available from a number of companies, for example, Cadence Design Systems and Mentor 
Graphics. These tools can automatically determine where each chip should be placed on 
the PCB, but the designer can also specify the location of particular chips. This is called 
the placement process. Given a specific placement of chips and other components (such 
as connectors and capacitors), the tools generate a layout for each layer of wiring traces 
that provide the required connections on the board. This process is referred to as routing. 
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Again the designer can intervene and manually route some connections. However. since 
the number of connections can be in the tens of thousands, it is crucial to obtai n a good 
automated solution. 

In addition to the design issues discussed in the previous chapters, a large circuit 
implemented on a PCB is subject to some other constraints. Signals on the wiring traces 
may be affected by noise problems caused by crosstalk, spikes in the power supply voltage, 
and reflections from the end points of long traces. 

Crosstalk 

Two closely spaced wires that run parallel to each other are capacitively coupled, and 
a pulse on one wire can induce a similar (but usually much smaller) pulse on the adjoining 
wire. This is referred to as crosstalk. Its existence is undesirable because it contributes to 
noise problems. 

When drawing timing diagrams, we usually draw ideal waveforms with sharp edges, 
which have well-defined voltage levels for the logic values ° and 1. In an actual circuit the 
corresponding signals may depart significantly from the desired behavior. As explained in 
section 3.8.4, noise in a circuit can affect voltage levels, which can be troublesome. For 
example. if at some point in time the noise diminishes the value of a signal that should be 
at logic 1 to a level where this signal is interpreted by the next gate as being logic 0, then a 
malfunction in the circuit is likely to occur. Since the noise effects tend to be random, they 
are often difficult to detect. 

To minimize crosstalk, it is prudent to avoid having long wires running parallel in close 
proximity to each other. This may be difficult to achieve because of limited space on a PCB 
and the need to provide a large number of wires. Using additional layers (planes) of wiring 
helps in coping with crosstalk problems. 

Power Supply Noise 

When a CMOS circuit changes its state, there is a momentary flow of current in the 
circuit, which is manifested as a current pulse on the power supply (VDD and Ground) wires. 
Since a wiring trace on a PCB has a small "'line inductance," such a current pulse causes a 
voltage spike (short pulse) on these lines. The cumulative effect of such voltage spikes can 
cause a malfunction of the circuit. 

The induced voltage spikes can be reduced significantly by connecting a small capacitor 
between the VDD and Ground wires, in close proximity to the chip that causes the spikes 
to Occur. Since these spikes have the characteristic of a very high frequency signal, the 
path through the capacitor is essentially a short circuit for them. Thus the voltage spikes 
"bypass" the power supply lines and do not affect other chips connected to the same lines. 
Such capacitors are called bypass capacitors. They do not affect the DC voltage on the 
pOwer supply lines. 

Large chips, such as PLDs, often require more than one VDD and Ground connection. 
In this case it is advisable to use one bypass capacitor for each pair of VDD and Ground 
pins on the chip. For example, with PLDs the manufacturers recommend using a 0.2 J.LF 
capacitor for each such pair of pins, placed as close as possible to the PLD chip. 

Reflections and Terminations 

Wiring traces on a PCB act as simple wires in circuits when the clock frequency is 
low. However, at higher clock frequencies it becomes necessary to worry about so-called 
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transmission-line effects. When a signal propagates along a long wire, it is attenuated due 
to the small resistance of the wire, it picks up crosstalk that manifests itself as noise, and it 
may be reflected when it reaches the end of the wire. The reflection causes a problem if its 
effect does not die down before the next active clock edge. The discussion of transmission_ 
line effects is beyond the scope of this book. We will only mention that the reflection of 
signals can be prevented by placing a suitable "tennination" component on the line. This 
termination can be as simple as a resistor whose resistance matches the apparent resistance 
of the line, known as the characteristic impedance of the line. Other fonns of termination 
are also possible. For details of such schemes, the reader may consult other references 
[17-18]. 

11.8.1 TESTING OF PCBs 

The manufactured PCB has to be tested thoroughly. Flaws in the manufacturing process 
may cause some connections to be broken and others to be shorted by a solder blob that 
touches two adjacent wires. There may be problems caused by design errors that were not 
discovered during the design process. Finally, some chips and other components on the 
PCB may be defective. 

Power Up 

The first step is to turn on the power supply. In the worst case this may cause some 
chip to be destroyed because of a fatal short-circuit condition (in an extreme case a chip 
package may actually blow apart). Assuming that this is not the case, it is essential to check 
if any of the chips is becoming inordinately hot. Overheating is a symptom of a serious 
problem that must be corrected. 

It is also necessary to check that the power and ground connections are properly made 
on each chip and that the voltage level is as specified. 

Reset 
The next step is to reset all circuitry on the PCB to reach a predetermined starting 

point. This typically implies resetting the flip-flops, which is usually achieved by asserting 
a common reset line. It is important to verify that the starting state is correctly established. 

Low-Level Functional Testing 
Since practical circuits can be extremely complex, it is prudent to test the basic func

tionality first. A key test is to verify that the control signals are working correctly. 
U sing the divide-and-conquer approach, simple functions are tested first, followed by 

the more complex ones. 

Full Functional Testing 
Having verified the operation of smaller subcircuits, it is necessary to test the func

tionality of the entire system on the PCB. The number of errors often depends on the 
thoroughness of the simulation done during the design process. In general, it is difficult 
to simulate large digital systems fully, so some errors are likely to be found on the PCB. 
Typical errors are due to 
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11.8 PRINTED CIRCUIT BOARDS 

Manufacturing errors, such as wrong wiring traces, blown components, or incorrect 
power supply voltage. 

Incorrect specifications. 

Designer's misinterpretation ofinfonnation on the data sheets that describe some chips. 

Incorrect information on the data sheets provided by the chip manufacturer. 

As mentioned earlier, PCBs contain multiple layers of wiring. Each layer may have several 
thousands of wires in it. Finding and fixing errors can be a difficult and time-consuming 
task. especially if errors involve wires in internal (as opposed to the top or bottom) wiring 
layers. 

Timing 

It is next necessary to verify the timing of the circuit. A good strategy is to start with 
a slow clock. If the circuit works properly, then the clock frequency is gradually increased 
until the required operating frequency is reached. 

Timing problems arise because of propagation delays through various paths in a circuit. 
These delays are caused by the logic gates and the wiring that interconnects them. It is 
essential to ensure that all data inputs to flip-flops in the circuit are stable before the active 
edge of the clock signal arrives, as required by the setup time. 

Reliability 

A digital system is expected to operate reliably for a long time. Its reliability may be 
affected by several factors, such as timing, noise, and crosstalk problems. 

The timing of signals has to provide some safety margin to allow for small changes in 
propagation delays. If the timing is too tight, then it is likely that the circuit will operate 
correctly for some period of time, but will eventually fail because of a timing error. The 
timing of chips may change with temperature, so failures can occur if thermal constraints 
are not adhered to. Cooling is usually provided by means of fans. 

11.8.2 INSTRUMENTATION 

Testing of circuits implemented in PCBs requires some specialized instruments. 

Oscilloscope 

The details of individual signals can be examined using an oscilloscope. This instru
ment displays the voltage waveform of a signal, showing the potential problems with respect 
to propagation delay and noise. The waveform displayed on an oscilloscope shows the ac
tual voltage levels of the signal; it does not depict the simplified view of ideal waveforms 
that have perfectly square edges. If the user wants to see only the logic values of a signal 
(0 or I), then a different type of instrument called a logic analyzer can be used. 

Logic Analyzer 

While an oscilloscope allows simultaneous examination of a few signals, a logic an
~lyzer allows examination of tens or even hundreds of signals at the same time. It takes 
lllputs from a set of points in the circuit, by means of probes attached to these points, and 
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digitizes and displays the detected signals in the form of waveforms on a screen. A POwerful 
feature of the logic analyzer is that it has internal storage capable of recording a sequence 
of changes in the signals over a substantial period of time. Then any segment of this infor
mation can be displayed as desired by the operator. Typically, it is possible to record a few 
milliseconds' worth of events, which involves many cycles of a normal digital clock. 

Looking at the waveforms taken when the circuit under test is working properly is not 
helpful in the debugging process. It is essential to see the waveforms generated when a 
malfunction takes place. The logic analyzer can be "triggered" to record a window of events 
that occurred before and after the trigger event. The user must specify the trigger event. 
For example, suppose that a malfunction is suspected to be caused by two control signals, 
A and B, being asserted at the same time, even though the design specification requires that 
these signals be mutually exclusive. A useful trigger point can then be established as the 
time when the AND of A and B has the value I. Finding suitable trigger events can be 
difficult, and the user must rely on intuition and experience. 

To use a logic analyzer effectively, it must be possible to connect the probes to some 
useful (for testing purposes) points in the circuit. Thus it is important to provide such "test" 
points when a PCB is being designed. 

11.9 CONCLUDING REMARKS 

Manufactured products must be tested to ensure that they perform as expected. All of the 
techniques discussed in this chapter are relevant for this type of testing. The development 
of tests and the required responses is based on the assumption that the circuits are designed 
correctly. Thus it is the validity of the physical implementation that is being tested. 

Another aspect of testing occurs during the design process. The designer has to ascertain 
that the designed circuit meets the specifications. From the testing point of view, this poses 
a significant problem because there exists no provably good circuit that can be used to 
generate the desired tests. CAD tools are helpful in deriving tests for a designed circuit, but 
they cannot determine whether the circuit is indeed what the designer intended to achieve 
in terms of its functionality. A design error usually results in a circuit that has somewhat 
different functionality than required by the specification. 

Small circuits can be tested fully to verify their functionality. A combinational circuit 
can be tested to see if it performs according to its truth table. A sequential circuit can be 
tested by checking the transitions specified in the state table. This is much easier to do if the 
circuit is designed for testability, as explained in section 11.6.1. Large circuits cannot be 
tested exhaustively, because a vast number of tests would have to be applied. In this case 
the designer's ingenuity is needed to determine a manageable set oftests that will hopefully 
demonstrate the correctness of the circuit. 

PROBLEMS 

11.1 Derive a table similar to Figure 11.lh for the circuit in Figure PII.l to show the coverage 
of the various stuck-at-O and stuck-at-l faults by the eight possible tests. Find a minimal 
test set for this circuit. 
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f 

Figure P11.1 Circuit for problem 11.1. 

11.2 Repeat problem 11.1 forthe circuit in Figure Pl1.2. 

X)-- f 

Figure P 11.2 Circuit for problem 11.2. 

... 11.3 Devise a test to distinguish between two circuits that implement the following expressions 

f = XIX2X3 + X2X3X4 + XIX2X4 + XIX3X4 

g = (Xl + X2)(X3 + X4) 

11.4 Consider the circuit in Figure PII.3. Sensitize each path in this circuit to obtain a complete 
test set that comprises a minimum number of tests. 

Wl--...r-~ 
I------____\. 

w2---L_~ 

1---- f 

Figure P 11.3 Circuit for problem 11.4. 

... 11.5 For the circuit of Figure 11.4a, show the tests that can detect each of the faults: WI /0, w4/1, 
g /0, and e/1. 
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Suppose that the tests WI W2W3W4 = 0100, 1010, 0011, 1111, and 0 110 are chosen randoml 
to test the circuit in Figure I l.3. What percentage of single faults are detected using thes~ 
tests? 

Repeat problem 11.6 for the circuit in Figure II.4a. 

Repeat problem 11.6 for the circuit in Figure 11.5. 

Consider the circuit in Figure Pll.4. Are all single stuck-at-O and stuck-at-l faults in this 
circuit detectable? If not, explain why. 

W I -4---r-"" 
1"1--..... 

w2---L_~ j 

Figure P 11 .4 Circuit for problem 11.9. 

11.10 Prove that in a circuit in which all gates have a fan-out of 1, any set of tests that detects all 
single faults on the input wires detects all single faults in the entire circuit. 

., 11. 11 The circuit in Figure Pll.5 determines the parity of a four-bit data unit. Derive a minimal 
test set that can detect all single stuck-at-O and stuck-at-l faults in this circuit. Would your 
test set work if the XOR gates are implemented using the circuit in Figure 4.26c? Can your 
result be extended to a general case that involves n-bit data units? 

Figure P11.5 Circuit for problem 11.11. 

~ 11. 12 Derive a test set that can detect all single faults in the decoder circuit in Figure 6. 16c. 
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11. 14 Sensitize each path in the combinational part of the circuit in Figure 11.12 to obtain a 
complete test set that comprises as few tests as possible. Show how your test set can be 
applied to test this circuit. How many clock cycles are needed to perform the necessary 
tests? 

11. 1 5 Derive an ASM chart that represents the flow of control needed to test the circuit in Figure 
11.12. 

11. 16 The circuit in Figure 11.12 provides an easily testable implementation of the FSM in Figure 
8.81. In Example 11.3 we showed how this circuit may be tested by testing the combinational 
part using randomly chosen tests. A different approach to testing may be to attempt to 
determine whether the circuit actually realizes the functionality specified in the state table 
in Figure 8.81 b. This can be done by making the circuit go through all transitions given 
in the state table. For example, after applying the Resetn = 0 signal, the circuit begins in 
state A. It must be verified that the circuit is indeed forced into state A by scanning out 
the expected valuation Y2Yl = 00. Next each transition must be checked. To verify the 
transition A --')- A if w = 0, it is necessary to make the input w equal to 0 and allow the 
normal operation to take place for one clock cycle by making Normal/Scan = O. The val ue 
of the output z must be observed. This is followed by scanning out the values of Y2 and Yl 
to see if Y2Yl = 00. At the same time, the valuation for the next test should be scanned in. 
If this test involves verifying that B --')- A if w = 0, then the valuation Y2Yl = 01 is scanned 
in. This process continues until all transitions have been verified. 

Indicate in the form of a table the values of the signals Normal/Scan, Scan-in, Scan-out, 
w, and z. as well as the transition tested, for each clock cycle necessary to perform the 
complete test for this circuit. 

11.17 Write VHDL code that represents the circuit in Figure 11.12. 

11.18 Derive an ASM chart that describes the control needed to test a digital system that uses the 
BILB 0 structure in Figures 11.18 and 11.19. 
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12 
COMPUTER AIDED DESIGN TOOLS 

CHAPTER OBJECTIVES 

In this chapter you willieam how CAD tools can be used to design 
and implement a logic circuit. The discussion deals with the synthesis 
and physical design stages in a typical CAD system, including 

• Netlist extraction 

• Technology mapping 

• Placement 

• Routing 

• Static timing analysis 
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We introduced CAD tools in section 2.9, and have discussed them briefly in other chapters. The word tool 
in this context means a software program that allows a user to perform a particular task. In this chapter We 
describe some of the tools in a typical CAD system in more detail, by showing how a small design example 
is processed and optimized as it passes through different stages in the CAD flow. 
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12.1 SYNTHESIS 

Figure 12.1, which is reproduced from Figure 2.29, gives an overview of a CAD system. A 
description of the desired circuit is prepared, usually in the form of a hardware description 
language like VHDL. The VHDL code is then processed by the synthesis stage of the CAD 
system. Synthesis is the process of generating a logic circuit from the user's specification. 
Figure 12.2 shows three typical phases that are found in the synthesis process. 

12.1.1 NETLIST GENERATION 

The netlist generation phase checks the syntax of the code, and reports any errors such as 
undefined signals, missing parentheses, and wrong keywords. Once all errors are fixed a 
circuit netlist is generated as determined by the semantics of the VHDL code. The netlist 
uses logic expressions to describe the circuit, and includes components such as adders, 
flip-flops. and finite state machines. 

12.1.2 GATE OPTIMIZATION 

The next phase is gate optimization, which performs the kinds of logic optimizations de
scribed in Chapter 4. These optimizations manipulate the netlist to obtain an equivalent, 
but better circuit according to the optimization goals. As we said in section 2.9.2, the mea
surement of what makes one circuit better than another may be based on the cost of the 
circuit, its speed of operation, or a combination of both. 

As an example of results produced by the synthesis phases discussed so far, consider 
the VHDL code for the addersubtractor entity in Figure 12.3, which specifies a circuit that 
can add or subtract n-bit numbers and accumulate the result in a register. From this code 
the synthesis tool produces a netlist that corresponds to the circuit in Figure 12.4. The input 
numbers, A = aQ, ... , all-l and B = bo, ... , b~-l' are placed into registers Areg and Breg 
prior to being used in addition or subtraction operations. These registers synchronize the 
operation of the circuit if A and B are externally provided asynchronous inputs. The control 
input Sel determines the mode of operation. If Sel = 0, then A is selected as an input to 
the adder; if Sel = 1, then the result register Zreg is selected. The control input AddSub 
determines whether the operation is addition or subtraction. The flip-flops in Figure 12.4 for 
registers A, B, Sel, AddSub, and Overflo',i' are inferred from the code at the bottom of Figure 
12.3a. Multiplexers are produced from the mux2tol entity in Figure 12.3b, and an adder 
is generated from the adderk entity in Figure 12.3c. The exclusive-OR gates connected to 
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Figure 12.1 A typical CAD system. 
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Synthesis 

Netlist Generation 

Gate Optimization 

Technology Mapping 

Figure 12.2 The stages included in a synthesis tool. 

register B, and the XOR function for the Overflow output are generated from the code at 
the end of the addersubtractor entity. 

12. 1.3 TECHNOLOGY MAPPING 

The final phase of synthesis is technology mapping. This phase determines how each com
ponent in the netlist can be realized in the resources available in the target chip. To see the 
results of technology mapping assume that we have selected an FPGA for implementation of 
our example circuit. We showed in section 3.6.5 that an FPGA contains a two-dimensional 
array of logic blocks. Figure 3.38 gives a diagram of a simple logic block that contains 
a three-input lookup table (LUT) and a flip-flop. The block has one output, which can be 
selected from either the LUT or the flip-flop. 

A more flexible logic block is depicted in Figure 12.5a. It contains a four-input LUI 
and a flip-flop, and has two outputs. A multiplexer is provided to allow loading of the 
flip-flop from the LUT or directly from input In3. Another multiplexer allows the stored 
value in the flip-flop to be fed back to one input of the LUT. There are a number of different 
ways, or modes, in which this logic block can be used. The most straightforward choice is 
to implement a function of up to four inputs in the LUT, and store this function's value in 
the flip-flop; both the LUT and flip-flop can provide outputs from the logic block. Parts b 
to e of the figure illustrate four other modes of using the block. In parts band c only the 
LUT or the flip-flop is used, but not both. In part d only the LUT provides an output of the 
logic block, and one of the LUT's inputs is connected to the flip-flop. 



12.1 SYNTHESIS 

LIBRARY ieee; 
USE ieee.std~ogic_1164.a11 ; 

ENTITY addersubtractor IS 
GENERIC ( n : INTEGER:= 16) ; 
PORT ( A, B : IN STD_LOGIC_ VECTOR(n-l DOWNT( 

Clock, Reset, Sel, AddSub : IN STD_LOGIC ; 
Z : BUFFER STD_LOGIC_ VECTOR(n-l DOWNT( 
Overflow : OUT STD_LOGIC) ; 

END addersubtractor ; 

ARCHITECTURE Behavior OF addersubtractor IS 
SIGNAL G, H, M, Areg, Breg, Zreg, AddSubR_n : STD_LOGIC_ VECTOR(n -1 DOWN 
SIGNAL SeIR, AddSubR, carryout, overJIow : STD_LOGIC ; 
COMPONENT mux2tol 

GENERIC (k: INTEGER:= 8); 
PORT (V, W : IN STD_LOGIC_VECTOR(k-l DOWNTO 0) ; 

Sel : IN STD_LOGIC ; 
F : OUT STD_LOGIC_VECTOR(k-l DOWNTO 0»; 

END COMPONENT; 
COMPONENT adderk 

GENERIC (k: INTEGER:= 8); 
PORT (carryin : IN STD_LOGIC; 

X, Y : IN STD_LOGIC_VECTOR(k-1 DOWNTO 0); 
S : OUT STD_LOGIC_VECTOR(k-l DOWNTO 0) ; 
carryout : OUT STD_LOGIC) ; 

END COMPONENT; 
BEGIN 

PROCESS (Reset, Clock) 
BEGIN 

IF Reset = ' l' THEN 
Areg <= (OTHERS => '0'); Breg <= (OTHERS => '0'); 
Zreg <= (OTHERS => '0'); SelR <= '0'; AddSubR <= '0'; Overflow <= . 

ELSIF Clock' EVENT AND Clock = ' l' THEN 
Areg <= A; Breg <= B; Zreg <= M; 
SelR <= Sel; AddSubR <= AddSub; Overflow <= oveLflow; 

END IF; 
END PROCESS; 

... continued in Part b 
Figure 12.3 VHDL code for an accumulator circuit (Part a). 

In Chapter 5 we said that FPGAs often contain dedicated circuitry for implementation 
of fast adder circuits. Figure 12.5e shows one way in which such circuitry can be realized. 
The LUT is used in two halves, where one half produces the sum function of three LUT 
inputs and the other half produces the carry function of these inputs (recall from section 
3.6.5 that a four-input LUT is built by using two three-input LUTs). The sum function can 
provide an output of the block or be stored in the flip-flop, and the carry function provides a 
Special output signal. This carry output connects directly to a neighboring logic block that 
Uses it as a carry input. This block in turn generates the next stage of carry output, and so 
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nbiLadder: adderk 
GENERIC MAP ( k => n ) 
PORT MAP ( AddSubR, G, H. M, carry out ) ; 

multiplexer: mux2to 1 
GENERIC MAP ( k => n) 
PORT MAP ( Areg, Z, SeIR, G ) ; 

AddSubR.J1 <= (OTHERS => AddSubR) ; 
H <= Breg XOR AddSubR_n ; 
overJ'low <= carryout XOR O(n-I) XOR H(n-l) XOR M(n-I) ; 
Z <= Zreg; 

END Behavior; 

LIBRARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 

ENTITY mux2to I IS 
GENERIC ( k : INTEGER: = 8 ) ; 

PORT ( V, W : IN STD_LOGIC_VECTOR(k-l DOWNTO 0); 
Sel : IN STD_LOGIC ; 
F : OUT STD_LOGIC_VECTOR(k-1 DOWNTO 0)) ; 

END mux2to 1 ; . 

ARCHITECTURE Behavior OF mux2to I IS 
BEGIN 

PROCES S ( V, W, Sel) 
BEGIN 

IF Sel = '0' THEN _ ~._~_ .. 
F <= V; 

ELSE 
F<= W; 

END IF; 
END PROCESS; 

END Behavior; 

... continued in Part c 

Figure 12.3 VHDL code for an accumulator circuit (Part b). 

on. In this way, direct connections between neighboring logic blocks are used to form fast 
carry chains. 

Figure 12.6 shows a part of the results of technology mapping for the netlist generated 
for Figure 12.4. Each logic block is highlighted with a blue square, and has a label on the 
lower left corner that indicates which mode in Figure 12.5 is being used. The figure shows 
bit ho from Figure 12.4, which is produced by a logic block in mode d. Thi s block uses 
a flip-flop to store the value of primary input bo, and implements an XOR function in its 
LUT, which is needed in subtraction operations to complement the number B. One input of 
the XOR is provided by the logic block in mode c that stores in a flip-flop the value of the 
AddSub input. This flip-flop also drives 15 other logic blocks that implement hJ' ... , h15. 

but these blocks are not shown in the figure. 
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LIBRARY ieee ; 
USE ieee.std_logic_1164.all ; 
USE ieee.std-Iogic_signed.all ; 

ENTITY adderk IS 
GENERIC ( k : INTEGER := 8 ) ; 
PORT (carrym : IN STD_LOGIC ; 

X, Y : IN STD_LOGIC_ VECTOR(k-l DOWNTO 0) ; 
S : OUT STD_LOGIC_VECTOR(k-l DOWNTO 0); 
carryout : OUT STD_LOGIC ) ; 

END adderk; 

ARCHITECTURE Behavior OF adderk IS 
SIGNAL Sum: STD_LOGIC_ VECTOR(k DOWNTO 0) ; 

BEGIN 
Sum <= ('0' & X) + Y + carryin; 
S <= Sum(k-l DOWNTO 0); 
carryout < = Sum(k) ; 

END Behavior; 

Figure 12.3 VHDL code for an accumulator cicruit (Part d. 

The AddSub flip-flop is connected to the carry-in of the first logic block in the adder. 
This block uses mode e to produce sum and carry outputs. The sum is stored in a flip-flop 
that produces Zo, and the carry feeds the next stage of the adder. The figure shows the carry 
function in the form 

Cl = (co E9 ho) . ho + (co E9 ho) . go 

This expression is functionally equivalent to the one used in Chapter 5, which has the form 
C] = coho + Co go + hogo, but it represents more closely how the carry chain is built in an 
FPGA. The last logic block of the adder in Figure 12.6 does not use its flip-flop, because 
the sum output has to be connected directly to the logic block that implements the Overflow 
signal. The sum output cannot be provided from both the combinational and registered 
outputs concurrently, so a separate logic block in mode c is needed for the Z15 signal. 

Figure 12.6 shows only a few of the logic blocks that a technology mapping tool would 
create for implementing our circuit. In general, there are many different ways in which 
technology mapping can be done, and each method will lead to equivalent, but different 
circuits. The reader can consult references [1-3] for a detailed discussion of technology 
mapping approaches. 
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Circuit speciRed by the code in Figure 12.3. 

12.2 PHYSICAL DESIGN 

The next stages following synthesis in Figure 12.1 are functional simulation and physical 
design. As we said in section 2.9, functional simulation involves applying test patterns to 
the synthesized netlist and checking to see if it produces the correct outputs. The simulation 
assumes that there are no propagation delays in the circuit, because the intent is to evaluate 
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(a) An FPGA logic element. 
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Figure 12.5 Different modes of an FPGA logic block. 

the basic functionality rather than timing. The netlist used by a functional simulator could 
be either the version before technology mapping, or after. An example of performing 
functional simulation using the software included with the book is provided in Appendix 
B, and we will not discuss it further here. 

Once the netlist produced by synthesis is functionally correct, the physical design 
stage can be performed. This stage determines exactly how the synthesized netlist will be 
implemented in the target chip. As illustrated in Figure 12.7, three phases are involved: 
placement, routing, and static timing analysis. 

765 



~ 
0'1 

n 
::z:: ,.. ,. ... .. 
" gl5 ... 
It..» 

go gl 
hIS ,,;;':J:;;i;~;'''<! :'::,i 

• 

~ 
0 a: 

bo 
ho hi Overflow ~ 

~ 
~ 
l!J 

" :>-... 
(d) '"i;I!JIt.''i!/IU'''''~l~1.''~':'.·#'f!·:: ... ·~Y:/"!! y . . '~,:,.';r~t'fI#:,"»:'~if-t'P~1':.'';I,~ {IL 

(a) 
",;;,.,;,,'.'. :'.",J .. 

~ 
l!J 
C 
~ 
l!J 
r:tJ ... 
~ 
2 

~ 
0 

(c) t"' 
r:tJ 

AddSub I-----t- ••• 
Co CI5 ,-- I 

(c) 
(e) (e) (e) 

Zo Zl ZIS 

~ Figure 12.6 A part of the circuit in Figure 12.4 after technology mapping. 



12.2 PHYSICAL DESIGN 

Physical Design 

Placement 

Routing 

Static Timing Analysis 

Figure 12.7 phases in physical design. 

12.2.1 PLACEMENT 

The placement phase chooses a location on the target device for each logic block in the 
technology-mapped netlist. An example of a placement result is given in Figure 12.8. It 
shows an array of logic blocks in a small portion of an FPGA chip. The white squares 
represent unoccupied blocks and the grey squares show the placement of blocks that imple
ment the circuit of Figure 12.4. There is a total of 53 logic blocks in this circuit, including 
the ones shown in Figure 12.6. Also shown in Figure 12.8 is the placement of some of the 
primary inputs to the circuit, which are assigned to pins around the chip periphery. 

To find a good placement solution a number of different locations have to be considered 
for each logic block. For a large circuit, which may contain tens of thousands of blocks, 
this is a hard problem to solve. To appreciate the complexity involved, consider how many 
different placement solutions are possible for a given circuit. Assume that the circuit has 
N logic blocks, and it is to be placed in an FPGA that also contains exactly N blocks. A 
placement tool has N choices for the location of the first block that it selects. Their remain 
N - 1 choices for the second block, N - 2 choices for the third, and so on. Multiplying 
these choices gives a total of (N) (N - 1) ... (1) = N! possible placement solutions. For 
even moderate values, N! is a huge number, which means that heuristic techniques must be 
used to find a good solution while considering only a small fraction of the total number of 
choices. A typical commercial placement tool operates by constructing an initial placement 
configuration and then moving logic blocks to different locations in an iterative manner. 
For each iteration the quality of the solution is assessed by using metrics that estimate the 
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speed of operation of the implemented circuit, or its cost. The placement problem has been 
studied extensively and is described in detail in references [4-7]. 

12.2.2 ROUTING 

Once a location in the chip is chosen for each logic block in a circuit, the routing phase 
connects the blocks together by using the wires that exist in the chip. An example of a 
routing solution for the placement in Figure 12.8 is given in Figure 12.9. In addition to 
showing the logic blocks, this figure also displays some of the wires in the chip. Wires 
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Figure 12.9 Routing for the placement in Figure 12.8. 

that are being used by the implemented circuit are shaded in grey. The figure depicts both 
individual wires, which may be of various lengths, and bundles of wires, which are shown as 
grey rectangles. The routing CAD tool tries to make the best use of various kinds of wires, 
such as efficient connections for carry chains. Figure 12.9 shows an example of the carry 
chain path from Figure 12.6. Black lines highlight the carry chain wires, which connect 
through the stages of the adder, ending at the Overflow register. A detailed discussion of 
routing tools can be found in references [3], [5-6], and [8]. 

12.2.3 STATIC TIMING ANALYSIS 

After routing is complete the timing delays for the implemented circuit are known, because 
the CAD system computes the timing delays of all blocks and wires in the chip. A static 
timing analysis tool examines this delay information and produces a set of tables that 
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quantify the circuit's performance. An example of a timing analysis result is given in Table 
12.1, which lists four parameters: fma.r:. tsu , tco , and tho The.!;!lQx value specifies the maximum 
operating frequency of the circuit's clock. This value is determined by the path with the 
longest propagation delay, often called the critical path, between any two flip-flops in the 
circuit. As shown in section 10.3, the path delay must account for the delays through logic 
blocks and wires, as well as the flip-flop register delay (trd) and setup (tsu) parameters. In 
our example the critical path delay is 1/261.1 X 106 = 3.83 ns. The lasttwo columns in the 
fmax row show that the path starts at the AddSub flip-flop and ends at the Oveljiow flip-flop 
shown in Figure 12.6. 

Most CAD systems allow users to specify the timing requirements for their circuit. In 
Table 12.1 we assume the user has specified that the circuit clock has to operate correctly 
up to a frequency of 200 MHz. The difference between this requirement and the result that 
is obtained by the CAD tools is referred to as slack. In the table, the requirement is that 
the propagation delays must not exceed 1/200 x 106 = 5 ns; the result is 3.83 ns, which 
gives a slack value of 1.17 ns. This positive slack means that the constraints have been 
met with some room to spare. If the obtained result had a negative slack, then the user's 
requirements would not have been met, and it would be necessary to modify the VHDL 
code or settings used in the CAD tool to try to meet the constraints. 

The other rows in Table 12.1 show the timing results for the design's primary inputs 
and outputs. The tsu result indicates the worst-case setup requirement is 2.356 ns, from 
pin ho to flip-flop hrego. This parameter means that the ho signal must have a stable value 
at least 2.356 ns before each active edge of the clock signal at its assigned pin. Since 
the designer specified a worst-case setup requirement of 10 ns, the obtained result means 
that the implemented circuit exceeds the requirement by a slack value of 7.644 ns. The 
worst-case clock-to-output delay for our circuit is 6.772 ns, from flip-flop zrego to pin ZOo 

This means that the propagation delay from an active edge of the clock signal at its pin to a 
corresponding change in the Zo signal at its pin is 6.772 ns. Since the designer's constraint 
specifies that a IOns tco is allowed, the available slack is 3.228 ns. 

The last row in Table 12.1 gives a maximum hold time of 0.24 ns, for the path from 
pin b i to flip-flop breg,. Hence, the signal at pin h j must maintain a stable value for at least 
0.24 ns after each active edge at the clock pin. We assume that no constraint was set for 
this parameter, thus no slack value is shown. 

"able 12.1 
i 
~~'--~----~-----------------------------------------------
iParameter 

A summary of static timing analysis results. 

Actual Required Slack From To 

261.1 MHz 200 MHz 1.17 ns AddSub Overflow 

2.356 ns 10.0 ns 7.644 ns bo brego 

6.772 ns 10.0 ns 3.228 ns zregO zo 
0.240 ns N/A N/A bI bregl 
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Table 12.1 lists only the worst-case paths for flTUlX' tsu, teo, and tho The implemented 
circuit will have a number of other paths that have smaller delays and greater slack values. 
A static timing analysis tool typically provides additional tables for each parameter, which 
list more paths. 

The final stage of the CAD flow in Figure 12.1 is timing simulation. We show in Ap
pendix C how timing simulation is performed by applying test patterns to the implemented 
circuit and observing both its functional and timing behavior. 

12.3 CONCLUDING REMARKS 

In this chapter we explained briefly a typical design flow made possible by the existence of 
powerful CAD tools. We considered only the most important subset of the tools available 
in commercial CAD systems. To learn more the reader can consult references [1-8], or 
visit the web sites of CAD tool suppliers. Table 12.2 lists some of the major vendors of 
CAD tools, and shows their web addresses and the names of some popular products. 
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A 
VHDL REFERENCE 

This appendix describes the features of VHDL that are used in this book. It is meant to 
serve as a convenient reference for the reader. Hence only brief descriptions are provided, 
along with examples. The reader is encouraged to first study the introduction to VHDL in 
sections 2.10 and 4.12. 

In some ways VHDL uses an unusual syntax for describing logic circuits. The prime 
reason is that VHDL was originally intended to be a language for documenting and simulat
ing circuits, rather than for describing circuits for synthesis. This appendix is not meant to 
be a comprehensive VHDL manual. While we discuss almost all the features of VHDL that 
are useful in the synthesis of logic circuits, we do not discuss any of the features that are 
useful only for simulation of circuits or for other purposes. Although the omitted features 
are not needed for any of the examples used in this book, a reader who wishes to learn more 
about using VHDL can refer to specialized books [1-7]. 

How Not to Write VHDL Code 

In section 2.10 we mentioned the most common problem encountered by designers 
who are just beginning to write VHDL code. The tendency for the novice is to write code 
that resembles a computer program, containing many variables and loops. It is difficult 
to determine what logic circuit the CAD tools will produce when synthesizing such code. 
This book contains more than 150 examples of complete VHDL code that represents a wide 
range of logic circuits. In all of these examples, the code is easily related to the described 
logic circuit. The reader is encouraged to adopt the same style of code. A good general 
guideline is to assume that if the designer cannot readily determine what logic circuit is 
described by the VHDL code, then the CAD tools are not likely to synthesize the circuit 
that the designer is trying to describe. 

Since VHDL is a complex language, errors in syntax and usage are quite common. 
Some problems encountered by our students, as novice designers, are listed at the end of 
this appendix in section A. 11. The reader may find it useful to examine these errors in an 
effort to avoid them when writing code. 

Once complete VHDL code is written for a particular design, it is useful to analyze the 
resulting circuit synthesized by the CAD tools. Much can be learned about VHDL, logic 
Circuits, and logic synthesis by studying the circuits that are produced automatically by the 
CAD tools. 
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-A.l DOCUMENTATION IN VHDL CODE 

Documentation can be included in VHDL code by writing a comment. The two characters 
'-', '-' denote the beginning of the comment. The VHDL compiler ignores any text on a 
line after the '- - ' . 

- - this is a VHDL comment 

A.2 DATA OBJECTS 

Information is represented in VHDL code as data objects. Three kinds of data objects 
are provided: signals, constants, and variables. For describing logic circuits, the most 
important data objects are signals. They represent the logic signals (wires) in the circuit. 
The constants and variables are also sometimes useful for describing logic circuits, but they 
are used infrequently. 

A.2.1 DATA OBJECT NAMES 

The rules for specifying data object names are simple: any alphanumeric character may 
be used in the name, as well as the '_' underscore character. There are four caveats. A 
name cannot be a VHDL keyword, it must begin with a letter, it cannot end with an '_' 
underscore, and it cannot have two successive '_' underscores. Thus examples of legal 
names are x, xl, x_y, and B.vte. Some examples of illegal names are lx, _y, x __ y, and 
entity. The latter name is not allowed because it is a VHDL keyword. We should note that 
VHDL is not case sensitive. Hence x is the same as X, and ENTITY is the same as entity. 
To make the examples of VHDL code in this book more readable, we use uppercase letters 
in all keywords. 

To avoid confusion when using the word signal, which can mean either a VHDL data 
object or a logic signal in a circuit, we sometimes write the VHDL data object as SIGNAL. 

A.2.2 DATA OBJECT VALUES AND NUMBERS 

We use SIGNAL data objects to represent individual logic signals in a circuit, multiple logic 
signals, and binary numbers (integers). The value of an individual SIGNAL is specified 
using apostrophes, as in '0' or ' I '. The value of a multibit SIGNAL is given with double 
quotes. An example of a four-bit SIGNAL value is "'1001", and an eight-bit value is 
"10011000". Double quotes can also be used to denote a binary number. Hence while 
"1001" can represent the four SIGNAL values' 1', '0', '0', '1', it can also mean the integer 
(1001 h = (9) 10' Integers can alternatively be specified in decimal by not using quotes, 
as in 9 or 152. The values of CONSTANT or VARIABLE data objects are specified in the 
same way as for SIGNAL data objects. 
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A.2.3 SIGNAL DATA OBJECTS 

SIGNAL data objects represent the logic signals, or wires, in a circuit. There are three 
places in which signals can be declared in VHDL code: in an entity declaration (see section 
AA.l), in the declarative section of an architecture (see section A.4.2), and in the declarative 
section of a package (see section A.5). A signal has to be declared with an associated type, 
as follows: 

SIGNAL signal_name: type_name; 

The signal's type_name determines the legal values that the signal can have and its le
gal uses in VHDL code. In this section we describe 10 signal types: BIT, BIT_VECTOR, 
STD_LOGIC, STD_LOGIC_ VECTOR, STD_ULOGIC, SIGNED, UNSIGNED, 
INTEGER, ENUMERATION, and BOOLEAN. 

A.2.4 BIT AND BIT_VECTOR TYPES 

These types are predefined in the VHDL Standards IEEE 1076 and IEEE 1164. Hence no 
library is needed to use these types in the code. Objects of BIT type can have the values '0' 
or' 1'. An object of BIT_VECTOR type is a linear array of BIT objects. 

SIGNAL xl : BIT; 
SIGNAL C : BIT_VECTOR (l TO 4); 
SIGNAL Byte : BIT_VECTOR (7 DOWNTO 0) ; 

The signals C and Byte illustrate the two possible ways of defining a multibit data object. 
The syntax "lowesCindex TO highesCindex" is useful for a multibit signal that is simply 
an array of bits. In the signal C the most-significant (left-most) bit is referenced using 
lowesCindex, and the least-significant (right-most) bit is referenced using highesCindex. 
The syntax "highesCindex DOWNTO lowesCindex" is useful if the signal represents a 
binary number. In this case the most-significant (left-most) bit has the index highesCindex, 
and the least-significant (right-most) bit has the index lowest_index. 

The multibit signal C represents four BIT objects. It can be used as a single four-bit 
quantity, or each bit can be referred to individually. The syntax for referring to the signals 
individually is C(l), C(2), C(3). or C(4). An assignment statement such as 

C <= "1010" ; 

results in C(1) = 1, C(2) = 0, C(3) = 1, and C(4) = O. 
The signal Byte comprises eight BIT objects. The assignment statement 

Byte <= "10011000" ; 

results in Byte(7) = 1, Byte(6) = 0, and so on to Byte (0) = O. 
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A.2.S STO LOGIC AND STD LOGIC_VECTOR TYPES 

The STD_LOGIC type was added to the VHDL Standard in IEEE 1164. It provides more 
flexibility than the BIT type. To use this type, we must include the two statements 

LIBRARY ieee; 
USE ieee.std_logic_1164.all ; 

These statements provide access to the std_logic_1l64 package, which defines the 
STD_LOGIC type. We describe VHDL packages in section A.5. In general, they are 
used as a place to store VHDL code, such as the code that defines a type, which can then 
be used in other source code files. The following values are legal for a STD _LOGIC data 
object: 0, 1, Z, -, L, H, U, X, and W. Only the first four are useful for synthesis of logic 
circuits. The value Z represents high impedance, and - stands for "don't care." The value 
L stands for "weak 0," H means "weak 1," U means "uninitialized," X means "unknown," 
and W means "weak unknown." The STD_LOGIC_ VECTOR type represents an array of 
SID_LOGIC objects. 

SIGNAL xl, x2, Cin, Cout, Sel : STD_LOGIC ; 
SIGNAL C : STD_LOGIC_ VECTOR (1 TO 4) ; 
SIGNAL X, Y, S : STD_LOGIC_ VECTOR (3 DOWNTO 0) ; 

STD_LOGIC objects are often used in logic expressions in VHDL code. 
SID_LOGIC_VECTOR signals can be used as binary numbers in arithmetic circuits by 
including in the code the statement 

USE ieee.std_Iogic_signed.all ; 

The std_logic_signed package specifies that it is legal to use the STD_LOGIC_ VECTOR 
signals with arithmetic operators, like + (see section A.7.1). The VHDL compiler should 
generate a circuit that works for signed numbers. An alternative is to use the package 
std_logic_unsigned. In this case the compiler should generate a circuit that works for 
unsigned numbers. 

A.2.6 STD_ULOGIC TYPE 

In this book we use the STD_LOGIC type in most examples of VHDL code. This type 
is actually a subtype of the STD_ULOGIC type. Signals that have the STD_ULOGIC 
type can take the same values as the SID_LOGIC signals that we have been using. The 
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only difference between STD_ULOGIC and STD_LOGIC has to do with the concept of 
a resolution function. In VHDL a resolution function is used to determine what value a 
signal should take if there are two sources for that signal. For example, two tri-state buffers 
could both have their outputs connected to a signal, x. At some given time one buffer might 
produce the output value 'Z' and the other buffer might produce the value 1. A resolution 
function is used to determine that the value of x should be 1 in this case. The STD_LOGIC 
type allows multiple sources for a signal; it resolves the correct value using a resolution 
function that is provided as part of the std_Iogic_1164 package. The STD_ULOGIC type 
does not permit signals to have multiple sources. We have introduced STD_ULOGIC for 
completeness only; it is not used in this book. 

A.2.7 SIGNED AND UNSIGNED TYPES 

The std_Iogic_signed and std_logic_unsigned packages mentioned in section A.2.S make 
use of another package, called std_logic_arith. This package defines the type of circuit 
that should be used to implement the arithmetic operators, such as +. The std_logic_arith 
package defines two signal types, SIGNED and UNSIGNED. These types are identical to 
the STD_LOGIC_ VECTOR type because they represent an array of STD_LOGIC signals. 
The purpose of the SIGNED and UNSIGNED types is to allow the user to indicate in the 
VHDL code what kind of number representation is being used. The SIGNED type is used 
in code for circuits that deal with signed (2's complement) numbers, and the UNSIGNED 
type is used in code that deals with unsigned numbers. 

Assume that A and B are signals with the SIGNED type. Assume that A is assigned the El 
value "1000", and B is assigned the value "000 1". VHDL provides relational operators 
(see Table A.I in section A.3) that can be used to compare the values of two signals. The 
comparison A < B evaluates to true because the signed values are A = -8 and B = 1. On 
the other hand, if A and B are defined with the UNSIGNED type, then A < B evaluates to 
false because the unsigned values are A = 8 and B = 1. 

The std_logic_signed package specifies that STD_LOGIC_ VECTOR signals should 
be treated like SIGNED signals. Similarly, the std_logic_unsigned package specifies that 
STD_LOGTC_ VECTOR signals should be treated like UNSIGNED signals. It is an arbi
trary choice whether code is written using STD_LOGIC_ VECTOR signals in conjunction 
with the std_/ogic_signed or std_logic_unsigned packages or using SIGNED and UN
SIGNED signals with the std_logic_arith package. 

The std_logic_arith package, and hence the std_logic_signed and std_logic_unsigned 
paCkages, are not actually a part of the VHDL standards. They are provided by Synopsys 
Inc., which is a vendor of CAD software. However, these packages are included with most 
CAD systems that support VHDL, and they are widely used in practice. 
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A.2.8 INTEGER TYPE 

The VHDL standard defines the INTEGER type for use with arithmetic operators. In this 
book the STD_LOGIC_ VECTOR type is usually preferred in code for arithmetic circuits , 
but the INTEGER type is used occasionally. An INTEGER signal represents a binary 
number. The code does not specifically give the number of bits in the signal, as it does 
for STD_LOGIC_ VECTOR signals. By default, an INTEGER signal has 32 bits and can 
represent numbers from -(231 - 1) to 231 - I. This is one number less than the nonnal 2's 
complement range; the reason is simply that the VHDL standard specifies an equal number 
of negative and positive numbers. Integers with fewer bits can also be declared, using the 
RANGE keyword. 

SIGNAL X : INTEGER RANGE -127 TO 127 ; 

This defines X as an eight-bit signed number. 

A.2.9 BOOLEAN TYPE 

An object of type BOOLEAN can have the values TRUE or FALSE, where TRUE is 
equivalent to 1 and FALSE is O. 

SIGNAL Flag: Boolean; 

A.2. 1 0 ENUMERATION TYPE 

A SIGNAL of ENUMERATION type is one for which the possible values that the signal 
can have are user specitied. The general form of an ENUMERATION type is 

TYPE enumerated_type_name IS (name {. name}) ; 

The curly brackets indicate that one or more additional items can be included. We use these 
brackets in this manner in several places in the appendix. The most common example of 
using the ENUMERATION type is for specifying the states for a tinite-state machine. 
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TYPE State_type IS (stateA, stateB, stateC) ; 
SIGNAL y : State_type; 

This declares a signal named y, for which the legal values are stateA, stateB, and stateC. 
When the code is translated by the VHDL compiler, it automatically assigns bit patterns 
(codes) to represent stateA, stateB, and stateC. 

A.2.11 CONSTANT DATA OBJECTS 

A CONSTANT is a data object whose value cannot be changed. Unlike a SIGNAL, a 
CONSTANT does not represent a wire in a circuit. The general form of a CONSTANT 
declaration is 

CONSTANT constanCname : type_name := constanC value; 

The purpose of a constant is to improve the readability of code, by using the name of the 
constant in place of a value or number. 

CONSTANT Zero : STD_LOGIC_ VECTOR (3 DOWNTO 0) := "0000" ; 

Then the word Zero can be used in the code to indicate the constant value "0000". 

A.2.12 VARIABLE DATA OBJECTS 

A VARIABLE, unlike a SIGNAL, does not necessarily represent a wire in a circuit. VARI
ABLE data objects are sometimes used to hold the results of computations and for the index 
variables in loops. We will give some examples in section A.9.7. 

A.2.13 TYPE CONVERSION 

VHDL is a strongly type-checked language, which means that it does not permit the value 
of a signal of one type to be assigned to another signal that has a different type. Even for 
Signals that intuitively seem compatible, such as BIT and SID_LOGIC, using the two types 
together is not permitted. To avoid this problem, we generally use only the STD _LOGIC 
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and STD_LOGIC_ VECTOR types in this book. When it is necessary to use code that has a 
mixture of types, type-conversion functions can be used to convert from one type to another. 

Assume that X is defined as an eight-bit STD_LOGIC_ VECTOR signal and Y is an 
INTEGER signal defined with the range from 0 to 255. An example of a conversion fUnction 
that allows the value of Y to be assigned to X is 

This conversion function has two parameters: the name of the signal to be converted and 
the number of bits in X. The function is provided as part of the std_Iogic_arith package; 
hence that package must be included in the code using the appropriate LIBRARY and USE 
clauses. 

A.2.14 ARRAYS 

We said above that the BIT_VECTOR and STD_LOGIC_ VECTOR types are arrays of BIT 
and STD_LOGIC signals, respectively. The definitions of these arrays, which are provided 
as part of the VHDL standards, are 

TYPE BIT_VECTOR IS ARRAY (NATURAL RANGE < » OF BIT; 
TYPE STD_LOGIC_ VECTOR IS ARRAY (NATURAL RANGE < » OF STD_LOGIC ; 

The sizes of the arrays are not set in the definitions; the syntax (NATURAL RANGE < » 
has the effect of allowing the user to set the size of the array when a data object of either 
type is declared. Arrays of any type can be defined by the user. For example 

TYPE Byte IS ARRAY (7 DOWNTO 0) OF STD_LOGIC ; 
SIGNAL X : Byte; 

declares the signal X with the type Byte, which is an eight-element array of SID_LOGIC 
data objects. 

An example that defines a two-dimensional array is 

TYPE RegArray IS ARRAY(3 DOWNTO 0) OF STD_LOGIC_ VECTOR(7 DOWNTO 0) ; 
SIGNAL R : RegArray ; 

This code defines R as an array with four elements. Each element is an eight-bit 
STD_LOGIC_ VECTOR signal. The syntax R(i), where 3 > i > 0, is used to refer to 
element i of the array. The syntax R(i)(j), where 7 > j > 0, is used to refer to one bit ~n 
the array R(i). This bit has the type STD_LOGIC. An example using the RegArray type IS 

given in section 10.2.6. 
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A.3 OPERATORS 

VHDL provides a number of operators that are useful for synthesizing, simulating, and 
documenting logic circuits. In section 6.6.8 we discussed the operators that are used for 
synthesis purposes. We listed them according to their functionality. The VHDL Standard 
groups all operators into formal classes as shown in Table A.I. Operators in a given class 
have the same precedence. The precedence of classes is indicated in the table. Observe 
that the NOT operator is in the Miscellaneous class rather than Logical class. Hence, NOT 
has higher precedence than AND and OR. 

In a logic expression, the operators of the same class are evaluated from left to right. 
Parentheses should always be used to ensure the correct interpretation of the expression. 
For example, the expression 

xl AND x2 OR x3 AND x4 

does not have the XIX2 + X3X4 meaning that would be expected because AND does not have 
precedence over OR. To have the desired meaning, it must be written as 

(xl AND x2) OR (x3 AND x4) 

Table A.l The VHDL operators. 

Operator Class Operator 

Highest precedence Miscellaneous **,ABS, NOT 

Multiplying *, /. MOD, REM 

Sign +,-

Adding +,-,& 

Relational =, / =, <, <=, >, >== 

Lowest precedence Logical AND, OR, NAND, NOR, XOR, XNOR 

A.4 VHDL DESIGN ENTITY 

A circuit or subcircuit described with VHDL code is called a design entity, or just entity. 
Figure A.I shows the general structure of an entity. It has two main parts: the entity 
declaration, which specifies the input and output signals for the entity, and the architecture, 
Which gives the circuit details. 
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Entity 

Entity declaration 

Architecture 

Figure A.l The general structure of a YHDL design entity. 

A.4.1 ENTITY DECLARATION 

The input and output signals in an entity are specified using the ENTITY declaration, as 
indicated in Figure A.2. The name of the entity can be any legal VHDL name. The square 
brackets indicate an optional item. The input and output signals are specified using the 
keyword PORT. Whether each port is an input, output, or bidirectional signal is specified 
by the mode of the port. The available modes are summarized in Table A.2. If the mode of 
a port is not specified, it is assumed to have the mode IN. 

A.4.2 ARCHITECTURE 

An ARCHITECTURE provides the circuit details for an entity. The general structure of an 
architecture is shown in Figure A.3. It has two main parts: the declarative region and the 
architecture body. The declarative region appears preceding the BEGIN keyword. It can 
be used to declare signals, user-defined types, and constants. It can also be used to declare 

ENTITY entity _name IS 
PORT ( [SIGNAL] signaLname {, signal Jlame } : [mode] type_name {; 

SIGNAL] signaLname {, signal Jlame } : [mode] type_name} ) ; 
END entitYJlame ; 

Figure A.2 The general form of an entity declaration. 



Table A.2 

Mode 

IN 

OUT 

INOUT 

BUFFER 

A.4 VHDL DESIGN ENTITY 

The possible modes for signals that are entity ports. 

Purpose 

Used for a signal that is an input to an entity. 

Used for a signal that is an output from an entity. The value of the signal can not be used 
inside the entity. This means that in an assignment statement, the signal can appear only 
to the left of the < = operator. 

Used for a signal that is both an input to an entity and an output from the entity. 

Used for a signal that is an output from an entity. The value of the signal can be used 
inside the entity, which means that in an assignment statement, the signal can appear both 
on the left and right sides of the <= operator. 

ARCHITECTURE architecture-Ilame OF entity _name IS 
[SIGNAL declarations] 
[CONSTANT declarations] 
[TYPE declarations] 
[COMPONENT declarations] 
[ATIRIBUTE specifications] 

BEGIN 
{COMPONENT instantiation statement;} 
{CONCURRENT ASSIGNMENT statement;} 
{PROCESS statement ;} 
{GENERATE statement;} 

END [architecture-Ilame] ; 

Figure A.3 The general Form of an architecture. 

components and to specify attributes; we discuss the COMPONENT and ATTRIBUTE 
keywords in sections A.6 and A.I 0.13, respectively. 

The functionality of the entity is specified in the architecture body, which follows the 
BEGIN keyword. This specification involves statements that define the logic functions in 
the circuit, which can be given in a variety of ways. We will discuss a number of possibilities 
in the sections that follow. 

Figure A.4 gives the VHDL code for an entity namedfulladd, which represents a full-adder E: 
circuit. (The full-adder is discussed in section 5.2.) The entity declaration specifies the 
input and output signals. The input port Cin is the carry-in, and the bits to be added are the 
input ports x and y. The output ports are the sum, s, and the carry-out, Couto The input and 
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LIBRARY ieee; 
USE ieee.stdJ.ogicI164.all ; 

ENTITY fulladd IS 
PORT ( Cin, x, y : IN STD_LOGIC ; 

s, Cout : OUT STD_LOGIC) ; 
END fulladd ; 

ARCHITECTURE LogicFunc OF full add IS 
BEGIN 

s <= x XOR y XOR Cin ; 
Cout <= (x AND y) OR (x AND Cin) OR (y AND Cin) ; 

END LogicFunc ; 

Figure A.4 Code for a full-adder. 

output signals are called the ports of the entity. This tenn is adopted from the electrical 
jargon in which it refers to an input or output connection in an electrical circuit. 

The architecture defines the functionality of the full-adder using logic equations. The 
name of the architecture can be any legal VHDL name. We chose the name LogicFunc for 
this simple example. In tenns of the general form of the architecture in Figure A.3, a logic 
equation is a type of concurrent assignment statement. These statements are described in 
sectionA.7. 

A.S PACKAGE 

A VHDL package serves as a repository. It is used to hold VHDL code that is of general 
use, like the code that defines a type. The package can be included for use in any number of 
other source code files, which can then use the definitions provided in the package. Like an 
architecture, introduced in section A.4.2, a package can have two main parts: the package 
declaration and the package body. The package_body is an optional part, which we do 
not use in this book; one use of a package body is to define VHDL functions, such as the 
conversion functions introduced in section A.2.13. 

The general form of a package declaration is depicted in Figure A.S. Definitions 
provided in the package, such as the definition of a type, can be used in any source code 
file that includes the statements 

LIBRARY library_name; 
USE library_name.package_name.all ; 



PACKAGE package_name IS 
[TYPE declarations] 
[SIGNAL declarations] 
[COMPONENT declarations] 

END package_name; 

A.6 USING SUBCIRCUITS 

Figure A.S The general form of a PACKAGE declaration. 

The library_name represents the location in the computer file system where the package is 
stored. A library can either be provided as part of a CAD system, in which case it is termed 
a system library, or be created by the user, in which case it is called a user library. An 
example of a system library is the ieee library. We discussed four packages in that library in 
section A.2: std_logic_l J 64, std_{ogic_signed, std_Iogic_unsigned, and std_logic_arith. 

A special case of a user library is represented by the file-system directory where the 
VHDL source code file that declares a package is stored. This directory can be referred 
to by the library name work, which stands for working directory. Hence, if a source code 
file that contains a package declaration called user _package_name is compiled, then the 
package can be used in another source code file (which is stored in the same file-system 
directory) by including the statements 

LIBRARY work; 
USE work.user_package_name.all ; 

Actually, for the special case of the work library, the LIBRARY clause is not required, 
because the work library is always accessible. 

Figure A.5 shows that the package declaration can be used to declare signals and 
components. Components are discussed in the next section. A signal declared in a package 
can be used by any design entity that accesses the package. Such signals are similar in 
concept to global variables used in computer programming languages. In contrast, a signal 
declared in an architecture can be used only inside that architecture. Such signals are 
analogous to local variables in a programming language. 

A.6 USING SUBCIRCUITS 

A VHDL entity defined in one source code file can be used as a subcircuit in another source 
code file. In VHDL jargon the subcircuit is called a component. A subcircuit must be 
declared using a component declaration. This statement specifies the name ofthe subcircuit 
and gives the names of its input and output ports. The component declaration can appear 
either in the declaration region of an architecture or in a package declaration. The general 
form of the statement is shown in Figure A.6. The syntax used is similar to the syntax in 
an entity declaration. 

Once a component declaration is given, the component can be instantiated as a subcir
cuit. This is done using a component instantiation statement. It has the general form 
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COMPONENT componenLname 
[GENERIC ( parameter _name: integer := defaulL value {; 

parameteLname : integer := defaulLvalue} ) ;] 
PORT ( [SIGNAL] signaLname {, signaLname} : [mode] type-Ilame {; 

SIGNAL] signal~ame {, signal~ame} : [mode] type-Ilame } ) ; 
END COMPONENT; 

Figure A.6 The general form of a component declaration. 

instance_name: component_name PORT MAP ( 
formal_name => actuaLname {, formal_name => actual_name}); 

EachformaCname is the name of a port in the subcircuit. Each actuaCname is the name 
of a signal in the code that instantiates the subcircuit. The syntax "'formal_name =>" is 
provided so that the order of the signals listed after the PORT MAP keywords does not have 
to be the same as the order of the ports in the corresponding COMPONENT declaration. 
In VHDL jargon this is called the named association. If the signal names following the 
PORT MAP keywords are given in the same order as in the COMPONENT declaration, 
then "formaLname =>" is not needed. This is called the positional association. 

An example using a component (subcircuit) is shown in Figure A.7. It gives the code 
for a four-bit ripple-carry adder built using four instances of the fulladd subcircuit. The 
inputs to the adder are the carry-in, Cin, and the 2 four-bit numbers X and Y. The output 
is the four-bit sum, S, and the carry-out, Couto We have chosen the name Structure in the 
architecture because the hierarchical style of code that uses subcircuits is often called the 
structural style. Observe that a three-bit signal, C, is declared to represent the carry-outs 
from stages 0, 1. and 2. This signal is declared in the architecture, rather than in the entity 
declaration, because it is used internally in the circuit and is not an input or output port. 

The next statement in the architecture gi ves the component declaration for the fulladd 
subcircuit. The architecture body instantiates four copies of the full-adder subcircuit. In the 
first three instantiation statements, we have used positional association because the signals 
are listed in the same order as given in the declaration for the fulladd component in Figure 
AA. The last instantiation statement gives an example of named association. Note that it 
is legal to use the same name for a signal in the architecture that is used for a port name 
in a component. An example of this is the Cout signal. The signal names used in the 
instantiation statements implicitly specify how the component instances are interconnected 
to create the adder entity. 
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A second example of component instantiation is shown in Figure A.S. A package called 
/pm_components in the library named /pm is included in the code. This package represents 
a collection of components called the Library of Parameterized Modules (LPM), which is 
a standardized library of circuit building blocks that are generally useful for implementing 
logic circuits. 

The code in Figure A.8 instantiates the LPM component called /pm_add_sub, which 
is introduced in section 5.5.1. It represents an adder/subtractor circuit. The GENERIC 
keyword is used to set the number of bits in the adder/subtractor to 4. We discuss generics 
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LIBRARY ieee; 
USE ieee.std~ogic_1l64.all ; 

ENTITY adder IS 
PORT (Cin 

X,Y 
S 
Cout 

END adder; 

: IN STD_LOGIC ; 
: IN STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 
: OUT STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 
: OUT STD_LOGIC); 

ARCHITECTURE Structure OF adder IS 
SIGNAL C: STD_LOGIC_VECTOR(l TO 3); 
COMPONENT full add 

PORT ( Cin, x, y : IN STD_LOGIC ; 
s, Cout : OUT STD_LOGIC) ; 

END COMPONENT; 
BEGIN 

stageD: fulladd PORT MAP ( Cin , X(O), YeO), S(O), C(l) ) ; 
stagel: fulladd PORT MAP (C(l), X(l), Y(l), S(l), C(2» ; 
stage2: fulladd PORT MAP ( C(2), X(2), Y(2), S(2), C(3) ) ; 
stage3: full add PORT MAP ( 

x => X(3), Y => Y(3), Cin => C(3), s => S(3), Cout => Cout ) ; 
~ . END Structure ; 

Figure A.7 Code for a four-bit adder, using component instantiation. 

in section A.8. The function of each PORT on the lpm_add_sub component is self-evident 
from the port names used in the instantiation statement. 

A.6.1 DECLARING A COMPONENT IN A PACKAGE 

Figure A.S shows that a component declaration can be given in a package. An example is 
shown in Figure A.9. It defines the package namedfulladd-package, which provides the 
component declaration for thefulladd entity. This package can be stored in a separate source 
code file or can be included at the end of the file that defines the fulladd entity (see Figure 
A.4). Any source code that includes the statement "USE work.fulladd_package.all" can use 
thefulladd component as a subcircuit. Figure A.iO shows how a four-bit ripple-carry adder 
entity can be written to use the package. The code is the same as that in Figure A.7 except 
that it includes the extra USE clause for the package and deletes the component declaration 
statement from the architecture. 

787 



788 

A P PEN D I X A • VHDL REFERENCE 

LIBRARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 
LIBRARY Ipm ; 
USE lpm.lpm_components.all ; 

ENTITY adderLPM IS 
PORT ( Cin : IN STD_ LOGIC; 

X, Y : IN STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 
S : OUT STD_LOGIC_VECTOR(3 DOWNTO 0) ; 
Cout : OUT STD_LOGIC) ; 

END adderLPM ; 

ARCHITECTURE Structure OF adderLPM IS 
BEGIN 

instance: lpm_add_sub 
GENERIC MAP (LPM_WIDTH => 4) 
PORT MAP ( 

dataa => X, datab => Y, Cin => Cin, result => S. Cout => Cout) ; 
END Structure; 

Figure A.8 Instantiating a four-bit adder from the lPM library. 

LIBRARY ieee; 
USE ieee.std_Iogic_1164.all ; 

PACKAGE fuUadd_package IS 
COMPONENT fulladd 

PORT ( Cin, x, y : IN STD_LOGIC ; 
s, Cout : OUT STD_LOGIC); 

END COMPONENT; 
END fulladd_package ; 

Figure A.9 An example of a package declaration. 

A.7 CONCURRENT ASSIGNMENT STATEMENTS 

A concurrent assignment statement is used to assign a value to a signal in an architecture 
body. An example was given in Figure AA, in which the logic expressions illustrate one 
type of concurrent assignment statement. VHDL provides four different types of concurrent 
assignment statements: simple signal assignment, selected signal assignment, conditional 
signal assignment, and generate statements. 



A.7 CONCURRENT ASSIGNMENT STATEMENTS 

LIBRARY ieee; 
USE ieee.std_logicl164.all ; 
USE work.fulladd_package.all ; 

ENTITY adder IS 
PORT (Cin 

X,Y 
S 
Cout 

END adder; 

: IN STD_LOGIC ; 
: IN STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 
: OUT STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 
: OUT STD_LOGIC) ; 

ARCHITECTURE Structure OF adder IS 
SIGNAL C: STD_LOGIC_VECTOR(1 TO 3); 

BEGIN 
stageO: ful1add PORT MAP ( Cin, X(O), YeO), S(O), C( 1) ) ; 
stage I : fulladd PORT MAP ( C(l), X(l), yO), S( 1), C(2) ) ; 
stage2: fulladd PORT MAP ( C(2), X(2), Y(2), S(2), C(3) ) ; 
stage3: fulladd PORT MAP ( C(3), X(3), Y(3), S(3), Cout) ; 

END Structure; 

Figure A.l 0 Using a component defined in a package. 

A.7.1 SIMPLE SIGNAL ASSIGNMENT 

A simple signal assignment statement is used for a logic or an arithmetic expression. The 
general form is 

signal_name <= expressIOn; 

where <= is the VHDL assignment operator. The following examples illustrate its use. 

SIGNAL xl, x2, x3, f : STD_LOGIC ; 

f <= (xl AND x2) OR x3 ; 

This defines f in a logic expression, which involves single-bit quantities. VHDL also 
supports multibit logic expressions, as in 
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SIGNAL A, B, C STD_LOGIC_ VECTOR (l TO 3) ; 

C <= AANDB; 

This results in C(1) = A(1) . B(I), C(2) = A(2) . B(2). and C(3) = A(3) . B(3). 
An example of an arithmetic expression is 

SIGNAL X. Y. S : STD _LOGIC_ VECTOR (3 DOWNTO 0) ; 

S <= X+Y; 

This represents a four-bit adder. without carry-in and carry-out. We can alternatively declare 
a carry-in signal, Cin, and a five-bit signal. Sum, as follows 

SIGNAL Cin : STD_LOGIC; 
SIGNAL Sum : STD_LOGIC_ VECTOR (4 DOWNTO 0) ; 

Then the statement 

Sum <= ('0' & X) + Y + Cin ; 

represents the four-bit adder with carry-in and carry-out. The four sum bits are Sum(3) 
to Sum(O). while the carry-out is the bit Sum(4). The syntax ('0' & X) uses the VHDL 
concatenate operator, &, to put a 0 on the left end of the signal X. The reader should 
not confuse this use of the & symbol with the logical AND operation, which is the usual 
meaning of this symbol; in VHDL the logical AND is indicated by the word AND, and & 
means concatenate. The concatenate operation prepends a 0 digit onto X, creating a five-bit 
number. VHDL requires at least one of the operands of an arithmetic expression to have the 
same number of bits as the signal used to hold the result. The complete code for the four-bit 
adder with carry signals is given in Figure A.II. We should note that this is a different way 
(it is actually a better way) to describe a four-bit adder, in comparison with the structural 
code in Figure A.7. Observe that the statement "S <= Sum(3 DOWNTO 0)" assigns the 
lower four bits of the Sum signal, which are the four sum bits, to the output S. 

A.7.2 ASSIGNING SIGNAL VALUES USING OTHERS 

Assume that we wish to set all bits in the signal S to O. As we already know, one way to do 
so is to write "S <= "0000" ;". If the number of bits in S is large, a more convenient way 
of expressing the assignment statement is to use the OTHERS keyword, as in 
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S <= (OTHERS => '0') ; 

This statement also sets all bits in S to O. But it has the benefit of working for any number 
of bits, not just four. In general, the meaning of (OTHERS => Value) is to set each bit of 
the destination operand to Value. An example of code that uses this construct is shown in 
Figure A.28. 
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LIBRARY ieee; 
USE ieee.std_logicl164.all ; 
USE ieee.stdJogic_signed.all ; 

ENTITY adder IS 
PORT (Cin 

X,Y 
S 
Cout 

END adder; 

: IN STD_LOGIC ; 
: IN STD_LOGIC_VECTOR(3 DOWNTO 0) ; 
: OUT STD_LOGIC_VECTOR(3 DOWNTO 0); 
: OUT STD_LOGIC); 

ARCHITECTURE Behavior OF adder IS 
SIGNAL Sum: STD_LOGIC_ VECTOR( 4 DOWNTO 0) ; 

BEGIN 
Sum <= CO' & X) + Y + Cin ; 
S <= Sum(3 DOWNTO 0) ; 
Cout <= Sum(4) ; 

END Behavior; 

Figure A.ll Code for a four-bit adder, using arithmetic expressions. 

A.7.3 SELECTED SIGNAL ASSIGNMENT 

A selected signal assignment statement is used to set the value of a signal to one of several 
alternatives based on a selection criterion. The general fonn is 

[label:] - - an optional label can be placed here 
WITH expression SELECT 

signal_name <= expression WHEN constanC value { , 
expression WHEN constanc value} ; 

SIGNAL xl, x2, Sel, f : STD_LOGIC; 

WITH Sel SELECT 
f <= xl WHEN '0', 

x2 WHEN OTHERS; 

This code describes a 2-to-1 multiplexer with Sel as the select input. In a selected signal 
assignment. all possible values of the select input, Sel in this case, must be explicitly listed 
in the code. The word OTHERS provides an easy way to meet this requirement. OTHERS 
represents all possible values not already listed. In this case the other possible values are 
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1, Z, -, and so on. Another requirement for the selected signal assignment is that each 
WHEN clause must specify a criterion that is mutually exclusive of the criteria in all other 
WHEN clauses. 

A.7.4 CONDITIONAL SIGNAL ASSIGNMENT 

Similar to the selected signal assignment, the conditional signal assignment is used to set a 
signal to one of several alternative values. The general form is 

[label:] 
signaLname <= expression WHEN logic_expression ELSE 

{expression WHEN logic_expression ELSE} 
expression; 

An example is 

f <= '1' WHEN xl = x2 ELSE '0'; 

One key difference in comparison with the selected signal assignment has to be noted. 
The conditions listed after each WHEN clause need not be mutually exclusive, because the 
conditions are given a priority from the first listed to the last listed. This is illustrated by 
the example in Figure A.12. The code represents a priority encoder in which the highest
priority request is indicated as the output of the circuit. (Encoder circuits are described in 
Chapter 6.) The output,!, of the priority encoder comprises two bits whose values depend 
on the three inputs, reql, req2, and req3. If reql is 1, then! is set to 01. If req2 is 1, 
then! is set to 10, but only if req 1 is not also 1. Hence req 1 has higher priority than req2. 

LIBRARY ieee; 
USE ieee.std~ogic_1164.all; 

ENTITY priority IS 
PORT (regl, req2, reg3 : IN STD_LOGIC; 

f : OUT STD_LOGIC_ VECTOR(1 DOWNTO 0) ) ; 
END priority; 

ARCHITECTURE Behavior OF priority IS 
BEGIN 

f <= "01" WHEN reg 1 = ' l' ELSE 
"10" WHEN req2 = '1' ELSE 
"11" WHEN req3 = '1' ELSE 
"00" ; 

END Behavior; 

Figure A.12 A priority encoder described with a conditional signal assignment. 



A.I DEFINING AN ENTITY WITH GENERICs 

generate-Iabel: 
FOR index_variable IN range GENERATE 

statement; 
{ statement;} 

END GENERATE; 

generate-Iabel: 
IF expression GENERATE 

statement; 
{statement :} 

END GENERATE; 

Figure A.13 The general forms of the GENERATE statement. 

Similarly, reql and req2 have higher priority than req3. Thus if req3 is 1, thenfis 11, but 
only if neither reqI nor req2 is also 1. For this priority encoder, if none of the three inputs 
is 1, thenfis assigned the value 00. 

A.7.S GENERATE STATEMENT 

There are two variants of the GENERATE statement: the FOR GENERATE and the IF 
GENERATE. The general form of both types is shown in Figure A.13. The IF GENERATE 
statement is seldom needed, but FOR GENERATE is often used in practice. It provides a 
convenient way of repeating either a logic expression or a component instantiation. Figure 
A.14 illustrates its use for component instantiation. The code in the figure is equivalent to 
the code given in Figure A.7. 

A.a DEFINING AN ENTITY WITH GENERICs 

The code in Figure A.I4 represents an adder for four-bit numbers. It is possible to make this 
code more general by introducing a parameter in the code that represents the number of bits 
in the adder. In VHDLjargon such a parameter is called a GENERIC. Figure A.I5 gives the 
code for an n-bit adder entity, named addern. The GENERIC keyword is used to define the 
number of bits, n, to be added. This parameter is used in the code, both in the definitions 
of the signals X, Y, and S and in the FOR GENERATE statement that instantiates the n 
full-adders. 

It is possible to use the GENERIC feature with components that are instantiated as 
subcircuits in other code. In section A.I 0.9 we give an example that uses the addem entity 
as a subcircuit. 
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LIBRARY ieee; 
USE ieee.std_Iogic_1164.all ; 
USE work.fulladd_package.all ; 

ENTITY adder IS 
PORT (Cin 

X,Y 
S 
Cout 

END adder; 

: IN STD_LOGIC ; 
: IN STD_LOGIC_VECTOR(3 DOWNTO 0) ; 
: OUT STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 
: OUT STD_LOGIC); 

ARCHITECTURE Structure OF adder IS 
SIGNAL C : STD_LOGIC_ VECTOR(O TO 4) ; 

BEGIN 
C(O) <= Cin; 
Generate_label: 
FOR i IN 0 TO 3 GENERATE 

bit: fulladd PORT MAP ( C(i), XCi), YO), S(i). C(i+ 1)) ; 
END GENERATE; 
Cout <= C(4) ; 

END Structure; 

Figure A.14 An example of component instantiation with FOR GENERATE. 

A.9 SEQUENTIAL ASSIGNMENT STATEMENTS 

The order in which the concurrent assignment statements in an architecture body appear 
does not affect the meaning of the code. Many types of logic circuits can be described 
using these statements. However, VHDL also provides another type of statements, called 
sequential assignment statements, for which the order of the statements in the code can 
affect the semantics of the code. There are three variants of the sequential assignment 
statements: IF statement, CASE statement, and LOOP statements. 

A.9.1 PROCESS STATEMENT 
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Since the order in which the sequential statements appear in VHDL code is significant, 
whereas the ordering of concurrent statements is not, the sequential statements must be 
separated from the concurrent statements. This is accomplished using a PROCESS state
ment. The PROCESS statement appears inside an architecture body, and it encloses other 
statements within it. The IF, CASE, and LOOP statements can appear only inside a pro
cess. The general form of a PROCESS statement is shown in Figure A.16. Its structure is 
somewhat similar to an architecture. VARIABLE data objects can be declared (only) inside 
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LIBRARY ieee; 
USE ieee.std_logic_1164.all ; 
USE work.fulladd_package.all ; 

ENTITY addem IS 
GENERIC (n: INTEGER:= 4); 
PORT ( Cin : IN STD_LOGIC ; 

X, Y : IN STD_LOGIC_VECTOR(n-l DOWNTO 0) ; 
S : OUT STD_LOGIC_VECTOR(n-l DOWNTO 0); 
Cout : OUT STD_LOGIC); 

END addem; 

ARCHITECTURE Structure OF addem IS 
SIGNAL C : STD_LOGIC_ VECTOR(O TO n) ; 

BEGIN 
C(O) <= Cin; 
Generate--.label: 
FOR i IN 0 TO n-l GENERATE 

stage: fulladd PORT MAP (CO), X(i), Y(i), SO), C(i+l» ; 
END GENERATE; 
Cout <= C(4) ; 

END Structure; 

Figure A.1S An n-bit adder. 

[processJ.abel:] 
PROCESS [( signal name {, signal name} )] 

[VARIABLE declarations] 
BEGIN 

[WAIT statement] 
[Simple Signal Assignment Statements] 
[Variable Assignment Statements] 
[IF Statements] 
[CASE Statements] 
[LOOP Statements] 

END PROCESS [processJ.abel] ; 

Figure A.16 The general form of a PROCESS statement. 

the process. Any variable declared can be used only by the code within the process; we say 
that the scope of the variable is limited to the process. To use the value of such a variable 
outside the process, the variable's value can be assigned to a signal. The various elements 
of the process are best explained by giving some examples. But first we need to introduce 
the IF, CASE, and LOOP statements. 
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The IF, CASE, and LOOP statements can be used to describe either combinational Or 
sequential circuits. We will introduce these statements by giving some examples of com
binational circuits because they are easier to understand. Sequential circuits are described 
in section A.I O. 

A.9.2 IF STATEMENT 

The general form of an IF statement is given in Figure A.17. An example using an IF 
statement for combinational logic is 

IF Sel = '0' THEN 
f <= xl ; 

ELSE 
f <= x2; 

END IF; 

This code defines the 2-to-1 multiplexer that was used as an example of a selected sig
nal assignment in the previous section. Examples of sequential logic described with IF 
statements are given in section A.IO. 

A.9.3 CASE STATEMENT 

The general fonn of a CASE statement is shown in Figure A.IS. The constanCvalue can 
be a single value, such as 2, a list of values separated by the 1 pipe, such as 213, or a range, 
such as 2 to 4. An example of a CASE statement used to describe combinational logic is 
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IF expression THEN 
statement; 
{statement ;} 

ELSIF expression THEN 
statement; 
{statement ;} 

ELSE 
statement; 
{statement ;} 

END IF; 

Figure A.17 The general form of an IF statement. 



A.9 SEQUENTIAL ASSIGNMENT STATEMENTS 

CASE expression IS 
WHEN constanLvalue => 

statement; 
{statement; } 

WHEN constanLvalue => 
statement; 
{statement ;} 

WHEN OTHERS => 
statement; 
{statement ;} 

END CASE; 

Figure A.1S The general form of a CASE statement. 

CASE Sel IS 
WHEN '0'=> 

f <= xl ; 
WHEN OTHERS => 

f <= x2; 
END CASE ; 

This code represents the same 2-to-l multiplexer described in section A.9.2 using the IF 
statement. Similar to a selected signal assignment, all possible valuations of the expression 
used for the WHEN clauses must be listed; hence the OTHERS keyword is needed. Also, all 
WHEN clauses in the CASE statement must be mutually exclusive. Examples of sequential 
circuits described with the CASE statement are given in section A.IO.IO. 

A.9.4 Loop STATEMENTS 

VHDL provides two types of loop statements: the FOR-LOOP statement and the WHILE
LOOP statement. Their general forms are shown in Figure A.19. These statements are used 
to repeat one or more sequential assignment statements in much the same way as a FOR 
GENERATE statement is used to repeat concurrent assignment statements. Examples of 
the FOR-LOOP are given in section A.9.7. 

A.9.S USING A PROCESS FOR A COMBINATIONAL CIRCUIT 

An example of a PROCESS statement is shown in Figure A.20. It includes the code for 
the IF statement from section A.9.2. The signals Sel, xl, and x2 are shown in parentheses 
after the PROCESS keyword. They indicate which signals the process depends on and are 
called the sensitivity list of the process. For a process that describes combinational logic. 
as in this example. the sensitivity list includes all input signals used inside the process. 
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[loop_label: ] 
FOR variable-Ilame IN range LOOP 

statement; 
{statement; } 

END LOOP [loop_label] ; 

[loop-1abel:] 
WHILE boolean_expression LOOP 

statement; 
{statement; } 

END LOOP [loop_label] ; 

Figure A.19 The general forms of FOR-LOOP and 
WHILE-LOOP statements. 

PROCESS ( Sel, x I, x2 ) 
BEGIN 

IF Sel = '0' THEN 
f <= xl ; 

ELSE 
f <= x2; 

END IF; 
END PROCESS; 

Figure A.20 A PROCESS statement. 

In VHDL jargon a process is described as follows. When the value of a signal in the 
sensitivity list changes, the process becomes active. Once active, the statements inside the 
process are "evaluated" in sequential order. Any signal assignments made in the process 
take effect only after all the statements inside the process have been evaluated. We say that 
the signal assignment statements inside the process are scheduled and will take effect at the 
end of the process. 

The process describes a logic circuit and is translated into logic expressions in the same 
manner as the concurrent assignment statements in an architecture body. The concept of the 
process statements being evaluated in sequence provides a convenient way of understanding 
the semantics of the code inside a process. In particular, a key concept is that if multiple 
assignments are made to a signal inside a process, only the last one to be evaluated has any 
effect. This is illustrated in the next example. 
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A.9.6 STATEMENT ORDERING 

The IF statement in Figure A.20 describes a multiplexer that assigns either of two inputs, 
x 1 or x2, to the output f Another way of describing the multiplexer with an IF statement 
is shown in Figure A.21. The statement "f <= xl ;" is evaluated first. However, the 
signalfmay not actually be changed to the value of xl, because there may be a subsequent 
assignment to f in the code inside the process statement. At this point in the process, xl 
represents the default value for f if no other assignment to f is evaluated. If we assume 
that Sel = 1, then the statement "f <= x2 ;" will be evaluated. The effect of this second 
assignment to f is to override the default assignment. Hence the result of the process is that 
fis set to the value x2 when Sel = 1. If we assume that Sel = 0, then the IF condition fails 
andfis assigned its default value, xl. 

This example illustrates the effect of the ordering of statements inside a process. If the 
two statements were reversed in order, then the IF statement would be evaluated first and 
the statement "f <= xl ;" would be evaluated last. Hence the process would always result 
infbeing set to the value of xl. 

Implied Memory 

Consider the process in Figure A.22. It is the same as the process in Figure A.21 except 
that the default assignment statement "f <= xl ;" has been removed. Because the process 
does not specify a default value for f, and there is no ELSE clause in the IF statement, the 
meaning of the process is thatf should retain its present value when the IF condition is not 

PROCESS (Sel, xl, x2) 
BEGIN 

f <= xl ; 
IF Sel = I THEN 

f <=x2; 
END IF; 

END PROCESS; 

Figure A.21 An example illustrating the ordering of 
statements within a PROCESS. 

PROCESS ( Sel, x2 ) 
BEGIN 

IF Sel = 1 THEN 
f <= x2; 

END IF ; 
END PROCESS; 

Figure A.22 An example of implied memory. 
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satisfied. The following expression is generated by the VHDL compiler for this process 

f = Sel . x2 + Set· f 

Hence when Sel = 0, the value of x2 is "remembered" at the output! In VHDL jargon this 
is called implied memory or implicit memory. Although it is rarely useful for combinational 
circuits, we will show shortly that implied memory is the key concept used to describe 
sequential circuits. 

A.9.7 USING A VARIABLE IN A PROCESS 

We mentioned earlier that VHDL provides VARIABLE data objects, in addition to SIGNAL 
data objects. Unlike a signal, a variable data object does not represent a wire in a circuit. 
Therefore, a variable can be used to describe the functionality of a logic circuit in ways that 
are not possible using a signal. This concept is illustrated in Figure A.23. The intent of 
the code is to describe a logic circuit that counts the number of bits in the three-bit signal 
X that are equal to 1. The count is output using the signal called Count, which is a two-bit 
unsigned integer. Notice that Count is declared with the mode Buffer because it is used in 
the architecture body on both the left and right sides of an assignment operator. Table A.2 
explains the meaning of the Buffer mode. 

Inside the process, Count is initially set to O. No quotes are used for the number 0 in this 
case, because VHDL allows a decimal number, which we said in section A.2.2 is denoted 
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LIBRARY ieee; 
USE ieee.std-.logic_1164.all ; 

ENTITY numbits IS 
PORT ( X : IN STD_LOGIC_ VECTOR(1 TO 3) ; 

Count : BUFFER INTEGER RANGE 0 TO 3 ) ; 
END numbits ; 

ARCHITECTURE Behavior OF numbits IS 
BEGIN 

PROCESS ( X ) - - count the number of bits in X with the value 1 
BEGIN 

Count <= 0; - - the 0 with no quotes is a decimal number 
FOR i IN 1 TO 3 LOOP 

IF X(i) = '1' THEN 
Count <= Count + 1 ; 

END IF; 
END LOOP ; 

END PROCESS ; 
END Behavior; 

Figure A.23 A FOR-lOOP that does not represent a sensible circuit. 
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with no quotes, to be assigned to an INTEGER signal. The code gives a FOR-LOOP with 
the loop index variable i. For the values of i from 1 to 3, the IF statement inside the FOR
LOOP checks the value of bit X(i); if it is 1, then the value of Count is incremented. The 
code given in the figure is legal VHDL code and can be compiled without generating any 
errors. However, it will not work as intended, and it does not represent a sensible logic 
circuit. 

There are two reasons why the code in FigureA.23 will not work as intended. First, there 
are multiple assignment statements for the signal Count within the process. As explained 
for the previous example, only the last of these assignments will have any effect. Hence 
if any bit in X is 1, then the statement "Count <= '0' ;" will not have the desired effect 
of initializing Count to 0, because it will be overridden by the assignment statement in 
the FOR-LOOP. Also, the FOR-LOOP will not work as desired, because each iteration for 
which X (1) is 1 will override the effect of the previous iteration. The second reason why 
the code is not sensible is that the statement "Count <= Count + '1' ;" describes a circuit 
with feedback. Since the circuit is combinational, such feedback will result in oscillations 
and the circuit will not be stable. 

The desired behavior of the VHDL code in Figure A.23 can be achieved using a variable, 
instead of a signal. This is illustrated in Figure A.24, in which the variable Tmp is used 
instead of the signal Count inside the process. The value of Tmp is assigned to Count at the 
end of the process. Observe that the assignment statements to Tmp are indicated with the := 

--_ .. LIBRARY ieee ; .~ ................. ----.. - ~~~~~ .. -.~-~ 
USE ieee.std_logic_1164.all ; 

ENTITY Numbits IS 
PORT (X : IN STD_LOGIC_VECTOR(1 TO 3); 

Count : OUT INTEGER RANGE 0 TO 3 ) ; 
END Numbits ; 

ARCHITECTURE Behavior OF Numbits IS 
BEGIN 

PROCESS ( X) - - count the number of bits in X equal to 1 
VARIABLE Tmp : INTEGER; 

BEGIN 
Tmp:= 0; 
FOR i IN 1 TO 3 LOOP 

IF XCi) = '1' THEN 
Tmp := Tmp + 1 ; 

END IF; 
END LOOP ; 
Count < = Tmp ; 

END PROCESS; 
END Behavior; 

Figure A.24 The FOR-LOOP from Figure A.23 using a variable. 
'\ 

801 



802 

A P PEN D I X A • VHDL REFERENCE 

operator, as opposed to the <= operator. The:= is called the variable assignment operator. 
Unlike <=, it does not result in the assignment being scheduled until the end ofthe process. 
The variable assignment takes place immediately. This immediate assignment solves the 
first of the two problems with the code in Figure A.23. The second problem is also solved 
by using a variable instead of a signal. Because the variable does not represent a wire in 
a circuit, the FOR-LOOP need not be literally interpreted as a circuit with feedback. By 
using the variable, the FOR-LOOP represents only a desired behavior, or functionality, of 
the circuit. When the code is translated, the YHDL compiler will generate a combinational 
circuit that implements the functionality expressed in the FOR-LOOP. 

When the code in Figure A.24 is translated by the VHDL compiler, it produces the 
circuit with 2 two-bit adders shown in Figure A.25. It is possible to see how this circuit 
corresponds to the FOR-LOOP in the code. The result of the first iteration of the loop is 
that Count is set to the value of X (1). The second iteration then adds X (1) to X (2). This is 
realized by the top adder in the figure. The third iteration adds X (3) to the sum produced 
from the second iteration. This corresponds to the bottom adder. When this circuit is 
optimized by the logic synthesis algorithms, the resulting expressions for Count are 

Count( 1) = X(l)X(2) + X(1)X(3) + X(2)X(3) 
Count(O) = X(l) EB X(2) EB X(3) 

These expressions represent a full-adder circuit, with Count(O) as the sum output and 
Count( 1) as the carry-out. It is interesting to note that even though the VHDL code describes 
the desired behavior of the circuit in an abstract way, using a FOR-LOOP, in this example 

o X(2) 0 X(1) 

Two-bit adder 

o X(3) 

Two-bit adder 

Count (1) Count (0) 

Figure A.25 The circuit generated from the code in 
Figure A.24. 
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the logic synthesis algorithms produce the most efficient circuit, which is the full-adder. As 
we said at the beginning of this appendix and in section 2.10, the style of code in Figure 
A.24 should be avoided, because it is often difficult for the designer to envisage what logic 
circuit the code represents. 

As another example of the use of a variable, Figure A.26 gives the code for an n-bit 
NAND gate entity, named NANDn. The number of inputs to the NAND gate is set by the 
GENERIC parameter n. The inputs are the n-bit signal X, and the output is!. The variable 
Tmp is defined in the architecture and originally set to the value of the input signal X (1). In 
the FOR LOOP, Tmp is ANDed successively with input signals X (2) to X (n). Since Tmp 
is a variable data object, assignments to it take effect immediately; they are not scheduled 
to take effect at the end of the process. The complement of Tmp is assigned to!, thus 
completing the description of the n-input NAND operation. 

Figure A.27 shows the same code given in Figure A.26 but with the data object Tmp 
defined as a signal, instead of as a variable. This code gives a wrong result, because only 
the last statement included in the process has any effect on Tmp. The code results in Tmp = 
Tmp . X (4), as determined by the last iteration of the FOR LOOP. Also, since Tmp is never 
initialized, its value is unknown. Hence the value of the output! = Tmp is unknown. 

Figure A.28 shows one way to describe the n-input NAND gate using signals. Here 
Tmp is defined as an n-bit signal, which is set to contain n Is using the (OTHERS => '1 ') 

LIBRARY ieee; 
USE ieee.std-.logicll64.all ; 

ENTITY NANDn IS 
GENERIC ( n : INTEGER := 4 ) ; 
PORT (X : IN STD_LOGIC_ VECTOR(l TO n) ; 

f : OUT STD_LOGIC) ; 
END NANDn; 

ARCHITECTURE Behavior OF NANDn IS 
BEGIN 

PROCESS (X) 
VARIABLE Tmp : STD_LOGIC ; 

BEGIN 
Tmp:= X(l); 
AND_bits: FOR i IN 2 TO n LOOP 

Tmp := Tmp AND XCi) ; 
END LOOP AND_bits; 
f <= NOTTmp; 

END PROCESS; 
END Behavior; 

Figure A.26 Using a variable to describe an n-input NAND gate. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.all ; 

ENTITY NANDn IS 
GENERIC (n: INTEGER:= 4); 
PORT (X : IN STD_LOGIC_ VECTOR( 1 TO n) ; 

f : OUT STD_LOGIC); 
ENDNANDn; 

ARCHITECTURE Behavior OF NANDn IS 
SIGNAL Tmp : STD_LOGIC ; 

BEGIN 
PROCESS (X) 
BEGIN 

Tmp <= X(1); 
AND_bits: FOR i IN 2 TO n LOOP 

Tmp <= Tmp AND XCi) ; 
END LOOP AND_bits; 
f <= NOTTmp; 

END PROCESS; 
END Behavior; 

Figure A.27 The code from Figure A.26 using a signal. 

LIBRARY ieee ; 
USE ieee.stdJ.ogic_II64.all ; 

ENTITY NANDn IS 
GENERIC ( n : INTEGER := 4 ) ; 
PORT (X : IN STD_LOGIC_VECTOR(l TO n); 

f : OUT STD_LOGIC); 
ENDNANDn; 

ARCHITECTURE Behavior OF NANDn IS 
SIGNAL Tmp : STD~LOGIC~ VECTOR(1 TO n) ; 

BEGIN 
Tmp <= (OTHERS => '1'); 
f <= '0' WHEN X = Tmp ELSE 'I' ; 

END Behavior; 

Figure A.28 Using a signal to describe an n-input NAND gate. 
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construct. The conditional signal assignment specifies that! is 0 only if all bits in the input 
X are 1, thus describing the NAND operation. 

A final example of variables used in a sequential circuit is given in section A.I 0.7. In 
general, using both variables and signals in VHDL code can lead to confusion because they 
imply different semantics. Since variables do not necessarily represent wires in a circuit, 
the meaning of code that uses variables is sometimes ill defined. To avoid confusion, in 
this book we use variables only for the loop indices in FOR GENERATE and FOR LOOP 
statements. Except for similar purposes, the reader should avoid using variables because 
they are not needed for describing logic circuits. 

A.l0 SEQUENTIAL CIRCUITS 

Although combinational circuits can be described using either concurrent or sequential 
assignment statements, sequential circuits can be described only with sequential assignment 
statements. We now give some representative examples of sequential circuits. 

A.10.1 A GATED D LATCH 

Figure A.29 gives the code for a gated D latch. The process sensitivity list includes both 
the latch's data input, D, and clock, elk. Hence whenever a change occurs in the value of 
either D or elk, the process becomes active. The IF statement specifies that Q should be set 

LIBRARY ieee; 
USE ieee.stdJogic_1164.all ; 

ENTITY latch IS 
PORT ( D, elk : IN STD_LOGIC ; 

Q : OUT STD_LOGIC); 
END latch; 

ARCHITECTURE Behavior OF latch IS 
BEGIN 

PROCESS (D, elk) 
BEGIN 

IF elk = '1' THEN 
Q<=D; 

END IF; 
END PROCESS; 

END Behavior; 

Figure A.29 A gated D Latch. 
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to the value of D whenever the clock is 1. There is no ELSE clause in the IF statement. As 
we explained for Figure A.22, this implies that Q should retain its present value when the 
IF condition is not met. 

A. 1 0.2 D FLIP-FLOP 

Figure A.30 gives a process that is slightly different from the one in Figure A.29. The 
sensitivity list includes only the Clock signal, which means that the process is active only 
when the value of Clock changes. The condition in the IF statement looks unusual. The 
syntax Clock'EVENT represents a change in the value of the clock signal. In VHDLjargon 
'EVENT is called an attribute, and combining 'EVENT with a signal name, such as Clock, 
yields a logical condition. The combination in the IF statement of the two conditions 
Clock'EVENT and Clock = '1' specifies that Q should be assigned the value of D when 
"a change occurs in the value of Clock, and Clock is now 1". This describes a low-to-high 
transition ofthe clock signal; hence the code describes a positive-edge-triggered D flip-flop. 

The std_logic_1l64 package defines the two functions named rising_edge and 
falling_edge. They can be used as a short-form notation for the condition that checks for 
the occurrence of a clock edge. In Figure A.30 we could replace the line "IF Clock'EVENT 
AND Clock = '1' THEN" with the equivalent line "IF rising_edge(Clock) THEN". We do 
not use rising_edge or falling_edge in this book; they are mentioned for completeness. 
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LIBRARY ieee; 
USE ieee.std-Iogic_ll64.all ; 

ENTITY flipflop IS 
PORT ( D, Clock : IN SID_LOGIC; 

Q : OUT STD_LOGIC); 
END flipflop; 

ARCHITECTURE Behavior OF flipflop IS 
BEGIN 

PROCESS ( Clock) 
BEGIN 

IF Clock'EVENT AND Clock = ' l' THEN 
Q<=D; 

END IF; 
END PROCESS; 

END Behavior; 

Figure A.30 D flip-flop. 
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A.10.3 USING A WAIT UNTIL STATEMENT 

The process in FigureA.31 uses a different syntax to describe a D flip-flop. Synchronization 
with the clock edge is speci tied by using the statement "WAIT UNTIL Clock' EVENT AND 
Clock = '1' ;". A process that uses a WAIT UNTIL statement is a special case because the 
sensitivity list is omitted. Use of this WAIT UNTIL statement implicitly specifies that the 
sensitivity list includes only Clock. For our purposes, which is using VHDL for synthesis 
of circuits. a process can include a WAIT UNTIL statement only if it is the first statement 
in the process. 

The WAIT UNTIL statement above can be written more simply as 

WAIT UNTIL Clock = '1' ; 

which means "wait for the next positive edge of the Clock signal". But, since some CAD 
synthesis tools require the inclusion of the 'EVENT attribute, we include the attribute in 
our examples. 

As seen in Figures A.30 and A.3I, both IF and WAIT UNTIL statements can be used 
to describe flip-flops. If a process only defines flip-flops, then it makes no difference which 
construct is used. However, in practical designs a process often includes many statements. 
If one or more of these statements specify a combinational subcircuit, then it is necessary to 
use IF statements to infer flip-flops where desired. If the WAIT UNTIL statement is used, 
which has to be the first statement in the process, then there will be flip-flops inferred for 
all statements in the process. For this reason, designers prefer using the IF statement. 

LIBRARY ieee; 
USE ieee.stdJ.ogic_ll64.aU ; 

ENTITY flipflop IS 
PORT ( D, Clock 

Q 
END flipflop; 

: IN STD_LOGIC; 
: OUT STD_LOGIC); 

ARCHITECTURE Behavior OF flipflop IS 
BEGIN 

PROCESS 
BEGIN 

WAIT UNTIL Clock'EVENT AND Clock = '1' ; 
Q<=D; 

END PROCESS ; 
END Behavior; 

Figure A.31 Equivalent code to Figure A.30 t using a WAIT UNTIL statement. 
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A.l0.4 A FLIP-FLOP WITH ASYNCHRONOUS RESET 

Figure A.32 gives a process that is similar to the one in Figure A.30. It describes a D 
flip-flop with an asynchronous reset, or clear, input. The reset signal has the name Resetn. 
When Resetn = 0, the flip-flop output Q is set to 0. Appending the letter n to a signal name 
is a widely used convention to denote an active-low signal. 

A. 1 0.5 SYNCHRONOUS RESET 

Figure A.33 shows how a flip-flop with a synchronous reset input can be described by using 
the IF statement. FigureA.34 presents a specification based on the WAIT UNTIL statement. 

A.l0.6 REGISTERS 

One possible approach for describing a multibit register is to create an entity that instantiates 
multiple flip-flops. A more convenient method is illustrated in Figure A.35. It gives the 
same code shown in Figure A.32 but using the four-bit STD_LOGIC_ VECTOR input D 
and the four-bit output Q. The code describes a four-bit register with asynchronous clear. 

Figure A.36 gives the code for an entity named regno It shows how the code in Figure 
A.35 can be extended to represent an n-bit register. The number of flip-flops is set by the 
generic parameter n. 

The code in Figure A.37 shows how an enable input can be added to the n-bit register 
from Figure A.36. When the active clock edge occurs, the flip-flops in the register cannot 
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LIBRARY ieee; 
USE ieee.std_Iogic_1164.all ; 

ENTITY flipflop IS 
PORT (D, Resetn, Clock : IN STD_LOGIC; 

Q : OUT STD_LOGIC) ; 
END flipflop; 

ARCHITECTURE Behavior OF flipflop IS 
BEGIN 

PROCESS (Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Q <= '0' ; 

ELSIF Clock' EVENT AND Clock = ' l' THEN 
Q<=D; 

END IF; 
END PROCESS; 

END Behavior; 

Figure A.32 D flip-flop with asynchronous reset. 
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LIBRARY ieee; 
USE ieee.std_Iogic_1164.all ; 

ENTITY flipflop IS 
PORT ( D, Resetn, Clock 

Q 
: IN STD_LOGIC ; 
: OUT STD_LOGIC); 

END flipflop; 

ARCHITECTURE Behavior OF flipflop IS 
BEGIN 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Clock'EVENT AND Clock = '1' THEN 
IF Resetn = '0' THEN 

Q <= '0' ; 
ELSE 

Q <= D; 
END IF; 

END IF; 
END PROCESS; 

END Behavior; 

Figure A.33 D Rip-flop with synchronous reset, using an IF statement. 

LIBRARY ieee; 
USE ieee.std_Iogic_ll64.all ; 

ENTITY flipflop IS 
PORT (D, Resetn, Clock 

Q 
END flipflop; 

: IN STD_LOGIC ; 
: OUT STD_LOGIC); 

ARCHITECTURE Behavior OF flipflop IS 
BEGIN 

PROCESS 
BEGIN 

WAIT UNTIL Clock'EVENT AND Clock = ' l' ; 
IF Resetn = '0' THEN 

Q <= '0' ; 
ELSE 

Q <= D; 
END IF ; 

END PROCESS ; 
END Behavior; 

Figure A.34 D flip-flop with synchronous reset, using a WAIT UNTIL statement. 
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LIBRARY ieee; 
USE ieee.stdJ.ogic_1164.all ; 

ENTITY reg4 IS 
PORT (D 

Resetn, Clock 
Q 

END reg4; 

: IN STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 
: IN STD_LOGIC ; 
: OUT STD_LOGIC_ VECTOR(3 DOWNTO 0) ) ; 

ARCHITECTURE Behavior OF reg4 IS 
BEGIN 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Q < = "0000" ; 

ELSIF Clock'EVENT AND Clock = '1' THEN 
Q<= D; 

END IF; 
END PROCESS; 

END Behavior; 

Figure A.35 Code for a four-bit register with asynchronous clear. 

LIBRARY ieee; 
USE ieee.std-1ogic_1164.all ; 

ENTITY regn IS 
GENERIC (n: INTEGER:= 4); 
PORT (D : IN STD_LOGIC_VECTOR(n-l DOWNTO 0); 

Resetn, Clock : IN STD_LOGIC; 
Q : OUT STD_LOGIC_ VECTOR(n-1 DOWNTO 0) ) ; 

END regn; 

ARCHITECTURE Behavior OF regn IS 
BEGIN 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Q <= (OTHERS => '0'); 

ELSIF Clock'EVENT AND Clock = '1' THEN 
Q<= D; 

END IF; 
END PROCESS; 

END Behavior; 

Figure A.36 
810 
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LIBRARY ieee; 
USE ieee.std-Iogic_1164.all ; 

ENTITY regne IS 
GENERIC ( n : INTEGER := 4 ) ; 
PORT ( D : IN STD_LOGIC_VECTOR(n-l DOWNTO 0) ; 

Resetn : IN STD_LOGIC ; 
E, Clock : IN STD_LOGIC; 
Q : OUT STD_LOGIC_VECTOR(n-l DOWNTO 0) ) ; 

END regne; 

ARCHITECTURE Behavior OF regne IS 
BEGIN 

PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Q <= (OTHERS => '0'); 

ELSIF Clock'EVENT AND Clock = '1' THEN 
IF E = '1' THEN 

Q <= D; 
END IF; 

END IF; 
END PROCESS; 

END Behavior; 

Figure A.37 VHDL code for an n-bit register with an enable input. 

change their stored values if the enable E is O. If E = 1, the register responds to the active 
clock edge in the normal way. 

A.l0.7 SHIFT REGISTERS 

An example of code that defines a four-bit shift register is shown in Figure A.38. The lines 
of code are numbered for ease of reference. The shift register has a serial input, w, and 
parallel outputs, Q. The right-most bit in the register is Q(4). and the left-most bit is Q(l); 

shifting is performed in the right-to-Ieft direction. The architecture declares the signal Sreg, 
which is used to describe the shift operation. All assignments to Sreg are synchronized to 
the clock edge by the IF condition; hence Sreg represents the outputs of flip-flops. The 
statement in line 13 specifies that Sreg(4) is assigned the value of w. As we explained 
previously, this assignment does not take effect immediately but is scheduled to occur at 
the end of the process. In line 14 the current value of Sreg(4), before it is shifted as a result 
ofline 13, is assigned to Sreg(3). Lines 15 and 16 complete the shift operation. They assign 
the current values of Sreg(3) and Sreg(2), before they are changed as a result of lines 14 
and 15, to Sreg(2) and Sreg(l), respectively. Finally, Sreg is assigned to the Q outputs. 
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1 LIBRARY ieee; 
2 USE ieee.std_logic_1164.all ; 

3 ENTITY shift4 IS 
4 PORT ( w, Clock : IN STD_LOGIC ; 
5 Q: OUT STD_LOGIC_VECTOR(1 TO 4»; 
6 END shift4 ; 

7 ARCHITECTURE Behavior OF shift4 IS 
8 SIGNAL Sreg : STD_LOGIC_VECTOR(1 TO 4) ; 
9 BEGIN 
10 PROCESS ( Clock) 
11 BEGIN 
12 IF Clock'EVENT AND Clock = '1' THEN 
13 Sreg(4) <= w; 
14 Sreg(3) <= Sreg(4) ; 
15 Sreg(2) <= Sreg(3) ; 
16 Sreg(1) <= Sreg(2) ; 
17 END IF; 
18 END PROCESS ; 
19 Q <= Sreg; 
20 END Behavior; 

Figure A.38 Code for a four-bit shift register. 

The key point that has to be appreciated in the code in Figure A.38 is that the assignment 
statements in lines 1 3 to 16 do not take effect until the end of the process. Hence all f1ip
flops change their values at the same time, as required in the shift register. We could write 
the statements in lines 13 to 16 in any order without changing the meaning of the code. 

In section A.9.7 we introduced variables and showed how they differ from signals. As 
another example of the semantics involved using variables, Figure A.39 gi ves the code from 
Figure A.38 but with Sreg declared as a variable, instead of as a signal. The statement in 
line 13 assigns the value of w to Sreg (4). Since Sreg is a variable, the assignment takes 
effect immediately. In line 14 the value of Sreg (4), which has already been changed to w, 
is assigned to Sreg (3). Hence line 14 results in Sreg (3) = w. Similarly, lines 15 and 16 
set Sreg (2) and Sreg (1) to the value of w. The code does not describe the desired shift 
register, but rather loads all flip-flops with the value on the input w. 

For the code in Figure A.39 to correctly describe a shift register, the ordering of lines 
13 to 16 has to be reversed. Then the first assignment sets Sreg (1) to the value of Sreg (2), 
the second sets Sreg (2) to the value of Sreg (3), and so on. Each successive assignment 
is not affected by the one that precedes it; hence the semantics of using variables does not 
cause a problem. As we said in section A.9. 7, it can be confusing to use both signals and 
variables at the same time because they imply different semantics. 
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1 LIBRARY ieee; 
2 USE ieee.std_logic_l 164.all ; 

3 ENTITY shift4 IS 
4 PORT ( w, Clock : IN STD_ LOGIC; 
5 Q: OUT STD_LOGIC_VECTOR(1 TO 4) ) ; 
6 END shift4 ; 

7 ARCHITECTURE Behavior OF shift4 IS 
8 BEGIN 
9 PROCESS (Clock) 
10 VARIABLE Sreg: STD_LOGIC_VECTOR(1 TO 4) ; 
11 BEGIN 
12 IF Clock' EVENT AND Clock = 'I' THEN 
13 Sreg(4) := w ; 
14 Sreg(3) := Sreg(4) ; 
15 Sreg(2) := Sreg(3) ; 
16 Sreg( 1) : = Sreg(2) ; 
17 END IF; 
18 Q <= Sreg ; 
19 END PROCESS; 
20 END Behavior; 

Figure A.39 The code from Figure A.38, using a variable. 

A. 1 0.8 COUNTERS 

Figure AAO shows the code for a four-bit counter with an asynchronous reset input. The 
Counter also has an enable input. On the positive clock edge, if the enable E is 1, the 
count is incremented. If E = 0, the counter holds its current value. Because counters are 
commonly needed in logic circuits, most CAD systems provide a selection of counters that 
can be instantiated in a design. 

A.l0.9 USING SUBCIRCUITS WITH GENERIC PARAMETERS 

We have shown several examples of VHDL entities that include generic parameters. When 
these subcircuits are used as components in other code, the generic parameters can be 
set to whatever values are needed. To give an example of component instantiation using 
generics, consider the circuit shown in Figure AAI. The circuit adds the binary number 
represented by the k-bit input X to itself a number of times. Such a circuit is often called 
an accumulator. To store the result of each addition operation, the circuit includes a k-bit 

813 



A P PEN D I X A • VHDLREFERENCE 

LIBRARY ieee; 
USE ieee.std_logic_1164.all : 
USE ieee.std.Jogic_unsigned.all ; 

ENTITY count4 IS 
PORT ( Resetn 

E, Clock 
Q 

END count4; 

: IN STD_LOGIC ; 
: IN STD_LOGIC ; 
: OUT STD_LOGIC_VECTOR (3 DOWNTO 0»; 

ARCHITECTURE Behavior OF count4 IS 
SIGNAL Count: STD_LOGIC_ VECTOR (3 DOWNTO 0) ; 

BEGIN 
PROCESS (Clock, Resetn) 
BEGIN 

IF Resetn = ' 0' THEN 
Count <= "0000" ; 

ELSIF (Clock'EVENT AND Clock = 'I') THEN 
IF E = '1' THEN 

Count < = Count + 1 ; 
END IF; 

END IF; 
END PROCESS; 
Q <= Count; 

END Behavior; 

Figure A.40 An example of a counter. 

register. The register has an asynchronous reset input, Resetn. It also has an enable input, 
E, which is controlled by a four-bit counter. The counter has an asynchronous clear input 
and a count enable input. The circuit operates by first clearing all bits in the register and 
counter to O. Then in each clock cycle, the counter is incremented, and the sum outputs 
from the adder are stored in the register. When the counter reaches the value 1111, the 
enable inputs on both the register and counter are set to 0 by the NAND gate. Hence the 
circuit remains in this state until it is reset again. The final value stored in the register is 
equal to 15X. 

We can represent the accumulator circuit using several subcircuits described in this 
appendix: addern (Figure A.15), NANDn (Figure A.28), regne, and count4. We placed 
the component declaration statements for all of these subcircuits in one package, named 
components, which is shown in Figure A.42. 

Complete code for the accumulator is gi ven in Figure A.43. It uses the generic parameter 
k to represent the number of bits in the input X. Using this parameter in the code makes it 
easy to change the bit-width at a later time if desired. The architecture defines the signal Sur:z 
to represent the outputs of the adder; for simplicity, we ignore the possibility of arithmetIC 
overflow and assume that the sum can be represented using k bits. The four-bit signal C 
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A.l0 SEQUENTIAL CIRCUITS 
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represents the outputs from the counter. The Stop signal is connected to the enable inputs 
on the register and counter. 

The statement labeled adder instantiates the addern subcircuit. The GENERIC MAP 
keywords are used to specify the value of the adder's generic parameter, n. The syntax 
(n => k) sets the number of bits in the adder to k. We do not need the carry-in port on 
the adder, but a signal must be connected to it. The signal Zero_hit, which is set to '0' in 
the code, is used as a placeholder for the carry-in port (the VHDL syntax does not permit 
a constant value, such as '1', to be associated directly with a port; hence a signal must be 
defined for this purpose). The k-bit data inputs to the adder are X and the output of the 
register, which is named Result. The sum output from the adder is named Sum, and the 
carry-out, which is not used in the circuit, is named Couto 

The regne subcircuit is instantiated in the statement labeled reg. GENERIC MAP is 
used to set the number of bits in the register to k. The k-bit register input is provided by the 
Sum output from the adder. The register's output is named Result; this signal represents the 
output of the accumulator circuit. It has the mode BUFFER in the entity declaration. This 
is required in the VHDL syntax for the signal to be connected to a port on an instantiated 
component. 
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LIBRARY ieee; 
USE ieee.std_logicl164.all ; 

PACKAGE components IS 

COMPONENT addem - - n-bit adder 
GENERIC ( n : INTEGER := 4 ) ; 
PORT ( Cin : IN SID_LOGIC; 

X, Y : IN SID_LOGIC_VECTOR(n-l DOWN TO 0) ; 
S : OUT STD_LOGIC_ VECTOR(n -1 DOWNTO 0) ; 
Cout : OUT STD_LOGIC) ; 

END COMPONENT; 

COMPONENT regne - - n-bit register with enable 
GENERIC ( n : INTEGER := 4 ) ; 
PORT (0 : IN STD_LOGIC_VECTOR(n-1 DOWNTO 0); 

Resetn : IN STD_LOGIC ; 
E, Clock : IN STD_LOGIC; 
Q : OUT STD_LOGIC_VECTOR(n-l DOWNTO 0»; 

END COMPONENT; 

COMPONENT count4 - - 4-bit counter with enable 
PORT ( Resetn : IN STD_LOGIC ; 

E, Clock : IN STD_LOGIC ; 
Q : OUT STD_LOGIC_ VECTOR (3 DOWNTO 0) ) ; 

END COMPONENT; 

COMPONENT NANDn - - n-bit AND gate 
GENERIC (n: INTEGER:= 4); 
PORT (X : IN STD_LOGIC_VECTOR(l TO n); 

f : OUT STD_LOGIC); 
END COMPONENT; 

END components; 

Figure A.42 Component declarations for the accumulator circuit. 

The count4 and NANDn components are instantiated in the statements labeled Counter 
and NANDgate. We do not have to use the GENERIC MAP keyword for NANDn, because 
the default value of its generic parameter is 4, which is the value needed in this application. 

A.1 0.1 0 A MOORE-TYPE FINITE STATE MACHINE 

Figure A.44 shows the state diagram of a simple Moore machine. The code for this machi~e 
is shown in Figure A.45. The signal named y represents the state of the machine. It 1S 
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LIBRARY ieee; 
USE ieee.std--Iogic_1164.al1 ; 
USE work.components.all ; 

ENTITY accum IS 
GENERIC (k: INTEGER:= 8); 
PORT ( Resetn. Clock : IN STD_LOGIC ; 

X : IN STD_LOGIC_ VECTOR(k-1 DOWNTO 0) ; 
Result : BUFFER STD_LOGIC_VECTOR(k-l DOWNTO 0) ; 

END accum; 

ARCHITECTURE Structure OF accum IS 
SIGNAL Sum: STD_LOGIC_ VECTOR(k-1 DOWNTO 0) ; 
SIGNAL C : STD_LOGIC_VECTOR(3 DOWNTO 0) ; 
SIGNAL Zero_bit, Cout, Stop: STD_LOGIC ; 

BEGIN 
Zero_bit <= '0' ; 
adder: addern 

GENERIC MAP ( n => k ) 
PORT MAP (Zero_bit. X. Result, Sum, Cout) ; 

reg: regne 
GENERIC MAP ( n => k ) 
PORT MAP (Sum, Resetn, Stop. Clock, Result) ; 

Counter: count4 
PORT MAP ( Clock, Resetn, Stop, C ) ; 

NANDgate: NANDn 
PORT MAP (C, Stop) ; 

END Structure ; 

Figure A.43 Code for the accumulator circuit. 

declared with an enumerated type, State_type, that has the three possible values A, B, and C. 
When the code is compiled. the VHDL compiler automatically performs a state assignment 
to select appropriate bit patterns for the three states. The behavior of the machine is defined 
by the process with the sensitivity list that comprises the reset and clock signals. 

The VHDL code includes an asynchronous reset input that puts the machine in state 
A. The state table for the machine is defined using a CASE statement. Each WHEN clause 
corresponds to a present state of the machine, and the IF statement inside the WHEN clause 
specifies the next state to be reached after the next positive edge of the clock signal. Since 
the machine is of the Moore type, the output z can be defined as a separate concurrent 
assignment statement that depends only on the present state of the machine. Alternatively, 
the appropriate value for z could have been specified within each WHEN clause of the 
CASE statement. 
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Reset 

w=o 
w=o 

w = 1 

Figure A.44 State diagram of a simple Moore-type FSM. 

An alternative way to describe a Moore-type finite state machine is given in the archi
tecture in Figure A.46. Two signals are used to describe how the machine moves from one 
state to another state. The signal y_present represents the outputs of the state flip-flops, 
and the signal y_next represents the inputs to the flip-flops. The code has two processes. 
The top process describes a combinational circuit. It uses a CASE statement to specify the 
values that y_next should have for each value of y_present. The other process represents 
a sequential circuit, which specifies that y_present is assigned the value of y_next on the 
positive clock edge. The process also specifies that y _present should take the value A when 
Resetn is 0, which provides the asynchronous reset. 

A.10.ll A MEALy-TYPE FINITE STATE MACHINE 

A state diagram for a simple Mealy machine is shown in Figure A.47. The corresponding 
code is given in Figure A.48. The code is the same as in Figure A.45 except that the output 
z is specified using a separate CASE statement. The CASE statement states that when the 
FSM is in state A, z should be 0, but when in state B, z should take the value of w. This 
CASE statement properly describes the logic needed for z. However, it is not obvious why 
we have used a second CASE statement in the code, rather than specify the value of z inside 
the CASE statement that defines the state table for the machine. This approach would 
not work properly because the CASE statement for the state table is nested inside the IF 
statement that waits for a clock edge to occur. Hence if we placed the code for z inside this 
CASE statement, then the value of z could change only as a result of a clock edge. This 
does not meet the requirements of the Mealy-type FSM, because the value of z depends not 
only on the state of the machine but also on the value of the input w. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.all ; 

ENTITY moore IS 
PORT (Clock 

w 
Resetn 
z 

: IN STD_LOGIC; 
: IN STD_LOGIC ; 
: IN STD_LOGIC ; 
: OUT STD_LOGIC); 

END moore; 

ARCHITECTURE Behavior OF moore IS 
TYPE State_type IS (A, B, C) ; 
SIGNAL y : State_type; 

BEGIN 
PROCESS (Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Y <= A; 

ELSIF (Clock' EVENT AND Clock = ' 1') THEN 
CASE Y IS 

WHEN A=> 
IF w = '0' THEN 

y<= A; 
ELSE 

Y <= B; 
END IF; 

WHENB => 
IF w = '0' THEN 

y<=A; 
ELSE 

y <= C; 
END IF; 

WHENC=> 
IF w = '0' THEN 

y<= A; 
ELSE 

y <= C; 
END IF; 

ENDCASE; 
END IF; 

END PROCESS; 

Z <= '1' WHEN Y = C ELSE '0' ; 
END Behavior; 

Figure A.45 An example of a Moore-type finite state machine. 
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ARCHITECTURE Behavior OF moore IS 
TYPE State_type IS (A, B, C) ; 
SIGNAL y_ present, y_next: State_type; 

BEGIN 
PROCESS ( w, y_present ) 
BEGIN 

CASE y_ present IS 
WHENA=> 

IF W = '0' THEN 
y_next <= A; 

ELSE 
y_next <= B ; 

END IF; 
WHENB => 

IF W = '0' THEN 
y_next <= A; 

ELSE 
y_next <= C; 

END IF; 
WHENC=> 

IF w = '0' THEN 
y_next <= A; 

ELSE 
y_next <= C; 

END IF; 
END CASE; 

END PROCESS ; 

PROCESS ( Clock, Resetn ) 
BEGIN 

IF Resetn = '0' THEN 
y_present <= A; 

ELSrF (Clock'EVENT AND Clock = ' 1') THEN 
y_present <= y_next; 

END IF ; 
END PROCESS ; 

z <= '1' WHEN y_present = C ELSE '0'; 
END Behavior; 

Figure A.46 Code equivalent to Figure A.A5, using two processes. 

-
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Reset 

W= J/Z=:O 

W = O/Z = 0 W = l/z = 1 

W =: o/z =: 0 

Figure A.47 State diagram of a Mealy-type FSM. 

A.ll COMMON ERRORS IN VHDL CODE 

This section lists some common errors that our students have made when writing VHDL 
code. 

ENTITY and ARCHITECTURE Names 

The name used in an ENTITY declaration and the corresponding ARCHITECTURE 
must be identical. The code 

ENTITY adder IS 

END adder; 
ARCHITECTURE Structure OF adder4 IS 

END Structure ; 

is erroneous because the ENTITY declaration uses the name adder, whereas the architecture 
uses the name adde r4. 

Missing Semicolon 

Every VHDL statement must end with a semicolon. 

Use of Quotes 

Single quotes are used for single-bit data, double quotes for multibit data, and no quotes 
are used for integer data. Examples are given in section A.2. 

Combinational versus Sequential Statements 

Combinational statements include simple signal assignments, selected signal assign
ments, and generate statements. Simple signal assignments can be used either outside or 
inside a PROCESS statement. The other types of combinational statements can be used 
only outside a PROCESS statement. 
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LIBRARY ieee ; 
USE ieee.stdJ.ogic_1164.all ; 

ENTITY mealy IS 
PORT (Clock, Resetn : IN STD_LOGIC; 

w : IN STD_LOGIC ; 
z : OUT STD_LOGIC); 

END mealy; 

ARCHITECTURE Behavior OF mealy IS 
TYPE State_type IS (A, B) ; 
SIGNAL y : State_type; 

BEGIN 
PROCESS ( Resetn, Clock) 
BEGIN 

IF Resetn = '0' THEN 
Y <= A; 

ELSIF (Clock' EVENT AND Clock = '1') THEN 
CASE y IS 

WHEN A=> 
IFw = '0' THENy <= A; 
ELSEy <= B; 
END IF; 

WHENB=> 
IF w = '0' THEN Y <= A ; 
ELSE Y <= B; 
END IF; 

END CASE; 
END IF; 

END PROCESS ; 

PROCESS ( y, w ) 
BEGIN 

CASE y IS 
WHEN A=> 

z <= '0' ; 
WHENB => 

z <= w; 
END CASE ; 

END PROCESS ; 
END Behavior; 

Figure A.48 An example of a Mealy-type machine. 

...... 
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Sequential statements include IF, CASE, and LOOP statements. Each of these types 
of statements can be used only inside a process statement. 

Component Instantiation 

The following statement contains two errors 

control: shiftr GENERIC MAP ( K => 3 ) ; 
PORT MAP ( '1', Clock, w, Q); 

There should be no semicolon at the end of the first line, because the two lines represent a 
single VHDL statement. Also, it is illegal to associate a constant value (' 1 ') with a port on 
a component. The following code shows how the two errors can be fixed 

SIGNAL High; 

High <= 'I' ; 
control: shiftr GENERIC MAP (K => 3) 

PORT MAP ( High, Clock, W, Q ) ; 

Label, Signal, and Variable Names 

It is illegal to use any VHDL keyword as a label, signal, or variable name. For example, 
it is illegal to name a signal In or Out. Also, it is illegal to use the same name multiple 
times for any label, signal, or variable in a given VHDL design. A common error is to use 
the same name for a signal and a variable used as the index in a generate or loop statement. 
For instance, if the code uses the generate statement 

Generate_label: 
FOR i IN 0 TO 3 GENERATE 

bit: fuHadd PORT MAP ( C(i), XCi), Y(i), SCi), C(i+ 1) ) ; 
END GENERATE; 

then it is illegal to define a signal named i (or I, because VHDLdoes not distinguish between 
lower and uppercase letters), 

Implied Memory 

As shown in section A.IO, implied memory is used to describe storage elements. Care 
must be taken to avoid unintentional implied memory. The code 

IF LA = '1' THEN 
EA <= '1'; 

END IF; 
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results in implied memory for the EA signal. If this is not desired, then the code can be 
fixed by writing 

IF LA = '1' THEN 
EA <= '1'; 

ELSE 
EA<= '0'; 

END IF; 

Implied memory also applies to CASE statements. The statement 

CASEyIS 
WHENS1 => 

EA <= '1'; 
WHENS2=> 

EB <= '1'; 
END CASE ; 

does not specify the value of the EA signal when y is not equal to S 1, and it does not specify 
the value of EB when y is not equal to S2. To avoid having implied memory for both EA 
and EB, these signals should be assigned default values, as in the code 

EA <= '0' ; EB <= '0' ; 
CASE y IS 

WHEN Sl => 
EA <= '1'; 

WHENS2 => 
EB <= '1'; 

END CASE ; 

In general, the designer should attempt to write VHDL code that contains as few errors 
as possible because finding the source of an error can often be difficult. 

A.12 CONCLUDING REMARKS 

This appendix describes all the important VHDL constructs that are useful for the synthesis 
of logic circuits. As mentioned earlier, we do not discuss any features of VHDL that are 
useful only for simulation of circuits, or for other purposes. A reader who wishes to learn 
more about using VHDL can refer to specialized books [1-7]. 
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appendi~ 

E 
COMMERCIAL DEVICES 

In Chapter 3 we described the three main types of programmable logic devices (PLDs): 
simple PLDs, complex PLDs, and field-programmable gate arrays (FPGAs). This appendix 
describes some examples of commercial PLD products. 

E. 1 SIMPLE PLDs 

Simple PLDs (SPLDs) include PLAs, PALs, and other similar types of devices. The major 
manufacturers of SPLD products are listed in Table E.I. The first and second columns show 
the company name and some of the SPLD products it offers. Data sheets that describe each 
product can be obtained from the World Wide Web (WWW), using the locator given in the 
third column in the table. 

Table E.l Commercial SPLD products. 

Manufacturer SPLD Products WWWLocator 

Ahera Classic http://www.altera.com 

Atmel PAL http://www.atmel.com 

Cypress PAL http://www.cypress.com 

~ .. 
Lattice ispGAL http://www.latticesemi.com 

E.l.l THE 22VIO PAL DEVICE 

PAL devices are among the most commonly used SPLDs. They are offered in a range of 
sizes and are identified by a part number of the form NNXMM-S. The digits NN specify 
the total number of input and output pins; the digits MM give the number of pins that can 
be used as outputs. The letter X gives additional infonnation, such as whether the PAL 

899 

899 



900 

APPENDIX E • COMMERCIAL DEVICES 

contains flip-flops. The final digit, S, specifies the speed grade. This value represents the 
propagation delay from an input pin on the PAL to an output pin, assuming that the flip-flop, 
if present, is bypassed. 

An example of a commonly used PAL is the 22V 10 [1], which is depicted in Figure 
E.1. There are 11 input pins that feed the AND plane, and an additional input that can also 

Preset 

8 

10 

11 
Inputs ----,"-....... ----1 

12 
AND-plane 

8 

Clock --....... -----1 

Reset 

Figure E.l The 22Vl 0 PAL device. 
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serve as a clock input. The OR gates are of variable size, ranging from 8 to 16 inputs. Each 
output pin has a tri-state buffer, which allows the pin to optionally be used as an input pin. 

We said in section 3.6.2 that the circuitry between an OR gate and an output in a PAL 
is usually called a macrocell. Figure E.2 shows one of the macrocells in the 22VI0 PAL. 
It connects the OR gate shown to one input on an XOR gate, which feeds a D flip-flop. 
Since the other input to the XOR gate can be programmed to be 0 or 1, it can be used to 
complement the OR-gate output. A2-to-1 multiplexer allows bypassing of the flip-flop, and 
the tri-state buffer can be either permanently enabled or connected to a product term from 
the AND plane. Either the Q output from the flip-flop or the output of the tri-state buffer 
can be connected to the AND plane. If the tri-state buffer is disabled, the corresponding 
pin can be used as an input. 

E .. 2 COMPLEX PLDs 

The names of several manufacturers of Complex PLDs (CPLDs), products they offer, and 
the corresponding WWW locators are listed in Table E.2. An example of a widely used 
CPLD family, the Altera MAX 7000 [2], is described in the next section. 
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IT able E.2 Commercial CPLD products. 

Manufacturer CPLD Products WWWLocator 
.~ 

Ahera MAX 3000, 7000, and 9000, and MAX II http://www.altera.com 

Atmel ATF http://www.atmel.com 
~ .. Cypress Delta39K, FLASH370, Ultra37000 http://www.cypress.com . .. 

Lattice ispLSI, ispMACH http://www.latticesemi.com 

Xilinx XC9500, CoolRunner http://www.xilinx.com 

:'. '~ .. --,.: 
'., 

. . .. ~'-

E.2.1 ALTERA MAX 7000 

The MAX 7000 CPLD family includes chips that range in size from the 7032, which has 32 
macrocells, to the 7512, which has 512 macrocells. There are two main variants of these 
chips, identified by the suffix S. If this letter is present in the chip name, as in 7128S, then 
the chip is in-system programmable. But if the suffix is absent, as in 7128, then the chip 
has to be programmed in a programming unit. 

The overall structure of a MAX 7000 chip is illustrated in Figure E.3. There are four 
dedicated input pins; two of these can be used as global clock inputs, and one can be used 
as a global reset for all flip-flops. Each shaded box in the figure is called a logic array 

INPUTlGCLKl L....,;---.------------, 
INPVT!O€2lGCLK2 c:::----I ___ +-------------, 

INPUTfDEl c:::_-I--+-------------, 

INPUTIQCLRn c:::---------,-tll---"%;tj;~---_, 

Figure E.3 
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block (LAB), which contains 16 macrocells. Each LAB is connected to an I/O control 
block, which contains tri-state buffers that are connected to pins on the chip package; each 
of these pins can be used as an input or output pin. Each LAB is also connected to the 
programmable interconnect array (PIA). The PIA consists of a set of wires that span the 
entire device. All connections between macrocells are made using the PIA. 

Figure EA shows the structure of a MAX 7000 macrocell. There are five product 
terms that can be connected through the product term select matrix to an OR gate. This OR 
gate can be configured to use only the product terms needed for the logic function being 
implemented in the macrocell. If more than five product terms are required, additional 
product terms can be "shared" from other macrocells, as described below. The OR gate is 
connected through an XOR gate to a flip-flop, which can be bypassed. 

Figure E.5 shows how product terms can be shared between macrocells. The OR gate 
in a macrocell includes an extra input that can be connected to the output of the OR gate 
in the macrocell above it. This feature is called parallel expanders and is used for logic 
functions with up to 20 product terms. If even more product terms are needed, then a feature 
called shared expanders is used. As shown in the lower shaded box in Figure E.4, one of 
the product terms in a rnacrocell is inverted and fed back to the product term array. If the 
inputs to this product terms are used in their complemented form, then using DeMorgan's 
theorem, a sum term is produced. A shared expander can be used by any macrocell in the 
same LAB. 

Each specific MAX 7000 device is available in a range of speed grades. These grades 
specify the propagation delay from an input pin through the PIA and a macrocell to an 
output pin. For example, the chip named 7128S-7 has a propagation delay of 7.5 ns. If 
the logic function implemented uses parallel or shared expanders, the propagation delay is 
increased. 
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Figure E.4 MAX 7000 macrocell {courtesy of Altera}. 
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E.3 FIELD-PROGRAMMABLE GATE ARRAYS 

Table E.3 lists the names of FPGA manufacturers, their products, and their WWW locators. 
This section describes examples of FPGAs produced by AItera and Xilinx. 

E.3.1 ALTERA FLEX 10K 

Figure E.6 shows the structure of the FLEX 10K chip [3]. It contains a collection of logic 
array blocks (LABs), where each LAB comprises eight logic elements based on lookup 
tables (LUTs). In addition to LABs, the chip also contains embedded array blocks (EABs), 
which are SRAM blocks that can be configured to provide memory blocks of various aspect 
ratios (see section 10.1.3). The LABs and EABs can be interconnected using the row and 
column interconnect wires. These wires also provide connections to the input and output 
pins on the chip package. 

Figure E.7 shows the contents of a LAB. It has a number of inputs that are provided 
from the adjacent row interconnect wires to a set of local interconnect wires inside the 
LAB. These local wires are used to make connections to the inputs of the logic elements, 
and the logic element outputs also feed back to the local wires. Logic element outputs also 
connect to the adjacent row and column wires. The structure of a logic element is depicted 
in Figure E.8. The element has a four-input LUT and a flip-flop that can be bypassed. 
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Table E.3 Commercial FPGA products. 

Manufacturer 

Acte! 

Altera 

Atmel 

Lattice 

QuickLogic 

Xilinx 

.. ..:' 

110 Element 
(JOE) 

CofUn11l 

interconnect 

Row 
IlIterCOfJfleCl 

FPGA Products WWWLocator 

Act 1,2 and 3, MX, SX hUp:!!www.actel.com 

FLEX 6000, 8000 and 10K. Mercury, http://www.altera.com 
APEX 20K (II), Exca!ibur, Stratix (II) 

AT6000, AT40K http://www.atmel.com 

ispXPGA, ORCA http://www.latticesemi.com 

pASIC, Eclipse, Eclipse II http://www.quicklogic.com 

XC3000. XC4000, Spartan (3), http://www.xilinx.com 
Virtex, Virtex II (pro) 

Embedded AlTay Block (EAB) 

Logic Anay 

;_~ Logir /v ray 
8/ock(LAB) 

Logic E(efOOllt (I 

,I --. Local Imerc(J{l(~ 

Logic 
Array l.~~.~~ ,~~ .. ~~_ ... _. 

Embedded Array 

Figure E.6 FLEX 10K FPGA (courtesy of Altere). 

For implementation of arithmetic adders, the four-input LUT can be used to implement 2 
three-input functions, namely, the sum and carry functions in a full-adder. 

The structure of an EAB is depicted in Figure E.9. It contains 2048 SRAM cells, which 
can be used to provide memory blocks that have a range of aspect ratios: 256 x 8, 512 
x 4, 1024 x 2, and 2048 x 1 bits. The address and data inputs to the memory block are 
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provided from a set of local interconnect wires. These inputs, as well as a write enable for 
the memory block, can optionally be stored in flip-flops. Figure E.9 shows that the number 
of address and data inputs connected to the memory block varies depending on the aspect 
ratio being used. The data outputs can also optionally be stored in flip-flops. For large 
memory blocks it is possible to combine multiple EABs. 

Configuration of EABs is done using predesigned modules, such as those in the LPM 
library. For example, the module named /pm_ram_dq can be used to specify an SRAM 
block, and [pm_rom can be used for a ROM block. These modules can be imported into a 
schematic or instantiated in code using a language such as VHDL. It is possible to specify 
initial data to be loaded into the memory block when the FPGA chip is programmed. This is 
done by creating a special type of file, called a memory initializationjile, that is associated 
with the lpm_ram_dq or lpm_rom module. Complete details on using these modules can 
be found in the MAX+pluslI documentation. 
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Figure E.8 FLEX 10K logic element (courtesy of Altera). 

FLEX 10K chips are available in sizes ranging from the 1 OKlO to ) OK250, which offer 
about 10,000 and 250,000 equivalent logic gates, respectively. Specific chips are available 
in various speeds, indicated using a suffix letter, such as A, as in 1 OKlOA, and a speed grade, 
as in lOKlOA-l. Unlike PALs and CPLDs, the speed grade for an FPGA does not specify 
an actual propagation delay in nanoseconds. Instead, it represents a relative speed within 
the device family. For instance, the 10KlO-l is a faster chip than the 10KlO-2. The actual 
propagation delays in implemented circuits can be examined using a timing simulator CAD 
tool. 

E.3.2 XILINX XC4000 

The structure of a XiI in x XC4000 chip [4] is similar to the FPGA structure shown in 
Figure 3.35. It has a two-dimensional array of configurable logic blocks (CLBs) that can 
be interconnected using the vertical and horizontal routing channels. Chips range in size 
from the XC4002 to XC40250, which have about 2000 and 250,000 equivalent logic gates, 
respectively. As shown in Figure E.lO, a CLB contains 2 four-input LUTs; hence it can 
implement any two logic functions of up to four variables. The output of each of these 
LUTs can optionally be stored in a flip-flop. The CLB also contains a three-input LUT 
connected to the 2 four-input LUTs, which allows implementation of functions with five or 
more variables. 

Similar to the logic elements in the FLEX lOK FPGAs described in section E.3.l, the 
CLB can be configured for efficient implementation of adder modules. In this mode each 
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four-input LUT in the CLB implements both the sum and carry functions of a full-adder. 
Also, instead of implementing logic functions, the CLB can be used as a memory module. 
Each four-input LUT can serve as a 16 x 1 memory block, or both four-LUTs can be 
combined into a 32 x 1 memory block. Multiple CLBs can be combined to form larger 
memory blocks. 

The CLBs are interconnected using the wires in the routing channels. Wires of various 
lengths are provided, from wires that span a single CLB to wires that span the entire device. 
The number of wires in a routing channel varies for each specific chip. 
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Figure E.l0 XC4000 configurable logic block (courtesy of Xilinx). 

E.3.3 AL TERA APEX 20K 

The Altera APEX 20K [5] family is the next generation product following the fl.EX 10K. 
The logic element (LE), which is an optimized version of the one depicted in Figure E.8, 
contains a four-input LUT and a flip-flop. Chips range in sizes from 1200 to 51,840 LEs. 

Each APEX device contains logic elements (LUTs), memory blocks, and 10 cells. The 
LEs are arranged into LABs similar, to the structure depicted in Figure E. 7, with ten LEs per 
LAB. The LABs are further grouped into MegaLABs, with up to 24 LABs in a MegaLAB. 
As shown in Figure E.11, the MegaLAB contains wires to interconnect the LABs, and it also 
contains a memory block, called the embedded system block (ESB). Similar to the EAB 
shown in Figure E.9, the ESB supports memory blocks with various aspect ratios. An APEX 
device comprises either two or four columns of MegaLABs; the number of MegaLABs per 
column varies for each device. 

E.3.4 ALTERA STRATIX 

Stratix [6] is Altera's FPGA product that supersedes the APEX family. Figure E.12 shows 
the architecture of a Stratix device. Each chip comprises columns of resources of various 
types. The LAB columns house logic elements arranged into LABs that have ten LEs per 
LAB. Each LE contains a four-input LUT and a register, and can be configured in a variety 
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of modes, including a fast arithmetic mode. There are a number of types of wiring resources 
in a Stratix chip. Connections within a LAB are made using fast local resources, such as a 
carry chain that runs downward in each column. For connections from one LAB to other 
resources there exist short nearest-neighbor connections, wires that span four columns or 
rows, and longer wires. 

In addition to LAB columns, Stratix devices contain three other types of columns. The 
M512 columns consist of memory blocks with 512 bits each, and the M4K columns contain 
larger memory blocks with 4K bits per block. Each of the M512 and M4K blocks support 
implementations of memories with various aspect ratios. Stratix devices also include very 
large memory blocks called MegaRAMs, each of which contains 512K bits of memory. 

-_ ....... 
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Finally, there are columns that comprise Digital Signal Processing (DSP) blocks. Each 
of these blocks includes hardware multiplier and adder circuits that allow fast multiplication 
and accumulation (summing) of data. These blocks provide efficient implementation of the 
types of circuits used in digital signal processing applications. 

Stratix chips are available in sizes from 10,570 to 79,040 logic elements and over seven 
Mbits of memory. 

E.3.S ALTERA CYCLONE 

Cyclone [7] FPGAs are based on the Stratix architecture, but are intended for low-cost 
applications. A Cyclone chip has the same basic structure as that shown in Figure 12, 
except that the DSP columns are removed, and only M4K memory blocks are included. 
The Cyclone logic element is a four-input LUT with dedicated arithmetic circuitry and a 
programmable flip-flop. Cyclone devices range in size from 2910 to 20,060 logic elements 
and 288 Kbits of memory. 

E.3.6 AL TERA STRATIX II 

Stratix II [8] FPGAs are the successor to the Stratix family. They offer device sizes from 
15,600 to 179,400 logic elements and up to nine Mbits of memory. Strati x II contains a 
more complex logic element than other FPGAs, called the Adaptive Logic Module (ALM). 
As shown in Figure E.13, the ALM comprises a combinational logic circuit and two pro
grammable flip-flops. The combinational logic circuit can be programmed as either one or 
two LUTs; it can implement a single logic function of up to seven inputs, or two functions 
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Figure E.13 The Stratix II Adaptive Logic Module. 
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of various sizes_ Figure E.14 shows a few of the possible configurations of the ALM, such 
as realizing two four-input LUTs, a four-input LUT plus a five-input LUT, and so on. 

E.3.7 XILINX VIRTEX 

The Xilinx Virtex [9] FPGAs are the next generation family fol1owing the XC4000. As 
indicated in Figure E.15, each Virtex chip comprises logic resources called CLBs, and 
memory resources called Block RAMs (BRAMs). The CLB is an enhanced version of the 
XC4000 CLB shown in Figure E.IO. As indicated in Figure E.16, the Virtex CLB is divided 
into two halves; each half is called a slice. Each slice contains two four-input LUTs, two 
registers, and dedicated arithmetic (carry chain) logic. 

The BRAM blocks contain 4K bits of memory, and can be configured to support aspect 
ratios from 4096 x I to 256 x 16. The CLB and BRAM blocks can be interconnected by 
wires that span a single CLB, or longer distances. Virtex devices are available in sizes from 
256 to 46,592 CLB slices. 

E.3.B XILINX VIRTEX-II AND VIRTEX-II PRO 

The Xilinx Virtex-II [10] and Virtex-II Pro [11] FPGAs are the successors to the Virtex 
family. They are offered in sizes from 3168 to 99,216 logic elements and with more than 
eight Mbits of memory. The logic elements are arranged into slices similar to the Virtex 
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FPGAs (see Figure E.16), with four slices in a CLB. The Virtex-II Pro chips include one or 
more microprocessor cores within the chip, and have additional advanced features that are 
not present in Virtex-II. 

E.3.9 XILINX SPARTAN-3 

The Xilinx Spartan-3 [12] FPGAs are a low-cost version of the Virtex-II architecture. 
Similar to Virtex-II, the logic elements are arranged into CLBs that each have four slices, 
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but not all slices have the same feature-set as in Virtex-II. Spartan-3 chips are available in 
sizes from 1728 to 74,880 logic elements and more than 1.8 Mbits of memory. 

E.4 TRANSISTOR-TRANSISTOR LOGIC 

Before the emergence of CMOS, the dominant technology was transistor-transistor logic, 
commonly referred to as TTL. Most digital systems built in the 1970s and 1980s were based 
on this technology. TTL circuits are available in relatively small sizes, known as small
scale integration (SSI) and medium-scale integration (MSI), as explained in section 3.5. A 
typical SSI chip contains just a few logic gates, with their inputs and outputs available on 
the pins of the package. An MSI chip may comprise a somewhat larger circuit, such as a 
four-bit arithmetic and logic unit (ALU). 

TTL technology is not as suitable for large-scale integration as CMOS technology, 
which has led to TIL's demise. However, its impact was so large that some aspects are still 
important today. In this section we consider these aspects. 

Voltage Levels 

TTL circuits use a 5-volt power supply. Any voltage in the range 0 to 0.8 V is interpreted 
as a logic 0 when applied to an input pin. A voltage in the range 2 to 5 volts is interpreted 
as a logic 1. Using the tenninology from section 3.8, VIL = 0.8 V and VlH = 2 V. The 
maximum output voltage produced for logic 0 is VOL = 0.4 V, and the minimum voltage 
produced for logic 1 is VOH = 2.4 V. These parameters lead to the noise margins NML = 
NMH = 0.4 V. Typical output voltages generated by a TTL circuit are 0.2 V for logic 0 and 
3.6 V for logic 1. 

When a new digital circuit is designed, it is often intended for use in an existing digital 
system. If different technologies are used to implement different parts of a system, it 
is essential to ensure that compatible voltage levels are used for signals in the interfaces 
between the different parts. While CMOS voltage levels are normally different from TTL 
levels, some CMOS chips, such as PLDs, can be configured to use TTL-compatible voltage 
levels on their input and output pins. 

Input Connections 

In CMOS circuits all inputs to a gate must always be driven to either logic value 0 or 
1. Otherwise, the gate's output will have an unknown (usually tri-state) value. In the case 
of TTL circuits, an unconnected input behaves as if it were connected to a constant 1. 

E.4.1 TTL CIRCUIT FAMILIES 

TIL circuits are available in several designs that have different propagation speeds and 
power consumption. They have the same functional characteristics, defined by the speci
fications for the type of circuits known as the 7400 series, which is introduced in section 
3.5. Actually, the 7400 label denotes a chip that comprises 4 two-input NAND gates. Other 
chips that contain different logic elements have the same prefix 74, but are identified by 

914 



E.4 TRANSISTOR-TRANSISTOR LOGIC 

additional digits. For example, 7421 denotes a chip that comprises 2 four-input AND gates. 
Table EA presents the propagation delay and power dissipation characteristics of the various 
TTL families. 

TTL logic families. 

I ~- Propagation Power f'!i 
~~ ". Name Designation Delay (ns) Dissipation (mW) 
""""':' 
'Ei-'"-". 

I Standard 7400 9 10 

it Low power 74LOO 33 1 

I High speed 74HOO 6 22 -, 
(!); 

Schottky 74S00 3 20 i: 
g Low-power Schottky 74LSOO 9 2 
t~ 

~- Advanced Schottky 74ASOO 1.5 20 

Advanced low-power Schottky 74ALSOO 4 1 

I Fast 74FOO 3 4 

Standard TIL is based on the original specifications, and it was the first type of such cir
cuits introduced in the 1960s. Subsequent versions provided various improvements. Faster 
circuits were developed, trading off increased power consumption for shorter propagation 
delays. Conversely. low-power circuits were developed, at the cost of longer propagation 
delays. Table EA gives the typical values that can be expected under normal operating 
conditions. 

The maximum fan-out in TTL circuits is lOin most cases, but it can be as high as 20 
for the low-power types. The fan-in is determined by the number of inputs provided on a 
given chip. 

TTL gates can have different output configurations. In addition to the normal output 
configuration, there exist gates that have tri-state outputs or open-collector outputs. The 
purpose of a tri-state output is discussed in section 3.8.8. Gates with open-collector outputs 
are used when it is desirable to connect the outputs of two or more gates together directly. 
These gates are not damaged by such a connection, because each gate either drives the 
output to 0 or does not affect it at all. Connecting the outputs of several open-collector 
gates through a pull-up resistor to +5 V results in a circuit where the voltage at the output 
point is equal to +5 V if none of the gates produces an output of 0 and is equal to 0 if 
one or more gates produce the output of O. A similar approach can be used with CMOS 
technology, resulting in open-drain gates. 

We have not pursued TIL technology in any detail because of its diminished importance 
in today's design environment. An interested reader may consult numerous books that 
provide a detailed explanation. A particularly thorough reference is [13]. 
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CHAPTER 2 

2.7. 

2.12. 

2.15. 

2.20. 

2.23. 

2.28. 

2.32. 

2.33. 

2.40. 

ans""ers 

(a) Yes (b) Yes (c) No 

f = XIX3 + X2 X 3 + X2 X 3 

f = (XI + X2)(X2 + X3) 

f = X2 X 3 + XIX3 

f = (XI + X2)(XI + X3) 

f = XI X 2 + XI X 3 + X2 X 3 

f = (Xl + X2 + X3)(XI + X2 + X3)(Xl + X2 + X3)(XI + X2 + X3) 

f = XI X 3 + XIX2 + X2 X 3 + XIX2 X 3 

The circuit is 

£>---/ 

2.42. The circuit is 

X2 -----------1 

917 
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CHAPTER 3 

3.4. Using the circuit 

The number of transistors needed is 16. 

3.8. The complete circuit is 

Vx ---------4----~ I 

Vx ---------4----~ 3 
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3.12. 

3.14. (a) ID = 800/.LA (b) ID = 78 /.LA 

3.17. 

3.25. 

3.28. 

RDS = 947 Q 

(a) NM H = 0.5 V NM L = 0.7 V (b) VOL = 0.8 V 

(b) Ptotal = 8.2 W 

NML =0.2V 

3.32. The two NMOS transistors in a CMOS NOR gate are connected in parallel. The worst 
case current to drive the output low happens when only one of these transistors is turned 
"ON". Thus each transistor has to have the same dimensions as the NMOS transistor in the 
inverter, namely WIl / Ln = 2. 

The two PMOS transistors are connected in series. If each of these transistors had the 
ratio Wp / Lp, then the two transistors co.u1d be thought of as one transistor with a Wp/2Lp 
ratio. Thus each PMOS transistor must be made twice as wide as that in the inverter, namely 
Wn/Ln = 8. 
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3.45. f = X2 + Xl X3. The corresponding circuit is 

° -

° 
x lx3 

1 n ° -

° 1 x2 +x1x3 

1 

I 1 
X2 

3.55. The circuit in Figure P3.11 is a two-input XOR gate. This circuit has two drawbacks: when 
both inputs are ° the PMOS transistor must drive f to 0, resulting inf = Vr volts. Also, 
when Xl = 1 and X2 = 0, the NMOS transistor must drive the output high, resulting in 

f = VDD - Vr · 

CHAPTER 4 

4.1. SOP form: f = XIX2 + X2X3 

pas form: I = (Xl + X2) (X2 + X3) 

4.2. SOP form: f = XIX2 + XIX3 + X2 X3 

POS form: f = (Xl + X3)(XI + X2)(X2 + X3) 

4.5. SOP form: f = X3 XS + X3X4 + X2X4X5 + XIX3X4X5 + XIX2X4X5 

pas form: f = (X3+ X4 +X5)(X3+X4 +X5)(X2+X3+X4)(XI +X3 +X4+X5)(XI +X2+X4+X5) 

4.9. f = XIX2 X3 + XlX2X4 + XlX3 X4 + X2X3X4 

4.11. The statement is false. As a counter example consider I (Xl , X2, X3) = L m(O, 5, 7). 
Then, the minimum-cost SOP form! = XIX3 + XIX2X3 is unique. 
But, there are two minimum-cost POS forms: 

! = (Xl + X3)(XI + X3)(XI + X2) and 
f = (Xl + X3)(XI + X3)(X2 + X3) 

4. 12. In a combined circuit: 

I = X2X3X4 + XlX3 X4 + XlX2X3X4 + XlX2 X3 

g = X2X3X4 + XlX3 X4 + XIX2X3X4 + Xt X2X4 

The first 3 product terms are shared, hence the total cost is 31. 

4.14. f = (X3 t g) t «g t g) t X4) where g = (Xl t (X2 t X2» t «Xl t Xl) t X2) 

4.15. 1= (((X3 i X3) i g) i «g i g) i (X4 i X4», where_ _ 
g = «Xl i xd i X2) i (Xl i (X2 i X2». Then,f =! tf· 
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4.18. f = XI (X2 + X3)(X4 + xs) + Xl (X2 + X3)(X4 + xs) 

4.21. f = g . h + g . Ji, where g = XIX2 and h = X3 + X4 

4.23. f = XIX2X4 + XI X2X3 + XI X2X3 + X1X3 X4 

ANSWERS 921 

4.32. Representing both functions in the form of Kamaugh map, it is easy to show thatf = g. 

'TER 5 

5.1. (a) 478 (b) 743 (c) 2025 (d) 41567 (e) 61680 

5.2. (a) 478 (b) -280 (c) -1 

5.3. (a) 478 (b) -281 (c) -2 

5.4. The numbers are represented as follows: 

Decimal Sign and Magnitude 1 's Complement 2's Complement 

73 000001001001 00000 1 00 1 00 1 000001001001 
1906 o III 0 11100 10 011101110010 011101110010 
-95 100001011111 1111 1 01 00000 111110 10000 1 

-1630 111001011110 100110100001 100110100010 

5.11. Yes, it works. The NOT gate that produces Ci is not needed in stages where i > O. The 
drawback is "poor" propagation of Cj = 1 through the topmost NMOS transistor. The 
positive aspect is fewer transistors needed to produce Ci+I. 

5. 12. From Expression 5.4, each Ci requires i AND gates and one OR gate. Therefore, to determine 
all Ci signals we need L~=l (i + 1) = (n1 + 3n)/2 gates. In addition to this, we need 3n 
gates to generate all g, p. and s functions. Therefore, a total of (n1 + 9n) /2 gates are needed. 

5.13. 84 gates. 

5.17. The code in Figure P5.2 represents a multiplier. It mUltiplies the lower two bits of Input by 
the upper two bits of Input, producing the four-bit Output. 
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5.21. A full-adder circuit can be used, such that two of the bits of the number are connected as 
inputs x and y, while the third bit is connected as the carry-in. Then, the carry-out and sum 
bits will indicate how many input bits are equal to 1. 

! ! 
x y 

c out 
cin .. 

s 

"'-------.v,....-----' 

Result 

CHAPTER 6 

6.3. 

WI Wz w3 f 

0 0 0 1 

~~l 
f 

0 0 1 0 
Wz + w3 

0 1 0 1 

0 1 1 1 
wZw 3 

1 0 0 0 

1 0 1 0 

1 1 0 1 

1 1 1 0 

f 
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6.5. The derived circuit is 

f 

6.10. I(WI, W2, ... , W n) = [WI +/(0. W2, ... , W n)] . [WI + l(l, W2, .•• , wn)] 

6. 12. Expansion of I in terms of W2 gives 

I = W2(WI + W3) + W2(WI W 3) 

= W2 ffi (WI + W3) 

= W2 ffi Wt W3 

The cost of this circuit is 2 gates + 4 inputs = 6. 

923 

6.14. Any number of 5-variable functions can be implemented by using two 4-LUTs. For example, 
if we cascade the two 4-LUTs by connecting the output of one 4-LUT to an input of the 
other, then we can realize any function of the form 

I =/1(Wl, W2, W3, W4) + Ws 

f =/1(Wt, W2, W3, W4)' Ws 

6.18. The code in Figure P6.2 is a 2-to-4 decoder with an enable input. It is not a good style for 
defining this decoder. The code is not easy to read. It is better to use the style in Figures 
6.30 or 6.46. 

6.29. a = W3 + W2 WO + WI + W2 WO 

b = WIWO + WI WO + W2 

C = W2 + WI +Wo 

~PTER 7 

7.4. 
s 

elk 

R 

Q 

-
Q 
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7.6. 

s 

R 
1-----1 D Q 1--.......... --

~--L~ 
Q 

-
Qt----- Q 

Clock 

S R Q(t + 1) 

0 0 Q(t) S Q 

0 1 0 

1 0 1 -

R Q 
1 1 0 

.- .-,~~--.- ~---f-""';'-'''''~'P" ...--................... ,1 ..... , 

7.9. The circuit acts as a negative-edge-triggered JK flip-flop, in which J = A. K = B, 
Clock = C, Q = D, and Q = E. 

7.16. 

Up/down -----------.--------------, 

l----IT Q Q
o 

T T 

--
Clock ---'---11> Q QI----I 

7.18. The counting sequence is 000, 001, OlD. 111. 
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7.24. The longest delay in the circuit is the from the output of FFo to the input of FF3. This delay 
totals 5 ns. Thus the minimum period for which the circuit will operate reliably is 

Tmin = 5 + 3 + 1 = 9 ns 

The maximum frequency is 

Fmax = I/Tmin = 111 MHz 

7.28. LIBRARY ieee; 
USE ieee.std_Iogic_1164.all ; 
USE ieee.std_Iogic_unsigned.all ; 

ENTITY prob7 _28 IS 
PORT ( Clock, Reset 

Data 
: IN STD _LOGIC; 
: IN STD_LOGIC_ VECTOR(3 DOWNTO 0) ; 

Q 
END prob7_28; 

: BUFFER STD_LOGIC_ VECTOR(3 DOWNTO 0) ) ; 

ARCHITECTURE Behavior OF prob7 _28 IS 
BEGIN 

PROCESS ( Clock, Reset) 
BEGIN 

IF Reset = '1' THEN 
Q < = "0000" ; 

ELSIF Clock' EVENT AND Clock = '1' THEN 
Q <= Q +Data; 

END IF ; 
END PROCESS; 

END Behavior; 

925 



926 

926 

ANSWERS 

7.35. 

Start -----t Reset 

Clock - __ ---t 3-bit counter 

f g 

CHAPTER 8 

8.1. The expressions for the inputs of the flip-flops are 

The output equation is z = YIY2. 

D2 = Y2 = WY2 +)11)12 

Dl = Y\ = w EB YI EB Y2 

8.2. The expressions for the inputs of the flip-flops are 

The output equation is z = YIY2. 

h =Yl 
K2 = W 

J1 = WY2 +wY2 
K) =J) 



l"'11'L:J •• 2:!.I~.:7 
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8.15. The next-state expressions are 
8.5. 

D4 = Y4 WY3 + WYI 

D3 = Y3 = W(YI + Y4) 

D2 = Y2 WY2 + WY4 

DI = YI = W(Y2 + YI) 

The output is given by z = Y4. 

8.17. Minimal state table is 

Present Next state Outputz 
state 

w =0 w = 1 w =0 w=l 

8.6. A A C 0 0 
C F C 0 1 
F C A 0 1 

8.21. The desired circuit is 

J Q J Q f--
.-- ~ r-- ~ 

- -

8.12. K Q K Q 

w 

8.22. The desired circuit is 

1 T Q T Q r-

- -

r--- t> Q r--- ~ Q 

w 
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8. 15. The next-state expressions are 

The output is given by z = Y4. 

8. 17. Minimal state table is 

D4 = Y4 WY3 + WYl 

D3 = Y3 = W(Yl + Y4) 

D2 = Y2 WY2 +WY4 

Dl = Yl = W(Y2 + Yl) 

Present Next state Outputz 
state 

w =0 w = 1 w=O w=l 

A A C 0 0 
C F C 0 1 
F C A 0 1 

8.21. The desired circuit is 

J Q J Q r--
;--~ ;--~ 

- -
K Q K Q 

w 

8.22. The desired circuit is 

1 T Q T Q -

- -

;--~ Q ;-- > Q 

w 
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Present Next state Output 
state 

W =0 W = 1 z 
A A C 0 
B A D 1 

C A D 0 
D A B 0 

The circuit produces z = 1 whenever the input sequence on w comprises a 0 followed by 
an even number of 1 s. 

~. 1. The flow table is 

Present Next state 

state 
WZWI = 00 01 10 11 Z2Z1 

A D C D C 11 

B D D ® ® 10 

C D @ D @ 01 . .,.- ... 

D ® c B C 00 

The behavior is the same as described in the flow table in Figure 9.21a, if the state inter
changes A ++ D and B ++ C are made. 
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9.8. Using the merger diagram in Figure 9.40a, the FSM in Figure 9.39 becomes 

Present Next state Output 
state 

W2Wl = 00 01 10 11 z 

A 0 G E - 0 

B 0 c ® D 0 

C B @ E @ 1 

D - C E @ 0 

E A - ® D 1 

G B @ - D 1 

9.10. The minimum-cost hazard-free implementation is 

! = X,X3 X4 + X1X2 X4 + XlX3 X4 

9.12. The minimum-cost hazard-free POS implementation is 

! = (Xl + X2 + X4)(Xl + X2 + X3)(Xl + X3 + X4)(X2 + X3 + X4) 

9.14. If A = B = D = E = 1 and C changes from 0 to 1, then! changes 0 -+ 1 -+ 0 and g 
changes 0 -+ 1 -+ 0 -+ 1. Therefore, there is a static hazard on f and a dynamic hazard 
ong. 

9. 17. The excitation table is 

930 

Next state Output 
Present 

state we = 00 01 10 11 00 01 10 11 

Y 
Y z 

0 0 0 1 0 0 0 0 0 

1 0 CD CD CD 0 1 0 1 

The next-state expression is Y = wc+cy +wy. Note that the term wy is included to prevent 
a static hazard. 

The output expression is z = cy. 

-
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~PTER II 

11.1. 

11.3. 

11.5. 

11.9. 

11.11. 

A minima] test set must incI ude the tests WI Wz W3 = 011, 101, and 111, as well as one of 
000, 010, or 100. 

The two functions differ only in the vertex X1XZX3X4 = 0111. Therefore, the circuits can be 
distinguished by applying this input valuation. 

The tests are WIWZW3W4 = 1111, 1110, 0111, and 1111. 

Cannot detect if the input wire WI is stuck-at-I. The reason is that this circuit is highly 
redundant. It realizes the function! = W3(WI + wz), which can be implemented with a 
simpler circuit. 

Test set = {OOOO, 0111,1111, 1000}. It would work with XORs implemented as shown in 
Figure 4.28c. 

For n bits, the same patterns can be used; thus 

Test set = {OO ... 00, Oll ... 1,11 ... 1,100 ... OJ. 

11. 12. In the decoder circuit in Figure 6. ] 6c the four AND gates are enabled only if the En signal 
is acti ve. The required test set has to include all four valuations of WI and Wz when En = 1. 
It is also necessary to test if the En wire is stuck at 1, which can be accomplished with the 
test Wlvv2En = 000. Therefore, a complete test set comprises wlwzEn = 000, 001, 011, 
10 1, and 111. 
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A 
Absorption property, 30 
Accumulator, 424, 813 
Active clock edge, 389, 480 
Active-low signal, 133 
Adaptive Logic Module (ALM), 911 
Adder: 

BCD,297 
c~lookahead,271 

carry save, 309 
full-adder, 252 
half-adder, 250 
in VHDL code, 281-289 
propagation delay, 270, 276 
ripple-carry, 255, 867 
serial, 514 

Adder/subtractor, 264, 459 
Addition, 250-255, 261 

BCD,297 
carry, 250 
generate function, 271 
overflow, 269 
propagate function, 271 
sum, 250 
VHDL,285-289 

Address, 334 
Aliasing problem in testing, 745 
Algorithm, 673 
Algorithmic state machine (ASM): 

ASM charts, 555 
ASM block, 558 
conditional output box, 556 
decision box, 556 
implied timing, 675 
state box, 556 

Alphanumeric characters, 303 
Altera APEX 20K, 909 
Altera Cyclone, 911 
Ahera FLEX 10K, 904 
Ahera MAX 1000 CPLD, 902 
Altera Strati x FPGA, 909 
Altera Strati x II FPGA, 91l 
Ahera UP-l board, 895 
And-Of-Invert cells, 146 
Analysis, 27, 196, 551, 582 
AND gate (see Gates) 
AND plane, 94 

IN D EX 

Anode terminal, 461 
Arbiter circuit, 543, 597 
Architecture (VHDL), 61,782 

body, 782 
declarative part, 182 

Arithmetic: 
floating-point (see Floating point) 
operators (VHDL), 362 
overflow, 269, 760 
(See also Addition; Division; 

Multiplication; Subtraction) 
Arithmetic and logic unit (ALV), 358 
Arithmetic assignment (VHDL), 285 
Array multiplier (see Multiplication) 
Array (VHDL), 180 
ASCII code, 302 
ASIC,6, III 
ASM block, 558 
ASM chart (see Algorithmic state 

machine) 
Associative property, 30 
Asynchronous clear (reset), 393,412 
Asynchronous clear (in VHDL), 422, 808 
Asynchronous counter, 403 
Asynchronous inputs, 717 
Asynchronous sequential circuits 
(see Sequential circuits) 
Attribute (VHDL), 420, 509, 806 

enum_encoding, 509 
EVENT, 420, 806 

Axioms of Boolean algebra, 29 

B 

Barrel shifter, 369, 685 
Basic latch, 381, 398 
BCD (see Binary-coded decimal) 
BCD-to-1-segment decoder, 338, 358 
Behavioral VHDL code, 285, 339-342, 

466,802 
BGA package, 106 
BILBO (Built-in Logic Block Observer), 

745 
Binary-coded decimal (BCD), 291 

addition, 297 
counter, 463 
digits, 291 
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Binary decoder (see Decoder) 
Binary encoder (see Encoder) 
Binary numbers, 247 

in VHDL code, 687 
Binary variable, 20 
BIST (Built-in SeUTest), 741 
Bit, 241 
Bit-counting circuit, 615, 802 
BIT type, 60, 775 
Body effect, 127 
Boolean algebra, 29-37 
Boundary scan, 748 
Branching heuristic, 213,221 
Buffer, 131,463 

inverting, 131 
tri-state, 93, 442 
VHDL (port mode), 434 

Bus, 435, 441, 870 
Bypass capacitor, 749 
Byte. 247 

c 
CAD (see Computer aided design) 
Canonical expressions: 

canonical product-of-sums, 43 
canonical sum-of-products, 41 

Capacitance, 121, 147 
Carry, 250 

carry-in, 250 
carry-out, 252 

Carry chain, 408, 762, 169, 877 
Carry lookahead adder, 211 
Carry save adder, 309 
CASE statement, 356, 457, 797 
Cathode tenninal, 461 
Channel (in MOSFET), 115 
Character codes, 301 
Characteristic impedance, 750 
Characteristic table, 382 
Chip configuration, 58 
Circuit size, 105 
Clear input (see Reset input), 393 
Clock, 385, 883 
Clock divider, 461 
Clock enable, 664 
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Clock' EVENT, 420 
Clock skew, 437, 713 

INDEX 

Clock synchronization, 402, 713 
Clock-to-output time (teo), 417,716,770, 

886 
CMOS technology, 78 
Code: 

BCD (see Binary-coded decimal) 
binary, 247 
converter, 337, 366 
decimal, 246 
error-detecting, 303 
Gray, 366 

Cofactor, 326 
Coincidence operation, 254 
Column dominance, 211 
Combinational circuits, 315-372 
Combining property, 31 
Comment (VHDL), 774 
Commutative property, 30 
Comparator, 238 
Compatible states, 607 
Complement: 

diminished radix, 268 
of a logic variable, 23 
l's, 258 
radix, 265 
2's, 259 

Complementary metal-oxide 
semiconductor 

(see CMOS technology) 
Completely specified FSM, 531 
Complex gate (CMOS), 86 
Complex programmable logic device 

(CPLD),101 
Components (VHDL), 281, 445, 666, 786 
Compressor circuit, 743 
Computer, 9 
Computer-aided design (CAD), 54-58 

chip configuration, 895 
design entry, 54 
functional simulation, 57, 846 
technology mapping, 760 
timing analysis, 769 
timing simulation, 57, 871 
tools, 54 

Concatenation (VHDL), 287, 362, 790 
Concurrent assignment statement 

(VHDL), 350, 788 
Conditional signal assignment (VHDL), 

344, 792 
Configurable logic block (CLB), 907 
Consensus property, 31 
Consistency check, 731 
Constant (in VHDL), 779 
Context sensitive help, 830, 857 
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Control circuit, 664 
Conversion of types (VHDL), 780 
Cost, 41,174 
Counter: 

asynchronous, 403 
asynchronous circuit design, 595 
BCD,412 
design, 415 
down, 403 
enable and clear capability, 406 
Johnson,415,468 
modulo-n, 468 
parallel load of, 408 
reset of, 410, 412 
ring, 414 
ripple, 403 
synchronous, 405,406,533 
up, 402, 676 
up/down, 403 
VHDLcode, 434, 454, 814 

Cover, 174 
fault, 729 
minimum, 209 
table, 209 

Critical path, 271, 770, 873 
Crossbar, 319 
Cross-coupled gates, 383 
Crosstalk, 749 
Cubical representation, 203-207 
Current flow: 

dynamic, 123 
gate, 116 
leakage, 119 
short circuit, 125, 133 
sink,461 
static, 119, 127, 144 

Custom chips, 6, III 
Cut-off region, 114 
Cut set, 590 

D 
D flip-flop (see Flip-flop) 
D-algorithm, 733 
Data, 334 
Datapath, 664 
DC-set, 220 
Debouncing, 718 
Decimal numbers, 246 
Decoder, 329, 451 

tree, 331 
Decomposition (see Functional 

decomposition) 
Default value (VHDL), 455, 799 
Delay (see Propagation delay) 
DeMorgan's theorem, 31 

Demultiplexer, 333 
Design ENTITY (see ENTITY) 
Design entry, 54 
Design for testability, 737 
Design process, 6 
Digital hardware, 2 
Digital system, 664 
Diminished radix complement, 268 
DIP package, 91 
Directory, 828 
Disjoint decomposition, 193 
Distributive property, 30 
Divide and conquer, 12 
Division, 686 
Don't-care condition, 180 

in VHDL code, 358 
Double precision (see Floating point) 
Down-counter, 403, 434 
Drain (in MOSFET transistor), 76 
Duality, 30 
Duty cycle, 883 
Dynamic hazard, 635 

E 
EDA tools, 830 
Edge (in signals), 389 
Edge-triggered, 388, 392 
EDIF,833 
Editing tool, 845 
Electrically-erasable programmable 

read-only memory (EEPROM), 138 
Embedded Array Blocks (EABs). 904 
Enable input, 406, 518, 664 
Encoder: 

binary, 335,446 
priority, 336 

Energy (capacitor), 125 
ENTITY, 60, 781 
ENTITY declaration, 60, 782 

with GENERIC parameter, 793 
enum_encoding, 509 
Enumeration type (VHDL), 778 
Equivalence: 

of logic networks, 28 
of states, 524 

Equivalent-gates metric, 105 
Erasable programmable read-only 

memory (EPROM), 140 
Errors in VHDL code, 821 
Espresso, 223 
Essential prime implicant, 175,218 
EVENT attribute, 420 
Excess-l27 format, 296 
Excess-l023 format, 296 
Excitation table, 581 



Exclusive-NOR (XNOR) gate (see Gates) 
Exclusive-OR (XOR) gate (see Gates) 
Expansion theorem (Shannon's), 325 

F 
Factoring, 186 
Fall time, 123 
Fan-in, 187, 128 
Fan-out, 130 
Fault: 

detection, 727, 731 
model, 726 
propagation, 731 
stuck-at, 726 

Feedback, 381 
Field-programmable gate array (FPGA), 

5,105 
Finite state machine (FSM), 480 

incompletely specified, 531 
summary of design procedure, 488 

555 programmable timer chip, 723 
Fixed-point numbers, 293 
Flip-flop, 389, 398 
Flip-tIops: 

clear and preset inputs, 393 
configurable (in PLDs), 397 
D, 389,420 
edge-triggered, 392, 398 
JK. 398,467,536 
master-slave, 389, 398, 582 
negative-edge-triggered, 392 
positive-edge-triggered, 392, 395 
SR. 369 
T,394 
VHDL code for, 420, 806 

Floating gate, 138 
Floating point, 295 

double precision, 295 
exponent, 295 
format, 295 
IEEE standard, 295 
mantissa, 295 
normalized, 295 
representation, 295 
single precision, 295 

Floorplan Editor, 863 
Flow table, 581 

primitive, 605 
state reduction, 603-617 

Im"x, 770, 885 
Folder, 828 
FOR GENERATE statement, 348, 432, 

454,683,692,703,793 
FOR LOOP statement, 432, 442,797,801 
Fowler-Nordheim tunneling, 139 

FPLA (see PLA) 
FSM (see Finite state machine) 
Full-adder, 252, 281, 784 
Functional behavior, 27 
Functional decomposition, 190 
Functional equivalence, 28 
Functional simulation, 57 
Fundamental mode, 578 
Fuse, 136 

G 
Gate (in MOSFET transistor), 76 
Gate array, 112 
Gate delay (see Propagation delay) 
Gate optimization, 758 
Gated D latch, 398, 419, 582, 805 
Gated latch, 385, 398 
Gated SR latch, 383, 385, 398 
Gates, 25 

AND,26 
NAND, 45, 80, 83 
NOR, 45, 80, 85 
NOT, 26, 78, 82 
OR, 26 
XNOR,254,135 
XOR, 252, 135 

GENERATE statement, 348, 454, 793 
GENERIC (see ENTITY declaration) 
GENERIC MAP, 426,428,815 
Glitch, 587, 634 
Global signals, 504,714 
Gray code, 366 
Guidelines, 835 

H 
H tree, 714 
Half-adder, 250 
Hamming distance, 618 
Handshake signaling, 597 
Hardware description language (HDL), 55 
Hazard-free design, 638 
Hazards, 634-641 

dynamic, 635 
static, 417, 634 

Heuristic approach, 176 
Hexadecimal numbers, 248 
Hierarchical design, 55, 274 
Hierarchical VHDL code, 282-284,343, 

349, 786 
High-level behavioral VHDL code, 466 
High-impedance output, 132 
Hold time. 389, 770, 885 
Huntington's postulates. 31 
Hypercube, 207 

INDEX 

IF GENERATE statement, 349 
IF statement, 350, 796 
IEEE,55 
IEEE standards (see Standards) 
Implicant, 173 
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Implied memory (VHDL), 355, 419,455, 
799 

Incompletely specified FSM, 531 
Incompletely speci fied functions, 180 
Input variable, 21 
Instantiation (of VHDL components), 281, 

445, 785 
Instrumentation, 751 
In-system programming (ISP), 100,902 
Integer: 

in VHDL, 289.433, 778 
signed,246 
unsigned, 246 

INTEGER type (VHDL), 289, 778 
Intersection, 33 
Inversion, 23 
Inverter, 78, 82 

J 
JK flip-flop, 398, 467, 536 
Johnson counter, 415, 468 
JTAG port, 104 

K 
Karnaugh map, 164-172 
k-cube, 207 
k-successor, 524 
Keyboard short-cuts, 841 
Keywords (VHDL), 774 

L 
Large scale integration (LSI), 93 
Latch: 

basic SR. 381,398,578 
D.398 
gated D, 386, 398,419,582 
gated SR, 383, 385, 398 
set-dominant SR, 472 
VHDLcode, 419 

Leads, 91 
Leakage current, 119 
Least-significant bit, 247 
LED (Light emitting diode), 132,460 
Level sensitive element, 388 
Level sensitive scan design, 741 
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Libraries, 55, 224 
ieee, 283 
work, 284, 785 

Library of Parameterized Modules (LPM), 
279, 786 

lpm_add_sub, 279, 424, 876 
lpm_counter, 427 
LPM_DIRECTlON, 426 
IpmJf,424 
IpmJam_dq, 701, 721, 906 
IpmJom,906 
lpm_shiftreg, 426 
LPM_ WIDTH, 426 

Linear feedback shift register (LFSR), 742 
Linear region (see Triode region) 
Literal, 173 
Logic analyzer, 27, 751 
Logic array block (LAB), 903, 904, 909 
Logic block, 105 
Logic circuit, 2, 26 
Logic element, 904 
Logic expression, 21 
Logic functions, 21 

AND,22 
minimization, 172-179,207-222 
NAND,45,80 
NOR,45 
NOT,23 
OR,22 
synthesis, 37-44 
XNOR,254 
XOR,252 

Logic gates, 25 
drive capability, 131 
dynamic operation, 121 
fall time, 123 
fan-in, 187, 128,863,863 
fan-out, 130 
noise margin, 119,914 
power dissipation, 124 
propagation delay, 122 
rise time, 122 
transfer characteristic, 120 

Logic network, 26 
Logic values, 20 
Logical operators (VHDL), 259 
Logical product (AND), 36 
Logical sum (OR), 36 
Lookup table, 107 
Loop statement (see FOR LOOP) 
LUT,107 

M 
Macrocell, 98, 901 
Macrofunction, 279 
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Magnitude, 256 
Majority function, 237 
Master (see Flip-flop, master-slave) 
Master-slave (see Flip-flop) 
Maxterm,42 
Mealy FSM, 480, 496 

VHDL code, 5Il, 818 
Mealy output, 556 
Mean operation, 696 
Medium-scale integration (MSl), 93 
Megafunction, 279 
MegaWizard Plug-in Manager, 876 
Memory, 

implied memory (VHDL), 355, 419, 
799 

Memory initialization file, 906 
Merger diagram, 607 
Merging, 605 

procedure, 607 
Metal-oxide semiconductor (see 

MOSFET) 
Metastability, 717 
Minimization: 

of logic functions, 172-179, 207-222 
of states, 524-531, 603-617 

Minterm,40 
Mixed logic, 90 
Mode (of a logic block), 760 
Moore FSM, 480 

VHDL code, 502, 816 
Moore output, 556 
Moore's law, 2 
MOSFET transistor, 75 

on-resistance, 117 
Most-significant bit, 247 
Motherboard, 9 
Multilevel circuits, 185-203,864 
Multiple-output circuits, 182 
Multiplex (definition), 333 
Multiplexer, 51,316-328, 133, 136 
Multiplexer (VHDL code), 341-344, 446 
Multiplication, 289,677 

array implementation, 291 
partial product, 290 
sequential implementation, 677 
signed-operand,292 

Mutual exclusion element (ME), 602 

N 
Named association (VHDL), 282, 786 
Names (VHDL), 774 
NAND circuits, 45-47, 195,80 
NAND gate (see Gates) 
n-cube, 207 
Negative edge, 389 

Negative logic, 74. 88 
Negative numbers, 256 
Netlist generation, 758 
Network,25 
Next state, 483, 579 

variables, 484. 579 
Nibble, 247 
9's complement, 265 
NMOS technology, 78 
NMOS transistor, 75 
Node Finder, 844 
Node (Quartus II), 838 
Noise, 119 

margin, 119 
power supply, 749 

Non-disjoint decomposition, 193 
Nonvolatile programming, 104 
NOR circuits, 45-48, 195, 80 
NOR gate (see Gates) 
NOR plane, 138 
NOT gate (see Gates) 
Number conversion, 247-250 
Number representation: 

binary coded decimal, 297 
fixed-point, 293 
floating-point, 295 
hexadecimal, 248 
octal,248 
l's-complement, 258 
positional notation, 246 
sign and magnitude, 258 
signed integer, 256 
lO's-complement,265 
2's-complement, 259 
unsigned integer, 246 
in VHDL, 284 

Numbers (in VHDL), 774 

o 
Octal numbers, 248 
Odd function, 252 
One-hot encoding, 330, 414, 494, 633 
I's-complement representation, 258 
1076 VHDL Standard, 58 
1164 VHDL Standard, 58 
1149.1 Standard,748 
On-resistance, 117 
ON-set, 220 
Open-collector, 915 
Open-drain, 915 
Operations (see Logic functions) 
Operators (VHDL), 359, 781 
Optimization (see Minimization) 
OR gate (see Gates) 
OR plane, 94 



Ordering of statements (VHDL), 350,431, 
799,812 

Oscilloscope, 27, 751 
OTHERS (YHDL), 340, 428, 790 
Output delay time (tad), 715 
Overflow (see Arithmetic overflow) 

p 

Packages (physical); 
ball grid array (BGA), 106 
dual inline (DIP), 91 
pin grid array (PGA), 106 
plastic-leaded chip carrier (PLCC), 

100 
quad flat pack, 102 
small-outline integrated circuit 

(SOIC),93 
Package (VHDL), 225,283,444,454,784 
PAL,97 
Parallel expanders, 903 
Parallel-to-serial converter, 569 
Parallel transfer, 400 
Parasitic capacitance, 121 
Parity, 303,591 
Partial product, 290 
Pass transistor, 144 
Path sensitizing, 729 
Physical design, 57 
Pin assignments, 889 
Pins, 91 
Pinstub, 838 
PLA,94,138 
Placement, 748, 767 
PLD, 5, 94 
PMOS transistor, 76 
P-N junction, 114 
Polysilicon, 114 
Port (YHDL), 61, 782 
PORT MAP, 282, 786 
Portability, 55 
Positional assosiation (VHDL), 282, 786 
Positional number representation, 246 
Positive logic, 74, 88 
Power dissipation, 124 

dynamic, 124, 126 
in CMOS circuits, 125 
in NMOS circuits, 124 
static, 124, 127, 144 

PRBSQ 743 
Precedence of operations, 37, 363 
Present state, 483, 579 

variables, 484, 579 
Preset input, 393 
Price/performance ratio, 270 
Prime implicant, 174 

Primitive flow table, 605 
Primitives library, 833 
Printed circuit board (PCB), 13,748 
Priority, 336 

encoder, 336 
in VHDL code, 345, 353 

Process statement (VHDL), 350, 794, 798 
Process transconductance parameter, 116 
Processor, 449 
Product-of-sums form (POS), 43 
Programmable array logic (see PAL) 
Programmable logic array (see PLA) 
Programmable logic device (see PLD) 
Programmable ROM (PROM), 335, 109 
Programmable switch, 4 
Project (Quartus II), 828 
Propagation delay, 57, 122,388 
Properties of Boolean algebra, 30 
Pseudo-NMOS technology, 119, 149 
Pseudorandom tests, 742 
Pseudorandom binary sequence generator 

(PRBSG),742 
Pull-down network, 81 
Pull-up network, 82 
Pull-up resistor, 79 
Pulse mode, 578 

Q 

QFP package, 102 
Quartus project file, 860 
Quine-McCluskey method, 207 

R 
Race condition, 592 
Radix, 246, 870 
Radix complement, 265 
RAM (see Static random access memory) 
Random testing, 734 
Read-only memory (ROM), 334 
Reflections, 749 
Register, 399 

VHDL code, 808 
Register delay time (tn!), 714 
Register-Transfer Level (RTL) code, 466 
Register (VHDL code), 426 
Relational operators (YHDL), 361 
Reliability, 751 
Reset input, 380, 482 
Reset state, 481 
Resistance (transistor channel). 117 
Resolution function (YHDL), 777 
Ring counter, 414 
Ring Oscillator, 475 
Ripple-carry adder, 255 

INDEX 

Ripple counter, 403 
Rise time, 122 
ROM (see Read only memory) 
Rotate operators (VHDL), 362 
Rotate symbol, 835 
Routing. 748, 768 

channel, 105, 111 
Row dominance, 207 
Rubberbanding, 839 

5 
Saturation region, 116 
Scan path, 738 
Schematic, 25 
Schematic capture, 55, 278 
Sea-of-gates technology, 112 
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Selected signal assignment (VHDL), 299, 
340, 791 

Selection tool, 845 
Semiconductor, 114 
Semi-custom chips, III 
Sensitivity list (VHDL), 350, 798 
Sequence detector, 481, 561 
Sequential assignment statement (VHDL), 

350, 794 
Sequential circuits, 480 

analysis, 551, 582 
asynchronous, 578-657 
definition of, 380, 480 
finite state machine, 480 
flow table, 581 
formal model, 559 
merger diagram, 607 
state assignment, 483, 491, 618 
state assignment in VHDL, 509 
state diagram, 482 
state minimization, 524-531,603-617 
state table, 483 
synchronous, 380,480-560 
testing, 737-748 
transition diagram, 621 

Serial adder, 514 
Serial parity generator, 591 
Series-to-parallel converter, 400 
Setup time, 388, 714, 770, 885 

. 7400-series chips, 91 
7-segment display, 338,463 

BCD-to-7-segment decoder, 338 
Shannon's expansion, 324 
Sharp-operation (#-operation), 218 
Shift operators (VHDL), 362 
Shift register, 399, 666 

VHDL code, 430,811 
SIA roadmap, 2 
Sign bit, 256 
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Sign-and-magnitude representation, 258 
SIGNAL,775 
Signature, 743 
Signature analysis, 747 
Sign extension, 293 
Signed numbers, 256 
SIGNED type, 288 
Simple signal assignment, 62, 789 
Simplification (see Minimization) 
Simulation: 

functional, 57, 15 
timing, 57, 15 

Simulator, 57 
Single-precision (see Floating point) 
SIS (Sequential Interactive Synthesis), 223 
Skew (see Clock skew) 
SIack,770 
Slave (see Flip-flop, master-slave) 
Slice, 912 
Small-scale integration (SSI), 93 
Socket, 101 
Sort operation, 703 
Source (in MOSFET transistor), 76 
Speed grade, 861, 900 
SR latch (see Latch) 
Stable state, 578 
Standard cells, Ill, 146 
Standard chips, 4 
Standards: 

IEEE floating-point, 295 
1149,1 (Testing), 748 
Verilog,55 
1076 (VHDL), 58 
1164 (VHDL), 58 

Star-operation (*-operation), 216 
Starvation, 55 I 
Starting state, 481 
State, 480 

assignment, 483, 491, 618 
assignment in VHDL, 509 
compatibility, 607 
definition of, 380,480 
diagram, 482 
equivalence, 524 
minimization, 524-531, 603 
table, 483 
variables, 483, 579 

State-adjacency diagram, 621 
State-assigned table, 484 
State machine (see Finite state machine) 
Statement ordering (VHDL), 350,431, 

799,812 
Static hazard, 417, 634 
Static random access memory (SRAM), 

142,668,700 
SRAM blocks in PLDs, 673 
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Static timing analysis (see Timing 
analyzer) 

STD_LOGIC type, 224 
Storage cells, 107 
Structural VHDL code, 281 
Stuck-at fault, 726 
Substrate, 76 
Subtraction, 262 
Subtype (VHDL), 776 
Sum, 250 
Sum-of-products form (SOP), 41 
Switch,20 
Synchronous clear (reset), 393,410,423 
Synchronous counter, 405, 406 
Synchronous sequential circuits (see 

Sequential circuits) 
Synthesis, 27, 39, 56, 321, 488, 590, 840 

logic, 37-44 
multilevel, 185-196,864 

T 
T flip-flop, 394 
Technology mapping, 223, 760 
lO's complement, 265 
Template (Gate array), 112 
Templates (VHDL), 849 
Terminations, 749 
Test, 726 
Test generation, 727-737, 842 
Test set, 727-737 
Test vectors (see Test generation) 
Testing, 506, 727-752 
Text Editor, 848 
Theorems of Boolean algebra, 30 
Three-state output (see Tri-state) 
Threshold voltage, 74, 114 
Third party tools, 830 
Timer, 723 
Timing Analyzer, 769, 873 
Timing diagram, 27, 486 
Timing simulation, 57 
Tool (CAD), 758 
Traffic light controller, 722 
Transfer characteristic, 119 
Transistor: 

EEPROM, 138 
EPROM, 140 
MOSFET,75 
size, 123 

Transistor-transistor logic (TTL), 914 
Transition diagram, 621 
Transition table (see Excitation table) 
Transmission gate, 134, 136 
Transmission line effects, 750 
Tree structure, 733 

Triode region, 116 
Tri-state: 

buffer, 93, 132 
VHDL code, 442 

Truth table, 24 
2's-complement representation, 259 
22VlO PAL, 900 
Type (VHDL), 775 

U 
Ultraviolet light, 140 
Union, 33 
Universal shift register, 473 
Unsigned numbers, 246 
UNSIGNED type, 288 
Unstable state, 587 
Up-counter, 402, 432, 454, 676 
Up/down-counter, 403 
USE clause, 224, 784 
User-programmable device (see PLD) 

v 
Valuation, 24 
Variable assignment statement, 802 
VARIABLE, 779, 800 
Vending machine controller, 469, 526, 642 
Venn diagram, 33-36 
Verilog HDL, 55 
Vertex, 204 
Very large-scale integration (VLSI), 93 
VHDL, 58-63, 224,281-288, 339-363, 

502-512, 773-824 
architecture, 61, 782 
arithmetic assignment, 285 
array, 705, 780 
asynchronous clear, 422, 808 
BUFFER,434 
CASE statement, 356,457,797 
comment, 774 
component, 281, 786 
concatenation, 287, 790 
conditional signal assignment, 344, 

792 
don't care, 358, 776 
entity, 60, 782 
FOR LOOP, 432,797,801 
GENERATE, 348,454, 793 
IF statement, 350, 796 
implied memory, 355,419,799 
instantiation of components, 281,445, 

666, 785 
named association, 282 
names, 774 
number representaton, 284, 774 



operators, 359. 781 
ordering of statements. 350,431, 799, 

812 
package, 225,283,444,454, 784 
port. 61, 782 
positional association, 282 
precedence, 363 
process, 350, 794. 798 
selected signal assignment, 299, 340, 

791 
sensitivity list, 350,798 
signal. 775 
synchronous reset, 423,808 
variable, 779, 800 

vector, 775 
Via, 111 
Volatile programming, 109 
Voltage levels, 

high. 74 
low, 74 
substrate bias, 127 
V OH and VOL. 120 
V/H and VII, 120 

Voltage transfer characteristic (VTC), 119 

W 
WAIT UNTIL statement, 420, 430,807 

INDEX 

Waveform Editor, 845 
WHEN clause (VHDL), 340, 356, 792 
Wiring complexity, J 90 
World Wide Web, 223 

X 
Xilinx Spartan-3. 913 
Xilinx Virtex FPGA, 912 
Xilinx Virtex II (Pro) FPGA, 912 
Xilinx XC4000 FPGA, 907 

-NY 

XNOR (Exclusive-NOR) gate (see Gates) 
XOR (Exclusive-OR) gate (see Gates) 
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